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EXPERIMENTS  UPON  PH(ENIX  COLUMNS. 


Presented   at   the   13th   Anntjaxj    Coxvention,    June   15th,   1881,  by 

T.  C.  Claeke,  a.  Bonzano,  John  Gkiffen  and  DA"saD  Keeves, 

(Clakke,  Ree\^es  &  Co.)  Members  A.  S.  C.  E. 

WITH    DISCUSSION. 


The  undersigned  submit,  for  the  information  of  the  Society,  certain 
experiments  upon  the  breaking  strength,  elastic  limit,  etc. ,  of  full  sized 
Phoenix  columns,  such  as  are  used  in  bridges,  made  upon  the  U.  S. 
Government  testing  machine  at  Watertown  (Mass.)  Arsenal,  at  their 
request  and  cost. 


These  experiments  are  given  in  great  detail,  and  are  accompanied  by 
a  carefully  written  description  of  the  testing  machine,  and  of  the  manner 
in  which  the  tests  were  made,  by  James  E.  Howard,  C.  E.,  the  official  in 
charge  of  testing  machine. 

These  results  show  that  Gordon's  formula  does  not  express  the  true 
strength  of  these  columns  ;  and  it  would  appear  that  separate  formulae 
would  have  to  be  used  for  long  and  for  short  columns  below  15  diameters, 
a  result  indicated  by  Hodgkinson.     (See  Treatise  on  Oast  Iron,  p.  337.) 

The  Phoenix  columns  are  stronger  than  Gordon's  formula  indicates, 
as  the  following  diagram,  showing  the  curves  of  ultimate  strength,  both 
by  the  Watertown  experiments  and  as  calculated  by  Gordon's  formula, 
clearly  shows. 


^000 


The  whole  is  submitted  in  the  hope  that  it  will  throw  additional 
light  upon  an  imjaortant  engineering  question,  and  aid  in  further  study 
of  this  subject. 

CLAKKE,  REEVES  &  CO. 

May,  1881. 


Desckiption  of  Machine  and  Experiments. 
By  James  E.  Howard,  C.  E. 

The  U.  S.  Government  testing  machine  is  an  hydraulic,  horizontal 
testing  machine.  It  has  a  capacity  of  800  000  pounds  for  strains  of 
tension  or  comiDression,  and  capable  of  receiving  specimens  of  any  length 
up  to  30  feet,  and  by  a  slight  modification  of  the  parts  can  be  adajated 
for  comijression  tests  31  feet  11  inches  in  length,  and  for  tensile  tests  of 
eye-bars  37  feet  3  inches  centre  to  centre  of  eyes. 

The  principal  parts  of  the  machine  are  the  platforms  of  an  hydraulic 
scale  at  one  end,  a  straining  press  at  the  other  end,  and  connecting  them 
two  main  screws  of  wrought  iron  8i  inches  diameter,  48  feet  long. 
Specimens  are  placed  between  the  straining  j)ress  and  the  scale  plat- 
forms, central  with  the  screws.  The  press  has  a  cylinder  20  inches 
diameter  by  24-inch  stroke  ;  it  is  carried  upon  a  truck  and  moved  from 
or  towards  the  opposite  end,  to  accommodate  specimens  of  different 
lengths,  by  nuts  working  on  the  main  screws,  the  nuts  being  driven 
by  a  central  shaft.  These  parts,  which  are  subject  to  the  greatest  strains 
while  testing,  are  fixed  or  stationary  as  regards  their  relative  position 
only.  They  may  take  a  slight  longitudinal  movement  in  whichever 
direction  the  shock  of  recoil  predominates.  The  movement  is  gradually 
checked  by  a  buffing  apparatus.  Hydraulic  power  for  moving  the  piston 
of  the  straining  press  is  supplied  from  an  accumulator.  This  consists  of 
a  vertical  cylinder,  having  a  10-inch  ram  which  in  turn  is  bored  and 
forms  the  cylinder  for  a  7+-inch  ram.  UiJon  these  rams,  Avhich  are 
used  indej)endently,  are  carried  one,  two  or  three  masonry  weights, 
varying  the  cylinder  pressure  from  780  pounds  per  square  inch  to  3  500 
pounds  per  square  inch.  The  ram  which  is  put  into  use,  and  the  num- 
ber of  weights  carried,  deijends  upon  the  strength  of  the  specimen  under 


test.  A  steam-pump  raises  the  weiglits.  The  use  of  the  accumulator 
allows  of  rapid  manipulation  of  the  machine  ;  those  pulsations  incidental 
to  pumping  directly  into  the  straining  press  cylinder  are  avoided. 

The  apparatus  for  weighing  the  strains  applied  to  the  specimen  are  in 
duplicate.  The  hydraulic  scale  measures  the  loads  from  one  end  of  the 
specimen  ;  pressure  gauges  connected  with  the  straining  press  indicate 
the  load  from  that  end. 

The  veracity  of  the  pressure  gauges  is  impaired  by  packing  friction, 
to  reduce  which  an  apparatus  was  designed  for  rotating  the  press  jjiston 
by  a  force  independent  of  that  which  caused  stress  in  the  specimen. 
"With  this  apparatus  it  would  make  a  very  excellent  testing  machine  if 
used  without  the  hydraulic  scale  ;  but  the  latter,  being  entirely  free  from 
friction,  admits  of  much  closer  weighing. 

The  use  of  the  rotary  apparatus  complicates  the  manipulation  of  the 
machine,  and  not  being  required,  owing  to  the  superior  behavior  of  the 
scale,  it  is  set  aside  and  not  used.  The  pressure  gauges  in  connection 
with  the  machine  are  specially  worthy  of  remark.  They  are  diaphragm 
gauges,  have  20  inch  dial,  and  from  1000  lbs.  per  square  inch  to  3500  lbs. 
per  square  inch  capacity.  The  usual  difficulties  in  the  construction  of 
gauges  have,  with  these,  been  entirely  surmounted.  The  vagaries  of 
ordinary  gauges  are  rendered  apparent  by  comparing  the  ascending  and 
descending  readings  under  the  same  loads. 

High  pressure  gauges  are  proportionally  less  accurate  than  those  of 
low  pressure. 

The  testing-machine  gauges  are  correct  almost  to  mathematical  exact- 
ness. 

The  hydraulic  scale  platforms  receive  directly  the  specimen  loads, 
and  transmit  the  same  to  the  weighing  beam  without  loss  by  friction  ; 
the  net  load  is  here  indicated.  The  superiority  of  this  machine  is  in  a 
large  part  due  to  the  accuracy  of  the  scale.  It  has  been  tested  in  the 
most  severe  manner,  and  prove(J  satisfactory.  From  the  fracture  of  a  5 
inch  bar  of  wrought-iron,  requiring  over  700,000  lbs.  tension,  the  change 
was  immediately  made  to  a  specimen  which  broke  with  one  pound  ten- 
sion, the  scale  correctly  indicating  the  load  in  each  case . 

During  the  preliminary  work  upon  the  testing-machine  adjustments, 
it  is  believed  some  of  the  most  remarkable  weighing  was  done  that  has 
yet  been  accomplished,  when  the  mass  of  metal  weighed  is  considered. 
The  main  weighing  beam  was  temijorarily  arranged  as  an  even  balance 


I 


5 

scale,  and  standard  weights  adjusted  ui^on  it.  Two  200  lb.  weights 
were  adjusted  to  lo  nio  ooo  of  their  weight.  With  weights  of  this  size 
in  the  poise  pans,  the  scale  was  sensitive  to  ,-^o  of  a  grain  in  change  of 
load. 

This  series  of  tests  embrace  twenty  Phoeuix  columns  of  8. 04  inches 
diameter,  4  segments,  in  duplicate  lengths  running  from  8  inches  to  28 
feet  long.  The  sectional  area  of  the  metal  being  slightly  in  excess  of  12 
square  inches.  Also  the  test  of  two  columns  of  six  segments  11.8  inches 
diameter  ;  sectional  area,  18.3  square  inches  and  8  feet  9|  inches,  and  25 
feet  2.65  inches  in  length  respectively. 

The  sectional  area  was  computed  from  the  weight  of  the  columns; 
careful  measurements  and  the  specific  gravity  gave  the  weight  of  the  iron 
.  27556  lbs.  j)er  cubic  inch. 

All  were  tested  with  flat  ends.  Care  was  taken  that  the  strains  of 
compressions  while  under  test  should  pass  exactly  through  the  axis  of  the 
columas.  The  ends  resting  between  the  planed  faces  of  compression 
platforms  in  the  testing  machine  were  brought  to  a  good  bearing. 

Short  columns  were  unsui^ported  between  the  ends  ;  those  from  10 
feet  to  19  feet  in  length  were  supported  at  the  middle  ;  those  above  19 
feet  long  had  two  intermediate  siij^ports.  For  tliis  purpose  weights 
counterbalancing  their  proper  length  of  column  were  attached  to  one 
end  of  a  rope,  which  rope  was  passed  over  an  overhead  jjulley,  and  had 
its  other  end  secured  to  the  column.  This  method  secures  the  columns 
from  any  tendency  to  deflect  downward  from  their  own  weight,  while 
allowing  full  movement  in  whichever  direction  crippling  takes  i^lace. 

The  method  adopted  in  conducting  the  tests,  the  columns  being 
projaerly  in  position,  was  to  apply  an  initial  load  of  10  000  lbs.  or  20  000 
lbs.,  according  to  the  weight  of  the  column,  gradually  apply  the  higher 
loads,  and  measure  the  amount  of  contraction  at  each  successive  loading. 
Between  each  increment  of  load,  strains  were  released  to  the  initial  j^res- 
suve,  and  the  permanent  set  of  the  metal  measured.  Measurements  were 
taken  with  vernier  calipers,  reading  to  the  one-thousandth  of  an  inch, 
between  the  ends  of  rods  laid  along  the  columns,  reaching  to  the  com- 
pression platforms  at  either  end.  Vertical  and  horizontal  deflections 
were  measured  at  the  middle  of  the  columns. 

Loads  were  increased  till  the  ultimate  crippling  strength  was  deter- 
mined. In  a  number  of  cases  strains  were  continued  until  the  columns 
were  considerably  bent,  even  to  one  diameter  out  of  line,  and  the  loads 
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they  would  sustain  in  that  condition  measured.  The  elastic  limit  with 
some  columns  was  ascertained  with  difficulty.  The  earliest  loads  devel- 
oped a  slight  jDermanent  set,  which  increased  as  higher  strains  were 
reached.  This  behavior  of  the  metal  was  attributed,  in  a  certain  degree, 
to  the  condition  of  the  ends  of  the  columns,  the  flanges  of  some  being 
shorter  than  the  web  ;  in  others  the  ends  were  not  squared  off  smoothly. 
When  doubts  existed  as  to  where  the  elastic  limit  was,  it  is  not  given  in 
the  results.  Loads  very  much  above  the  elastic  limit  produce  an  imme- 
diate shortening,  but  not  all  the  metal  would  yield  to  if  the  loads  were 
long  sustained.  Observing  a  4  feet  column,  No.  17,  to  ascertain  the  rate 
of  decrease  in  length  after  the  first  yielding  under  that  strain  had  taken 
place,  it  was  found  that  sustaining  430  000  lbs.  =  35  590  lbs.  per  square 
inch  for  40  minutes,  caused  a  further  decrease  in  length  of  .018  inches. 
This  decrease  in  length  took  place  in  the  following  time: 

After  sustaining  35  590  lbs,  per  sq.  inch,  5  minutes,  decrease  of  .004  inch. 
((  <(  <(  <<  <(  in  a  i(  009      " 

<(  <c  (<  (c  tf  OQ  (<  ff  013        " 

((  <(  a  (f  a  QQ  i<  <c  016       " 

((  ((  a  a  ((  ^0  "  "  018       " 

The  extent,  therefore,  the  columns  were  compressed  under  loads  above 
the  elastic  limit  furnishes  comparative,  rather  than  absolute  results,  the 
time  between  loadings  having  been  kept  the  same  as  nearly  as  possible. 

The  ultimate  crippling  strength  was  determined  with  moderation. 
By  hurrying  a  test  at  this  j)oint,  without  allowing  the  metal  sufficient 
time  in  which  to  act,  a  column  could  be  made  apparently  to  sustain  a 
higher  load  than  in  reality  was  possible.  The  behavior  of  the  columns, 
after  taking  a  deflection  of  several  inches,  was  remarkable.  As  the  de- 
tails of  the  tests  will  show,  they  still  retained  a  superior  sustaining 
power,  and  herein  they  differ  materially  from  lattice  columns.  The 
latter  form,  after  deflecting  slightly,  suddenly  give  way  by  tearing  out 
the  riveting  of  the  lattice  bars,  after  which  but  little  strength,  as  a' 
column,  remains. 


Watertown  Arsenal,  Mass.     November,  1879. 

test  of  compression  of 

TWENTY .  PHCENIX    COLUMNS. 

Form  of  Siaecimens  and  Approximate  Dimensions. 


o 

6           6 

1 

6 

6                     <i> 

c^-      1 

o 

o           o 

o 

o                        o 

o 

Diameter  out  to  out  of  flanges 11.5  inches . 

"         centre  to  centre  of  rivets 10.  " 

Columns  tested  in  a  horizontal  position. 

Those  under  10  feet  in  length  supported  at  ends  only. 

Those  10  feet  and  under  19  feet  supported  at  ends  and  counter 
weighted  at  middle. 

Tliose  19  feet  and  over  in  length,  counter  weighted  at  one-third 
distance  from  each  end. 

Flat  ends  of  columns  brought  to  good  bearings,  adjusting  compres- 
sion platforms,  a  few  thousandths  of  an  inch,  when  rendered  neces- 
sary by  the  columns  not  having  ends  truly  parallel. 

Gaugings  were  taken  showing  the  total  compression  and  the  deflec- 
tions horizontally  and  vertically  at  the  middle  of  the  column. 

The  columns  were  positioned  with  flanges,  as  shown  by  the  above 
sketch. 

The  sectional  area  was  comi^uted  from  the  weights  of  the  columns  ; 
the  weight  per  cubic  inch  .  27556  pounds,  found  by  careful  measure- 
ment of  a  25  feet  column  and  verified  by  specific  gravity  of  pieces  cut 
out  of  one  of  the  specimens. 

It  is  somewhat  difficult  to  determine  in  every  case  the  limit  of 
elasticity  ;  the  columns  under  light  loads  showing  some  permanent 
set  as  though  they  were  taking  a  better  bearing  or  releasing  some  initial 
strains  in  the  metal.  However,  this  permanent  shortening  seems  rather 
insignificant,  amounting  to  a  few  thousandths  in  the  longest  column. 
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DETAILED  STATEMENTS  OF  TESTS. 

STATEMENT  No.  1. 

Lengtli  of  column 28  feet. 

Sectional  area 12.062  square  inches. 

Weight 1  14:2  pounds. 

Initial  load  on  specimen 20  000  pounds. 

Loads  on  specimen  apjilied  and  permanent  set  measured  when  load 
removed  to  initial  strain. 

Loads         Total         Per        Horiz.       Vert.  -Rx-i-.T^iro 

Applied.      Comp.         Set.        Dcflec.     Deflec.  kemarks. 

Lbs.  Inches  Inches  Inches  Inches 
20  000 

200  000   .190  002   .029 

20  000  006 

240  000 

20  000  008 

252  000 

20  000  008 

264  000  , 

20  000  010 

270  000  

20  000  010 

276  000 

20  000  Oil 

282  000 

20  000  Olll 

288  000 

20  000  Olli 

294  000 

20  000  012 
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Statement  No.   1 — Continued. 


Loads  Total         Per         Horiz.       Vert. 

Applied.     Comp.        Set.       Deflec      Deflec.  Remarks. 


Lbs .     Inclaes  Indies  Inches  Inches 
300  000 

20  000  012 

306  000 

20  000  018 

312  000 

20  000  014+ 

318  000 

20  000  016 

324  000 

20  000  018 

330  000 

20  000  018+ 

336  000 

20  000  019 

342  000 

20  000  020i 

348  000 

20  000  0221 

354  000 

20  000  ......  .023^ 

360  000  .368 

20  000  025| 

366  000 

20  000  027 
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Statement  No.  1 — Continued. 


Loads         Total         Per        Horiz.       Vert.  Remarks. 

Applied.      Comp.        Set.       Deflec.     Defleo. 


Lbs.     Inclies  Inches  Inches  Inches 
372  000 

20  000     030 

378  000  ■ 

20  000     031 

384  000 

20  000     034 

390  000 

20  000     036 

396  000       .418    086      .137 

20  000     041 

402  000 

20  000     044 

424  000     Ultimate  strength,  35  150  pounds 

l^er  square  inch. 
20  000     2.73     1.80 

282  000     Load  sustained  after  deflection  as 

above. 
20  000     4.55     3.30 

216  000     Load  sustained  after  deflection  as 

above. 


Columns  deflected  east  and  downward. 
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STATEMENT    No.    2. 

Length  of  siiecimen 28  feet 

Sectional  area 12  181  square  inches. 

Weight 1  153  pounds. 

Initial  load  on  Specimen 20  000  pounds. 


Loads  Total         Per         Horz.        Vert.  T?^^^,^„^^« 

Applied.      Comp.         Set.       Deflec.    Deflec.  itEiiAKKs. 


Lbs.  Inches  Inches  Inches  Inches 
20  000 

200  000  .186  OU   .045 

20  000  005 

240  000 

20  000  005 

252  000 

20  000  006 

264  000 

20  000  007 

270  000 

20  000  007^ 

276  000 

20  000  007i 

282  000 

20  000  007  J 

288  000 

20  000  009 

294  000 

20  000  010 

300  000 

20  000  010 
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Statement  No.  2 — Continued. 


Loads         Total  Per         Horiz.       Vert.  Remarks. 

Applied.      Comp.        Set.        Deflec.      Deflec. 


Lbs.  Inches  Inches  Inches  Inches 
306  000 

20  000  QIC 

312  000 

20  000  012i 

318  000 

20  000  013 

324  000 

20  000  013 

330  000 

20  000  015 

336  000 

20  000  017 

342  000 

20  000  019 

348  000 

20  000  020 

354  000 

20  000  021 

360  000 

20  000  024 

366  000 

20  000  026 

372  000 

20  000  027 
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Statement  No.  2 — Continued. 


Loads         Total         Per        Horiz.       Vert.  Kemakks. 


Applied.      Comp.         Set.       Deflec.     Deflec. 


Lbs.  Inches  Inches  Inches  Inches 

378  000 

20  000  031 

384  000 

20  000  032 

390  000 

20  000  035 

396  000  

20  000  039 

402  000       .424 

20  000  046 

416  000  Ultimate  strength,  34  150  pounds 

per  square  inch. 

20  000  05   2.48 

300  000  Sustained  after  above  deflection. 

20  000  3.98 

263  000  Sustained  after  above  deflection. 

250  000  5.34) 

V  .  134  Elastic  reaction. 

20  000  4.      i 


Columns  deflected  upwards. 
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STATEMENT   No.    3. 


Length  of  column 25  feet. 

Sectional  area  12.233  square  inches  .  .weight,  1  034  pounds. 
Placed  in  machine  with  hemispherical  ends. 


Paper  wrapped  around  stems  of  hemispherical  ends  to  bring  sizeuj) 
to  interior  diameter  of  the  column,  and  properly  centre  them. 

The  ends  were  found,  however,  not  to  be  perfect  hemisphere  at  south 
end  of  column  bearing  about  one-half  inch  above  centre. 


Loads 
Applied. 


Total 
Comp. 


Per 

Set. 


Horiz.     Vertical 
Deflec.     Deflec. 


Remabks. 


Lbs.     Inches  Inches  Inches  Inches 
20  000 

50  000      .033 009      .  08fi  Deflecting  downwards. 

20  000 006 

100  000      .089 016      .151 

20  000 010 

150  000      .141 008      .178 

20  000 012 037 

200  000      .197 03        .324 

20  000 015 

250  000      .262 09        .651 

20  000  .• 024      .024      .102  South  hemisphere  turned  one-half 

over  for  the   purpose    of  taking 
20  000  out    permanent  deflection     .  102 

inch,    end  now   bearing  one-half 
200  000 03       inch  below  centre  line  of  column. 
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Statement  No.  Z— Continued. 


Loads         Total         Per        Horiz.       Vert.  Remakes. 

Applied.      Comp.        Set.       Deflec.     Deflect 


Lbs.      Inches  Inches  Inches  Inches 
250  000 113 

20  000 03 

275  000      .241 254 

20  000 79 

290  000 

20  000  . 11    Per  deflection  removed  as  taken  and 

set  in  opposite   direction  (.110 — 

.102=.  008) 


Hemispherical  ends  removed  and  column  tested  with  flat  ends,  same 
as  all  others  were  tested. 


Loads  n  ^^^        Horiz.    Vertical  Remarks. 

Applied.     ^°™P-         Set.       Deflec.     Deflec. 


Lbs.   Inches  Inches  Inches  Inches 
20  000 

300  000   .255 016   .017 

20  000 009 

306  000 

20  000 009 

312  000 

20  000 009 

318  000 

20  000 009 

330  000 

20  000 009 
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Statement  No.  ^—Continued. 


Loads         Total         Per         Horiz.       Vert.  Remarks 

Applied.      Comp.         Set.        Deflec.     Deflec. 

Lbs.     Inches  Inches  Inches  Inches 

342  000 Elastic  limit,  27  960  pounds,  square 

inch. 
20  000 009 

354  000 

20  000 013 00 

396  000      .356 014      .114 

20  000 029 044 

431  500 Ultimate  strength,  35  270  pounds, 

square  inch. 
20  000 709 

382  000 Sustained  after  deflection  as  above. 

20  000 1.838 

346  000 «         '«         '<  ««  «« 

20  000 3 .  676 

292  000 <«         w         '<  <«  <« 

20  000 4.357 

274  000 *«         "         "  "  *' 

20  000 6.102 

218  000 8.732 

20  000 6.695 


2.037  Elastic  reaction. 


The  ends   of  the  above  column  did  not   come  to  as  good  bearing, 
when  test  began,  as  usual  with  other  columns. 
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STATEMENT    No.   4. 

Length  of  column 25  feet. 

Sectioual  area 12 .  10  square  inches. 

Weight 1  023  pounds. 


Loads 
Applied. 

Comp. 

Per 
Set. 

Horiz. 
Deflec. 

Vertical 
Deflec. 

Lbs.     : 

inches  Inches 

Inches. 

Inches. 

20  000 

200  000 

.168  . 

.015 

.084 

20  000 

.007 

.005 

.024 

240  000 

.205  . 

.022 

.091 

20  000 

.011 

252  000 

264  000 

20  000 

.012 

276  000 

20  000 

.012 

288  000 

20  000 

.014 

300  000 

.264. 

.041 

jm) 

20  000  . 

016 

005 

.042 

812  000 

20  000  . 

.018 

324  000 

20  000  . 

.020 

336  000 

20  000  . 

.022 

348  000 

Remarks. 


19 


Statement  No.  4 — Continued. 


Loads.        p^^,.  Per  Horiz.  Vertical.  Eemabks. 

Applied.      '-■"™P-        Set.  Deflec.  Deflec. 

Lbs.      Inches  Inches       Inches.  Inches. 

20  000 025      .024  .051 

396  000      .377 149  .127 

20  000 047      .077  .067, 

424  000 Ultimate    strength,   35 

040  lbs.  square   inch. 
20  000 1.715  .244 

348  000 Sustained  after  above  de- 

iiection. 
20  000 4.055  .486 

280  000 Sustained  after  above  de- 
flection. 

250  000 6.285  1  .896  ) 

V  1 .  35  >•       .  25  in.  Elastic  reaction . 

20  000 4.935)  .646) 

251  000 Sustained  after  above  de- 

flection. 

170  000    9.7)  1.6) 

1.2.3  >•  .4 

20  000 7.4)  1.2) 

178  000 10.3  1.7         Sustained  after  above  de- 

flection. 


Column  deflected  east  and  upward. 
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STATEMENT   No.   5. 

Length  of  column 22  feet. 

Sectional  area 12.371  square  inches. 

Weight 920  pounds. 


Loads        p„„„         Per         Horiz.     Vertical 
Applied.     ^"^V-        Set.       Deflec.     Deflec.  Remaeks, 


Lbs.  Inches  Inches  Inches  Inches 
10  000 

50  000   .037 036   .011 

10  000 001 

100  000   .078 042   .013 

10  000 002 

150  000   .121 046   .016 

10  000 003 

200  000   .160 050   .014 

10  000 004 

250  000   .201 054   .016 

10  000 008 

260  000   .209 

10  000 008 

270  000   .218 

10  000 009 

280  000   .  227 

10  000 010 

290  000   .  234 

10  000 010 

300  000   .243 059   .021 

10  000 012 

305  000   .248 
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Statement  No.  5 — Continued. 


Loads        ^ Per        Horiz.    Vertical  Remarks. 


Applied.      Comp.         g^^^        Deflec".     Deflec. 


Lbs.  Inches  Inclies  Inches  Inches 

10  000 013 

310  000   .253 

10  000 014 

315  000   .257 

10  000 015 

320  000   .  262 

10  000 016 

325  000   .267 

10  000......   .018 

330  000   .272 

10  000 018 

335  000 

10  000 020 

340  000 

10  000 021 

345  000 

10  000 022 

350  000   .293 065   016 

10  000 023 

355  000 

10  000 024 

360  000 

10  000 025 

365  000 
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Statement  No.  5 — Continued. 


Loads        (,  Per         Horiz.     Vertical  Remabks. 

Applied,      ^""^ir"        set.       Defleo.     Deflec. 


Lbs.  Inches  Inches  Inches  Inches 
10  000 029 

370  000 

10  000 031 

375  000 

10  000 031 

380  000 

10  000 033 

385  000 

10  000 036 

390  000 

10  000 038 

395  000 

10  000 041 

400  000  3,51        .072   .012 

10  000 045 

410  000 

10  000 049 

420  000 

10  000 .058 

430  000 

10  000 070 

440  000 Ultimate  strength,  35  570  pounds, 

square  inch. 


Cohimn  deflects,  downward  and  east. 
Maximum  deflection  about  one  foot  from  middle. 
Flanges  open  about  .  01  inch  between  rivets  concave  side. 
Notwithstanding  the  large  number  of  measurements  taken    of   above 
column  it  is  somewhat  problematical  what  the  Elastic  Limit  is. 
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STATEMENT    No.    6. 

Length  of  column 22  feet. 

Sectional  area 12.311  square  inches. 


Loads        /-t„^„         Per        Horiz.       Vert.  „ 

Applied.      ^°™P-        Set.       Deflec.     Deflec.  Remarks. 


Lbs.   Inches  Inches  Inches  Inches 
10  000 

50  000   .054 014   .048 

10  000 001 

100  000   .072 018   .073 

10  000 002 

150  000   .113 

10  000 003 

200  000   .152 023   .109 

10  000 004 

240  000   .  185 

10  000 006 

260  000   .201 025   .121 

10  000 006' 

270  000   .210 

10  000 008 

280  000   .219 

10  000 009 

290  000   .227 

10  000 010 

300  000   .236 028   .131 

30  000 .011 

310  000   .244 

10  000 012 
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Statement  No.  6 — Continued. 


I^O*'''''  Comp  S"""  5°!^^-        J"*-  KEMARK8. 

Applied.      ^"™1'-        Set.       Deflec.     Deflec. 


Lbs.  Inclies  Inches  Inches  Inches 
320  000   .254 

10  000 015 

330  000   .263 

10  000 016 

340  000   .274 

10  000 019 

350  000   .283 030   .157 

10  000 019 

360  000   .293 

10  000 022 

370  000   .304 

10  000 024 

380  000   .315 

10  000 028 

390  000   .327 

10  000 034 

400  000   .340 032   .215 

10  000       .038  ■ 

423  000 Ultimate  strength,  34360  lbs.  sq.in. 

10  000                 2. 
357  600 Load  sustained  after  above  deflec. 

10  000 

300  300 3 .  95    Columns  cease  to  bear  on  full  face 

of  ends. 
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Statement  No.  6 — Continued. 


Loads        ^„,„„         Per        Horiz.        Vert.  Remarks. 


Applied,      ^omp.        g^^^       Deflec.      Deflec. 


Lbs.  Inches  Inches  Inches  Inches 

10  000 4. 

300  900 Subtains  after  above  deflection. 

10  000  6. 
261000 

10  000 8 . 

214  000 Sustains    after     above    deflection, 

ends  bearing  about  i  way  round. 
10  000 1.8  inch  vertical  reaction. 

Column  deflected  upward. 

STATEMENT   No.   7. 

Length  of  column 19  feet. 

Sectional  area 12.023  square  inches, 

Weight 773  pounds. 


Loads        „^^  Per        Horiz.       Vert.  „ 

Applied.     ^°™P-        Set.       Deflec.     Deflec.  Remarks. 


Lbs.   Inches  Inches  Inches  Inches 
10  000 

240  000   .163 075   .024 

10  000 001 

252  000 

10  000 001 

264  000 

10  000 001 

276  000 

10  000 001 
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Statement  No.  7 — Continued. 


Loads        „ Per         Horiz.      Vert.  ■RTTM-inirH 

Appued.      C°™P-         Set.        Deflec.     Deflec.  Kemabks. 


Lbs.  Inches  Inches  Inches  Inches 
288  000 

10  000 003 

300  000   .198 092   .024 

10  000 005 

312  000 

10  000 005 

324  000 

10  000 008 

336  000 

10  000 010 

348  000 

10  000 012 

360  000 

10  000 015 

372  000 

10  000 018 

396  000 

10  000 027   .069   .002 

425  200 Ultimate  strength,  35  365  lbs.  sq.in. 

10  000 123   .682   .02 

412  000 Sustained  after  above  deflection. 

10  000 3.64        .112 

318  000    "  "  " 

10  000 6.19        .37 
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Statement  No.  7 — Continued. 


Loads        ^  Per        Horiz.      Vert.  Kemarks. 

Applied,      '^""^f-        get.       Deflec.     Deflec. 


Lbs.     Inches  Inches  Inches  Inches 
252  000 Sustained  aftei'  above  deflection. 


10  000 10.53        .83 

157  000  


Column  deflected  to  the  east  and  upward. 

STATEMENT   No.    8. 

Length  of  column 19  feet. 

Sectional  area 12.087  square  inches. 

Weight 777  pounds. 


Loads        ^  Per        Horiz.       Vert.  Eemaeks. 

Applied.     '^°™P-         Set.        Deflec.     Deflec. 


Lbs.  Inches  Inches  Inches  Inches 
10  000 

200  000   .139 006   .027 

10  000 005 

240  000   .168 008   .030 

10  000 007 

252  000 

10  000 007 

264  000 

10  000 007 

276  000 

10  000 007 

282  000 
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Statement  No.  8 — Continued. 


Loads        „  Per        Horiz.       Vert.  Kemarks. 

Applied.      '^°^V-        get.       Deliec.     Deflec. 


Lbs.  Inches  Inclies  Indies  Inches 
10  000 009 

288  000 

10  000 009 

294  000 

10  000 009 

300  000   .213 016   .032 

10  000 010 

306  000 

10  000 010 

312  000 

10  000 013 

318  000 

10  000 013 

324  000 

10  000 018 

330  000 

10  000 013 

336  000 

10  000 016 

342  000 

10  000 016 

348  000 

10  000 016 

354  000 Elastic  limit,  29  290  lbs.  sq.  in. 


29 

Statement  No.  8 — Continued. 


App^/b      «-P-       iZ        Detec".     l7el*c.  ^'^^-^^^ 


Lbs.      Inches  Inches  Inches  Inches 
.016 


10  000 

360  000 

10  000 

366  000 

10  000 

372  000 

10  000 

378  000 

10  000 

384  000 

10  000 

390  000 

10  000 

396  000 

10  000 

.017 


.019 


.022 


.025 


.025 


.027 


.030 

446  000 Ultimate  strength,  36  900  lbs.  sq.in. 

10  000 60        .14 

415  000 Load  sustained  after  above  deflec- 
tion. 
10  000 1.77        .18 


364  000 

10  000 2.38 

10  000 2 .  48    Maximum  deflection  one  foot  from 

middle. 
350  000 3 .  22    Sustained  after  above  deflection. 

10  000 2.73    


Column  deflected  -west  and  upward. 
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STATEMENT   No.   9. 

Length  of  column 16  feet. 

Sectional  area 12.000  square  inches. 

Weight G50  j)ounds. 


Loads        ^omp.       l^f        ST""-     J""!^'  Remarks. 

Applied,      "^""^p-       Set.        Deflec.     Deflec. 


Lbs.      Inches  Inches  Inches  Inches 
10  000 


200  000      .120 022      .002 

10  000 006 

240  000 

10  000 007 

252  000 

10  000 007 

264  000 

10  000 009 

270  000 

10  000 010 

276  000 

10  000 010 

282  000 

10  000 Oil 

288  000 

10  000 Oil 

.294  000 

10  000 012 

300  000 

10  000 012 

306  000 
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Statement  No.  9 — Continued. 


.^o-^D^        Comp.        ^"'        ^oriz.       Vert.  Remarks. 

Applikd.  '^         Set.       Deflec      Defleo. 


Lbs.  Inches  Inches  Inches  Inches 

10  000  . 

013 

312  000 

10  000  . 

013 

318  000 

10  000  . 

015 

324  000 

10  000  . 

016 

330  000 

10  000  . 

017 

336  000 

10  000  . 

018 

348  000 

10  000  . 

020 

360  000 

10  000  . 

023 

372  000 

10  000  . 

026 

396  000 

10  000  . 

034 

439  000  . 

10  000  . 

2.09  ...... 

365  000  . 

Maximum  deflection  one  foot  from 
middle. 


Column  deflected  eastward. 
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STATEMENT    No.    10. 

Length  of  column 16  feet. 

Sectional  area 12.000  square  inches. 

Weiffht 650  lbs. 


Loads        ^  Per.        Horiz.    Vertical  ^ 

Applied.      ^°™P-        Set.       Deflec.     Defleo.  Rkmarks. 


Lbs.   Inches  Inches  Inches  Inches 
10  000 

200  000   .116 013   .012 

10  000 003 

240  000 

10  000 004 

252  000 

10  000 004 

264  000 

10  000 005 

270  000 

10  000 ;005 

276  000 

10  000 006 

282  000 

10  000 006 

288  000 

10  000 008 

294  000 

10  000 008 

300  000 

10  000 008i 

306  000 
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Statement  No.   10 — Continued. 


Loads        ^  Per        Horiz.    Vertical  Remarks. 

Applied,      "-""'i"-         get.       Deflec.     Deflec. 


Lbs.  Inches  Inches  Inches  Inches 
.009 


.010 


10  000 

312  000 

10  000 

318  000 

10  000 

324  000 

10  000 

•336  000 

10  000 

348  000 

10  000 

360  000 

10  000 

372  000 

10  000 

396  000 

10  000 

.011 


.012 


.013 


.015 


.018 


.021 


.028 

439  000 Ultimate  strength,  36  580  lbs. 

square  inch. 
10  000 3.22 

342  000 Sustained  after  above  deflection. 

10  000 4.93 

305  000 5.92 

10  000 5.34 


.58 Elasticity. 


Column  deflected  towards  the  east. 
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STATEMENT  No.    11. 

Length,  of  column 13  feet. 

Sectional  area 12.185  square  inches. 

Weight 536  lbs. 


L0.4DS        p„,„„  Per.       Horiz.    Vertical 

Applied.      ^""'P-        ggj,       Deflec.     Deflec.  Kemabks. 


Lbs.  Inches  Inches  Inches  Inches 

10  000 

200  000   .092. 

013   .045 

10  000 

.005 

240  000 

10  000 

.005 

252  000 

10  000 

.005 

264  000 

10  000 

.007 

270  000 

10  000  

.007 

276  000 

10  000 

.007 

282  000 

10  000 

.008 

288  000 

10  000 

.008 

294  000 

10  000 

.008 

300  000   .142. 

017   .048 

10  000 

.009i 

306  000 
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Statement  No.  11 — Continued. 


.I^o-^^s        Comp.        f*^f        ^°^'^-    Vertical  Remarks. 

Applied;  ^  Set.        Deflec.     Defiec. 


Lbs.      Inches  Indies  Inches  Inches 

10  000 009i 

312  000 

10  000 010 

318  000 

10  000 010 

324  000 

10  000 Oil 

330  000 

10  000 Oil 

336  000 

10  000 012 

342  000 Elastic  limit,  28  890  lbs.  sq.  in. 

10  000 012 

348  000 

10  000 014 

354  000 

10  000 015 

360  000 

10  000 015i 

366  000 

lOOCO 016 

372  000 

10  000 017 
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Statement  No.  11 — Continued. 


Loads        Cf,,„n         P^r        Horiz.    Vertical 
Applied.      ^"™P-         get.        Deflec.     Defleo.  Remaeks. 

Lbs.     Inches  Inches  Inches  Inches 
384  000 

10  000 019 

396  000 

10  000 022 

449  000 Ultimate  strength,  36  857  lbs. 

■    ^  square  inch. 

10  000 1.44      .234 

406  000 Sustained  after  above  deflection. 

10  000 3.88        .45 

365  000 ««  «'  «« 

10  000    6.40        .48 

268  000 


Column  deflected  to  the  east. 

■   STATEMENT   No.    12. 

Length  of  Column 13  feet. 

Sectional  area 12.069  square  inches. 

Weight  531  pounds. 


Loads        ^  Per        Horiz.    Vertical  Kemaeks. 

Applikd.  '■         Se  .         Defleo.     Deflex. 


Lbs.   Inches  Inches  Inches  Inches 

10  000 

200  000  .091  018   .029 

10  000 004 

240  000 

10  000 006 
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Statement  No.  12— Continued. 


Loads        rc„„„         Per        Horiz.    Vertieal  t, 

Applied.     <^°™P-        Set.       Deflec.     Deflec.  Eemabks. 


Lbs.  Indies  Inches  Inches  Inches 
252  000 

10  000 007 

264  000 

10  000 007 

270  000 

10  000 008 

276  000 

10  000 008 

282  000 

10  000 008 

288  000 

10  000 008 

294  000 

10  000 010 

300  000 

10  000 Oil 

306  000 

10  000 Oil 

312  000  

10  000 012 

318  000 

10  000 012 

324  000 

10  000 013 
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Statement  No.  12 — Continued. 


T„.^a  Per        Horiz.    Vertical  Remarks. 

Applied,     ^omp.        g^j        Deflec.     Defleo. 

Lbs .  Inches  Inches  Inches  Inches 

330  000 ' 

10  000 014 

336  000 

10  000 OUJ 

342  000 

10  000 015 

348  000 

10  000 016i 

354  000 

10  000 019 

360  000 

10  000 020 

366  000 

10  000 022 

372  000  

10  000 025 

384  000 

10  000 030 

396  000 

10  000 034 

^9  000 Ultimate  strength, 37  200  lbs.  sq.  in. 

lOOOO .   2.2   .34 

ggQ  QQO    Siistained  after  above  deflection, 

10  000 3.85        .61 
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Statement  No.  12 — Continued. 


Loads         n^^^r^         Per        Horiz.     Vertical  Rttmjtik* 

Applied.      ^""^P-        Set.      Deflec.     Deflec.  Remark... 


Lbs .     Inches  Inches  Inches  Inches 
362  000 Sustained  after  above  deflection. 

10  000 5.51      1.45 

284  000 


Column  deflected  to  the  west  and  upward. 

The  permanent  set  of  this  column  was  probably  mostly  confined  to 
one  end  ;  which  had  flanges  short. 

STATEMENT   No.    13. 

Length  of  Column 10  feet. 

Sectional  area 12.248  square  inches. 

Weight 415  pounds. 


A^^f^l         Comp.  l^'l  ^T^'      ^f^j'^^l  REMAKES. 

Applied.  "^  Set.        Deflec.     Deflec. 


Lbs.  Inches  Inches  Inches  Inches 

10  000 

50  000 

10  000 002 

100  000 

10  000 004 

150  000 

10  000 004 

200  000 

10  000 004 

250  000 

10  000 004 

280  000 

10  000 004 
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Statement  No.   13— Continued. 


LOADS       Comp.        I'l        Horiz.    Vertical  Kemakks. 

Applied.  ^  Set.       Deflec.     Deflec- 

Lbs.  Inches  Inches  Inches  Inches 
290  000 

10  000 006 

300  000  .110  023   .055 

10  000 006 

310  000 

10  000 006 

320  000 

10  000 006 

326  000 

10  000 006 

330  000 Elastic  Limit,  26  940  lbs.  sq.  inch. 

10  000 007 

340  000 

10  000 008 

350  000 

10  000 009 

355  000 

10  000 010 

360  000 

10  000 Oil 

370  000 

10  000 012 

380  000 

10  000 015 
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Statement  No,  13 — Continued. 


Loads        ^  Per        Horiz.    Vertical  Remarks. 

Applied,      ^""'t'-        Set.       Deflec.     Deflec. 


Lbs.     Inches  Inches  Inches  Inches 
390  000  

10  000 017 

400  000 

10  000 020 

420  000  

10  000 027 

•  446  800 Ultimate  strength  36  480  lbs.  sq.  in. 


Column  deflected  to  the  east  and  downward . 

STATEMENT  No.    14. 

Length  of  Column 10  feet . 

Sectional  area 12.339  squure  inches. 

Weight 418  pounds . 


^°^^^        ConiD         ^^^'        ^°'''^-    "^'ertical  Remarks. 

Applied.     ^o™p.        g^^^        Deflec.     Deflec. 


Lbs .  Inches  Inches  Inches  Inches 

10  000 

50  000  .017  006   .009 

10  000 000 

100  000  .035 

10  000 002 

150  000 

10  000 003 

200  000 
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Statement  No.   14 — Coniinued. 


Loads        r.„^,.  Per        Horiz.       Vert.  Rpmarkr 

Applied.      ^°°^P-        Set.       Deflec.     Deflec.  Kemaeks. 

Lbs.  Inches  Inclies  Inches  Inches 
10  000 004 

250  000 

10  000 004 

300  000  .109   014   .018 

10  000 008 

310  000 

10  000 009 

320  000 

10  000 010 

330  000 

10  COO 010 

340  000 

10  000 012 

350  000 Elastic  Limit,  28  360  lbs.  sq.  inch. 

10  000 012 

360  000 

10  000 015 

370  000 

10  000 016 

380  000 

10  000 018 

390  000 

10  000 020 

400  000  .156  018   .015 
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Statement  No.  14 — Continued. 


AL°r..      Comp.        Ill       geTc.   ^S::  ^— 

Lbs.     Inches  Inches  Inches  Inches 
10  000 022 

405  000 

10  000 022 

410  000 

10  000 024 

420  000 

10  000 028 

430  000 

10  000 033 

449  100 Ultimate  strength  86  397  lbs.  sq.  in. 

Column  deflected  to  the  west. 

After  deflection  reached  about  4  inches,  three  or  four  rivets  of  upper 
west  flange  sheared . 

Flanges  of  concave  side  buckling. 

STATEMENT   No.    15. 

Length  of  column 7  feet . 

Sectional  area 12.265  square  inches. 

Weight 291  pounds . 


Loads        /-,„„„         Per.       Horiz.    Vertical  „ 

Applied.      ^°™P-        Set.       Deflec.     Deflec.  Remarks. 


Lbs.   Inches  Inches  Inches  Inches 
10  000 

200  000   .054 014   .000 

10  000 002 

240  000 
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Statement  No.  15 — Continued. 


Loads        n«™ 
Applied.      ^"'^P- 

Per        Horiz.    Vertical 
Set.       Deflec.     Defleo. 

Remabks. 

t 

Lbs.     Inches  Inches  Inches  Inches 

10  000 

.  002+ 

• 

252  000 

10  000 

.003 

264  000 

10  000 

.004 

270  000 

10  000 

.004 

276  000 

10  000 

■  004+ 

282  000 

10  000 

.004+ 

• 

288  000 

10  000 

.005 

294  000 

10  000 

.006 

300  000 

10  000 

.006 

306  000 

10  000 

.006i 

318  000 

10  000 

,  .007i 

324  000 

10  000 

.  .008 

330  000 
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Statement  No.  15 — Continued. 


Loads        r„„,„         Per        Horiz.    Vertical  Remabks. 

Appued.      ^°™P-        Set.       Deflec.     Deflec. 


Lbs.   Inches  Inches  Inches  Inches 
10  000 008 

336  000 

10  000 009 

342  000 

10  000 009i 

348  000 

10  000 010 

354  000 

10  000 Oil 

360  000 Elastic  limit,  29  350  lbs.  sq.  in. 

10  000 Oil 

366  000 

10  000 ,012 

372  000 

10  000 .013 

384  000 

10  000 014 

396  000 

10  000 016i 

408  000 

10  000 018 

468  000 Ultimate  strength,  38 1571bs.  sq.  in. 

10  000 535   .000 

458  000 Sustained  after  above  deflection. 

Column  deflected  to  the  west. 
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STATEMENT   No.    16. 

Length  of  column 7  feet. 

Sectional  area 11.962  square  inelies. 

Weight 284  pounds . 


Loads        primr.  P^r.        Horiz.     Vertical  ^ 

Applied.      '-"™P-         get.        Deflec.     Deflec.  Remabks. 


Lbs.  Inches  Inches  Inches  Inches 
10  000 

200  000 

10  000 003 

240  000   .067 016   .021 

10  000 005 

252  000 

10  000 005 

264  000 

10  000 005 

276  000 

10  000 006 

288  000 

10  000 006| 

300  000 

10  000 -007 

312  000 

10  000 008 

324  000 

10  000 009 

330  000 

10  000 009^ 

336  000 
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Statement  No.   16 — Continued. 


Loads        p  Per        Horiz.    Vertical  Eemarks. 

Applied.      ^°-»P-         Set.        Deflec.     Deflec. 

Lbs.   Inches  Inches  Inches  Inches 
10  000 010 

342  000 

10  000 OlOi 

348  000 

10  000 oil 

354  000 Elastic  limit,  29  590  lbs.  sq.  in. 

10  000 Oil 

360  000 

10  000 012 

366  000 

10  000 012i 

372  000 

10  000 013 

378  000 

10  000 014 

384  000 

10  000 015 

390  000 

10  000 0151 

396  000 

10  000 016 

402  000 

10  000 0171 

408  000 
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Statement  No.  16 — Continued. 


Loads        „  Per        Horiz.     Vertical  Remakks. 

Applied.      '"'"^P-        Set.       Deflec.     Deflec. 


Lbs.      Indies  Inches  Inches  Inches 
10  000 019 

517  000 Ultimate  strength,433001bs.  sq.in. 

10  000 2.11  .85 

472  000 Sustained  after  above  deflection. 


Column  deflected  west  and  upward. 

Under  load  466  000  pounds  the  column  deflected  considerably,   and 
after  which  sustained  517  000  pounds  with  slight  additional  yielding . 

STATEMENT   No.    17. 

Length  of  column 4  feet . 

Sectional  area 12.081  square  inches. 

Weight 164  pounds . 


LoAns        ^  Per. 

Applied.      ^°^^-        Set.  Eemaeks. 


Lbs.     Inches  Inches 
10  000 

200  000      .031 

10  000 002 


250  000      .037 Flanges  short,  one  end  did  not  bear  when  experi- 

jQ  QQQ  QQ^     ment  began,  about  .007  inches  oflf. 


300  000      .048 

10  000 005 

320  000 

10  000 007 

340  000 
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Statement  No.    17 — Continued. 


.^"■^°«         Comp  f"  .  Remarks. 

Applied       ^"'"f-         gg^^ 


Lbs.      Inches  Inclies 
10  (100 008 

350  000      .057 

10  000 009 

370  000 

10  000 010 

390  000 

10  000 014 

400  000      .  072 

10  000 016  Flanges  all  come  to  bearing. 

410  000 

10  000 018 

420  000 

10  000 .023 

450  000      .220 

10  000 163 

500  000      .542 

10  000 476 

598  000 Ultimate  strength,  49  500  pounds  square  inch. 


Column  yielded  upward,  opening  flanges  between  rivets,  bulging 
outward  on  west  side,  and  taking  short  (about  7  inches  long)  bend  inward 
on  under  side. 
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STATEMENT   No.  18. 

Length  of  column 4  feet. 

Sectional  area 12.119  square  inches. 

Weight 164^  lbs. 


Loads  Per  Remarks. 

Applied,      '-'""'f-        ggt. 


Lbs.  Inches  Inches 

10  000 

60  000 

10  000 

001 

100  000 

Oil 

10  000 

001 

150  000 

10  000 

001 

200  000   .025 

10  000 002 

250  000   .034 

10  000 003 

300  000   .042 

10  000 004 

320  000 

10  000 ,   .004 

340  000 Elastic  limit,  28  050  lbs.  square  inch. 

10  000 004 

350  000   .050 

10  000 006 

370  000 

10  000 007 

390  000 
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Statement  No.  18 — Continued. 


A^PLxT..     C^-P-         set  «-— • 


Lbs.      Inches  Inches 
10  000 009 

400  000      .065 

10  000 010 

410  000 

10  000 010 

420  000 

10  000 012 

425  000 

10  000 014 

430  000 

10  000 016 

440  000 

10  000 021 

500  000      .557 

10  000 482 

621  000 Ultimate  strength,  51  240  lbs.  square  inch. 


Took  short  bend  inward  on  top  at  middle,  and  bending  inward  at 
bottom  about  6  inches  from  middle. 
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STATEMENT    No.    19. 

Length  of  column 8  inches. 

Sectional  area 11.903  square  inches. 

Weight 27i  lbs. 

aI^^Z.  <^°-p-    III:  ^^"^«^- 

Lbs.  Inches  Inches 
10  000 

50  000   .004 

10  000 002 

100  000   .  007 

10  000 002 

150  000   .007 

10  000 002 

200  000   .008 

10  000 002 

250  000   Oil 

10  000 002 

300  000   .013 

10  000 003 

350  000   .015 

10  000 004 

400  000   .  020 

10  000 007 

450  000   .062 

10  000 049 

500  000   .094 

10  000 080 
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Statement  No.  19 — Continued. 


Loads         „ Per 

APPLIED.      C°°^l'-        Set. 


Eemabks. 


Lbs.      Inches  luclies 
600  000      .194 

10  000 171 

680  000 Ultimate  strength,  57  130  lbs.  square  inch. 


The  dimensions  after  the  test  were  as  follows  : 

External  diameter  at  middle 9.17  inches. 

"  "  ends 8.07      " 

Length 7.38      " 

Openings,  inside,  between  segments. 


Rivets  all  holding  well. 


STATEMENT   No.    20. 


Length  of  column 8  inches. 

Sectional  area 11.903  square  inches. 

Weight 27i  lbs. 


Loads        „„^ Per. 

Applied.     ^°™P-        Set. 


Remabes. 


Lbs.     Inches  Inches 
10  000 


50  000      .002 
10  000 


.000 
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Statement  No.  20— Continued. 


Loads        n„^„         Per.  .„ 

Applied.     ^°^^-        Set  Kemabks. 


Lbs.   Inches  Inches 
100  000   .004 

10  000 000 

150  000   .004 

10  000 000 

200  000   .007 

10  000 001 

250  000   .009 

10  000 002 

300  000   .011 

10  000 002 

350  000   .013 

10  000 004 

400  000   .018 

10  000 005 

420  000   .019 

10  000 007 

425  000   .020 

10  000 .008 

430  000   .023 

10  000 Oil 

440  000   .031 

10  000 019 

450  000   .050 

10  000 039 
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Statement  No.  20 — Continued. 


Loads        ^  Per 

Applied.     ^<""P-        Set.  Eemarks. 


Lbs.   Inches  Inches 
500  000   .088 

600  000   .185      . 

682  000 Ultimate  strength,  57  300  lbs.  square  inch. 


After  tested. 

Length 7 .  41  inches. 

External  diameter  at  middle 9.11  inches. 

Segments  opening  same  as  No.  19. 


In  the  above  series  of  tests  only  one  column,  No.  14,  gave  way  after 
the  ultimate  strength  had  been  determined  by  shearing  the  rivets. 

Under  loads  exceeding  ultimate  strength,  the  columns  yielded  grad- 
ually, and,  as  the  results  show,  would  sustain  a  considerable  load  after  a 
large  permanent  deflection  had  taken  place. 

Elastic  limit  is  given  for  8  columns. 

For  the  others,  where *t  is  a  question  to  discriminate  what  is  per- 
manent set  in  the  specimen,  and  what  is  simply  compression  at  ends,  I 
have  not  undertaken  to  decide. 

STATEMENT   No.    21. 
Watertown  Aesenal,  January  19,  1880. 

TEST   OF   compression   OF   TWO   6-SEGMENT   PHCENIX   COLUMNS. 

Columns  placed  in  testing  machine  with  flanges  in  position  as  shown 
by  sketch. 
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Statement  No.  21 — Continued. 

Total  length 25  feet,  2 .  65  inches. 

External  diameter 11.8  inches. 

Diameter  through  rivets 14  inches. 

Sectional  area 18 .  30  square  inches. 

Weight 1  561  pounds. 

Column  tested  with  flat  ends 
Supported  by  two  counter  weights  between  ends. 
Compression  gaugings  taken  for  fall  length. 
Vertical  and  horizontal  gaugings  taken  at  middle. 


Loads       Total       Per.      Horiz.      Vert, 
Applied.    Comp.       Set.       Deflec.    Defiec  Kemabks. 


Lbs.       Inch.    Inch.    Inch.  Inch. 
20  000 

200  000      .115 

20  000 006 

300  000      .  178 

20  000 010 

320  000      .  191 

20  000 on 

340  000      .205 

20  000 012 

350  000      .211 014 

.009 
20  000 013 

370  000      .224 

20  000 014 

390  000      .237 

20  000 0\^ 

400  000      .211 010 

.001 

20  000 016    

.003 

420  000      .257 
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Statement  No.  21 — Continued. 


Loads         •„  Per         Horiz.     Vertical  Kemauks. 

Applied.      ^"^1^         Set.        Deflec.     Deflec. 


Lbs.  Incli.  Inc'b. 

20  000 017 

440  000   .271 

20  000 oiy 

450  000   .279 

20  000 020 

460  000   .286 

20  000 021J 

470  000   .293 

20  000 023 

480  000   .  299 

20  000 025 

490  000   ,  307 

20  000 026i 

500  000   .315 

20  000 027i 

510  000   .323 

20  000 028 

520  000   .  329 

20  000 030 

530  000   .  338 

20  000 031 

540  000   .345 
20  000 .032 

550  000   .  354 


20  000 035 

560  000   .  363 


58 


Statement  No.  21 — Continued. 


^°^^^        Como  J^'        J?T^-    yertical  Remarks. 

Applied,      ^°^P:         Set.       Deflec.    Deflec. 

Lbs.        Inch.    Inch.  Inch.    Inch. 

20  000 038 

570  000      .371 

20  000 041 

580  000      .382 

20  000 046 

590  000      .  392 

20  000 051 

600  000      .406 

-20  000  057    Stood  over  night  under  200  000  lbs.  load. 

610  000      .410 

20  000 057 

620  000      .418 076      .027 

20  000 068        .055      .015 

630  000      .  440 

20  000 074 

650  000 311      ,334 

20  000 148        .262      ,270 

g59  000 Net  strength,  36  010  lbs.  sq.  in. 

20  000 939  1.206 

604  000 1.231  1.616  Load  sustained. 

20  000 1.951  2.770 

538  000 2.494  3.606     " 

20  000 2.499  3.741 

514  000 3.224  4,826     " 


Deflected  downward  and  sideways. 
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STATEMENT   No.  22. 

Total  length 8  feet  9 . 5  inches. 

External  diameter 11 .8  inches. 

Diameter  through  rivets 14  inches. 

Sectional  area 18.3  square  inches. 

Weight 544  pounds. 

This  column  and  No.  21  formed  one  column  34  feet  long,  originally, 
cut  in  two  at  the  Arsenal  to  admit  being  tested  in  the  machine. 

Tested  -with  flanges  in  same  position  as  No.  21.     Column  not  counter- 
weighted  between  ends. 


Loads   Total   Per. 
Applied  .  Conip.   Set,  Remabks. 


Lbs.   Inch.  Inch. 
10  000 

200  000   .045 

10  000 001 

300  000   .067 

10  000 002 

400  000   .  ()S)0 

10  000 004 

450  000   .  103 

10  000 005 

470  000   .  107 

10  000 006 

490  000   .113 

10  000 008 

500  000   .115 

10  000 008i 

510  000   .  118 

10  000 009 

520  000 

10  000 009 
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Statement  No.  22 — Continued. 


AppTk..        Comp.  |-,  HKM.HKS. 


Lbs.   Inch,  Inch. 
530  000 

10  000 010 

540  000 Elastic  limit,  29  510  lbs.  per  sq.  in. 

10  000 Oil 

550  000      .  129 

10  000 014 

560  000      .  134 

10  000 .014^ 

570  000      .  137 

10  000 0161 

580  000      .  141 

10  000 019 

590  000      .  145 

10  000.. 020 

600  000      .  149 

10  000 023 

610  000      .153 

10  000 025^ 

620  000      .160 

10  000 029 

650  000       184 

10  000                .047 
772  000 Ultimate  strength,  42  180  lbs.  per  sq.  in. 

Column  deflected  downward  and  slightly  sideways. 

JAMES  E.  HOWARD. 


Watertown  Arsenal,  Mass., 
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E  K  R  A  T  A  . 

Vol.    XI.      Febniai-y-Mareli,   1882. — Discussion     upon    Wrought    Iron 
Columns,  Tests  and  Formulie  ;  by  Theodore  Coof^er  : 
Page  76  :  The  pZi^s  sign  in  the  denominators  of  the  formulie  (n),  (h), 
(c)   and   {'I]  shoukl  be  _ 

Make  same  correction  in  formulro  on  Diagram  No.  "2  (page  90). 

Add  another  cipher  to  the  numerators  of  formulae  on  Diagram  No.  2. 

The  text  shoukl  have  exphxined  that  the  point  of  reversion  of  the 
curves  on  Diagram  No.  2,  being  assumed  at  80  radii  of  gyration  for  (a), 
(b)  and  (c),  and  at  33  radii  of  gyration  for  (rf),  the  j^lus  sign  should  only 
be  used  for  values  of  R  greater  than  these  numbers  ;  for  values  of  R  less 
than  these  numbers,  the  minus  sign  should  be  used. 

Formuke  (6)  to  (14)  being  derived  from  the  above  formuUe  will  of 
course  be  subject  to  the  same  explanation. 


(Vol.   XI.— February  and  March,   1882.) 


DISCUSSIONS 

UPON 

WROUGHT  IRON  COLUMNS,  TESTS  AND  FORMULAE. 

Note.  [See  Paper  CCXXXII  immediately  preceding.  Experiments  dpon  Ph(enix  Coldstns  : 
by  Clabke,  Reeves  &  Co.  See  also  Paper  CCXII,  Vol.  IX,  p.  447.  The  Strength  of  Wrought 
Iron  Columns  :  by  G.  Bouscaben.] 


Discussions  by  G.  Bouscaben,  Theodore  Cooper,  D.  J.  Whittemore, 

Charles  E.  Emery,  De  Volson  Wood,  C.  L.  Strobel,  A.  S.  C. 

WuRTELE,  William   H,  Burr,  Mansfield  Merriuian, 

C.  L.  Gates,  James  E.  Howard  and 

Thomas  C.   Clarke. 
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Statement  No.  22 — Continued. 


Loads  Per  Kemakks. 

Applied,      ^"'"-f-        get. 

Lbs.      Inch.     Inch. 
530  000 

« 

10  000 010 

540  000 Elastic  limit,  29  510  lbs.  per  sq.  in. 

10  000 Oil 

550  000      .  129 

10  000 014 

560  000      .  134 

10  000 014^ 

570  000      .  137 

10  000 016^ 

580  000      .141 

10  000 019 

590  000      .145  s 

10  000.. 020  i 

600  000      .149  ; 

10  000 023  I 

610  000      .153  'J 

■■1 

10  000 025i 

620  000      .160 

10  000 029 

650  000       184 

10  000                 .047 
772  000 Ultimate  strength,  42  180  lbs.  per  sq.  in. 

Column  deflected  downward  and  slightly  sideways. 

JAMES  E.  HOWARD. 

Watertown  Arsenal,  Mass., 
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C.  L.  Gates,  James  E.  Howard  and 

Thomas  C.   Clarke. 
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Discussion  by  G.  Bouscaken,  M.  A.  S.  C.  E. 

The  strengtli  per  square  inch  of  a  wrought-iron  post  depends  prin- 
cipally on  the  three  elements  : 

1.  Ratio  of  length  to  diameter. 

2.  Shape  of  the  cross-section. 

3.  Quality  of  the  metal. 

To  these  may  be  added  as  incidental  causes  of  variation  ; 

4.  Workmanship,  where  the  post  is  made  of  several  parts  riveted  or 
bolted  together. 

5.  Conditions  in  which  the  load  is  applied. 

A  formula  expressing  corretly  the  law  governing  the  resistance  of 
posts  must  necessarily  contain  representative  factors  of  elements  1,  2 
and  3. 

In  the  empirical  formula  deduced  from  Hodgkinson's  experiments 

P  f 

by   Gordon   ~^  = ,      .^    ,  /  and  a  are  coefficients  dependent  re- 

spectively  iipon  the  ultimate  resistance  to  crushing  and  on  the  modulus 
of  elasticity  of  the  metal ;  the  shape  of  the  cross-section  is  left  out  alto- 
gether. The  correctness  of  the  formula  must,  therefore,  be  limited  to 
solid  posts  of  circular  and  square  shapes  of  cross  section,  which  were 
the  types  used  by  Hodgkinson  in  his  experiments,  the  constants /"and 
a  being  determined  experimentally  for  every  different  kind  of  iron. 

P  f 

In  Gordon's  formula,  modified  as  proposed  by  Rankine  -^  = 


\-\-a  — 
r". 

The  shape  of  the  cross-section  is  represented  by  the  radius  of  gyration 

r  and  the  formula  can  be  made  to  agree  very  approximately  with  the 

results  of  experiments  by  a  proper  selection  of  the  constants.     This  was 
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shown  by  the  tests  made  for  the  Cincinnati  Southern  Railway,  but  may- 
be illustrated  in  a  much  more  satisfactory  manner  from  the  experiments 
of  Mr.  Clarke  and  associates,  which,  being  all  made  on  columns  built 
of  the  same  iron,  in  the  same  shop,  and  tested  in  a  machine  of  excep- 
tional precision,  may  be  considered  as  substantially  free  from  the  in- 
fluences due  to  differences  in  the  workmanship  and  manner  of  testing. 
The  shape  of  the  posts  being  also  uniform,  the  principal  factor  of  varia- 
tion here  is  the  length. 

Column  7  of  the  accompanying  table  gives  the  values  of  /  deduced 
from  the  results  of  experiments  1  to  18,  inclusive,  with  Rankine's  for- 

mula   f^    P-    (  1. -J^   ii  ^ 

e/  /S      \     ^36  000  r2.  J 

The  gradual  decrease  of  the  values  obtained,  from  46  264  for  post  No. 

1  to  38  908  for  post  No.  15,  indicates  that  the  value  .^rprK?^   assumed  for 

a  in   the  formula  is  too  large.      Column  No.   8  gives  the  value  of  / 

corresponding  to  a  — / ;—    (    1-1-  —  ^  ^^^ — —   ) 

^  100  000   y    —    -5      V     ^  100  000    rK  J 

These    are    remarkably   uniform,   the    extreme    variation   from   the 

average  (38  000)  being  less  than  three  per  cent. 

With  this  average  of  38  000  assumed  for/,  and  a  =  ir,?.  /YifT  ^^  ^^® 

p 

formula,  the  calculated  values  of  -5-  will  agree  very  nearly  with  the 

o 

actual  results  of  the  tests,  as  a  comparison  between  Columns  5  and  9  of 

the  table  will  show.     It  is  remarkable  indeed  that  the  differences  be- 

p 

tween  the  actual  and  calculated  values  of  — ^  should  be  less  than  the 

o 

differences  between  the  resistances  as  given  by  two  tests  on  similar  posts. 
This  is  seen  at  a  glance  by  a  comparison  of  Columns  6  and  10  of  the  table. 

The  accompanying  diagram  illustrates  further  the  close  agreement 
between  the  formula  and  the  experiments. 

The  sudden  divergence  noticeable  for  posts  17  and  18  is  explained  by 
the  fact  that  they  did  not  fail  by  bending,  but  by  a  buckling  of  the 
metal. 
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Discussion  by  Theodore  Cooper,  M.  A.  S.  C.  E. 

The  very  careful  tests  made  upon  wrought  iron  columns  of  different 
forms  under  Mr.  Bouscaren's  direction,  have  been  of  great  service  to 
the  profession.  They  drew  attention  to  the  defects  existing  in  the  best 
of  our  columns  in  use  at  that  time  (1875),  and  have  produced  a  great 
improvement  in  the  forms,  proportions  and  workmanship  of  the  columns 
now  used  by  the  more  careful  of  our  designers  and  builders. 

It  does  not  seem  a  matter  of  much  doubt,  that  were  similar  tests  made 
upon  the  columns  now  used,  under  as  disinterested  an  examiner,  we 
should  have  far  better  results  upon  all  of  our  columns. 

When  it  is  appreciated  that  these  were  the  first  general  tests  made 
upon  modern  columns  of  large  sizes,  the  great  benefit  to  our  practical 
knowledge  becomes  evident. 

With  the  exception  of  a  few  isolated  experiments,  made  by  a  couple 
of  our  bridge  building  firms  for  their  own  purposes,  we  had  no  tests  later 
than  those  made  by  Hodgkinson  for  the  Conway  and  Britannia  tubular 
bridges. 

The  experiments  upon  Phoenix  columns  made  at  Watertown  Arsenal, 
are  also  a  valuable  addition  to  our  stock  of  knowledge  uj^on  well  made 
columns  of  varying  dimensions. 

The  well  known  Gordon's  formula — 
P  36  000 


1  + 


crippling  strain  per  square  inch, 


3  000  ^2 

which  has  been  generally  assumed  as  the  standard  of  strength  for  all 
wrought  iron  columns  with  square  ends,  had  its  numerical  constants  de- 
rived from  a  series  of  experiments  made  by  Mr.  Hodgkinson  upon  small 
bars  and  plates,  whose  cross-section  varied  from  one  inch  square  to  that 
of  a  rectangle  5i  inches  by  one  inch. 
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It  was  very  reassuring  to  find  from  Mr.  Bouscaren's  experiments  that 
a  formula  based  ujion  such  small  si^ecimens  gave  results  as  near  as  it 
did  to  the  experimental  ones. 

Though  the  above  formula  v?as  only  intended  to  represent  the  strength 
of  columns  with  a  solid  square  or  rectangular  section,  it  has  been  gener- 
ally applied  to  columns  of  all  shapes  of  cross-sections. 

The  general  form  of  the  above  formula  was  derived  in  the  following 
manner  : 

The  direct  crushing  strain  upon  any  section  of  a  column  is  represent- 
ed by 

P  =  total  load. 

S  =  Sectional  area,  (1.) 

Any  tendency  to  bend  of  a  flexible  column,  free  at  the  extremities, 
would  increase  the  above  crushing  strain  upon  the  concave  side  of  the 
column,  and  relieve  it  upon  the  convex  side.  Analysis  has  shown  that 
this  increased  strain  due  to  the  bending  is  theoretically  equal  to 

-for  the  section  at  the  centre  of  the  column  = 


TT  2  /  7fi  S  r^       (2) 

where  P  =  total  load  on  column,  S  =^  Sectional  area, 

/  =  length,  /moment  of  inertia,  and  ^  the  compression  per  square 
inch  for  a  units  length.  This  is  identical  with  the  formula  for  limiting 
strength  given  by  Euler  for  long  flexible  columns  which  fail  solely  by 

EI 
flexure      P  =  7t "-  -r^—  ,  if  we  reduce  by  substituting  for  E,  modulus  of 

«  ^^ 

/' 
elasticity,   its  value      .      ,  /'  being  strain  per  square  inch  due  to  bend- 

ing  only. 

Summing  equations  1  and  2  for  total  strain  /,  and  representing  the 

numerical  quantity by  the  constant  a  '  we  get 


n  2 


p 

f 

S" 

14-a' 

/2 

Or  for  rectangular  columns  only 

._ I 

1  +  a 


(3)         Rankine's  formula. 


P  f 

-fr  = "^ — r-         (4)         Gordon's  formiila. 

S  -1      ,        ,  /2 


r  being  radius  of  gyration  and  h  least  side  of  rectangle. 
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From  the  experiments  of  Hodgkinson  upon  small  bars  and  plates  of 

wrought  iron,  Gordon  determined  the  value  of  a  to  be     ^  „     for   square 

ended  columns. 

Rankine  from  the  relation 

Mom.  Inertia  of  a  square  =^  ^"o~=  S  r  a      or 

J.  Ml 

^  2  =  12  r  2     or 

3  000li^      36 000  7--   converted  Gordon's  factor  into  36  000 

for  his  own  formula . 

The  numerical  factors  being  obtained  from  the  same  experiments, 
both  formulae  should  be  equally  true  for  square  or  rectangular  solid 
columns. 

For  any  other  form  of  column  Gordon's  formula  can  not  be  con- 
sidered as  applicable.  Rankine's  being  of  a  more  general  form  should 
be  more  nearly  correct,  and  from  the  closer  coincidence  of  the  results  ob- 
tained by  Mr.  Bouscaren,  we  are  reassured  of  its  greater  correctness. 

It,  however,  has  not  been  generally  used,  no  doubt  from  the  apparent 
difficulty  of  obtaining  the  radius  of  gyration  of  various  sections.  This, 
however,  can  be  readily  overcome  by  substituting  in  the  Rankine's  form 
the  average  value  for  the  radius  of  gyration  of  each  particular  form  of 
cross-sections  in  terms  of  the  least  side  or  the  diameter.  , 

The  numerical  constants  a  and  a '  being  derived  from  experiments  on 
small  bars,  would  very  probably  be  different  for  columns  of  practical 
shapes  and  sizes. 

Theoretically  they  represent  a  factor  of  the  compression  of  the  ma- 
terial, sujjposed  fully  elastic.  Practically  they  represent  a  certain  in- 
fluence of  the  ultimate  (not  elastic)  compression  and  extension,  and  also 
the  influence  of  the  fitting  of  the  columns  in  the  testing  machine,  includ- 
ing the  squareness  of  the  ends  and  comparative  axial  direction  of  the 
applied  strains. 

As  the  ultimate  compression  is  not  strictly  a  factor  of  the  modulus 
of  elasticity,  but  rather  a  factor  dependent  upon  the  quality  of  the  iron 
as  to  ductility,  we  should  expect  the  result  pointed  out  by  Mr.  Bouscaren: 
that  the  ultimate  resistance  does  not  appear  to  be  dependent  upon  the 
modulus  of  elasticity. 
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As  it  would  appear  to  be  relatively  easier  to  bring  the  ends  of  large 
pieces  to  a  square  bearing,  and  the  axis  of  strain  more  coincident  with 
the  axis  of  large  columns  than  with  the  small  bars  experimented  upon 
by  Mr.  Hodgkinson,  we  could  reasonably  expect  in  a  new  formula  a 
smaller  value  for  the  constants  a  and  a'.  In  examining  and  comparing 
experiments  upon  columns  of  different  forms  and  makes,  we  must  bear 
in  mind  the  possible  variations  that  will  occur  from  practical  considera- 
tions, some  of  which  have  been  pointed  out  by  Mr.  Bouscaren. 

1st.  The  proportion  of  parts,  such  as  the  relative  thickness  of  the 
metal  to  the  size  of  the  cross-section  ;  (both  Hodgkinson  and  Bouscaren's 
experiments  show  that  a  flat  surface  exceeding  thirty  times  its  thickness 
in  breadth,  will  not  be  able  to  sustain  its  required  compression  without 
crippling) — the  proper  size  and  spacing  of  lattice  bars,  when  used — the 
proportionate  number  of  rivets  at  different  parts  of  the  column  to  resist 
the  longitudinal  shear  due  to  the  bending  of  the  column  or  an  unequal 
distribution  of  the  pressure. 

2d.  The  character  of  the  iron  as  affects  its  resistance  to  crushing. 

3d.  The  condition  of  the  plates,  channels  or  other  forms  as  they  come 
from  the  rolling  mill  ;  and  the  necessary  work  to  be  put  upon  the  pieces 
to  take  out  the  bends,  warps  and  buckles  that  are  almost  always  to  be 
found  in  them.  The  fearful  ordeal  of  the  straightening  sledge  or  drop 
leaves  the  pieces  in  a  straighter  condition,  but  at  the  expense  of  initial 
strains  or  a  want  of  homogeneity  in  the  resisting  power  of  the  metal. 

4th.  The  character  of  the  workmanship  as  shown  in  the  riveting,  the 
planing  of  the  ends  truly  parallel  and  at  right  angles  to  the  axis  of  the 
column,  and  the  straightness  of  the  column  as  a  whole. 

5th.  The  defects  due  to  an  aggregation  of  several  pieces  of  possibly 
varying  resistances  to  crushing  and  bending,  thus  producing  a  want  of 
symmetry  in  the  strength  of  the  column.  This  being  the  probable  expla- 
nation of  the  anomaly  of  columns  like  Nos.  13,  19,  21,  32  and  42  of  Mr. 
Bouscaren's  experiments,  failing  in  their  apparently  strongest  direction. 

6th.  The  indefiniteness  of  the  crippling  point  as  determined  by  dif- 
ferent observers,  and  the  different  manner  of  making  the  tests. 

"  The  care  taken  to  have  the  strains  of  compression  pass  exactly 
through  the  axis  of  the  column  "  and  "  the  ends  brought  to  a  good  bear- 
ing," as  noted  by  Mr.  Howard,  would  have  a  very  important  influence 
upon  the  final  result.  The  rapidity  of  making  the  test  would  also  pro- 
duce a  variation  in  the  recorded  strength. 
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7th.  The  relative  moduli  of  elasticity  of  the  columns  ;  though  the  ef- 
fect due  to  this  factor  would  be  more  apparent  in  tests  for  limit  of  elas- 
ticity than  for  ultimate  strength  ;  for  as  before  remarked  the  elongations 
and  compressions  of  the  material  at  or  near  the  crippling  i:)oint  would  be 
more  dependent  upon  the  ductility  than  the  modulns  ;  but  within  the 
elastic  limit,  the  bending  strain  would  undoubtedly  be  largely  depend- 
ent upon  the  modulus  of  elasticity  of  the  column. 

The  difficulty  of  recognizing  the  varying  influences  effecting  the 
strength  of  columns  of  various  forms  and  dimensions,  compels  us  to  the 
necessity  of  accepting  averages,  the  reliability  of  which  is  largely  de- 
pendent upon  the  number  of  our  experiments. 

Upon  Diagram  No.  1,  Plate  I,  we  have  plotted  with  reference  to  the 
ratio  of  lengths  to  diameters  all  the  most  reliable  experiments  of  Messrs. 
Hodgkinson,  Bouscaren  and  Howard  upon  square-ended  columns,  with 
some  few  miscellaneous  ones  collected  by  the  writer  ;  only  omitting  such 
ones  as  were  plainly  (from  our  present  knowledge)  defective  in  construc- 
tion. 

Upon  Diagram  No.  2,  Plate  II,  we  have  plotted  the  same  experiments 
with  reference  to  the  ratio  of  the  lengths  to  the  least  radius  of  gyration. 
This  being  a  much  more  reliable  method  of  comparison  of  columns  of 
various  cross-sections  ;  for  we  not  only  eliminate  the  influence  of  tlie 
shape  of  the  cross-section,  but  also  have  a  definite  dimension  as  a  refer- 
ence, which  we  have  not  in  accepting  the  least  side  or  diameter.  For 
examjile,  in  a  Phoenix  column  the  nominal  dimension  used  for  a  four 
segment  column  is  the  external  diameter  of  the  shaft,  but  for  a  greater 
number  of  segments  the  least  dimension  would  include  a  portion  of  the 
flanges ;  or  if  we  still  cling  to  the  diameter  of  the  shaft,  why,  in  channel 
columns,  should  we  not  also  accept  the  distance  over  the  webs  instead  of 
over  the  flanges.  However  looked  at,  there  is  no  positive  comparison  of 
different  sections  but  by  the  radius  of  gyration,  and  we  may  consider 
that  twice  the  radius  of  gyration  is  the  "  effective  diameter  "  of  any  sec- 
tion. 

The  relation  existing  between  the  least  dimension  and  the  radius  of 
gyration  of  the  usual  sections  is  given  below  : 
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TABLE  No.  1. 


Ckoss  Sectiok. 


Solid  Rectangle , 

Box  Column 

Open  Col.  of  Channels, 

Solid  Circle 

Hollow  (thin)  Circle. . . 

Phoenix  Col 

Cross  +  

Amer.  Co.'s  Col 


h'. 


12 
r^=    - — approx. 

«?=   " 

7.3 

/t2 


~    16 

h"- 
"  =— -—  approx. 

o 


7.6 


''  24 


r  :  h. 


h 

T 

3.46 

<( 

h 
"2.45 

approx. 

h 
2.7 

h 
4 

(( 

a 

= 

h 

2.82 

approx. 

1 1 

h 
2.75 

<( 

ti 

= 

h 
4.9 

ti 

•  i 

h 

ti 

3.4 


Comparative 

values  of  o  for  use 

In  Gordon's 

Formula. 


1 
3000 

1 

6u0() 

1 

4930 

1 
22'50 

1 
4600 

1 

475t) 


1500 

1 
3100 


The  fractions  in  the  second  member  of  the  equations,  under  the  third 
column,  represent  the  comparative  lengths  of  columns  of  diflferent  cross 
sections  of  equal  strength.  For  example,  the  relative  length  of  a  Phffinix 
Column  and  an  American  Company's  Column  of  the  same  strength  would 
1  1 


teas 


or  as  34:diams.  is  to  27i  diams. 


2.75  •    3.4 

This  shows  the  importance  of  referring  to  the  ratio  of  the  radius  of 
gyration  instead  of  trying  to  compare  by  the  ratio  of  diameters  between 
columns  of  such  unequal  resisting  capacity. 

Returning,  therefore,  to  diagram  No.  2,  as  a  fair  comparative  view  of 
such  tests  as  we  possess,  it  will  be  seen  that  the  diagram  can  be  divided 
into  three  diflferent  zones  marked  A,  B  and  C,  which  would  appear  to 
mark  three  different  class  of  columns  somewhat  similar  to  that  pointed 
out  by  Hodgkinson  for  cast  iron  columns. 
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In  zone  A,  the  resistance  of  columns  from  1  to  50  radii  of  gyration 

seems  to  drop  along  an  inclined  strip  bounded  by  lines  running  from 

59  000—38  000 
and  46  000—27  000 

In  zone  B,  from  50  to  120  radii  of  gyration,  to  be  bounded  by  lines 
nearly  horizontal,  running  from 

37  000—35  150 
and  26  000—25  000 

In  zone  C,  beyond  120  radii  of  gyration,  the  lines  descend  with  a  de- 
creasing rate  and  converging  as  they  approach  the  higher  ratios. 

This  apparently  anomalous  result,  of  different  laws  of  strength  for 
columns  of  different  lengths,  noticed  by  Hodgkinsou  in  cast  iron 
columns,  and  partially  visible  in  the  Watertown  experiments,  is  here 
clearly  shown  to  be  true  of  all  the  experiments  upon  square  ended 
columns.  If  we  could  not  determine  the  reason  for  this  change  of 
strength  and  correct  our  formuliB  to  provide  for  it,  we  would  be  justified 
in  adopting  " separate  formulae  for  long  and  for  short  columns,'' as  is 
suggested  by  Messrs.  Clarke,  Reeves  &  Co.,  in  their  report  of  the  Water- 
town  experiments. 

We  will  endeavor  below  to  offer  an  explanation  for  the  occurrence  of 
the  three  zones  of  action  ;  from  which  it  will  be  seen  that  our  previously 
accepted  theoretical  formula  is  defective  in  omitting  a  very  important 
factor. 

Zone  A,  comprised  the  limits  wherein  the  columns  have  failed  solely 
by  crushing  or  failure  by  flexure  cannot  be  expected.  The  writer  believes 
the  inclination  of  the  crushing  line  to  be  simply  due  to  the  operator 
waiting  for  the  same  amount  of  visible  crushing  in  a  short  as  he  would 
in  a  longer  column. 

Zone  B,  is  at  first  inspection  still  more  anomalous  as  it  shows  an 
almost  equal  strength  for  columns  varying  from  about  20  diameters  to 
42  diameters  in  length,  which  would  lead  us  to  believe  at  the  first  view 
that  this  zone  is  also  free  from  failure  by  flexure.  Upon  consideration 
it  is  evidently  due  to  the  manner  of  testing  the  columns,  or  in  other  words, 
our  theoretical  deductions  are  defective,  2«7ie>i  applied  to  experiments  made, 
as  all  of  these  were,  between  two  opposite  and  rigidly  parallel  faces  of  a 
testing  machine. 
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Let  Fig.  1  represent  a  square  ended  column  being  compressed  be- 
tween two  rigidly  parallel  faces  A  and  5  of  a  testing 
machine.  Upon  any  tendency  of  the  columns  to  bend 
to  the  right  as  shown  by  the  dotted  lines,  the  centre  of 
pressure  is  also  transferred  towards  the  right,  instead 
of  continuing  to  act  through  the  axis ;  we  thus  get  a 
movement  resisting  the  tendency  to  bend,  and  which, 
within  certain  limits,  will  counteract  the  flexure  that 
would  otherwise  crijaple  the  column. 

In  very  few  of  our  practical  applications  of  square 
ended  columns  could  we  expect  this  rigid  maintenance 
of  parallelism  of  the  bearings,  and  therefore  we  would 
Fig,  1.  not  be  justified  in  assuming  these  tests  as  strictly  ap- 

plicable to  practical  cases. 

The  first  part  of  test  No.  3  of  the  Watertown  experiments  illustrates 
the  principle  above  mentioned  very  clearly.  This  column  was  tested 
with  hemispherical  ends,  one  of  which  was  found  to  be  imperfect  so  that 
the  bearing  point  was  half  an  inch  out  of  centre.  After  this  column  had 
been  strained  to  about  20  000  lbs.  per  square  inch,  and  had  taken  a  per- 
manent bend  of  4-0- 1^2  inches  the  eccentric  head  was  reversed  and  the 
strain  increased  to  23  700  lbs.  ;  this  shifting  of  the  centre  of  pressure  re- 
moved the  first  permanent  bend  and  gave  it  one  of — .008  in  the  opposite 
direction.  Thus  clearly  illustrating  the  effect  of  resisting  or  reversing 
the  bending  tendency,  by  any  decentralizing  action  of  the  centre  of 
pressure,  when,  as  shown  by  Fig.  1,  it  is  towards  the  same  direction  as 
the  original  flexure. 

Zone  C,  comprises  but  a  few  experiments  upon  large  columns,  and 
hence  cannot  be  considered  so  satisfactory  as  the  results  shown  in  A 
and  B.  We  are,  however,  justified  from  what  data  we  have,  in  believing 
that  at  some  point  at  or  beyond  120  radii  of  gyration  the  sections  of  the 
columns  become  so  small  in  reference  to  the  length  that  the  resisting 
moment  of  the  ends  diminishes  rapidly  and  reduces  to  nothing  finally. 
Hence  we  should  here  expect,  as  shown  by  the  experiments  given  in  this 
zone,  a  descending  curve  represented  by  our  theoretical  formula 

-S      1+    aj2 
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Pin-Ended  Columns. 

We  have  confined  our  remarks  heretofore  to  square-ended  columns 
exchisively,  as  the  great  mass  of  our  experiments  are  upon  the  latter  kind 
of  columns. 

It  is  to  be  regretted  that  we  have  not  a  more  extended  series  of  experi- 
ments upon  pin-ended  columns,  for  both  the  theoretical  formulae  and 
the  practical  results  of  the  tests  we  possess  are  unsatisfactory. 

The  formulae  for  pin-ended  columns 

P / 

^  —  1  +  4  al^ (Gordon's.) 

^_       _f 

^'  —  1+2  a  /2 (Bouscaren) 

■would  appear  to  be  wrong  as  compared  to  the  usual  one  for  square-ended 
columns  ;  for  at  very  high  ratios  the  effect  of  the  ends  should  be  identi- 
cal, as  the  square  ends  would  be  practically  reduced  to  round  ends.  The 
formuhe,  however,  give  results  for  the  high  ratios,  2  to  4  times  as  great 
for  square-ended  columns  as  for  the  pin-ended  ones  ;  instead  of  the  lines 
of  strength  converging  towards  the  higher  diameters,  they  are  constantly 
diverging,  which  does  not  appear  reasonable. 


Fig.    2. 


Practically,  the  writer  believes,  the  strength  of  pin-ended  columns 
would  be  found  to  be  somewhat  governed  by  the  diameters  of  the  pins 
(aside  from  the  crushing  effect  upon  the  bearings)  and  the  closeness  of 
their  fit  to  the  pin  hole.  For  the  same  resisting  action  against  bending^ 
as  has  been  mentioned,  under  square-ended  columns  would,  no  doubt, 
here  occur  to  the  extent  of  the  frictional  moment  about  the  pin.  The 
round-ended  column  d,  is  the  only  one  of  those  sketched  in  Fig.  2  which 
would  be  free  from  this  resistance  to  flexure. 
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If  we  possessed  a  sufficiently  extended  series  of  experiments  upon 
round,  pin  and  square-ended  columns,  we  would  probably  find  that  those 
on  round  ends  gave  the  closest  correspondence  to  our  theoretical 
formula,  and  the  others  could  be  derived  from  it  by  adding  a  factor  rep- 
resenting the  resisting  influence  of  the  ends.  Such  a  formula  would  not 
only  be  rational,  but  would  point  out  more  definitely  the  effects  of  the 
ends  than  those  we  now  have  in  use  ;  where  as  much  weight  is  given  to 
the  squareness  of  the  ends  upon  a  column  100  diameters  long  as  to  a 
column  10  diameters. 

As  it  may  be  far  in  the  future  that  we  can  possess  such  a  complete 
set  of  experiments,  we  are  justified  in  attempting  temporary  formulie  to 
represent  the  present  state  of  our  knowledge. 

Temporary  Formula  for  Wrought  Iron  CoiiUMNS. — It  will 
appear  plain  to  those  who  examine  our  diagrams,  that  when  we 
consider  only  the  range  of  the  zones  A  and  B,  the  result  of  the  experi- 
ments can  be  represented  by  numerous  formulae  as  long  as  we  introduce 
proper  constants.  But  in  order  for  our  formulae  to  approximate  to  the 
truth,  we  must  extend  their  range  over  the  whole  field  of  our  experi- 
ments. 

Square-Ended  Columns.  — From  our  remarks  ujjon  the  effect  of  the 
squareness  of  the  ends  of  the  columns  to  prevent  the  bending  tendency, 
we  may  consider  the  effect  to  be  equivalent  to  a  certain  reduction  of  the 

effective  length  of  the  column  or  of  the  ratio 

r 

If  we  therefore  represent  the  ratio  _by  R  in  our  formula  and  callw — 

r  r 

=  n  the  proportionate  reduction  of  the  total  ratio  by  the  effect  of  the 
squareness  of  the  ends,  our  theoretical  formula  would  now  be 

a yL_  (5) 

S  — 1+a  [R-nY 

Applying  this  formula  to  the  experiments  plotted  on  Diagram  No.  2, 

1 

we  get  the  following  numerical  values  ;  /^  =  36  000,  n  =^  80,  a  =  Jg^jOO  ^^ 
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,,     ,  1,      .       ,  1         P  36  000 

the  following  formula  :  _  =  ^^_.^ ^ 

1-1 («) 

18  000 

as  representing  very  closely  the  experiments  on  Phoenix  columns. 

The  minimum  curve  of  the  experiments  upon  large  sized  columns 

would  appear  to  be  represented  very  closely  by  the  formula 

P^  _         30  000  , J  , 

^"TTEEMi 

"•"     18  000 

These  two  formulas  are  plotted  upon  this  diagram,  and  their  coinci  - 
dence  with  the  experiments  would  seem  to  justify  us  in  accepting  them 
for  all  columns  where  the  ends  are  held  rigidly  square,  as  were  those  in 
the  testing. 

For  Pin  Ended  Columns  we  should  have,  if  our  claim  previously 
made  in  regard  to  the  resisting  moment  of  the  friction  is  correct,  a 
formula  like  equation  (5),  but  with  a  lower  value  of  n. 

For  Round  Ended  Columns,  where  there  is  no  resisting  moment,  the 
same  equation  (5)  should  apply,  by  making  n  =  o. 

In  the  following  table  we  have  determined  the  value  of  /  for  the  dif- 
ferent classes  of  columns  from  the  following  formulae: 

Square  Ended  Columns    -o-  =: (ti—mV- ^^*  ^ 

^  "*■     18  000 

Pin   Ended   Columns    -^  =^ rir'^6\^ ^^'' 

■^18  000 

P                 f 
Round  Ended   Columns  — ^  = n (^0 

^18  000 
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TABLE   No.  4. 


Greatest  variation  30.600  to  33.246,  or  5  per  cent,  from  average. 


TABLE    No.  5. 


Experiments 

MADE   BX. 

Kind 

of 

Column.. 

Form 

of 

Bearings. 

Ratios. 

Formulae 
used 
for  /. 

Strain  per 
Square 

Inch    by 
Experi- 
ment. 

Value  of/ 
as  derived 

I 
d 

r 

from  Ex- 
periments 

Mr.  Bouscaren 

Op'n  Col's 

Square. 

23 

60 

(c.) 

32.300 

31.580 

tt 

27.5 

73 

" 

29.600 

29.520 

•' 

27.5 

72 

" 

32.400 

32.300 

tt 

33 

90 

•< 

32.300 

32.480 

Pin. 

45.5 

130 

(d.) 

18.000 

27.410 

(( 

51 

138 

it 

23.128 

37.294 

•* 

34>4 

76 

" 

31.700 

34.940 

Average  for  square  ended  columns  =  31 .  470.  Variation  from  average 
is  only  6  per  cent.  For  the  pin  ended  columns  the  variation  is  much 
greater,  and  especially  between  the  two  columns  of  nearly  same  number 
of  radii  in  length,  which  would  relieve  the  .formula  of  the  blame.  As 
these  three  columns  were  of  different  forms  and  material,  made  at  differ- 
ent shops,  and  tested  at  different  places,  we  can  consider  that  the  want 
of  correspondence  to  our  formulae,  which  have  been  so  close  for  so  many 
other  columns,  is  rather  due  to  other  circumstances,  perhaps  largely  to 
the  relative  closeness  of  the  fit  of  the  pins. 


80 


TABLE  No.  6. 


Experiments 
Made  by 


Kind 

of 

Column. 

Form 

of 

Bearings. 

Ratios. 

Formiilee 
Used 
(  or/; 

I 
d 

I 

7=^ 

Strain  per 
Square 
Inch  by 
Experi- 
ment. 


Value  off 
as  Derived 
from 
Experi- 
ment. 


Mr.  Bouscaren. 


Keystone. 

Square. . 

21.7 

60 

(c) 

" 

20.3 

6^ 

11 

II 

37.6 

135 

" 

" 

34.1 

96 

" 

(i 

20 

56 

ll 

Round. . . 

35.1 

98 

€ 

30.000 
32.000 
27.800 
30.000 
36.900 
22.000 


29.330 
31.540 
32.470 
30.426 
35.720 
33.738 


General  average  equals,  32.200,  with  a  maximum  variation  from  the  average  of  11  per  cent. 

No  doubt,  a  more  extended  series  of  experiments  upon  the  different 
classes  of  columns,  would  enable  us  to  adopt  constants  still  more  exactly 
representing  ilie  strength  of  these  columns.  And,  as  before  remarked, 
columns,  as  now  made,  with  the  light  thrown  upon  their  weak  points 
by  Mr.  Bouscaren's  experiments,  would  undoubtedly  give  better  results 
than  those  recorded  above.  It  would  also  be  reasonable  to  expect  that 
the  value  of  a  would  vary  with  different  classes  of  irons  as  well  as  that  of 
the  constant/. 

Fron  the  result  of  our  comparison,  it  seems  proper  to  assign  to  /  in 
formulae  (c)  {d)  and  (e)  the  following  values  : 


For  Phoenix  columns,  /  =  36.000 
"  Amer.  Co.'s  "  /=  30.000 
"    Box  and  open"       /=  31.000 

Formulfe  c,  d,  and  e,  as  before  explained,  can  be  reconverted  into 
formulae  containing  the  ratio  -r  instead  of  —  j^y  f]^Q  ^g^  of  our  pre- 
vious table  No.  1,  but  the  formulae  then  must  be  applied  to  a  special 
form  of  column  only,  instead  of  being  general  as  are  c,  d,  and  e. 

Calling  — =  H,  and  using  the  values  from  Table  1,  we  get  the  follow- 
ing  special  formulae : 
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For  Phcenix  Columns  : 

Q  ^    ,      P  36  000 

Square   Ends,    v,   = 


^'   ~  lj_  [H  —  30) 
2  400 


Pin  Ends,         "  36  000 


^        2  400      '^  ' 


X>  AT?    A         ,,  26  000 

Bound  Ends,    "      =  — 


1+  "' 


2  400 

For  Amer.  Co.'s  Columns  : 

P  _  30  000 

Square  Ends,    -^ (i7  — 24) 

"^      Teoo 


Pin  Ends,  "  30  000 


(fl-10)^;(7) 
1  600       ' 


Bound  Ends,     "    =_    ^0  900 


1+   " 


1600 
For  Box  or  Square  Columns  : 

■^    .      P  31000 

Square  Ends,   u~= (H  ~  32V'^ 

'^      soocT 

'  (8) 
^.      ^    ,  P  31  000 

Pm    Ends,         -^   =  (i/_i3)2 

3  000 

For  Open  Columns  of  Channels  : 

Q  T7     1        ^  31000 

Square   Ends,    ^-  =  -— ^^^^^^  , 

2  475" 

'(9) 

■D-      -p    ,             ^                3  1000 
Pin   Ends,  :^= -^^ - 

^         1+  (^—  12) 
2  475 
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Note  :  The  value  of  /  has  no  relation  to  the  crushing  strength  of  a 
short  column,  as  is  often  claimed  for  this  factor  in  Gordon's  formula.  It 
represents  here  what  it  did  in  Gordon's  formula,'  a  numerical  constant,  to 
take  the  place  of  the  factor  /  in  our  theoretical  formula —  /  being 
theoretically  the  greatest  strain  upon  any  unit  of  metal  from  the  applied 
load. 

Limit  of  Elasticitt. 

In  examining  into  the  results  of  the  experiments  with  reference  to 
the  elastic  limits,  we  find  a  much  greater  variation  than  is  shown  by  the 
crippling  strain.  This  we  should  expect  in  columns  containing  any  of 
the  before  mentioned  defects  of  material  or  workmanship.  The  full 
influence  of  these  defects  would  be  visible  in  tests  for  the  limit  of  elas- 
ticity, but  only  partially  in  those  for  crippling  stress  as  the  flow  of  the 
metal  would  accommodate  itself  somewhat  to  any  irregularities  after  the 
elastic  limit  was  passed. 

The  results  given  for  the  elastic  limits  in  the  tests  made  at  Water- 
town,  do  not  appear  to  the  writer  to  be  justified  from  the  records  as 
given.  It  is  not  clear  to  him  what  rule  was  adopted  as  the  guide  to 
locate  this  point.  By  an  analysis  of  the  data  in  those  experiments, 
where  the  detailed  compression  is  fully  recorded,  the  elastic  limit  would 
appear  to  be  much  lower  than  that  given  in  the  tables.  It  is  a  difficult 
matter  to  determine  the  elastic  limit  in  compression  experiments,  but 
it  is  better  to  err  by  placing  it  too  low  than  too  high. 

Taking  Mr.  Bouscaren's  experiments  as  more  general,  containing  a 
greater  variety  of  columns,  and  more  nearly  representing  the  cruder  tests 
which  columns  would  receive  in  actual  structures,  we  have  determined 
the  values  oi /^,  corresponding  to  the  limits  of  elasticity  by  the  formulae 
c,  d,  and  e. 


83 


TABLE  No.  7. 
Values  of  /^ ,  in  Formula  c,  d,  and  e,  for  the  Limit  of  Elasticity. 


Kind  of  Column, 

r 

.^'i- 

Keystone. 

56 
60 
64 

14  500 
11  100 
18  140 

Average  value  of  /; ,  for  limit  of  elasticity 
=  17  740  lbs. 

Minimum  value,  =  12  170  lbs. 

96 

12  170 

98 

22  940 

135 

21  000 

American  Co.'s 

81.3 

13  470 

Average  value  of/j,  =  18  686  lbs. 

81.6 

23  000 

Minimum     "       "  "  =  13  470    "     == 

101. 

15  080 

45  %   of  /  the  coefBcient  of  crippling. 

102.5 

18  960 

Variation    of     minimum      from    average 

106 

18  250 

=  28%  ' 

110 

24  940 

155 

17  100 

Square  or  Box. 

84 

14  960 

Average  value  of  /,,  =  16  330  lbs. 

93 

18  670 

Minimum  "         "  =  14  960  =  48  %  of  / 

98 

15  370 

the  coef.  of  crippling. 

102 

16  320 

Variation  of  minimum  from  average  =9  % 

Open. 

60 

22  420 

Average  value  of  f^,  =  21  588 

12 

23  000 

Minimum  "          "  =  18  270  = 

76 

23  100 

59  %  of  coef.  of  crippling. 

90 

21  150 

Variation  of  min.  from  average  =  18  % 

130 

18  270 

Phoenix. 

110 

18  880 

Average  value  of  /i,  =  22  355  lbs. 

110 

23  170 

Minimum    "         "     =  18  880    "     = 

112 

18  950 

52  !?o  off  Ihe   coeF.  of  crippling. 

112 

28  420 

Variation  of  min.  from  average  =  18  % 
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Allowed  Wokking  Strain. 

The  determination  of  the  allowed  working  strain  per  square  inch  of 
cross  section  is  of  vastly  more  interest  for  constructive  purposes  than  the 
breaking  or  crippling  strength. 

The  capacity  of  any  material  to  resist  rej^eated  and  continued  load- 
ings, is  dependent  upon  restricting  the  maximum  strains  within  the 
elastic  limits ;  especially  where  the  member  forms  part  of  a  skeleton 
structure,  in  which  the  relative  strains  are  entirely  controlled  by  relative 
elongations  and  extensions  of  the  several  pieces. 

We  are  not  justified,  however,  in  loading  our  columns  up,  or  near  to 
the  elastic  limit,  for  the  following  reasons  : 

Ist.  Our  tests  are  merely  statical  tests  with  a  limited  number  of 
loadings  ;  also,  our  calculations  of  strains  are  all  statical;  while  the  actual 
loads  ajiplied  in  practice  and  the  strains  induced  from  them  are  dynamic 
in  action  and  repeated  in  application. 

2d.  Columns  beside  being  strained  by  direct  loadings,  are  seldom 
exempt  from  the  liability  of  being  struck  transversely  by  passing  bodies. 

3d.  There  should  be  some  allowance  for  possible  defects  in  work- 
manship and  material. 

It  would  therefore  appear  proper  to  limit  the  maximum  allowed 
strain  per  square  inch  to  within  one-half  of  the  least  elastic  limit  of 
the  columns. 

Believing  that  the  reference  of  the  so-called  "Factor  of  Safety"  to 
the  rupturing  or  crippling  point  is  false  in  doctrine,  and  delusive  in  its 
effect,  not  only  upon  the  general  public,  but,  unfortunately,  upon  some 
of  our  own  profession,  the  writer  would  suggest  the  greater  correctness 
of  considering  the  limit  of  elasticity  as  the  proper  point  of  reference. 
His  own  preference,  however,  is  to  determine  as  near  as  may  be,  the 
maximum  strain  to  be  allowed  in  each  case  for  the  required  material,  and 
then  to  specify  the  maximum  allowed  strain,  instead  of  depending  upon 
a  fictitious  factor  of  safety.  Instead,  therefore,  of  computing  the 
crippling  strength  of  a  column  by  the  preceding  formulae,  and  taking  \, 
5  or  %  of  this  as  the  allowed  strain,  he  prefers  to  change  the  formulae  so 
they  will  give  directly  the  allowed  strain. 

Taking  M  %  (about  the  proportion  used  in  tension  members),  of  the 
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minimum  value  of/i,  from  Table  7,  we  get  the  following  values  for /g,  the 
coefficient  of  allowed  working  strain  : 

American  Co.  's  columns,  /g  =  5  930 
Box  "  "       6  580 

Open  "  "8  040 

Phoenix  "  "      8  310 

That  for  American  Go's  columns  is  too  low  comparatively,  for  this 
minimum  is  from  a  pin  ended  column  which  gave  a  low  value  for  rup- 
ture also,  and  the  fault  may  have  been  due  to  a  bad  fitting  of  the  pin. 
And  as  the  general  average  for  this  class  of  columns  is  even  higher  than 
the  average  for  the  box  columns,  it  would  be  proper  to  give  the  American 
Co.  's  columns  a  higher  figure  than  that  derived  from  this  exceptionally 
low  minimum.  Taking,  therefore,  the  next  higher  value  of/,  we  get  for 
American  Go's  columns, /j  =  6  635. 

By  introducing  these  values  of  f^  in  the  general  equations  c,  d  and  e, 
or  in  (6),  (7),  (8)  and  (9),  we  obtain  equations  giving  the  safe  strain  upon 
the  several  kinds  of  columns  under  loads  acting  upon  the  extremities  of 
the  columns  similarly  to  the  manner  of  testing  the  columns  in  the  testing 
machines.  While  columns  proportioned  by  such  formula;  would  be  of 
equal  strength  comparatively  for  this  kind  of  a  loading  ;  they  would  not 
have  equal  resistance  to  forces  acting  transversely  to  the  axes  of  the 
columns,  and  seldom  would  we  be  justified  in  neglecting  a  consideration 
of  such  transverse  forces. 

The  columns  with  the  higher  coefficients  would,  for  same  loading 
equal  lengths  be  of  a  smaller  diameter  than  those  of  the  lower  coefficients, 
and  hence  more  liable  to  deflection  by  side  blows. 

The  longer  diameters  of  each  class  of  columns  would  also  be  of  a  de- 
creasing strength  against  such  an  application. 

Mr.  G.  Shaler  Smith  has  partially  provided  for  this  difficulty  by 
adopting  an  increasing  factor  of  safety  in  the  following  manner  : 

5 
Factor  of  safety  =  4  -f-  --—  H 

which  gives  the  following  values  for  this  factor  : 

ii  =  10  Factor  of  safety  =  4.5 

20  "  =0. 

30  "  =5.5 

40  "  =  6 . 

50  "  =6.5 

60  "  =7. 
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Believing  this  reduction    to  be  very  desirable,  we  will   adopt  the 
principle  and  reduce  our  values  of /a  in  the  same  proportion,  or  as  : 

1:1  +  0.0125  H, 
and  nearly  as  : 

1   :  1  -f  0.033  R. 
This  reduces  our  general  formulae  c,  d,  and  e  to  the  following  form  for 
allowed  working  strain  : 


Square   ends,     ^_ _/^___,.(i  +  o.033  i?) 

^'^     18  000 

Pin  ends,  "  =- ^ ■—  «'  x   nn\ 

{R-S3y     •  .  }  (10) 

^18  000 


Round  ends,     "  = -r^^ 

R^ 


1- 


18  000 


P  I 

Where  o  =allowed  working  strain  per  square  inch,  i?  =  ;  =    ratio    of 

length  to  least  radius  of  gyration, /a  =  coef.  of  working  strain. 
For  American  Co.'s  columns,  /2  ==  6  600 
Box  "  "  =  6  500 

Open  "  "  =  8  000 

Phoenix  "  '<  =  8  300 

To  obtain  similar  formulae  in  terms  of  the  ratio  of  length  to  diameter,  or 
least  dimensions,  we  make  the  same  substitutions  in  Formulae  (6),  (7), 
(8)  and  (9). 

For  Phoenix  columns  : 


e  1      P  8  300 

Square  ends,.  ^-  = ^___^  (1+0.0125  H) 


Pin 


Round 


((        (( 


2  400 

8  300        ^ 

(i7-12)^  ■  \  (11) 


■^  "*"     2  400 


.        .  _        8  300 


1+       ^ 


2  400 


I 
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For  American  Co.  's  columns 


Square  ends,  ^^  =  ^^^^,  ^  (1+0.0125  H) 


Pin 


1  600 
6  600 


(12) 


1  600 


For  box  or  square  columns  ; 

Square  ends,  ^  = ^^%^,  +  (1+0.0125  E) 


Pin 


3  000 
6  500 
1    ,   (^-13? 
"*"     3  000 


(13) 


For  open  columns 


P  o  (]0() 

Square  ends,  ^=  \jj_Qoy'  ^  (1+0-0125  H) 


Pin 


2  475 
8  000 

^  ^  {H-uy- 


(14) 


2  475 


where   5  =  —  =  ratio  of  length  to  least  dimension. 

In  Table  8  we  give  the  values  of  the  preceding  formulae  with  and 
without  the  reducing  factor  (1  +0.0125  H)  for  the  several  columns,  and 
also  of  Gordon's  formula  with  a  factor  of  i. 
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The  great  difference  in  the  bending  effect  shown  by  the  factors  1  600 
to  3  000  as  derived  from  the  moments  of  inertia  of  the  columns  ;  and  as 
is  shown  in  the  tabulated  figures  ;  illustrates  the  economy  of  massing 
the  metal  far  from  the  axis  of  the  columns,  as  is  done  in  the  Phojnix,  Box 
and  open  columns. 

These  figures,  however,  do  not  show  the  relative  economy  of  the  col- 
umns, for  in  the  box  and  open  columns  there  is  a  greater  freedom  in 
selecting  the  diameters,  without  increasing  the  areas  proportionately, 
than  in  the  Phoenix  or  Amer.  Co.  's  style  of  columns.  Other  factors,  as 
the  price  of  the  material  and  facility  of  forming  connections,  also  enter 
into  the  problem.  We  regret  that  Mr.  Howard  should  have  gone  out- 
side of  the  record,  in  his  report  upon  Phoenix  columns,  to  make  the  fol- 
lowing remark:  *  *  *  "Therein  they  differ  materially  from 
lattice  columns.  The  latter  form  (lattice  columns),  after  deflecting 
slightly,  suddenly  give  way  by  tearing  out  the  riveting  of  the  lattice 
bars,  after  which  but  little  strength,  as  a  column,  remains."  We  fail  to 
find  any  such  action  recorded  in  Mr.  Bouscaren's  experiments,  and  are 
not  aware  of  any  experiments  upon  well  made  and  well  proportioned  lat- 
tice columns  that  would  justify  such  a  remark.  Mr.  Howard's  position 
should  make  him  cautious,  to  prevent  his  interest  in  a  series  of  experi- 
ments from  drawing  him  into  any  ajapearance  of  bias  or  partisanship. 

Phoenix  columns  can  well  stand  upon  their  excellent  record  and  recog- 
nized merits. 

CoNCLtTsioN. — After  a  careful  consideration  of  the  experiments  we 
possess,  it  becomes  very  clear  that  we  cannot  allow  Gordon's  formula  to 
be  our  standard  of  strength  for  all  forms  and  kinds  of  columns.  Neither 
does  Rankine's  formula  represent  correctly  the  results  of  our  tests. 

Those  given  by  the  writer  are  submitted  for  the  consideration  of  the 
profession. 

But,  whatever  formula  we  may  adopt,  it  has  been  made  clear  by  the 
experiments  of  both  Hodgkinson  and  Boviscaren,  that  the  strength  of 
wrought-iron  columns  are  not  only  dependent  upon  the  ratios  of  length 
to  diameters,  and  the  shape  of  the  cross  section  ;  but  also  to  a  very  great 
extent  upon  the  proportions  of  parts,  details  of  design  and  workmanship, 
and  the  material  from  which  the  columns  are  made.  So  that  it  becomes 
as  necessary  in  our  specifications  to  detail  carefully  the  kind  of  material, 
proportions  of  parts,  and  character  of  workmanship,  as  to  specify  the 
formula  to  be  used  in  estimating  the  sectional  areas. 
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Discussion  by  D.  J.  Whittemore,  M.  A.  S.  C.  E. 

I  venture  to  say  that  if  one  versed  in  making  tests  of  building  ma- 
terials should  be  asked  to  state  how  many  tests  of  like  kinds  should  be 
made,  from  which  to  determine  a  fair  average,  he  would  say  at  least  four, 
probably  six.  In  my  experience,  tests  of  compressive  strength  of  all 
kinds  of  material  used  in  construction  are  subject  to  nearly  double  the 
variation  found  in  tensile  tests  of  the  same  material ;  therefore,  when 
we  have,  as  in  the  present  case,  twenty  tests,  being  only  two  to  each 
different  length  of  column,  and  the  resulting  tests  on  each  length  having 
a  variation  from  the  mean,  in  one  instance  only,  of  five  per  cent.  ;  in 
three  other  instances  from  one  and  one-half  to  two  per  cent. ,  and  in 
the  balance  the  traction  of  one  per  cent. ,  we  may  well  express  our  sur- 
prise and  admiration  at  the  uniformity  attained.  These  tests  were  made, 
however,  through  the  agency  of  probably  the  best  testing  machine  of  its 
capacity  ever  constructed,  and  the  results,  in  view  of  the  facts  above 
recited,  should  and  will  command  the  attention  of  every  intelligent 
engineer. 

It  is  true  that  Gordon's  formula  does  not  express  the  true  strength  of 
these  columns,  as  asserted  by  the  authors,  neither  can  it  be  made  to  do 
so  by  any  change  in  the  value  of  its  factors.  It  is  also,  I  believe,  repug- 
nant to  our  understanding  to  admit  that  two  formulae  will  be  required 
to  express  strength,  when  the  facts  are  approximately  known.  The  line 
of  rapid  descent  in  strength  appears  to  have  been  reached  at  15  diame- 
ters, and  at  about  the  point  where  the  ratio  between  the  thickness  of  plates 
and  distance  apart  of  rivets  equals  the  diameter  of  the  column  into  its 
length.  The  two  tests  at  this  point  show  uniformity  .of  strength,  but  it 
may  be  remarked  that  one'of  these  columns  buckled  by  shearing  of  rivets, 
and  this  was  the  only  instance  of  the  kind,  and  that  the  elastic  limit  of 
the  other  was  much  below  any  of  the  others  recorded.  Is  it  in  reason  to 
suppose  a  column  15  diametei's  long  to  be  no  stronger,  or  not  even  as 
strong,  as  one  of  18  or  24  diameters  in  length  ? 

Had  there  been  a  variation  of  results  in  these  columns  as  great 
as  was  found  in  the  tests  of  the  columns  10|^  diameters  long,  giving 
an  increased  mean  value  to  the  same,  the  results  would  not  appear  so 
anomalous,  as  they  now  certainly  do.  All  experiments  are  immensely 
suggestive  of  further  tests,  and  the  only  conclusive  solution  that  I  can 
think  of  would  be  to  test  at  least  four  more  similar  specimens  of  15 
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diameters  in  length.  It  also  occurs  to  me  that  the  strength  value  of 
posts  of  the  size  tested  might  be  very  materially  increased  between  9 
and  36  diameters  in  length  by  riveting  the  segments  together  after  some 
such  rule  as  the  following,  i.  e. ,  distance  apart  of  rivets  in  inches  shall 
not  exceed  the  square  root  of  the  length  of  the  column  as  measured  by 
its  diameter. 

Undoubtedly  the  laws  governing  force  and  matter  can  be  expressed  by 
formulae,  and  as  an  indication  that  the  case  in  hand  is  not  an  excei^tion, 
from  several  formulae  I  have  devised,  I  select  the  following  as  an  ex- 
pression of  the  probable  ultimate  strength  of  these  columns,  as  indi- 
cated by  the  experiments  cited,  i.  e.  : 

525  000 


-S'  =  (1  200  —  i/)  30  -f 


H"- 


Outside  diameter 

Evidently  this  formula  will  not  apply  to  columns  longer  than  45  or 
shorter  than  about  5  diameters  in  length,  but  it  will  be  observed  that 
covering  the  tests  mentioned  by  the  authors,  the  average  variation  from 
all  tests  does  not  exceed  one  per  cent.,  though  in  the  one  instance,  that 
at  15  diameters  the  variation  amounts  to  four  per  cent.  In  the  following 
table  I  have  entered  in  the  column  of  actual  strength  the  average  of  the 
two  tests  on  each  length  of  post,  and  also  the  single  tests  on  eleven-inch 
columns  of  9  and  25^  diameters  : 
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«^^ 

H. 

Actual  Strenajth  per  Square 
Inch,  by  Experiment, 

By  Formula. 

525  noo 
^=(1  200-/^)30  4 -jp— 

6 

50  370 

50  400 

9 

42180 

42  224 

10^^ 

40  728 

40  447 

15 

36  438 

37  883 

19  i 

37  028 

36  796 

24 

36  580 

36191 

25i 

36  010 

36  043 

28i 

36132 

35  791 

33 

34  965 

35  492 

37^ 

35155 

35  248 

42 

34  650 

35  038 

H=^  jr-.  as  given  by  the  authors  of  the  paper  in  the  column  headed, 
"Ratio  of  Diameter  to  Length." 


Discussion  by  Charles  E.  Emery,  M,  A.  S.  C.  E. 


I  have  taken  great  interest  in  this  valuable  paper,  and  trust  that  the 
example  set  by  this  well  known  firm  may  be  followed  by  others  who 
have  occasion  to  use  the  Government  Testing  Machine,  as  various  ex- 
periments, carefully  analyzed  and  discussed  here,  will  be  the  means 
of  greatly  extending  the  information  of  engineers  on  this  important 
subject. 

It  has  probably  been  the  impression  of  many  here  present  that  hereto- 
fore each  writer,  in  discussing  experiments  on  this  subject,  has  con- 
structed a  formula  with  an  ample  factor  of  safety,  to  which  compilers 
have  added  an  additional  factor  of  safety  to  cover  exceptional  cases,  and 
that  this  process  has  been  continued  until  the  formula  no  longer  repre- 
sents the  actual  facts,  but  give  results  unnecessarily   safe   when   good 
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workmanship  and  material  and  symmetrical  sections  of  approved  form 
are  provided. 

This  state  of  facts  has  undoubtedly  been  caused,  to  a  great  extent  at 
least,  by  the  differences  in  result  obtained  in  different  experiments,  par- 
ticularly with  columns  made  of  cast-iron  of  different  grades,  and  con- 
structed without  special  pains  to  secure  uniform  thickness  and  freedom 
from  defect. 

Engineers  have  for  a  long  time  felt  that  the  segmental  circular 
columns  of  Clarke,  Reeves  &  Co. ,  were  far  more  reliable  than  those  upon 
which  the  greater  part  of  our  literature  on  the  subject  is  based,  and  the 
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thorough  tests  herewith  presented  in  addition  to  those  heretofore  pub- 
lished, show  that  the  opinion  is  well  founded. 


II 


95 

The  diagram  presented  with  the  paper  indicates  clearly  that  two  for- 
muliB  are  needed  to  represent  the  experimental  curve  accurately,  as  has 
been  pointed  out  previously  by  many  writers  on  the  general  subject 
in  relation  to  other  experiments. 

In  examining  these  experiments  for  the  purpose  of  developing  a 
simple  formula  for  my  note-book,  I  find  that  the  whole  of  the  experi- 
mental curve  can  be  represented  ai^proximately  by  one  formula  which 
will  be  very  accurate  within  the  limits  where  formulae  are  generally  used, 
and  not  vary  seriously  for  shorter  lengths.  The  curve  is  a  hyperbola, 
with  the  equation  : 

355  063  +  30  950  x  ,  . 

y  =  _ (a) 

^  x  +  (3.175 

in  which  y  represents  the  breaking  load  in  pounds  per  square  inch,  as 
shown  by  the  ordinates  in  the  diagram  ;  and  x,  the  number  of  diameters 
in  length,  as  shown  by  the  abscissa  of  diagram. 

The  curve  developed  by  this  equation  has  been  plotted  on  one  of  the 
printed  diagrams  jiresented  by  the  writers  of  the  paper,  and  a  copy  of 
the  same  is  herewith  reproduced.  It  will  be  seen  that  the  curve  is  very 
accurate  from  twenty  diameters  upward,  and  corresponds  with  the  ex- 
perimental curve  better  in  form  and  position  than  that  given  by  Gordon's 
formulae,  as  plotted  by  the  writers  of  the  i^aper.  At  15  diameters  the 
results  given  by  the  formula  are  higher  than  the  experimental  ones,  but 
for  a  less  number  of  diameters  the  experimental  results  are  the  higher, 
making  the  formula  as  a  whole  perfectly  safe,  as  the  slight  variations 
will  be  provided  for  in  the  factor  of  safety. 

Discussion  by  De  Volson  Wood,  M.  A.  S.  C.  E. 

Engineers  are  naturally  interested  in  these  experiments,  not  only  on 
account  of  the  information  which  they  will  gain  in  regard  to  the  resisting 
properties  of  the  Phoenixville  column,  but  also  because  the  results  de- 
termined are  more  reliable  since  the  tests  were  made  with  the  most  ac- 
curate testing  machine  the  world  has  ever  known.  It  is  a  matter  of  pride 
that  this  country  possesses  the  only  machine  with  which  the  actual 
stresses,  even  though  they  amount  to  hundreds  of  tons,  may  be  deter- 
mined within  the  fraction  of  a  pound. 

In  regard  to  the  results  of  these  experiments,  it  is  remarkable  that 
the  law  of  strength  appears  to  change  so  suddenly  with  columns  of  15 
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diameters,  the  value  originally  indicated  by  Hodgkinson.  For  larger 
columns  the  law  seems  to  be  approximately,  but  not  rigidly,  represented 
by  Gordon's  formula.  The  line  representing  the  computations  by  Gor- 
don's formula  seems  to  drop  more  rapidly  than  the  line  representing  the 
results  of  the  actual  experiments,  and  for  this  reason  Gordon's  formula 
may  need  a  correction  in  order  to  rejaresent  these  experiments  more  ac- 
curately. But  I  do  not  understand  why  the  line  representing  Gordon's 
formula  should  be  so  far  below  the  other.  The  constants  in  his  formula 
should  be  determined  by  means  of  these  experiments  and  not  from  the 
results  of  English  experiments,  since  the  form  of  column  and  the  material 
are  both  different  Had  this  been  done  the  curve  would  have  nearly  co- 
incided with  some  portion  of  the  experimental  curve.  The  formula  may 
be  written. 

P  (strength  in  pounds)  =  ^  (constant)  X^  (area  in  sq.  in.) 

l+C"  (constant)  X^o  [square  of  | 
I  the  ratio  of  i 
-{  length  to  j- 
I  radius  of  j 
I  gyration.     J 

It  is  sometimes  stated  that  B  in  this  formula  is  the  resistance  to  ulti- 
mate crushing.  This  would  be  the  case  if  the  law  of  resistance  were  true 
without  limit ;  for  when  I  ^  o,  Ave  have  P  ^=  B  A.  But  the  law  cannot 
be  safely  extended  much,  if  any,  beyond  the  limits  of  the  experiments. 
The  true  way  to  find  the  constants  is  to  substitute  known  contemporane- 
ous values  for  P,  A,  and  r,  thus  forming  as  many  equations  as  there  are 
experiments,  any  two  of  which  will  give  definite  values  for  B  and  C.  If 
the  formula  represents  the  law  of  strength  with  suflBcient  accuracy,  the 
mean  values  of  these  constants,  as  determined  by  difi"erent  combinations 
of  the  equations  above  formed,  will  be  the  projier  values  to  be  used  in 
the  formula.  If  the  law  changes  at  15  diameters,  or  at  any  other  point, 
the  formula  should  not  be  distorted  so  as  to  take  in  the  whole  range  of 
the  experiments.  Another  formula  should  then  be  used  for  lengths  less 
than  15  diameters.  I  regret  that  I  have  not  been  able  to  give  the  time 
necessary  to  enable  me  to  carry  out  these  numerical  computations,  and 
to  give  to  the  whole  subject  a  more  critical  study. 

I  desire  to  make  a  remark  upon  the  report  of  the  examiner.  I  observe 
that  the  sets  which  were  observed  after  the  stress  was  removed  are  gen- 
erally recorded,  while  in  a  majority  of  cases  the  total  compressions  are 
omitted.     The  experimenter  has  indicated  the  limit  of  elasticity  in  several 
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cases,  but  so  far  as  the  record  shows,  these  limits  are  arbitrary.  A  com- 
plete set  of  all  quantities  observed  should  be  recorded  to  enable  any  reader 
to  judge  for  himself  of  the  accuracy  of  the  work,  and  the  correctness  of 
the  conclusions,  as  well  as  to  permit  of  more  accurate  comparison  with 
other  experiments. 

Discussion  by  Chables  E.  Emeky,  M,  A.  S.  C.  E. 

In  eeply  to  Pbofessok  Wood. — We  are  all  very  much  interested  in 
Professor  Wood's  clear  discussions  of  scientific  subjects,  but  I  must  con- 
fess that  I  cannot  agree  with  him  that  Gordon's  formula  even  approx- 
imately represents  the  curve  shown  by  the  experiments  under  discussion. 
The  variation  is  not  that  simply  due  to  a  lower  position  on  the  diagram, 
but  within  the  limits  mentioned,  Gordon's  formula  gives  a  curve  con- 
cave to  the  axis  of  abscissas,  while  the  experimental  curve  is  evidently 
convex  to  such  axis.  This  is  an  important  difference,  for  it  is  evident 
that  an  equation  of  a  straight  line  would  more  accurately  represent  the 
experimental  curve  than  the  curve  given  by  Gordon's  formulae  between 
the  limits  shown.  In  fact,  the  experiments  are  very  well  represented  by 
two  straight  lines  with  the  following  simple  equations,  viz.  : 

First.— 

?/  =  39  220  —  118  X  (6) 

which  is  very  accurate  between  the  limits,  12  to  40  diameters,  safe  for  a 
less  number  of  diameters,  and  probably  also  for  a  greater  number  within 
reasonable  limits. 
Second. — 

1/  =  57  500  -  1  642  x  (c) 

which  is  approximately  accurate  between  the  limits  0  to  12  diameters, 
the  notation  being  the  same  as  before . 
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Discussion  by  C.  L.  Strobel,  M.  A.  S.  C  E. 

The  interesting  series  of  tests  on  Phoenix  cohimns  instituted  by 
Messrs.  Clarke,  Eeeves  &  Co.,  deserve  careful  study,  as  throwing  addi- 
tional light  upon  an  important  engineering  subject,  still  much  involved 
in  obscurity.  I  think,  however,  that  their  reference  to  Gordon's  formula 
implies  a  misapplication  of  the  same,  and  gives  an  improper  interpreta- 
tion to  Hodgkinson's  tests  from  which  the  constants  in  the  formula  were 
deduced  ;  and  I  shall  attempt  to  show  that  these  tests  on  Phoenix  columns 
do  not  conflict  with  the  latter,  but,  on  the  contrary,  serve  to  strengthen 
and  confirm  the  conclusions  to  which  they  have  led. 

Of  the  22  Phoenix  columns  tested,  20  are  four-segment  columns  of  8.04 
inches  diameter  from  out  to  out  of  cylindrical  portion.  The  areas  of 
these  20  columns  are  practically  the  same,  the  average  being  12.122  square 
inches  ;  the  diameter  is  given  at  11.5  inches  from  out  to  out  of  flanges. 
Calculating  the  thickness  of  metal  from  these  data,  we  obtain  0.32  inch 
for  the  thickness  of  the  cylindrical  portion  and  0.31  inch  for  the  mean 
thickness  of  the  flanges,  whence  the  moment  of  inertia  is  found  to  be  = 
109.72,  and  the  square  of  the  radius  of  gyration  =  9.05. 

The  general  form  of  Gordon's  formula,  api^licable  to  any  cross  section, 
is  the  following  : 

P  f 


'^"   1  +  a^  (1) 


r' 


In  this  formula   P  represents  the  total  pressure  under   which  the 

P 
column    fails,    S   its  sectional   area,    and    consequently  — ;  its  ultimate 

strength  per  square  inch  ;  /  is  a  constant  dependent  upon  the  form  of  sec- 
tion and  the  ultimate  strength  of  the  material ;  a  is  a  constant  also  depend- 
ent upon  the  form  of  section  and  the  ultimate  strength  of  the  material, 
but  also  dependent  upon  its  elasticity,  being  inversely  proportional  to 
the  modulus  ;  Z  =  the  length  of  column;  r=:the  I'adius  of  gyration  of 
the  section.     The  constants/  and  a  are  determined  by  experiment. 

Applying  the  above  formula  to  a  hollow  cylinder  or  tube,  and  letting 
d  represent  the  diameter  of  an  equivalent  circle  whose  radius  of  gyration, 
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assuming  the  area  concentrated  in  the  circumference,  is  equal  to  that  of 
the  section  of  the  tube,  we  have,  for  this  form  of  cross  section, 

P___      f 

sincer-  =  — 
8 

Again,  applying  the  general  formula  to  a  column  of  solid  rectangular 

section  whose  least  side  =  h,  we  have, 

P_      f 

^        h- 

.,       h- 
since  r-  =  — 

The  general  form  (1)  of  the  formula  has  sometimes  been  called  Ran- 
kine's, while  the  special  forms  (2)  and  (3)  which  the  former  assumes  by  sub- 
stituting for  r"  its  equivalent  in  terms  of'rt"  or  h'^ ,  has  been  designated 
Gordon's.  I  have  not  thought  it  i^roper  to  preserve  this  distinction,  and 
there  is,  of  course,  no  difference  in  the  results  obtained  from  either,  pro- 
vided that,  in  applying  the  special  forms  (2)  and  (3),  the  proper  "  equiva- 
lent "  diameter  or  least  side  is  first  obtained  from  the  equation  d  =  \/8 .  r ' 
or  7i=  /12Tj-^ 

Our  main  reliance  for  the  determination  of  the  constants  /  and  n,  has 
been,  to  the  present  time,  the  tests  made  by  Hodgkinson  about  35  years 
ago,  prejjaratory  to  the  building  of  the  Britannia  and  Conway  tubular 
bridges.  Of  his  tests  on  wrought  iron,  those  on  bars  of  solid  rectangular 
section  are  best  suited  for  the  determination  of  the  constants,  because 
their  range  is  greatest  and  the  form  of  section  may  be  best  relied  upon  to 
give  results  least  affected  by  accidental  irregularities  due  to  shortcomings 
in  the  manufacture.  To  these  tests  Gordon  apjilied  his  formula  in  the 
form  No.  3,  and  found  that  if  /  was  made  =  36  000  and  12  a  ^  3  000, 
(units  being  the  pound  and  the  inch),  the  results  of  the  tests  would 
best  conform  to  the  values  given  by  the  formula.  If  we  may  assume, 
now,  that  the  constants  which  apply  to  one  form  of  cross  section,  will 
also  hold  good  for  other  forms,  we  obtain  from  (1)  the  following  general 
formula  for  square  bearing  wrought-iron  columns  : 

F  36  000 


^  36  000    r- 


(4) 
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We  shall  see,  presently,  whether  the  experiments  justify  this  assump- 
tion. 

It  is  well  known  that  short  columns  do  not  fail  by  flexure,  but  by  the 
buckling  or  bulging  of  the  metal,  and  that  the  strength  of  such  columns 
is  measured  by  the  strength  of  short  portions  to  resist  this  tendency,  and 
is  independent  of  their  length.  Gordon's  formula  assumes  that  flexure 
takes  place,  and  that  the  direct  compressive  strain  (which  is  uniform  in 
a  column  which  does  not  deflect  from  a  straight  line),  is  augmented  by  a 
bending  strain.  It  is  therefore  a  question  to  be  determined  by  experi- 
ment, when  is  the  ultimate  strength  of  a  column  independent  of  its 
length  and  when  does  Gordon's  formula  apply.  Hodgkinson's  experi- 
ments on  rectangular  bars  shed  no  light  upon  this  question  because  tests 
on  bars  between  18  and  36  diameters  long  are  lacking,  but  they  indicate 
that  bars  36  diameters  long  belong  to  the  class  of  columns  which  fail  by 
flexure  and  to  which  therefore  the  formula  is  applicable.  His  tests  on 
rectangular  tubes  are  more  serviceable  in  this  respect,  though  they  are 
limited  in  range,  none  of  them  exceeding  in  length  30  times  the  least 
breadth,  equivalent  to  26  diameters  if  the  diameter  of  the  cylindrical  tube 
be  adopted  as  unity.  Referring  to  these  tests  Stoney  draws  the  following 
conclusion  :  "  When  the  length  of  a  rectangular  wrought  iron  tubular 
pillar  does  not  exceed  30  times  its  least  breadth,  it  fails  by  the  bulging  or 
buckling  of  a  short  portion  of  the  plates,  not  by  flexure  of  the  pillar  as  a 
whole,  and  within  this  limit  the  strength  of  the  tube  seems  nearly  inde- 
pendent of  its  length.  It  is  quite  possible  that  the  ratio  of  length  to 
breadth  of  wrought  iron  tubes  might  be  considerably  greater  than  30 
without  very  materially  afi'ecting  their  strength,  but  the  recorded  experi- 
ments do  not  extend  suflSciently  far  to  determine  this  point."  It  was 
found  that  the  crushing  unit  strain  was  dependent  upon  the  ratio  be- 
tween thickness  of  plate  and  breadth  of  tube,  being  generally  greater 
the  thicker  the  plate,  and  the  general  rule  was  deduced  that  the  thick- 
ness of  plate  should  not  be  less  than  one-thirtieth  of  the  breadth  of  tube 
or  distance  between  supports.  The  average  ultimate  strength  of  the 
rectangular  tubes  which  conformed  to  this  rule  was  27  000  pounds  per 
square  inch. 

Besides  the  tests  on  bars  and  tubes  of  rectangular  section,  Hodgkin- 
son  made  a  series  of  37  tests  on  cylindrical  tubes,  ranging  to  85  diame- 
ters in  length.  Comparing  the  results  between  14  and  23  diameters,  the 
difterences  in  the  ultimate  strength  are  very  small,  but  between  23  and  32 
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diameters  there  is  much  irregularity,  and  the  evidence  is  not  conclusive 
that  within  these  limits  the  ultimate  strength  is  independent  of  the 
length.  If  the  best  results  only  are  considered,  this  is  the  case,  even  a 
tube  42.9  diameters  long  showing  an  ultimate  strength  but  slightly  less 
than  the  average.  I  am  inclined  to  think  that  much  of  the  irregularity 
in  the  results  is  due  to  imi^erfections  in  the  manufacture  of  these  tubes,  of 
most  of  which  it  is  stated  that  they  were  united  by  "  soldering  or  other- 
wise." Five  of  them  were  formed  by  bending  a  plate  into  the  form  of  a 
cylinder  and  making  a  lap  joint  along  which  a  single  line  of  rivets  was 
driven,  and  these  tubes  invariably  gave  higher  results  than  the  others. 

Averaging  the  results  of  the  tests  on  lengths  between  14  and  32  diam- 
eters, we  obtain  33  100  lbs.  as  the  ultimate  strength  per  square  inch  of 
cylindrical  tubes,  whence  it  follows  that  this  form  of  cross-section  is 
much  stronger  than  the  rectangular  tubular.  This  being  the  case  for 
lengths  up  to  32  diameters,  it  is  also  probably  true  of  lengths  exceeding 
32  diameters,  and  comprehensive  tests  on  different  forms  of  cross-section 
would  no  doubt  show  that  different  constants  are  required  in  Gordon's 
formula  for  each.  The  formula  in  the  form  (4)  cannot  therefore  be  con- 
sidered as  giving  correct  results  for  all  forms  of  cross- section,  though,  in 
the  absence  of  such  tests,  it  has  been  necessary  to  use  it  without  limita- 
tion. Applying  the  formula  to  the  cylindrical  tubes  tested  which  exceeded 
32  diameters  in  length,  the  calculated  results  are  found  to  agree  fairly 
well  with  the  results  by  experiment,  tbe  latter  being  even  generally 
higher  than  the  former.  This  api^eai's  strange  at  first  glance,  since  it 
would  then  follow  that  a  solid  rectangular  column  is  no  stronger  than  a 
cylindrical  tube,  although  the  former  has  the  advantage  of  holding  its 
material  better  together,  making  wrinkling  or  buckling  impossible.  But 
an  explanation  is  easily  found  in  the  circumstance  that  the  width  of  base 
of  the  rectangular  column  is  smaller  than  that  of  the  cylindrical  tube  in 
the  ratio  of  8  to  10,  nearly,  and  that  the  rectangular  column  has  conse- 
quently less  fixity  of  ends  than  the  other.  In  fact,  strictly  speaking, 
columns  without  discs  cannot  be  considered  as  "fixed"  at  the  ends, 
since,  being  made  of  elastic  material,  these  will  necessarily  yield  some- 
what to  a  pressure  which  tends  to  bend  the  column  ;  and  when  it  is  con- 
sidered that  a  column  with  roiand  ends  is,  as  regards  flexure,  the  equiva- 
lent of  a  square  bearing  column  of  twice  its  length,  the  importance  of 
fixity  at  ends  is  evident. 

In  view  of  the  importance  and  value  of  Hodgkinson's  tests,   even  to 
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the  present  day,  inasmuch  as  they  still  form  our  main  guide  in  the  pro- 
portioning of  members  subjected  to  compression,  and  for  the  reason 
that,  so  far  as  I  know,  they  have  not  heretofore  been  published  in  con- 
venient form  for  reference  and  comparison,  I  have  prepared  a  tabular 
statement  of  his  tests  on  the  compressive  strength  of  bars  and  cylin- 
drical  tubes,  showing  in  adjoining  columns  the  ultimate  strength  per 
square  inch  by  experiment  and  by  calculation.  Gordon's  formula  in 
the  form  (2)  was  used,  in  which  the  length  is  expressed  in  terms  of  the 
diameter  of  a  tube,  in  order  to  facilitate  comparison  with  the  Phoenix 
tests.  In  every  case,  however,  the  j^roper  ' '  equivalent  "  diameter  was 
calculated  from  the  radius  of  gyration,  so  that  formula  (4)  would  give 
exactly  the  same  results. 

The  tests  were  made  in  a  lever  testing  machine,  the  specimens  being 
placed  vertically  between  square  bearing  surfaces  with  ends  carefully 
bedded.  The  data  for  the  tables  were  obtained  from  Edwin  Clark's  work 
on  the  Britannia  and  Conway  Tubular  Bridges.  Some  small  discrep- 
ancies occur  in  the  thickness  given  for  the  tubes,  as  compared  with  the 
outside  and  inside  diameters,  but  they  were  unexplained  in  the  original, 
and  could  not  be  corrected. 

Reverting  now  to  the  tests  on  Phoenix  columns,  it  is  necessary  tocor- 

p 

rect,  first,  the  graphic  representation  given  of  the  values  of  -^  obtained 

o 

by  Gordon's  formula  ;  by  some  oversight  the  values  plotted  are  those  for 

solid  rectangular  sections.     Next,  it  is  obvious  that  the  inside  diameter 

of  Phoenix  columns  is  not  the  proper  diameter  to  use  in  the  formula, 

and  that,  therefore,  the  ratio  of  length  to  diameter  needs  revision.     For 

the  8  inch  columns  r~  was  found  =  9.05,  whence  the  equivalent  diameter 

is  obtained  as  ^8r'-  ^8.51  inches.     Therefore,—    for   the   28  feet  col- 

umns,  experiments  1  and  2,  becomes  39.5  instead  of  42,  and  for  the  10 
feet  columns,  experiments  13  and  14,  14.1  instead  of  15.  Comparing 
experiments  1  to  14,  inclusive,  with  each  other,  the  slight  variation  in 
the  ultimate  strength  per  square  inch  is  very  striking.  The  average  is 
found  to  be  35  800  lbs. ,  and  the  greatest  variation  is  only  1  400  lbs.  (for 
experiment  No.  2),  while  the  range  is  from  14.1  to  39.5  diameters.  Of 
the  Phoenix  experiments  it  may  therefore  be  said  that  they  furnish  better 
evidence  than  Hodgkinson's  own  tests  for  the  conclusion  to  which  these 
have  led,  viz. ,  that  the  ultimate  strength  of  tubular  columns  not  over  26 
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diameters  long  is  independent  of  their  length  ;  and  while  these  tests 
made  it  a^jpear  probable  that  this  limit  might  be  extended,  the  Phoenix 
tests  furnish  proof  that  lengths  of  even  39.5  diameters  should  be  in- 
cluded. All  of  the  Phoenix  columns  tested  belong,  in  this  light,  to  the 
class  which  does  not  fail  by  the  flexure  of  the  cohimn  as  a  whole,  and  to 
which  Gordon's  formula  does  not  apply.  They  are,  therefore,  not  avail- 
able for  the  iJurpose  of  determining  the  constants  in  the  formula,  and 
no  comparison  with  the  results  given  by  the  formula  is  proper. 

The  relative  strength  of  Phoenix  columns  within  the  limits  mentioned, 
compared  with  Hodgkinson's  cylindrical  and  rectangular  tubes,  would 
be  as  35  800  :  33 100  :  27  000.  We  have  no  means  of  knowing  whether 
Phoenix  iron  of  the  present  day  is  better  or  less  qualified  to  resist  com- 
pressive strain  than  the  iron  used  in  Hodgkinson's  tubes  35  years  ago, 
but  it  would  certainly  appear  reasonable  to  assume  that  a  part,  if  not  all, 
of  the  gain  of  2  700  lbs.  over  the  cylindrical  tubes  is  to  be  attributed  to 
the  better  form  of  cross-section  of  the  Phoenix  column.  The  flanges 
strengthen  the  cylindrical  portion  of  the  column,  resisting  deformation 
in  a  diametrical  direction,  while  any  tendency  they  may  have  to  deflect 
sideways,  in  which  direction  they  are  weakest,  will  be  resisted  by  the 
cylindrical  portion  in  the  direction  in  which  it  is  strongest.  Some  benefit 
will  also  accrue  to  the  Phcenix  columns,  probably,  through  their  larger 
base,  the  projecting  flanges  acting  somewhat  in  the  manner  of  discs. 

So  far  as  the  tests  on  Phoenix  columns  of  less  than  14  diameters 
length  are  concerned,  the  results  do  not  differ  materially  from  those  ob- 
tained by  Hodgkinson  ;  like  them,  they  show  an  irregular  and  sometimes 
considerable  increase  of  strength  ;  and  the  very  short  lengths  simply 
illustrate  the  well  known  fact  that  if  a  ductile  material  is  held  in  place  so 
that  it  cannot  readily  get  away,  it  will  bear  a  largely  increased  com- 
pressive strain. 

The  results  of  the  Phoenix  tests  are  not  directly  applicable  to  the 
posts  of  bridge  trusses,  because  these  are  not  in  the  condition  of  the 
columns  in  the  testing  machine.  Where  Phoenix  columns  are  used  for 
vertical  jDOsts  in  bridge  trusses,  the  lower  ends,  generally  through  the 
interposition  of  a  foot  casting,  are  pin-bearing,  a  condition  intermediate 
between  a  square  and  a  rounded  (spherical)  bearing,  while  the  upper 
ends  of  the  columns  abut  against  the  underside  of  a  cast  joint  box,  also 
not  the  equivalent  of  the  bearing  surfaces  of  the  testing  machine  as  re- 
gards fixity  laterally.     It  would  seem  probable,  however,  that  columns 
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which  are  pin-bearing  at  both  ends  have  a  uniform  ultimate  strength 
irrespective  of  their  length  to  23  diameters,  and  that  the  ultimate 
strength  for  Phoenix  columns  will  average  35  800  lbs.  within  this  limit. 

The  first  tests  on  columns  under  conditions  corresi^onding  to  those 
which  prevail  in  bridges  of  the  American  type,  viz,,  pin-bearing  at  both 
ends,  were  made  by  Mr.  Bouscaren  for  the  Cincinnati  Southern  Railway, 
and  published  in  the  report  of  its  then  Chief-Engineer,  Mr.  T.  D. 
Lovett,  in  1875.  They  have  been  of  great  practical  service  as  furnish- 
ing the  means  of  at  least  approximately  determining  the  constants  in 
Gordon's  formula  for  columns  of  this  class,  but  additional  experiments 
are  much  needed.  The  tests  on  square-bearing  columns  made  by  Mr. 
Bouscaren  and  published  with  the  above  in  the  December  number  of  the 
Transactions  of  1880,  are  mostly  on  lengths  under  30  diameters  and  cannot 
be  used  for  the  determination  of  the  constants  for  the  different  classes  of 
columns  experimented  with,  but  they  furnish  additional  proof  of  the 
correctness  of  the  conclusion  that  tubular  columns  not  over,  say,  39 
diameters  long,  have  a  uniform  ultimate  strength  per  square  inch  inde- 
pendent of  the  length.  The  following  exhibit  will  make  this  very  clear, 
in  which  the  numbers  of  the  experiments  correspond  to  the  numbers  in 
the  tables  accompanying  Mr.  Bouscaren's  paper,  and  the  "  equivalent  " 
diameters  again  refer  to  diameters  of  cylindrical  tubes,  and  are  calculated 
from  the  radius  of  gyration. 

Columns  38,  41  and  42,  the  iron  for  which  was  rolled  by  the  same  mill 
at  about  the  same  time,  and  which  were  built  at  the  same  works  and 
tested  in  the  same  machine,  show,  it  may  be  said,  exactly  the  same  ultimate 
strength  per  square  inch  for  lengths  of  21.4,  25.6  and  31.8  diameters. 
From  these  tests  we  may  infer  that  the  strength  of  columns  made  of  two 
channels  latticed,  is  at  least  32  300  lbs.  per  square  inch,  as  compared 
with  the  averages  given  above  for  the  Phoenix  and  the  Hodgkinson 
columns. 

Experiment  No.  37  requires  explanation.  Mr.  Bouscaren  attributes 
the  low  result  which  this  column  gave  to  the  small  thickness  of  webs  of 
channels,  which  was  a  little  less  than  3^0  th  of  the  distance  between  in- 
side of  flanges.  But  the  webs  in  column  No.  38  are  no  thicker,  this 
column  being,  in  fact,  a  duplicate  of  No.  37,  excei3t  that  the  flanges  of 
the  channels  are  somewhat  heavier,  yet  No.  38  stood  fully  as  well  as 
columns  41  and  42,  which  have  heavy  webs.  Though  these  channels 
are  all  rolled  by  the  same  mill,  there  is  a  marked  difference  in  the  mode 
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Square-Bearing  Columns — G.  Bouscaren's  Experiments. 


No. 

Length. 

Equivalent 
Diameter. 

Ratio  of 

Length 

to 

Equivalent 

Diameter. 

Ultimate 
Strength 

per 

Square 

Inch. 

Kind  of  Column  and  Remarks. 

Feet. 

Inches. 

Pounds. 

23 

24. 

0.64 

29.9 

33  200 

Closed  column.  2  8-iuch  channels 
and  2  10-inch  plates.  Iron  from 
diiferent  mill  than  for  other  tests. 

32 

27. 

9.34 

34.7 

30  200 

Closed  column  like  above,  but  plates 
10. fj  inches. 

22 

26. 

8.65 

36.1 

30  000 

Closed  column  like  No.  23,  but  chan- 
nels 7  inches. 

.37 

27.47 

12.64 

26.1 

29  600 

Open  column,  2  12-inch  "  plate " 
channels  latticed  5-16th.  web. 

38 

23.01 

12.87 

21.5 

32  300 

2  12-inch  channels  latticed,  5-16th.web. 

41 

27.5 

12.90 

25.6 

32  400 

2  12-inch  channels  latticed,  heavier 
web. 

42 

27.5 

10.37 

31.8 

32  300 

2  10-inch  channels  latticed. 

40 

1.61 

2.366 

8.2 

35  700 

1  12-inch  channel,  5-16th.  web. 

-39 

2.00 

<< 

10.1 

35  400 

Same  as  above. 

of  manufacture.  Nos.  38,  41  and  42  were  rolled  from  a  regular  channel 
pile  in  the  usual  manner,  while  No.  37  (Union  Iron  Mills,  Shape  No.  26) , 
is  made  by  bending  a  plate  to  the  form  of  a  channel  in  the  last  two 
passes  through  the  rolls.  The  channel  produced  by  this  process  is  infe- 
rior in  strength  and  shape  to  the  others,  and  this  is,  I  think,  the  true 
explanation  of  the  low  strength  developed  by  the  column.  Hodgkinson's 
rectangular  tubes  were  composed  of  plates  similarly  bent,  no  channels  or 
angle  irons  as  now  made  by  the  mills  entering  into  their  construction, 
and  they  also  gave  lower  results  than  appears  attributable  to  their  form 
only. 

Mr.  Bouscaren,  in  his  paper  above  alluded  to,  infers  from  the  results 
of  his  experiments,  that  "iron  of  the  highest  modulus  does  not  neces- 
sarily make  the  strongest  column,"  presupposing,  of  course,  the  other 
conditions  to  remain  the  same  ;  and  in  the  comparisons  I  have  made, 
differences  in  the  quality  of  the  iron  as  expressed  by  the  modulus  of  elas- 
ticity and  the  ultimate  compressive  strength  of  the  material,  were  not 
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alliuled  to.  The  latter  is  an  iudeterminable  value  for  a  ductile  material 
like  wrougbt-iron,  and  the  former  is  seldom  measured  with  suflBcient 
accuracy  to  be  of  service.  But  both  modulus  and  strength  are  not  very 
variable  quantities  for  wrought-iron,  and  I  do  not  think  that,  had  they 
been  properly  considered  for  the  above  tests,  the  results  obtained  would 
have  been  materially  modified.  Mr.  Bouscaren's  inference  will  not  har- 
monize with  the  theoretic  basis  of  Gordon's  formula,  and  is  supported 
only  by  the  fact  that  the  closed  rectangular  columns  tested  by  him, 
while  giving  a  lower  ultimate  strength,  showed  a  higher  modulus  than 
the  Phoenix  columns .  But  this  result,  as  we  have  seen,  was  to  be  ex- 
pected as  the  effect  of  the  different  forms  of  cross-section  irrespective  of 
the  modulus,  and  the  conclusion,  therefore,  does  not  seem  to  be  well 
founded.  If  his  experiments  on  Phoenix  columns  be  alone  considered,  it 
is  true  that  the  highest  modulus  corresponds  to  the  lowest  ultimate 
strength,  but,  per  contra,  nearly  the  same  modulus  (difference  only  300- 
000)  in  another  test  gave  the  highest  ultimate  strength. 

In  accordance  with  theory,  the  greater  the  modulus  and  consequently 
the  stiffer  the  column,  the  smaller  will  be  the  bending  moment  which 
it  will  have  to  resist,  and  the  greater  its  ultimate  strength.  Future  ex- 
periments may  show  that  the  variations  in  the  modulus  are  of  sufficient 
influence  upon  the  strength  of  long  columns  as  to  require  special  con- 
sideration even  for  wrought  iron,  but  there  can  be  no  doubt  that  the 
range  of  these  variations  is  so  great  for  steel,  that  no  compression  for- 
mula for  this  material  can  be  considered  complete  which  does  not  either 
limit  its  application  to  steel  of  a  certain  modulus,  as  well  as  ultimate 
strength,  or  in  which  the  constant  in  the  denominator  is  not  a  function 
of  both.  Very  mild  steel  has  a  modulus  probably  smaller  than  that  of 
ordinary  wrought-iron,  and,  although  its  ultimate  strength  is  greater,  it 
is  questionable  whether  it  will  sustain  more  or  as  much  as  the  latter  in 
the  form  of  long  columns.  Again,  if  the  modulus  is  the  same,  while  the 
ultimate  strength  of  the  steel  is  to  that  of  the  iron,  say,  as  8  to  5,  the 
strength  of  the  steel  column  will  bear  some  lower  ratio  to  that  of  the  iron 
column,  because  the  higher  pressure  which  the  former  sustains  will  ijro- 
duce  a  greater  deflection  from  the  straight  line,  and  the  bending  moment 
Avill  therefore  be  increased  not  only  in  proportion  to  the  greater  force, 
but  also  in  proi:)ortion  to  the  greater  leverage.  While  the  saving  in  ma- 
terial for  tension  members  is  directly  proportional  to  the  greater  strength 
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of  the  material  employed,  the  saving  for  long  compression  members  will 
be  a  different  and  smaller  ratio. 

The  following  two  tests,  not  heretofore  published,  are  iDresented  in 
illustration  of  this  principle,  showing  the  amount  to  which  the  increased 
strength  of  the  material  is  counteracted  by  the  absence  of  a  proportionate 
increase  in  the  modulus.  The  tests  were  made  on  two  columns,  one  of 
steel  and  the  other  of  iron,  both  of  19  feet  length  between  centres  of 
pins,  and  20  feet  long  out  to  out,  and  of  the  following  sections  : 


V-.2;^-'-J 


r-  =  7.6 

Equivalent  diameter  =  7.8  inches. 

4  =  29.2 
a 

Both  the  steel  and  the  iron  were  rolled  and  the  columns  built  by  Andrew 
Kloman,  deceased,  at  the  Superior  Mills  in  Pittsburgh.  They  were  tested 
horizontally  in  the  Keystone  Bridge  Co.  's  testing  machine,  in  the  position 
corresponding  with  sketch,  couuterweighted  at  the  centre  by  a  load  equal 
to  one-half  the  weight  of  the  column.     The  steel  was  made  by  the  Besse- 
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mer  process,  under  the  Hay  patent,  and  was  furnished  under  specifica- 
tions requiring  an  ultimate  tensile  strength  of  80  000  pounds  per  square 
inch.  The  column  was  one  of  a  lot  built  for  a  steel  bridge  in  1878.  Un- 
fortunately, measurements  of  the  contraction  under  strain  were  not 
taken,  and  the  modulus  cannot,  therefore,  be  given.  The  sectional  area 
was  14.8  square  inches  for  the  steel,  and  13.2  square  inches  for  the  iron 
column,  obtained  from  the  weight.  The  dimensions  given  in  sketch 
correspond  more  nearly  to  the  area  of  the  steel  than  to  that  of  the  iron 
column.  The  pins  were  3j  inches  in  diameter.  Both  columns  failed  by 
deflecting  downward.  The  ultimate  strength  attained  in  the  case  of  the 
steel  column  was  30  900  pounds  per  square  inch  ;  and  in  the  case  of  the 
iron  colixmn,  2i  800  pounds  per  square  inch.  While,  therefore,  the  ul- 
timate strength  of  the  steel  may  be  said  to  have  been  1.60  times  greater 
than  that  of  the  iron,  the  strength  of  the  steel  column  was  only  1.25  timea 
greater  than  that  of  the  iron  column. 

In  Mr.  Howard's  report  on  the  Phoenix  experiments,  he  states  that  the 
Phoenix  columns  show  a  superior  sustaining  power  after  taking  a  deflec- 
tion of  several  inches,  and  therein  differ  materially  from  lattice  columns, 
which,  after  deflecting  slightly,  suddenly  give  way  by  tearing  out  the 
lattice  bars.  I  understand  that  this  behavior  was  observed  on  one  lot  of 
lattice  columns  only,  and  Mr.  Howard  informs  me  that  similar  columns 
tested  later,  and  obtained  from  a  diff'erent  manufacturer,  did  not  fail  in 
this  manner.  Of  the  lattice  columns  tested  by  Mr.  Bouscaren,  and  of 
other  columns  tested  at  the  works  of  the  Keystone  Bridge  Co.,  none 
have  failed  at  the  rivets  of  the  lattice  bars,  so  that  the  behavior  described 
cannot  be  said  to  be  general  for  lattice  columns,  but  must  be  confined 
to  the  particular  lot  of  columns  first  tested,  and  is  to  be  attributed,  no 
doubt,  to  defective  hand-viveting. 

In  the  foregoing  remarks  the  ultimate  compressive  strength  of  the 
material  has  been  referred  to,  though  it  was  stated  that  its  value  cannot 
be  definitely  ascertained.  In  consequence  of  this  difficulty  it  has  been 
customary  to  make  tension  tests  on  small  specimens  for  iron  and  steel 
intended  for  compression  in  the  same  manner  as  tests  are  made  on  ten- 
sion material,  on  the  assumption  that  material  giving  a  high  ultimate 
strength  in  tension,  would  also  give  a  high  ultimate  strength  in  compres- 
sion. 

Practically,  the  testing  of  material  for  quality  must  be  done  on  small 
specimens  cut  from  the  large  jjieces.     "While  it  would  not  be  impossible 
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to  ascertain  the  modulus  in  compression  for  these,  it  would  be  attended 
with  much  difficulty,  and  could  not  be  done  with  our  present  testing 
machines.  In  place  of  the  compression  modulus  it  will,  therefore,  be 
advisable,  also,  to  substitute  the  tension  modulus,  so  that,  generally,  it 
may  be  said  that  it  is  necessary  to  judge  of  the  compression  qualities  of 
the  material  by  its  behavior  under  tension.  That  being  the  case,  I 
consider  it  very  important  that  experiments  on  the  compressive  strength 
of  compression  members  be  always  supplemented  by  tension  tests  on 
small  siDecimens  of  the  same  material.  This  has  not  heretofore  been 
done,  and  we  therefore  know  nothing  concerning  the  strength  and 
other  qualities  of  the  iron  used  in  former  tests.  It  is  particularly  to  be 
hoped  that  no  experiments  on  steel  columns  will  be  made  in  fixture 
which  are  not  accompanied  by  tension  tests  on  small  specimens  and  that 
special  attention  be  given  the  modulus. 


Dkoussion  by  a.  S.  C.  Wuetele,  M.  A.   S.  C.  E. 


On  advance  sheet  sent  me  I  wish  to  make  the  following  remarks  : 

The  tables  of  experiments  on  Phcenix  columns  recorded  in  paper 
presented  by  Clarke,  Keeves  &  Co.,  appear  to  be  definite,  as  far  as 
regards  the  strength  of  one  jjarticular  column  of  about  12  inch  section, 
but  are  unfortunately  not  sufiicient  to  generalize  on ;  and  it  is  to  be  re- 
gretted, that  the  ends  were  not  more  carefully  prepared  and  also  that  no 
tests  were  made  showing  the  quality  of  the  iron  used  in  the  columns. 

Without  questioning  the  value  of  the  Phcenix  column,  I  would  ask 
on  what  evidence  the  statement  is  made,  that  a  lattice  column  gives  away 
suddenly  after  a  slight  deflection  ;  which  statement  appears  to  me  to  be 
entirely  irrelevant  to  the  tenor  of  the  paper. 

Eankine  shows  the  theoretic  deduction  of  Gordon's  formula  as  an  ap- 
proximation, but  there  is  nothing  to  warrant  the  continued  use  of 
factors,  known  to  be  too  small  for  good  American  iron,  as  displayed 
and  spread  on  specifications  for  iron  bridges. 

The  thanks  of  the  profession  are  due  to  Clarke,  Keeves  &  Co.  for  giv- 
ing us  the  full  tables  in  the  paper  ;  which  would  be  greatly  increased  in 
value  if  we  could  have  similar  tables  for  different  sections  and  shapes. 


Ill 

Discussion  by  WiiiMAM  H.  Bure,  Assoc.  A.  S.  C.  E. 

While  laboring  under  permanent  ineligibility  to  membership  by  a 
somewhat  anomalous  rule  of  this  Society,  it  is  with,  the  greatest  hesita- 
tion that  I  venture  to  join  in  the  discussion  of  this  paper,  which  touches 
a  subject  at  once  interesting  and  important.  The  character  of  the  sub- 
ject must  therefore  furnish  the  excuse  for  my  presumption. 

At  first  sight  (and  the  impression  does  not  wear  away  by  continued 
examination)  it  is  a  matter  of  no  little  conjecture  to  discover  why  Messrs. 
Clarke,  Reeves  &  Co.  should  make  a  comparison  of  the  Watertown  experi- 
ments with  the  results  of  the  application  of  the  old  form  of  Gordon's 
formula,  which  was  designed  and  only  intended  for  solid  rectangular 
columns  of  wrought-iron  of  confessedly  less  ultimate  compressive  re- 
sistance than  that  of  the  present  American  production.  It  scarcely  seems 
possible  that  a  deliberate  neglect  of  the  influence  of  the  form  of  cross- 
section  and  quality  of  the  material  was  intended,  yet  such  an  inference 
would  be  legitimate. 

It  is  not  difficult  to  find  a  form  of  Gordon's  formula  (some  may 
prefer  to  call  it  Tredgolds),  which  shall  fit  the  whole  range  of  experi- 
ments without  great  discordance,  while  with  two  forms  of  formula,  as 
will  presently  be  shown,  very  accurate  results  may  be  obtained. 

The  form  of  Gordon's  formula,  to  which  reference  was  just  made,  is 
the  following  : 


P 


42  000  I  1  4-  log  (1  +  J^  j 


^  50  000    r^ 


(1) 


In  which  r  =  radius  of  gyration  of  cross -section  in  inches. 
I  =  length  of  column  in  inches, 

p  =  ultimate  compressive  resistance  in  pounds  per  square 
inches. 
log  =  Naperian  or  hyperbolic  logarithm. 
In  the  following  diagram  I  have  represented  graphically  the  results 
of  the  application  of  Eq.  (i),  and  the  experimental  results  given  by  the 
United  States  testing  machine  at  Watertown. 
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The  curve  indicated  by  ^'Gordon's  For7nula"  -was  constructed  from 
Eq.  (1)  ;  the  other  one  was  drawn  so  as  to  best  fit  the  Watertown  experi- 
ments. 

As  a  matter  of  interest,  I  have  also  jjlotted  the  results  of  the  experi- 
ments by  Mr.  Bouscaren,  as  well  as  those  of  some  experiments  made  by 
the  Phcenix  Iron  Co.  at  different  times.  The  different  classes  of  exjaeri- 
ments  are  clearly  indicated  in  the  diagram. 

As  is  shown,  the   horizontal  scale  represents  the  quotients  — ,  while 

r 

the  vertical  scale  represents  pounds. 

It  is  thus  seen  that  the  greatest  discrepancy  between  Eq.  (1)  and  the 

experiments  is  not  over  10  per  cent.     This,  jjerhajis,  is  sufficiently  close 

for  all  ordinary  purposes,  yet  more  accurate  formulae  are  desirable,  and 

may  be  obtained. 

It  is  interesting  and  important  to  observe  that  each  exj)erimental 
value  in  the  diagram  (which,  for  the  Watertown  experiments,  is  a  mean 
of  two,  belonging  to  columns  of  the  same  length),  lies  on,  or  exceed- 
ingly close  to  the  curve,  with  the  exception  of  those  shown  at  a  and  b. 
a  corresponds  to  a  mean  of  Nos.  17  and  18  in  the  table  (of  the  paper 
under  discussion),  and  is  abnormally  high,  h  shows  the  mean  of  Nos. 
13  and  14,  and  is  abnormally  low. 

It  may  be  remarked  that  the  experimental  curve  is  nearly  a  straight 
line  from  a  point  just  above  h  to  the  extreme  left  of  the  diagram.     For 
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that  portion  of  the  curve  it  will  be  found  that  the  following  formula  ap- 
plies very  closely  : 

»'  =  39  640  —  46  —  ;  (2) 

r 

p'  representing  the  ultimate  resistance  per  square  inch.  The  results  of 
the  aj^plication  of  this  formula  are  given  in  the  column  headed  p'  in  the 
following  table.  The  table,  in  connection  with  the  diagram,  shows  that 
this  formula  may  be  used  with  accuracy  for  values  of  ^  ^  r,  lying  be- 
tween 30  and  140,  and  further  experiments  may  possibly  show  that  it  is 
applicable  above  the  latter  limit. 

For  values  of  I  ^  r  less  than  30,  the  following  formula  will  be  found 
to  give  results  approximating  very  closely  to  the  experimental  curve  : 

p"=  64 700— 4  6001^  i_; (3) 

The  results  of  the  application  of  this  formula  are  given  in  the  col- 
umn headed  p" . 

The  extreme  simplicity  of  Eqs.  (2)  and  (3)  makes  it  a  matter  of  great 
interest  and  importance  to  determine,  by  other  experiments  covering 
extended  ranges  of  ^  -^  r,  whether  these  forms  with  different  constants 
may  not  apply  to  shapes  other  than  that  of  the  Phoenix  columns. 

The  results  of  the  application  of  Eqs.  (2)  and  (3)  to  Bouscaren's  and 
the  Phoenix  experiments  are  not  given,  but  the  diagram  shows  that  they 
would  be  satisfactory. 

It  is  a  question  whether  the  degree  of  distortion  which  accompanied 
the  extremely  high  result  of  65  867  pounds  per  square  inch  (shown  ate  in 
the  diagram),  was  not  considerably  greater  than  that  which  would  char- 
acterize the  condition  of  "  failure  "  in  actual  structure.  This  important 
point  cannot  receive  too  much  attention  in  connection  with  short  column 
tests,  when  the  relative  distortion,  in  the  condition  of  "failure,"  is  far 
greater  than  in  long  columns. 

V 

When  I  ^  r  becomes  larger  than  60,  the  term  log  [1  -\ — r-),  in  Eq. 
(1)  may  be  omitted. 
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No. 

vK 

l-^r. 

Exp. 

p. 

y- 

P'- 

1 

8.94 

112 

35  150 

33  870 

34  488 

2 

(i 

(( 

34  150 

it 

iC 

3 

tt 

100 

35  270 

35  350 

35  040 

4 

(< 

fi 

35  040 

it 

(( 

5 

i( 

88 

35  670 

36  780 

35  592 

6 

ti 

tc 

34  360 

(( 

It 

7 

(( 

76 

35  365 

38  100 

36  144 

8 

t( 

it 

36  900 

it 

tt 

9 

n 

64 

36  580 

39  400 

36  696 

10 

ti 

tt 

36  580 

tt 

<c 

11 

f( 

52 

36  857 

40  600 

37  248 

12 

(( 

(( 

37  200 

If 

it 

13 

it 

40 

36  480 

41700 

37  800 

14 

tt 

tt 

36  397 

tt 

it 

15 

tc 

28 

38  157 

42  800 

38  352 

40  360 

16 

(t 

ti 

43  300 

(( 

tt 

17 

it 
a 
ti 

19.37 

16 

it 

2.7 

ti 

68.8 

49  500 
51  240 
57  130 
57  300 
36  010 

44  300 

tt 

65  230 
38  900 

46  300 

18 

ct 

19 

57  140 

20 

tt 

21 

36  666 

22 

(( 

24 

42  180 

43  200 

42  160 
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DisCT^ssiON  BY  Mansfield  Mebriman,  J.  M.  A.  S.  C.  E. 
Gordon's  Formula  has,  on  account  of  its  theoretical  basis,  obtained 
a  wide  acceptance  as  an  expression  of  the  law  governing  the  strength  of 
columns  longer  than  about  twelve  or  fifteen  diameters.  If  A  be  the 
cross-section  of  the  column,  P  the  load  that  breaks  it,  I  its  length, 
and  d  its  least  diameter,  the  crushing  unit  strength  is  according  to  this 
formula  : 

P    _  iS 

A  12 

1  4-  T      - 

where  the  constants  /Sand  3"  are  to  be  determined  rom  experiments  and 
depend  uj^on  the  material,  form  of  cross-section  and  arrangement  of  ends 
of  the  column.  Two  expeiiments  furnish  two  equations  from  which  the 
values  of  S  and  T  may  be  found.  When  more  experiments  than  two  are 
given,  the  values  of  S  and  T  are  to  be  deduced  by  the  method  of  least 
squares.  For  experiments  Nos.  1  to  14  of  the  paper  of  Messrs.  Clarke, 
Reeves  &  Co.,  the  most  probable  values  of  S  smd  Tare  thus  found  to  be 

37  200  pounds  and  ,  so  that  for  these  experiments  the  formula  is 

A     ~  T"  72 ^' 

22  530      of  2 

provided  P  be  taken  in  pounds,  A  in  square  inches,  and  I  and  d  both  in 
the  same  linear  unit. 

The  form  of  Gordon's  formula  which  uses  r  the  least  radius  of  gyra- 
tion in  the  place  of  d  the  least  diameter,  is  preferred  by  many  on  account 
of  its  wider  theoretical  basis.  For  this  case  experiments  Nos.  1  to  14 
give 

P  37  200 


^    ~    1  +        1  '' 


(2) 


158  500       r" 
as  the  most  probable  formula. 

An  inspection  of  the  results  of  these  experiments  indicates  that,  for 
columns  longer  than  about  fifteen  diameters,  the  deci'ease  in  the  ultimate 
unit  strength  is  approximately  proportional  to  the  length  of  the  column 
expressed  in  diameters.     That  is  to  say 

^-^  S—    T-L 
A  d 
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in  which  S  and  T  are  to  be  found  from  experiments  for  each  kind  of 
column  (and  are  not  at  all  the  same  as  the  -S'and  7'iu  Gordon's  formula). 
The  application  of  the  method  of  least  squares  gives  38  240  and  83 . 8 
pounds  for  the  values  of  S  and  T  from  experiments  Nos.  1  to  14,  so  that 


=  38  240  —  83.8 


I 


(3) 


A  d 

is  the  most  probable  expression  of  this  law. 

The  following  table  gives  the  values  of  the  ultimate  unit  strain 


calculated  from  formulas  (1),   (2)  and  (3)  for  eleven  different  values  of 
l_ 
d        r 


II 
or  — - ,  these  eleven  values  being  those  corresi^onding  to  the  fifteen 


Nos. 

I 
d 

I 
r 

Calc.  (1) 

Calc.  (2) 

Calc.  (3) 

13  and  14 

15 

40 

36  840 

36  840 

36  980 

11  and  12 

19.5 

52 

36  590 

36  590 

36  610 

6* 

22.4 

62 

36  400 

36  330 

36  300 

9  and  10 

24 

66 

36  290 

36  290 

36  230 

21 

25.5 

68 

36  160 

36  150 

36  100 

7  and  8 

28.5 

76 

35  920 

35  920 

35  850 

5  and  6 

33 

88 

35  490 

35  490 

35  480 

3  and  4 

37.5 

100 

35  020 

35  020 

35  100 

10* 

39.5 

108 

34  770 

34  640 

34  900 

28*  and  29* 

40.7 

112 

34  660 

34  500 

34  830 

1  and  2 

42 

112 

34  500 

34  500 

34  720 

long  Phcenix  columns,  "Nos.  1  to  14  and  No.  21,  experimented  upon  by 
Messrs.  Clarke,  Reeves  &  Co.,  and  the  four  Phoenix  columns  tested  by  Mr. 
Bonscaren  in  1875,  and  reported  in  the  Transactions  of  this  Society  for 
December,  1880  ;  these  four  are  marked  with  an  *.     For  formulas  (1)  and 

(3)  the  values  of  -^are  used,  and  for  formula  (2)  those  of  — .  The 
^  '  d  ^  '  r 

P 

■corresponding   values  of  ~j  for  the  three  cases  are  given  in  the  columns 

marked  Calc.  (1),  Calc.  (2)  and  Calc.  (3).  These  exhibit  a  very  close 
agreement. 
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In  the  following  table  is  given  a  comparison  of  the  observed  values 
of  the  ultimate  unit  strength  with  those  above  calculated  from  the  three 

p 

formulas .      The   third  column   contains  the  values  of  -j-  found  by  ex- 


No. 

I 
d 

Observed. 

Diff.  (1). 

Diff.  (2). 

Diff.  (3). 

13 

15 

36  480 

—  360 

—  360 

—  500 

14 

15 

36  400 

—  440 

—  440 

—  580 

11 

19.5 

36  860 

+  270 

+  270 

+  250 

12 

19.5 

37  200 

+  610 

+  610 

+  590 

6* 

22.4 

37  500 

-1-  1  100 

+  1  170 

+  1  200 

9 

24 

36  580 

+  290 

+  290 

+  350 

10 

24 

36  580 

+  290 

+  290 

+  350 

21 

25.5 

36  010 

—  150 

-140 

—  90 

7 

28.5 

35  360 

—  560 

—  560 

—  490 

8 

28.5 

36  900 

+  980 

-]-   980 

+  1  050 

5 

33 

35  570 

+  80 

H-  80 

+  90 

6 

33 

34  360 

—  1  130 

—  1  130 

—  1120 

3 

37.5 

35  270 

+   250 

+  250 

+  170 

4 

37.5 

35  040 

+  20 

+  20 

—  60 

10* 

39.9 

31  GOO 

—  3  770 

—  3  640 

—  3  900 

28* 

40.7 

34  800 

+  140 

-1-  300 

—  30 

29* 

40.7 

36  600 

+  1  940 

+  2  110 

+  1  770 

1 

42 

35  1.50 

+  650 

1-  650 

+  430 

2 

42 

34  150 

—  350 

—  350 

—  570 

periment,  and  the  fourth,  fifth  and  sixth  contain  the  differences  between 
these  observed  values  and  those  given  in  the  first  table.  It  will  be  seen 
that  formula  (2),  which  is  theoretically  the  most  satisfactory,  exhibits  no 
closer  agreement  than  (1),  and  that  (3),  which  is  entirely  of  an  empirical 
nature,  gives  nearly  as  close  an  agreement  as  any  of  the  others  —in  fact, 
if  experiment  No.  10*  be  omitted,  the  precision  of  (3)  is  superior  to  (2). 
It  hence  appears  that  the  simple  formula 

^=38  240  —  83.8-4 
A  d 

may  be  said  to  represent  very  satisfactorily  the  ultimate  strength  of  the 
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Phcenix  columns  with  flat  euds  and  greater  in  length  than  about  twelve 
diameters,  which  have  thus  far  been  tested. 


DiscxJssioN  BY  C.  L.  Gates,  J.  M.  A.  S.  C.  E. 

From  a  graphical  representation  of  strength  of  columns  experiment- 
ally determined,  as  per  foi*egoing  paper,  an  intelligent  analytical  repro- 
duction of  strength  value  for  different  lengths  would  at  first  seem  out  of 
the  question.  Yet,  from  the  fact  that  experiments  Nos.  13  and  14, 
showing  unusual  low  limit  of  elasticity  and,  therefore,  poorer  quality  of 
material,  may  be  neglected  and  experiments  recorded  by  G.  Bouscaren, 
see  Transactions,  December  1880,  for  one,  twenty-two,  thirty-seven,  and 
forty  diameters,  change  said  average  strength  value  somewhat,  lead  me  to 
propose  for  the  consideration  of  the  Society,  for  crippling  sti'ength  of 
flat  Phoenix  column  the  following  formula : 

o  _  50  OOP  —  2  OOOyg 
1    ■      ^^ 


10  000 


6OO00lb 


soooo 


4000O 


300OO 


soooo 


which  differs  from  Gordon's  formula  only  in  that  the  denominator  instead 
of  being  a  constant,  represents  the  formula  of  a  parabola  whose  apex  is 
at  50  000  lbs.  the  assumed  absolute  crushing  strength  of  wrought-iron, 
a  not  unreasonable  supposition. 
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From  above  foriimla  the  strength  values  for  different  length  columns 
woukl  be  as  follows  : 

H=    \  *S  =  48  000 

5  45  410 

10  43  250 

15  41  320 

20  39  420 

25  37  650 

30  35  810 

40  32  200 

50  28  690 

60  25  380 

These  values  with  the  exception  of  the  one  at  15  diameters  show  only 

a  discrepancy  of  from  one  to  five  per  cent. 

The  value  derived  from  exjaeriments  of  such  magnitude,  as  in  the 
foregoing  paper  published,  can  hardly  be  underrated  and  will  be  thank- 
fully received  by  the  profession. 

Discussion  by  James  E.  Hovsakd,  C.  E. 

The  elastic  limit  of  the  Phoenix  columns  was  established  at  that  load 
where  the  apparent  decrements  of  length  ceased  to  be  proportional  to 
the  increments  of  load  which  had  caused  them. 

In  the  absence  of  any  definition,  generally  acceiDted,  for  the  elastic 
limit,  it  has  been  customary  with  the  Watertown  Arsenal  experiments  to 
supply  such  data  as  would  show  the  behavior  of  the  material  under  test. 
With  some  tensile  specimens  the  elastic  limit  is  so  sharply  defined  that 
there  would  be  no  diiference  of  opinion  concerning  it.  In  other  cases  its 
exact  determination  might  be  a  matter  of  doubt.  Subsequent  tests  of 
Phoenix  columns,  where  the  gauging-rods  did  not  extend  to  the  compres- 
sion platforms  of  the  testing  machine,  but  were  attached  to  the  column, 
showed  smaller  permanent  sets  than  were  found  in  this  first  series  of  ex- 
periments. Hence,  it  was  probably  correct  to  attribute  a  part  of  the  per- 
manent sets  found  in  these  experiments  to  the  condition  of  the  ends  of  the 
columns  and  not  to  the  metal  itself.  The  manner  of  failure  of  latticed 
columns  referred  to  one  lot  only,  and  as  the  results  were  not  presented, 
as  I  supposed  they  were  to  be,  remarks  concerning  them  should  not  have 
appeared  at  this  time. 
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Discussion  by  Thomas  C.  Cl.\kke,  M.  A.  S.  C.  E. 

It  is  very  gratifying  to  the  writer  to  know  that  the  publication  of  the 
Watertown  exj^eriments  on  Phoenix  columns  meets  with  the  approbation 
of  so  many  eminent  engineers  who  have  taken  part  in  this  discussion. 

It  is  not  too  much  to  say  that  the  paper  and  discussion  together  form 
a  positive  addition  to  our  scientific  knowledge. 

They  have  demonstrated  that  the  mathematical  theory  of  columns  is 
correct ;  and  by  slightly  changing  the  constants  of  the  usually  received 
formula,  as  Mr.  Bouscaren  has  done,  or  by  a  very  simple  new  formula, 
as  given  by  Mr.  Whittemore,  we  can  interpolate  the  strength  of  interme- 
diate lengths  and  sections  of  Phoenix  colums,  within  the  limits  of  these 
experiments. 

Some  criticism  hks  been  made  upon  what  Mr.  Howard  says  in  refer- 
ence to  lattice  columns.  The  report  from  Watertown  contained  some 
experiments  on.  lattice  columns  which  have  no  connection  with  these 
Phcenix  column  experiments,  and  they  were  omitted  from  the  manu- 
script but  by  an-  oversight,  the  sentence  objected  to  was  not  stricken  out 
at  the  same  time,  as  it  should  have  been. 

It  is  hoped  that  others  who  have  in  their  possession  data  obtained 
from  experiments  on  the  United  States  Testing  Machine,  will  send  them 
to  this  Society  for  publication,  that  they  may  have  the  great  advantage 
of  discussion  by  experts,  as  these  experiments  have  had. 

It  is  hoped  that  a  series  of  experiments  will  soon  be  made  upon  simi- 
lar Phoenix  columns  of  steel,  and  that  the  results  will  be  published  and 
discussed  by  this  Society. 

In  the  paper  it  was  stated  that  the  experiments  were  made  at  the  cost 
of  Clarke,  Eeeves  &  Co. 

Tlie  correct  statement  is,  that  these  columns  were  ordered  of  the 
Phoenix  Iron  Company  by  the  old  United  States  Testing  Board  at  a  cost 
of  $775  00,  and  were  paid  for  by  that  Board.  That  there  being  no  money 
available  to  test  them,  the  charge  for  this  was  paid  by  Clarke,  Reeves 
&  Co.,  and  amounted  to  the  sum  of  $439  05.  This  statement  is  made, 
not  only  to  correct  what  might  be  misunderstood,  but  to  show  how  de- 
sirable it  is  that  certain  appliances  should  be  added  to  the  present  United 
States  Testing  Machine,  for  the  better  handling  of  specimens,  etc. ,  so 
that  the  cost  of  testing  may  be  reduced  from  45  per  cent,  of  the  cost  of 
the  material,  down  to  not  over  10  per  cent,  at  least. 
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AVERAGII^G  MAOHI]:^E. 


By  W.  S.  Auchincloss,  Membek  of  the  Society. 


Eead  Makch  1,  1882. 


During  the  past  year  the  averaging  machine,  ilhistrated  by  Plate 
XXIII  of  Vol.  X,  has  been  remodeled  and  is  now  presented  in  a  more 
compact  and  useful  form,  with  wider  range  and  greater  cajjacity.  In 
the  original  design,  the  representative  weights  on  the  platform  were 
exactly  balanced  by  equal  weights  in  the  scale  pan,  on  the  opposite  side 
of  the  fulcrum.  In  the  present  device,  the  scale  pan  has  been  discarded 
and  the  representaitve  weights  are  made  to  balance  themselves  over  a 
common  fulcrum  a  a.  By  this  means  the  weights  handled  are  reduced 
one-half  in  amount,  and  the  chances  of  error  greatly  diminished. 
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In  order  to  have  the  weights  retained  at  certain  relative  distances  and 
at  the  same  time  determine  the  location  of  their  centre  of  gravity,  it  is 
necessary  to  hold  them  on  a  perfectly  balanced  platform,  so  that  the 
-weight  of  the  platform  will  not  enter  the  problem.  There  are  many 
ways  in  which  this  factor  can  be  eliminated  and  the  desired  result  se- 
cured. For  instance,  the  divisions  between  weights  can  be  made  part  of 
an  endless  chain  passing  over  and  under  the  platform,  or  the  platform 
itself  might  readily  be  balanced  by  a  ball  and  lever  ;  but,  probably,  one 
of  the  simplest  forms  is  that  shown  in  the  accompanying  cuts. 


Fig.    1. 


The  grooved  i^latform  rests  on  a  saddle,  C,  which  in  turn  is  sus- 
pended on  the  knife  edges  a,  a.  The  saddle  G  carries  four  pulleys,  d, 
d',  d" ,  d'" ,  on  its  under  side.  These  pulleys  have  grooved  edges  to  re- 
ceive chains  or  wire  ropes,  g,  g' ,  g" .  g'" .  The  saddle  Chas  also  a  rib 
on  its  under  side,  to  secure  the  required  amount  of  rigidity.  The  knife 
edges  are  secured  to  the  saddle  by  screws  and  slotted  plates,  so  that  the 
position  of  the  centre  of  gravity  of  the  platform  and  saddle  can  be 
varied  at  pleasure  in  a  vertical  direction,  and  a  proper  degree  of  stability 
secured.  The  edges  of  the  jjlatform  are  formed  by  two  tubes,  B,  B', 
slotted  on  their  under  sides.  These  tubes  carry  the  counterweights  F, 
F'.  The  counterweights  have  the  ends  of  the  chains  g,  g\  g",  g'" , 
fastened  to  their  extremities  at /,/',/",/"',  and  the  other  extremities 
of  the  chains  are  fastened  to  small  screw-bolts  at  li,  li' ,  h" ,  h'".  The 
screw-bolts  pass  through  the  ends  of  the  platform  and  the  chains  are 
drawn  taut  by  milled  nuts,  and  kept  so  by  lock  nuts.  The  knife  edges, 
or  trunnions  of  the  saddle,  rest  on  the  standards  h,  b. 
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When  the  machine  is  first  put  together,  the  saddle  is  hung  by  its 
trunnions  on  the  standards  and  its  weight  is  increased  on  the  lightest 
side,  until  the  balance  is  secured.  The  counterweights  are  then  made  of 
such  weight,  that  they  exactly  equal  the  combined  weight  of  platform, 
paper  scale,  screw-bolts,  nuts,  and  bolt  wires,  plus  the  weight  of  excess 
of  chain  (pendant  from  the  platform  over  that  pendant  from  the  extrem- 
ities of  the  counterweights).  The  latter  factor  will  always  be  a  constant 
quantity.  Having  secured  the  above  equality,  the  counterweights  are 
placed  in  the  tubes,  the  platform  in  the  saddle,  and  the  chains  adjusted 
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around  the  pulleys.  It  will  be  observed,  that  when  the  jDlatform  rests 
centrally  on  the  saddle,  the  two  counterweights  will  also  be  located  with 
equal  lengths  overhanging  the  opposite  sides  of  the  saddle.  If,  then,  the 
screw-bolts  are  properly  adjusted,  the  entire  system  wiU  be  in  equipoise. 
The  next  adjustment  is  to  draw  out  the  platform  A  its  full  distance  in  the 
direction  of  the  arrow  No.  1.  The  counterweights  will  immediately  be 
projected  an  equal  distance  in  the  opposite  direction,  and  as  their  weight 
exactly  equals  the  combined  weight  of  the  platform  and  its  parts,  the 
equipoise  should  be  as  perfect  as  that  found  for  the  mid  jjosition  of  the 
platform.  When  both  of  these  adjustments  have  been  carefully  made, 
it  will  be  found  that  no  matter  where  the  jDlatform  may  be  subsequently 
placed,  it  will  continue  in  perfect  equipoise.  • 

With  this  result  accomplished,  we  can  place  on  this  equilibrated 
platform  any  combination  of  representative  weights,  and  by  drawing  out 
the  platform  to  its  balancing  point,  the  location  of  the  centre  of  gravity 
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of  the  system  will  at  once  be  indicated  on  the  scale  by  the  pointers  over 
the  trunnions. 

The  representative  weights  may  for  convenience  be  arranged  on  the 
decimal  system,  thus  E,  D  and  A,  may  represent  units,  tens,  hundreds  ; 
while  G  and  B  represent  5  and  50. 

The  same  weights  may  be  used  to  express  multiples,  or  factors  of 
these  quantities,  and  consequently  serve  for  the  solution  of  a  great 
variety  of  problems.  Each  machine  is  supplied  with  several  paper 
scales,  suitably  divided  for  different  purposes. 

When  the  ijroblem  is  one  of  time,  the  scale  re^jresents  months  and 
days.  When  one  of  i^roportion,  the  scale  has  its  zero  i)oint  at  the  centre 
of  its  length,  and  the  subdivisions  branch  in  both  directions.  When  the 
question  is  that  of  location  of  the  centre  of  gravity  of  a  system  from  a 
fixed  point,  the  zero  is  located  at  one  extremity  of  the  scale  ;  and  so  on 
for  different  objects  to  be  attained.  A  convenient  size  of  platform  is 
one  29  inches  in  length  by  9  inches  in  width,  having  63  transverse 
grooves.  Such  a  machine  can  be  made  to  weigh  less  than  13  pounds. 
The  range  of  the  platform  is  not  limited  by  the  63  grooves,  for  if  a 
weight  should  happen  to  fall  midway  between  grooves  (/.  e. ,  upon  the 
ridge),  one-half  of  the  amount  can  be  dropped  in  one  groove  and  the 
remaining  half  in  the  other,  without  altering  the  result.  So  also  it  is 
possible  to  lodge  3  parts  in  one  groove  and  1  part  in  the  other,  and  se- 
cure exactly  the  same  effect  as  if  we  had  4  grooves  at  our  command.  It 
is  clear,  therefore,  that  63  grooves  can  be  made  to  answer  the  purposes 
of  126,  or  of  252  grooves,  as  the  case  may  require.  The  final  reading  of 
the  index  pointer  can  be  made  with  great  exactness  by  means  of  a  finely 
divided  scale,  and  the  exact  balance  can  be  indicated  by  aid  of  a  small 
spirit  level  attached  to  the  platform. 

With  this  wide  latitude  the  averaging  machine  may  be  used  for  find- 
ing the  average  date  of  purchases  extending  over  a  period  of  8  months. 
By  reversing  the  paj^er  scale,  about  the  average  date  as  a  centre,  the 
credit  side  of  the  ledger  can  be  laid  off,  the  paper  scale  returned  to  its 
original  position  and  a  new  date  found,  which  will  express  the  average 
of  both  the  debit  and  credit  sides  of  the  account.  For  purchases  cover- 
ing only  one  month,  the  average  can  be  determined  to  an  hour.  100 
accounts  of  this  character  can  readily  be  solved  in  one  hour's 
time. 

The  averaging    machine  off'ers    the    cotton  broker  the  most  rapid 
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mexa?  for  determiniag  the  average  price  of  "  futures,"  whether  the  same 
ari  fi:^Lired  in  pence  English,  or  in  cents  of  our  own  currency. 

Thus  far  we  have  dwelt  only  on  the  commercial  aspect  of  the  subject. 
It  also  has  its  direct  baaring  on  the  question  of  average  haul. 

Omitting  the  rebate  due  to  *'  limit  of  free  haul"  (which  is  purely  a 
matter  of  contract),  we  have  by  the  principle  of  moments  : 


Fig.  3. 


With  stations  100  feet  apart : 


Average  haul  = 


(5  +  2C  +  3D)  X  100  + Aa,  ,  (F4-2(?  +  3ff)  xlOO  +  ^e. 


■  + 


A-^B+C-{-I)  '  E+F-\-  G-{-H 

Whenever  the  limit  of   free  haul  =  100  feet,   ih.Q-a.  A,a,  E,  e  are  in 
efifect  =  o,  and  : 

■i?  +  2C+3Z)  ,  F+2G-^ZH-\^ 


Average  haul  =\_^  ^^^^  +  ^^7^4,-^  J 


XlOO 


The  above  formulae  are  based  on  the  assumj^tion  that  each  mass  B,  C, 
D,  Szc,  has  its  centre  of  gravity  directly  over  the  respective  stations 
8,  2,  1,  &c. 

Whenever  a  greater  degree  of  accuracy  is  required  the  sections  can 
be  made  of  half  size,  which  will  give  stations  50  feet  apart,  instead  of  100, 
and  the  computations  can  be  made  accordingly. 

By  aid  of  the  averaging  machine  the  respective  distances  between  the 
centres  of  gravity  of  the  excavation  and  of  the  embankment  (from  the 
station  No.  4)  can  be  severally  determined,  and  their  sum  will  equal  the 
total  average  haul  ;  from  which  the  limit  of  free  haul  must  de  deducted. 

By  this  method  it  is  evident  that  representatives  of  the  amounts  in 
the  respective  sections  of  the  embankment,  need  only  be  placed  in  proper 
order  on  the  platform  of  the  averaging  machine — a  single  pull  given  to 
secure  the  equipoise — and  the  haul  of  excavation  can  be  instantly  read 
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ofif  from  the  paper  scale.  If  the  same  processes  are  repeated  for  the 
embankment,  the  total  average  haul  will  be  determined. 

The  averaging  machine  can  also  be  used  advantageously  in  the  solu- 
tion of  many  problems  that  occur  in  ship  building,  location  of  marine 
engines,  boilers,  etc.,  etc. 

A  moment's  thought  will  show  clearly  that  the  chances  of  error  are 
greatly  reduced,  and  valuable  time  redeemed  by  the  use  of  this  machine. 

In  the  wide  range  of  problems  relating  to  averages,  probably  few  will 
present  themselves,  which  cannot  find  a  ready  solution  upon  an  equili- 
brated platform  of  greater  or  less  magnitude  than  the  one  herewith 
described. 
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The  City  of  Halifax  is  supplied  Avith  water  from  two  distinct  sources. 

The  high  service  supply  is  drawn  from  the  Spruce  Hill  Lakes,  elevated 
360  feet  above  city  datum  or  mean  low-tide,  and  about  8  miles  from  the 
heart  of  the  city.  The  main  consists  of  6  500  lineal  feet  of  20  inch,  and 
29  500  feet  of  15  inch  pipe,  and  furnishes  water  to  all  localities,  exceeding 
about  125  feet  above  tide  level. 

The  low  service  supply  which  delivers  water  to  nearly  all  the  remain- 
ing portion  of  the  city  is  drawn  from  Lower  Chain  Lake  at  an  elevation 
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of  199.40  feet  above  the  same  datum,  and  about  4  miles  from  the  heart  of 
the  City. 

The  main  is  a  continuous  one  of  24  inches  in  diameter,  and  about 
13  500  feet  in  length.  It  was  laid  in  1862,  was  cast  in  Glasgow,  and  was 
well  coated  with  a  preparation  of  coal  tar  pitch  apparently  the  same  as 
that  known  as  the  patent  of  Dr.  Angus  Smith. 

All  the  pipes  of  the  high  service  main  were  also  made  in  Glasgow. 
The  20-inch  and  the  first  16  100  feet  of  the  15-inch  jDipes  were  laid  in 
1868,  and  were  similarly  coated  to  those  above  described.  The  remain- 
ing 13  400  feet  of  15-inch  pij)es  were  laid  in  1856,  and  do  not  now  appear 
to  have  been  originally  coated  with  any  preservative  preparation . 

The  Engineers  who  advised  the  construction  of  the  works,  estimated 
the  capacity  of  the  high  service  main  at  2,000,000  gallons  and  the  low 
service  main  at  5,000,000  gallons  duily. 

There  was  not  and  is  not  yet  any  ready  method  by  which  the  actual 
quantity  of  water  delivered  into  the  city  could  be  measured  or  gauged 
with  any  degree  of  accuracy.  It  became  evident,  however,  after  the  lajise 
of  years,  that  the  works  were  not  jDerforming  anything  like  their  esti- 
mated duty,  and  that  their  capacity  was  gradually  decreasing.  The 
pressure  ultimately  became  so  poor  in  some  localities  that  the  water 
would  not  flow  from  the  nozzles  of  the  hydrants,  nor  even  in  the  base- 
ments of  some  of  the  houses. 

The  efforts  made  to  overcome  the  difficulty  consisted  in  : 

1.  Energetic  searches  after  underground  leaks. 

2.  The  partial  or  entire  closing  of  many  of  the  valves  on  the  distribu- 
tion mains  throughout  the  city. 

3.  The  partial  diversion  of  the  high  service  supply  into  the  low  ser- 
vice system  of  pipes. 

4.  The  substitution  of  larger  pipes  in  some  localities. 

5.  A  general  inspection  of  all  the  internal  pipes  and  fittings,  with  in- 
structions to  shut  off  the  supply  wherever  excessive  waste  was  detected. 

6.  The  passing  of  an  ordinance  authorizing  fines  to  be  imposed  for 
the  "  unnecessary  waste  "  of  water. 

These  provisions  did  not  greatly  lessen  the  evil.  Complaints  of 
"  short  supply"  and  of  "no  supply  at  all"  continued  to  be  made,  and  were 
annually  on  the  increase.  Instances  are  on  record  when  some  hundreds 
of  such  complaints  were  made  in  a  single  day.  The  difficulty,  of  course, 
was  most  generally  felt  during  the  winter  season,  and  especially  during  a 
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sharp  snap  of  frost,  when  many  householders — to  avoid  the  risk  and 
dangers  of  frozen  service  pipes — are  in  the  habit  of  allowing  a  copious 
stream  to  run  from  every  faucet  on  their  premises. 

The  author  first  became  connected  with  the  works  in  1873.  After 
carefully  going  into  the  original  calculations  he  became  satisfied  that  the 
Engineers  who  first  reported  upon  the  discharging  powers  of  the  mains, 
had  not  made  any  mistakes  in  that  respect,  i.  e.,  assuming  the  generally 
accepted  rules  to  be  correct.  They  had,  in  fact,  judiciously,  rather  un- 
derstated their  cajjacity.  A  very  short  time,  however,  elapsed  before 
the  principal  cause  of  the  troubles  was  found  to  be  within  the  pipes 
themselves,  in  the  shape  of  a  rough,  hard  and  thick  incrustation  of  oxide 
of  iron.  Although  it  had  long  been  known  that  the  pipes  were  badly 
corroded,  the  actual  extent  to  which  this  corrosion  existed,  and  its  dam- 
aging effect  upon  the  water  supply,  did  not  appear  to  have  been  suspected. 

In  some  of  the  oldest  pipes  the  concretion  was  found  to  be  over  l^-inch 
in  thickness.  Many  miles  of  pipes  of  3  inches  in  diameter  had  originally 
been  laid  within  the  city  ;  these  were  in  some  places  almost  closed 
against  the  passage  of  water,  and  the  old  6  inch  pipes  were  reduced  in 
internal  diameter  to  from  3:^  to  3t  inches.  The  mains  leading  to  the  city 
were,  on  examination,  found  similarly  incrusted,  though  to  a  smaller  ex- 
tent, as  they  had  not  been  as  long  laid  as  the  pipes  above  described. 

The  first  attempts  to  remove  the  incrustation  by  mechanical  means 
were  made  in  1875,  when  over  5  miles  of  the  old  3  inch  distribution  pipes 
were  cleaned  by  a  scraj^er  attached  to  iron  rods  and  proi^elled  by  hand. 
The  machine  consisted  of  four  arms  or  knives  attached  to  a  centre  and 
sprung  outwards  against  the  inner  surface  of  the  pipe  by  a  thick  rubber 
disk.  The  usual  j^rocess  was,  after  cutting  out  a  length  of  pipe,  to  insert 
the  scraper,  turn  on  a  good  run  of  water  against  it,  and  gradually  work 
it  ahead  for  150  or  200  feet.  A  small  steam  pump  was  used  to  keep  the 
trench  clear  of  water.  The  pipes  cleaned  in  this  manner  had  been  laid 
for  about  28  years.  The  following  quotations  on  this  subject  are  from  the 
civic  report  of  1875.  "It  has  been  customary  during  the  last  six  or  seven 
years,  as  these  pipes  were  found  gradually  to  fill  up  by  oxidation  and 
concretions,  and  became  insufficient  for  the  supply,  to  lift  them  and  put 
down  pipes  either  of  the  same  or  larger  diameter.  On  examination  dur- 
ing the  past  summer,  it  was  ascertained  that  those  still  remaining — of 
which  there  are  about  seven  miles — ^liad  contracted  to  1^  and  li  inch  in 
size.     *    *     *" 
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"  The  work  of  boring  or  scraping  out'five  miles  of  these  old  pipes,  and 
restoring  them  to  their  original  internal  diameter,  was  given  to  contract 
for  S3  750,  or  at  the  rate  of  S750  per  mile,  the  city  supplying  the  neces- 
sary new  pipes  and  sleeves  to  make  good  the  connections.  The  con- 
tractor was  held  responsible  for  any  damage  that  might  result  in  the 
process  of  cleaning,  and  he  was  not  allowed  to  have  the  water  turned  off 
of  any  street  or  district  for  more  than  twenty -four  hours." 

In  the  following  year  6  385  lineal  feet  of  3-inch  water-pipes  were 
cleaned  out  in  a  similar  manner  by  the  same  contractor  and  at  the  same 
rate  as  previously  paid,  viz.:  14i"o  cents  i^er  lineal  foot.  Th.ere  were 
extras  on  account  of  old  leaks  discovered  and  rej^aired,  to  the  amount  of 
$29.86,  making  the  total  cost  *936.53. 

The  author  considered  the  rates  paid  on  the  above  contracts  ex- 
cessive, but  his  advice  that  the  work  should  be  done  by  the  Water 
Department  by  days  labor  was  overruled.  The  process,  although  effective 
for  a  time — besides  being  slow,  laborious  and  expensive — was  practically 
inapplicable  to  pipes  of  large  diameter,  and  it  was  the  incrustation  in  the 
large  pipes  which  was  so  seriously  affecting  the  water  supply  to  the  city. 

The  first  effort  to  remove  the  incrustation  from  the  larger  pipes  by 
mechanical  scrapers  was  made  in  1880,  the  following  description  of  which 
is  quoted  from  a  local  newspaper  of  the  14th  October  of  that  year  : 

"It  may  not  be  generally  known  outside  of  engineering  circles  that 
cast-iron  water-pipes,  after  being  in  use  a  few  years,  become  more  or  less 
corroded,  so  as  to  seriously  affect  the  flow  of  water  through  them  and 
diminish  the  water  pressure  which,  when  new,  they  are  capable  of 
affording. 

'•This  matter  has  for  some  time  been  under  consideration  by  our 
Board  of  Works,  who  latterly,  on  the  advice  of  the  City  Engineer, 
decided  to  try  the  experiment  of  scraping  out  some  of  th.i  large  pipes 
by  means  of  a  novel  little  machine  known  as  a  mechanical  pipe  scraper, 
********  and  yesterday,  at  three  o'clock, 
was  fixed  upon  as  the  time  for  the  trial.  The  pipe  selected  for  the  experi- 
ment was  one  of  twelve  inches  in  internal  diameter,  leading  from  St.  An- 
drews Cross  over  the  North  Common  and  down  Cogswell  street  as  far  as 
Brunswick  street,  a  length  of  3  200  feet. "  (Plate  III.)  "  This  pipe  was  se- 
lected by  the  Engineer  on  account  of  its  being  the  oldest  in  the  city,  hav- 
ing been  laid  by  the  late  Halifax  Water  Company  in  1848.  The  thickness 
of  incrustation  on  the  inside  of  the  pipe  had  been  observed  to  be  a  little 
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more  than  one  inch,  so  tliat  the  inside  diameter  was  actually  reduced  to 
less  than  10  inches,  besides  being  very  hard  and  rough.  The  North  Com- 
mon being  at  a  high  level,  with  inclinations  both  down  and  up-hill,  and 
the  pipe  being  the  worst  one  known,  it  was  considered  that,  if  the  experi- 
ment on  this  length  proved  successful,  there  could  be  no  risk  in  under- 
taking to  scrajie  out  all  the  pipes  through  the  streets  and  the  mains  from 
the  lakes.  A  few  gentlemen,  including  the  press  rejjorters,  who  had 
taken  an  interest  in  what  was  going  on,  assembled  at  St.  Andrew's  Cross 
to  see  the  machine  put  into  the  pipe  and  started  on  its  journey.  The 
pipe  cover  having  been  securely  bolted  to  its  place,  the  water  was  turned 
on  at  3.30  o'clock  p.  5I.,  and  although  the  watchman  in  the  trench,  and 
others  stationed  along  the  line  with  their  ears  to  the  ground,  reported 
that  they  could  not  detect  any  movement  in  the  machine  by  the  sounds 
it  was  expected  to  make  while  passing  along,  the  Avatchman,  with  his  ear 
to  the  pipe  about  a  quarter  of  a  mile  oflf,  soon  came  running  to  say  that 
the  scraper  had  passed  his  station  about  five  minutes  after  the  water  had 
been  turned  on.  A  general  rush  was  then  made  for  the  outlet  at  the  foot 
of  Cogswell  street,  where  it  was  expected  to  emerge  almost  immediately. 
On  arriving  at  that  point,  a  large  stream  of  black  water  was  seen  rapidly 
issiiing  from  the  open  end  of  the  pipe,  but  this  soon  ceased,  and,  it  was 
feared  that  the  little  machine  had  stuck  fast  in  the  pipe  at  some  point, 
and  was  lost  somewhere  within  the  last  half  mile.  Just  as  all  hope  for 
its  reapijearance  was  about  to  be  given  up  and  the  experiment  pronounced 
a  failure,  a  dense  mass  of  '  black  muck  '  of  many  tons  weight  was  sud- 
denly seen  to  issue  from  the  end  of  the  pipe,  and  immediately  afterwards 
a  perfect  torrent  of  black  and  muddy  water.  This  occurred  about  thirty 
minutes  after  the  scraper  had  been  started,  and  it  was  then  known  that 
the  machine  had  performed  its  task  and  must  be  somewhere  embedded 
in  the  heap  of  iron  rust,  mud  and  dirt  in  the  trench.  The  water  having  been 
shut  oflf  and  somewhat  subsided,  the  scraper  was  then  fished  up  out  of  the 
trench,  greatly  to  the  relief  of  mind  of  all  concerned.  Arrangements  were 
then  made  for  passing  it  through  the  same  length  of  pipe  a  second 
time,  so  that  it  would  be  more  thoroiighly  cleaned  ;  but  the  party  as- 
sembled being  perfectly  satisfied  with  the  first  trial,  dispersed." 

The  next  operations  of  the  same  kind  were  performed  on  the  Bruns- 
wick street  12-inch  main  for  a  length  of  3  800  feet ;  but  owing  to  obstruc- 
tions in  the  pipe,  the  piston  leathers  being  much  worn  and  the  steadily 
rising  gradient  which  had  to  be  overcome,  the  scraj)er  was  four  hours  in 
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making  the  first  trip.  It  halted  in  its  progress  on  several  occasions,  and 
once  remained  stationary  for  so  long  a  time  that  it  was  feared  the  main 
would  have  to  be  cut  open  to  get  it  out.  The  second  run  was  made  in  an 
hour  and  fifteen  minutes,  with  the  piston  leathers  in  the  same  worn  out 
condition,  and  the  next  in  a  somewhat  shorter  time. 

This  concluded  the  operations  for  1880.  The  scraper  so  far  used 
being  the  experimental  one,  imported  from  an  engineering  firm  in  Kil- 
marnock, Scotland,  the  cost  of  which,  landed  in  Halifax,  was  $114.11. 
Further  particulars  as  to  the  cost  of  the  work,  etc. ,  will  be  found  in  the 
Schedule,  under  headings  Numbers  5  and  7. 

The  results  obtained  from  these  experiments  were  only  partially 
satisfactory.  They  showed  that  scraping  machines  could  be  cheaply 
driven  by  water  pressure  alone  through  the  large  pipes  ;  but  as  it  was 
found  on  examination — after  the  passage  of  the  scraper  several  times 
through  the  pipes — that  all  the  incrustation  had  not  oeen  removed,  some 
improvement  would  have  to  be  effected  before  the  method  could  be  pro- 
nounced perfectly  successful. 

In  1881  the  author  had  made,  under  his  own  directions,  new  scraping 
machines  for  the  24-inch,  20-inch,  15 -inch,  9-inch  and  6-iuch  pipes,  and 
proceeded  to  operate  on  the  mains  shown  in  Plate  III.  (which  is  a 
general  jalan  of  the  Works),  and  more  particularly  described  in  the 
Schedule. 

The  design  adopted  for  the  scraj^ers  was  substantially  the  same  as 
that  of  the  experimental  machine,  with  the  excejation  that,  in  the  large 
scrapers,  small  additional  springs  were  attached  to  the  pistons,  in  order 
— on  account  of  their  great  weight — to  keep  them  as  nearly  as  possible  in 
the  centre  of  the  pipe,  and  in  all  of  them  strong  rubber  springs  were 
inserted  beneath  and  a  little  in  front  of  the  knives  or  cutters,  so  as  to 
ensure,  as  far  as  practicable,  their  contact  with  the  interior  of  the  pipes. 
(See  Fig.  I. )  These  rubbers  were  not  attached  until  after  a  scraj^er  had 
made  one  run  without  them,  as  it  was  feared  that  the  extra  friction 
caused  by  them  would  occasion  stopjDages,  if  used  in  any  pipe  that  was 
badly  corroded. 

The  24-inch  low  service  main  was  the  next  selected,  and  the  first  por- 
tion operated  upon  was  the  end  nearest  to  the  city.  The  scraper  was 
inserted  in  the  hatch-box  at  St.  Andrew's  Cross,  with  the  intention  of 
sending  it  westwardly,  or  in  a  direction  opi^osite  to  the  natural  flow  of 
the  water  in  the  main,  on  account  of  the  steep  rise  in  the  gradient  from 
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the  head  of  the  Northwest  Arm  towards  the  city.  (See  Plates  III  and  IV. ) 
It  was  subsequently  found  that  this  precaution  was  unnecessary,  as  the 
machine,  although  it  weighed  about  1  000  pounds,  could  be  propelled 
up-hill  with  as  much  certainty  as  on  a  level  or  in  a  downward  direction. 
The  scraper  was  started  by  turning  the  high-service  water  into  the  low- 
servfce  main  behind  it.  It  traveled  off  at  a  low  and  pretty  regular  rate 
of  speed,  making  a  rumbling  noise  as  it  went — so  that  it  could  easily  be 
followed  and  its  exact  position  readily  detected,  except  when  the  soilnds 
were  drowned  by  the  rattle  of  passing  vehicles — and  passed  out  with  great 
force  at  the  oj^en  hatch-box  near  the  head  of  the  Arm  in  just  one  hour 
after  it  had  been  started.  The  pressure  indicated  on  the  gauge  attached 
to  the  24:-inch  main  at  St.  Andrew's  Cross  never  exceeded  6  pounds  dur- 
ing the  operation,  and  the  distance  between  the  hatch-boxes  or  the  length 
traveled  was  6  875  feet.  After  the  machine  was  given  another  run  through 
the  same  length,  it  was  removed  to  Lower  Chain  Lake  and  inserted 
in  the  24-inch  main  at  the  hatch-box  at  that  point.  The  head  of  water 
on  it  was  from  9  to  10  feet,  but  as  it  was  considered  doubtful  that  this 
would  be  sufficient,  a  connection  with  the  high-service  supply  was  previ- 
ously made  by  means  of  a  15-inch  pipe,  so  that  the  pressure  could  be 
increased  if  wanted  ;  this,  however,  was  found  unnecessary,  as  the  scraper 
started  oflf — without  any  assistance  from  the  high-service — at  a  good 
brisk  pace,  and  its  speed  increased  so  rapidly  as  it  advanced  down- 
hill (see  Plate  III),  that  the  workmen  were  unable  to  keep  up  with 
it.  The  distance  from  the  starting  point  to  the  hatch-box  near  the  head 
of  the  Arm,  where  it  emerged,  was  6  525  feet,  and  the  time  taken  to 
travel  this  distance  was,  in  its  first  run,  15  minutes,  and  in  the  second  12 
minutes.  The  latter  or  intermediate  hatch-box  was  then  closed,  and  the 
scraper  was  sent  through  the  whole  length  of  the  low-service  main,  a  dis- 
tance of  2  miles  200  feet,  in  one  run,  which  it  accomiDlished  in  two  hours 
in  the  first  and  1  hour  and  50  minutes  in  the  second  trial.  Its  rate  of 
speed  varied  greatly,  taking  in  the  first  instance  15  minutes  to  travel  the 
first  5  000  feet,  14  minutes  to  the  next  1  525  feet  or  to  the  intermediate 
hatch-box,  16  minutes  to  reach  the  Quinpool  road,  a  distance  of  1  700, 
and  75  minutes  to  St.  Andrew's  Cross,  5  175  feet.  In  the  second  instance, 
the  same  points  were  passed  in  14,  13,  15  and  68  minutes  resi^ectively. 

By  looking  at  the  profile  (Plate  III)  it  will  be  seen  that  the  20-iuch 
high  service  main  is  at  high  elevation,  and  is  not  far  from  a  level  gradient 
for  its  whole  length  of  6  500  feet.     As  it  was  feared  that  the  normal  pres- 
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ure  of  the  water  would  not  be  siifficient  to  force  the  machine  through  thia 
pipe  the  proper  attachments  were  made,  and  a  pumping  engine  was  sent" 
to  Spruce  Hill  Lake  in  order  to  increase  the  j^ressure  if  it  should  be 
found  necessary.  The  scraper  was  inserted  at  the  hatch-box  near 
the  lake,  shown  in  Plate  III,  and  although  there  were  only  8  feet  10 
inches  of  water  above  it,  it  started  off  and  completed  its  journey  of  6  000 
feet  to  the  next  hatch-box  at  the  commencement  of  the  15-inch  main  in 
37  minutes  without  any  assistance  from  the  steam  pump.  The  second 
run  through  the  same  main  was  made  in  34  minutes. 

The  15-inch  high  service  main  was  then  cleaned  out  in  three  fections, 
as  indicated  by  the  positions  of  the  hatch-boxes  shown  in  Plate  III, 
their  respective  lengths  being  16100,  6  525  and  6  875  feet.  The 
scraper  in  its  first  run  travelled  the  whole  length  of  the  first  section 
in  1  hour  and  1  minute,  the  second  in  1  hour  and  10  minutes,  and  in  the 
third  section,  which  was  that  nearest  to  the  city,  it  stuck  fast  at  about  600 
feet  from  the  hatch-box  near  the  head  of  the  Arm.  It  was  at  the  time 
working  under  a  pressure  varying  from  45  to  50  pounds  on  the  square 
inch,  and  after  it  stopped  in  its  course  the  gauge  indicated  65  pounds. 
The  valves  were  then  opened  full  and  the  pressure  gradually  increased 
up  to  101  pounds,  which  was  the  limit  attainable  at  that  point.  All  this 
proved  of  no  effect  as  the  scraper  still  remained  stationary,  and  the  main 
had  to  be  cut  open  to  get  it  out.  Its  presence  was  easily  detected  by  the 
noise  made  by  the  water  rushing  past  it  when  a  high  pressure  was  main- 
tained. On  opening  the  main  it  was  found  firmly  wedged  into  the  pipe 
by  a  large  piece  of  lead  of  irregular  shape,  weighing  about  30  pounds. 
In  laying  the  pipes  this  lead  had  run  through  one  of  the  joints,  and 
hence  caused  the  stoppage.  Other  large  pieces  of  lead,  besides  stones 
of  all  sizes  (the  largest  about  9  inches  in  diameter),  a  sledge  hammer  and 
pieces  of  broken  pipes  were  brought  oiit  by  the  scrapers  at  other  times  ; 
but  this  was  the  only  occasion  where  an  obstruction  of  any  kind  caused 
a  stoppage  in  the  machine  so  that  it  had  to  be  cut  out. 

The  pipe  was  then  made  good  and  the  scraper  again  started  off  on  the 
third  section,  through  which  it  passed,  without  any  further  trouble,  in 
35  minutes.  After  some  further  operations  on  these  sections  separately  the 
scraper  was  sent  through  the  whole  length  of  the  15-inch  main  in  one  run. 
It  was  inserted  at  the  end  of  the  20-inch  main  and  the  full  pressure  gradu- 
ally turned  on.  The  hatch-box  at  Lower  Chain  Lake  (16  100  feet)  was 
passed  in  1  hour  ar  d  5  minutes,  the  hatch-box  near  the  head  of  the  Arm 
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(22  625  feet)  in  1  Lour  and  40  minutes,  and  St.  Andrew's  Cross  (29  500 
feet)  was  reached  in  just  2  hours  from  the  time  of  starting,  making  the 
average  rate  of  speed  nearly  3  miles  per  hour. 

The  pipes  cleaned  in  the  previous  year  were  then  recleaned  with  the 
improved  scrapers,  new  hatch-boxes  were  i^rovided  where  they  had 
jjreviously  been  omitted,  and  permanent  brick  man-holes  were  built,  a 
full  account  of  the  expense  of  which  will  be  found  in  the  following- 
schedule  : 
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No.  10,  -which  was  a  pipe  of  6  inches  in  diameter,  was  the  smallest  in 
which  the  attempt  was  made  to  remove  the  incrustation  by  means  of  a 
self-acting  scraper.  The  thickness  of  the  incrustation  in  this  case  aver- 
aged fully  l^-inches,  and  the  difficulty  experienced  in  removing  it,  even 
for  the  short  length  of  pipe  operated  upon,  was  considerable.  The 
scraper  would  only  travel  a  few  feet  at  a  time,  and  would  then  become 
firmly  embedded  in  the  iron  rust  which  accumulated  in  a  dense  mass 
ahead  of  it,  preventing  its  further  i^rogress.  After  several  attempts  to 
force  it  through,  which  were  attended  with  some  breakages  and  involved 
cutting  the  pipe  to  get  it  out,  the  operation  was  abandoned  for  the  season, 
as  wet  weather  began  to  set  in,  and  it  was  evident  that  some  other  kind 
of  machine  or  method  of  procedure  would  have  to  be  adopted  in  order  to 
remove  the  great  bulk  of  the  corrosion  before  the  ordinary  scraper  would 
pass  through  as  it  had  done  in  the  other  cases.  A  new  and  smaller  machine, 
capable  of  being  extended  to  the  full  diameter  of  the  pipe,  is  now  being 
made  with  only  four  arms  and  knives  instead  of  eight.  The  centre  rod 
is  in  one  piece  and  hollow,  with  a  nozzle  at  the  front  end,  the  object  of 
which  is  to  have  a  powerful  jet  of  water  playing  immediately  in  front  of 
the  scraper  to  remove  and  prevent  the  detached  iron  rust  from  forming 
into  a  solid  mass  so  great  as  to  cause  an  obstruction.  If  this  plan  should 
not  prove  successful  it  is  probable  that,  in  order  to  clean  all  the  small 
pipes,  which  are  badly  corroded,  they  will  have  to  be  opened  temporarily 
in  short  lengths  of  400  or  500  feet  and  the  scraper  be  pulled  through  for 
the  first  time  Avith  a  wire  rope,  after  which  it  is  not  anticipated  that  there 
will  be  any  difficulty  in  propelling  it  by  water  pressure  alone. 

The  entire  expense  attending  these  cleaning  operations,  where  the 
pressure  of  water  only  was  used  as  the  motive  power,  including  the  cost 
of  hatch-boxes,  man-holes  and  the  drains  from  them  to  the  nearest  sewers, 
repairs  to  the  machines  and  to  broken  or  damaged  pipes,  and  aU  other 
charges  connected  with  the  work,  was,  as  the  schedule  shows,  ^2  777  47. 
If,  however,  we  deduct  No.  10,  which  is  only  partially  done,  and  Nos.  6 
and  8,  which  are  for  recleaning  tho,  pipes  scraped  out  in  1880,  the  cost 
will  stand  as  follows  : 

Total  length  of  old  24-inch,  20-inch,  15-inch  and  12-inch  pipes 
cleaned  =  62  800  lineal  feet,  or  nearly  12  miles. 

Total  cost,  not  including  man-holes  =  $1  768  50  =  2.816  cents  per 
foot. 

Total  cost,  including  man-holes  =  $2  215  38  =  3.528  cents  per  foot. 
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It  should,  perhaps,  have  been  mentioned  that  no  pumping  apparatus 
was  needed  to  free  the  man-holes  of  water,  as  in  most  cases  they  were 
connected  with  the  sewers  by  short  drains  and  where  no  sewers  existed 
within  a  convenient  distance  they  were  allowed  to  overflow. 

Fig.  1,  page  13.5,  is  a  drawing  of  one  of  the  large  scrapers  as  used  in  the 
final  operations.  The  cutters  or  knives  were  found  to  wear  down  rap- 
idly after  a  machine  had  been  a  short  time  in  use,  so  that  they  soon  be- 
came almost  useless,  and  others  had  to  be  added.  To  obviate  this  diflS- 
culty  in  the  future  the  author  is  now  having  made  chilled  cast  iron  cut- 
ters, as  shown  in  Fig.  2,  which  can  be  simply  bolted  to  the  end  of  the 
steel  spring  and  replaced  at  a  few  moments'  notice  without  the  necessity 
of  sending  the  scraper  to  the  machine  shop. 

The  efifect  of  removing  the  incrustation  from  the  mains  was  most 
marked  and  beneficial  upon  the  water  sujjply  to  the  city,  and  will  be  at 
once  seen  by  comparing  the  pressures  taken  at  the  25  hydrants  on  the 
wharf  properties  along  the  harbor  in  the  month  of  February,  1880,  1881 
and  1882. 

In  making  a  comparison  it  is,  however,  necessary  to  bear  three  things 
in  mind  which  tend  to  show  that  the  result  of  these  partial  cleaning 
operations  has  been  even  more  favorable  than  the  pressures  would  indi- 
cate.    They  are  as  follows  : 

1st.  That  the  incrustation  in  the  pipes  was  annually  rapidly  increas- 
ing and  the  pressure  was  consequently  decreasing. 

2d.  That  in  1880  and  1881  the  high  service  supply  was  augmenting 
the  low  service,  which  supplied  the  hydrants  on  the  wharves,  and  that  in 
1882  this  was  no  longer  the  case. 

3d.  That  in  the  winter  of  1881  a  pretty  rigid  insjjection  to  detect  and 
prevent  waste  was  maintained,  and  fines  were  imposed  wherever  it  was 
brought  to  notice.  There  was  no  inspection  made  in  the  winter  of  1880, 
nor  has  there  been  any  during  the  present  winter  of  1882. 

The  total  pressure  on  the  25  hydrants  in  February,  1880  =  856  pounds, 

or  an  average  of  34.2  pounds  each. 
The  total  pressure  on  the  25  hydrants  in  February,  1881  =  1  088  pounds, 

or  an  average  of  43.5  pounds  eacb. 
The  total  pressure  on  the  25  hydrants  in  February,  1882  =  1  309  pounds, 

or  an  average  of  52.4  pounds  each. 
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If  we  omit  from  the  comparison  the  pressures  taken  in  February, 
1881,  as  they  certainly  should  be  omitted,  on  account  of  the  efforts  made 
in  that  year  to  suppress  waste,  the  result  shows  that  the  effective  j)ressure 
in  the  city  has  been  increased  a  little  over  50  per  cent.,  without  taking 
into  account  the  fact  that  the  High  Service  Supply  no  longer  aids  the 
Low  Service,  as  it  did  in  1880  and  1881,  but  that  it  is  now  confined  to 
within  its  own  limits. 

If  we  now  turn  to  the  High-service,  probably  the  best  example  to 
take  will  be  the  highest  part  of  the  city  supplied  with  water,  which  is 
in  the  neighborhood  of  the  new  cotton  factory.  The  most  elevated  plug 
in  this  vicinity  is  at  the  intersection  of  Almon  street  and  Kempt  Eoad, 
and  the  pressures  taken  at  the  same  times  as  those  previously  given 
stand  as  follows  : 

The  pressure  taken  in  Feb. ,  1879,  was    8  lbs.  on  the  square  inch. 

"  "  "         "  1880,    "       8    " 

II  If  K         (I  1881     "     '^8    "         "  " 

a  ..  1.  II  i^^2,    "     34    "  "  " 

Although  this  example  shows  an  increase  of  over  400  per  cent  since 
1880,  the  actual  increase  in  the  whole  service,  though  very  greatly  aug- 
mented, is  not  truly  represented,  as  it  was  nothing  like  that  amount ; 
still  it  shows  truly  the  effect  at  that  point. 

Other  examples  quite  as  striking  could  be  given,  and  at  several 
points  where  formerly  the  water  would  not  flow  from  the  nozzles  of  the 
hydrants,  there  is  now  a  pressure  of  from  12  to  19  lbs.  on  the  inch  in  the 
coldest  weather  in  winter,  and  up  to  the  present  date  (23d  February, 
1882)  there  has  not  been  a  single  complaint  of  insuflScient  supply  since 
the  winter  began,  where  formerly  there  used  to  be  hundreds. 

During  the  past  summer  the  author  was  consulted  with  reference  to 
removing  the  incrustation  from  a  6-inch  main  (which  was  very  badly 
corroded)  supislying  Mount  Hope  Lunatic  Asylum,  in  the  town  of  Dart- 
mouth. The  ijressure  some  years  ago  had  become  so  jjoor  that  the 
water  would  not  rise  to  the  tanks  in  the  top  of  the  building  without  the 
aid  of  a  steam  pump,  which  had  to  be  kept  going  almost  constantly  ;  but 
ultimately  even  this  provision  was  found  insuflficient,  as  the  maiii  did 
not  deliver  the  water  quickly  enough  to  keep  the  pump  going  at  a  mod- 
erate rate  of  speed. 
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The  commissioners  for  the  asylum,  who  contemplated  laying  a  new 
and  larger  main,  were  advised  to  try  the  effect  of  cleaning  operations, 
upon  which  advice  they  acted. 

The  main,  which  was  Ij  mile  in  length,  was  found  reduced  by  the 
corrosion  to  about  4  inches  in  internal  diameter,  and  as  the  head  of  water 
at  the  upper  end  was  small,  a  steam  fire-engine  was  employed  to  force 
the  scraper  through.  In  the  first  trial  the  machine  only  traveled  about 
70  feet,  when  it  stopped  at  an  old  break  in  the  pipe  and  had  to  be  cut 
out.  After  repeated  trials,  in  which,  at  times,  the  pressure  was  as  high 
as  120  lbs.  on  the  inch,  it  was  found  that  the  stojDpages  caused  by 
obstructions  of  various  kinds  were  so  many  that  the  commissioners  be- 
came disheartened,  and,  without  attempting  any  alteration  or  improve- 
ment in  the  scraper,  they  decided  to  change  the  method  of  procedure — 
to  open  the  main  in  short  lengths  and  to  pull  the  machine  through  by 
manual  labor.  At  this  time  the  scraper  had  gone  only  about  1  000  feet. 
A  great  many  obstructions  were  encountered  under  the  altered  plan  in 
the  shape  of  lead  and  stones,  and  in  one  case  a  large  piece  of  wood 
caused  a  stopj^age.  Sometimes  the  machine  could  be  drawn  ahead  only 
a  few  feet,  when  the  main  would  have  to  be  again  cut  to  extricat'^  it. 
Finally,  after  the  obstructions  and  the  great  bulk  of  the  rust  had  been 
removed,  the  scraper  was  sent  through  the  main  from  end  to  end,  with- 
out any  assistance  from  steam  power,  and  it  traveled  the  whole  distance 
in  27  minutes.  Permanent  hatch-boxes  and  man-holes  were  then  built 
at  each  end,  so  that  the  machine  can  now  be  sent  through  as  often  as 
desired,  at  very  trifling  expense. 

The  following  is  a  statement  of  the  cost  of  these  operations  : 

Labor  list $291  70 

Materials 116  83 

Hire  of  engine 160  25 

Halifax  Board   of   Works   for    pipes,  sleeves, 

hatch-boxes,  scraper  and  labor 362  36 

Total $931  14 


or  14. 108  cents  per  lineal  foot. 

The  effect  of  cleaning  this  main  was  immediately  felt  at  the  asylum. 
There  is  no  further  occasion  for  the  stationary  engine  and  pump  to 
force  the  water  to  the  tanks,  as  they  now  overflow  by  the  force  of  gravity 
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alone,  and  it  is  stated  that  the  saving  in  the  one  item  of  coals  will  be 
about  S700  per  annum. 


In  discussing  the  above  paper  several  questions  were  asked,  which  the 
Secretary  transmitted  to  the  author,  Mr.  Keating,  and  received  the  fol- 
lowing answer: 

In  reply  to  your  communication  asking  for  some  further  information 
respecting  the  pipe  cleaning  operations  carried  out  in  this  city,  together 
with  an  analysis  of  the  water,  as  a  supplement  to  my  paper  on  "  The 
Kemoval  of  Incrustation  in  Water  Mains,"  I  have  much  pleasure  in 
submitting  to  you  the  following  remarks,  in  which  I  will  endeavor  to 
answer  the  questions  which  have  been  raised. 

All  the  large  scraping  machines  used  in  our  operations  were  made  on 
the  same  principle,  as  shown  on  the  drawing  submitted  (Fig.  1).  They 
are  extremely  simple,  consisting  of  a  stout  centre  wrought  iron  rod,  in 
two  pieces,  coui3led  together  in  such  a  manner  as  to  allow  of  a  little 
13lay,  so  that  the  machine  may  pass  round  any  ordinary  bends  or  angles 
in  the  pipe  line.  There  are  eight  arms  of  spring  steel,  varying  in  width 
and  thickness,  according  to  the  diameter  of  the  pipe.  Each  of  these 
arms  has  barbed  cutters  attached  to  it,  which  do  all  the  work  in  remov- 
ing the  incrustation  from  the  pipes,  the  backward  set  of  four  being  so 
placed  as  to  cut  away  everything  that  may  have  escaped  the  front  set  of 
cutters.  The  arms  ai'e  also  so  arranged  that  they  will  yield  inwards  in 
case  of  the  cutters  striking  against  any  solid  obstruction,  siich  as  a  ferrule 
projecting  into  the  pipe,  which  would  otherwise  cause  the  machine  to 
stop.  The  forward  part  of  the  cutters  is  tapered  towards  the  centre  of 
the  pipe,  with  the  double  object  of  cutting  or  splitting  longitudinally  any 
heavy  incrustation  of  iron  rust,  and  also  of  preventing  the  barbed  knife 
from  catching  in  any  defective  or  open  joint  in  the  pipes,  which  would 
also  cause  a  stoppage.  The  pistons  do  all  the  work  in  propelling  the 
machine  forwards  ;  they  are  made  double  m  order  to  ensure  steadiness, 
and  they  do  not  do  any  cutting  work  whatever.  Each  is  composed  of  a 
heavy  disk  of  cast  iron,  at  the  back  of  which  the  leathers  are  placed, 
attached  to  small  leaden  or  cast  iron  plates,  in  sections,  so  as  to  give 
them  additional  stiffness  in  one  way,  and  yet  so  as  to  allow  them  to  yield 
backwards,  to  pass  any  obstruction  not  removed  by  the  cutters.  The 
small  springs  attached  to  the  pistons  are  placed  there  for  the  purpose  of 
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maintaining  the  machine  exactly  in  the  centre  of  the  pipe,  which  pro- 
vision is  necessary  in  all  large  scrapers,  on  account  of  their  great  weight; 
these  springs  also  preserve  the  leathers  from  being  rapidly  worn  out. 
The  heavy  rubber  springs  must  be  regarded  as  auxiliary  to  the  main 
springs  or  arms,  and  should  not  be  attached  until  the  machine  has  made 
one  or  two  runs  through  the  pipe  without  them.  If  other  and  heavier 
steel  springs  are  jjrovided  for  final  operations,  the  rubbers  may  be  dis- 
carded. The  large  rings  at  each  end  of  the  scraper  are  of  no  service  ex- 
cept for  convenience  of  handling,  and  in  the  case  of  small  scrapers  for 
the  purpose  of  hauling  them  through  the  pipes  in  the  event  of  that 
becoming  necessary.  In  the  manufacture  of  any  new  machines,  I  would 
substitute  a  heavy  nut  in  the  place  of  each  of  these  rings.  The  new 
knives  or  cutters  which — it  was  stated  in  the  original  paper — were  to  be 
made  of  cast  iron  chilled,  are  now  to  be  made  of  cast  steel. 

The  scrapers  are  all  propelled  forwards  in  the  direction  of  the  barbed 
cutters,  the  pistons  being  hindermost.  They  cannot  be  forced  through 
the  pipe  in  the  wrong  direction,  i.  e.,  with  the  pistons  foremost,  as  the 
leathers  would  bend  over,  and  the  greater  portion  of  the  force  of  the 
water  would  be  lost ;  and  if  the  machine  should  move  a  short  distance, 
it  would  soon  be  brought  to  a  standstill  by  the  corners  of  the  knives 
catching  in  the  slightest  irregularity  in  the  pipes,  or  in  any  joint  that 
might  hajjpen  to  be  a  little  open. 

With  regard  to  the  coating  on  the  pipes,  I  can  only  say,  that  where  it 
has  been  used  at  all  (see  remarks  in  the  schedule),  to  all  outward  appear- 
ances, it  is  the  same  as  that  known  as  the  preparation  of  Dr.  Angus 
Smith.  In  the  case  of  the  20-inch  high  service  main  laid  13  years  ago, 
which  had  been  coated  apparently  by  Smith's  process,  about  half  the 
interior  surface  of  the  pipe  was  covered  with  numbers  of  nodules  or  car- 
buncles of  iron  rust,  varying  in  size  from  about  i  inch  up  to  about  IJ 
inches  in  diameter,  and  projecting  into  the  pipe  from  about  ^  inch  to  § 
inch  ;  in  many  places  these  nodules  had  formed  in  clusters,  and,  as  it 
were,  had  grown  together,  forming  little  patches  of  incrustation.  The 
removal  of  these  by  the  scraper  left  the  surface  of  the  pipe  apparently  in 
nearly  as  good  condition  as  it  was  originally,  with  the  exception  that  where 
each  nodule  or  patch  of  incrustation  had  commenced  to  form,  it  could 
be  plainly  seen  that  the  process  of  decay  had  commenced,  the  rust  hav- 
ing eaten  through  the  coating  only  in  small  spots,  like  pin-holes,  leaving 
the  great  bulk  of  it  in  its  original  condition. 
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With  reference  to  an  analysis  of  the  water,  I  regret  that  I  cannot  give 
you  as  full  information  as  I  would  wish.  Although  the  low  service 
water  has  been  carefully  tested  on  different  occasions,  I  am  not  at  liberty 
to  publish  the  most  full  analysis  that  has  been  made,  and  the  high 
service  water  has  never,  to  my  knowledge,  been  subjected  to  any  com- 
plete or  careful  chemical  tests. 

A  sample  of  water  taken  from  the  middle  of  Long  Lake,  in  September, 
1878,  and  analyzed  by  Professor  George  Lawson,  of  Dalhousie  College, 
Halifax,  yielded 

Inorganic  matter 1  ■  71  grains  per  gallon. 

Organic         "        2.13     " 

Total 3-84     " 

Another  sample  taken  on  the  same  date  from  the  inlet  to  the  city  at 
Lower  Chain  Lake,  yielded 

Inorganic  matter 2  44  grains  per  gallon. 

Organic  " 2  68      "  " 

Total 512      " 

The  following  additional  extracts  from  the  report  of  Professor  Lawson 
may  be  of  interest : 

"  The  inorganic  matter  consisted  principally  of  alumina  and  iron, 
with  silica  (soluble),  common  salt,  and  a  mere  trace  of  lime.  The 
water  belongs  to  the  class  of  soft  waters,  such  as  are  collected  in  dis- 
tricts where  there  are  no  chalk  or  limestone  strata,  or  other  rocks  capa- 
ble of  yielding  soluble  substances." 

"It  is  obvious  that  the  excess  of  impurity  is  taken  up  by  the  water 
in  its  course  from  Long  Lake,  through  the  Chain  Lakes,  to  the  city 
inlet. 

"  The  source  of  the  impurity  was  discovered  in  upper  Chain  Lake  in 
the  form  of  a  deposit  of  a  very  peculiar  character,  in  the  bed  of  the  lake. 
It  extends  apparently  over  the  greater  portion  of  the  lake  bottom,  and  is 
of  a  thickness  so  great  that  in  several  places  a  long  crow  bar  almost  dis- 
appeared in  it  without  reaching  bottom.  The  substance  of  this  deposit 
varied  in  consistence  from  that  of  soft  cheese  to  common  baker's  bread  ; 
it  varied  in  color  from  whitish  or  light  skin  color  to  dark  ferruginous 
brown,  some  pieces  being  nearly  black.     It  consists,  to  a  very  large  ex- 
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tent,  of  the  remains  of  microscopic  organisms  belonging  to  the  class 
called  Infusoria.  The  following  chemical  analysis  will  show  the  com- 
position of  the  substance  : 

"Deposits  from  Bed  of  Uppee  Chain  Lake. 

"  Sample  No.  1  (pale  brown,  slightly  ferruginous). 

Total  amount  of  Inorganic  Matter  (buflf-colored  ash) 49.76 

Insoluble   in  hydrochloric  acid    (silicious  infusorial  earth, 

etc) 38.40 

Soluble  in  hydrochloric  acid  (Iron  Alumina,  etc.) ...   11.36 

Organic  Matter 11 .32 

Water 38.92 

100.00 
"  Sample  No.  2  (pale  whitish  skin-colored). 

Total  Inorganic  Matter  (delicate  skin-colored  ash) 48.40 

Insoluble  in  HCl 38.96 

Soluble  in  " 9.44 

Organic  Matter 9.60 

Water 42 .00 

100.00 
"  Sample  No.  3  (Intermediate  in  color,  between  Nos.  1  and  2). 

Total  Inorganic  Matter 49.20 

Insoluble  in  HCl 38.16 

Soluble  in  "     11.04 

Organic  Matter 8.72 

Water 42.08 

100.00 
"  SamjDle  No.  4  (dark  ferruginous  brown,  hygroscopic,  not  drying  in  air 
like  the  others). 

Total  Inorganic  Matter 24.70 

Organic  Matter 11 .  85 

Water    63.45 

100.00 
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"  The  deposit  has,  no  doubt,  originally  consisted  of  swamp  muck, 
formed  by  the  remains  of  plants,  infusoria,  &c.,  but  by  long  subjection 
to  the  action  of  water  passing  over  it  has  lost  much  of  its  organic  matter. 
In  the  first  three  samples,  which  are  of  light  color,  and  dry  up  like  bread 
when  exposed  to  the  air,  the  organic  matter  (after  deduction  of  water) 
amounts  to  about  16  per  cent. ,  whereas  in  the  sample  No.  4,  which  is  of 
dark  color,  and  remains  wet,  the  proportion  is  nearly  32  per  cent. ,  just 
double.  The  process  of  gradual  washing  out  of  the  soluble  organic  mat- 
ter from  the  deposit,  by  the  water  of  the  lake,  is  well  illustrated  by  the 
light  color  on  the  surface  where  it  is  in  contact  with  the  water,  and  the 
dark  color  beneath,  seen  when  the  upper  layer  is  removed. 

"  It  may  be  added  that  a  few  specimens  of  fresh  water  spnoge  {spon- 
gilla),  (whose  decay  gives  a  very  offensive  odor  to  water),  were  found  in 
upper  Chain  Lake,  but  neither  there,  nor  in  the  other  lakes,  were  any  of 
the  plants  found  which  are  commonly  known  to  render  water  noxious. 
In  Spruce  Hill  Lake  the  surface  of  the  water  was,  in  many  places,  especi- 
ally near  the  shore,  of  a  brilliant  green  color,  from  the  growth  of  a 
microscopic  alga  called  TricJiormus  Flos-aquoe,  which  has  been  observed 
to  give  a  green  color  to  the  water  in  the  Grand  Canal  Dock  at  Dublin, 
and  has  been  observed  also  in  Scotland,  France,  Wales,  Germany  and 
Finland.  It  is  not  known  to  be  injurious,  but  is  regarded  as  an  indica- 
tion of  water  being  stagnant  or  containing  organic  matter." 

I  might  add  to  this  report  of  Professor  Lawson  that  some  of  the  im- 
purity is,  no  doubt,  due  to  the  circumstance  that  a  public  road  which  is 
much  frequented  skirts  along  the  shores  of  the  Chain  Lakes  for  about 
a  mile,  and  that  the  drainage  is  directly  into  the  lakes  just  above  the 
inlet. 

It  should  be  borne  in  mind  that  the  above  samples  of  water  were  taken 
from  the  lakes  in  the  autumn,  when  they  were  at  a  lower  level  than  they 
have  ever  been  known  to  reach  before  or  since,  and  as  the  Chain  Lakes 
are  shallow  and  boggy  ponds,  it  is  inferred  that  the  analysis  given  shows 
a  greater  amount  of  impurity  than  the  water  would  be  found  to  contain 
when  in  its  normal  condition. 

An  analysis  made  from  some  water  taken  from  a  tap  in  the  city  (sup- 
plied from  the  low  service)  in  the  autumn  of  1873  yielded  : 

Total  solids,  less  than  2  grains  to  the  gallon. 

Organic  Matter,  very  small. 
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Professor  Lawson  states  in  his  rej^ort  that  the  inorganic  matter  con- 
sisted principally  of  alumina  and  iron,  with  silica  (soluble),  common  salt 
and  a  mere  trace  of  lime.  It  is  owing  to  the  absence  of  lime  in  the  water 
that  the  rapid  formation  of  oxide  of  iron  in  the  pipes  is  attributed. 

The  following  circumstance  will  show  how  rapid  this  formation  is 
when  the  water  is  brought  in  contact  with  unprotected  iron. 

Four  years  ago  a  private  citizen  laid  about  400  feet  of  ordinary 
wrought-iron  one-inch  gas  jjiping  (unprotected)  for  the  purpose  of  con- 
ducting the  water  to  his  dwelling.  The  whole  length  of  this  pijoe  is  now 
completely  filled  with  iron  rust  so  that  no  water  will  pass  through  it. 
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ON   THE  MODE   OF    UNDERPINNING    ADOPTED    FOR 
THE  CROTON  LAKE  BRIDGE,  N.  Y.  C.  &  N.  R.  R., 
DURING   THE  REPAIRS   TO   THE   MA- 
SONRY PIERS. 


By  Alfred  P  .  Bolleb,  Member  A.  S.  C.  E. 


Bead  Apkil  5th,  1882. 


Inasmuch  as  methods  of  doing  work  are  as  instructive  as  a  study  of 
work  accomplished,  the  writer  offers  to  the  Society  an  experience  of  his 
own,  which  may  be  suggestive  to  others  when  called  upon  to  meet  simi- 
lar problems.     The  Croton  Lake  Bridge  was  built  by  the  writer  during 
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the  summer  of  1879  for  the  New  York  CitJ  and  Northern  Railroad  Com- 
pany, its  general  features  being  illustrated,  so  far  as  the  purposes  of 
this  paper  are  concerned,  on  the  accompanying  Plate  V.  It  is  a  single 
track  wrought-iron  deck  structure,  in  three  spans  of  160  feet,  with 
skeleton  piers  or  towers  si^ringing  from  blocks  of  masonry,  as  shown. 
The  towers  have  four  legs,  and  therefore  concentrate  all  weight  on  the 
four  corners  of  the  masonry.  This  masonry  had  been  put  in  some  ten 
years  before  by  the  bankrupt  New  York,  Boston  and  Montreal  Company, 
and  was  tested  at  the  time  the  iron  bridge  was  built  by  loading  with 
stone  in  cribs,  without  showing  any  improper  settlement.  While  this 
answered  to  test  the  foimdations  as  a  mass,  it  did  not  represent  the  con- 
ditions of  weight  to  be  delivered  to  the  masonry,  as  events  afterwards 
disclosed.  The  projjer  way  would  have  been  to  have  tested  with  rail- 
road bars,  the  weight  of  which  it  would  have  been  easy  to  concentrate 
upon  the  area  to  be  occupied  by  the  shoes  of  the  projDosed  tower  legs  ; 
but  such  bars  being  unavailable,  the  former  mode  was  resorted  to.  The 
blocks  of  masonry  were  supported  on  timber  cribs  made  of  plank,  car- 
ried up  to  low  water,  with  an  outside  protection  of  riiJ-raj),  as  shown. 
The  masonry  itself  was  very  suspicious  looking,  being  built  with  stones 
set  up  on  edge,  with  an  indescribable  bond,  and  generous  Joints,  well 
pointed.  The  needs  of  expedition  and  the  shrinking  of  the  controlling 
l^owers  from  the  great  cost  of  rebuilding  them,  settled  the  question  of 
their  use  as  they  stood,  and  the  erection  of  the  iron  work  proceeded. 
It  was  not  many  months  after  the  bridge  was  in  use  before  the  masonry 
disclosed  its  real  character  ;  the  pedestal  stones  became  cracked,  and  the 
bond  at  the  corners  commenced  to  separate.  It  was  an  ugly  piece  of 
business,  and  it  was  a  long  process  of  evolution  before  the  writer  de- 
vised the  plan  which  was  successfully  carried  out.  Staging  the  whole 
of  two  spans,  the  water  being  28  and  30  feet  deep,  was  :m  expense  not  to 
be  thought  of,  and  it  would  have  cost  about  as  much  to  have  straddled 
the  piers,  outside  of  the  rip-rap,  with  wooden  piers  and  trussed  across 
the  interval.  The  outcome  of  the  study  is  well  illustrated  on  the  adjoin- 
ing plate.  The  wrought  iron  towers  being  a  continuous  piece  of  frame- 
work from  shoe  to  cap,  it  was  determined  to  build  an  inside  wooden 
tower,  with  all  parts  in  pairs,  so  as  not  to  interfere  with  or  require  any 
removal  of  braces  or  struts.  This  subsidiary  tower  being  built  with  legs 
plumb,  brought  the  points  of  support  considerably  within  those  of  the 
iron  legs.     The  bottom  sills  were  so  placed  as   to  permit  the  introduc- 
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tion  of  eight  20-ton  hydraulic  jacks,  bearing  against  sill  pieces  on  the 
masonry.     Fortunately  the  timber  cribs  afforded  sufficient  room  on  the 
outer  edges  to  build  solid  timber  supports.    This  was  done,  and  15 "  —200 
lbs.  per  yard  rolled  beams  were  placed  in  pairs  as  shown,  reaching  on  the 
inner  side  as  far  back  as  possible  on  the  masonry,  and  the  pressure  well 
distributed  with  timbers.      Two  minutes  work  on  the  jacks  served  to 
lift  the  towers  and  adjoining  spans  bodily,  when  the  defective  masonry 
was  racked  out.  The  wrought  iron  saddles  and  suspension  bolts  were  then 
attached,   the  whole  weight  transferred  to  them,  and  the  structure  was 
ready  for  traffic  again,  while  the  new  cut  work  was  being  put  in.    While 
the  drawing  shows  both  sides  so  arranged,  only  one  side  of  a  pier  was 
racked  out  at  a  time .     As  an  additional  precaution  to  lateral  movement 
on  such  a  high  structure,  wire  rope  guys  were  thrown  out  from  the  end 
shoes  of  the  trusses  and  tower  caps,  and  anchored  to  cribs  sunk  for  the 
purpose.     It  is  gratifying  to  state  that  the  whole  arrangement  worked  so 
perfectly  that  not  a  single  train  was  delayed  on  its  schedule  time,  and 
that  a  half-hour  proved  ample  to    raise    the    structure,    lack    out     a 
clearance  in  the  masonry,  and  make  all  attachments  for  throwing  the 
weight  on  the  iron  cross  girders.     In  this  connection  I  desire  to  make 
mention  of  my  foreman,  Mr.  Wm.  H.  Clough,  through  whose  skill  and 
careful  supervision  I  was  enabled  to  accomplish  so  perfectly  one  of  the  most 
satisfactory  j)ieces  of  engineering  work  that  has  fallen  to  my  lot  to  per- 
form .     Before  closing  this  brief  account  of  a  temporary  construction, 
the  disclosures  of  those  old  joiers  is  a  story  worth  telling,  and  of  all  de- 
liberate, studied,  cold-blooded  frauds,  those  piers  are  entitled  to  the 
highest  rank,  and  should  consign  to  infamy  all  parties  concerned  in 
their  creation.     They  were  nothing  but  the  merest  veneer,  of  stones 
set  up  on  edge,  with  no  cement  detectable  internally,  and  tilled  up  with 
sand,  stones  and  rubbish,  an  occasional  barrel  head,  and  a  plentiful  sup- 
ply of  engineers  stakes,  to  "  level  up  with."    Many  of  the  coping  stones 
were    actually    cut    cross-grained,    and    no    expense    was    apparently 
spared  in    doing  everything  wrong.      Such  instances  of  cold-blooded 
criminality  almost  restore  any  waning  faith  one  may  have  in  a  hot  im- 
mortality. 
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I  do  not  propose  this  evening  to  undertake  any  general  survey  of  the 
engineering  field.  For  such  a  survey,  I  refer  you  back  to  Mr.  Chanute's 
address  of  two  years  ago.  I  shall  not  attempt  to  glean  after  him.  But 
I  shall  speak  of  several  disconnected  subjects  of  present  interest,  and 
give  some  reminiscences  showing  the  contrasts  between  the  past  and 
the  present ;  and  in  such  reminiscences  I  shall  disinter  the  buried 
memories  of  some  of  the  great  engineers  of  the  past. 

When  we  look  around  on  the  engineering  works  recently  completed, 
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or  now  in  progress  or  in  contemplation,  the  first  thing  that  strikes  us  is 
their  extraordinary  magnitude. 

Prominent  among  them  is  the  St.  Gothard  Tunnel,  passing  for  48  900 
feet,  or  more  than  nine  and  a  quarter  miles,  through  the  base  of  the 
great  Alpine  chain  which  has  hitherto  been  so  formidable  a  barrier  be- 
tween southern  and  central  Europe,  a  thousand  feet  below  the  vale  of 
Urseren  and  the  villages  of  Andermatt  and  Hospenthal,  and  6  500  feet, 
or  a  mile  and  a  quarter  below  the  eternal  snows  that  cover  the  crest  of 
the  mountain.  The  cost  was  about  $12  000  000  ;  or  nearly  $250  per  foot 
lineal.  This  tunnel  is  nearly  9  000  feet,  or  a  mile  and  two  thirds  longer 
than  the  Mt.  Cenis  tunnel,  by  far  the  longest  previously  built. 

Such  stui^endous  works  have  been  made  practically  j)ossible  by  the 
compressed  air  drill,  and  the  high  exj)losives  now  used.  In  my  active 
engineering  days,  rocks  were  drilled  for  blasting  only  by  the  power  of 
human  muscle,  either  by  one  or  two  men  churning  a  hole  in  the  rock 
with  a  heavy  rod  some  six  feet  long,  or  by  one  man  holding  and  slowly 
turning  a  short  drill,  and  another  man  driving  it  into  the  rock  with  a 
sledge  hammer.  Then  came  the  steam  rock  drill,  then  the  compressed 
air  drill.  The  compressed  air  not  only  does  the  work,  but  it  ventilates, 
and  its  sudden  expansion  cools,  the  tunnel  or  the  mine  where  it  is  used. 

The  first,  or  one  of  the  first  tunnels  in  this  country  in  which  the  rock 
was  driUed  by  compressed  air,  was  the  Nesquehoning,  by  Mr.  J.  Dutton 
Steele.  Since  then  many  have  been  made  by  the  same  means,  one  of  the 
most  memorable  of  which  is  the  Musconetcong  tunnel,  a  mile  long, 
made  under  the  direction  of  Mr.  Robert  H.  Sayre.  This  difficult  work  gave 
occasion  for  the  valuable  treatise  on  tunnels  by  Mr.  Drinker,  who  was  in 
immediate  engineering  charge  of  it.  The  Hoosac  Tunnel,  24  000  feet 
long,  after  a  long-continued  struggle,  was  comijleted  several  years  ago, 
and  is  now  in  use. 

Among  the  tunnels  now  being  constructed,  is  one  half  a  mile  long 
under  the  plateau  of  West  Point ;  and  another  4  000  feet  long  through 
•the  hard  trap  rock  of  Bergen  Ridge,  at  Weehawken  ;  both  on  the  line  of 
the  road  now  in  construction  on  the  west  shore  of  the  Hudson.  Nearly 
all  the  debris  from  the  latter  is  raised  through  shafts. 

The  project  is  now  under  serious  consideration  of  making  a  tunnel 
some  21  miles  long  under  the  straits  of  Dover.  A  few  years  ago  such  a 
project  woiald  have  received  only  a  laugh  of  incredulity. 

The  admiration  of  the  world  has  not  yet  abated  for  the  boldest  of 
arched  bridges  yet  built,  that  over  the  Mississippi  at  St.  Louis  ;  with  its 
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steel  arches  of  500  feet  si^an,  its  piers  of  heavy  masonry  sunk  to  solid 
rock  more  than  a  hundred  and  thirty  feet  below  the  high  water  surface 
of  the  river,  through  shifting  sands,  and  during  the  most  fearful  floods . 

The  Brooklyn  Bridge — 1  595  feet  or  nearly  a  third  of  a  mile  long, 
over  an  arm  of  the  sea  more  crowded  with  commerce  than  any  other  in 
America,  and  high  enough  to  allow  a  line  of  battle  ship  to  sail  under  it — 
is  drawing  to  completion,  and  will  be  (though  jjerhaps  only  for  a  few 
years,  'till  something  more  stupendous  comes),  one  of  the  wonders  of 
the  world. 

Probably  the  boldest  plan  for  a  bridge  ever  proposed,  is  that  now  in 
contemplation  over  the  Forth,  at  Edinburgh,  but  of  which  it  is  yet  pre- 
mature to  speak. 

Many  very  long  spans  and  important  bridges  are  now  in  i^rogress  in 
this  country,  such  as  the  one  over  the  Missouri  by  Mr.  Morrison,  but 
time  does  not  permit  even  a  glance  at  them. 

We  are  now  so  familiar  with  the  success  of  suspension  bridges  for 
railroads,  that  we  can  hardly  realize  the  almost  universal  disbelief  in  that 
success  before  they  were  tried.  The  late  John  A.  Roebling  told  me  be- 
fore his  bridge  was  finished,  that  Eobert  Stephenson  had  said  to  him, 
"If  your  bridge  succeeds,  mine  is  a  magnificent  blunder."  And  yet, 
unexpectedly  to  the  best  engineers  in  the  world,  the  suspension  bridge 
over  the  Niagara  answers  the  purpose  quite  as  well  as  the  tubular  bridge 
over  the  St.  Lawrence. 

The  mention  of  the  St.  Lawrence  reminds  us  of  the  great  and  inter- 
esting improvement  of  that  river  now  going  on  under  the  direction  of 
Mr.  Kennedy.  The  original  low  water  channel  between  Quebec  and 
Montreal,  had,  in  places,  a  depth  of  only  11  feet.  Now  they  are  increas- 
ing the  low  water  depth  to  25  feet,  with  a  width  of  300  feet.  The  work 
is  done  with  bucket  and  chain  dredges,  exceedingly  well  adapted  to  the 
purpose.  Some  of  the  buckets  are  armed  with  great  steel  teeth  which 
excavate  the  solid  rock  (geologically  Utica  slate,  but  compact  rather  than 
slaty  in  its  structure),  detaching  and  bringing  up  blocks  sometimes  con- 
taining several  cubic  feet. 

If  anything  of  the  kind  could  astonish  us  in  this  fast  moving  age,  it 
would  be  the  rapidity  with  which,  during  the  past  half  dozen  years,  the 
construction  of  elevated  railroads  in  New  York,  and  to  some  extent  else- 
where, has  gone  on.  It  is  of  little  use  to  find  their  aggregate  length,  for 
in  a  few  weeks  any  such  estimate  must  be  corrected.  There  may  now  be 
about  thii-ty-three  miles  of  such  roads,  all  double  track.     The  average 
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cost,  including  stations  and  equijiment,  has  been  about  $800  000  per 
mile. 

One  of  the  cases  in  which  a  new  contrivance  effects  a  great  revolution, 
is  that  of  the  elevator.  This  has  been  in  use  for  perhaps  a  quarter  of  a 
century  at  the  Continental  Hotel  in  Philadeli^hia,  and  in  a  few  other 
places,  but  is  now  coming  into  general  use,  and  is  revolutionizing  the 
mode  of  building  in  our  great  cities,  especially  in  New  York.  A  block 
of  buildings  is  not  now  extended  along  a  street  as  formerly,  but  is 
set  up  on  end,  and  the  highway  to  the  different  houses  or  parts  of  the 
block,  is  not  horizontally  along  the  sidewalk,  but  vertically  through  the 
elevator  shaft.  Sky  room  is  cheaper  than  earth  room.  It  is  said  that  a 
lot  on  the  corner  of  "Wall  and  Broad  streets  was  recently  sold  for  over 
$320  per  square  foot,  or  at  the  rate  of  $14  000  000  per  acre  !  Equal  to 
the  surface  covered  with  silver  dollars  5  deep.  These  stupendous  build- 
ings will  give  engineers  and  architects  much  to  look  after  in  the  way  of 
foundations. 

This  reminds  us  of  the  Holly  plan,  in  limited  use  elsewhere  for  several 
years,  now  going  into  extensive  use  in  the  City  of  New  York,  of  dispens- 
ing with  private  fires  for  heating,  and  private  boilers  for  generating 
steam  ;  and  furnishing  heat  and  steam  power  for  a  considerable  district 
from  one  great  central  set  of  boilers,  piled  boiler  over  boiler,  tier  on  tier, 
for  120  feet  in  height.  This  is  one  of  the  operations  most  characteristic 
of  the  present  time.  Nothing  is  to  be  done  now  by  the  individual,  but 
everything  by  some  institution,  or  corporation,  or  central  power,  or 
great  firm.  Man  has  ceased  to  be  a  unit,  and  become  only  an  atom  of  a 
mass.  With  the  disappearance  of  the  things  themselves,  the  dear  old 
phrases  "family  fireside,"  and  "domestic  hearth,"  are  rapidly  disap- 
pearing. 

Mr.  Shinn  and  the  Engineer,  Mr.  Emery,  have  kindly  given  me  some 
particulars  respecting  this  transportation  of  heat  and  power,  but  I  can  only 
refer  to  one  or  two  points.  The  first  and  most  obvious  necessity  is  to 
prevent  the  escape  of  the  heat.  This  is  done  by  enclosing  the  steam- 
carrying  pipe  in  a  small  brick  tunnel,  with  a  flat  cover  on  the  top  ;  and 
filling  the  space  around  the  pipe,  from  the  bottom  of  the  tunnel  to  the 
flat  covering  above,  with  mineral  wool,  which  is  found  to  be  an  ex- 
cellent non-conductor.  It  is  made  by  blowing  a  jet  of  steam  into  a 
stream  or  jet  of  melted  furnace  slag.  The  arch  and  covering  of  the 
tunnel  are  plastered  over  with  asjihaltum,  to  exclude  all  moisture. 
The  loss  of  heat  is   said   to   be  very  small.     One  of  the  great  difficul- 
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ties  comes  from  the  expansion  and  contraction  of  the  i^ipes,  the  range 
being  more  than  an  inch  in  a  hundred  feet.  This  is  provided  for  by 
making  the  end  of  each  section  of  about  80  or  100  feet,  terminate  in 
very  flexible  diaphragms  of  thin  copper,  the  diaphragms  being  supported 
by  stiff  iron  ribs. 

Among  the  great  enterprises  in  contempLation,  is  the  interoceanic 
canal,  or  the  interoceanic  railroad  for  large  ships.  This  is  not  the  occa- 
sion for  expressing  any  opinion  on  any  of  the  com.petiilg  projects.  I 
will  only  say  that  if  the  world  is  determined  to  have  a  sea  level  canal,  it 
makes  a  great  mistake  in  not  getting  fuller  information  about  the  San 
Bias  route. 

Many  things  that  have  been  done  by  this  generation  seemed  before- 
hand far  less  possible  than  the  successful  working  of  the  ship  railway 
proposed  by  Captain  Eads.  The  difficulties  are  certainly  very  great, 
but  we  can  see  how  they  may  be  overcome.  The  real  question  is, 
whether,  taking  into  account  the  expense  of  overcoming  those  difficul- 
ties, the  construction  and  operation  of  such  railway  will  be  more 
economical  in  the  end  than  the  construction  and  operation  of  some  one 
of  the  proposed  canals. 

The  last  year  has  been  one  of  intense  activity,  particularly  in  railroad 
construction.  A  year  or  two  ago  money  was  so  abundant,  and,  there- 
fore, interest  so  low,  and  so  many  capitalists,  great  and  small,  were 
tired  of  letting  their  money  lie  idle,  that  new  enterprises  of  many  kinds 
were  started,  especially  new  railroads,  and  enlargements  of  capacity 
of  those  already  in  use.  As  the  money  market  has  apiiroached  its 
normal  condition,  some  of  the  new  projects  have  been  dropped. 

It  is  insti'uctive  to  look  back  and  trace  the  connection  between  the 
progress  of  railroads  and  the  financial  condition  of  the  country. 

From  the  year  1787  there  has  been  a  financial  catastrophe,  or  at  least 
dej^ression,  in  our  country  regularly  every  ten  years  down  to  the  year 
1857.  The  cause  of  this  seems  to  be  rather  psychological  than  anything 
else.  It  seems  to  have  taken  the  American  business  mind  just  ten 
years  to  pass  through  the  various  stages  and  degrees  of  panic  after  the 
financial  crash,  through  extreme  cautiousness,  great  cautiousness,  mod- 
erate cautiousness,  moderate  confidence,  great  confidence,  extreme  con- 
fidence, recklessness,  and  then  another  crash. 

These  decennial  depi'essions  were  modified  by  circumstances.  That 
of  1817  was  intensified  by  the  effects  of  the  war  of  1812  and  by  the 
failure  of  the  crops  of  1816.     That  of  1837  was  moderated  by  the  efforts 
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of  the  United  States  Bank,  and  part  of  its  effects  postponed  until  the 
final  failure  of  the  bank  a  few  years  later,  which  produced  the  inter- 
calary depression  of  1842.  The  effects  of  the  crash  of  1847  were  mod- 
erated within  two  or  three  years  by  the  discovery  of  the  gold  in  California.  * 
The  crash  of  1857  was  intensified  by  the  previous  inflation  from  the 
gold  excitement,  the  rapid  railroad  construction  in  the  West  stimulated 
by  the  land  grants,  and  its  effect  continued  longer  than  usual  on 
account,  first,  of  the  apprehension,  and  then  the  reality  of  civil  war. 

The  effects  of  a  financial  crash  do  not  appear  in  the  statistics  of  rail- 
road construction  till  a  year  or  two  after  it  takes  place,  for  if  a  road  is 
well  advanced  towards  completion,  it  will  probably  soon  be  finished, 
even  during  a  i:)anic.     This  is  shown  in  the  statement  following. 

In  consequence  of  the  financial  troubles  of  1841-2  the  mileage  of 
new  railroads  opened  in  1843  and  1844  fell  off  71  per  cent,  below  that 
of  the  two  preceding  years.  Before  the  panic  of  1847  had  time  to 
reduce  the  increase  of  mileage  its  effects  were  more  than  counterbalanced 
by  the  discovery  of  gold  in  California  and  by  the  land  grants.  After 
the  great  crash  of  1857  the  new  mileage  in  1859  and  1860  fell  off  57  per 
cent,  below  the  average  of  the  three  preceding  years. 

During  the  four  years  of  the  war  the  new  mileage  was  64  per  cent, 
less  than  that  of  the  four  preceding  or  of  the  four  succeeding  years. 

Notwithstanding  the  excitement  and  inflation  after  the  close  of  the 
war,  the  periodicity  of  the -financial  intermittant  was  broken,  and  no 
crash  occurred  in  1867.  The  causes  are  too  recent  and  too  well  known 
to  require  mention.  Besides  the  influx  of  money  from  the  sale  of  our 
government  bonds  abroad,  the  ocean  telegraph  hastened  the  equaliza- 
tion of  interest  on  both  sides  of  the  Atlantic,  and  the  flow  of  money  to 
the  points  where  it  was  wanted.  A  few  years  ago  the  normal  rate  of 
interest  in  the  West  was  50  per  cent,  higher  than  in  the  East.  Now 
there  is  but  little  difference.     The  depression  was  postponed  till  1873. 

From  the  close  of  1867  till  the  close  of  1874,  when  the  effects  of  the 
panic  of  1873  became  visible  in  the  statistics  of  railroad  extension, 
more  than  4  400  miles  of  railroad  per  annum  were  opened,  twice  as 
much  as  the  yearly  average  of  any  similar  period  had  been  before. 
For  the  next  three  years  (1875,  '6  and  '7)  the  annual  increase  fell  off 
69  per  cent,  below  the  average  of  the  preceding  seven  years. 

*  That  discovery  was  first  made  in  diggiug  the  foundation  or  the  tail  race  of  Sutor's  Mill, 
by  James  W.  Marshall,  who  fifteen  years  before  had  been  a  boss  on  work  going  on  under 
my  direction,  and  whose  three  sisters  are  still  neighbors  of  mine. 
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The  troubles  that  followed  the  panic  of  1873  were  entirely  different 
from  those  that  followed  any  of  the  decennial  or  other  panics  previous 
to  that  time.  They  were  financial ;  this  was  commercial.  In  all  the 
earlier  cases  the  difficulty  was  want  of  money,  in  this  last  case  there 
was,  or  soon  came  to  be,  a  plethora  of  money.  Those  were  convulsions, 
this  was  stagnation.  There  were  more  means  of  prodiiction  and  of 
transportation  than  there  was  demand  for.  If  wealth  consists  of  such 
means,  then  the  community  were  suffering  from  excess  of  wealth. 

The  railroads  opened  in  the  United  States  January  1,  1880,  aggregate 
86  500  miles  in  length,  being  40  per  cent,  of  all  the  railaoad  mileage- 
of  the  world.  Last  year  we  had  93  600  miles,  and  this  year  we  have 
just  about  100  000  miles.  But  mere  length  is  a  very  inadequate  measure 
of  their  magnitude.  The  terminal  mile  of  some  roads  has  probably 
cost  as  much  as  five  hundred  miles  of  some  other  roads.  At  one  time, 
and  possibly  now,  the  cost  per  ton  taken,  on  the  first  two  miles  of  the 
road  from  New  York  to  Pittsburg,  was  more  than  the  cost  of  carrying  that 
ton  over  the  next  two  hundred  miles.  The  increase  in  aggregate  mag- 
nitude of  all  the  roads  may  be  almost  as  much  in  the  enlargement  with- 
out increase  in  length  of  the  old,  as  in  the  extension  of  the  new.  We 
hear  in  more  than  one  case  of  thirty  miles  of  additional  terminal  tracks 
being  laid  at  one  point. 

The  diminished  plethora  of  money,  and  the  greater  caution  now 
apparent,  will,  it  is  to  be  hoped,  moderate  the  increase  of  the  means  of 
production  and  transportation  beyond  the  demands  of  consumption,  sO' 
as  to  prevent  another  stagnation. 

The  investment  in  railroad  property  in  the  United  States  is  set  down 
at  about  5  000  millions,  perhaps  about  one-eighth  of  the  value  of  all 
the  property  of  the  country,  real  and  personal. 

When  we  speak  of  the  extraordinary  magnitude  of  the  engineering 
works  of  the  present  day,  we  do  not  forget  the  pyramids,  temples,  and 
fortifications  of  Egypt  and  Chaldea.  Some  of  them  exceeded  in  magni- 
tude anything  that  has  been  made  since.  What  makes  it  more  strange 
is,  that  the  force  that  produced  them  was  almost  entirely  human 
muscle,  while  now  the  work  is  done  largely  by  steam  directed  by  human 
brain.  Two  contrasts  strike  us  as  we  look  at  the  ancient  and  modern  : 
the  one  was  executed  by  slaves  and  conscripts,  with  little  or  no  compen- 
sation ;  the  other  by  free  men,  glad  to  work  for  the  compensation 
offered.  The  old  was  for  the  glorification  of  the  few  ;  the  modern  for 
the  use  of  the  many. 
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The  stagnation  that  followed  the  breakdown  of  1873,  and  the  conse- 
quent low  rates  of  transportation,  compelled  the  managers  of  raih-oads 
to  reduce  the  cost  to  a  point  previously  thought  unattainable,  by 
increasing  the  power  of  the  engines  and  the  weight  of  the  trains,  by 
more  convenient  arrangements,  by  more  service  of  the  machinery,  by 
cheaper  construction  and  repairs,  by  better  machinery  and  organizations 
of  labor,  and  many  improved  appliances  for  handling,  and  by  the  stop- 
page of  leaks  generally. 

American  engineers  and  managers  have  often  shown  that  poverty  is 
the  mother  of  invention.  For  example,  they  used  cross  ties  as  a  tem- 
porary substitute  because  too  poor  to  buy  stone  blocks,  and  so  made 
good  roads  because  they  were  not  rich  enough  to  make  bad  ones. 
American  engineers  are,  or  at  any  rate,  were  trained  on  short  allow- 
ance of  mDney.  As  that  is  the  best  engineering  which  accomplishes  the 
purpose  at  the  least  cost  in  the  long  run,  American  engineering  ought 
to  be  of  the  best. 

It  is  doubtless  the  fertility  of  resource  coming  from  the  necessity  of 
eflecting  much  with  little  means,  which  has  created  a  demand  for  Amer- 
ican engineers  in  other  parts  of  the  world.  A  few  years  ago  the 
Government  of  British  India  sent  for  an  American  engineer,  and  the 
first  thing  they  asked  him  to  do  was  to  report  on  their  railroads  from 
the  American  point  of  view%  Qur  lamented  past  i^resident,  W.  Milnor 
Roberts,  was  employed  by  the  Government  of  Brazil,  as  I  judge  from 
what  haj^pened  after  he  went  there,  to  train  their  engineers,  educated 
in  European  schools,  in  American  modes  and  ideas. 

Among  the  greatest  of  the  projects  of  the  present  day  is  the  improve- 
ment of  the  Mississippi  River. 

Towards  it  the  eyes  of  our  profession  and  of  the  whole  country  have 
of  late  been  anxiously  turned.  It  has  overflowed  an  extent  of  territory 
of  more  than  20  000  square  miles,  and  destroyed  millions  on  millions  of 
property  and  hundreds  on  hundreds  of  lives.  One  of  the  most  impor- 
tant engineering  problems  of  the  age  is  how  to  restrain  its  ravages,  as 
well  as  to  improve  its  navigation. 

In  order  better  to  understand  what  the  Mississippi  River  Commission 
is  doing  for  these  purjjoses,  let  us  glance  at  a  few  of  the  principles 
which,  or  some  of  which,  doubtless  control  the  action  of  that  commis- 
sion. Those  princijsles  are  very  simple,  though  their  application  is  often 
very  difficult. 

The  quantity  of  solid  matter  of  greater  specific  gravity  than  water 
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that  a  running  stream  is  capable  of  carrying  in  suspension,  other  things 
remaining  equal,  increases  with  the  increase,  and  decreases  with  the  de- 
crease, of  the  velocity  of  the  stream.  Like  most  cardinal  princii)les,  this 
is  so  simple  and  obvious  that  it  seems  ridiculous  to  state  it. 

It  follows,  from  this,  that  when  a  stream  is  loaded  with  such  matter 
up  to  its  carrying  capacity,  then,  other  things  remaining  the  same,  if  the 
velocity  is  decreased,  it  will  drop  part  of  its  load,  and  if  the  velocity  is 
increased,  it  will,  if  suitable  material  is  in  contact  with  the  current,  take 
on  more  load, 

Mathematicians  have  calculated  that  the  difference  in  velocity  be- 
tween parallel  films  of  moving  water  keep  the  particles  of  solid  matter 
afloat ;  but,  as  is  obvious  to  the  eye,  and  as  Mr.  Francis  has  proved, 
running  water  does  not  move  in  parallel  films,  and  it  is  also  obvious  to 
the  eye  that  the  suspended  matter  commonly  moves  more  or  less  up  and 
down.  The  real  motion  is  a  compound  of  parallel  and  ricochet  move- 
ments, combined  in  all  sorts  of  ways  and  proportions,  the  boiling  and 
plunging  movements  increasing  with  the  velocity,  the  unevenness  of  the 
bottom  and  sides  of  the  channel,  and  the  presence  of  foreign  objects 
and  aquatic  vegetation,  and  being  greater  in  proportion  to  the  whole  vol- 
ume of  the  water  when  that  is  shallow.  It  is  largely  this  boiling  move- 
ment which  raises  the  solid  matter  and  keeps  it  afloat.  "With  the  same 
velocity,  the  gi'eater  it  is,  the  greater  the  capacity  of  the  stream  to  carry 
such  matter.  Some  of  the  causes,  however,  which  produce  the  boiling 
motion  may  diminish  the  velocity,  and  so,  on  the  whole,  diminish  the 
transporting  capacity. 

This  is  one  reason  why  the  exact  relation  between  velocity  and  trans- 
porting capacity  is  so  difficult  to  determine. 

The  same  current  will  raise  and  carry  a  greater  weight  of  small  than 
of  larger  particles  of  the  same  form  and  material ;  for  the  impact  of  the 
current  against  the  particle,  tending  to  move  it,  is  as  its  surface,  that  is, 
as  the  square  of  its  linear  dimensions,  while  the  weight  and  consequent  re- 
sistance to  motion  is  as  the  cube  of  the  same  dimensions.  Flat  particles 
are  carried  more  easily  than  round  or  cubical,  for  they  have  more  surface 
in  proportion  to  weight.  Of  course  a  particle  of  greater  specific  gravity, 
as  of  trap  rock,  is  harder  to  move  than  one  of  the  same  form  and  size  of 
less  specific  gravity,  ag  anthracite.  It  takes  eight  times  the  force  to  raise 
a  particle  of  specific  gravity  3,  in  water,  that  it  does  to  raise  one  of  the 
same  size  of  specific  gravity  1|^.  This  shows  why,  in  many  cases,  a 
higher  velocity  carries  no  more  weight  of  solid  matter  per  cubic  foot  of 
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water  than  a  lower  ;  the  higher  velocity  and  greater  boil  take  up  larger 
and  heavier  particles  than  the  lower,  and  a  much  larger  amount  of 
transporting  capacity  is  used  up  in  carrying  them  than  in  carrying  an 
equal  weight  of  finer  and  lighter  particles. 

This  is  another  reason  why  the  exact  relation  between  velocity  and 
transporting  caijacity  has  not  been  ascertained  ;  the  sizes  and  specific 
gravity  of  the  particles  transported  are  not  known,  and  therefore  their 
effect  on  total  quantity  transported  is  not  known. 

This  relation  might  perhaps  be  found  by  some  such  experiments  as 
the  following  :  1st.  Grind  some  suitable  kind  of  stone  of  uniform  substance 
to  fine  powder  ;  then,  by  sifting,  separate  the  particles  of  the  powder 
or  diist  into  lots  according  to  size,  each  of  uniform  fineness  ;  then  see 
how  much  weight  of  each  of  these  sizes  per  cubic  foot  of  water  can  be 
carried  in  suspension  at  the  same  velocity.  2d.  Make  the  same  experi- 
ment with  stone  of  different  specific  gravity,  sorting  it  into  lots  of  the 
same  sizes,  the  water  being  kept  at  the  same  velocity.  3d.  Try  the  same 
things  with  different  velocities.  The  facilties  for  doing  all  this  can 
probably  be  found  at  some  cement  mill. 

The  specific  gravity  of  the  bank  furnishing  the  silt,  or  of  the  bar 
formed  by  it,  or  of  the  sediment  deposited  from  the  water,  gives  no 
information  of  the  size  of  the  particles,  and  little  of  their  specific  grav- 
ity. Hence  the  transporting  power  with  the  same  velocity  appears  so 
different  in  different  observations.  Total  weight  gives  only  partial  infor- 
mation. 

I  should  expect  that  the  transporting  power  would  be  as  the  square 
of  the  velocity.  I  have  washed  out  bars  of  heavy  sand  by  temporarily 
confining  the  current  over  them,  and  its  power  of  removing  the  sand 
seemed  to  be  about  as  the  difference  in  level  of  the  water  above  and 
below,  that  is,  as  the  square  of  the  velocity  created  by  that  difference. 

Though  the  weight  of  solid  matter  per  cubic  foot  of  water  carried 
near  the  bottom  is  often  but  little  more  than  near  the  surface,  it  is  com- 
monly much  coarser,  and  therefore  uses  up  much  more  transporting  ca- 
pacity. The  velocity  near  the  bottom  is  also  less.  From  each  of  these 
circumstances,  especially  from  both  together,  it  follows  that  the  trans- 
porting capacity  is  much  greater  near  the  bottom,  where  the  boiling  mo- 
tion is  greatest,  and  where  the  diffei'ence  in  the  velocity  of  the  films  of 
water  is  the  greatest,  than  near  the  surface. 

It  is  sometimes  said  that  the  transporting  capacity  with  any  given 
velocity  is  inversely  as  the  depth.    This  cannot  be  so,  for  it  would  lead  to 
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the  absurd  conclusion  that,  with  the  same  velocity,  a  stream  a  foot  deep 
is  capable  of  carrying  as  much  silt  in  the  aggregate  as  a  stream  a  hundred 
feet  deep. 

If  a  stream  runs  over  a  soft  uniform  bed  for  a  sufficient  length  of 
time,  it  will  become  charged  with  the  maximum  quantity  of  solid  matter 
due  to  its  velocity,  its  depth,  its  boil,  and  to  the  size,  shape  and  specific 
gravity  of  the  particles  taken  up  by  its  current.  If  there  is  not  suitable 
material  within  reach  of  its  current,  it  will  carry  less  than  its  maximum. 
As  before  pointed  out,  aggregate  weight  of  silt  alone  is  a  very  imperfect 
measure  of  transporting  capacity.  The  maximum  load  with  the  same 
velocity  may  perhaps  be  two  or  three  times  as  great  with  one  material  as 
with  another. 

If  a  stream  carrying  its  maximum  quantity  of  silt  widens  as  you  go 
down  stream,  so  that,  when  the  water  is  high,  its  section  becomes 
greater  than  that  of  the  stream  above,  the  velocity  decreases  there,  and  a 
deposit  takes  place.  The  coarsest  particles  will  drop  first,  and  thus  the 
bar  formed  is  likely  to  be  hard.  When  the  water  subsides,  so  that  the 
area  over  the  bar  becomes  less  than  that  of  the  deeper  water  up-stream, 
the  declivity  of  the  surface  must  be  increased  in  order  to  get  the  in- 
creased velocity  necessary  to  pass  the  water  through  the  smaller  area, 
and  that  raises  the  surface  above  the  bar,  deadens  the  current  up-stream, 
and  causes  a  deposit  to  take  place  in  the  deeper  water  above.  Thus  the 
tendency  of  expansions  of  a  stream  beyond  its  normal  width  is  to  raise  its 
bottom  not  only  there,  but  everywhere,  and  consequently  to  increase  the 
height  of  its  floods. 

If,  on  the  other  hand,  a  wider  place  is  contracted  to  the  normal 
width  of  the  stream,  the  velocity  will  be  increased  so  as  to  cut  out  the 
bar,  if  the  material  of  which  it  is  composed  is  not  too  hard.  By  making 
the  channel  of  uniform  width,  and  keeping  it  regular  and  even,  the  bed, 
if  soft,  will  be  lowered,  and  the  height  of  floods  diminished.  With  a 
given  discharge,  the  greater  the  depth,  the  less  is  the  fall  required  ;  or, 
with  the  same  fall,  a  less  area.  A  memorable  example  of  the  deepening 
effect  of  the  contraction  of  a  stream  to  the  regular  width  is  by  the  South 
Pass  Jetties. 

The  tendency  of  the  greater  velocity  to  take  up  and  carry  off  solid 
material  is  illustrated  at  bends  of  rivers.  The  swiftest  water  is  near  the 
concave  shore,  that  side  of  the  channel  is  in  consequence  deepened  and 
the  more  rapid  current  eats  into  that  shore.     The  current  on  the  convex 
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side  is  slackened  and  a  deposit  takes  place.  Hence  a  crooked  stream 
has  a  constant  tendency  to  become  more  crooked. 

It  has  always  been  a  wonder  why  an  eddy  current  was  more  erosive 
than  a  direct  current.  My  theory  is,  that  when  the  water  turns  from  its 
direct  course  and  curves  round  toward  the  shore,  the  centrifugal  force 
separates  and  throws  oflf  a  part  of  the  coarser  "particles  held  in  suspen- 
sion (just  as  in  old  times  when  a  farmer  threw  a  shovel  full  of  mixed 
wheat  and  chafif,  the  heavier  wheat  went  beyond  the  chaff),  and  thus  the 
current  being  now  deprived  of  part  of  its  load,  its  power  of  erosion  is 
partially  restored,  and  it  cuts  the  bank  rapidly. 

The  Mississippi  Eiver  approximates  the  conditions  of  such  a  stream 
as  I  have  described. 

The  first  thing  done  to  improve  it,  is,  to  make  its  channel  as  uniform 
as  possible  by  contracting  its  wide  expanses.  This  is  done  by  placing  a 
continuous  line  of  brush  matresses  or  screens  along  each  boupdary  of 
the  modified  channel,  the  edge  of  the  mattress  next  the  chanuel  being 
sunk  to  the  bottom  with  stone,  the  edge  farthest  from  the  channel  being 
buoyed  up  to  the  surface  of  the  water.  The  silt-bearing  water  filters 
slowly  through  the  mattress,  and  the  current  being  deadened,  drops  its 
sediment  and  soon  forms  a  bank  under  and  behind  the  mattress.  This 
new  bank  is  protected  from  erosion  by  the  inclined  face  of  the  mattress. 
In  floods,  the  current  goes  over  the  mattresses  into  the  bays  outside, 
where  the  velocity  being  slackened  the  silt  is  deposited,  the  bays  are 
gradually  filled  up,  and  dry  land  ultimately  forms  between  the  line  of 
the  mattresses  and  the  original  shore.  Confining  the  current  increases 
the  velocity  and  deepens  the  channel  between  the  lines  of  the  mattresses, 
a  uniform  channel  is  established,  the  bed  of  the  stream  is  lowered,  the 
water  being  deeper  less  declivity  of  surface  is  required,  the  water  sur- 
face is  lowered,  and  the  overflow  in  floods  moderated. 

When  running  water  washes  the  foot  of  a  vertical  bank,  suppose  for 
example  60  feet  high,  and  washes  out  a  narrow  groove  along  its  face, 
suppose  a  foot  deep,  and  then  the  overhanging  mass  falls  so  as  to  leave 
the  bank  still  vertical,  the  quantity  that  falls  into  the  stream  is  60  cubic 
feet  per  foot  lineal  of  the  stream.  The  finer  part  of  this  will  be  cai'ried 
down  stream,  the  coarser  will  probably  gradually  work  down  to  the  bot- 
tom and  raise  the  bed.  Thus  the  capacity  of  the  river  will  be  diminished 
and  the  height  of  the  surface  and  of  the  floods  increased.  But  if  the 
water  of  the  same  stream  washes  a  foot  horizontally  into  a  bank  sloped 
one  to  one,  and  the  overhanging  weight  falls  so  as  to  leave  the  back  of 
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the  step  thus  made  vertical,  the  quantity  thus  thrown  into  the  stream 
will  be  only  half  a  cubic  foot  per  foot  lineal. 

Hence  the  absolute  necessity  of  sloping  the  banks  of  the  Mis- 
sissippi where  they  are  steep  and  unprotected.  The  commission  are 
forming  this  slope  by  the  use  of  the  water  jet,  and  protecting  it  until 
the  rootlets  and  willows  cover  and  protect  it,  by  a  slight  covering  of 
brush. 

The  great  forces  of  nature,  though  they  cannot  be  resisted,  may  often 
be  guided  and  controlled  by  means  that  seem  the  feeblest.  The  ma- 
gician of  science  is  to  control  the  mighty  Mississippi  with  the  willow 
■wand. 

If  a  stream  of  uniform  section,  bearing  its  maximum  load  of  silt,  and 
confined  within  its  banks,  is  furnished  with  an  additional  channel,  then 
though  each  channel  may  take  its  proportion  of  the  silt  brought  down 
from  above,  the  reduction  of  velocity  consequent  on  the  increased  aggre- 
gate sectional  area,  will  cause  a  deposit  to  take  place  below  the  bifur- 
cation, the  bed  of  the  original  channel  will  be  raised  and  its  capacity 
diminished.     Hence  a  bar  is  likely  to  form  below  an  extensive  crevasse. 

But  if  a  stream  overflow  its  banks,  then  the  water  that  would  other- 
wise run  overland  may  be  carried  oif  by  additional  outlets,  so  that  they 
do  not  lessen  the  velocity  of  the  main  stream,  below  the  point  of 
diversion. 

The  principles  that  govern  such  cases  are  mostly  plain  enough,  but 
owing  to  many  disturbing  circumstances,  their  application  is  often  very 
difficult.  A  thousand  cases  may  arise  where  opposing  tendencies  ope- 
rate, each  tendency  with  imperfectly  known  force,  about  which  no  man 
can  form  an  intelligent  opinion  without  an  intimate  knowledge  and 
careful  study  of  the  circumstances,  and  careful  weighing  of  the  force  of 
the  opposing  tendencies. 

I  have  stated  those  principles  and  their  application  not  because 
hydraulic  engineers  will  find  anything  new  in  the  statement,  but  to 
bring  them  to  the  attention  of  such  dry  land  engineers  as  may  not 
already  have  considered  them. 

I  think  no  apology  necessary  for  dwelling  so  long  on  this  subject,  for 
there  is  no  other  so  opportune,  no  other  more  important. 

To  this  generation  it  seems  almost  ridiculous  to  mention  turnpikes  as 
ever  having  been  of  any  interest.  And  yet  the  City  of  Philadelphia 
retained  for  a  time  its  commercial  ascendency  by  them,  especially  by  the 
great  Lancaster  turnpike.     If  I  rightly  remember  the  language  of  the 
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geography  I  studied  when  a  boy,  ib  somewhat  exultingly  described  this 
turnpike  as  "seventy-two  miles  long,  four  rods  wide,  and  covered,  wide 
enough  for  two  wagons  to  pass,  with  eighteen  inches  of  pounded  stone." 
It  was  over  this  highway  that  the  wealth  of  the  interior  i^oured  into  the 
commercial  metropolis  of  America,  in  Conestoga  wagons. 

The  National  roads  from  Washington  and  Baltimore  into  Ohio,  made 
by  the  Federal  Government  are  famous  for  their  share  in  settling  some 
of  the  important  constitutional  questions  of  our  government.  One 
great  party  disputed  the  power  of  Congress  to  use  the  nation's  money 
for  any  such  purpose.  The  contest  was  long  and  fierce,  but  Congress, 
with  much  misgiving,  made  the  approi^riations.  When  a  few  years  ago 
they  appropriated  ^15,000  for  the  improvement  of  the  Kiskiminitas, 
they  must  have  got  bravely  over  such  misgiving. 

Though  canal  engineering  is  a  thing  of  the  j)ast,  its  history  is  in- 
structive. In  England  it  commenced  120  years  ago,  the  first  engineer 
being  James  Brindley,  a  millwright.  He  seems  to  have  known  little  of 
what  had  been  done  before,  and  his  plans  were  evidently  original.  When 
he  projDOsed  to  build  an  aqueduct  across  the  Irweli  for  the  Duke  of 
Bridge  water's  canal,  his  critics  said  they  had  often  heard  of  castles  in 
the  air,  but  they  never  heard  before  where  they  were  to  be  j)ut. 
Brindley  built  several  canals,  on  one  of  which  was  a  tunnel  a  mile  and  a 
third  in  length.  He  was  succeeded  in  canal  making  by  such  men  as 
Telford  and  Smeaton  and  Eennie.  Though  uneducated,  he  gained  the 
admiration  of  scientific  as  well  as  practical  men.  When  he  wished  to 
study  a  subject  thoroughly,  he  "laid  in  bed  to  contrive,"  as  he  ex- 
pressed it.  The  secret  of  his  success,  therefore,  evidently  lay  in  concen- 
tration of  attention  on  the  subject  in  hand,  and  he  kej^t  out  of  the  way 
of  anything  that  could  distract  his  attention. 

The  era  of  canal  building  in  England  was  rather  less  than  seventy 
years  ;  between  1760  and  1830. 

During  the  last  decade  of  the  last  century,  several  efforts  were  made 
to.  connect  the  detached  navigable  reaches  of  some  of  the  rivers  in  this 
country,  by  means  of  short  canals  and  locks.  One  of  those  was  under- 
taken at  Richmond  under  the  inspiration  of  General  Washington. 
Another  was  at  Philadelphia,  around  the  Falls  of  the  Schuylkill.  But 
the  one  of  special  interest  in  the  history  of  engineering,  was  at  Little 
Falls  on  the  Mohawk. 

The  great  thoroughfare  between  the  City  of  New  York  and  the  West 
and    Northwest    was    up   the   Hudson  and  through  the  valley  of  the 
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Mohawk.  The  transportation  through  that  valley  was  partly  by  three, 
five,  or  seven-horse  teams  over  the  Genesee  Turnpike,*  and  i^artly  by 
boats  on  the  river.  Those  boats  were  like  what  on  the  Delaware  we  used 
to  call  Durham  boats,  which  were  8  feet  wide  and  60  feet  long,  drawing, 
when  loaded,  a  foot  or  two,  and  carrying  from  10  to  20  tons.  They  were 
pushed  up  stream  by  two  or  four  men  with  setting  poles  held  against 
the  shoulder,  and  kept  in  their  course  by  the  captain  with  a  long  steer- 
ing oar. 

At  Little  Falls  the  descent  of  the  river  is  over  forty  feet,  and,  of 
course,  the  boats  could  not  pass,  but  their  cargo  was  carried  by  the 
l^ortage  of  two  miles,  to  other  boats  above  or  below.  To  avoid  this  the 
canal  and  locks  were  built.  They  were  finished  in  1794.  Jedediah  Morse 
(father  of  S.  F.  B.  Morse,  of  telegraphic  fame)  published  his  great 
standard  American  Gazetteer  a  few  years  later,  and  in  it  he  quotes  the 
following  expression  of  the  public  sentiment  of  the  time  :  "The  opening 
of  this  navigation  is  a  vast  acquisition  to  the  commerce  of  this  State." 
It  was  conjectured  that  these  locks  (which  a  man  could  almost  jum^j 
across),  and  similar  "  great  works  "  west  of  them,  might  soon  make  the 
little  town  of  Albany  the  capital  of  a  great  empire. 

The  Mohawk  continued  to  be  the  principal  artery  of  commerce  from 
New  York  to  the  interior,  until  the  opening  of  the  Erie  Canal  in  1825, 

Mr.  Weston,  "that  haughty  British  engineer,"  as  an  old  gazetteer 
calls  him,  was  brought  over  from  England  to  build  the  locks  at  Little 
Falls  and  elsewhere.  One  of  his  assistants  was  a  land  surveyor  of  Rome, 
New  York,  named  Benjamin  Wright,  or  Judge  Wright,  as  he  was  called. 
When,  years  afterwards,  it  was  decided  to  build  the  Erie  Canal,  Judge 
Wright,  though  having  only  the  slender  experience  he  had  acquired  un- 
der Weston,  was  appointed  chief  engineer.  The  skill  and  good  judg- 
ment which  was  shown  by  this  father  of  American  engineering,  the  few 
errors  into  which  he  and  his  still  more  inexperienced  assistants  fell,  the 
great  effects  produced  by  them  with  the  means  at  their  command,  and 
the  adaptation  of  their  works  to  the  circumstances  of  the  time,  are  abso- 
lutely wonderful. 

One  of  Judge  Wright's  principal  assistants  was  Canvass  White.  His 
skill  early  brought  him  into  notice,  and  he  was  sent  by  the  State  of  New 
York  to  England  to  learn  what  he  could,  especially  about  hydrauUc 


*  The  migration  to  the  West  (which  then  meant  the  Genesee  country)  was  over  this  turn- 
pike in  horse  or  ox  teams  ;  the  patriarch  of  the  family  and  his  wife  having  on  their  shoulders 
the  same  black  and  white  coverlet,  and  the  big  brass  kettle  full  of  dishes  hanging  under  the 
hinder  axletree  of  the  wagon.  Some  of  fheir  grandchildren  now  sit  in  the  high  places  of  the 
nation. 
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cement.  Despairing  of  getting  it  at  any  reasonable  price,  and  of  making 
it  stand  the  voyage,  then  from  four  to  ten  weeks,  he  set  himself  on  his 
return  to  finding  or  making  a  substitute  for  European  cement. 

Led  partially  by  the  geological  position  of  the  hydraulic  limes  in 
England,  and  partly  by  what  was  known  of  their  composition,  he  ex- 
plored and  tested  certain  rocks  of  Western  New  York,  and  made  the  first 
discovery  of  hydraulic  cement  in  America.  The  State  of  New  York 
gave  him  ten  thousand  dollars  for  his  discovery.  Subsequently  he  dis- 
covered or  recognized  cement  rock  in  Pennsylvania  in  the  way  till  then 
unknown,  but  now  so  familiar,  by  the  contact  of  limestone  and  slate. 

And  yet  how  soon  those  men,  once  so  widely  known,  are  forgotten. 
An  eminent  and  excellent  engineer,  who  had  paid  especial  attention  to 
cement,  lately  told  me  he  never  heard  of  Canvass  "White. 

One  of  Judge  Wright's  assistants,  but  much  younger  than  Canvass 
White,  was  John  B.  Jervis,  whose  name  to-day  is  one  of  the  most  hon- 
ored on  the  rolls  of  this  society. 

Many  of  the  distinctive  characteristics  of  American  engineering 
originated  with  those  Erie  canal  engineers.  We  practice  their  methods 
to-day,  though  most  of  their  very  names  are  forgotten.  As  a  class,  they 
wrote  little.  There  were  then  no  engineering  papers  prepared,  and  no 
engineering  societies  to  perpetuate  them,  if  they  had  been  prepared. 
They  were  not  scientific  men,  but  knew  by  intuition  what  other  men 
knew  by  calculation.  Judge  Wright's  counsel  was  "  as  if  a  man  had  in- 
quired at  the  oracle  of  God."  What  science  they  had,  they  knew  well 
how  to  apply  to  the  best  advantage.  Few  men  have  ever  accomplished 
so  much  with  so  little  means. 

The  mention  of  cement  reminds  us  of  quite  a  new  use  of  it,  lately, 
lander  the  direction  of  Mr.  Chanute.  The  Erie  road  crosses  the  Genesee 
river  by  a  high  viaduct  just  above  a  fall.  The  bed  of  the  river  was  wear- 
ing away,  and  would  soon  destroy  the  viaduct.  An  artificial  bottom  of 
cement  has  stopped  the  wear. 

The  Erie  canal  was  opened  in  1825.  Gov.  Clinton  passed  through  in 
a  boat  on  one  corner  of  the  deck  of  which  stood  a  cask  of  water  from 
Lake  Erie,  on  another  corner  a  cask  of  water  of  the  Hudson.  Gov. 
Clinton  limped  from  the  boat  to  the  public  halls,  and  speeches  were  made 
by  and  to  him  ;  and  it  was  a  great  glorification.  The  result  justified 
the  public  expectation .    It  built  up  the  City  of  New  York,   and  settled 
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the   question   of  commercial  supremacy  between  that  city  and  Phila- 
delphia. * 

The  success  of  the  Erie  canal  soon  brought  about  the  construction  of 
many  others.  They  were  thought  to  afford  the  most  economical  means 
of  transportation,  and  railroads  were  made,  not  to  cai'ry  goods  to  the 
final  destination,  but  to  a  canal  or  other  navigation.  After  the  success 
of  the  Liverpool  and  Manchester  Eailway  in  1830,  this  opinion  was 
seriously  shaken,  and  in  a  short  time  canal  construction  mostly  ceased. 
Its  era  in  this  country  was  scarcely  a  quarter  of  a  century,  between  1817 
and  1835. 

Canals  to  be  successful  now  must  be  capable  of  passing  vessels  of 
large  capacity,  must  not  have  too  much  lockage,  and  the  locks  must  be 
worked  by  steam  or  water  power  ;  the  boats  must  be  moved  by  steam, 
either  on  board,  when  the  vessels  are  large  enough,  or,  when  the  vessels 
are  smaller,  by  locomotive  on  the  bank,  or  by  cable  at  the  bottom,  and 
then  the  locks  must  be  large  enough  to  hold  the  fleet  taken  by  one  loco- 
motive or  cable  tower ;  there  must  be  jDlenty  of  water,  and  the  canal 
must  connect  harbors  or  navigable  waters. 

I  tried  towing  by  locomotive  on  the  canal  bank  more  than  forty 
years  ago.  There  is,  of  course,  no  difficulty  in  one  engine  towing  sev- 
eral boats,  but  if  the  locks  are  not  largs  enough  to  pass  the  whole  fleet 
at  once,  the  delay  of  all  the  fleet  till  each  boat  is  passed  separately,  coun- 
terbalances the  economy  of  steam  instead  of  horse  power.  The  speed 
even  for  light  boats  cannot  be  increased  to  more  than  five  or  six  miles 
per  hour  on  account  of  the  wave. 

Cable  towing,  notwithstanding  the  reported  failure  on  the  Erie 
canal,  can,  with  proper  boats  and  apparatus,  and  with  experienced  men, 
be  easily  jaerformed  on  the  crookedest  canal  in  America,  as  it  is  now 
done  in  Belgium. 

Canal  engineering  does  not  avail  itself  of  the  engineering  resources 
of  the  age.  Little  imi^rovement  is  made  in  it  :  mainly,  I  supi^ose,  be- 
cause it  is  not  considered  worth  improving. 

The  most  remarkable  early  river  improvement  in  this  country  was 
that  of  the  Lehigh. 

About  the  year  1817,  Josiah  "White  and  Erskine  Hazard  commenced 
the  improvement  of  this  river,  and  made  other  preparations  to  inaugu- 
rate the  anthracite  coal  trade.     In  1820  they  sent  to  market  365  tons. 


*A.n  old  pilot  once  told  me  that  in  his  younger  days  there  were  three  or  four  ships  out  of 
Philadelphia  to  one  out  of  New  York. 
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which  was  the  beginning  of  the  regular  anthracite  coal  trade  of  America. 
Now  the  annual  amount  will  soon  reach  30,000,000  of  tons. 

The  descending  navigation  they  made  consisted,  first,  in  clearing  the 
channel  of  rocks,  and  confining  the  water  in  the  rapids,  when  low,  to 
that  narrow  channel  by  boulder  wing  dams  ;  second,  when  the  fall  was 
too  great  for  this,  in  building  dams  with  bear  trap  locks  ;  and  third,  in 
storing  the  water  in  pools,  and  letting  it  run  only  when  the  coal  arks 
were  running. 

The  bear-trap  locks  have  given  the  hint  for  several  devices  since  used, 
and  are  well  worthy  of  examination.  Near  each  end  of  the  lock  was  a 
pair  of  gates,  each  gate  reaching  across  the  lock  and  to  the  back  of  the 
recess  on  each  side,  which  gates,  when  not  damming  back  the  water,  lay 
flat  on  the  bottom  of  the  lock.  The  lower  gate  could  be  made  to  revolve 
through  an  arc  of  somewhere  about  4.0  degrees  around  a  horizontal  axis 
coincident  with  its  down-stream  edge.  The  upper  gate  of  the  pair,  when 
laid  flat,  lapped  over  about  half  of  the  width  of  the  lower  gate,  and  re- 
volved through  a  similar  arc  around  its  upstream  edge.  When  laid  flat, 
the  water,  of  course,  ran  freely  over  them.  They  were  raised  by  admit- 
ting the  water  under  them  from  the  pool  above  the  head  of  the  lock, 
through  the  side  wall,  when  the  pressure  of  water  pressed  them  up. 
They  were  prevented  from  going  too  far  by  shoulders  in  the  recesses . 
The  gates  then  came  within  10  or  15  degrees  of  being  at  right  angles  to 
each  other,  the  under  side  of  the  ujistream  gate  resting  on  the  upstream 
edge  of  the  downstream  gate.  They  could  be  held  in  any  jiosition,  so  as 
to  hold  back  the  water  entirely,  or  let  it  run  over  with  more  or  less  vol- 
ume, as  required.  The  arks  containing  the  coal  were  commonly  shot 
through  over  the  partly  raised  gates  as  over  so  many  dams. 

Such  locks,  copied  from  those  on  the  Lehigh,  are  now  in  use  on  the 
Ottawa,  at  the  Canadian  capital.  Many  of  us  at  our  last  convention 
were  shot  through  them  on  rafts. 

It  is  well  worth  inquiry  whether  these  bear-trap  gates  would  not  be 
the  best  possible,  and  possibly  the  cheapest,  for  letting  the  water  rapidly 
out  of  a  reservoir  for  scouring  purposes.  A  full  stream  could  be  set 
running  in  a  few  seconds,  and  the  flow  could  be  regulated  with  perfect 
ease,  and  stopjied  at  any  moment. 

In  many  rivers  it  is  desirable  to  dam  the  stream  back  at  low  water, 
and  let  it  run  freely  at  high  water.  In  Belgium,  on  the  Meuse,  they  use 
needle  dams  for  this  purpose.  Another  jjrobably  better  adjustable  dam 
is  in  use  in  France.     The  bear  trap  gates,  with  proper  ai^pliances,  on  a 
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solid  platform  at  the  bottom  of  a  river,  would  enable  a  man  on  shore  to 
raise  a  dam  across  that  river,  or  if  raised,  to  lower  it  to  the  bottom,  in  a 
few  minutes. 

I  have  used  this  contrivance  for  a  fish  sluice  in  a  permanent  dam,  by 
which  the  water  ran  freely  through  the  sluices  when  necessary,  and  at 
other  times  was  retained  at  full  height. 

The  coal,  on  the  descending  navigation  of  the  Lehigh,  was  sent  to 
market  in  arks  consisting  of  six  boxes,  16  feet  square  and  20  inches  deep, 
coupled  by  hinges,  the  whole  carrying  about  100  tons. 

Of  course,  it  oftened  happened  in  that  hazardous  navigation  that  the 
arks  were  wrecked.  The  lumps  of  hard  coal  were  soon  rolled  down- 
stream by  the  current  to  some  shoal  below,  where  they  were  found  in 
the  form  of  completely  rounded  boulders. 

In  making  these  improvements,  eight  hundred  men  were  employed  at 
once  near  Mauch  Chunk,  then  in  the  wilderness,  quite  outside  of  the  bounds 
of  civilization.  It  was  not  easy  to  control  these  men,  many  of  whom, 
doubtless,  had  never  been  remarkable  for  good  order.  The  sheriff  of  the 
county  was  unable  to  make  an  arrest.  But  the  fertile  genius  of  Josiah 
"White,  and  the  strong  good  sense  of  Erskine  Hazard,  soon  found  a 
remedy.  Under  their  inspiration  the  men  organized  themselves  into  a 
a  republic,  adopted  a  code  of  laws,  which  their  backwoods  poet  put  into 
rhyme,  and  these  laws,  which  they  themselves  had  made,  were  strictly  en- 
forced and  universally  submitted  to.  Punishment  was  inflicted  by  a  good 
stout  hickory  stick,  as  big  as  your  finger,  well  laid  on  with  a  strong  arm. 

The  chief  executive  of  this  republic,  called  the  lieutenant,  was  also 
the  executioner.  When  all  hands  were  called  to  witness  punishment, 
they  said  or  sang  the  part  of  the  law  which  had  been  transgressed,  and  the 
lieutenant  beat  time  on  the  offender's  back.  One  of  the  gravest  offenses 
was  for  a  man  to  take  more  on  his  plate,  or  his  shingle,  than  he  could 
eat.  Punishment  of  this  soon  stopped  the  grabbing,  and  the  provision 
bills  were  very  much  reduced.  At  any  official  announcement,  the  ex- 
pression of  loyalty  to  the  supreme  authority,  was  not  as  in  England, 
"  God  save  the  King, "  or  as  in  Pennsylvania,  "God  save  the  Common- 
wealth," but  "  Hurrah  for  Mr.  White  and  all  the  rest ! " 

Engineers  and  emi^loyees  may  well  take  a  hint  from  this  piece  of 
history. 

Josiah  White,  the  Pennsylvania  Archimedes,  as  he  was  sometimes 
called,  invented,  among  many  other  things,  the  drop  gate  so  valuable  in 
canal  locks  of  moderate  rise.     In  1827,  he  and  Hazard  built  the  Mauch 
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Chunk  Railroad,  nine  miles  long,  the  first  railroad  (except  a  little  tram 
road  at  Quincy  granite  quarries)  ever  built  iu  America.  My  hap  was  to 
ride  on  it  within  a  few  weeks  after  it  was  opened. 

In  the  early  times  of  the  coal  business,  the  same  coal  passed  in  suc- 
cession through  several  hands,  each  of  whom  had  an  interest  distinct 
from  the  rest.  The  owner  of  the  land,  the  mine  operator,  the  owner  of 
the  lateral  road  to  the  canal,  the  canal  company,  the  boatman,  the  tide 
water  vessel  owner,  and  the  coal  merchant,  must  each  make  a  profit,  or 
he  would  stop,  and  that  would  stop  all  the  rest,  though,  taken  all  to- 
gether, the  profits  made  by  some  would  greatly  counterbalance  the  losses 
made  by  others.  Hence,  those  parties  who  performed  all  the  oi^erations, 
succeeded  best,  for  they  always  kept  on  and  made  something,  while 
those  who  took  the  different  steps  of  the  business  in  succession  were 
stopped,  because  some  of  them  made  nothing.  Thus,  the  latter  were 
driven  to  consolidate,  though  often  against  their  earlier  intentions.  The 
owners  of  coal  roads  bought  large  tracts  of  coal  land,  not  to  monopolize, 
but  to  insure  a  constant  stream  of  transportation,  at  times  when  private 
owners  are  accustomed  to  stop,  because  there  is  no  profit  in  their 
branch. 

This  generation  wonders  how  the  business  of  the  world  ever  could  be 
carried  on,  and  especially,  how  railroads  ever  could  be  run,  without  the 
telegraph.  And  yet  many  of  us  remember  when  there  was  none.  And 
after  it  was  shown  that  information  could  be  sent  by  an  electric  current 
through  a  wire,  it  was  years  before  any  one  made  use  of  it. 

About  fifty  years  ago,  Professor  Henry  made  a  series  of  brilliant  dis- 
coveries in  electro  magnetism,  one  of  which  was,  that  by  means  of  a 
current  through  a  wire,  a  signal  could  be  made  and  information  given 
(by  ringing  a  bell,  for  example),  along  distance  off.  Years  afterwards, 
Steinheil,  Morse,  Wheatstone  and  others,  applied  Henry's  discovery  to 
the  actual  conveyance  of  information  ;  Morse's  apjjaratus,  as  it  seems  to 
us  Americans,  being  by  far  the  best.  The  wonder  to  us  now  is,  why 
Henry  himself  did  not  aj^jDly  his  discovery,  and  why  others  did  not 
sooner  do  so.  The  answer  is  found  in  a  very  important  phase  of  human 
miud.  The  habit  of  mind  into  which  the  scientist  is  liable,  perhaps 
likely,  to  fall,  is  to  look  at  scientific  result  as  his  ultimate  end.  Such 
result  arrived  at,  the  same  habit  of  mind  is  to  use  it  only  to  attain  fur- 
ther scientific  result.  Hence,  men  of  science  so  rarely  are  benefited 
pecuniarily  by  their  own  researches.  Hence,  also,  it  frequently  happens 
that  engineers  who  have  kept  at  their  studies  without  jjractice  till  too 
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late  in  life,  are  so  often  less  successful  than  those  of  far  less  science,  and, 
perhaps,  less  intellect,  but  who  have  been  early  trained  to  apply  to 
practical  use  what  science  they  have . 

Iron  ship  building  has  had  almost  its  entire  growth  within  the  last 
forty  years. 

In  the  spring  of  1845,  I  visited  a  small  iron  ship  yard,  then  quite  a 
new  thing,  at  Birkenhead,  on  the  south  side  of  the  Mersey.  The  pro- 
prietor, in  his  green  flannel  roundabout,  showed  his  modest  establish- 
ment, and  explained  some  of  the  processes.  That  proj^rietor  became 
afterwards  well  known  to  the  world  as  Sir  John  Laird,  the  great  iron 
ship  builder,  and  especially  to  this  country  as  the  builder  of  the  Alabama. 
The  operations  of  that  enterprising  craft  came  near  involving  us  and  our 
cousins  across  the  water  in  a  very  serious  conflict.  This  was  averted  by 
the  moral  courage  and  enlightened  patriotism  of  Grant  and  Hamilton 
Fish  on  this  side,  and  Gladstone  and  Clarendon  on  the  other,  who,  not 
having  the  fear  of  demagogues  before  their  eyes,  agreed  upon  arbitration 
instead  of  war.  All  honor  to  the  statesmen  who  took  this  great  step  in 
Christian  civilization. 

They  were  just  beginning  to  build  the  first  dock  wall  on  the  red  sand- 
stone bed  rock  of  the  Mersey  ;  now  they  have  159  acres  of  dock  room 
enclosed.  Then  Birkenhead  was  a  small  village  ;  now  it  has  more  than 
100,000  inhabitants. 

America  is  not  the  only  country  that  moves. 

Mr.  Chanute,  in  his  annual  address,  two  years  ago,  spoke  of  the  first 
propeller  boat  used  in  America.  That  propeller  fell  into  my  hands  ;  and 
I  towed  the  first  fleet  of  boats  ever  towed  by  a  propeller  tug  on  this  side 
of  the  Atlantic,  from  Philadelphia  to  Bordentown,  in  October,  1839. 
Now,  our  harbors  are  full  of  them.  The  first  propellers  ever  built  in 
this  country,  and,  as  far  as  I  know,  the  first  iron  hulls,  were  the  Anthra- 
cite and  the  Black  Diamond,  built  on  the  plans  of  Captain  Ericsson,  and 
employed  in  carrying  coal  through  the  Delaware  and  Earitan  Canal. 
The  first  sea-going  propeller  built  in  this  country  was  the  frigate 
Princeton,  built  on  Captain  Ericsson's  designs,  under  the  direction  of 
Captain  Stockton.  It  was  a  full  rigged  sailing  ship,  the  intention  being 
to  use  steam  only  as  auxiliary. 

It  should  not  be  forgotten  that  John  Stevens,  almost  eighty  years  ago, 
built  a  small  propeller  boat,  with  two  propellers,  or  "  circular  sculls, " 
as  he  called  them,  and  ran  it  aboiit  the  harbor  of  New  York.  It  is  won- 
derful how  near  his  blades  approach  the  angle  which  experience  has 
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shown  to  be  best.  He  used  a  small  locomotive  boiler,  as  it  would  now 
be  called,  sucli  as  was  reinvented  by  Booth,  a  quarter  of  a  century  later, 
at  Liverpool. 

The  rapid  jjrogress  of  the  country,  and  the  activity  of  the  age,  are 
more  strikingly  shown  by  the  records  of  the  Post  Office  Department, 
than  by  the  increase  of  population — from  three  to  fifty  millions  since  the 
revolution — or  than  by  any  other  statistics  I  know  of.  During  several 
years  of  the  time  that  Benjamin  Franklin  was  Postmaster  General,  he 
personally  kept  the  whole  accounts  of  the  department,  and  all  in  one 
small  book,  and  settled  with  the  postmasters  and  mail  carriers.  There 
were  then  about,  perhaps,  twenty  or  thirty  dead  letters  a  year,  now 
there  are  four  millions.  It  now  takes  eight  clerks  constantly  employed 
to  open  them,  and  I  remember  that  it  takes  fifty  clerks  to  take  charge  of 
one  class  of  them.  Franklin  kept  one  small  book,  which  lasted  three 
years,  now  there  are  150  or  200  books,  each  half  a  dozen  times  as  large, 
filled  each  year.  Then  the  work  was  done  by  Franklin  for  $600  a  year, 
now  by  700  clerks,  for,  perhaps,  a  million  a  year. 

Within  my  memory,  some  of  the  sciences  with  which  engineers  have 
specially  to  do,  have  grown  from  infancy  into  at  least  adolescence. 

For  example,  geology  was  a  collection  of  interesting  but  isolated 
facts,  and  unverified  theories,  now  it  is  a  science.  It  used  to  be  con- 
sidered terribly  heterodox,  and  a  young  man  who  cared  to  stand  well  with 
good  people  found  it  safest  to  say  nothing  about  it.  To  read 
geology  was  next  to  reading  Tom  Paine.  A  learned  and  excellent 
divine  once  confidently  informed  me  that  all  the  supposed  plants  and 
animals  found  in  the  rocks  were  merely  stones  that  happened  to  come 
out  in  that  shape.  Now  geology  has  an  important  connection  with  the 
instruction  in  theological  seminaries. 

Business  and  population  depend  on  geology.  A  geological  map  of 
England  enables  one  to  locate  its  occupations  and  the  denser  popula- 
tions. An  outcrop  of  gneiss,  extending  southwest  from  New  York,  forms 
the  limit  of  tide  in  the  rivers,  and  fixes  the  location  of  Trenton,  Phila- 
delphia, Wilmington,  Baltimore,  Georgetown,  Eichmond  and  other  cities 
to  the  southwest. 

When  I  studied  chemistry  at  school,  the  components  of  compound 
bodies  were  given  in  percentages.  For  example,  limestone  was  48  per 
cent,  oxygen,  12  per  cent,  carbon  aod  40  per  cent,  calcium.  Of  course, 
nobody  could  remember  such  proportions.  Nor  did  it  give  the  prox- 
imate elements  of  the  compound.    The  atomatic  theory,  as  it  was  called. 
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was  known,  but  chemists  were  cautious  about  accepting  it.  They  had 
not  yet  learned  to  distinguish  between  the  theory  of  atoms,  and  the  fact  of 
equivalents. 

One  of  the  most  surprising  feats  of  modern  science  is  seen  in  the 
daily  predictions  we  have  of  the  morrow's  weather.  Time  was,  and  many 
of  us  remember  back  to  it,  when  predictions  were  made,  and  by  intelligent 
people,  too,  from  the  phases  of  the  moon,  from  weather  breeders,  from 
the  weather  on  certain  anniversaries,  and  the  like. 

More  than  a  century  ago  Franklin  pointed  out  the  fact  that  northeast 
storms  begin  at  the  southwe.st,  two  or  three  days  earlier  at  New  Orleans 
than  at  Philadelphia.  Much  information  was  afterwards  accumulated, 
and  scientific  investigations  were  from  time  to  time  made  by  many  able 
men.  About  forty  years  ago  Prof.  Espy  of  Philadelphia  announced 
his  theory,  that  rain  is  caused  by  the  rarefaction  and  consequent 
upper  movement  of  the  mixed  air  and  vapor  into  a  colder  region,  where 
the  vapor  is  condensed  and  falls  into  rain,  and  that  this  rarefaction 
produced  by  the  heated  surface  of  the  earth,  or  by  fire  or  otherwise, 
causes  the  denser  air  to  flow  in  from  every  side,  so  that  the  wind  blows 
towards  the  rain.  All  this  has  been  since  verified.  But  this  sanguine 
philosopher  did  not  get  the  credit  he  really  deserved,  but  drew  upon 
himself  the  ridicule  of  the  world,  by  claiming  for  his  discovery  more 
than  it  could  accomplish,  especially  by  proposing  to  raise  the  Mississippi 
by  setting  fire  to  the  woods  on  the  Alleghany  mountains,  when  the 
hygrometer  showed  much  moisture,  and  so  getting  the  upward  current 
required  to  make  it  rain,  just  as  it  commonly  rains  after  any  great  fire, 
or  the  eruption  of  a  volcano,  or  a  battle. 

Espy  visited  Princeton  to  confer  with  Prof.  Henry.  I  was  present  at 
the  interview.  Henry,  while  he  thought  Espy's  main  princii^le  quite 
correct,  got  very  much  out  of  patience  with  him  for  several  hasty  con- 
clusions from  statements  which,  to  Henry's  cautious,  scientific  mind,  did 
not  seem  at  all  conclusive.*  After  he  was  gone,  Henry  chalked  out  the 
plan  which  he  afterwards,  with  the  co-operation  of  Guyot  and  other  able 
men,  so  successfully  carried  into  execution,  of  simultaneous  observations 


*  My  attention  was  drawn  to  this  8iibject  by  the  conference  between  Espy  and  Henry,  and 
while  traveling  in  Ireland,  I  asked  my  very  bright,  and,  on  the  subjects  within  his  range,  in- 
telligent car  driver  which  way  the  storms  there  came  from?  Evidently  he  had  never  thought 
of  that  subject,  but,  adopting  on  the  instant  a  meteorological  creed,  answered  quick  aa 
thought:  "The  storms,  sir,  come  from  whichever  way  the  Lord  Almighty  chooses  to  aend 
them." 
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all  over  the  country,  and  a  daily  chart  of  highest  and  lowest  loressnres 
and  other  things  about  which  my  memory  is  less  distinct.  As  everybody 
knows  now,  it  is  the  traveling  of  these  lines  from  west  to  east  at  an 
average  of  about  30  miles  an  hour,  that  enables  the  weather  predictions 
to  be  made. 

Our  rapid  progess  involves  the  frequent  undoing  of  what  has  only  re- 
ently  been  done  in  the  most  costly  manner.  We  have  seen  expensive  build- 
ings erected  in  the  City  of  New  York,  and  then  in  two  or  three  years 
torn  down  to  give  way  for  something  greater  or  different.  The  Alleghany 
Portage  Railroad,  of  which  my  brother,  Sylvester  "Welch,  Avas  chief 
engineer,  W.  Milnor  Roberts  being  one  of  his  assistants,  was  considered 
for  some  years  one  of  the  wonders  of  the  world  ;  the  improvements  in 
the  locomotive  and  the  increased  strength  of  the  rails  afterwards  enabled 
engines  to  cross  the  Alleghany  without  the  inclined  planes  used  on  that 
road,  and  that  sjjlendid  work,  on  which  so  much  thought  had  been  ex- 
pended, was  torn  up.     It  is  folly  to  build  for  the  far  future. 

This  reminds  me  that  in  a  paper  written  in  1829,  read  before  this 
society  two  or  three  years  ago,  Mr.  Moncure  Robinson  estimated  that 
the  tonnage  over  the  Alleghany  mountain  at  that  point  might  in  time 
reach  30  000  tons  per  annum.  I  su impose  that  the  tonnage  now  over  the 
mountain,  on  the  Pennsylvania  railroad,  exceeds  six  millions. 

One  of  the  bold  and  remarkable  works  of  the  day  is  the  submarine 
sewer  at  Boston  to  carry  the  sewage  under  an  arm  of  the  harbor  and 
across  an  island  far  to  seaward.  They  have  discovered,  what  unfortun- 
ately many  others  have  not,  that  little  is  gained  by  emptying  sewage 
into  a  harbor  or  into  a  small  river,  and  so  transferring  the  nuisance  from 
one  point  to  another,  or  distributing  it  all  over. 

Sanitary  engineers  have  been  contending  each  for  his  own  favorite 
system  of  sewering  and  draining  cities.  Mr.  Hering,  in  his  paper  read 
at  the  Convention  at  Montreal,  impressed  ujion  us  that  no  one  system  is 
absolutely  good  or  bad,  but  either  is  good  when  adapted  to  the  circum- 
stances, and  bad  when  it  is  not.  Municipal  corporations  often  think 
that  the  remedy  for  unheal thiness  is,  of  course,  sewerage,  just  as  some 
doctors  iu  old  times  gave  their  patients  calomel  without  regai-d  to 
what  was  the  matter  with  them,  or  what  kind  of  constitutions  they 
had. 

One  of  the  startling  propositions  of  the  day  is  to  bring  the  waters  of 
Lage  George  and  the  Upper  Hudson  by  an  open  canal  to  supply  the  City 
of  New  York.     When  somebody  asked  Brindley  what  rivers  were  made 
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for,  he  said  :  "To  feed  navigable  canals."  The  answer  now  would  be  : 
*'  To  supply  great  cities  with  water." 

Among  the  subjects  to  which  the  attention  of  the  society  is  now 
esi3ecially  turned  are  Standard  Time  and  the  Preservation  of  Timber. 
As  we  expect  reports  on  these,  I  shall  not  further  refer  to  them. 

One  of  the  most  remarkable  of  modern  implements,  one  whose  powers 
seem  almost  miraculous,  is  the  diamond  drill,  which  bores  into  the  hardest 
quartz  conglomerate  and  even  into  chilled  iron.  It  seems  to  be  capable 
of  much  wider  application  than  it  has  yet  had. 

The  attachment  of  a  car  to  a  moving  wire  rope,  in  the  way  proposed 
by  Col.  Paine,  without  injury  to  the  rope  or  risk  to  the  car,  will  probably 
revolutionize  the  mode  of  traction  in  very  many  cases. 

Within  the  last  year  or  two  the  load  on  each  wheel  of  a  freight  car  has 
been  increased  from  .5  000  lbs.  to  8  000  lbs.,  an  increase  of  60  per  cent. 
According  to  Dr.  Dudley's  observations  on  the  Pennsylvania  Railroad,  an 
increase  of  60  per  cent,  on  a  wheel  made  an  increase  in  wear  per  million 
of  tons  of  a  little  over  30  per  cent.  We  may  expect  that  this  recent  increase 
will  increase  the  wear  at  least  30  per  cent. ;  that  is,  the  rails  on  a  heavy 
traffic  road  that  would  have  lasted  with  the  old  machinery  10  years,  will 
now  last  7. 7  years.  But  with  the  heavier  weight  on  a  wheel,  the  residuary 
part  of  the  rail  after  it  is  worn  down  to  the  limit  of  safety,  must  be  much 
stronger  than  formerly  required,  in  order  to  bear  the  heavier  weight.  Sup- 
pose the  diminution  of  the  consumable  part  of  the  rail  on  this  account  to 
be  20  per  cent,  (which  would  be  only  4  or  5  per  cent,  increase  on  the 
whole  rail)  it  reduces  the  duration  to  6.16  years  with  the  same  traffic. 
But  as  the  traffic  has  increased  much  more  rapidly  than  was  expected,  it 
is  now  probable  that  the  rails  on  our  heavy  traffic  roads  will  not  last  half 
as  long  as  they  were  expected  to  last  three  or  four  years  ago.  If  a  rail  will 
last  a  dozen  years  where  actually  used,  it  would  not  pay  to  add  more  than 
about  thirty  per  cent,  to  its  cost  to  make  it  last  two  dozen  years,  but  it 
would  pay  to  add  45  per  cent,  to  its  cost  to  prevent  its  duration  from 
coming  down  from  a  dozen  to  half  a  dozen  years.  Steel  rails  were  made 
fifteen  years  ago  with  twice  the  endurance  of  those  made  now.  Under  the 
new  circumstances,  it  is  probable  that  it  will  before  long  be  economy  for 
roads  with  the  heaviest  traffic  to  pay  the  railmakers  a  price  that  will  en- 
able them  to  make  rails  as  durable  as  the  best  ever  made. 

The  concert  of  action  among  so  many  persons,  and  over  so  great  dis- 
tances, essential  to  the  safe,  efficient  and  economical  operation  of  our 
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railroads,  and,  therefore,  to  the  safety  and  cheap  accommodation  of  the 
public,  makes  it  necessary  that  all  the  operations  of  a  great  system  should 
be  in  one  interest  and  directed  by  one  central  authority.  These  might 
be  governmental,  but  in  our  country,  at  least,  experience  has  shown  that 
this  is  absolutely  inadmissible.  It  is  in  the  hands  of  great  corporations, 
who  have  vast  amounts  of  property  and  armies  of  men  under  their  control. 
In  some  places  every  third  man  you  meet  wears  the  button  of  a  corpora- 
tion. "Whether  this  concentration  of  power  is  in  itself  good  or  evil,  it  is 
inevitable  ;  and  certainly  a  less  evil  than  its  alternative.  The  possession 
of  this  power  carries  with  it  grave  responsibilities,  especially  in  promot- 
ing the  welfare  of  their  employees. 

Many  of  the  best  and  wisest  corporations  recognize  the  duty  of  re- 
garding their  employees  not  merely  as  parts  of  a  vast  machine,  but  also 
as  men.  Saying  nothing  now  of  any  higher  considerations,  they  know 
that  if  they  show  a  proper  interest  in  their  emjiloyees,  their  employees 
will  feel  more  interest  in  them  ;  that  if  they  provide  a  comfortable  retreat 
for  their  train  men  when  off  duty  they  will  not  be  driven  to  the  liquor 
saloon  for  shelter  ;  that  if  they  give  facilities  for  intellectual  and  moral 
improvement  to  the  men  off  duty  they  will  be  better,  and  especially  more 
reliable  employees  ;  and  that  if  they  give  them  the  day  of  rest  which  God 
and  human  experience  have  alike  declared  to  be  necessary,  they  will  be 
more  efScient. 

Time  was  when  corporations  had  very  limited  powers.  Now  they 
can  do  pretty  much  everything  an  individual  can  do,  and  a  great  deal 
besides.  So  oflScers  could  do  little  without  specific  authority  from  the 
directors.  According  to  my  recollection  of  the  minute  book  of  the  com- 
pany, which  in  1804  built  the  celebrated  bridge  across  the  Delaware  at 
Trenton,  at  a  cost  of  $180,000  (a  great  sum  at  that  time),  the  very  first 
resolution  of  the  board  authorized  the  president  to  purchase  two  shovels 
and  a  crow-bar. 

The  subject  of  uniform  time  for  railroads  is  now  claiming  <he  special 
attention  of  this  Society.  It  is  of  great  importance,  but  it  lias  been  so 
recently  and  so  fully  placed  before  the  Society  by  Mr.  Fleming  and 
others  that  it  is  only  necessary  to  call  attention  to  their  communications. 

The  subject  of  tests  for  large  members  of  metallic  structures  is  now 
receiving  our  earnest  attention.  If  I  should  speak  of  its  necessity  it 
woiild  only  be  to  reijeat  what  is  said  in  our  memorial  to  Congress.  I  will 
only  again  call  attention  to  one  point ;  that  is,  that  the  process  of  man  a- 
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facture  of  a  large  piece  of  iron  or  steel  may  be  so  different  from  that  of 
a  small  piece,  and  therefore  the  quality  of  the  two  be  so  different,  though 
both  may  be  made  from  the  same  stock,  that  the  strength  of  the  larger 
cannot  be  inferred,  but  only  guessed  at,  from  the  known  strength  of  the 
smaller.  In  the  larger  there  is  more  likely  to  be  permanent  opposing 
strains  that  destroy  a  large  percentage  of  its  strength.  A  remarkable 
instance  of  opposing  strains,  caused  by  treatment  in  manufacture,  was 
pointed  out  some  time  ago  by  Colonel  Paine.  He  found  that  wire  coiled 
before  it  was  set  could  not  be  even  straightened  without  straining  the 
sides  beyond  the  limits  of  elasticity,  and  that  such  wire  had  nothing  near 
the  strength  of  that  coiled  straight.  As  the  strength  of  a  large  metallic 
member  of  a  structure  cannot  be  tested  by  any  machine  within  the  reach 
of  individual  means,  and  as  to  obtain  the  best  results  requires  the  com- 
bined skill  of  several  classes  of  experts,  the  aid  of  Congress  is  invoked  to 
provide  a  suitable  machine,  and  to  create  aboard  of  experts  whose  varied 
skill  shall  plan  the  best  experiments. 

We  are  justly  proud  in  this  country  of  the  system  of  checking  baggage 
on  our  railroads.  A  traveler  gets  a  check  for  his  trunk  at  a  hotel  in 
Philadelphia,  and  gives  himself  no  further  trouble  about  it  till  he  finds  it 
at  his  destination,  perhaps  in  Maine  or  Texas,  or  Oregon.  It  contrasts 
favorably  with  the  system  on  the  Continent  of  Europe,  and  especially 
with  the  want  of  system  in  England.  But  our  handling  of  baggage  in 
this  country  is  shocking.  A  light  English  trunk  will  travel  all  over 
Europe  without  injury.  Here  it  is  likely  to  be  destroyed  in  a  single  trip. 
The  greater  weight  of  the  stronger  trunks  required  here  costs  the  railroad 
companies  quite  an  appreciable  amount  in  the  course  of  a  year,  and  the 
damage  to  the  trunk  and  its  contents  by  the  rough  handling  it  gets  some- 
times costs  the  passenger  as  much  as  his  fare.  And  in  the  great  majority 
of  cases  careful  handling  would  not  cost  anything  extra. 

What  is,  and  is  to  be,  the  effect  of  all  the  activity  and  progress  of  the 
present  day  on  human  welfare  ? 

Doubtless  the  preponderance  of  effect  is  good,  but  with  many  draw- 
backs.    I  will  notice  one  : 

The  rapid  movement  of  the  business  of  the  world  requires  an  immense 
amount  of  brain  work  to  be  done  by  those  who  direct  it  in  each  business 
day.  This  is  made  possible  by  the  recently  introduced  facilities  for 
rapid  work.  Formerly,  when  a  man  wrote  his  own  letters,  he  thought 
sentences  only  as  fast  as  he  could  write  them.     Now  he  dictates  three  or 
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four  sentences  to  his  stenographer  in  the  time  he  -would  have  been 
writing  one,  and  so  performs  three  or  four  times  as  much  brain  work  per 
minute,  as  he  would  if  he  wrote  himself.  He  does  not  go  out  of  his 
office  to  confer  with  a  man  at  some  other  office,  but  sits  still  and  telephones 
him.  When  the  railroad  officer  travels  on  his  own  road  he  does  not  chat 
with  his  friends  in  the  i^ublic  car,  but  goes  in  his  office  car,  with  his 
stenographer,  clerks  and  table  covered  with  papers.  When  a  man  goes 
home  from  his  office  he  does  not  take  the  time  to  walk,  but  works  on  till 
the  last  moment,  then  goes  on  the  Elevated  Eailroad.  The  brain  gets  no 
rest,  as  it  would  have  got  in  old  times  ;  now  constantly  rushing  forward, 
not  standing  in  its  tracks,  as  formerly,  while  the  man  was  writing  down 
the  thought  of  the  previous  instant ;  now  furiously  at  work,  while  for- 
merly resting  while  the  man  was  going  from  place  to  place.  This  kept 
up  for  six  or  eight  hours  a  day  must  soon  break  a  man  down,  and  has 
already  broken  down  some  of  our  ablest  men.  It  does  not  mend  the 
matter  much  that  next  summer  he  can  spend  a  few  weeks  at  the  shore,  or 
among  the  mountains.  A  man  running  up  hill  till  he  is  out  of  breath  is 
not  enabled  to  keep  on  running  another  hour  by  the  prospect  of  rest 
next  week.  A  man  that  runs  a  locomotive  twenty  miles  an  hour  may  run 
all  day,  but  if  he  runs  sixty  miles  per  hour,  and  so  his  brain  and  eye 
have  three  times  as  much  to  do  per  hour,  he  must  soon  stop  to  rest. 

Undoubtedly  the  progress  of  the  age,  which  is  so  largely  engineering 
l^rogress,  does  on  the  whole  greatly  increase  the  welfare  of  mankind.  By 
making  the  forces  of  nature  do  the  hard  work,  the  labors  of  the  toiling 
millions  are  lightened  many  fold.  The  laboring  man  now  works  with 
brain  and  eye  more  than  with  muscle,  and  his  business  is  now  to  apply 
some  principle  of  science.  This  raises  him  intellectually.  He  now  has 
time  for  improvement.  Comfort  and  refinement,  and  even  luxury,  are 
brought  within  his  reach.  The  forces  of  nature  having  become  obedient 
to  the  will  of  man,  they  are  made  to  produce  for  him  not  only  plenty, 
but  conveniences  and  luxuries  formerly  undreamt  of.  By  the  present 
facilities  the  races  of  men  are  brought  into  contact  with  each  other. 
Those  races  are  being  assimilated,  and  the  prejudices  and  hatreds  of  the 
past  are  fading  away.  Supreme  power  among  men  is  more  than  ever  in 
the  hands  of  the  most  enlightened,  and  they  are  sending  civilization  and 
Christianity  into  the  regions  most  benighted.  The  light  of  Heaven  is 
beginning  to  shine  into  the  Harem  and  the  Zenana.  And  the  time  seems 
to  be  hastening  when  there  shall  universally  prevail  "peace  on  earth" 
and  "goodwill  towards  men." 
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SUB- AQUEOUS     UNDERPINNING. 
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Read  at  the  Annual  Convention,  May  17th,  1882. 


The  quay  wall  at  the  Gosport  Navy  Yard  was  built  between  the  years 
1835  and  181:2.  It  was  constructed  of  cut  granite,  and  rested  on  a  tim- 
ber platform,  capping  foundation  piles,  18  feet  below  the  coiDing,  and  13 
feet  4:  inches  below  the  level  of  high  water.  For  cross  section  of  wall, 
see  Fig.  1,  Plate  VI. 

Soon  after  the  completion  of  the  work,  the  depth  of  water  in  front  of 
the  quay  was  found  to  be  totally  inadequate  for  the  class  of  ships  calling 
at  that  station,  and  the  channel  was  improved  by  dredging.  The  excava- 
tion was  gradually  carried  on,  and  it  appears  no  apprehension  was  felt 
by  those  in  charge,  that  the  safety  of  the  wall  was  involved  in  that  ope- 
ration.    The  removal  of  the  mud  in  close  proximity  to  the  foundation 
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caused  a  gradual  sliding  of  the  material  in  front  of  and  beneath  the 
timber  platform,  and  from  around  the  piling,  leaving  the  wood  exposed 
to  the  attacks  of  the  teredo,  so  abundant  in  those  waters.  The  effects  of 
this  injudicious  operation  were  shortly  made  manifest  by  a  gradual  set- 
tling of  the  masonry,  not  sufficient  in  amount,  however,  to  occasion 
any  alarm  for  several  years.  In  fact,  it  was  not  until  the  year  1875  that 
a  marked  increase  of  the  movement  was  observed.  In  a  brief  period  the 
wall  sunk  several  inches,  and  a  decided  outward  movement  was  also  ob- 
served. An  examination  of  the  foundations,  with  the  assistance  of 
divers,  established  the  fact  that  both  the  platform  and  pile  foundation 
had  been  partially  destroyed  by  the  teredo.  The  sujiporting  power  of  the 
upper  exposed  ends  of  the  front  rows  of  piles  was  very  greatly  impaired, 
and  the  larger  part  of  the  weight  of  the  structure  rested  on  the  two  rear 
rows  (see  Fig.  1).  The  bond  of  the  stone-work  also  contributed  to  the 
stability  of  the  structure.  With  a  view  of  arresting  the  settlement  of  the 
wharf,  and  in  the  hope  of  preventing  its  destruction,  a  row  of  eighteen 
inch  square  logs  was  about  that  time  driven  close  together,  and  in  imme- 
diate contact  with  the  outer  edge  of  the  foundation  (Fig.  1  A),  but  this 
expedient  failed  to  meet  the  expectations,  and  the  wall  continued  to  set- 
tle at  a  rapid  rate. 

A  Board  of  three  Civil  Engineers  of  the  Navy,  under  orders  from  the 
Navy  Department,  examined  the  work  in  1880,  and  found  that  the 
greatest  settlement  was  about  18  inches,  and  that  the  outer  face  of  the 
wall  had,  in  some  places,  moved  10  inches  outwards. 

A  new  examination  of  the  foundation  by  divers  was  found  to  be  im- 
Ijracticable,  on  account  of  the  sheet  piles  in  front,  but  the  information 
afforded  by  the  previous  examination  was  thought  sufficient  to  remove 
all  doubts  as  to  the  causes  of  the  damage. 

The  sinking  of  the  wall  was  evidently  due  to  the  partial  destruction 
of  the  wood  foundations,  and  the  questions  that  naturally  suggested 
themselves  were  : 

Fij-st. — Could  any  means  be  devised  for  permanently  arresting  the 
settlement  ? 

Second. — Should  the  structure  be  demolished,  and  a  new  one  erected 
in  its  place  on  an  entirely  new  and  deeper  foixndation  ? 

The  second  alternative  involved  an  expenditure  far  in  excess  of  the 
amount  available  for  these  repairs,  and  additional  appropriations  for 
the  same  object  could  not  be  depended  upon. 
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The  masonry  was  partially  held  in  place  by  tlie  bond  of  the  cut-stone 
work,  and  any  attempt  at  the  removal  of  the  material  would  destroy  the 
integrity  of  the  structure,  break  the  bond,  and  quite  likely  result  in  the 
whole  mass  being  precipitated  to  the  bottom.  In  such  a  contingency 
the  expense  of  the  removal  of  the  debris  would  be  a  large  sum,  and 
could  not  be  estimated  with  any  close  approximation. 

As  the  idea  of  demolishing  and  rebuilding  the  work  had  to  be  re- 
garded as  a  last  resort,  the  importance  of  a  thorough  consideration  of 
the  first  proposition  was,  therefore,  too  apparent  to  admit  of  discussion. 

A  method  of  securing  the  desired  object  was  submitted  by  the 
writer,  who  was  a  member  of  the  Board,  and  it  was  adopted.  The  work 
was  executed  in  accordance  with  the  project  submitted,  which,  briefly 
stated,  was  as  follows  : 

The  portion  of  the  wall  most  needing  repairs  was  a  stretch  of  140  feet, 
where  the  movement  had  been  greatest.  This  was  marked  off  into  sec- 
tions of  about  six  feet  each.  Operations  were  commenced  on  the  centre 
subdivision,  where  the  sheet  piling  was  first  cut  away  ;  then  two  founda- 
tion piles  in  the  first,  and  the  same  number  in  the  second  row,  were 
sawed  off  at  the  level  of  the  bottom  ;  the  remnants  of  the  old  platform 
were  removed,  and  a  recess  was  thus  formed  under  the  quay  wall,  some 
six  feet  wide  by  6 . 5  feet  high,  and  extending  back  3  feet  from  the  face 
of  the  masonry  to  the  third  row  of  piles. 

Upon  the  solid  timber  of  the  piling  at  the  bottom  12"  x  12"  stringers 
were  bolted,  and  on  them  6-inch  yellow  pine  planking  was  secured,  then 
two  stumps  of  piles  in  the  same  transverse  (third  longitudinal)  rows 
were  cut  off,  and  the  timber  capping  put  on,  this  latter  covering  being 
usually  a  few  inches  higher  than  the  one  nearest  the  front  (see 
Fig.  4).  The  two  inner  rows  of  piles  (third  and  fourth  longitudinally) 
were  in  some  places  found  uninjured  by  the  worms.  Stout  logs  were 
in  that  case  firmly  bolted  to  the  piles  (see  Fig,  3),  and  the  platform 
carried  on  a  level  to  the  rear.  The  masonry  overhead,  if  showing  signs 
of  insecurity,  was  carefully  shored  and  secured  against  falling. 
Upon  the  back  or  highest  shelf  of  the  stepped  platform  were  then 
laid  sacks  of  concrete,  each  containing  no  more  than  two  cubic  feet, 
the  material  arranged  and  placed  so  there  shoidd  be  very  few,  if  any, 
voids  between  the  diflferent  sacks.  The  concrete  in  contact  with  the 
stone  masonry  above,  was  thoroughly  consolidated  and  rammed.  The 
next  lowest  step  was  then  loaded  in  like  manner,  with  concrete  in  sacks, 
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and  by  this  process  a  pier  of  hydraulic  cement  concrete,  resting  on  a 
pile  foundation,  which  was  out  of  the  reach  of  the  teredo,  was  formed 
under  the  centre  of  the  wall ;  then  the  subdivisions  midway  between  the 
centres  and  the  extremities  of  the  long  sections,  were  in  like  manner 
excavated  and  the  wall  underpinned  ;  next  the  subdivisions  which  were 
nearest  the  centres  of  the  four  intermediate  spaces  were  cleared  out  and 
piers  of  concrete  built,  and  so  the  work  was  continued  until  the  com- 
pleted piers  were  but  about  six  feet  apart  throughout  the  whole  stretch, 
when  work  was  carried  on  simultaneously  on  all  remaining  subdivisions 
until  the  gaps  were  closed.  The  cap  pieces  supporting  the  platform  of 
the  adjacent  piers,  were  scarfed  and  bolted  together  so  as  to  form  as  con- 
tinuous stringers  as  practicable  under  the  circumstances. 

During  the  progress  ^  of  the  work,  the  wall  was  left  entirely  undis- 
turbed, special  care  being  'taken  to  direct  from  it  the  adjacent  land 
drainage.  The  filling  behind  the  wall  had  become  thoroughly  consoli- 
dated, and  exerted  but  little  pressure  on  the  masonry . 

The  estimate  submitted  with  the  project,  of  the  cost  of  underi^iuning 
140  lineal  feet  of  the  wall  was  as  follows : 

282  Piles,  cut,  at  ^4 $1  128 

282      "       capped,  at  $4 1128 

130      "       cut  in  front  row,  at  $2 260 

2  500  Feet  Yellow  Pine,  for  caps,  at  40c 1  000 

20  000     '«          "           "        "    planking,  at  ^30 600 

2  240  Sq.  Ft.  Planking  laid,  at  50c 1  120 

700  Cub.  Yds.  Concrete,  in  bags,  at  $15 10  500 

2  Sets  Armor,  for  divers,  at  $1  200 2  400 

20  Diving  Dresses,  at  ^50 1  000 

Tools 500 

S19  636 
Add  for  contingencies 5  364 

Total $25  000 

The  estimated  cost  per  lineal  foot  was,  therefore,  about  $178.  The 
estimated  cost  of  a  new  wall,  excluding  the  expense  of  removing  the 
debris  and  otherwise  preparing  the  ground  for  the  construction  of  the 
new  foundation,  was  $447  per  lineal  foot.     The  work  was  under  the  im- 
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mediate  charge  of  Civil  Engineer  P.  C.  Asserson,  U.  S.  Navy,  who 
deserves  much  credit  for  its  economic,  rapid  and  judicious  execution. 

Much  difficulty  was  at  first  experienced  in  removing  from  under  the 
wall  the  fragments  of  stone  and  timber,  which  had  formed  with  the  clay 
and  mud,  a  compact,  stifif  mass,  very  troublesome  to  move  with  the  pick 
or  shovel.  A  powerful  jet  of  water  from  a  hose  attached  to  a  steam  pump, 
on  the  wharf,  disintegrated  these  materials  and  they  were  readily  removed 
to  the  desired  depth. 

Operations  were  begun  in  the  month  of  September,  1880,  and  300  feet 
of  wall  had  been  completed  in  January,  1882,  but  much  time  was  lost 
during  the  winters  on  account  of  the  cold. 

The  actual  cost,  including  labor,  material  and  tools,  has  been  ^125. 10 
per  lineal  foot,  or  about  S53  less  per  foot  than  the  estimate. 

During  the  construction  of  the  work  a  seirtling  of  only  7j  inches  took 
place,  and  since  its  completion  no  subsidence  has  occurred. 

The  present  depth  of  water  at  the  foot  of  the  wall  is  21  feet  six 
inches. 
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THE  MEAN  VELOCITY  OF  STREAMS  FLOWING 
IN  NATURAL  CHANNELS. 


By  EoBERT  E.  McMath,  Member  A.  S.  C.  E. 
Kead  Febexjaby  15th,  1882. 


1.  Numerous  attempts  have  been  made  to  discover  a  relation  between 
the  mean  velocity  of  a  stream  and  some  observable  element  or  elements; 
but  the  formulas  proposed  have  all  failed  to  satisfy  when  applied  under 
the  varying  conditions  met  in  practice.  Still,  a  species  of  progress  has 
been  made,  for  the  limitations  of  the  problem  have  been  one  by  one 
developed. 

2.  It  is  now  generally  admitted  that  the  solution  cannot  be  a  formula 
with  general  co- efficients.  Local  conditions  control  relations,  and  the 
pertinent  question,  of  late,  has  been  whether  conditions  can  be  grouped 
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into  classes  or  categories,  or  must  be  treated  in  their  individual  com- 
binations. Departing  from  the  ordinary  track  of  discussion,  I  propose 
to  separate  the  natural  stream  from  the  artificial  channel,  because  ab- 
sence of  continuous  bed  slope,  or  gradient  of  bottom,  is  a  radical  dis- 
tinction in  the  conditions  of  flow,  and  to  show  that  the  definite  law  of 
discharge  over  a  weir  is  usefully  apjilicable  at  any  transverse  section 
above  and  withixi  the  influence  of  a  weir,  dam,  or  shoal. 

3.  Of  the  two  classes  under  which  the  formulas  hitherto  proposed 
may  be  arranged  :  the  one  which  seeks  a  relation  between  mean  and 
maximum  velocity,  after  falling  into  disrepute,  has  again  been  brought 
forward  by  one  of  the  latest  writers  as  being  the  "best  means  of  rapid 
approximation  to  mean  velocity. "  This  unexpected  conclusion  is  ex- 
plainable only  by  the  fact  that  the  Roorkee  experiments  were  in  a  canal, 
and  that  sections  of  a  uniform  type,  at  localities  where  original  bed 
slope  had  been  preserved,  were  chosen  for  experimental  sites.  The 
general  formula 

V  mean  =  C.V  maximum, 

is  equivalent  to  an  assertion,  that  the  mean  ordinate  of  any  figure  bears 
a  fixed  ratio  to  the  maximum  ordinate,  which  is  true  of  regular  curves, 
i.  e.,  those  whose  quadrature  may  be  expressed  in  simple  terms,  but 
there  can  be  no  ratio  common  to  all  classes  of  curves. 

The  transverse  curve  of  velocity,  resulting  from  plotting  the  means 
of  all  verticals,  will  have  an  outline  which  depends  upon  the  transverse 
profile  of  the  section.  For  strictly  similar  sections  a  ratio  may  be  found 
which  will  answer  reasonably  well,  but  let  the  engineer  clearly  under- 
stand that  its  use  is  restricted  to  very  narrow  limits,  requiring  an  exact 
repetition  of  all  the  essential  conditions.*  What  the  essential  conditions 
are,  and  the  improbability  of  their  repetition,  will  appear  incidentally  in 
the  course  of  this  paper. 

For  rivers,  and  natural  streams  in  general,  dissimilarity  of  section 
and  variety  of  conditions  forbid  the  use  of  formulas  of  this  class. 

4.  The  second  class  may  be  represented  by  Chezy's  formula  : 

The  particular  form  is  of  no  consequence,  for  the  criticism  about  to  be 

*  The  strictness  of  the  limitation  is  fully  recognized  by  Capt.  Cuuningham  in  his  formal 
Btatement:  "Central  mean  velocity  measurement  appears  to  be  the  best  means  of  rapid 
approximation  to  mean  (sectional)  velocity,  but  the  reduction  must  at  present  be  effected  by  a 
co-efficient  to  be  found  by  previous  special  experiment  at  each  site." 
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made  is  not  as  to  co-efficient  or  exponent,  but  impeaches  tlie  terms  em- 

ployed,  hydraulic  mean  depth,  r  — -. and   sine  of  slope, 

wet  perimeter, 

h-h'  . 

The  argument  relied  on  is  the  following  fact,  furnished  by  the  experi- 
ments of  Mr.  J.  B.  Francis  at  the  Tremont  weir  and  measuring  flumes  ;* 
and  illustrated  by  accompanying  Diagram  1,  Plate  VII.  The  discharge 
was  determined  by  careful  observation  at  the  weir.  Above  the  weir  the 
water  passed  through  a  flume  of  rectangular  section.  At  the  side  of  the 
flume  a  gauge  was  set  from  which  the  depth  of  water  in  the  flume  at 
each  observation  was  read .  The  experiments  cited  were  made  to  deter- 
mine the  formula  of  correction  to  be  applied  to  vertical  tube  floats,  and 
the  facts  were  not  only  observed  with  care,  but  the  suspicion  of  any- 
thing anomalous  was  carefully  guarded  against.  After  a  somewhat  ex- 
tended series  of  observations,  the  flume  being  26.745  feet  wide,  it  was 
narrowed  one-half  or  to  13.372  feet.  In  both  cases  the  sides  and  bottom 
of  flume  were  smooth  planking.  The  conditions  above  and  below  the 
flume  were  unchanged. 

In  Diagram  1  the  discharges  by  weir  measurement  are  j)lotted  as 
abscissas,  to  the  corresponding  depths  in  flume  as  ordinates.  The  full 
line  curve  presents  the  results  of  the  wide  flume  observations,  the 
broken  line  those  of  the  narrow.  It  will  be  noticed  that,  for  discharges 
greater  than  250  cubic  feet  per  second,  the  depths  in  flume  were  less 
after  narrowing  than  before.     It  is  certain  that  : 

1st.  The  width  being  one-half  and  the  depth  for  a  given  discharge 
somewhat  diminished  the  sectional  area  was  reduced  to  less  than  one- 
half  its  former  value  ;  therefore,  the  mean  velocity  must  have  more  than 
doubled  (F'>  2F). 

2d.  The  surface  elevation  at  the  weir  for  a  given  discharge  is  a  fixed 
level.  A  reduced  depth  in  the  flume  means,  therefore,  a  diminished 
slope  from  flume  to  weir,  and  local  slope  for  any  intermediate  section 
must  have  been  reduced  (<§'  <  S). 

3d.  The  change  in  the  section  also  efi'ected  a  great  reduction  (30  per 
cent.)  of  hydraulic  mean  depth,  therefore  (?■'  <  r). 
In  the  formula 


F=  Cs/  rs. 


*  See  Table  XXII,  Lowell  Hydraulic  Experimente. 
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We  have  shown  a  second  state,  V,  r',  and  S',  in  which  Fis  greatly  in- 
creased while  both  of  the  variable  terms  in  the  second  member  have 
diminished .  If  the  co-efficient  C  had  been  determined  from  the  earlier 
observations  it  would  utterly  fail  to  satisfy  the  conditions  of  the  changed 
section,  though  at  the  same  site.  If  resort  is  made  to  a  sliding  scale  of  co- 
efficients, no  material  relief  is  afforded  by  D'Arcy  and  Bazin  or  Kutter. 
Their  formulas  would  throw  nearly  the  Avhole  burden  upon  an  increased 
slope  somewhere.     The  facts  show  that  no  part  of  it  was  below  the  site. 

5.  The  experienced  engineer  is  at  no  loss  to  know  that  the  water  was 
driven  through  the  measuring  flume  by  a  head  which  was  chiefly  con- 
centrated as  fall  at  the  upper  end  of  the  flume.  To  that  fall  the  term 
slope,  as  used  by  hydraulicians, 

is  totally  inapplicable.  The  sudden  contraction  caused  an  accumula- 
tion of  head  at  the  point  of  engorgement,  under  that  head  the  velocity 
was  accelerated,  and  the  effect  extended  throughout  the  contracted  chan- 
nel, indeed,  to  the  brink  of  the  weir.*  The  head  producing  velocity,  in 
this  case,  would  clearly  be  measured  by  the  height  of  surface,  a  little 
up  stream  from  the  point  of  conti*action,  above  a  horizontal  plane 
through  the  crest  of  the  weir.  The  inapproi)riateness  of  the  term  slope, 
applied  to  the  energetic  hydraulic  factor,  will  be  better  apprehended  if 
it  be  borne  in  mind  that  head  is  pressure,  and  cannot  always  be  deter- 
mined by  the  level.  The  pressure  of  the  ocean  tide  forces  the  water  in 
the  Bay  of  Fundy  to  rise  many  feet  above  sea  level,  furnishing  a  clear 
example  of  the  fact,  by  no  means  rare,  that  water  does  run  uj)  hill  in 
open  channels. 

Surface  slope  may  afford  a  measure  of  head  in  a  strictly  uniform 
channel,  but  can  have  no  place  in  dealing  with  natural  streams.  There- 
fore, in  the  problem  this  paper  discusses,  all  old  formulas  are  entirely 
set  aside. 

6.  Many  engineers  avoiding  formulas  have  used  diagrams  of  dis- 
charge, a  curved  line  drawn  through  the  points  determined  by  plotting 
observed  discharges  as  abscissas  to  gauge  readings  as  ordinates,  and  by 
so  doing  have  been  able  to  interpolate  discharges  at  dates  and  stages 
when  direct  measurements  were  not  made. 

*  There  is  reason  to  suspect  that  the  slope  from  flume  to  weir  crest  became  negative  for 
the  larger  discharges  after  the  flume  was  narrowed. 
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7.  One  need  but  consider  attentively  what  such  diagrams  are,  to  gain 
a  starting  point  for  further  study  far  in  advance  of  Capt.  Cunningham's 
suggested  return  to  seeking  a  relation  between  mean  and  central  velocity  ; 
still  further  in  advance  of  such  as  adhere  to  functions  of  slope  and  hydrau- 
lic mean  dejjth.  For  the  diagram  of  discharge,  when  capable  of  practical 
use  (all  are  not),  testifies  to  the  fact  that,  under  certain  conditions, 
whose  occurrence  is  not  rare,  there  is  but  one  indeiJendent  variable,  and 
that  the  readily  observed  element  stage. 

8.  To  reach  discharge  by  Cunningham's  method  two  elements  must 
be  observed  for  every  desired  result.  Central  velocity  (which  is,  by  his 
own  showing,  unreliable,  unless  a  mean  of  many  observations)  to  obtain 
mean  velocity,  and  stage  to  obtain  areas.  The  diagram  requires  the 
latter  only.  The  diagram  is  local  in  its  application,  but  no  more  so  than 
the  co-efficient  of  reduction,  "  to  be  found  by  previous  special  experi- 
ment at  each  site."  Plainly,  the  preliminary  observations  will  determine 
the  diagram  just  as  readily  as  they  will  the  co-efficient. 

9.  Following  this  line  of  thought,  it  will  be  profitable  to  determine 
under  what  combination  of  conditions  the  simple  relation  indicated  by 
certain  discharge  diagrams  is  realized,  with  the  view  of  extending  their 
intelligent  use.*  To  facilitate  the  gauging  of  streams  is  one  object,  to 
guard  the  profession  against  the  improper  use  of  right  methods  is  an- 
other. In  pursuing  these  purposes  results  will  be  developed  that  have 
an  important  bearing  upon  some  branches  of  engineering  work. 

10.  The  recurrence  of  fixed  types  of  curve  in  discharge  diagrams  has 
already  been  alluded  to,  as  conclusive  evidence  that  but  one  independent 
variable  enters  into  the  problem  of  diacharge.J  This  proposition  is  fun- 
damental. The  actual  recurrence  of  types  is  a  fact  reached  only  by  ex- 
perience. 

11.  From  such  experience  the  curves  have  been  formulated  for  the 
particular  case  of  discharge  over  a  weir.  Weirs  differ  greatly  in  their 
conditions,  but  the  discharge  over  each  kind  of  weir  has  its  law  in  terms 
of  one  variable  ;  height  above  crest  of  weir  ;  for  conditions  become  con- 
stants, and  formulas  are  general  only  as  conditions  are  similar.     If  such 


*  Classification  according  to  local  conditions  is  the  basis  of  D'Arcy  and  Bszin's  categories 
and  Kutter's  diagram.  Their  principles  of  classification  are  too  narrow.  Material  and  smooth- 
ness of  wetted  surface  do  not  avail  to  explain  the  facts  cited  from  the  Lowell  experiments,  for 
these  were  not  changed. 

t  The  reader  will  readily  see  that  in  rectangular  and  trapezoidal  sections  the  variation 
of  area  may  be  directly  expressed  in  terms  of  change  of  stage. 
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law  exists  at  the  weir,  it  must  of  necessity  exist  at  every  section  above  the 
weir  and  within  its  influence ;  for  at  all  sections  the  discharge  at  any 
given  time  must  be  the  same,  and  the  local  variations  of  stage  must 
follow  those  near  the  weir  by  a  close  and  intimate  relation.  Hence  there 
must  be  a  definite  curve  of  discharge  at  each  section  when  referred  to 
local  stage,  under  the  condition  that  the  sections  undergo  no  change  ex- 
cept a  regular  variation  of  area  with  stage. 

12.  Discharge  diagrams  have  often  been  suggestive  of  a  parabolic  law, 
and  particular  equations  have  in  some  instances  been  determined.  But, 
since  discharges  approaching  zero  are  seldom  observed  (low  water  dis- 
charge is  far  from  zero),  there  has  been  an  acknowledged  difficulty  in 
locating  the  axis  of  the  parabola,  which  logically  must  intersect  the  axis 
of  ordinates  at  the  level  of  no  discharge.  In  a  channel  of  continuous  bed 
slope  the  level  of  no  discharge  is  at  channel  bottom,  and,  as  volume  di- 
minishes, flow  ceases  by  extinguishment  of  depth  when  slope  of  stream 
surface  is  still  considerable.  Certainly  a  preferable  condition  for  a  dis- 
charge section  would  be  a  progressive  diminution  and  simultaneous 
extinction  of  all  the  active  elements  of  motion. 

13.  Taking  the  case  of  a  stream  above  a  weir  or  dam,  without  ques- 
tion the  horizontal  plane  through  the  crest  of  the  weir  is  the  level  of 
no  discharge  throughout  the  pool,  above  such  weir  or  dam  (See  Fig.  1, 
Diagram  10).  In  natural  streams  the  bars  or  shoals  are  substituted  for 
the  supposed  dam,  and  we  may  state  as  a  general  proposition. 

The  plane  of  no  discharge  is  determined  by  the  crest  of  the  bar  or 
dam  (of  greatest  height  if  there  be  more  than  one),  and  is  limited  by  the 
intersection  of  the  tangent  plane  with  the  bottom  at  or  near  some  supe- 
rior bar. 

14.  In  a  river  this  plane  is  the  natural  zero  of  hydraulic  phenomena, 
and  gauge  readings  might  with  propriety  be  referred  to  it,  rather  than  to 
the  imaginary  standard  of  low  water. 

15.  Persons  using  discharge  diagrams  have  often  found,  when  carry- 
ing the  investigation  farther,  that  by  factorizing  the  discharge  {Q  =  V. 
A)  and  plotting  mean  velocities  and  gauge  readings  as  co-ordinates  a 
series  of  points  was  developed  whose  mean  could  best  be  expressed  by  a 
straight  line  ;  that  is,  the  relation  between  stage  and  mean  velocity  ap- 
peared to  be  a  simple  ratio. 

If  the  discharge  section  be  rectangular,  and  many  sites  are  aj)- 
proximately    so    (considering   only   the   part    of    section  between  Iiigh 
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and  low  stage),  variation  of  area  is  also  represented  .by  a  straight 
line.* 

The  curve  of  discharge  being  the  product  of  two  functions,  which 
may  be  considered  linear,  will  be  a  parabola,  if  both  the  functions  are 
straight  Hues,  but  in  no  other  case.  I  enlarge  upon  this  point  (for  there 
is  danger  of  taking  too  much  for  granted  in  practical  use  of  the  method). 
If  the  gauge  reading  referred  to  zero  of  discharge  be  represented  by  A> 
and  the  section  be  a  rectangle  with  bottom  at  zero,  area  {A)  will  be — 

A=Aw, 
in  which,  it  will  be  remembered,  width  [w)  is,  by  hypothesis,  constant. 
Velocity  is  also  supposed  to  be  a  straight  line — 

The  product  is — 

Q^AV=A'  bw, 

A 

whence  A-  =  -; F 

0  w       ' 

a  common  parabola,  in  which  6  is  a  constant  to  be  determined.  A  dis- 
charge curve  of  this  form  would  require  three  conditions  :  1st.  A  rectan- 
gular section.  2d.  That  the  section  be  empty  when  flow  ceases.  3d. 
That  the  relation  between  stage  and  mean  velocity  be  a  simple  ratio.  A 
little  consideration  will  enable  the  reader  to  satisfy  himself  that  the 
second  and  third  conditions  are  inconsistent,  and  the  combination  im- 
possible. 

16.  If  the  zero  of  discharge  is  a  plane  above  the  bottom  at  the  dis- 
charge section,  there  will  be  for  that  section  an  invariable  area  below  the 
level  of  no  discharge,  which  may  be  represented  by  a  ;  its  figure  is  im- 
material. If  the  section  above  that  level  be  rectangular,  the  area  vari- 
able with  stage  will  be  the  product  of  width  into  gauge  reading  (A  '^)- 
The  total  area  is — 

^  =  a  +  A  '"^• 
Multiplying  by  V  —  i\^h,  the  discharge  is — 

§==^  F=A'i^^  +  A'^*-  (1) 

whence — 

A'^-f-A=,-^:  (2) 

wow 

a  _A 

but  —  is  the  mean  depth  of  the   invariable  part  of  the  section,  and  — 

w  '■  ^  '  w 

*-See  Figs.  1  and  2,  of  Diagram  10. 
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is  the  mean  depth  of  the  total  area,  representing  these  mean  depths  by 
d  and  D,  equation  (2)  becomes — 

^^^d.A-=~V,  (3) 

under   the  conditions   supposed,  the   formula   for   mean  velocity  would 
be— 

^^MA-+^-A)^  (4) 

which  contains  one  co-efficient  to  be  determined,  and  one  variable  to  be 
observed. 

17.  The  discharge  curve  for  Section  G,  Connecticut  river,  shown  by 
broken  line  of  Diagram  6,  is  computed  by  an  equation  of  the  form  (1)  — 

Q  =  4C6  A'  +  5556  A. 
An  alternate  branch  at  the  lower  levels  is  added  to  the  diagram  to  illus- 
trate the  risk  of  assuming  lines  to  be  straight  from  their  origin,  because 
a  known  part  appears  to  be  so.  The  true  curve  would  lie  between  the 
alternates.  At  the  higher  levels  the  curve  fits  the  observed  discharges 
closely  enough  to  show  its  practical  value,  and  to  warrant  the  position 
that,  under  the  conditions  named,  the  formulas  just  obtained  are  practi- 
cally true  for  a  considerable  range  of  stage  below  the  highest.  In  failure 
at  low  levels,  it  no  more  than  follows  in  the  track  of  the  best  weir  for- 
mulas. For,  at  the  weir,  the  discharge  for  small  depths  does  not  follow 
the  law  of  relation  to  depth  which  is  good  at  the  higher  levels,  and  I 
think  the  cause  is  the  same. 

18.  It  will  be  noticed  that  the  formulas  contain  two  terms  not 
hitherto  used  in  hydraulics  :  1st.  Permanent  area  (a),  or  that  of  the  sec- 
tion below  the  level  of  no  discharge.  2d.  Ruling  depth,  defined  to  be 
the  depth  of  the  plane  of  no  discharge  below  the  surface,  at  any  given 
time  and  place  ;  its  symbol  is  A* 

19.  Thus  far  the  argument  has  accepted  the  apparent  straightness  of 
lines  of  mean  velocity  as  real.  But  the  plane  of  no  discharge  being  now 
definitely  located  at  the  level  of  the  weir  or  shoal,  he  who  may  have 
diagrams  of  discharge,  if  applying  the  test,  will  probably  find  that  his 
curves  do  not  intersect  the  axis  of  abscissas  at  the  origin  of  co-ordi- 
nates, but  behind  it  ;  and  the  line  of  mean  velocities,  if  it  appears 
straight,  will,  when  produced,  cut  the  axis  of  ordinates  above  the  origin. 
Minus  velocities  and  discharges  are  absurd  ;  therefore  we  must  codclude 
that  the  straightness  of  the  line  of  mean  velocities  is  deceptive,  and  it  is 
really  a  curve  whose  origin  is  at  the  level  of  no  discharge. 
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20.  If  mean  velocities  be  a  curve,  then  the  curve  of  discharge  is  of  a 
higher  degree  than  the  second,  and  it  is  well  to  turn  from  its  study  to 
the  simpler  curves  of  its  factors .  In  so  doing,  variable  area  will  still  be 
considered  rectangular,  and  discussion  will  be  confined  to  mean  velocity. 

21.  The  fact  that  ruling  depth,  defined  above,  measures  the  phe- 
nomena has  been  sufliciently  shown  to  justify  its  introduction  as  a  sub- 
stitute for  hydraulic  mean  depth.  It  is  a  representative  of  surface  slope, 
if  one  be  needed,  for  if  ruling  depths  at  any  two  sections  be  taken,  their 
difference  is  the  fall  of  surface.  Logically,  it  is  entitled  to  the  position  of 
sole  independent  variable  in  a  formula  of  mean  velocity,  for  it  measures 
head  and  the  variations  of  area  ;  therefore  of  both  s  and  r. 

22.  If  a  stream  be  drained  to  its  lowest  limit,  the  surface  in  any  pool 
will  be  a  plane  at  the  level  of  bar  or  weir  crest.  (In  all  strictness,  the 
lowest  point  in  the  bar  is  the  crest ;  but  in  practical  application  to 
streams  of  considerable  size  a  mean  level  of  crest  may  be  used.)  Velocity, 
head,  and  discharge  will  all  be  extinct  ;  but  at  any  given  transverse  sec- 
tion a  certain  area  of  motionless  water  may  remain.  This  area  has  already 
been  named  permanent  (for  any  section),  and  the  symbol  a  assigned  to  it. 
If,  now,  the  surface  be  raised  at  any  section  by  /\,  discharge  begins,  and 
mean  velocity  has  a  value  which  obviously  must  bear  an  inverse  ratio  to 
a.  Increments  of  velocity,  as  /\  increases,  will  be  so  controlled  by  a 
if  large,  that  the  curve  of  velocity  must  be  not  only  an  orderly,  but  a 
very  gentle  curve. 

The  cause  of  the  ap]3arent  straightness  of  such  curves  is  thus  revealed, 
and  we  know  that  the  one  prime  condition  of  a  simple  relation  between 
V  and  A  ^t  any  site  is  a  large  value  of  a.  *  On  the  other  hand,  an  excess- 
ive value  of  a  would  render  increments  of  Ftoo  small  for  accurate  deter- 
mination of  discharge.  Therefore,  a  mean  value  for  permanent  area 
should  be  sought  at  a  discharge  section. 

23.  The  foregoing,  reasoning,  and  the  evidence  of  ^observed  velocity 
•curves,  which  will  shortly  be  considered,  warrant  the  general  proposition 

V^F.ia.  A)' 
This  function,  when  developed,  may  be  so  complicated  as  to  be  use- 
less ;  it  may  be  simple  in  its  particular  form  as  applied  to  a  given  series 
of  observations,  and  yet  be  a  resultant  of  many  complications  ;  or  it  may, 
in  its  general  form,  be  a  simple  expression  containing  constants  appli- 


*  This  prime  condition  of  simplicity  is  directly  contrary  to  Capt.  Cunningham's  conclusion 
-that  "Experimental  sites  should  not  be  situated  in  marked  hollows  of  the  bed  slope." 
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cable  to  individual  cases  only.     Ifc  is  sufficient  to  claim,  at  this  stage  of 
the  discussion,  that  both  elements  are  readily  observed. 

24.  A  study  of  the  accompanying  diagrams  is  necessary  to  the  further 
prosecution  of  the  subject. 

25.  Diagram  1  has  already  been  described.  It  is  a  discharge  curve 
for  the  section  at  the  gauge  in  the  two  conditions  of  that  section. 

Diagrams  2,  3  and  4  are  representations  of  facts  obtained  directly,  or 
legitimately  derived,  from  Mr.  Francis'  Lowell  Experiments.  Diagram 
2  being  columns  7  and  8  of  his  Table  XIII.  Diagram  3  is  obtained  by 
computation  from  data  given  in  Table  XXII,  and  diagram  4  by  a  similar 
process  from  Table  XVI. 

The  curved  lines  0  B,  of  diagrams  2  and  4,  are  extensions  of  the 
observations  by  computing  the  discharges  for  heights  not  observed.* 
Observations,  or  the  means  of  groui^s  in  most  cases,  are  designated  by 
dots.     Lines  curved  or  straight  are  added  to  interpret  the  observations. 

Diagrams  5  and  6  are  obtained  from  Gen.  Theo.  G.  Ellis'  observations 
upon  the  Connecticut  river,  near  Thompson ville.  Observations  taken  at 
the  several  sections  are  designated  by  enclosed  dots.  Values  obtained  by 
transfer  of  discharges  are  represented  by  simple  dots.  The  chief  uncer- 
tainty about  such  transfers  is  the  local  stage.  This  source  of  error  is 
small  between  F  and  G,  but  may  be  material  at  B  and  C. 

The  remaining  diagrams  are  not  pertinent  at  present. 

26.  Diagram  2  contains  five  straight  lines  passing  through,  or  near  to, 
the  observations.  The  line  A  B  is  tangent  to  the  curve  0  B  and  passes 
through  the  upper  pair  of  dots  only.  The  extension  of  curve  0  B  below 
the  observations  by  computed  discharges  is  mainly  to  locate  the  origin, 
and  the  origin  so  fixed  may  be  taken  as  common  to  all  velocity  curves  at 
the  same  locality,  under  like  condition  of  weir  height. 

The  observations  shown  along  the  curve  0  B  were  taken  when  the 
cross-section  at  the  gauge  station,  6  feet  above  the  weir,  was  13.96  feet 
wide  and  5. 048  feet  deep  below  the  level  of  the  weir,  less  the  area  of  the 
gauge  boxes.  The  value  of  a  was  70.02  square  feet.  Heights  of  surface 
at  gauge  above  crest  of  weir  (/\)  ai^e  ordinates,  and  mean  velocities  past 
gauge  are  abscissas. 

The  incomplete  curve  0  G  results  from  a  change  of  cross-section  to 
9.992  feet  wide,  and  depth,  as  before,  5.048  feet,    a  was  50.44  square  feet. 

*  These  extensions  are  for  illustration  only,  and  are  not  referred  to  in  the  subsequent 
argument. 
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The  incomplete  curve  0  D  comes  from  a  cross-section  13.96  feet  wide 
and  2.014  deep  below  weir  level,  less  the  area  of  the  gauge  boxes,  a  being 
27.67  square  feet. 

The  straight  lines  A  C  and  A  D  fairly  satisfy  the  observations  of  the 
two  series  last  named.  The  line  A  B  also  satisfies  the  upper  observations 
of  the  first  series.  The  radiation  of  these  lines  from  a  common  centre  on 
the  axis  of  abscissas  will  be  noticed. 

The  two  points  located  on  the  line  A'  B'  are  observations  taken  with 
the  cross  section,  as  in  the  series  0  B,  but  the  weir  was  divided  into  two 
equal  bays  by  a  partition. 

The  points  on  line  J '  D'  are  observations  with  section,  as  in  series  A 
D,  but  the  weir  was  divided  as  in  A'  B'.  The  convergence  of  these 
straight  lines  on  axis  of  abscissas  is  again  to  be  noted. 

The  two  points  on  short  broken  line  C  are  observations  under  the 
same  conditions  as  the  series  A  C,  except  that  the  stream  was  prevented 
from  spreading  after  passing  the  weir. 

27.  For  observations  not  specially  designed  for  the  purpose,  these  of 
Mr.  Francis  at  Lowell  Lower  Locks,  illustrate  the  subject  under  discus- 
sion wonderfully .  The  variety  of  conditions  and  combinations  is  very 
nearly  that  required,  and  the  exactness  of  observation  is  beyond  the 
limit  of  expression  by  small  scale  diagrams. 

The  convergence  of  lines  in  the  diagrams  may  be  suggestive,  but  ref- 
erence to  figures  will  be  instructive. 

Computing  the  co-efficients  of  the  straight  lines  passing  through  the 
upper  groups  of  the  three  series  OB,  00,  and  OD,  I  obtain 

Straight  line  AB,  X=  0.61345  (?/— 0.2767)  =  0.61345  y  —  0.1697. 
"  AG,  X=  0.72524  (?/— 0.2338)  =  0.72524  tj  —  0.1696. 
"  AB,  X=  1.09013  (?/-0.1592)  =  1.09013  ?/—  0.1714. 
mean  constant  —  0.1702. 

The  convergence  of  the  straight  lines  upon  a  point  in  the  axis  of 
abscissas,  at  a  distance  in  rear  of  origin  equal  to  0'.1702,  measured  in 
velocity,  is  thus  put  beyond  question. 

Assuming  the  convergence  to  be  at  —  0.170,  and  computing  the  co- 
efficients that  will  best  satisfy  all  the  observations  above  a  weir  depth  of 
1  foot,  by  method  of  least  squares,  I  obtain  empiric  formulas: 
Series  J[J3,  F  =  0.6144  A  —  0.170, 
"      J  C,  F=  0.7253  A  — 0.170, 
"       AD,  V=  1.0886  A  —  0.170, 
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these  co-efficients  differ  but  little  from  tliose   previously  obtained   by 
taking  the  upjDer  i^air  of  observations  in  each  series. 

If  we  were  to  entertain  the  thought  that  these  formulas  are  good  at 
lower  levels,  we  would  meet  the  absurdity  that  flow  over  the  weir  must 
cease  when  the  surface  only  6  feet  upsti'eam  was  in 

Series  AB,  0/2767  above  weir  level, 
"      AC,  0.2338     "         "         "     - 
"      AD,  0.1592     " 
therefore  a  curved  part  must  intervene  between  the  lower  observations 
of  ^  C  and  A  D  and  the  origin,  the  same  as  shown  by  observation  and 
computation  for  the  series  OB. 

28.  In  the  observations  represented  by  diagram  4,  the  conditions 
were  materially  changed.  The  model  of  a  dam  was  substituted  for  the 
weir,  the  new  profile  having  a  level  crest  3^  feet  wide,  and  a  slope  of  16 J 
feet,  extending  to  the  cross  section  at  which  the  mean  velocity  is  to  be 
determined. 
.    The  discharge  being  actually  measured  in  the  lock  chamber,  mean 

Velocity  is  easily  found  at  any  known  section.  The  new  section  was 
9.992  feet  wide,  and  5.85  feet  deep  below  crest  of  dam  (by  scale  on  plan), 
whence  a  was  58.45  square  feet. 

From  the  experiments,  a  formula  for  the  discharge  over  the  dam  was 
obtained  by  Mr.  Francis, 

§  =  3.01208Z^i.r.3 
and  from  computed  discharges  the  curve  of  mean  velocity  is  extended  to 
A  =  3'. 4. 

The  curve  passes  into  a  line  practically  straight  at  /\  =  2'. 5.  The 
equation  of  the  secant  line  {/\=^2.5to/\  =  'd'A)  is 

F=  0.7258  (A  —  0.461)  =  0.7258  A  —  0.3346. 
The  co-efficient  is  almost  the  same  as  for  the  line  ^Cof  diagram  2,  and 
we  are  reminded  that  the  widths  of  section  are  the  same.  The  section  in 
itself  considered  is  as  if  the  bottom  of  section  in  the  former  position  had 
lowered  0'.8.  In  this  view  diagram  4  would,  if  the  original  weir  had  been 
retained,  have  given  another  line  to  diagram  2  intermediate  to  ^i?  and 
AC.  If  we  were  to  transfer  it  to  diagram  2,  the  actual  line  would  be 
parallel  to  AC,  but  originating  at  —  0'.3346.* 

*  It  will  bo  understood  that  the  mode  of  obtaining  the  upper  part  of  diagram  i  diminishes 
the  value  of  i:8  evidence,  except  as  to  general  indications.  No  stress  can  be  put  upon 
parallelism  to  AC. 
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The  shift  of  origin  is  by  ready  inference  due  to  change  in  the  form  of 
weir  (the  level  of  crest  was  the  same).  Since  the  discharge  for  given 
heights  above  weir  was  lessened,  the  retraction  of  origin  would  appear  to 
attend  increased  obstruction  by  the  weir. 

The  division  of  the  weir  into  two  bays,  in  another  case,  was  also 
an  increase  of  obstruction,  and  we  see  by  diagram  2,  that  the  origin 
moved  forward. 

The  series  re j) resented  by  the  lines  A'D'  and  A'D'  are  too  short  to  be 
entirely  conclusive,  but  it  is  hazarding  little  to  say  that  both  origin  and 
inclination  of  the  straight  lines  were  changed  by  the  division  of  the 
stream  at  the  weir.  Taking  the  figures  for  the  two  groups  of  observa- 
tions represented  by  A'B',  and  computing  a  line  passing  through  them, 
I  have 

F=:  0.431  (£^  —  0.192)  =  0.431  /\  —  0.0827, 
and  for  A'D' 

r=  0.768  (  ^~  0.0988)  =  0.768  A  —  0.0759. 
mean  constant  0.0793. 

The  computed  intersections  with  axis  of  abscissas,  are  very  close 
together,  and  a  trifling  change  would  bring  them  to  a  common  centre. 
We  again  have  a  practical  convergence  of  secant  lines  for  a  given  condi- 
tion of  weir  and  varying  section. 

Comparing  the  co-efficients  of  lines 

AB  and  A'B'   we  find  ^^,    =  0.7026 

AB 

AD     "     A'D'    "      "^-5    =0.7045 

AD 

Wherefore  the  consequence  of  dividing  the  weir  appears  to  have  been 
a  rotation  of  the  lines  AB  and  AD,  without  disturbing  their  relative  in- 
clination, and  a  movement  of  the  point  of  convergence  along  the  axis  of 
abscissas.  In  Diagrdm  4  we  have  movement  along  the  axis  of  abscissas, 
and  probable  rotation  in  the  ojjposite  direction  to  that  in  Diagram  2. 
The  effect  of  dividing  the  stream  is  evidently  much  more  serious  than 
that  of  change  in  form  of  weir  below  level  of  no  discharge. 

29.  Passing  to  Diagram  3,  which  represents  experiments  on  a  larger 
scale,  and  under  conditions  very  unlike  those  of  Diagrams  2  and  4,  special 
note  should  be  made  of  the  fact  that  the  discharge  section  is  much  farther 
from  the  weir,  and  the  channel  between  s^jread  out  to  three  times  the 
width  at  the  flume.     Therefore  regularity  cannot  be  attributed  to  the 
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direct  draft  of  the  weir.  The  relation  of  weir  level  to  the  bottom  of  the 
flume  is  not  known,  but  is  not  far  from  7'. 6.  The  velocity  curves  do  not 
become  straight  lines,  nor  do  the  two  secant  lines  approach  a  conver- 
gence at  or  near  the  axis.  The  weir  condition  was  without  variation,  and, 
according  to  the  precedent  of  the  observations  at  the  Locks,  change  in 
the  section  should  not  disturb  the  centre  of  the  secants.  This  is  a  warn- 
ing against  hasty  assumptions.  We  should  notice  that  in  this  series  of 
experiments  the  velocities  were  considerable,  and  the  gauge  located  in  a 
still  water  box,  where  it  measured  a  column  of  Avater  sustained  by  the 
pressure  of  the  stream  upon  the  sides  of  the  flume,  and  not  the  level  of 
the  stream. 

The  diagrams  have  been  made  from  the  heights  given  in  the  tables, 
and  for  the  practical  purpose  of  this  discussion  the  essential  thing  is 
shown  by  the  observed  heights,  for  the  manifest  simjDlicity  and  regularity 
of  the  velocity  curve,  with  reference  to  stage,  is  seen  not  to  depend  upon 
theoretical  niceties,  but  to  belong  to  the  observed  values. 

In  diagram  3  a  pair  of  points,  each  representing  a  group  of  six 
observations,  require  a  distinct  line  AB".  These  mark  the  effect  of  a 
disturbance  of  the  conditions  of  approach  to  the  gauge  section,  by  which 
numerous  whirls  were  caused,  and  these  are  seen  to  have  diminished  the 
cajjacity  of  the  channel. 

30.  Summing  up  the  positive  teachings  of  the  Lowell  experiments,  it 
is  certain — 

1st.  There  is  a  relation  between  mean  velocity  and  ruling  depth 
which  is  definite  at  any  section  under  stable  conditions. 

2d.  The  relation  at  a  given  section  depends  upon  the  constancy  of — 

(a.)  The  section  condition  ;  its  area  must  vary  only  with  the  stage, 
not  by  scour,  or  fill  or  artificial  change  of  area  or  form. 

(b.)  The  weir  condition  ;  its  height,  form  and  freedom  of  discharge 
must  not  vary. 

(c.)  Condition  of  ajij^roach  ;  no  changes  in  direction  or  regularity  of 
flow. 

31.  To  each  of  these  three  conditions  the  relation  is  sensitive  to  a 
degree  that  must  satisfy  the  thoughtful  Engineer  of  the  hopelessness  of 
obtaining  a  mean  velocity  formula  with  constants  and  co-eflficients  capable 
of  extended  use. 

The  possible  combinations  of  conditions  are  infinite,  but  we  have 
reason  to  assert  that  each  combination  affords   a   definite  relation  at 
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all  stages,  hence  constants  and  co-eflSeients  locally  determined  are 
reliable. 

The  third  condition  described  must  be,  in  effect,  the  same  as  increase 
of  area  belo^  weir  level,  to  diminish  velocity  for  a  given  height  of  sur- 
face, and  by  so  considering  it  the  conditions  (in  kind)  reduce  to  two, 
Section  and  Weir. 

32.  The  weirs  of  Diagrams  2  and  3  are  arranged  for  complete  contrac- 
tion. The  dam  section  of  diagram  4  gave  a  free  overfall.  The  relation 
is  not  less  definite  in  the  one  case  than  in  the  other. 

Diagrams  5  and  6  introduce  an  ordinary  dam  in  a  large  river.  No 
one  will  expect  in  these  diagrams  the  precision  of  results  seen  in  Mr. 
Francis'  experiments. 

The  height  of  dam  is  not  stated,  but  its  average  was  between  38  and 
39  feet  on  the  gauge.  Sections  6r  and  F  were  at  the  ends  of  a  short 
velocity  base.  C  is  some  3  800  feet  nearer  the  dam,  and  B  is  an  inter- 
mediate section.*  G  i^and  Chave  nearly  the  same  area.  B  is  the  sec- 
tion of  least  area  in  the  pool.  Variable  section  is  so  nearly  rectangular 
at  each  site  that  areas  may  be  considered  as  straight  lines. 

The  observed  mean  velocities  arrange  themselves  upon  a  straight  line, 
with  some  notable  exceptions.  The  numbers  attached  to  the  diagram  at 
G'  show  the  order  of  observation.  1,  2,  27,  28  and  29  stand  to  the  right 
of  the  straight  line  and  testify  to  velocities  greater  than  the  mean.  It  is 
a  singular  feature  that  both  groups  1,  2  and  27,  28,  29  are  for  a  falling 
stage.  The  rising  stage  Nos.  24,  25,  26  are  to  left  of  line,  and  indicate 
velocities  less  than  the  mean  for  the  stage,  and  very  considerably  less 
than  prevailed  at  like  stages  during  the  subsequent  decline,  or  just  con- 
trary to  the  rule  that  velocities  are  accelerated  by  rising  and  retarded 
during  the  falling  stage.  According  to  received  ideas  this  is  an  anomaly. 
By  the  view  here  brought  forward  it  is  probable  that,  owing  to  the  ad- 
justment of  supply  and  discharge,  the  river  below  the  dam  rose  and  fell 
relatively  faster  in  this  particular  flood  than  iu  others  ;  that  is,  it  is  varia- 
tion of  the  weir  condition  by  back  water  during  rise,  and  freer  fall  during 
decline.  Nos.  35,  36  also  stand  apart  from  the  lines  indicated  by  the 
other  observations.  A  canal  capable  of  passing  nearly  the  entire  low 
water  volume  is  reported  to  be  fed  from  the  pool ;  its  opening  must  be 
at  a  level  considerably  below  the  dam,  and  it  is  to  be  expected  that  the 

*Fnr  flelails  of  sections  see  General  Ellis'  Report,  in  Rep.  Chief  of  Engrs.,  1878,  Part  1, 
pages  351-353. 
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control  should  pass  to  the  lower  opening,  when  the  volume  there  escaping 
becomes  relatively  great  compared  with  that  passing  over  the  dam.  With 
these  explanations  the  apparent  anomalies  support  the  law. 

33.  Uncertainty  as  to  weir  level  prevents  any  attempt  to  trace  relations 
or  to  determine  the  best  line  to  satisfy  the  observations.  That  the  line 
of  Diagram  O  is  near  enough  for  practical  purposes  is  evidenced  by  the 
resulting  computed  curve  of  discharge  represented  by  the  broken  line  of 
Diagram  6. 

34.  The  diagram  at  section  B  has  but  three  observed  points,  and  they 
may  be  affected  by  weir  variation  ;  but  if  they  belong  to  the  mean  weir 
condition  their  teaching  is  important  ;  for  from  the  direction  of  the  con- 
necting line  it  would  intersect  the  axis  of  abscissas  in  front  of  origin. 
Therefore  the  curve  must  be  tangent  to  axis  of  abscissas,  whereas  all 
other  curves,  that  have  come  under  notice,  have  been  tangent  to  axis  of 
ordinates.  At  section  B  the  river  is  not  only  shoal,  but  much  wider  than 
at  G,  F  or  G,  and  the  dissimilarity  of  velocity  curves  arises  from  the 
relations  of  widths  and  areas.* 

35.  Is  has  appeared  in  the  course  of  this  discussion — 

1st.  Negatively,  that  hydraulic  mean  depth  and  sine  of  slope  do  not 
measure  the  phenomena  of  water  flowing  in  natural  channels. 

2d.  Slope  is  a  misnomer  when  applied  to  the  distribution  of  fall  and 
considered  as  the  cause  of  motion. 

3d.  Positively,  motion  is  due  to  head  or  pressure.  Near  a  weir  it  is 
customary  to  measure  head  by  taking  the  elevation  of  surface  above  crest 
of  weir  at  a  considerable  distance  from  the  crest.  This  distance  being 
indefinite  extends  the  relation  of  discharge  to  height  above  weir  crest  to 
all  sections  above  the  weir. 

•ith.  The  level  of  no  discharge  is  the  natural  reference  plane  for 
hydraulic  phenomena. 

5fch.  Lirge  sectional  area  below  level  of  no  discharge  must,  of  neces- 
sity, limit  the  velocity  to  small  and  regular  increments. 

6th.  Weirs,  dams,  and  natural  bars  or  shoals  define  the  level  of  no 


*If  we  carry  the  idea  of  diminished  depth  and  area  to  its  limit,  it  will  appear  that  the 
locality  must  become  itself  a  weir.  Another  case  of  tangency  to  axis  of  abscissas  has  been 
developed  on  the  Mississippi  below  Memphis.  This  condition  of  the  velocity  curve  indicates 
a  section  of  undue  width,  and  affords  a  criterion  to  determine  the  width  of  a  regulated  river. 
A  large  area  and  slack  current  at  low  stage  is  in  the  interest  of  navigation.  Efficiency  in  dis- 
charge is  a  necessity  in  time  of  flood.  Tangency  to  axis  of  ordinates  meets  both  couditiona. 
Tangency  to  axis  of  abscissas  violates  both. 
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discharge  at  all  sections  above  their  sites,  until  the  horizontal  plane 
through  their  crests  intersects  the  bottom  of  the  channel. 

7th.  Two  new  hydraulic  terms  are  proposed — 

(1.)  Permanent  area,  or  that  part  of  transverse  section  below  the 
level  of  no  discharge. 

(2.)  Ruling  depth,  or  the  depth  of  the  plane  of  no  discharge  below 
the  surface  at  any  time  and  place. 

The  first  is  a  constant  at  a  given  section,  but  may  differ  materially  at 
neighboring  sections.  The  second  is  variable,  and  in  rivers  measures 
stage.  For  neighboring  sections  the  differences  will  be  the  measure  of 
surface  slope.  It  also  measures  that  part  of  area  which  varies  with 
stage  in  all  sections  having  regular  side  slopes. 

8th.  For  a  given  site  ruling  depth  is  the  only  independent  variable  in 
the  local  mean  velocity  formula.  The  proof  of  this  proposition  rests 
upon  the  fact,  that  the  best  determined  mean  velocities,  whether  observed 
in  natural  or  artificial  channels,  develop  a  smooth  curve  when  plotted  as 
abscissas  to  ruling  depths  as  ordinates. 

9th.  Most  of  these  curves  become  virtually  straight  lines  at  a  mod- 
erate value  of  ruling  depth. 

10th.  The  curves,  without  impairing  their  simple  regularity,  are 
shown  to  vary  with  either  of  three  conditions,  namely  : 

(1. )  That  of  weir,  dam  or  bar,  as  freedom  of  discharge  is  increased 
or  impaired. 

(2.)  That  of  the  section,  as  its  area  is  enlarged  or  diminished,  other 
than  by  change  of  ruling  depth. 

(3.)  That  of  approach,  such  as  change  in  the  direction  of  current, 
or  in  the  irregularities  of  motion,  whirls  and  eddies. 

11th.  The  changes  of  curve  caused  by  the  1st  and  2d  and  3d  conditions 
are  distinct  and  characteristic.  Taking  the  direction  of  the  upper  parts 
of  the  velocity  curves,  after  they  become  straight  lines,  and  producing  it 
backward  to  intersection  with  axis  of  abscissas,  it  is  discovered  that 
change  of  weir  condition  varies  the  point  of  intersection,  and  change  of 
section  condition  varies  the  angle  of  intersection. 

These  eleven  propositions  are  put  forth  as  proven,  or  capable  of 
proof  from  the  facts  given  in  the  diagrams.  I  add  two  theoretical  propo- 
sitions, suggested  by  the  preceding,  bat  shall  not  discuss  them. 

1.  The  facts  may  be  interpreted  to  signify  that  the  velocity  curves  are 
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hyperbolas  ;   weir  condition  being  transverse,  and  section  condition  the 
conjugate  axis. 

2.  The  height  of  the  cone  from  which  the  hyperbola  is  cut  is  a  func- 
tion of  Igh  and  area,  h  being  the  head  available  to  produce  motion  at  a 
given  site.  Each  section  furnishes  its  individual  cone.  See  Fig.  3, 
Diagram  10. 

36.  In  practical  application  of  these  propositions  to  gauging  streams, 
everything  is  made  to  depend  upon  local  determination  of  constants. 
Therefore  it  will  be  assumed  that  something  more  is  desired  than  a  single 
gauging. 

Direct  measurements  of  discharge  by  the  best  means  and  method 
available  are  essential.  Let  the  local  conditions  be  studied,  that  a  few 
careful  observations  may  give  a  local  curve,  which  may  be  used  with 
confidence  so  long  as  local  conditions  continue  unchanged. 

1.  A  desirable  site  for  observation  to  obtain  continnous  discharge 
will  not  be  found  at  a  bar  or  wide  section,  but  in  the  pool,  at  a  point 
where  the  area  and  width  have  a  mean  value.  If  the  permanent  area  be 
too  great,  the  variation  of  velocity  for  the  lower  stages  will  be  imper- 
ceptible ;  if  it  be  too  small,  the  law  of  the  velocity  curve  will  not  appear, 
excejit  by  many  observations  covering  the  whole  range  of  stage. 

2.  Sites  should  afford  a  distributed  current,  and  in  general  should  be 
taken  in  a  straight  reach  as  far  from  the  preceding  bend  as  possible. 

3.  The  influence  of  tributaries  must  be  considered;  go  below,  if  nec- 
essary, but  never  immediately  above  one.  Back-water  from  this  or  any 
other  cause  is  change  of  weir  condition. 

4.  Choose  a  section  with  steep  banks,  and  high  enough  to  contain  the 
stream  at  all  stages.  If  this  be  impossible,  be  cautious  of  extending  the 
curve  observed  below  beyond  the  level  of  overflow  ;  for  overflow  is  an 
important  change  of  section  condition. 

37.  If  these  cautions  are  observed  in  choosing  a  site,  a  series  of  direct 
discharge  measurements,  including  a  considerable  variation  of  stage, 
will  furnish  the  direction  of  the  curve  of  mean  velocity  after  it  has  be- 
come ijractically  a  straight  line.  If  the  level  of  no  discharge  is  also 
determined  by  observation  of  the  controlling  weir  or  bar,  it  becomes  the 
axis  of  abscissas  ;  heights  above  level  of  no  discharge  are  ordinates. 
The  steps  required  to  determine  the  intersections  of  the  sti'aight  line 
with  the  axes  need  not  be  specified. 

The  curve  of  mean  velocity,  if  not  a  hyperbola,  is  very  nearly  one,  and 
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may  be  computed  from  the  data  by  considering  the  intersections  with 
axes  of  abscissas  and  ordinates  as  defining  the  transverse  axis  [A),  and 
the  conjugate  axis  (J3),  respectively.  The  mean  velocity  curve  referred 
to  vertex  of  transverse  axis  is — 

A^=X2(^'+24^)  (5)- 

Theoretically,  B  and  A  are  complex  functions  of  a  and  2gh.  But  the 
practical  process  described  -will,  if  the  conditions  stated  are  observed, 
determine  their  local  value.  If  thought  advisable,  mean  velocities  may 
be  combined  with  areas,  and  a  table  or  diagram  of  dischai'ge  prepared. 

I  add  an  additional  caution.  Choose  times  for  preliminary  discharge 
measurements  when  the  stream  is  at  a  stand,  if  possible.  If  this  is 
impracticable,  obtain  discharges  at  equal  stages  of  rise  and  fall,  and  take 
a  mean. 

38.  To  use  the  method  described,  it  is  essential  that  stage,  A>  should 
be  observed  at  the  discharge  section,  and  that  the  section  and  regulating 
weir  or  bar  be  permanent. 

39.  In  many  natural  streams  both  section  and  bar  are  unstable.  So 
far  from  this  working  a  suspension  of  the  relations  under  discussion, 
it  increases  their  importance.  The  suggestion,  that  the  condition  of  the 
wier  or  bar  exercised  a  controlling  influence  over  velocity  in  the  pool, 
came  from  a  study  of  data  observed  upon  the  Mississippi.  In  these  data 
the  law  of  ruling  depth  was  disclosed  by  its  variations. 

40.  The  purpose  of  the  study  was  not  so  much  to  improve  methods 
of  gauging  streams  as  to  obtain  light  upon  the  importan!;  practical  sub- 
ject of  flood  control.  The  retention  of  flood  waters  within  definite 
bounds  manifestly  depends  upon  the  constancy  of  the  relation  between 
stage  and  volume  ;  or  upon  the  expectation  that  an  assumed,  or  ascer- 
tained, maximum  volume  will  always  discharge  through  a  given  cross- 
section. 

41 .  Facts  are  on  record  showing  that,  at  Columbus,  Ky. ,  in  1857  and 
1858,  the  discharge  of  the  Mississippi  exceeded  1  100  000  cubic  feet  per 
second  four  times.  At  the  first  rise,  December,  1857,  the  discharge 
named  occurred  at  a  stage  of  29'. 50  on  the  rise,  and  at  31'. 60  on  the  de- 
cline, difference  2'.  10,  The  second  rise,  in  March,  1858,  the  stages  for 
like  discharge  were  32'. 50  and  34'. 70,  difference  2' .20.  The  third  rise, 
April,  1858,  the  stages  were  38'. 50  and35'.90,  difference  2'. 40.  At  the 
fourth  rise,  June,  1858,  the  stages  were  35'.00  and36'.90,  difference  1'.90. 
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The  mean  of  the  differences,  2' 15,  is  all  that  can  in  any  case  be  accounted 
for  by  acceleration  and  retardation  by  stage. 

The  successive  differences  between  stages  of  like  discharge  3', 00  -|- 
1'.00-|-1'.50  =  5'.50  on  rise,  and  3'.10  +  r.20 -|^  l'.00=  5'.30  on  decline 
are  evidence  of  the  progressive  impairment  of  the  capacity  for  discharge. 
The  mean  of  the  sum  of  these  differences,  5'. 4,  suggests  that  overflow  by 
the  flood  of  1858  was  not  due  wholly  to  volume,  but  in  a  considerable 
part  to  an  unknown  cause,  which  diminished  the  capacity  of  the  channel 
between  December,  1857,  and  June,  1858. 

42.  In  a  paper  read  at  the  12th  Annual  Convention  of  this  Society 
(No.  CCVI,  vol.  9,  of  Transactions),  the  writer  discussed  the  variation 
of  the  section  of  rivei's  and  showed,  that  a  filling  of  wide  sections  at 
times  of  flood  was  to  be  expected  in  silt  conveying  streams,  and 
conversely  a  removal  of  deposit  during  low  stages*.  If  this  fill  be  in  the 
channel  it  is  a  building  up  of  the  shoal,  and  the  subsequent  scour  is  a 
lowering. 

43.  In  the  present  paper  I  have  shown  the  imi?ortance  of  weir  con- 
ditions by  undisiDutable  facts,  and  have,  by  natural  inference,  attributed 
like  consequences  to  a  change  of  dam,  bar  or  shoal.  There  is  a  wide 
difference  between  a  weir,  discharging  into  open  air,  and  a  submerged 
dam  or  bar.  I  hoped  that  Captain  Cunningham's  observations  might  fur- 
nish facts  that  would  definitely  establish  the  inference  :  for  the  Ganges 
Canal  is  regulated  by  dams,  which  are  varied  at  will  and  therefore  afford 
many  phases  of  weir  condition.  Unfortunately  the  "state  of  control" 
is  given  by  Cunningham  only  as  a  ratio  of  closed  area  to  that  of  a  full 
opening.     I  therefore  must  fall  back  upon  inferior  evidence. 

44.  The  diagrams  of  Humphreys  and  Abbot  (Plates  XIV,  XV,  XVI 
and  XVII  of  their  report),  are  discharge  diagrams,  but  bear  slight 
resemblance  to  the  diagrams  1  and  G  accompanying  this  paper.  If  mean 
velocities  were  substituted  for  volumes,  the  resulting  diagrams  would 
present  an  intricacy  like  to  the  discharge.  Yet  out  of  the  apparent 
confusion  order  will  come,  if  the  disturbing  effect  of  three  causes  be 
allowed  for. 

First.  Velocities  are  accelerated  by  a  rising  and  retarded  during  a 
falling  stage.  Rise  and  return  to  a  stand  at  a  given  stage  would  produce 
a  looped  curve  of  velocity.     The  Columbus  observations  furnish  four 

*  A  fuller  discussion  of  the  same  subject  will  be  found  in  Appendix  K,  and  confirmatory 
facts  in  Appendix  D,  to  Report  of  Misaissippi  Commission  for  1881. 
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distinct  loops  :  the  breadth  of  any  one  loop  is  much  less  than  the  breadth 
occupied  by  all,  and  the  influence  of  this  cause  may  be  to  that  of  all 
causes,  as  breadth  of  any  one  loop  is  to  the  breadth  of  belt  included  be- 
tween extremes.  If  the  figures  be  taken  for  each  rise,  as  it  i^assed  a 
thirty  foot  stage,  the  breadth  of  1st  loop  was  0'.66,  of  2d,  0'.52,  of  3d, 
1'.08,  of  4th,  l'A2  feet  per  second.  Total  breadth  between  extremes  be- 
ing 3  feet  per  second.  This  cause,  therefore  cannot  be  credited  with 
more  than  j^j  of  total  effect,  and  probably  this  is  much  too  great,  for  the 
progressive  lessening  of  velocity  between  first  and  fourth  rise  must  in 
part  have  occurred  between  the  dates  embraced  in  each  loop,  conse- 
quently the  general  cause  has  also  widened  the  loops. 

Second.  Change  within  the  section  by  deposit  or  erosion.  This  may 
have  been  : 

1st.  An  enlargement  under  the  high  velocities  of  the  flood  stage,  7^ 
to  8^  feet  per  second. 

2d.  A  deposit  in  the  slack  current  of  the  low  stage,  Ij  to  2  feet  per 
second. 

3d.  The  irregular  fleeting  changes  due  to  passage  of  sand  waves.* 

The  first  two  would  be  most  active  in  producing  irregularity  at  ex- 
tremes, and  the  results  would  be  progressive  during  continuance  of  high 
and  low  velocity.  Since,  by  remeasurement  of  section  after  the  flood 
had  passed,  enlargement  by  several  thousand  square  feet  was  ol:)served, 
the  broadening  of  the  upper  parts  of  the  loops  may  have  been  due  to 
this  cause,  but,  since  the  observed  enlargement  was  much  greater  at  the 
lower  of  two  sections,  200  feet  apart,  than  at  the  upper,  it  is  probable 
that  the  apparent  change  is  due  to  a  sand  wave.  Sand  wave  effects 
would  compensate  each  other  within  a  few  days. 

Third.  Variation  of  level  of  no  discharge,  chiefly  by  fill  and  scour  at 
the  regulating  shoal  situated  at  an  unknown  distance  bjlow  the  obser- 
vation station. 

Experience  has  taught  navigators  and  engineers  that  the  channel 
depth  over  a  Mississippi  bar  is  subject  to  change  of  several  feet  by  fill 
during  high  and  scour  at  low  stages,  its  effect  as  weir  variation  should  be 
correspondingly  great. 

45.  At  Columbus  the  several  loops  furnish  a  straight  line  of  velocity 
with  a  constant  co-efficient,  but  variable  origin. 


*  The  subject  of  sand  waves  lias  oaly  received  attention  during  the  last  few  jears.     See 
Appendix  D,  to  Rep.  Mississippi  River  Commission. 
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The  mean  of  all  lines  is 

F==  0.9212  +  0.1849  ?/,  or  practically 
F=  0.185  (3/ +  5'), 
the  limits  of  extremes  being  [i/  +  11.1)  and  {y  —  3'.0):  y  is  the  reading 
of  the  gauge,  whose  zero  was  5'.  7  above  low  water  of  1855. 

Variable  origin  of  the  straight  line  has,  in  the  earlier  part  of  this  pa- 
per been  identified  as  effect  of  change  of  weir  condition.  The  present 
purpose  is  to  see  if  change  of  origin  measures  variation  of  bar  height  in  a 
river  of  unstable  regime.  Tlie  weight  of  the  test  depends  wholly  upon 
the  probability  of  the  results,  that  is  their  accordance  in  season,  progress 
and  amount,  with  what  are  now  known  to  be  general  facts. 

Dividing  each  observed  velocity  by  0.185,  and  subtracting  the  corre- 
sponding gauge  reading  from  the  quotient,  I  obtain  the  positions  at 
which  the  straight  line  would  intersect  the  gauge  at  each  date,  and  have 
plotted  the  results  as  lower  line  of  Diagram  7;  the  upper  line  being  stage 
of  water.  The  change  of  bar  height  cannot  be  sudden,  and  I  have  drawn 
a  broken  line  as  a  mean,  to  express  the  probable  effect  of  weir  condition, 
allowing  the  first  two  causes,  named  above,  to  have  produced  the  serra- 
tions shown  by  the  full  line.  It  is  assumed  that  the  vertical  shift  of  the 
straight  line  along  the  gauge  reflects,  if  it  does  not  measure,  the  change 
in  level  of  no  discharge. 

46.  By  a  similar  process  applied  to  the  Vicksburg  observations  of 
1858,  I  obtain  Diagram  8.     The  mean  position  of  line  is  : 

F=  0. 097  ( ?/  +  22. 7) .      Limits  y  +  fr^:  g 

47.  Similarily  I  obtain  from  the  Carrollton  observations  of  1851,  Dia- 
gram 9,  mean  position  of  line  being  : 

r=0.324(y  +  4.0).    Limits  ?/  +  g!- 5 

48.  The  three  diagrams  concur  in  showing  that  the  cause  of  velocity 
variation  is  associated  with  the  greater  or  season  oscillations  of  stage, 
having  a  minimum  at  low  water,  and  a  maximum  following  the  culmi- 
nation of  the  flood  at  a  considerable  interval.  The  lesser  maxima  and 
minima  follow  the  minor  flood  waves  at  Columbus  and  Vicksburg . 

49.  These  diagrams  show  the  cause — varying  as  my  former  paper 
showed  that  bar  height  must  vary.  And  the  amount  of  variation  of  the 
lower  lines  of  the  three  diagrams  is  in  accord  with  the  known  changes  of 
Mississippi  bar.s.  Identification  in  the  absence  of  direct  observation 
could  scarcely  be  more  complete. 
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50.  Carrying  the  teachings  of  the  weirs  to  the  broader  case  of  river 
bars,*  is  now  justified  bj  the  regularity  and  constancy  of  the  relation 
between  mean  velocity  and  ruling  depth  when  the  latter  is  variable.  The 
facts  at  hand  furnish  one  more  indirect,  but,  when  apprehended,  convinc- 
ing proof. 

The  observations  at  Carrollton,  which  furnish  data  for  Diagram  9,  were 
123  in  number,  and  made  at  "Prime  Base."  At  intermediate  dates  8 
similar  observations  were  made  at  "Preston  Base,"  about  a  mile  up- 
stream; Sat  "Race  Course  Base,"  4  500  feet  down  stream;  and  4  at 
"Locks  Base,"  9  000  feet  below  "Prime  Base."  Diagram  9  furnishes  a 
measure  of  the  variations  of  the  level  of  no  discharge  at  "  Prime  Base," 
and  it  is  certain,  if  truth  has  been  reached  in  the  preceding  discussion, 
that  these  variations  must  be  the  same  at  all  the  sites. 

If  for  any  observation  the  mean  velocity  be  divided  by  the  vertical 
distance  between  the  line  of  stage  and  the  broken  lower  line  of  Diagram 
9,  for  the  corresponding  date,  the  quotient  will  be  the  co-eflScient  of  the 
straight  line  for  the  site,  and  for  any  site  the  co-efiBcient  should  have  a 
constant  value.  (The  influence  of  the  other  two  causes  of  velocity  varia- 
tion will  cause  the  co-efficients  so  obtained  to  vary  somewhat. )  Comparing 
the  co-efficients  determined  for  different  sites  they  should  approximate  an 
inverse  ratio  to  the  areas  at  the  several  sites.  The  following  table  exhibits 
the  tests  :  < 

*  Iq  the  original  atudy  the  order  was  reversed.  Weirs  confirmed  conclusions  reached  from 
discussion  of  river  data. 
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Site  and 
Date. 


'Preston  Base." 


Stage. 


Prom 
Diagram, 


A-Stage. 


A 


Co-effi- 
cient. = 

V 


Ratios 


'  Locks  Base.' 


Apr.  9,  1851.... 

15.0 

3.10 

18.10 

4.84 

0.2674 

Prime  Base 

Co-ef. —  = 

Preston  Base 

15.1 

3.00 

18.10 

4.70 

0.2595 

0  324 

"     10,  "    

0.264-^—^ 

"     11,  "    .... 

15.0 

3.00 

18.00 

4.64 

1                              Preston  B. 

0.2578  1  Low  water  area r— 

Prime  B. 

"     1(5,  "    .... 

14.8 

2.90 

17.70 

4.75 

191045 
0.2683        r5T840~ 

<•     18,  "    .... 

14.7 

2.80 

17.50 

4.68 

■ 

„  , i      .  ,         ,                Preston  B, 

0.2674     High   water   areas  •,-.-—„- 

Prime  B. 

May   12,  '•    .... 

12.3 

2.30 

14.60 

3.87 

i      219  540  _ 
0.2651        179  210 

June    2,  "    .... 

10.9 

1.80 

12.70 

3.41 

0.2085 

Oct.    20,  ••    .... 

1.7 

3.80 

5.50 

1.42 

0.2582 

Mean 

0.2610 

Co-ef.,  1.227.     Areas,  1.216 

May  13, 1851 . . . . 
•'     20,  ■■    ... 

June   4,   ••    

Oct.    21,  ••    

Mean 


12.1 

10.6 

11.1 

1.7 


2.30 
2.10 
1.70 
3.80 


14.40 

12.70 

12.80 

5.50 


4.19 
3.66 
3.64 
1.47 


0.2909    Co-ef. 


Prime  B.       0.324 


0.2890 
0.2844 
0.2673 
0.2829 


Locks  B.       0.283 
Locks  B. 


=  1.145 


L.   W.   areas 


Prime  B. 


172  058 
150  840 
20:i  170 


=  1.141.  H.  W.  areas 
1.134 


179  210 
Co-ef.,  1 .  145.    Areas,  1 .  138 


'  Race  Course." 


May  15,  1851... 

"     23,  ••    ... 

June    3,  ■•    . . . 

Mean 


11.5 


10.1 


n.o 


2.20 
2.00 
1.70 


13.70 

4.50 

0.3285 

12.10 

3.94 

0.3256 

12.70 

4.16 

0.3276 
0.3272 

Co-ef.  -^"'"-^-^-°-f*=  0.991 
Race  Course  0.327 

147  105 


L.  \V.   A'a 
H.  W.  A's 


150  840 
178  111 


=  0.975 
=  0.994 


179  210 
Co.ef.    0.991.     Areas,  0.985 


The  computed  co-efficients  are  fairly  constant  at  each  site,  and  the 
means  approximate  the  inverse  ratio  of  areas.     The  conclusion  is  legiti- 
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mate  that  a  common  cause  equally  affected  each  of  the  four  sites  at  any 
given  date,  but  in  a  degree  which  varied  with  the  season. 

51.  Eeturning  to  "Prime  Base,"  the  recorded  data  show  that  the 
mean  depth  (below  a  datum  plane),  of  the  upper  section  increased  by 
6'.  76  feet  between  February  and  September,  and  the  mean  depth  of  the 
lower  section,  200  feet  distant,  by  6'. 82  feet.  The  indicated  change  of 
level  of  no  discharge,  comiaaring  February  and  September,  was  about 
one  foot  rise.  Hence  the  local  change  in  section  cannot  be  the  cause  of 
the  variation  under  investigation,  because  such  change  could  not  have 
equally  affected  all  the  sites  at  a  given  time. 

52.  The  bar  at  the  mouth  of  the  river,  in  the  light  of  the  facts  before 
us,  must  have  acted  as  a  dam  submerged  in  back  water,  the  level  of  no 
discharge  being  intermediate  to  crest  of  bar  and  Gulf  level.  The 
amount  of  variation  shown  in  Diagram  9  and  the  times  of  maxima  and 
minima  agree  closely  with  known  variations  of  depth  at  the  passes. 

The  Mississippi,  Connecticut  and  Mr.  Francis'  flumes  present  the 
same  facts.  In  the  case  of  the  flumes,  the  weir  or  dam  is  the  manifest 
cause  of  variation  in  level  of  no  discharge.  The  Connecticut  dam,  and 
the  Mississippi  shoals  are  causes  of  like  variation. 

53.  Aside  from  the  general  confirmation  of  a  definite  relation  be- 
tween mean  velocity  and  ruling  depth,  the  facts  last  presented  show 
that,  having  stage  and  mean  velocity,  we  can  measure  the  changes  in 
what  I  have  called  the  weir  condition.  By  inversion  of  process,  if  stage 
and  weir  condition  are  given  by  observation,  and  the  local  co-efficient 
determined,  mean  velocity  and  discharge  may  be  easily  and  closely 
estimated  by  the  method  already  described. 

54.  In  a  discussion  which,  though  confined  to  old  data,  leads  to  the 
rejection  of  several  notions  that  have  almost  attained  the  standing  of 
accepted  truths,  and  which  brings  forward  new  terms  to  expi-ess  a  novel 
conception  of  hydraulic  relations,  I  cannot  expect  to  convince,  except 
the  reader  studies,  digests  and  repeats.  Still  less  can  I  expect  to  have 
avoided  obscurity  in  expression,  or  misinterpretation  of  facts.  But  I 
do  hope,  that  discussion  and  study  will  lead  to  experiment  in  the  direc- 
tion herein  suggested,  and  experiment  to  better  theory  and  practice. 
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ON    THE    DETERMINATION    OF    THE    FLOOD  DIS- 
CHARGE   OF    RIVERS  AND    OF  THE  BACK- 
WATER CAUSED  BY  CONTRACTIONS. 


By  William  R.  Hutton,  Member  A.  8.  C.  E. 
Read  December   21st,  1881. 


With  Dlsou8ston  by  Theodore  G.   Ellis,  Robert    E.    McMath,  ant> 
William  R.   Hutton,  Members  A.  S.  C.  E. 


The  determination  of  the  flood  discharge  of  rivers  from  data  long 
previously  obtained,  is  not  nnfreqtiently  required  of  the  engineer.  So 
long  as  the  flow  is  confined  within  the  river's  banks,  the  ascertainment 
of  the  discharge  is  easy,  as  the  sections  and  slopes  are  generally  tolerably 
well  defined,  and  the  usual  laws  of  the  movement  of  running  water  apply 
with  reasonable  approximation.  But  when  the  river  passes  its  banks 
and  overflows  the  surrounding  country,  all  such  rules  generally  become 
useless.    The  obstructions  caused  by  trees,  bushes,  houses,  fences,  crops. 
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Ac,  hinder  tlie  flow  and  cause  eddies  and  cross  cui-rents.  The  varying 
directions  of  the  currents  in  different  parts  of  the  stream,  the  bodies  of 
dead  water,  the  return  currents  flowing  in  some  case-;  up  stream,  all  com- 
bine to  render  utterly  unreliable  any  attempt  to  ascertain  the  discharge 
by  computation  from  the  cross-sections  and  surface  slope.  The  variety 
of  opinions  and  methods  upon  this  question  among  engineers  is  well 
shown  by  the  evidence  of  the  experts  in  the  "  Elmira  crossing  case," 
a  suit  which  on  this  account  has  attracted  the  attention  of  engineers, 
and  more  especially  of  some  members  of  the  Society,  at  whose  request 
the  following  statement  is  introduced,  the  writer  having  been  employed 
as  expert  on  the  part  of  the  Lackawanna  Company  : 

The  New  York,  Lackawanna  and  Western  Railroad  sought  to  cross 
the  New  York,  Lake  Erie  and  Western,  over  grade,  at  Chemung  flats, 
about  10  miles  below  the  City  of  Elmira.  The  latter  road  at  this  place 
lies  upon  the  southern  side  of  the  valley  of  the  Chemung  Eiver,  at  a 
grade  scarcely  higher  than  the  level  of  the  ordinary  annual  floods  of 
the  river,  and  has  often  been  damaged  by  the  higher  freshets  recurring 
every  few  years. 

The  selected  route  of  the  Lackawanna  road,  after  passing  over  the 
Erie,  crossed  obliquely  the  valley  of  the  Chemung  by  means  of  the  fol- 
lowing constructions  : 

1.  A  bridge  of  3  sjaans  of  150  feet  each,  if  measured  on  the  centre  line 
of  roadwa}^  but  only  about  60  feet  if  measured  normal  to  the  line  of 
piers.  The  obliquity  was  so  great  that  the  lower  end  of  an  abut- 
ment or  pier  was  60  or  70  feet  above  the  up  stream  end  of  the  pier  next 
to  it  on  the  south.  This  bridge  crossed  a  high  water  channel  of  the  river 
known  as  Parshall's  Cove,  and  was  known  as  the  "  Cove  "  bridge. 

2.  An  embankment,  3  600  feet  in  length,  and  from  14  to  27  feet  in 
height,  across  the  flats  on  the  south  side  of  the  river. 

3.  The  Chemung  River  bridge  of  4  spans,  each  150  feet  long,  oblique 
to  the  line  of  roadway  70°,  or  20°  from  a  jserpendicular. 

4.  A  temjjorary  pile  trestle,  750  feet  in  length. 

5.  An  embankment,  10  or  12  feet  high,  extending  to  the  higher  ground 
on  the  north  side  of  the  valley. 

The  valley  of  the  Chemung  at  and  above  the  crossing  is  from  half  to 
tHree  quarters  of  a  mile  in  width,  quite  irregular  in  its  direction  and  in 
form,  and  through  it  the  river  winds,  sometimes  on  one  side,  and  somei- 
times'on  the  other,  in'  a  bed'  fl-om  400  to  600  feet  in  width. 
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The  area  of  the  water  shed  of  the  stream  above  the  site  of  the  cross- 
ing, is  about  2  800  square  miles. 

After  tlie  oflficial  filing  of  the  map  and  description  of  the  Lackawanna 
route,  the  Erie  Company,  early  in  1881,  made  ineffectual  efforts  to  pro- 
cure a  change  of  the  line  by  means  of  a  commission  appointed  for  the 
purpose  by  the  courts,  which,  however,  confirmed  the  recorded  location. 
Later  in  the  year  the  Lackawanna  road  applied  for  a  commission  to  ar- 
range the  crossing  and  assess  the  amount  of  the  damages  to  be  paid 
therefor. 

This  commission  met  in  August,  adjourned  to  the  20th  September, 
and  from  25th  September  to  the  4th  October,  and  finally  completed  its 
work  and  made  its  awai'd,  on  the  3d  of  November  last. 

The  crossing  was  refused,  and  resisted  by  the  Erie  Company  on  the 
ground  chiefly,  that  the  construction  of  the  Lackawanna  railroad  would 
increase  the  height  of  the  flood  waters  above  the  crossing,  and  render  the 
floods  more  than  ever  injurious  to  the  Erie  road,  both  by  damage  to  its 
roadbed  and  by  delaying  the  movement  of  its  trains. 

The  hydraulic  experts  were,  therefore,  called  upon  to  testify  as  to  the 
increased  height  to  which  the  flood  waters  would  be  raised  by  the  pro- 
posed Lackawanna  works. 

This  increased  height,  depended  primarily  upon  the  quantity  of  water 
carried  by  the  river  in  floods,  and  therefore  that  quantity  became  the 
principal  subject  of  discussion,  and  gave  rise  to  conflicting  opinions,  and 
widely  differing  results. 

The  substiince  of  the  evidence,  expert  and  other,  bearing  upon  these 
points  will  stated  as  briefly  as  possible. 

It  was  shown  by  the  evidence  offered  by  the  Erie  tliat  the  flood  of 
March,  1865,  was  the  highest  known,  at  which  time  the  entire  valley  was 
submerged  from  side  to  side,  the  depth  of  water  on  the  flats  at  the  place 
in  question  being  in  places  12  and  14  feet.  Flood  marks  were  shown, 
and  their  levels  and  distances  given,  which  indicated  a  surface  slope  of 
0.000  607  and  0.000  72  for  2  800  and  2  400  feet,  and  average  slopes  for 
4  or  5  miles  of  0 .  000  757.  Cross  sections  of  the  flood  were  taken  near 
these  marks  showing  areas  of  about  24  000,  27  000,  and  39  000,  square 
feet.  From  these  data  differing  results  were  obtained  by  the  several 
experts  summoned  by  the  Erie  road,  varying  with  the  formula  used  for 
computation,  and  the  area  of  cross  section  adopted.  A  calculation  by 
means  of   the  Chezy   formula    (then  called  the    Downing-D'Aubuisson 
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formula),  with  the  co-eflScient  of  100  as  proposed  by  Downing,  gave 
189  000  cubic  feet  per  second.  [The  formula  is  ,  t?  =  100  VTTS^ 
the  letters  representing  as  usual,  v  the  velocity,  R  the  mean  radius,  and 
S  the  slope.]  For  a  second  computation,  by  means  of  the  same  formula 
and  co-efficient,  but  in  which  the  deep  and  the  shallow  portions  of  the 
cross  section  were  taken  sejiarately,  a  method  recommended  by  Prony, 
the  result  obtained  was  about  204  000  cubic  feet  per  second. 

A  third,  ajiplying  the  original  formula  of  D'Auluisson    [  f  =  94.74 

y  RS — O.llJ  to  "such  data  as  were  furnished"  him  —  a  formula 
"  made  for  diCferent  purposes  from  this,  however,  and  only  a  sort  of  in- 
"  dication  to  aid  the  judgment  in  arriving  at  the  result  *  *  *  in 
'*  that  way  *  *  made  the  discharge  169  411  cubic  feet  per  second  " 
— which  he  "considered  to  be  considerably  above  what  the  quantity 
"should  be."  *****  Then,  looking  at  it  in  another  way, 
he  said  that  in  the  highest  flood  known  on  the  Merrimac  river,  the 
greatest  discharge  was  equal  to  a  depth  J  of  an  inch  in  twenty- four  hours 
applied  to  the  entire  water  shed.  Computing  it  at  the  same  rate  for 
the  Chemung,  with  a  water  shed  of  2  770  square  miles,  the  quantity 
would  be   "55  860  cubic  feet  per  second.  ' 

"  From  the  character  of  the  water  shed,"  he  continued,  "  I  should 
"  have  no  doubt  it "  (tha  discharge)  "  would  be  a  good  deal  larger  here 
"  *  *  *  and  the  true  quantity  would  lie  somewhere  between  these 
"  two  results,  which  are  very  wide  apart  *  »  *  I  have  no  doubt  but 
"  that  the  first  result  is  too  high,  and  *  *  *  the  last  result  too  low, 
"  and  the  truth  is  somewhere  between  them.  I  could  do  nothing  else 
"  *  *  but  take  an  average  of  these  two  *  *  the  mean  result  of 
"  which  is  112  652  cubic  feet  per  second."     *     * 

On  the  part  of  the  Lackawanna  railroad,  it  was  claimed,  first :  that  a 
comparison  of  the  foregoing  quantities  referred  to  the  water  shed  of  the 
Chemung  River,  with  the  maximum  flood  discharges  of  other  rivers  of 
known  drainage  area,  indicated  plainly  that  these  quantities  were  by  far 
too  large.  Tlie  Potomac  was  cited  with  an  area  of  about  11  000  square 
miles,  and  a  flood  discharge  of  less  than  200  093  cubic  feet  per  second, 
and  the  Kauawna  with  a  drainage  of  nearly  9  000  square  miles,  discharg- 
ing 118  000  cubic  feet. 

It  was  thence  deduced,  first  :  that  the  valley  at  the  site  of  the  crossing 
■was  not  a  jjroper  place  to  furnish  the  dat:i  for  a  computation  of  discharge 
— that  the  varying  direction  of  the  main  river  channel,   which  carried 
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nearly  half  the  entire  flow,  winding  through,  crossing  and  recrossing  a 
valley  whose  general  direction  was  nearly  straight,  its  banks  fringed  with 
trees,  the  surface  of  the  valley  (or  plain)  obstructed  by  masses  of  woods 
and  detached  trees,  and  to  some  extent  by  houses,  fences  and  the  like — 
would  so  far  hinder  the  flow  of  the  water,  and  increase  its  surface  slope, 
as  to  render  any  comiJutation  valueless,  which  was  based  upon  measure- 
ments made  at  that  place. 

It  was  shown  by  evidence  that  in  the  City  of  Elmira  definite  flood 
marks  for  the  freshet  of  1865  could  be  obtained  at  a  point  where  the 
channel  was  straight,  regular  and  unobstructed,  and  suitable  for  meas- 
urement observations  ;  and  it  was  assumed  that  the  discharge  at  the  site 
of  the  crossing  would  be  to  the  discharge  at  Elmira  in  proportion  to  the 
drained  areas  at  these  points,  respectively. 

It  was  also  urged  that  the  Chezy,  or  so-called  Downing-D'Aubuisson 
formula,  as  well  as  that  of  D'Aubuisson,  has  been  proved  by  more  recent 
exjjeriments  to  be  incapable  of  correctly  representing  the  flow  of  water 
in  open  channels,  and  that  their  results  were  not  worthy  of  confidence — 
that  the  experiments  of  Darcy  and  Baziu,  Humphreys  and  Abbott,  those 
reported  by  Kutter,  and  others,  showed  that  if  the  form  of  the  Chezy 
formula  was  adopted,  no  one  co-efiicient  would  apply  to  difierent  cases 
in  which  the  conditions  were  not  the  same — conditions  entirely  neglected 
by  the  older  hydraulicians. 

The  Kutter  formula  was  claimed  to  represent,  with  the  best  attainable 
accuracy,  the  results  of  all  experiments  on  flowing  water  in  open  chan- 
nels ;  and  its  application  to  the  Elmira  observations  gave  for  the  dis- 
charge 72  815  cubic  feet  per  second.  It  had,  however,  been  proved  by 
the  testimony  in  the  case,  that  the  river  overflowed  its  banks  above 
Elmira  ;  that  the  water  gathered  behind  the  embankment  of  the  Erie 
Railroad  which  crosses  the  valley  at  that  place,  overflowed  the  embank- 
ment, cut  it  through,  and  ran  down  in  another  channel  next  the  hills.  It 
was,  therefore,  not  included  in  the  first  computed  discharge.  Nor  was 
there  any  way  to  measure  it.  As,  however",  when  the  embankment  broke, 
the  .surface  of  the  water  in  the  pond  above  it  was  lowered,  the  outflow 
was  evidently  greater  than  the  inflow,  and  the  discharge  through  the  break 
(of  known  dimensions)  was  in  excess  of  the  real  quantity  overflowiug  at 
the  point  referred  to.  Adding  this  quantity  (G105  cubic  feet)  to  the  former, 
and  increasing  it  in  proportion  to  the  greater  drainage  area  at  the  site  of 
the  crossing,  91  547  cubic  feet  per  second  was  claimed  by  the  Lackawanna 


216 

Company  to  be  the  true,  or  rather  the  possible  maximum  discharge  of  the 
river  in  the  flood  of  1865.  On  rebuttal,  howe%'er,  it  was  proved  by  the 
Erie  Company  that  a  further  quantity  had  escaped  from  the  river  in 
Elmira  immediately  above  the  place  of  measurement,  and  was  to  be 
added  to  the  91  547  cubic  feet ;  and  by  cross-examination  of  the  witness 
by  the  counsel  for  the  Lackawanna,  it  was  developed  that  this  quantity 
flowed  about  one  foot  deep  across  a  street  700  or  SOO  feet  in  length. 
There  was  no  way  in  which  any  computation  of  the  quantity  could  be 
brought  before  the  Commission  by  the  Lackawanna  side,  and  none  was 
made  by  the  Erie,  but  the  former  company  attempted  to  bring  out  the 
fact  that  if  the  street  were  treated  as  a  weir,  and  the  quantity  flowing 
across  it  were  computed  by  the  formula  for  the  discharge  of  weirs,  the 
result  would  be  larger  than  if  calculated  in  any  other  way — that  in- 
creased by  the  proportion  due  to  greater  water-shed  at  the  crossing, 
it  would  be  3  500  cubic  feet,  and  that  the  total  flow  of  the  river  at  the 
crossing,  would  be  increased  by  it  to  about  95  000  cubic  feet  per  second. 

It  was,  moreover,  stated  by  witnesses  produced  by  the  Lackawanna 
Company  that  during  the  height  of  this  flood,  the  State  dam  across  the 
river  at  Corning,  or  rather  the  guard  bank  connecting  the  dam  with  the 
high  ground,  was  overflowed  and  broken  through,  and  that  the  water  in 
the  pool  fell  in  consequence  4  feet  in  about  IJ  to  If  hours,  forming  a 
wave  which,  as  observed  upon  the  piers  of  a  bridge,  was  4  to  6  feet  high 
1  000  feet  below  the  dam  ;  that  a  sudden  rise  of  about  1\  feet  took  place 
at  a.  point  some  miles  below,  and  of  2  feet  at  Elmira,  18  miles  from  the 
dam.  These  statements  were  contradicted  by  witnesses  in  rebuttal,  but 
are  given  as  the  bases  of  cert  i in  hypotheses  which  were  introduced. 

The  Erie  witness  upon  this  point  testifi.ed  that  the  break  in  the  em- 
bankment was  only  10  or  12  feet  wide  ;  that  the  dam  was  drowned  out, 
the  water  on  both  sides  being  about  level  with  the  top  of  the  guard  bank, 
that  the  water  in  the  pool  did  not  fall  after  the  break,  but  was  somewhat 
higher  later  in  the  day. 

The  hypothetical  cases  submitted  to  the  experts  by  the  counsel  on 
each  side  were  each  based  upon  the  testimony  presented  by  themselves, 
respectively. 

The  Lackawanna  Company  asserted,  in  general  terms,  that  the  eflect  of 
the  rupture  of  the  Corning  dam,  as.  described  by  its  witnesses,  would 
be  f(lt  many  miles  below,  and  guided  by  the  evidence,  and  by  the  gen- 
eral theory  of  waves,  and  observations  uix)n  their  formation  and  propo- 
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gation  ;  supported  also  by  the.  observed  facts  of  an  artificial  wave  created 
in  aid  uf  the  navigation  nijon  the  river  Yonne  in  France — a  wave  formed 
by  the  discharge  of  waters  impounded  in  advance  upon  the  lateral 
streams — the  opinion  was  expressed  that  at  the  site  of  the  crossing  the 
additional  height  of  flood  due  to  the  wave  caused  by  the  failure  of  the 
Corning  dam,  would  be  from  six  to  twelve  inches.  It  was  noted  that 
the  navigation  wave  referred  to  with  a  primitive  height  of  3  feet,  reduced 
to  about  2  feet  at  the  mouth  uf  the  Yonne,  its  junction  with  the  Seine, 
maintained  itself  with  a  diminishing  height  as  far  as  Paris,  (50  miles,  at 
which  point  its  height  was  about  a  foot. 

The  experts  on  the  part  of  the  Erie  were  positive  that  the  rupture  a-s 
described  by  the  witness  called  by  their  side  of  the  case,  would  have  nO' 
apijreeiable  effect  ni^on  the  height  of  the  flood  surface  28  miles  below. 
Considering  the  case  as  described  by  the  Lackawanna  witnesses,  it  was 
thought  the  effect  would  be  to  increase  the  flood  height  by  not  more 
than  two  inches.  But  in  speaking  of  the  hyi^othetical  case  put  by  the 
the  counsel  for  the  Lackawanna,  as  to  the  probable  effect  of  a  rapture 
which  should  discharge  from  the  pool  about  40  000  000  cul)ic  feet  in  100 
minutes,  producing  wave  effects  as  before  described,  one  of  them  esti- 
mated that  the  height  of  the  wave  at  the  crossing  might  be  about  a  foot, 
adding  however,  that  the  case  was  an  impossible  one. 

The  formulae  for  the  height  of  backwater  produced  by  a  contraction, 
as  used  by  the  different  experts,  are  nearly  the  same.  They  all  give 
the  head  required  to  cause  the  neeessai-y  change  of  velocity  in  passing  from 
the  large  section  above  the  works  to  the  contracted  secjbion,  multiplied  by 
a  co-efficient  of  contraction,  "which  is  given  by  the  older  authorities  as  from 
0.80  to  0.90,  or  from  0.70  to  0.95,  depending  upon  the  form  of  the  star- 
lings of  the  piers,  and  iu  a  general  way,  upon  the  size  of  the  openings. 

The  co-efHttient  of  coutraL-tion  was  taken  by  some  of  the  Erie  experts 
at  0.80,  which  was  considered  by  one  of  them  not  too  low,  although  the 
pier  heads  were  of  good  shape,  because  of  the  obstructions  caused  by 
the  remains  of  coffer-dams  about  the  piers,  and  perhaps  for  other 
causes. 

All  the  experts  assumed  that  the  bridge  ojjeuings  were  equivalent  to 
others  of  equal  size  made  in  an  emV)ankment,  crossing  the  valley  about 
at  right  angles  to  its  general  course,  omitting  all  consideration  of  the 
relative  positions  of  the  two  bridge  openings  lengthwise  of  the  stream. 

On  the  part  of  the  Lackawanna,  the  question  was  treated  in  the  same 
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manner,  although  it  was  claimed  that  the  shajie  of  the  approach  to  the 
Cove  bridge  justified  a  higher  co-efficient,  and  that  at  this  point  the 
actual  normal  section  should  be  used  from  the  abutment  to  the  bank  of 
the  Erie  road,  which  would  leave  out  of  consideration  the  intermediate 
piers,  although  as  one  of  these  piers  would  be  near  enough  below  any 
section  to  affect  the  discharge  through  it,  the  obstruction  due  to  one  pier 
should  be  allowed  for.  It  was  also  suggested  that,  as  shown  by  Mr. 
Francis'  experiments  upon  weirs,  the  contraction  was  dependent  upon 
the  number  of  piers,  or  of  ends  causing  contraction,  and  upon  the 
depth,  and  that  the  ordinary  formula  did  not  by  any  means  correctly 
represent  the  conditions.  The  usual  method,  however,  was  used  by  the 
Lackawanna  expert,  with  a  co-efficient  of  0 .  90,  which  was  deemed  to  be 
aiithorized  for  tlie  one  bridge  by  the  form  of  the  approach,  and  by  the 
great  size  of  the  openings  of  the  other,  exceeding  that  of  auv  bridge 
from  which  co-efficients  had  been  deduced. 

The  results  of  the  various  computations  gave  as  the  height  of  back- 
water due  to  the  constructions,  4.3  feet,  2.3  feet,  1.67  feet  and  1.33  feet, 
and  by  the  Lackawanna  computations,  0.568  feet. 

The  great  difference  between  these  figures  is  in  part  accounted  for  by 
the  fact  that  the  height  of  backwater  varies  with  the  square  of  the 
velocity,  and  consequently  with  the  square  of  the  quantity  of  discharge, 
and  inversely  with  the  square  of  the  co-efficient  of  contraction.  A 
double  discharge  would  therefore  quadruple  the  height  of  backwater, 
and  the  difference  caused  by  using  a  co-eflicient  of  contraction  of  0.80, 
instead  of  0.90,  is  as  64  to  81.  The  errors,  therefore,  of  original  compu- 
tations are  greatly  magnified  by  the  apjilication  of  them  to  this  case. 

In  addition,  some  of  the  computations  for  the  Erie  were  made,  coimt- 
ing  the  openings  above  the  natural  surface,  while  the  Lackawanna  sup- 
posed the  earth  under  the  openings  to  be  cut  down  to  the  level  of  low 
water . 

Various  opinions  were  expressed  bj-  the  experts  upon  the  length  of 
opening  or  water  way  in  the  Lackawanna  embankment  which  would 
reduce  the  additional  rise  in  floods  to  a  merely  nominal  height  so  as  to 
remove  cause  for  objection  on  the  iJtivt  of  the  Erie  ;  but,  it  is  believed, 
no  calculations  were  made  to  determine  the  point,  except  one  submitted 
by  the  Lackawanna,  which  showed  that  Avith  an  additional  clear  opening 
300  feet  wide,  normal  to  the  current,  the  backwater  would  be  reduced  to 
3  inches  in  height. 


219 

The  priucipal  controversy  iu  the  case  related  to  the  use  of  the  Kutter 
formula  for  the  flow  of  water  in  open  channels.  It  was  claimed  by  the 
Lackawanna  company,  and,  in  fact,  substantially  admitted  toward  the 
close  of  the  case,  that  while  this  formula  might  give  very  absurd  results 
in  certain  hypothetical  cases  not  included  in  the  experiments  upon 
which  it  was  framed,  it  did  correctly  represent  the  result  of  those  experi- 
ments and  observations  ;  that  these  observations  covered  a  wide  range  of 
streams  and  rivers,  large  and  small,  with  steep  slopes  and  flat  ones,  and 
that  by  a  study  of  these  examples,  an  engineer  could  select  the  case  most 
nearly  approaching  his  own,  and  And  there  a  reasonably  safe  rule  to 
guide  his  computations.  On  the  other  hand,  it  was  urged  by  some  that 
the  exercise  of  judgment  on  the  part  of  the  engineer  could  not  be  dis- 
pensed with — that  he  must  make  such  reductions  from  the  results  given 
by  the  Downiug-D'Aubuisson  formula  as  his  judgment  and  experience 
alone  might  suggest,  being  without  other  recourse. 

Extract  from  award  of  commission  : 

*  *  *  '•  They  deem  it  necessary  to  state  their  views  in  regard  to 
the  floods  of  the  river  and  their  eifects,  and  the  course  of  reasoning 
which  has  led  them  to  their  conclusions. 

"  The  testimony  shows  the  flood  and  flood  marks  ;  the  experts  diff'ered 
largely  as  to  the  eS'ects  to  be  produced  on  them  by  the  works  of  the 
Lackawanna  Company,  but  agree  as  to  the  rule  by  which  it  is  to  be  com- 
puted. The  differences  in  the  results  arise  from  three  main  causes, 
namely,  the  difi'erence  iu  the  estimated  volume  of  water,  the  assumed 
slope  of  the  surface  of  the  flood,  and  tlie  co-efficient  used  to  represent  the 
sinuosities,  roughness,  slope,  form  and  volume  of  the  flood. 

"The  results  arrived  at  by  Mr.  Francis,  who  was  called  by  the  Erie, 
and  Mr.  Hutton,  called  by  the  Lackawanna,  come  nearest  to  agreement, 
and  if  they  had  used  the  same  vohtme  of  flood,  their  agreement  in  re- 
gard to  the  computed  rise  would  have  been  much  closer. 

********** 

■'  Under  these  circumstances,  the  commissioners  have  caused  calcu- 
lations to  be  made  by  which  they  have  formed  the  opinion  that  the  vol- 
ume of  the  flood  of  1865  was  about  100  000  cubic  feet  i>er  second. 

"And  after  making  all  allowance  for  the  excess  of  that  flood  over 
all  other  known  floods,  and  the  eff'ect  of  the  break  in  the  Corning  dam  dur- 
ing that  flood,  the  commisioners  have  determined  the  amount  of  bridge- 
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opening  and  other  provisions  necessary,  in  tlieir  judgment,  to  prevent  a 
materially  increased  rise  in  tire  floods  of  the  river,  by  the  construction  of 
the  Lackawanna  works  at  the  point  in  question. 

"  Applying  their  conclusions  to  the  matter  in  issue,  the  commissioners 
award  : 

"  1.  The  Lackawanna  Company  Railroad  to  cross  the  Erie  by  a  single 
span  of  55  feet  at  right  angles  to  the  abutments,  and  20  feet  above  the 
outer  rail  of  the  Erie  track  to  the  lowest  projection  of  the  bridge.    *    *    * 

"2.  Westerly  of  said  river,  bridging  shall  be  constructed  for  a  dis- 
tance of  405  feet,  in  spans  of  not  less  than  135  feet." 

The  foregoing  is  a  brief  statement  of  the  testimony  and  discussions 
introduced  into  the  case.  In  reviewing,  something  more  may  be  said 
upon  the  points  involved. 

And  first  of  the  Kutter  formula. 

During  the  progress  of  the  case,  of  Ganguillet  &  Kutter  it  was  said 
that  "  they  made  a  general  formula  which  they  thought  would  cover  all 
cases.  That  it  had  been  tested  by  computmg  ne  discharge  of  the  Mis- 
sisi^ippi,  supi^osing  its  bed  coated  with  smooth  cement,  and  the  result 
was  a  velocity  twice  as  great  as  the  observed  actual  velocity.  This  was 
thought  to  be  manifestly  absurd,  and  therefore,  under  all  circumstances, 
the  Kutter  formula  should  be  discarded  for  rivers.  That  this  formula 
was  based  upon  a  certain  amount  of  roughness  in  the  bed  of  the  stream, 
whether  it  be  large  or  small,  whether  it  is  a  mile  wide  or  a  foot,  or 
whether  it  is  deep  or  shallow  ;  the  character  of  the  banks  enters  into  it 
as  a  co-efficient.  *  *  *  Now  in  a  very  large  river  like  the  Mississippi, 
boulders  of  10,  20  or  80  feet  in  diameter  would  be  smooth  bottom  com- 
pared with  the  irregularities  Kutter  mentions  in  his  formula.  Although 
he  has  made  a  formula,  it  should  not  be  taken  for  such  .streams  as  this, 
the  Chemung,  but  for  the  streams  from  which  it  was  dt rived,  which  is  a 
peculiarity  of  all  hydraulic  formuhe.  Thev  are  usu;dly  applicable  to 
the  stream  they  are  derived  from,  and  no  other." 

These  statements  are  quoted  at  length  because  they  indicate  a  common 
misconception  of  the  Kutter  formula.  That  formula  was  based  upon  all 
known  experiments  which  had  been  reported  with  sufficient  exactness.  It 
does  not  recognize  any  theory  or  principle  of  running  water.  The  aim  of  its 
authors  was  to  tlnd  an  expression  which  should  represent,  with  a  sufficient 
apj)roximatiou,  tlie  results  of  the  experiments  before  them.  These  obser- 
vations covered  a  very  wide  range  of  cases  and  conditions,  and  it  is  rai'e 
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that  a  case  will  present  itself  in  practice  which  will  not  have  its  counter- 
part among  these  experiments.  Hence  in  this,  as  in  all  other  engineer- 
ing formula;,  a  knowledge  of  the  manner  of  constructing  the  formula 
and  the  data  upon  which  it  is  formed  are  necessary  to  its  intelligent  ap- 
plication. And  this  also  will  explain  the  extravagant  results  of  the  for- 
mula when  applied  to  the  Mississippi  River,  supposed  with  a  cement- 
lined  bed.  The  observations  upon  this  river  used  in  getting  up  the  for- 
mula were  made  upon  the  river  in  its  natural  bed,  and  the  analogy  be- 
tween it  and  the  small  cement-lined  channels  of  the  Bazin  experiments  is 
too  remote  to  permit  any  engineer  to  apply  for  practical  purposes  the 
formula  to  the  case  supposed.  On  the  other  hand,  the  Bazin  formula,, 
applied  to  this  case,  gives  relative  results  not  improbable.  It  being  noted, 
however,  that  these  opinions  as  to  the  result  of  this  iinjustified  applica- 
tion of  the  Kutter  rule  have  nothing  of  exactness,  but  are  impressions 
and  the  result  of  speculations  upon  the  subject.  It  is  certainly  true  that 
whatever  be  the  roughness  of  the  bed,  it  produces  resistances,  U(jt  only 
by  the  adherence  of  the  water,  but  by  causing  disturbances  in  the  direc- 
tion of  the  filets  and  their  interpenetration,  reducing  velocity,  and  that 
these  effects  are  less,  in  a  general  way,  as  the  distance  from  their  cause  is 
greater,  and  are  consequently  less,  as  referred  to  the  whole  cross-sec- 
tional area  of  the  stream,  in  large  than  in  small  rivers. 

But  it  is  not  correct  to  say  that  the  Kutter  formula  is  wholly  based 
upon  the  roughness  of  the  bed.  Darcy  first  called  attention  to  the  great, 
influence  of  this  roughness  upon  the  velocity,  which  is  a  prominent  feature 
in  the  Darcy-Bazin  formula.  He  has  also  shown  that  the  velocity  is  not 
jjroportional  simply  to  the  square  root  of  the  mean  radius,  but  has  alj^o 
introduced  this  latter  term  into  the  expression  for  the  co-pfficier<f.  lu 
these  two  points  Kutter  has  followed  Bazin  ;  but  he  has  gone  further,, 
and  introduced  tlie  slope  of  the  water  surface. 

The  defect  of  the  Darcy-Bazin  formula  is  that  it  does  not  take  into  ac- 
count the  secondary  effects  of  the  slojje  in  diminishing  or  increasing- 
the  co-efhcients.  The  range  of  their  observations  being  limited,  and  not 
including  the  large  rivers  of  low  slope  of  the  Mississiiipi  character,  or 
the  stcei)  mountain  torrents,  these  effects  escaped  their  observation.  It 
would  be  more  correct  to  .say  they  were  not  apparent  within  the  limits 
of  their  experiments.  In  fact  M.  Bazin  says  (Ann.  des.,  P.  Ac  C,  1875) 
that  the  first  proposed  form  of  his  formula  did  contain,  in  the  expression 
for  the  value  of  the  co-efhcient,  the  square  root  of  the  slope — 
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which  was  afterwards  omitted  as  not  assisting  the  concordance  of  the 
results  by  formula  with  those  of  observation.  It  may  be  here  ob- 
served that  when  the  mean  radius  is  one  metre,  the  co-efficients  are  the 
same  for  all  slopes,  when  less  than  one  metre,  they  increase  with  the 
slope,  when  the  mean  radius  exceeds  one  metre,  the  co-efficients  diminish 
as  the  sloi^e  increases. 

2d.  On  the  proper  exercise  of  the  judgment  of  the  engineer  : 

The  point  was  made  in  this  case,  that  it  was  immaterial  what  formula 
was  used  to  compute  the  flow  of  water,  because  in  every  case  corrections 
must  be  applied  which  required  the  exercise  of  judgment  on  the  part  of 
the  engineer.  It  is  not  denied  that  the  selection  and  application  of  any 
rule  requii'es  the  exercise  of  an  intelligent  and  instructed  judgment.  But 
it  is  as  evidently  true  that  every  care  must  be  taken  to  obtain  the  closest 
approximation  and  the  least  probable  error,  by  careful  selection  of 
methods  and  comparison  of  the  conditions  with  other  known  cases,  the 
engineer  exercising  his  judgment  in  this  manner,  rather  than  in  making 
first  a  crude  and  probably  erroneous  calculation,  and  then  guessing  what 
modification  should  be  made  in  the  result. 

It  is  thought  that  the  aj^plication  of  the  Chezy  formula,  with  a  co- 
efficient of  100,  to  the  obstructed  flood-channel  at  this  place — observations 
ujDon  no  similar  channel  being  on  record — was  not  an  exercise  of  good 
judgment.  Tliat,  on  the  contrary,  the  selection  of  a  point  in  Elmira 
which  could  be  compared  with  other  rivers  as  to  its  conditions,  and  the 
application  to  observations  made  at  that  point  of  methods  which  had 
given  close  results  in  the  similar  cases  referred  to,  was  the  proper  method 
of  applying  the  judgment  of  the  engineer  to  the  case  in  point. 

The  use  of  any  of  the  formuliB  for  the  flow  of  water  in  open  channels, 
which  antedate  those  of  Darcy  and  Bazin,  is  in  the  strongest  terms  to  be 
condemned.  Every  day's  experience  confirms  this  fact.  Made  at  first 
to  represent  the  results  of  exjjeriments,  few  in  number,  and  of  an  unusual 
character,  vitiated  by  the  then  admitted  theory  of  the  film  of  water 
lining  the  bed,  and  rendering  the  velocity  indei^endent  of  the  character 
of  the  wetted  surface,  their  co-efficients  were  framed  to  include  in  one 
unyielding  formula  the  re.sults  of  experiments,  diifering  essentially  in 
their  conditions,  and  thus  giving  averages  between  widely  diflfering 
limits.     "The  sweeping  condemnation  of  all  calculated  mean  velocity 
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"  formula,  with  the  exception  of  that  of  Herr  Kutter,  is        *  *        * 

"  fully  borue  out  by  experiment"  — the  experiments  of  Capt.  A.  Cunn- 
ingham, made  upon  the  Ganges  Canal. 

Darcy  has  related  the  circumstances  leading  to  some  of  the  erroneous 
conclusions,  which,  once  admitted,  have  been  received  with  almost 
unquestioning  faith. 

The  experiments  of  Couplet  were  made  upon  comparatively  large  iron 
pipes,  6'  to  14",  at  Versailles,  which  prove  to  have  been  very  rough  with 
calcareous  deposits.  His  experiments  on  small  pipe,  as  well  as  those  of 
Dubuat  and  Bossut,  were  made  upon  smooth  tin  pipes  of  one  to  two 
inches  diafnetei*.  The  roughness  of  the  large  pipe  compensating  for  its 
greater  diameter,  the  analysis  of  these  observations  seemed  to  justify  the 
conclusion  that  the  coefficient  in  the  mean  velocity  formula  was  inde- 
pendent, both  of  the  diameter  of  the  pipe,  and  of  the  condition  of  its 
interior  surface. 

Upon  the  Height  op  Backwater  Produced  by  Contraction  op  the 

Water  Way. 

The  most  complete  theoretical  investigation  of  the  subject  is  that  of 
Dupuit,  but  experimental  data  are  singularly  rare.  The  observations 
upon  the  bridge  of  Minden,  over  the  Weser,  reported  by  Funk,  and 
quoted  in  lull  by  D'Aubuisson,  have  served  for  all  the  French  and  Ger- 
man writers  to  guide  and  test  their  theories. 

The  usual  formula,  that  of  Gauthey,  in  which  he  follows  Dubuat, 
takes  account  in  the  first  place  of  the  head  due  to  the  diflference  of  veloc- 
ities in  the  large  section  above  the  bridge,  and  in  the  contracted  section 
under  it  ;  that  is  v'  being  the  velocity  above  the  bridge,  v"  the  velocity 
under  the  bridge  will  be  to  the  former  in  the  inverse  ratio  of  the  areas  of 
the  water  sections,  the  section  under  the  bridge  being  reduced  by  a  co- 
efficient of  contraction  to  take  account  of  the  retarding  forces  at  the  en- 

•p'2 

trance  between  the  piers.     The  velocity  v'  is  due  to  the  head  -^  ;    the 

velocity  v"  to  the  head  — — ,  the  diflference  between  the  two  is  the  height 

of  backwater  above  the  bridge.  To  this  Gauthey  adds  the  additional 
height  due  to  the  greater  slope  of  the  water  surface  in  the  length  of  the 
piers,  but  this  quantity,  generally  very  small,  has  been  neglected  by 
later  writers. 
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According    to    Dupuit    the     principle    upon    which    this    rests    is 
ialae.       It  may   indeed    be   shown,    that    to    change    the  velocity    if, 

above  the  contraction  to  v"  in  it,  there  must  be  a  fall  li  = »  but 

it  reniiiins  also  to  be  shown  how  v"  becomes  again  below  the  contraction, 
■  p   the  original  velocity.     As  the  resistances  in  the  contraction  are  not 

•considered,  this   can  only   be  by    a   rise  h'  = ^ .     But  there  can 

be  no  rise  of  the  surface  below  the  contraction,  as  it  would  give  a 
height  too  great  for  the  discharge.  It  mu^t  therefore  be  admitted  that 
'there  is  a  fall  in  the  contraction  not  produced  by  the  raising  of  the  sur- 
face above,  but  by  the  lowering  of  the  surface  in  the  contraction,  to  rise 
again  to  its  original  height.  The  additional  rise  above  the  original  sur- 
face will  therefore  be  that  due  to  the  retarding  forces  in  the  contraction, 
that  is,  between  the  piers  of  the  bridge.  These  resistances  are  by  the 
contraction  increased  above  those  of  the  natural  bed,  and  may  be  equal  to 

1)'2  —  •p"; 
the  depression ^ ,  in  which  case  the  latter  Avill  disappear,  and 

the  actual  rise  at  the  head  of  the  piers  will  also  be  equal  to  the  depres- 
sion, and  will  be  correctly  represented  by  the  Gauthey  formula. 

Dupuit  supposes  that  the  observations  upon  the  Weser  at  the  Minden 
Bridge  took  note  only  of  the  height  of  the  back  water  above  the  depres- 
sion at  the  lower  end  of  the  piers,  and  that  the  rise  below  this  point  was 
not  noticed. 

D'Aubuisson  mentions  in  a  general  way  the  depression  of  water  sur- 
face at  the  lower  end  of  the  piers. 

Debauve  (Manual  del  Ing'r.  des  Fonts  et  Chaussees.  Hydrauliqne) 
follows  generally  the  reasoning  of  Dupuit  in  the  matter  of  contractions, 
substituting  only  the  Darcy-Bazin  formula  for  that  of  Prony  for  the 
-  movement  of  flowing  water.  For  this  particular  case,  however,  he  refers 
to  his  treatise  on  bridge?,  and  in  that  work  he  adopts  the  formula  of 
Gauthey. 

If  we  follow  Weisbach,  who  would  apply  the  formula  for  diseontin- 
nous  weirs,  the  height  of  the  weir  being  zero,  we  are  still  without  experi- 
mental co-efficients,  upon  which  in  every  case,  and  especially  in  this  ex- 
treme one,  the  accuracy  of  the  result  depends.  This  case  more  than  the 
others  calls  attention  to  the  propriety  of  making  the  co-efficients  vary 
with  the  number  of  the  piers,  and  with  the  width  of  the  spans. 
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Tlie  dearth  of  experimental  data  is  much  to  be  regretted.  Many  en- 
gineers, raih'oad  men,  and  especially  government  engineers  in  this  coun- 
try, and  the  corps  of  "  Fonts  et  Chaussees,"  in  Europe,  who  have  charge 
of  the  entire  river  systems  of  France  and  Belgium,  might  without  much 
labor,  add  largely  to  our  stock  of  information  on  this  point. 

Dnpuit  admits  that  the  resistances  in  the  contraction  are  not  capable 

,of  theoretical  evahiation.  The  co-efficient  of  contraction  recommended 
by  Eytehvein,  Gauthey,  i^^c,  <fec.,  varies  from  80  to  95,  depending  on  the 
shape  of  the  pier  heads,  and  as  they  say,  may  well  be  larger  for  the  larger 
bridges  more  recently  built.  But  as  Dupuit  observes,  the  retarding  forces 
depend  on  many  causes  besides  the  form  of  the  pier  heads.  They  depend 
on  the  relative  velocities,  on  the  thickness  of  the  piers,  on  the  size  and 
shape  of  the  openings,  on  the  position  of  the  bridge  relatively  to  the 
shores,  on  the  profile  of  the  bottom,  &c.  It  is  at  the  lower  end  of  the  piers, 
just  below  the  bridge,  that  the  greatest  loss  of  living  force  occurs.  The 
water  leaving  with  great  velocity,  produces  there  an  agitation,  and 
eddies,  which  are  not  observed  above,  which  diminish  the  theoretical 
rise  below  and  increase  the  height  of  backwater  above. 

Apart  from  theoretical  considerations,  Ave  may  with  Dupuit  consider 
some  cases,  to  be  convinced  that  the  two  quantities  which  are  required 
to  be  known  in  the  Gauthey  formula  are  entirely  insufficient.  Suppose 
.a  channel  200  metres  wide,  to  calculate  the  remous  of  a  bridge  of  120 
-metres  sjaan  across  it.  For  this  case  the  formula  gives  ( V  being  2m) 
height  of  remous  about  0.36?w.  But  it  is  plain  that  the  remous  will  vary 
"with  the  disposition  adopted.  We  may  have  a  suspension  bridge  of  120w, 
12  spans  of  10m  or  5  of  24w  ;  the  bridge  may  be  placed  in  the  main 
channel ;  the  one  abutment  may  be  fair  Avith,  or  project  from  the  bank  ; 
the  bridge  may  be  at  right  angles,  or  oblique  to  the  current.  Any  of 
these  circumstances  will  aflect  the  passage  of  the  water  through  the  open- 
iijgs,  and  therefore  the  height  of  the  backwater. 

In  a  paper  on  floods  in  the  Nerbudda  valley,  by  A.  C.  Howden,  in 
Minutes  of  Proceedings  of  the  Institution  of  Civil  Engineers,  Vol. 
XXVII,  page  21H,  are  given  profiles  of  water  surface  during  floods  at  the 
Gunjal  and  To'.var  viaducts  (Figs.  1,  2,  3,  Plate  XIX),  but  the  data  are 
'not  suflicitnt  to  compare  with  any  formula,  or  to  obtain  co-efficients. 
They  both  show  tlie  depressions  below  natural  surface  indicated  by  the 
theoretical  investigation,  which,  however,  are  doubtless  greatly  reduced 
jby  the  resistances  in  the  waterway.  ■ 
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Dupuit's  theoretical  investigations  of  the  movement  of  flowing  water 
in  an  irregular  channel  include  all  the  cases  of  contractions  and  enlarge- 
ments. The  retarding  forces  due  to  change  of  section  although,  doubt- 
less, in  some  cases  very  considerable,  are  not  taken  into  account,  because 
we  have  no  means  of  estimating  them. 

His  conclusions  may  be  thus  summed  up  :  if  the  contractions  or  en- 
largements are  not  of  large  extent,  they  prodnce  at  the  point  of  greatest 
contraction  a  depression  of  the  natural  surface,  and  on  the  contrary 
a  rise,  in  the  case  of  an  enlargement.  But  at  the  head  of  the  con- 
traction there  is  always  an  elevation  of  the  natural  surface,  and  at  the 
head  of  the  enlargement  a  depression.  This  elevation  is  the  additional 
height  necessai'y  to  overcome  the  additional  retarding  forces  in  the  con- 
traction, and  the  depression  of  the  surface  corresponds  to  the  diminution 
of  retarding  forces  in  the  length  enlarged.  These  results  follow  whether 
the  change  of  section  be  made  by  a  lateral  contraction  or  widening,  or  by 
a  raising  or  lowering  of  the  bottom.  He  treats  in  detail  the  case  of  a 
contraction  by  parallel  dykes  of  limited  length,  and  shows  that  if  less 
than  a  certain  length,  given  by  his  formula,  they  will  cause  a  lowering  of 
the  surface,  as  it  exceeds  this  length  the  surface  will  be  raised  until  it 
reaches  an  elevation  depending  on  the  degree  of  contraction,  and  varying 
with  the  stage  of  the  water. 

His  formulas  indicate  that  the  rupture  of  a  dyke  or  the  opening  of  a 
lateral  outlet,  by  reducing  velocity  will  cause  an  elevation  of  the  water 
surface. 

The  Figs.  4  to  12,  Plate  XX,  are  taken  from  Dupuit's  book.  Fig.  4 
gives  the  profile  of  water  surface  between  bri<lge  piers,  the  full  line  in- 
dicating the  probable  efifect  of  retarding  forces  in  the  contraction.  The 
dotted  line,  the  theoretical  profile,  neglecting  retardation  due  to  change 
of  section. 

5  and  6  plan  and  profile  of  abrupt  lateral  contraction. 

7  and  8         "         "         "     gradual  lateral  enlargement. 

9  profile  of  surface,  due  to  elevation  of  bottom. 

10  '*         "         ■'         "     lowering  of  bottom. 

11-12  plan  and  profile  of  gradual  contraction  of  limited  length. 

The  observations  of  Bazin  are  of  interest  as  touching  the  general 
question,  and  show  the  general  conformity  of  Dupuit's  conclusions  with 
his  experiments. 

Treating  of  the  sudden  rise  of  the  surface  (ressaid)  which  occurs  when 
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the  velocity  is  suddenly  diminished — the  rise  at  the  lower  end  of  bridge 
piers  is  one  form  of  this — the  super-elevation  of  the  backwater  of  a  dam 
in  certain  cases  is  another  form,  he  applies  the  formula  of  variable  move- 
ment to  the  i^ortion  of  the  stream  which  includes  this  rise  {ressaut). 

'V-i  —   -y'2 

A  =  loss  of  head  due  to  friction  of  the  sides,  and  eddies  in  the  fluid, 

li  I  and  h  =  depth  before  and  after  the  rise, 

s  =^  slope  of  bottom. 

H  =^li  —  111  —  s-     The  sides  being  smooth,  /\  may  be  =  1.05. 

Comparing  the  results  with  observation,  he  concludes  that  /\  is  com- 
posed of  two  parts,  one  due  to  the  friction  of  the  bed,  the  other  to 
eddies.  When  the  rise  is  gentle,  or  the  change  of  height  not  abrupt,  the 
eddies  are  very  slight  ;  A  represents  friction  only,  and  is  very  small.  H 
as  calculated  agrees  very  closely  with  H  as  observed.  When  the  rise 
[ressaut)  is  sudden,  {he  friction  is  slight  (being  on  a  very  short  length); 
that  part  of  A  due  to  change  of  section  is  great,  and  /fas  observed  is 
less  than  H  as  given  by  calculation. 

In  the  Aqueduct  Bridge  of  Crau  (Canal  de  Craponne),  the  rise  (Fig. 
13,  Plate  XXI),  is  caused  by  a  sudden  and  considerable  reduction  of  the 
rate  of  slope  of  the  bottom.  The  calculated  rise  due  to  difference  of 
velocities  was  0.56m  ;  the  height  of  rise  observed  was  0.45m;  the  loss  of 
head  therefore  due  to  the  sudden  change  of  section  (eddies,  &c.)  was 
0.11?re. 

In  the  aqueduct  of  Marseilles,  the  ressaut  (Fig.  14,  Plate  XXI), 
occurs  at  the  lower  end  of  the  aqueduct  bridge  of  Roquefavour,  and  is 
due  chiefly  to  the  sudden  enlargement  of  section  in  passing  from  the 
masonry  channel  to  the  open  canal,  to  a  curve,  and  to  a  slight  counter- 
slope  below. 

These  extracts  and  references  are  given  in  the  desire  to  excite  interest 
in  the  subject,  and  to  point  out  the  kind  of  information  and  observations 
needed.  There  may  be  much  already  in  print  which  has  escaped  notice 
in  the  preparation  of  this  paper.  If  such  shall  be  brought  to  light  and 
made  accessible,  a  good  work  will  have  been  done. 
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Discussion  by  Theodore  G.  Ellis,  Membeb  A.  S.  C.  E. 

In  the  controversy  between  the  Erie  and  Lackawanna  Kailroads  to 
which  Mr.  Hutton  refers,  one  of  the  points  in  question  was  regarding  a 
proper  formula- to  be  used  to  obtain  the  discharge  of  the  Chemung  River, 
with  the  data  given.  These  were,  as  stated  by  Mr.  Hutton,  the  average 
slopes  for  four  or  five  miles,  the  slopes  for  2  400  and  2  800  feet,  and  cross- 
sections  at  three  different  places.  With  such  data  but  the  roughest  ap- 
proximation to  the  volume  of  discharge  can  be  obtained.  The  refine- 
ment of  using  a  somewhat  complicated  formula  like  Ganguillet  and 
Kutter's  in  such  a  case  is  worse  than  useless.  It  gives  an  apparent  accur- 
acy where  there  is  none  in  reality.  In  order  to  use  any  slope  formula 
to  obtain  the  discharge  of  a  stream,  it  is  necessary  to  know  the  slope 
with  the  greatest  exactness,  and  to  have  the  exact  mean  section  of  the  bed 
through  the  whole  distance.  One  section,  or  even  several  sections,  will 
give  no  good  approximation  even,  by  which  the  discharge  can  be  com- 
puted. It  was  in  this  view  that  some  of  the  experts  in  the  case  referred 
to  gave  the  opinion  that  the  Chezy  formula  with  a  co-efficient  of  from  80 
to  90  was  a  safer  one  to  use,  and  just  as  likely  to  give  a  correct  result  as 
the  Kutter  formula.  The  question  was  not  which  is  the  best  general  for- 
mula, but  what  was  the  best  suited  to  the  peculiar  circumstances  of  this 
case. 

A  very  common  error  of  the  inexperienced  is  to  imagine  that  by  a 
multiplicity  of  figures  and  computations  they  can  get  exactness  out  of 
inexact  data.  In  the  present  case,  by  any  formula  known,  the  result 
might  be  from  one-half  to  three  or  four  times  the  truth.  It  would  de- 
pend entirely  upon  how  near  the  slope  and  section  were  to  the  mean 
slope  and  section  of  the  stream. 

All  formulas  depending  upon  the  slope  and  mean  radius,  whether  they 
include  the  character  of  the  bed  or  not,  are  indeterminate  and  mislead- 
ing. It  is  not  yet  known  even  what  roots  of  these  quantities  should 
enter  into  the  formula.  They  vary  in  different  authorities  from  the 
square  root  to  the  sixth  root  of  these  quantities,  and  it  is  not  yet  known 
whether  the  surface  should  be  included  in  the  perimeter  or  not,  and 
more  than  this,  there  is  no  knowledge  whatever  as  to  the  laws  which 
govern  the  position  of  the  thread  of  greatest  velocity,  and  it  is  known 
that  its  relation  to  the  mean  velocity  is  not  constant. 

Kutter's  formula  is  a  good  one,   being  an  empirical  formula  derived 
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from  experiment,  but  ouly  for  the  streams  for  which  it  was  calculated. 
It  is  by  no  means  certain  to  be  correct  for  any  other  stream,  though  it  is 
probably  the  best  for  canals  and  masonry  channels  that  has  yet  been  ad- 
vanced. Its  classification  of  the  beds  of  channels  is  simply  misleading. 
This  was  shown  in  the  computation  for  the  Mississippi  to  which  Mr. 
Hutton  has  referred.  He  thinks  the  formula  should  not  be  used  in  that 
way.  Why  not  ?  It  gives  a  certain  co-efficient  to  be  used  with  certain 
roughness  of  surface  in  the  bed.  Now,  if  those  co-efficients  cannot  be  de- 
pended upon  for  all  channels,  what  is  the  use  of  giving  them.  If  the 
engineer  has  to  vary  this  quantity  for  the  size  of  the  stream,  why  not 
exercise  his  judgment  in  the  first  place  in  fixing  the  value  of  the 
co-efficient  in  the  Chezy  formula  from  which  Kutter's  is  derived.  It 
would  be  much  more  simple  and  fully  as  accurate.  The  classification  by 
absolute  roughness  in  the  Kutter  formula  is  its  chief  point  of  weakness  ; 
if  the  roughness  were  made  relative  to  the  size  of  the  stream,  its  deduc- 
tions would  probably  be  better. 

In  deriving  their  formula  from  the  observations  ui)on  rivers,  especially 
large  rivers,  a  certain  co-efficient  of  roughness  was  taken  for  their  beds, 
and  if  this  co-efficient  is  again  assumed  in  a  computation  for  their  dis- 
charge, it  would  be  very  strange  if  the  desired  result  should  not  be  ob- 
tained. But  if  it  is  necessary  to  always  use  this  co-efficient  for  rivers,  no 
matter  what  may  be  their  bed  or  its  character,  there  seems  to  be  no  gain 
over  the  Chezy  formula  with  a  constant  co-efficient.  Mr.  Hutton  says  : 
"  The  sweeping  condemnation  of  all  mean  velocity  formula,  with  the  ex- 
ception of  that  of  Herr  Kutter,  is  *  *  *  fully  borne  out 
by  experiment " — the  experiments  of  Captain  A.  Cunningham  on  the 
Ganges  Canal. 

Let  it  be  borne  in  mind  that  these  experiments  were  very  accurately 
made  uj^on  a  large  canal,  being  a  regular  channel,  the  exact  character  of 
whose  bed  was  known,  being  the  most  favorable  conditions  possible  for 
any  such  formula. 

The  maximum  discrejiancies  between  the  exact  gauging  and  the  re- 
sults given  by  the  Kutter  formula,  are  as  follows  : 

In  the  right  Solani  aqueduct,  from  — 21.7  to  -f- 19.5  per  cent. 

In  the  embankment,  main  site,  from  — 14.0  to  +  42.3  per  cent. 

Thus,  in  a  canal  under  the  most  favorable  conditions,  and  with  mea- 
surements taken  with  the  greatest  accuracy,  being  exact  means  and  exact 
slopes,    the  Kutter    formula    is    found   to   vary  from  —21.7  to -f  42.3 
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per  cent,  of  the  whole  discharge.  A  total  variation  'of  64  per  cent, 
of  the  whole  flow.  So  it  seems  that  even  under  these  favorable  circum- 
stances and  in  selected  experiments,  which  prove  the  formula,  it  is 
barely  possible  the  formula  may  be  subject  to  a  slight  error. 

Captain  Cunningham  says  that  the  error  of  the  Kutter  formula  will 
seldom  exceed  TJ  per  cent,  in  large  canals. 

But  for  this  accuracy  it  is  essential  that  : 
"  The  slope  measurement  should  be  done  on  both  banks,  always  in  calm 
air,  and  only  when  the  canal  is  in  train,  and  should  be  repeated  several 
times." 

"  And  further,  for  this  accuracy  it  is  essential  that  the  '  rugosity  co- 
efficient '  — f  —  be  properly  known  for  the  site  in  the  first  instance. 
This  of  course  can  be  only  properly  determined  by  experiment,  i.  e. ,  by 
determining  a  few  experimental  values  of  C from  which  to  determine/*, 
either  by  direct  calculation,  or  by  comi^arison  with  published  tables.  If 
the  value  of  /  be  merely  selected  a  priori  by  comparing  the  known  state 
of  the  channel  with  the  published  classification,  so  close  an  approxima- 
tion will  be  mere  chance." 

That  is,  in  large  canals,  if  you  can  compute  the  co-efficient  from 
experiment,  Kutter's  formula  will  give  the  discharge  within  T?  per  cent. 
Cunningham  also  says  :  That  the  difficulties  in  this  matter  seem  to  the 
author  "to  make  further  research  for  an  improved  form  of  co-efficient 
almost  hopeless  from  the  experimental  side,  i.  e. ,  until  some  help  as  to 
the  proper  functional  form  can  be  obtained  from  theory." 

He  also  says : 

"  There  can  be  little  doubt  that  the  mean  velocity  is  in  some  way 
conditioned  by  the  surface  slope,  but  the  law  of  connection  is  at  present 
wholly  unknown,  the  [present  formulae  being  purely  empirical,  resting 
on  no  rational  basis,  and,  therefore,  only  of  limited  and  uncertain  appli- 
cability." 

It  must  be  remembered  that  this  is  stated  for  regular  canals  where 
such  formula  are  recognized  as  being  most  correct. 

For  rivers,  it  is  the  writer's  experience  that  there  is  no  positive  rela- 
tion between  the  volume  of  discharge  and  the  surface  slope.  On  the 
Connecticut  River,  where  an  exact  survey  of  the  bed  of  the  river  was 
made  by  sections  every  400  feet,  and  in  many  cases  only  100  feet  aj)art, 
and  the  slopes  were  as  carefully  leveled  as  possible,  a  selection  of  the 
best  experiments  varied  with  the  principal  modern  formvilas  from  about 
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one-half  to  two  and  one-lialf  times  the  measured  discharge.  In  the 
opinion  of  the  writer,  the  slope  is  so  uncertain  an  element,  that  the  co- 
efficient used  in  natural  streams  is  within  certain  limits  immaterial.  The 
very  best  slope  formulas  can  only  be  dejDended  upon  as  an  approxima- 
tion to  the  real  discharge.  They  should  only  be  used  where  no  velocity 
observations  are  attainable,  one  single  velocity  measurement  in  the  mid- 
dle of  the  channel  being  better  than  any  or  all  of  the  sloi^e  formulas.  It 
is  only  in  such  cases  as  the  Chemung  where  the  slope  can  only  be  taken 
from  old  marks  that  such  a  method  should  be  resorted  to,  and  then  the 
channel  in  which  the  water  flowed  should  be  carefully  measured  and  its 
mean  section  taken  for  the  distance  where  the  slope  is  known. 

The  complexities  and  refinements  of  such  formulas  as  Kutter's,  are  only 
suited  to  regular  channels  like  canals  and  sewers,  where  the  slope  is 
uniform  and  the  resistances  determinate. 

For  natural  streams  of  small  size  also,  where  the  slope  is  great,  and 
the  nature  of  the  bed  conforms  to  one  of  Kutter's  classifications,  the 
Kutter  formula  may  be  valuable,  but  for  problems  where  the  "guess  and 
allow  "  and  "average  judgment  "  rules  come  into  so  great  an  extent  as  in 
the  Erie  matter,  to  try  to  get  down  to  entire  accuracy  by  any  formula  is 
absurd. 

Mr.  Hutton  remarks  that  "the  point  was  made  in  this  case,  and 
many  times  rej^eated,  that  it  was  immaterial  what  formula  was  used  to 
compute  the  flow  of  water,  because  in  every  case  corrections  miist  be 
applied  which  required  the  exercise  of  judgment  on  the  part  of  the  en- 
gineer."  Now,  the  writer  was  one  of  the  experts  employed  by  the  Erie 
Kailroad,  and  he  certainly  never  made  any  such  point  or  heard  of  its 
being  advanced.  The  ijoint  he  made  was  that  with  the  entirely  insuffi- 
cient data  given,  there  was  no  advantage  in  accuracy  in  using  the  Kutter 
formula  over  the  Chezy  formula  with  a  proper  co-efficient.  The  idea 
that  it  was  immaterial  what  formula  was  used  is  simply  absurd.  Very 
few  of  the  older  formulas  are  even  approximate  under  the  best  of  condi- 
tions, and  Mr.  Hutton's  remarks  about  them  are  entirely  correct.  The 
Chezy  formula,  however,  still  holds  its  own  against  most  of  its  comi^eti- 
tors,  and  for  all  practical  purposes  is  as  accurate  for  natural  streams  as 
the  more  complicated  one  of  Kutter  derived  from  it.  With  exact  data 
and  careful  measurements  of  slope  and  bed,  the  Kutter  formula  is  ad- 
mitted to  be  the  most  likely  to  give  close  results,  but  when  uncertainties 
are  introduced  it  is  best  to  adhere  to  the  more  simple  form.     The  uni- 
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formity  of  co-efficients  given  to  the  Chezj  formula  by  diflferent  authori- 
ties is  a  high  recommendation  of  its  general  use.  Eytelwein  gives 
93.4,  Young  84.3,  D'Abuisson  95.6,  Downings  &  Taylor  100,  Leslie 
68  and  100,  Stevenson  69  and  96,  Beardmore  94.2,  and  Neville  92.3, 
and  93.3. 

The  mean  of  these  is  about  90,  which  is  perhaps  the  best  general  co- 
efficient. For  the  Chemung,  with  its  overflowed  banks  and  obstacles  in 
the  bed,  80  was  recommended,  and  it  would  be  almost  a  miracle  if  the 
result  of  this  or  any  other  formula  with  the  data  given  would  give  accu- 
rate results. 

Mr.  Francis'  estimate  of  the  discharge,  being  a  mean  between  the 
two  quantities  of  55  860  C.  F.  per  sec,  and  169 444  C.  F.  per  sec,  is 
112652.  These  amounts  are  wider  apart  than  any  of  the  coefficients  of 
the  Chezy  formula,  and  it  is  not  exactly  seen  how  they  prove  the  accu- 
curacy  of  the  Kutter  formula  by  having  their  mean  agree  with  its  re- 
sults. 

Discussion  by  Robeet  E.  McMath,  Member  A.  S.  C.  E. 

Sinc^e  the  Roorkee  experiments  of  Capt.  Cunningham  make  no  ex- 
ception in  favor  of  Herr  Kutter's  formula  when  making  a  sweeping 
condemnation  of  all  calculated  mean  velocity  formulae,  there  is  manifest 
need  of  a  practical  method  of  meeting  the  question  presented  in  Mr. 
Hutton's  paper. 

In  important  cases,  like  the  one  stated,  I  propose  the  following  as 
practicable,  and  giving  a  close  approximation  to  results  obtained  by 
direct  measurement. 

The  problem  is  to  determine  the  discharge  of  a  river  at  a  given  date 
of  which  the  sole  record  is  the  stage. 

Where,  as  seems  to  have  been  the  case  with  the  Chemung,  a  reach 
can  be  found  in  which  the  river  is  confined  to  a  definite  bed  the  matter 
is  simple,  but  requires  time  and  labor.  Assuming  that  a  section  can  be 
found  affording  a  considerable  area  at  the  lowest  stage,  it  is  necessary  to 
determine  by  observation  the  mean  velocity  of  flow  at  stages  differing  as 
much  as  possible.  A  short  series  at  a  low  and  another  at  a  high  stage 
will  suffice,  but  others  at  intermediate  stages  are  desirable  to  establish 
the  result. 

These  mean  velocities  will,  under  the  condition  of  a  large  low  stage 
area,  when  plotted  as  abscissas  to  stage  of  water  as  ordinates,  lie  on  or 
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very  near  a  straight  line.  Extending  this  straight  line  from  the  highest 
stage  of  measured  discharge  to  the  height  of  the  recorded  or  traditional 
flood,  the  abscissa  of  the  line  at  that  height  is  the  mean  velocity  which 
would  result  if  the  stream  should  now  rise  to  the  recorded  level.  Having 
the  area  the  discharge  is  known.  Such  discharge  may  be  attributed  to 
the  former  date  with  liability  to  error,  only  as  the  local  area  has  changed 
and  as  the  crest  of  the  bar  or  dam  next  below  the  observation  site  has 
been  raised  or  lowered.  In  rivers  of  i^ermanent  character  the  changes 
by  natural  causes  will  be  small ;  obviously  the  change  of  local  area  would 
equally  affect  any  computation.  Variation  of  the  bar  or  weir  height  is  a 
change  in  the  level  of  no  discharge,  or  the  oi'igin  of  velocity. 

Should  no  locality  be  found  where  the  stream  was  within  banks  at 
flood,  another  important  condition  must  be  observed.  The  stream  at 
the  selected  site  must  conform  to  the  general  direction  of  the  valley;  that 
is,  the  direction  of  flow  within  and  without  the  banks  must  be  sensibly 
the  same.  The  method  projaosed  will  give  the  mean  velocity  within  the 
limits  of  the  principal  banks.  The  volume  flowing  over  the  bottoms 
must  be  estimated  as  best  it  may.  I  would  only  say  that  all  compvita- 
tions  tend  to  exaggeration  of  the  overflow  water. 

In  a  series  of  observed  discharges  of  the  Mississippi,  below  Memphis, 
16  out  of  66  were  used  to  determine  the  line  of  mean  velocity  according 
to  the  proposed  method.  By  the  resulting  equation  F'=  0.0725  (gauge 
reading  4- 37 '.2),  a  series  of  F' was  computed  which  when  compared 
with  the  Fby  direct  measurement  gave  :  sum  of  66  residuals  [V — F]  = 
5'. 481,  whence  mean  error  =0'. 083  :  minus  errors  31,  sum  2'. 438,  mean 
0'.078.  Plus  errors  35,  sum  3'. 053,  mean  0'.087.  The  maximum  error 
was  0',366  in  a  velocity  of  4'.  873,  or  7^  per  cent.  The  per  cent,  of  error 
between  computed  and  observed  velocities  was  in 
22  cases  less  than  1  per  cent. 


38 

2 

47 

3 

57 

4 

63 

5 

65 

6 

66 

8 

The  mean  error  being  2i         " 
The  range  of  stage  covered  by  the  observations  was  from  6'.0  to  27'. 0. 
The  greatest  observed  discharge  was  825  000  cubic  feet  per  second.     Ex- 
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tending  the  computed  F'  to  a  29  foot  stage,  tlie  maximum  discharge  for 
the  year  1879  is  found  to  have  been  911  400  cubic  feet  between  banks. 
During  the  recent  high  water,  March  6-9,  1882,  the  data  indicate  a  dis- 
charge between  banks  of  1  251  200  cubic  feet  per  sec,  stage  37'. 9. 

Assuming  that  the  volume,  including  overflow  water,  at  top  of  flood 
of  1882,  was  1  700  000  (a  fair  approximation),  the  height  to  which  the 
flood  would  have  risen  if  confined  within  width  of  4  700  feet  would  have 
been  37'. 9  +  9'. 9  =  47'.8  for  Av  =  1  2.51  200  =  determined  Q  at  stage 
37.9,  and  A'v'^  1  700  000  =  Assumed  Q'  at  stage  37.9  +  h'  ; 
^  =  230  000n'  ;  v  =5.44;  ?t- =  4  700';  7^  =  37'.9+ 37'.2  =  75'.1  ;  then 
{A  +  IV  h')  {h  +  h')  0.0725  =  1  700  000  ;  whence  k'=  9' .86. 

I  have  now  for  illustration  applied  the  method  to  two  problems, 
neither  of  which  could  have  been  satisfactorily  solved  by  the  methods 
heretofore  in  use.  I  have  also  shown  the  degree  of  approximation  reached 
by  the  method  in  an  unstable  river.  The  section  enlarged  by  scour, 
10  400  square  feet,  and  then  returned  to  its  first  condition  during  the  ob- 
servations. This  change  affects  the  velocity  somewhat  but  the  residuals 
were  mostly  the  effect  of  variation  in  the  level  of  no  discharge,  by  scour 
and  fill  at  the  1)ar  next  below  the  observation  site.  In  a  stable  stream 
the  apiJroximation  ought  to  be  closer.  The  observations  which  were 
made  by  H.  B.  Herr,  C.  E.,  assistant  under  Major  W.  H.  H.  Benyaurd 
were  exceedingly  well  made,  and  the  site  happily  chosen. 

Discussion  by  William  E.  Hutton,  Member  A.  S.  C.  E. 

As  Major  Cunningham  concludes  that  "Kutter's  co -efficient  c  is  of 
pretty  general  aj^plicability, "  and  that  with  accurate  data  it  will  give 
reasonably  correct  results,  he,  at  least,  does  exclude  the  Kutter  formula 
from  any  "sweeping  condemnation"  of  calculated  mean  velocity  for- 
mulas. He  would,  indeed,  prefer  a  formula  depending  upon  velocity 
measurements  rather  than  on  measurements  of  slope,  but  he  does  attempt 
to  construct  one. 

It  is  to  be  hoped  that  further  observations  may  confirm  the  correct- 
ness of  the  very  simple  method  proposed  by  Mr.  McMath,  which  will  be 
an  invaluable  practical  advance  if  it  should  prove  of  general  application. 

It  was  not  the  author's  intention  in  the  original  paper  to  assert  that 
the  Kutter  formula  was  under  all  circumstances  reliable  and  accurate  in 
its  results.  It  is  a  great  improvement  upon  all  other  general  formulas, 
and  the  best  we  now  have. 
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General  Ellis  was  connected  with  the  Elmira  case  only  towards  its 
close,  and  seems  not  to  have  understood  that  no  attempt  was  made 
on  the  part  of  the  Lackawanna  Company  to  obtain  the  correct  discharge 
of  the  Chemung  River  by  the  ajiplication  of  the  Kutter  formula  to  the 
data  mentioned  by  him,  which  were  obtained  at  the  site  of  the  crossing. 
The  general  facts  connected  with  the  construction  of  the  formula,  were, 
indeed,  introduced  to  show  that  the  co-efficients  applied  to  these  data  by 
the  Erie  exjaei'ts,  were  by  far  too  large,  but  the  results  presented  were 
obtained  at  a  difl'ei'ent  site,  where  the  conditions  were  much  more  favor- 
able to  an  accurate  gauging. 

It  is  true,  the  Lackawanna  expert  did  contend  that  as  the  discharge 
of  a  stream  is  dependent  upon  several  conditions  and  several  relations 
of  these  conditions,  reliable  results  can  only  be  obtained  by  introducing 
the  conditions  and  relations  into  the  formula.  If  some  comijlications 
result,  the  blame  must  be  laid  upon  the  stream  which  refuses  to  be 
governed  by  more  simple  laws.  The  complications  too,  are  greatly  ex- 
aggerated. The  Chezy  form  is  adopted  as  being  the  most  simple.  The 
"complications"  are  confined  to  the  formula  for  the  co-efficient,  and 
may  be  avoided  by  the  use  of  tables  or  the  diagram.  In  addition  to  the 
operations  required  by  the  Chezy  formula,  eight  others  are  required  to 
obtain  the  co-efficient,  and  of  the  simplest  character,  such  as  can  readily 
be  comjiuted  in  five  to  ten  minutes. 

It  is  also  true  that  much  remains  to  be  learned  of  the  laws  which  aflfect 
the  movement  of  running  water.  The  empirical  formula,  however,  now 
under  discussion,  makes  no  reference  to  those  laws,  but  is  based  upon 
observations  solely.  The  question  is  only  as  to  its  correct  representation 
of  those  observations,  and  its  applicability  to  similar  cases. 

Neither  is  it  correct  to  eay  that  all  formulas  depending  upon  the 
slope  and  mean  radius  are  indeterminate  and  misleading.  The  cases 
in  which  they  are  not  applicable  are  rare.  And  although  some  author- 
ities do  assert  that  the  velocities  vary  with  the  sixth  root  of  the  slope, 
some  with  the  fourth  root,  and  others,  by  far  the  greater  number, 
with  the  square  root,  the  Kutter  formula,  containing  the  slope  in 
the  equation  for  the  co-efficient,  indicates  that  the  relation  between 
velocity  and  slope  is  a  complex  one,  not  to  be  represented  by  any  single 
exponent.  In  rivers  of  small  slope,  and  particularly  in  large  rivers  of 
that  character,  the  exact  determination  of  the  slope  is  not  easy,  and 
results  obtained  from  slope  formulas  are  therefore  more  liable  to  give  in- 
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correct  results,  more  especially  as  its  relation  to  mean  velocity  in  such 
cases  is  not  so  well  determined.  The  position  of  the  thread  of  greatest 
velocity  does  not  appear  in  any  of  these  formulas,  and  it  may  be  higher 
or  lower  in  the  same  vertical,  withoitt  sensibly  affecting  the  mean  velocity 
of  the  section. 

It  is  asked  why  the  Kutter  formula  for  cement  lined  channels  should 
not  be  apislied  to  the  Missisippi,  supposing  its  bed  plastered  with  cement. 
The  reason  is  obvious.  An  empirical  formula,  based  upon  observations, 
cannot  safely  be  applied  to  cases  exceeding  greatly  the  range  of  the  ex- 
periments from  which  it  was  derived.  The  co-efficients  of  roughness  for 
rivers  in  earthen  beds,  were  derived  from  observations  uf)on  rivers  both 
large  and  small,  and  they  may  be  applied  to  all.  Those  upon  cement 
lined  channels  were  from  experiments  upon  small  channels  only,  none 
exceeding  two  metres  wide,  and  their  ai^plication  to  the  Mississippi  is  an 
extension  too  far  beyond  the  cases  which  served  for  their  formation. 

The  co-efficient  of  rugosity  is  criticized  as  being  independent  of  the 
size  of  the  stream,  but  this  is  not  the  case.  Certainly  n  is  invariable  for 
each  class  or  category,  but  being  divided  by  -J R  in  the  formula  for  the 
co-efficient,  it  practically  varies  inversely  as  the  square  root  of  the  mean 
radius,  which  represents  the  size  of  the  stream. 

Kutter  remarks  that  the  Darcy-Bazin  observations  prove  that  the  de- 
gree of  roughness  of  the  wet  laerimeter  has  a  very  important  influence  on 
the  value  of  the  co-efficient  in  small  sections  ;  the  proportions  of  their 
formula  show  that  it  decreases  with  increase  of  sectional  area,  and, 
although  it  never  entirely  vanishes,  is  inconsiderable  in  very  large  rivers 
like  the  Mississippi. 

Gen.  Ellis  correctly  states  the  maximum  discrepancy  between  the 
exact  gauging  made  by  Major  Cunninghan^  and  the  results  calculated 
by  the  Kutter  formula  to  have  been,  at  one  site,  from  +  19.5  per  cent,  to 
— 21  per  cent.,  and  at  the  other  side  -|-  42.3  to — 14  per  cent.  Yet  of  S3 
observations  and  comparisons,  including  these  exreme  ones,  the  mean 
discrepancy  was  aboiit  5  per  cent. ;  70  observations  differed  not  more  than 
7^  per  cent.,  and  50  agreed  with  the  results  of  computation  within  three 
per  cent.  Moreover  Major  Cunningham  remarks  that  many  of  the  obser- 
vations which  differed  more  than  10  per  cent,  from  calculated  discharges 
were  not  nearly  so  well  determined  as  the  others. 

The  conditions  quoted  from  Major  Cunningham  go  to  show,  as  might 
be  expected,  that  the  accuracy  of  the  computed  results  will  depend  on 
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the  accuracy  of  tlie  data.  He  refers  to  large  canals  because  his  experi- 
ments were  made  upon  canals  of  that  class,  and  he  limits  his  remarks  ta 
the  cases  within  his  observation.  The  comparison  of  the  results  by  this 
*  formula  with  gaugings  of  numerous  rivers  of  Europe,  as  given  in  Kutter's 
papers,  show  that  its  applicability  is  not  limited  to  large  canals.  He 
correctly  says  that  the  Kutter  formula  is  purely  empirical,  and  only  of 
limited  and  uncertain  applicability — "  limited  "  to  the  range  of  cases 
from  which  it  was  constructed,  and  "uncertain"  whenever  those  con- 
ditions are  departed  from. 

General  Ellis'  very  careful  and  valuable  experiments  upon  the  dis- 
charge of  Connecticut  rivers,  have  been  discussed  by  him  as  to  the  mean 
velocity  on  each  vertical,  its  relation  to  mid-depth  velocity,  and  the  use 
of  observed  velocities  to  determine  the  mean  velocity  of  the  stream,  but 
he  has  not  published  any  comparison  of  his  results  with  tliose  given  by 
any  formula  apijlied  to  the  same  conditions. 

Time  has  not  permitted  an  .analysis  of  these  experiments  with  a  view 
to  the  comparison  of  them  with  formulae  containing  the  slope.  A  par- 
tial investigation  discloses  very  great  discrepancies,  and  indicates  a 
possible  reason  for  them.  Tested  by  Captain  Cunningham's  conditions, 
the  site  was  not  a  favorable  one  for  this  purpose  however  suitable  for 
the  object  for  which  it  was  adopted. -'  It  is  situated  in  marked  hollows 
in  the  bed  slope.  The  water  is  from  8  to  18  feet  deep  when  its  surface 
is  about  level  with  the  crest  of  Enfield  dam  Avhich  is  4  800  feet  below  the 
lowest  section  station,  and  one  of  the  sections  has  a  mean  low  water 
depth  of  but  3.2  feet.  Applying  the  Chezy  formula  to  some  of  the 
observations,  the  co-efHcients  are  found  to  vary  between  the  same  sta- 
tions from  132  to  62,  varying  with  the  height  of  the  water,  and  dimin- 
ishing rapidly  as  the  height  approaches  low  water.  The  discharges 
appear  to  vary  nearly  as  the  square  root  of  the  cube  of  the  height 
above  a  certain  point  which  is  about  1.5'  lower  than  lowest  water're- 
corded.  Many  of  the  slopes  are  very  small,  a  number  of  them  are  less 
than  0. 1  feet  in  a  distance  of  6  200  feet,  and  they  appear  to  vary,  jjossibly 
with  the  wind,  without  corresponding  influence  upon  the  discharge. 
The  case  seems  to  be  analogous  to  the  two  experiments  of  Dubuat  upon 
the  river  Hayne,  rejected  by  Humphreys  k.  Abbot,  because  a  lock  inter- 

*  Capt.  Cunningham  (Roorkee  Expts.,  1881),  considers  one  of  bis  Belra  sites  to  be  un- 
favorable, because  tbe  bottom  is  2  feet  lower  than  the  sill  nf  a  bridge  1  800'  above,  and  as 
much  below  the  level  of  a  dam  4  miles  below  it. 


238 

rupted  its  flow  and  reduced  it  to  a  kind  of  elongated  basin,  witli  an 
almost  inappreciable  slope.  The  relation  of  discharge  to  height  of 
water  surface  resembles  the  law  of  discharge  over  a  weir,  and  suggests 
their  deiDendence  upon  the  level  of  the  dam  or  the  bar  below  them.  It 
will  be  observed  that  small  as  are  the  slopes,  their  effect  is  much  less 
than  would  be  indicated  by  Kutter's  or  any  other  slope  formula,  unless 
indeed  the  bed  is  very  rough,  which  it  is  understood,  was  not  the  case. 

Mr.  McMath  has  shown  that  these  observations  conform  very  nearly 
to  his  newly  published  law,  that  in  certain  (numerous)  cases  that 
velocity  varies  directly  as  the  stage. 

The  same  results  have  been  observed  before  in  a  similar  case— that  is, 
the  Chezy  co-efficient  of  velocity,  has  been  found  to  diminish  very 
rapidly  and  become  very  low,  about  the  same  as  here,  viz. :  62,  when  the 
stage  approached  lowest  water.  This  upon  a  pool  10  miles  long,  5  to  12 
feet  deep  at  low  water,  closed  at  its  lower  end  by  a  bar,  having  a  narrow, 
shallow  channel. 

The  object  of  the  writer  in  the  Elmira  case  was  to  get  rid  of  the 
"  guess  and  allow,"  and  "  average  judgment "  rule,  and  where  positive 
data  were  not  obtainable,  methods  were  adopted,  which  would  give  maxi- 
mum results,  such  as  could  not  be  criticized  by  the  opposing  counsel  as 
too  small. 

But  it  cannot  be  admitted  that  where  uncertainties  are  introduced  in 
the  data,  it  is  best  to  adhere  to  the  more  simple  form.  If  the  data  are 
g:ood  enough  to  warrant  their  use  to  determine  the  discharge,  then  the 
best  results— results  which  will  approach  the  truth  in  proportion  to  the 
accuracy  of  the  data,  Avill  be  obtained  by  their  application  to  the  actual 
conditions  of  the  case.  The  older  authorities,  those  preceding  Darcy 
and  Kutter  use  different  co-efficients  in  the  Chezy  formula,  some  prefer- 
ring one,  some  another,  and  a  few  using  two  for  different  cases,  varying 
from  68  to  100.  Kutter  uses  the  whole  range  between  and  beyond  these 
figures,  and  defines  the  conditions  which  require  their  use. 

The  references  to  Mr.  Francis'  results  quoted  by  General  EUis  are 
from  the  report  of  the  Commissioners,  and  liave  no  reference  to  the  Kutter 
formula. 

Van  Nostrand's  Magazine  for  June,  1882,  contains  a  full  discussion  of 
some  of  the  questions  here  treated,  in  a  jiaper  on  the  "Obstruction  to 
Biver  Discharge  by  Bridge  Piers,  by  General  Q.  A.  Gillmore,  U.  S.  Engi- 
neers," and  is  based  upon  the  circumstances  of  the  Elmira  crossing  case. 
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This  paper  has  been  reviewed  in  "Engineering  News"  of  17th  June 
last,  and  the  references  by  the  reviewer  to  the  present  paper  and  its 
author,  seem  to  justify  a  notice  of  them  in  this  discussion. 

It  is  not  proposed,  however,  to  open  any  new  points,  or  to  repeat 
what  has  already  been  said.  The  interesting  discussions  upon  the  velo- 
cities of  the  stream  and  theii*  power  to  move  large  stones,  do  not  call  for 
any  notice,  as  it  has  been  shown  that  the  velocities  could  not  be  correctly 
obtained  from  observations  made  at  the  site,  similar  to  those  relied  upon 
in  the  paper  referred  to. 

To  determine  the  increased  rise  which  would  be  caused  by  the  con- 
traction of  the  water  way  by  the  works  of  the  Lackawanna  Comi^any,  two 
formulas  are  used,  which  furnish  very  different  results.  The  first  is 
that  of  Eytelwein,  the  second  is  quoted  from  Debauve  [Manual  de  V 
Ing^nieur  des  Fonts  et  Chaussees.  Fonts  et  Mar;onnerie),hnt  had  long  be- 
fore been  given  by  D'Aubuisson.  The  great  discrepancy  in  the  results 
given  by  these  two  formulas  (the  rise  y  by  the  Eytelwein  formula  would 
be  2.3',  by  that  of  D'Aubuisson  4.3'),  both  of  them  founded  ujaon  the 
same  general  principle,  has  suggested  an  examination  of  the  process  by 
which  they  were  constructed,  which  seems  to  be  worth  recording. 

Dubuat,  with  whom  the  method  originated,  assumes  that  there  will  be 
no  considerable  change  of  velocity  in  the  section  above  the  contraction. 
Consequently  the  velocity  in  the  contraction   will  be  to  that  above  it, 

inversely  as  the  sections,  v„=— ,  and  the  difference  of  the  heights  to 

which  these  velocities  are  due  will  be  y  =  "   „ — ^  =:  ~ ^^  =  -^ 

^  2g  2g  w        2g        1g 

/ 1   )  ;  and  the  co-efficient  which  is  to  compensate  for  the  con- 
traction of  the  stream  in  the  narrow  water-way  is  applied  to  the  resulting 

height,  so  that  in  its  final  form  we  have  y  =  — tt-  { 1  ) . 

^     '  ^      m^2g\w^  J 

In  the  first  edition  (ISOl)  of  his  Handbuch  der  Mechanik  und  der  Hy- 

draulik,  Eytelwein  follows  Dubuat  in  neglecting  the  diminution   of  the 

velocity  above  the  contraction,  caused  by  the  raising  of  the  surface,  but  he 

applies  the  correction  for  contraction  to  the  narrow  section  only.     Thus 

making  v  =  —  \— )  '—  ^^-  or^  ( — r  —  7^   )  '  "*    being  in   this 

case  V'-^g  X  0.95. 
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In    the  edition   of  1843  of  the  same  work   he  makes   v„  = 


Q 


Wh 


^  Vo^     (      Wh      \2 


or 


W2     V 


TF2  7^2 


[w  {h-\-y) 


w^{h-\-yY 


), 


~w[h-\-y)  ^        nr^     \w{k-{-y) 

as  quoted  by  General  Gilmore. 

It  will  be  observed  that  vq  being  original  mean  velocity,   v„  (that 

Q         ^.,^    _, ,,.    Q       vo  Wh      vo  W 


between  the  piers)   is  not 


but 


.      1      Q       Vo  Wh 

simply  -V  = =-= 

wh  wh  w 


w  {h+  y) 
Again,  as  the  second  member  of  the  primary  equation  is  the  head  due  to 

/       Wh     \  2 
the  velocity  above  the    contraction,    it  is  equal  to  v-   I  ^^^^-n—. — r  i    = 

h- 
'VcT^ — : — —  which   does   not  vary  with   the  co-eflScient  of  contraction. 


Substituting  we  have  y  —  --  (  — — _^ — 


h^ 


r.). 


o      \     .      .,      /7    ,     \.,  '  '  ^'^  being  the  usual 
Ig    \m-  w  ^      [h  -\-  y)- 

co-efficient  of  contraction  api^licable  to  the  character  of  the  entrance  to  the 

contraction.   This  form  involves  smaller  numbers  than  the  formula  quoted 

by  General  Gilmore  from  Debauve,  but  it  is  substantially  the  same. 

The  discharge  of  the  main  river  is  computed  by  Darcy's  formula, 

by  that  of  Humphreys   &  Abbot,  and  by  Kutter's,  making  in  the  last 

the   co-efficient  of  rugosity,    «  =  0.026   "for  large    rivers."      This  is 

thought  to  be  unwarranted  by  the  circumstances,     n  does  not  depend  on 

the  size    of    the  stream,  but  on  the  condition   of  the  bed.     Making 

»i=: 0.035  as  for  "rivers  and  canals  in  bad  order  and  regimen,  overgrown 

with  vegetation,  and  strewn  with  stones,  or  detritus  of  any  sort,"   or 

"with  beds  and  banks  in  bad  order  having  irregularities  and  deposits  of 

"stone  and  much  overgrown  with  vegetation  " — with  this  value  of  n  we 

have  the  volume  of  discharge  133  900  cubic  feet — and  the  table  given, 

when  extended  to  include  this  value,  and  omitting  the  results  of  the 

Eytelwein  formula  for  rise,  wiU  be  as  follows  : 


Formula  for  Velocity. 


Formula  for 
Volume  of  Rise. 

Discharge         \  Debauve 

Cubic  feet.  (D'Aubuisson). 


Do  wnino; .' 

Bazin 

Humphreys — Abbot 

Ganguillet  &  Kutter,  n  =  0.026 
do.  do.      «=  0.035 


202.059 

4  3168' 

197.693 

4.1113' 

131.573 

1.7587' 

161.010 

2.6775' 

133.900 

1.826' 
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The  map  accompanying  the  paper  is  deemed  to  offer  ample  evidence 
of  irregularities  and  vegetation,  while  the  description  of  page  444  in- 
dicates detritus  and  deposts  of  stone. 

It  will  be  remembered,  also,  that  on  the  trial  the  Lackawanna  Company 
claimed  that  these  irregularities  were  such  as  could  not  be  compared  with 
any  other  stream  which  had  been  gauged  under  similar  conditions,  and 
that  a  reliable  computation  must  be  based  upon  observations  at  a  place 
comparable  with  some  experimental  site. 

The  reviewer  in  "Engineering  News,"  referring  to  the  Elmira  case, 
says  that  the  Lackawanna  expert  selected  "  the  bridge  crossings  at  Elmira, 
"  of  which  there  are  three  of  varying  lengths,  and  a  mill  dam,  in  the  dis- 
"  tance,  on  the  river  of  little  over  half  a  mile.      *  *        Whether 

' '  he  used  one  bridge  or  all  three,  or  the  slope  resulting  from  the 
"combined  obstacles  of  the  locality,  or  finally  what  was  the  degree  of 
"  roughness  allowed  for  in  the  Kutter  formula,"  *  *  he  does  not 
know.  As  the  points  mentioned  were  given  in  the  evidence  they  could 
easily  have  been  ascertained.  It  is  hardly  necessary  to  say  that  these 
insinuations  are  uncalled  for.  The  observations  were  made  in  an  unob- 
structed, straight  portion  of  the  channel,  and  the  co  efficient  of  rough- 
ness selected  after  careful  examination  of  the  site  and  comparison  with 
other  rivers,  was  that  of  Kutter's  second  class  of  earth  channels,  such  as 
are  in  moderately  good  order  in  every  resj)ect,  0.030.  The  distance 
between  sections  was  less  than  would  have  been  preferred,  but  the  data 
were  by  far  the  most  reliable  to  be  obtained. 

The  review  contains  extracts  from  an  article  in  "Engineering" 
(quoted  from  Van  Nostrand's  Magazine  of  1873,  p.  320),  which  is  said  to 
show  that  the  invariable  co-efficients  of  the  older  authors  are  incorrect, 
and  that  C  should  vary  with  the  discharge  of  the  stream.  Those  in- 
terested are  referred  to  a  more  recent  editorial  in  the  same  able  paper 
on  p.  517,  of  vol.  XX,  1875,  which  is  too  long  to  be  quoted  here. 
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Probably  most  of  the  instruments  in  use  for  the  measurement  of 
angles  are  so  graduated  that  the  smallest  reading  that  can  be  made  with 
them  is  one  minute. 

Although  this  is  a  great  advance  upon  the  old  compass,  divided 
into  quarter  degrees,  it  still  permits  errors  much  too  large  for  careful 
surveying,  if  means  are  not  provided  for  securing  greater  accuracy. 

This  provision  is  made  by  repeating  the  measurements. 

In  the  work  of  surveying  and  monumenting  the  new  streets  of  New 
York  City,  the  limit  of  error  is  five  seconds  per  angle  and  fifteen  one- 
hundredths  of  a  foot  for  each  one  thousand  feet  of  measured  traverse,  as 
found  by  calculation  ;  yet  there  is  little  difficulty  in  keeping  within  this 
limit  with  a  twenty -second  transit  and  a  chain  adjustable  for  tempera- 
ture. 


243 

The  repetition  of  the  linear  measurements  is  simply  for  each  chain 
length,  until  the  forward  chainman  becomes  satisfied  that  the  centre  of 
his  pin,  where  it  enters  the  ground,  is  precisely  beneath  the  point  of  his 
plumb  bob,  the  pin  being  so  placed  as  to  be  at  right  angles  to  the  line 
and  in  as  near  a  horizontal  position  as  it  can  be  made  firm. 

The  short  measurements  with  a  steel  pocket  tape  are  made  level  by 
means  of  running  one  end  up  and  down  a  plumb  line  and  repeating 
the  process  until  the  shortest  distance  between  two  fixed  points  is 
obtained. 

Horizontal  measurements  with  the  chain  are  secured  by  means  of  a 
level  bubble  attached  to  one  end  of  the  chain  and  forming  a  part 
thereof. 

Six  repetitions  are  usually  made  of  the  angular  measurements,  but 
not  by  computing  the  mean  of  six  independent  readings. 

With  the  vernier  at  zero,  the  vertical  hair  of  the  telescope  is  carefully 
placed  so  as  to  cover  the  left  hand  point,  with  the  instrument  clamped  ; 
then  loosening  the  vernier,  the  glass  is  turned  toward  the  right  and  is 
fastened  so  that  the  second  point  is  covered  by  the  hair. 

The  reading  being  noted,  the  instrument  is  undamped  and  turned  to 
the  left  and  made  fast  so  that  the  vertical  hair  again  covers  the  starting 
Ijoint.  Upon  loosening  the  vernier  and  turning  the  glass  so  as  to  again 
cover  the  second  point,  the  second  measurement  has  been  made  from  the 
end  of  the  first,  instead  of  afresh  from  zero,  and  if  the  vernier  is  read  it 
will  be  found  to  be  approximately  twice  that  first  noted. 

It  is  not  advisable,  however,  to  read  the  limb  after  noting  the  first 
measurement  until  the  close  of  the  sixth,  when  the  reading,  being  added 
to  the  number  of  complete  circles  that  may  have  been  turned,  and  the 
sum  divided  by  six,  the  quotient  may  be  accepted  as  the  size  of  the  angle. 

This,  in  good  work,  will  always  be  within  twenty  seconds  of  the  first 
reading  if  a  twenty  second  instrument  is  used,  or  within  one  minute  if 
the  instrument  reads  only  to  minutes. 

The  measurement  so  obtained  is  incomparably  more  reliable  than  the 
average  that  is  deduced  by  dividing  the  aggregate  of  six  separate  read- 
ings by  six. 

The  principle  of  this  method  may  be  illustrated  by  linear  measure- 
ment, as  shown  on  the  diagram,  page  250. 

It  is  desired  to  measure  the  distance  between  two  points  that  are 
three  centimetres  apart,  giving  the  distance  in  ten-thousandths  of  a  foot, 
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the  smallest  subdivision  of  the  scale  being  one  one-hundredtli  of  a  foot 
in  length. 

As  three  centimetres  are  equal  to  a  very  little  more  than  nine  hun- 
dred and  eighty-four  ten-thousandths  of  a  foot,  the  first  reading  will  be 
a  little  less  than  one-tenth  of  a  foot,  and  the  measurement  cannot  be 
made  more  nearly  by  any  number  of  independent  readings. 

The  desired  result  can  be  easily  effected  by  taking  the  distance  be- 
tween the  points  of  a  pair  of  dividers  and  carefully  stepping  six  times 
along  the  scale  from  zero.  The  end  of  the  sixth  step  will  be  a  little 
beyond  fifty-nine  one-hundredths  of  a  foot  ;  the  quotient  obtained  by 
dividing  this  by  six  is  nine  hundred  and  eighty-three  and  one-third 
ten-thousandths  of  a  foot,  which  differs  less  than  one  ten-thousandth 
of  a  foot  from  the  actual  length  of  three  centimetres. 

Owing  to  unavoidable  errors  in  all  instrumental  work,  it  is  rarely  the 
case  that  the  angular  closing  of  a  polygon  will  be  precisely  in  accordance 
with  theory. 

The  probable  error  in  the  measurement  of  each  angle  can  be  calcu- 
lated by  apportioning  the  aggregate  error  of  the  polygon  among  all  the 
angles,  with  a  closer  approximation  to  the  truth  than  by  the  use  of  any 
set  formula. 

In  making  this  apportionment  it  should  be  remembered  that  the 
shorter  the  radius  the  greater  the  liability  to  angular  error,  and  it  would 
seem  to  be  most  in  accordance  with  good  judgment  to  make  the  greatest 
correction  in  that  angle  whose  sides  are  the  shortest. 

The  calculation  of  the  co-ordinates  of  the  several  stations  of  the  poly- 
gon, or  of  their  latitudes  and  dejjartures,  will  sometimes  show  that  a 
proper  balancing  of  a  survey  will  require  that  the  whole  aggregate  angu- 
lar error  of  the  polygon  should  be  corrected  in  some  few  of  the  angles 
while  others  are  taken  as  measured. 

A  simple  method  of  testing  the  accuracy  of  angular  measurements  is 
by  adding  together  all  of  the  interior  angles  of  the  polygon  (the  supple- 
ments V)eiug  used  of  those  measured  exteriorly). 

Wliatever  the  aggregate  may  differ  from  an  exact  multiple  of  ninety 
degrees  will,  of  course,  be  the  error  of  the  polygon,  and  the  quotient 
arising  from  dividing  this  error  by  the  number  of  angles  measured  will 
be  the  error  per  angle,  which  may  be  corrected  as  previously  stated,  if 
less  than  five  seconds. 

In  dividing  a  large  block  into  smaller  ones  by  cross  lines  it  is  often 
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found  that  the  aggregate  anguhir  errors  of  one  of  the  subdivisions  is  plus, 
while  those  of  the  adjoining  block  are  minus,  so  that  a  judicious  cor- 
rection in  balancing  will  improve  both. 

Sometimes  there  will  be  little  error  in  the  angles  of  a  large  polygon, 
while  the  excess  in  one  of  its  subdivisions  and  the  deficiency  in  another 
will  be  each  greater  than  the  allowable  error. 

Where  this  is  the  case  the  angles  of  the  cross  line  should  be  re- 
measured. 

On  the  accompanying  map,  (Plates  XXII,  XXIII,)  which  is  a  plan  of 

streets  in  a  part  of  the  Central  District  of  the  Twenty-fourth  Ward  of 
New  York  City,  the  traverse  lines  are  shown,  dividing  a  block  into  four 
smaller  ones,  with  the  size  of  angles  and  lengths  of  lines  as  actually 
measured. 

The  readings  of  each  angle  are  given  (and  the  mode  of  testing  as  de- 
scribed for  each  block)  on  separate  sheets,  pages  249  and  250,  and  Plates 
XXIV,  XXV. 

A  table  is  also  given  of  the  calciilation  of  co-ordinates  of  the  traverse 
stations  ;  station  fifteen  being  used  as  the  initial  point  and  the  line  from 
station  fifteen  to  station  one  being  assumed  as  north. 

All  but  four  of  the  stations  of  this  survey  are  on  rock  or  large 
boulders,  the  station  being  at  the  intersection  of  two  fine  lines  cut  with 
a  chisel  in  the  form  of  a  rectangular  cross. 

The  lines  connecting  stations,  the  numbers  of  which  are  underlined, 
form  portions  of  blocks  that  were  surveyed  in  October,  1881,  and  were 
connected  with  the  other  stations,  as  shown  on  the  map,  in  February, 
1882. 

Such  accurate  work  will,  of  course,  require  more  time  for  its  perform- 
ance than  surveys  of  a  rougher  kind,  and  it  may  be  of  interest  to  state 
that  the  writer  with  two  chainmen  was  engaged  seven  days  in  February, 
1882,  upon  the  surveys  here  shown.  The  establishment  of  points  and 
clearing  of  lines  took  considerable  of  this  time,  and  the  ground  being 
covered  by  deep  snow  made  the  progress  slower  than  it  would  otherwise 
have  been.  Under  more  favorable  circumstances  the  same  party  has  fre- 
quently measured  more  than  half  a  mile  in  a  day,  so  that  the  survey 
would  close  with  less  errors  than  would  have  been  allowed. 

Occasions  constantly  arise  where  it  is  necessary  to  establish  points  at 
a  prescribed  distance  and  angle  from  some  other  i^oint  and  line. 

The  repetition  of  the  measurement  of  the  angle  is  here  of  great  service. 
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The  desired  angle  being  aj^proximately  turned,  a  stake  is  firmly 
driven  on  the  line,  at  some  point  where  its  top  will  be  visible  from  the 
transit,  and  (if  practicable)  at  a  distance  found  by  pacing  to  be  some- 
what in  excess  of  that  presci'ibed. 

A  pin  or  match  being  firmly  placed  in  a  vertical  position  on  the  top 
of  the  stake,  on  the  line  as  given  from  the  transit,  the  angle  is  carefully 
measured  with  six  repetitions,  as  previously  described. 

The  difference  between  the  prescribed  angle  and  one-sixth  of  this 
last  reading  will  be  error,  which  may  be  corrected  by  moving  the  pin  or 
match  to  the  left  or  right,  according  as  the  error  may  be  plus  or  minus, 
a  distance  equal  to  the  product  of  the  sine  of  the  error  multiplied  by 
the  distance  of  the  stake  from  the  transit. 

The  sine  of  sixty  seconds  being  approximately  thirty-one  hundred 
thousandths,  a  simple  and  easily  applied  mode  of  correcting  the  error  is 
to  multiply  half  the  number  of  seconds  in  the  error,  regarded  as  hun- 
dredths of  a  foot,  by  the  number  of  feet  that  the  stake  is  distant  from 
the  transit,  expressed  as  thousandths.  The  product  is  the  distance  that 
the  pin  must  be  moved  at  right  angles  to  the  line  to  place  it  on  the  pre- 
scribed line. 

When  the  distance  is  short  a  less  number  of  readings  than  six  may 
be  taken. 

As  the  error  will  seldom  be  as  large  as  the  smallest  reading  that  can 
be  made  with  the  instrument,  and  the  line  rarely  more  than  two  hun- 
dred feet  in  length,  this  mode  is  practically  accurate,  even  with  the 
correction  based  upon  the  distance  being  obtained  by  pacing. 
This  proposition  may  be  demonstrated  as  follows,  viz. : 
Twenty  seconds  error  would  appear  by  this  rule  to  cause  a  departure 
of  ten  one-hundredths  of  a  foot  in  one  thousand  feet;  or  two  one-hun- 
dredths  of  a  foot  in  two  hundred  feet. 

This  differs  less  than  seven  ten-thoiisaadths  of  a  foot  from  the  cor- 
rection that  would  be  obtained  by  using  the  sine  to  the  seventh  decimal 
place. 

With  an  error  of  twenty  seconds  in  the  angle  a  difference  of  ten  feet, 
more  or  less,  in  the  distance  would  make  a  difference  in  the  departure 
(or  distance  to  move  the  pin)  of  only  one  one-thousandth  of  a  foot; 
therefore  when  the  distance  is  short  it  can  be  obtained  by  pacing  with 
sufficient  accuracy  for  correcting  the  angle. 

It  is  safer,  however,  to  roughly  measure  the  distance  that  may  be  in 
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excess  of  that  Avliicli  was  prescribed,  wliicli  last  will,  of  course,  be  meas- 
ured with  care;  and  if  the  angular  error  exceeds  twenty  seconds  its  true 
sine  should  be  used  as  a  factor  in  obtaining  the  correction  in  all  cases 
where  the  distance  is  as  great  as  two  hundred  feet. 

This  method  of  applying  the  repetition  of  measurement  of  angles  to 
the  establishment  of  prescribed  points  is  shown  on  the  accompanying 
paper  of  instructions  for  setting  monument  points.  The  writer's  first 
use  of  the  method  was  in  establishing  points  in  topographical  surveying 
on  a  rectangular  basis,  in  the  summer  of  1871,  when  the  result  of  its  use 
was  so  satisfactory  as  to  cause  its  employment  constantly  since  that 
time. 

The  repetition  of  measurement  of  angles  in  the  manner  described 
has  been  in  constant  use  in  the  Department  of  Public  Parks  of  New- 
York  City  for  at  least  twelve  years,  and,  the  writer  believes,  was  prev- 
iously used  in  the  survey  of  Morrisania,  and  afterward  in  Long  Island 
City,  in  Yonkers  and  other  places.  Its  value  is  so  great  that  no  surveyor 
who  has  once  become  familiar  with  the  system  will  willingly  dispense 
with  it  where  accurate  work  is  required.  This  refinement  of  surveying, 
as  it  may  be  termed,  is  little  better  than  farcical  affectation  if  certain 
preliminary  essentials  are  not  observed. 

Of  these,  one  of  the  most  important  is  the  standard  of  measurement, 
and  every  engineer  should  endeavor  to  suj^ply  himself  with  one  that  is 
correct.  Having  obtained  a  measure  that  is  believed  to  be  accurate,  it 
should  be  applied  to  the  establishment  of  points  that  will  be  as  nearly 
as  possible  unchangeable,  so  as  to  make  a  jiermanent  standard  for  test- 
ing and  correcting.  This  will  make  it  possible  to  have  all  his  work  con- 
sistent with  itself,  even  though  he  should  not  succeed  in  getting  an 
absolutely  correct  standard. 

The  transit  or  theodolite  must,  of  necessity,  be  correctly  graduated, 
and  be  kept  in  good  adjustment.  Many  instruments  have  been  made 
with  the  plumb  bob  suspended  from  the  head  of  the  trijDod;  this  may 
do  for  some  work,  but  not  for  such  as  is  described  in  this  paper.  The 
tripod  head  must  be  open,  so  that  the  j^lumb  line  can  be  attached  directly 
to  the  instrument,  and  the  plumb  bob  must  be  accurately  turned. 

In  windy  weather  an  essential  for  accurate  work  will  be  the  shielding 
of  the  plumb  line  in  setting  the  transit  and  in  placing  a  line  for  meas- 
urement of  angles,  as  well  as  in  chaining  over  irregular  gx'ound,  all  linear 
measurements  being  made  horizontal. 
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The  last  of  these  essentials  to  mention,  although  first  in  importance, 
is  care  in  work,  reliable  chainmen  being  indispensable. 

In  angular  measurements  it  will  be  well  to  always  use  the  same  vernier, 
and  to  always  measure  from  left  to  right.  An  imperceptible  movement 
of  the  instriiment  when  turning  the  upper  or  inner  j)late  will  sometimes 
be  indicated  by  the  readings.  This  may  be  remedied  or  balanced  by- 
turning  the  glass  toward  the  left  for  some  of  the  rej)etitions.  Where 
the  first  reading  is  as  large  as  one  hundred  and  fifty  degrees  the  glass 
should  be  turned  to  the  left  as  many  times  as  to  the  right;  but  for  one 
hiandred  and  twenty  degrees  twice  to  the  left  will  balance  four  times 
to  the  right,  while  for  ninety  degrees  or  under,  once  to  the  left  will  be 
sufiicient  for  the  six  readings  or  repetitions. 

The  tests  that  have  been  hereinbefore  described  will  not  apply  where 
tracts  are  not  wholly  enclosed;  and  it  is,  therefore,  well  that  such  strict 
accuracy  is  not  ordinarily  required  in  the  survey  of  long  lines,  as  for 
railroads  or  country  highways ;  yet,  even  there,  it  will  be  of  advantage 
to  take  two  readings  of  each  angle  as  a  check  against  error. 

An  occasional  noting  of  the  magnetic  bearing  will  also  serve  as  a 
check  that  should  be  availed  of,  for  in  no  profession  can  guards  against 
error  be  less  safely  disjiensed  with  than  in  that  of  civil  engineering. 

The  amount  of  care  that  is  taken  in  surveying  is  frequently  governed 
by  the  opinion  entertained  regarding  its  reasonable  cost. 

The  writer  is  acquainted  with  a  surveyor,  for  whom  he  has  a  high 
respect  as  a  worthy,  conscientious  man,  who,  though  possessing  an 
excellent  transit  with  verniers  reading  single  minutes,  yet  makes  all  his 
surveys  by  the  needle,  objecting  to  the  use  of  the  limb  because  "it 
would  require  the  taking  of  back  sights,"  which  would  make  him  feel 
as  though  he  was  "  nursing  the  job." 

For  such  surveying,  even  where  not  affected  by  local  attraction,  the 
amount  of  error  allowed  by  Professor  Gummere,  of  three  links  in  ten 
chains,  or  three  feet  per  thousand  feet,  is  none  too  large. 

A  motto  particularly  worthy  of  acceptance  by  all  engaged  in  the 
practice  of  the  profession  of  civil  engineering  is  "  What  is  worth  doing 
at  all  is  worth  doing  well. "  » 
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Readings  of  Angles. 


15a       44"  29'  20"  1        143"  42'  20"  la       54°  38'  20" 

6)266    54    40  6)862    14    20  6)327    50    00 


I 


44"  29'  06". V  143"  42'  23". 3  54°  38'  20" 

2   107°  50'  40"         2a       61°  07'  20"         2^   59°  43'  00" 
647  02  40  366  43  40  358  18  20 


107°  50'  26".7  61°  07'  16'. 7  59°  43'  03". 3 

3    80°  49'  00"         3a       59°  09'  40"         4   134°  48'  40" 
484  54  20  354  57  00"  808  53  20 


80°  49'  03".3  59°  09'  30"  134°  48'  53".3 

4a  15r  21' 20"         6    98°  10' 40"         7   116°  54' 40" 
908  08  20  589  03  40  701  28  40 


151°  21'  23  ".3  98°  10'  36". 7  116°  54'  46".7 

7a  129°  11' 40"         8   124°  55' 00"         5   126°  09' 40" 
775  11  20  749  31  00  756  58  20 


129  11'  53". 3  124°  55'  10"  126°  09'  43". 3 

99°  06' 20'        10    89"  26' 00"        10a   66°  20' 40" 
594  39  20  536  37  20  398  04  00 


99"  06'  33".3  89°  26'  13".3  66°  20'  40" 

11   165"  25' 40"        12   152"  24' 00"        13   171°  05' 00" 
992  33  20  914  24  20  1026  29  00 


165"  25'  33". 3  152"  24'  03". 3  171°  04'  50" 

20    53  40' 40"        15   152°  28' 00"        16   163"  41' 00" 
322  02  20  914  47  20  982  06  00 


53"  40'  23".3  152°  27'  53".3  163"  41'  00" 

16a   70°  27' 20'        19   179"  40' 00" 
422  42  40  1078  01  40 


70"  27' 06". 7  179°  40'  16". 7 
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Tests  of  Accukacy  of  Angulae  Measxteement. 


Block  942'. 

<  2  =  61°  07'  16".7 

2^=  59°  43'03".3 

3  =  59°  09'  30" 


179°  59'  50" 

3  <   —10". 

Block  941. 
<  5  =  126°  09'  43".3 
8  =  124°  55'  10" 
7  =  116°  54'46".7 
6  =  98°  10'  36". 7 

4  =  73°  49' 43". 3 


Block  942. 

<   2  = 

107°  50'  26".7 

1  = 

161°  39'  16". 7 

12  = 

152°  24'  03". 3 

Supt. 

11   = 

14°  34'  26".7 

10  = 

89°  26'  IS'.S 

9  = 

99°  06'  33".3 

7  = 

113°  53'  20" 

Supt. 

8  = 

55°  04'  50" 

Supt. 

5  = 

53°  50'  16".7 

4.= 

151°  21'  23".3 

3  = 

80°  49' 03'. 3 

1079°  59'  53".3 
14  <  — 06".7 


540°  00'  00" 
6   <  No  apparent  error. 


Block  949. 

Bl.jck 

928. 

Errors 

= 

-10".0 

< 

1 

= 

54° 

38'  20" 

it 

941, 

(f 

= 

00".0 

15 

= 

163° 

03'  00" 

(( 

942, 

vt 

= 

-06". 7 

16 

= 

125° 
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Much  lias  been  written,  and  many  theories  advanced  by  distinguished 
engineers,  during  the  last  twenty -five  years,  upon  the  levees,  jetties  and 
floods  of  the  Mississippi. 

This  grand  river,  called  the  "Father  of  Waters,"  like  the  trunk  of  a 
tree  whose  branches  extend  from  the  Rocky  Mountains  on  the  west,  to 
the  Alleghanies  on  the  east,  and  to  Canada  on  the  north,  drains  a  water- 
shed of  1  147  000  square  miles,  extending  over  fourteen  States,  or  an 
area  nearly  as  large  as  the  whole  of  Europe,  with  an  annual  downfall 
(exclusive  of  the  Red  River  basin)  of  eighty  trillions  (80  000  000  000  000) 


252 

of  cubic  feet  of  water,  and  a  drainage  of  twenty  trillions  cubic  feet,  or  a 
ratio  of  twenty-five  per  cent,  of  the  downfall  per  annum. 

Admitting  that  the  downfall  and  drainage  are  the  same  now  as 
twenty-five  or  fifty  years  ago,  new  problems  and  new  conditions  present 
themselves. 

The  immense  area  of  forest  and  timber  lands  cleared  and  the  ad- 
ditional acreage  placed  under  cultivation  in  the  basins  tributary  to  the 
Mississippi,  necessarily  change  the  rapidity  of  the  drainage,  and  the 
increase  of  sediment  in  time  of  floods. 

Another  feature  of  no  small  moment  is  the  gradual  straightening  of 
the  river,  which,  during  the  last  160  years,  has  shortened  its  course  240 
miles  between  Cairo  and  New  Orleans;  this  increases  the  rapidity  of 
the  cuiTent  and  helj^s  to  overtax  the  levees  below. 

The  vast  swamps,  bayous  and  lakes  on  either  side  of  the  Missis- 
sippi above  the  mouth  of  the  Eed  Eiver,  are  inundated  and  overflowed 
at  the  beginning  of  each  season  of  high  water,  forming  reservoirs  for 
the  sui'plus  water  of  the  river,  thus  relieving  to  a  certain  degree  the 
lower  Mississippi  from  its  incapacity  to  carry  off  the  water  before  it  has 
reached  the  flood  stage. 

The  great  rainfall  and  water-shed  of  this  river  and  its  tributaries, 
equals  a  basin  of  water  four  hundred  miles  long,  forty  miles  wide 
and  160  feet  deep,  and  it  would  take  the  bed  of  the  Mississippi,  at 
the  present  rate  of  the  current,  three  years  to  carry  this  water  to  the 
Gulf;  or  taking  the  ratio  of  25"o,  which  is  universally  admitted,  had 
it  an  average  daily  drainage,  it  takes  nine  months  of  the  year  at  its 
maximum  to  carry  off  this  immense  volume  of  water.  But  when  we 
consider  that  the  overflowed  reservoirs  on  either  side  of  the  river, 
once  filled,  represent  a  volume  of  Avater  nearly  fifty  miles  in  width  and 
twelve  feet  deep  from  Cairo  to  New  Orleans,  or  about  twelve  billions 
(12  000  000  000)  of  cubic  feet  of  water,  which  would  take  the  maximum 
capacity  of  the  Mississipisi  eighty-four  days  to  carry  away,  even  though 
it  had  no  reinforcement  constantly  forced  upon  it  above,  it  is  conclusive 
that  no  system  of  levees,  below  Red  River,  thus  far  constructed  or  pro- 
posed, can  take  away  this  yearly  inland  sea,  having  but  322  feet  of  fall 
from  Cairo  to  the  mouth  of  the  Mississippi,  and  whose  current  is  in- 
creased in  flood  stages  from  one-half  mile  an  hour  at  medium  stages  to 
three  (3)  miles  per  hour  and  1  000  000  cubic  feet  per  second  at  flood 
stages.     Some  other  means  must  be  provided  for  the  overflow  above  the 
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maximum  capacity  of  the  river.  The  principal  levees  are  below  the 
mouth  of  the  Red  Eiver,  and  the  capacity  of  the  channel  below  that 
mouth  has  been  largely  increased  by  the  costly  levees  on  either  side. 
It  is  compelled  to  attempt  not  only  to  carry  off  this  immense  volume 
of  water,  but  in  case  of  flood  both  above  and  upon  the  adjacent  country 
through  Avhich  it  passes,  it  has  always  been  taxed  to  its  utmost  capacity, 
and  it  has  been  unable  to  escape  injury  and  expensive  crevasses,  in- 
flicting untold  injury  upon  the  surrounding  country. 

Added  to  this  area  is  the  country  tributary  to  the  Red  River,  com- 
prising an  area  of  97  000  square  miles,  with  an  annual  downfall  of 
8  800  000  000  000  of  cubic  feet,  and  an  annual  drainage  of  1  800  000- 
000  000  cubic  feet  of  water. 

The  water  from  this  immense  additional  water-shed,  and  the  additional 
sediment  necessarily  carried  down  the  Mississippi  thereby,  must  be  pro- 
vided for  in  some  other  way.  We  are  informed  by  Gens.  Humphreys 
and  Abbott,  who  gave  years  of  study  to  this  subject,  that  the  mean 
annual  discharge  of  the  Mississippi  proper  was  19  500  000  000  000  cubic 
feet  and  812  500  000  000  tons  of  sedimentary  matter,  constituting  241 
feet  in  depth,  one  mile  square,  passing  the  mouth  of  the  Red  River 
annually. 

When  such  is  the  case,  the  river  must  necessarily  deposit  a  part  of 
that  sediment  in  the  portions  of  the  river  the  least  direct,  and  thereby 
render  the  levees  less  efficient,  until  by  a  continual  raising  of  the  levees, 
the  bottom  of  the  river  will  be  as  it  is  in  some  instances  now,  above  the 
level  of  the  lands  adjoining. 

Over  $100  000  000  has  been  expended  in  the  construction  of  the  Mis- 
sissippi levees  already. 

DuHng  the  past  fifteen  years  over  100  miles  of  levees  have  caved  in, 
and  been  lost  to  owners  and  the  country. 

How  can  we  remedy  the  present  evils  and  provide  for  the  increased 
volume  of  water  and  future  floods  ? 

We  claim  that  the  overflow  has  never  been  carried  off  by  the  Missis- 
sippi, and  that  its  maximum  capacity  in  time  of  floods  never  can  be  the 
medium  or  channel  of  the  overflow  at  the  flood  stage,  without  many 
years  of  labor  and  great  expense  in  deepening  the  river  channel,  and 
that  the  old  natural  channel  or  cut-off  via  the  Atchafalaya  River  should 
be  the  main  channel  of  relief  aided  by  the  Placquemine  Bayou  to  the 
Atchafalaya,  and  the  Bonnet  Carre  to  Lake  Pontchartrain. 
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The  old  channel  of  the  Mississippi  near  the  mouth  of  the  Eed  Eiver, 
near  Williamsport,  above  Morgan's  Bend,  and  the  Atchafalaya  River  and 
Bayou  from  its  connection  with  the  Eed  Eiver  above  its  mouth,  should  be 
improved  and  a  connection  made  with  the  old  channel  of  the  Mississippi 
through  Latanache  Bayou  to  Morris'  Bay  at  Atchafalaya  River  and 
Bayou,  thence  through  Bayou  Alabama,  Whiskey  Bay  and  Grand  Eiver, 
Lake  Eond  and  Grand  Lake.  * 

Thence  through  Atchafalaya  Eiver  to  Atchafalaya  Bay  on  the  Gulf 
of  Mexico.     (See  accompanying  Plate  XXVI. ) 

Also  Gi'and  Eiver  should  be  connected  with  Placquemine  Bayou  and 
the  Mississippi  at  Placquemine,  between  Baton  Eouge  and  Donaldson- 
ville. 

By  this  Atchafalaya  Eiver  and  Bayou  route,  it  would  be  but  one-half 
of  the  present  length  of  the  Mississippi  to  the  Gulf  of  Mexico  (from  the 
mouth  of  the  Eed  Eiver),  and  only  one-quarter  of  the  distance  by  the 
Grand  Eiver  and  Placquemine  route,  and  only  about  one-half  of  the 
distance  would  have  to  be  improved,  in  either  case,  and  the  problem  would 
be  substantially  solved,  as  the  overflow  would  l)e  confined  to  regular 
channels,  and  vast  tracts  of  valuable  lands  reclaimed  thereby.  The 
elevation  at  mouth  of  Eed  Eiver  is  54  feet  above  the  level  of  the  Gulf  of 
Mexico.  Already  steamers  take  the  Atchafalaya  route  from  Eed  Eiver 
to  Atchafalaya  Bay,  on  the  Gulf  of  Mexico,  thus  aiding  commerce.! 

A  controlled  communication  can  be  oj^ened  by  a  system  of  locks  of 
sufficient  width  and  depth  at  the  old  channel  of  the  Mississippi,  near 
the  mouth  of  Eed  River,  below  high  water  mark  for  the  Mississipiji, 
sufficient  to  receive  33  j)er  cent,  of  the  Mississippi.  A  system  of  locks 
above  the  mouth  of  Red  River,  with  locks  also  in  that  river  where  the 
present  channel  would  be  turned  into  the  Atchafalaya,  would  provide 
for  navigation  between  the  Red  and  the  Mississipi^i.  Continuing  the 
channels  to  the  Atchafalaya  Bayou  and  River,  and  improving  that  and 
the  other  above  mentioned  bayous  to  Grand  Lake,  which  would  be  but 
50  miles,  not  only  the  surplus  water  of  the  Mississijipi,  but  also  all  of  the 


*  Already  the  overflow  of  the  Mississippi  and  Red  River  have  increased  the  channel  of 
the  Atchafalaya  since  1850,  between  the  bayous  en  route,  from  a  width  of  730  feet  and  a 
maximum  depth  of  52  feet,  to  a  width  of  1,200  feet,  and  over  100  feet  in  depth,  or  about  300 
per  cent,  increase,  and  this  in  the  face  of  everything  being  done  to  direct  all  the  waters  of 
the  Mississippi  and  Red  Rivers  through  the  channel  of  the  Mississippi. 

t  Recently  Capt.  N.  Eastman  took  a  steamboat  from  Chicago  via  Illinois  and  Michigan 
Canal  and  Mississippi  River  by  this  route  to  the  Gulf  of  Mexico. 
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Red  River  (33  per  cent,  of  tlie  present  water) ,  would  be  conducted  tlirougli 
this  new  chaunel  to  tlie  Gulf  of  Mexico,  in  times  of  flood,  for  all  time,  at 
no  greater  expense  than  the  cost  of  repairing  the  levees  below  the  Red 
River  for  the  present  year.  The  locks  at  the  mouth  of  the  Red  River 
and  the  sources  of  the  Atchafalaya  River  can  be  controlled  so  as  to  turn  all 
of  the  Mississippi  and  Red  Rivers  through  the  Mississij^pi  at  low  water 
or  when  desired.  The  Grand  River  and  Placquemine  Bayou  connection 
by  sills  with  Grand  Lake  and  the  Mississippi  would  also  assist  in  carry- 
ing off  any  local  flood,  and  assist  in  case  of  extraordinary  flood  in  keeping 
the  water  within  the  levees,  in  addition  to  which,  the  Bonnet  Carre  out- 
let 40  miles  above  New  Orleans  could  be  improved  and  controlled  by  sills, 
for  emergencies  and  extra  high  floods,  conducting  surplus  flood  water 
into  Lake  Pontchartrain. 

We  claim  that  a  regular  controlled  volume  of  water  retained  as  nearly 
as  practicable  at  its  maximum,  gives  less  friction,  a  regular  or  steady 
velocity,  and  consequently  less  deposits  of  sediment  than  by  the  present 
overtaxing  of  the  levees.  And  crevasses  are  constantly  occurring  at  all 
flood  stages.  At  every  crevasse  bars  form  immediately  below,  and 
change  the  bed  and  slope  of  the  river.  This  system  of  relief  from  the 
overflows  is  immediate,  and  would  prove  a  great  factor  and  auxiliary  in 
any  plan  for  deepening  the  river  subsequently. 

The  mistaken  idea  that  the  overflows  help  to  scour  the  Mississippi 
River  is  answered  by  the  fact  that  the  Mississippi  only  takes  its  maxi- 
mum in  any  case,  and  a  systematic  control  of  the  waste  or  present  over- 
flow does  not  afi'ect  the  scour  or  jetties  at  the  mouth  of  the  Mississippi, 
to  their  disadvantage. 

As  piore  than  half  of  the  water  that  passes  the  mouths  of  the  Mis- 
sissippi escapes  through  other  channels  than  the  pass  where  the  jetties 
have  been  constructed,  if  the  permanence  of  the  present  jetties  and  shij} 
channel  depends  upon  the  scour  of  the  river,  matresses  or  jetties  can  be 
constructed  across  the  other  passes,  and  this  surplus  water  confined  and 
turned  through  the  desired  channel. 

In  addition  to  the  great  benefits  accruing  to  the  country  below  the 
mouth  of  the  Red  River,  these  cut-ofls  would  very  materially  reduce  the 
height  or  depth  of  the  Mississippi  above  the  junction  of  the  Red  River, 
as  far  as  Memj^his  at  least. 

Another  beneficial  result  would  accrue  from  the  systematic  control 
of  the  overflow;  that  of  the  health  of  the  citizens  living  upon  and  in  the 
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vicinity  of  these  vast  tracts  of  overflowed  lands,  who  would  escape  the 
periodical  epidemics,  etc.,  that  result  from  the  miasmatic  atmosphere 
generated  by  these  overflowed  lands. 

The  Mississippi  Eiver,  with  all  its  beneflts  to  the  commerce  of  the 
country,  has  never  been  completely  surveyed  by  the  United  States,  and 
maps  made  thereof,  showing  its  main  channel  and  tributaries .  If  this 
had  been  done,  many  of  the  citizens  and  sufi'erers  by  the  present  floods 
would  have  profited  by  such  information,  and  comprehended  the  mag- 
nitude of  this  water  question,  and  been  better  prepared  to  protect 
themselves. 

A  State  like  Louisiana,  with  an  area  of  43  000  square  miles,  one-half 
of  which  would  derive  great  benefits  from  such  improvement,  and  a 
people  raising  such  immense  crops  of  cotton,  sugar,  rice,  tobacco,  and 
sugar  cane  for  molasses,  etc.,  which  are  now  jeopardized  and  uncertain, 
would  thereby  be  protected,  and  their  crops  assured,  to  the  great  benefit 
of  the  State  and  nation. 

A  commission  has  recently  been  appointed  to  consider  this  and  all 
other  subjects  pertaining  to  the  commerce  and  improvement  of  the 
Mississippi  Eiver,  and  it  is  hoped  that  they  will  give  this  subject  their 
careful  consideration. 

Discussion  at  the  Annual  Convention  by  E.   L.  Cokthell,  Member 

A.  S.  C.  E. 

Mr.  Chairman  : — Many  of  the  principles  and  statements  advanced  in 
this  paper,  are  so  directly  opposed  to  my  own  experience  on  the  Missis- 
sippi River,  that  I  cannot  refrain  from  making  a  few  remarks. 

Those  that  are  interested  in,  and  have  studied  the  phenomena  of  the 
Mississippi  Eiver,  are  divided  into  two  camps  ;  one  of  which  advocates 
the  Outlet  theory,  and  the  other  the  Jetty  theory,  or  rather  the  Disper- 
sion and  the  Concentration  theories. 

The  subject  is  of  such  vast  importance,  not  only  as  an  engineering 
question,  but  as  regards  the  commercial  and  agricultural  interests  of  the 
whole  country,  that  it  is  necessary  that  the  correct  principles  which 
underlie  the  improvement  of  the  Mississippi  Eiver,  should  be  thoroughly 
understood  and  appreciated.  We  must  recollect  at  the  outset,  that  the 
valley  of  the  Mississippi  which  is  drained  by  the  main  river,  contains 
about  768  000  000  acres  of  the  finest  land  on  the  face  of  the  globe,  enough 
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to  make  more  than  one  hundred  and  fifty  States  as  large  as  Massachu- 
setts ;  that  if  populated  as  Belgium  and  the  Netherlands  are  (which 
may  be  the  case  at  some  future  time),  it  would  contain  400  000  000  of 
souls — nearly  one-half  the  entire  i^opulation  of  the  world. 

This  river,  on  the  improvement  of  which  engineers  are  so  radically 
divided,  is  really  the  great  artery  of  the  Republic  ;  its  branches  envelope 
the  great  body  of  our  country,  and  through  its  channel  for  all  time  to 
come  must  circulate  the  sustenance  of  our  people.  There  is  no  doubt 
that  the  commerce  of  this  great  empire  of  the  Mississippi  valley,  will  in 
time  exceed  that  of  any  other  in  Christendom.  The  channel  which  is, 
and  must  continue  to  be  the  natural  highway  not  only  of  intercommerce 
among  the  states,  but  with  the  world  outside,  must  have  applied  to  it 
the  correct  principles  of  rectification. 

As  between  the  two  camps  mentioned,  my  experience  on  the  Missis- 
sippi River  and  its  mouth,  compels  me  to  join  myself  to  those  that  ad- 
vocate the  concentration  of  the  waters  for  the  purpose  of  deepening  the 
channel.  The  paper  which  we  are  discussing,  advocates  the  diy)ersion 
of.  the  waters. 

Before  commencing  the  discussion  of  the  subject  it  is  necessary  to 
state  to  the  Convention,  that  the  laws  which  govern  the  flow  of  waters  and 
the  regulation  of  that  flow  in  rivers  whose  waters  are  clear,  are  entirely 
different  fi^oni  those  we  find  in  waters  filled  with  sedimentary  matters. 
However  experienced  and  learned  the  engineer  may  be  in  the  improve- 
ment of  the  clear-water  streams  or  rivers,  he  finds  when  he  commences 
upon  the  improvement  of  sediment-bearing  rivers  that  he  has  new  jirin- 
ciples  to  deal  with  and  new  problems  to  solve,  new  and  strange  condi- 
tions meeting  him  at  every  turn.  It  will  be  necessary  to  divest  ourselves 
of  much  of  the  experience  we  have  gained  in  clear  streams  in  order  to 
fully  appreciate  the  difficulties  in  the  way  of  the  improvement  of  a  river 
like  the  Mississippi  whose  waters  are  more  or  less  charged  with  sedi- 
ment ;  we  not  only  have  the  waters  to  contend  with,  but  the  fine  detri- 
tus, which  has  come  into  the  main  channel  from  its  innumerable  tribu- 
taries, from  mountains  and  plains  whose  rocks  and  soils  are  diverse  in 
character.  These  heavy  particles  or  washings  from  mountain  and  plains, 
being  borne  to  the  sea  by  the  current  which,  by  its  velocity  and  its  ir- 
regular motions  suspends  and  carries  forward  its  load,  complicates  the 
question  of  the  improvement  of  the  channel.  The  laws  which  govern 
the  currents  and  the  motions  of  the  sediment  are  as  variable  as  those 
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■which  govern  the  currents  of  clear  water  streams,  but  we  find  that  all 
the  forces  of  sediment  bearing  streams  are  in  such  perfect  and  delicate , 
equilibrium,  that  the  slightest  attempt  by  man  to  disturb  this  equilibrium 
is  liable  to  cause  injury  rather  than  benefit  to  the  channel  if  the  laws 
and  forces  are  not  throughly  understood.  We  have  noticed  this  particu- 
larly in  our  experience  at  the  head  of  the  passes  of  the  Mississippi 
River,  where  in  order  to  deepen  the  channel  from  the  main  river  into  the 
South  Pass  it  was  necessary  to  disturb  this  equilibrium  of  the  current 
and  sedimentary  forces.  The  natural  conditions  existing  there  were  so 
delicately  adjusted,  that  any  artificial  change  in  any  one  of  them  pro- 
duced changes  in  all  the  others  either  for  good  or  evil ;  in  fact  there  is 
not  anything  in  nature  more  sensitive  than  the  delicate  adjustment  of 
these  mighty  forces. 

It  was  my  hope  that  we  would  be  able  to  listen  this  evening  to  a  dis- 
cussion on  this  paper  by  Captain  Jas.  B  Eads,  Vice-President  of  the 
Society  ;  he,  we  all  know,  has  had  many  years  of  experience  in  the  im- 
provement of  the  Mississippi  River,  and  has  given  the  subject  careful  con- 
sideration and  study,  but  sickness  prevents  his  attending  the  Convention, 
and  it  is  by  his  wish  that  I  present  not  only  my  own  views  but  his  also, 
Avith  which  I  most  decidedly  agree.  He  has  handed  me  a  paper  which 
is  a  report  to  the  Mississippi  River  Commission,  and  which  contains  not 
only  his  own  views  but  those  of  the  Commission  also.  The  views  are 
so  clearly  and  concisely  expressed  and  are  also  so  exhaustive  that  I  ask 
permission  of  the  Convention  to  give  them.  The  remainder  of  my  dis- 
cussion of  the  subject  will  therefore  be  extracts  and  abstracts  from,  and 
my  comments  on,  this  report. 

It  is  generally  known  that  the  Mississippi  River  Commission,  as  soon 
as  the  necessary  means  were  placed  in  its  hands,  Avent  at  the  work  in 
earnest  to  obtain  the  facts  from  which  could  be  deduced  the  laws  which 
govern  the  flow  of  the  river,  and  which  should  become  the  basis  for  its 
proper  improvement.  From  Cairo  to  New  Orleans  their  hydrographic 
and  topographic  and  levelling  and  transit  parties  have  carefully 
gathered  together  a  great  many,  if  not  all  of  the  facts  that  are  neces- 
sary for  the  purpose  of  studying  the  subject.  The  most  careful  and 
patient  observations  have  been  made  by  their  parties  to  ascertain  the 
effects  of  crevasses  and  outlets,  and  also  levees,  dikes  and  jetties. '  The 
observations  made  by  the  Commission  plainly  show  that  the  efiects  of 
crevasses  and  gaps  in  levees  have  been  to  raise  the  flood  line  of  the  river 
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above  any  height  previously  attained  ;  and  the  observations  further 
show  that  between  Natchez  and  the  mouth  of  the  Ohio  Eiver  the  de- 
posits of  sediment,  due  entirely  to  these  crevasses  and  gaps  in  the 
levees,  have  raised  the  bed  so  much  as  to  injure  navigation. 

We  will  now  state  the  general  principles  which  underlie  the  plan  of 
improvement  recommended  by  the  Commission,  and  which  were  the  re- 
sult of  the  observations  made,  the  facts  obtained,  and  the  thorough  and 
close  study  given  to  these  facts. 

The  region  of  country  which  we  are  contemplating,  and  through 
which  the  present  channel  of  the  Mississippi  runs,  was  no  doubt  in 
earlier  times  a  wide  and  deep  estuary  of  the  Gulf  of  Mexico.  By  the 
breaking  through  of  a  spur  of  a  mountain  range  the  sedimentary  matters 
from  the  upper  rivers  gradually  filled  up  this  basin  with  rich  deposits, 
until  now  we  have  a  plat  of  land  about  sixty  miles  wide  and  six  hundred 
miles  long,  in  a  direct  line,  containing  about  34  000  square  miles.  The 
floods  of  the  river  gradually  raised  the  whole  basin  so  that  near  the  head 
of  this  ancient  estuary  the  elevation  of  the  land  is  about  300  feet  above 
the  sea.  The  surface  of  the  land  has  a  quite  regular  descent  from  the 
upper  end  of  the  basin  to  the  gulf.  Through  these  deposits  the  river 
winds  its  tortuous  course  in  a  channel  about  1 150  miles  long.  Expe- 
rience and  observation  prove  most  conclusively  that  the  quantity  of  solid 

matter  which  the  water  of   the  river  is   able  to   hold  in  suspension  is 

I 

strictly  regulated  by  the  velocity  of  the  current.  Therefore,  during  the 
natural  process  of  this  land  formation,  whenever  the  flood  waters  es- 
caped over  the  banks  of  the  channel,  the  loss  of  current  in  the  water  thus 
escaping  caused  the  sandy  or  heavier  portions  of  the  solid  matter  held  in 
suspension  in  it  to  settle  almost  immediately  on  the  submerged  banks, 
while  the  argillaceous  and  lighter  portions,  which  take  longer  to  settle, 
were  carried  back  by  the  feebler  cxirrent  to  the  swamps  or  lower  lands  on 
which  they  were  deposited  over  a  much  more  extensive  area.  These 
lighter  matters  now  constitute  the  blue  and  other  colored  clay  strata 
which  are  found  in  all  parts  and  all  depths  of  the  basin.  The  river 
banks  were  thus  kept  constantly  higher  than  the  lands  more  distant  from 
the  stream.  Before  any  levees  were  built  on  them  they  were  usually 
from  ten  to  fifteen  feet  higher  than  the  lands  one  or  two  thousand  yards 
distant  from  the  river. 

The  size  of  the  floAving  volume  of  any  river  constitutes,  as  will  be  seen 
hereafter,  a  very  imi^ortant  element  in  determining  the  velocity  of  its 
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current,  and  as  the  loss  of  volume  over  the  natural  banks  has  the  eflfect 
of  producing  a  more  sluggish  current  in  the  main  channel,  a  deposition 
of  sediment  resulted  wherever  this  loss  occurred. 

In  this  manner  the  bed  of  the  stream,  during  each  successive  flood, 
■was  built  up  higher  and  higher,  while  the  water  escaping  over  the  banks 
built  them  up  also.  Thus  the  river  and  its  banks  were  both  gradually 
elevated  above  the  neighboring  lands  until  some  important  breach 
occurred  in  one  or  the  other  bank  and  caused  the  river  to  seek  a  new 
channel  through  or  over  the  lower  lands.  Illustrations  of  this  process 
are  frequently  occurring  at  this  time  in  the  lower  part  of  the  basin. 
Sixty  miles  above  the  mouth  of  the  river  its  flood  surface  is  now  seven  or 
eight  feet  higher  than  the  mean  level  of  the  gulf,  and  through  this  sixty 
miles  it  flows  to  the  sea  between  narrow  banks  that  have  been  elevated  by 
repeated  overflows  above  the  sea  level.  From  time  to  time  the  river  has 
broken  through  these  narrow  embankments  and  found  a  steeper  and 
shorter  route  to  the  salt  water.  Through  such  new  route  its  heavily 
laden  waters  bear  immense  quantities  of  sediment  which  is  deposited  in 
the  giilf  at  the  mouth  of  the  outlet,  because  the  current  can  carry  it  no 
further. 

About  thirty-five  miles  above  the  mouth,  one  of  these  outlets  known 
as  "The  Jump,"  occurred  about  forty  years  ago.  It  has  already  formed 
over  a  hundred  square  miles  of  territory  upon  which  rice  plantations 
exist,  and  on  which  trees  are  growing  larger  than  a  man's  body.  From 
six  thousand  acres  of  this  land  purchased  from  the  State  of  Louisiana, 
were  obtained  nearly  all  the  willows  used  in  the  construction  of  the 
jetties.  The  gradual  enlargement  of  this  sub-delta  has  so  lengthened 
the  outlet  and  flattened  the  surface  slope  of  its  branching  channels,  that 
the  current  from  the  river  through  them,  even  in  flood  time,  is  now  too 
sluggish  to  carry  the  heavy  sedimentary  matters  of  the  main  river  by  that 
route  to  the  sea,  and  hence  this  outlet  is  gradually  closing  up.  When  it 
first  occurred  the  water  in  it  was  one  hundred  feet  deep;  now  it  is 
scarcely  four  or  five. 

The  extensive  crevasse,  called  "Cubits  Crevasse,"  about  three  miles 
above  the  head  of  the  passes,  is  another  illustration  of  the  foregoing 
principle,  that  although  the  river  often  breaks  through  its  narrow  banks 
to  find  a  shorter  passage  to  the  sea,  it  is  only  a  temporary  outlet  which 
the  river  itself  commences  at  once  to  fill  up  by  the  deposition  of  sediment. 
At  first  the  flow  of  the  water  into  the  gulf  is  unobstructed,  but  it  requires 
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only  one  season's  flood  after  the  crevasse  bas  formed  to  make  quite  a  bar 
between  the  crevasse  and  the  gulf,  thus  obstructing  the  flow  of  the  cur- 
rent, and  causing  more  deposits  to  be  made  upon  this  new  formed  bar, 
which  gradually  encircles  the  crevasse  on  the  outer  side  and  fills  up  new 
banks  in  the  distance,  which,  after  a  while,  become  overgrown,  still 
further  obstructing  the  flow  of  the  current  and  causing  still  further  de- 
posits ;  soon  after  a  heavier  growth  of  bushes  and  trees  sjirings  up, 
islands  are  formed,  between  which  are  found  narrow  channels  which 
perhaps  for  some  time  are  navigable  for  small  boats,  but  which  are 
eventually  closed  by  the  frictional  resistance  which  this  sub-delta  every- 
where offers  to  the  free  flow  of  the  water,  until  at  last  nothing  but  a 
slight  indentation  of  a  continuous  river  bank  is  left  to  mark  where  an 
extensive  crevasse  occurred  many  yeax's  before.  These  marks  or  indenta- 
tions, hardly  perceptible,  are,  as  it  were,  scars  or  wounds  which  were 
inflicted  upon  the  river,  but  which  it  set  itself  at  work  to  heal  the  mo- 
ment they  were  made. 

At  the  Bonnet  Carre  Crevasse  the  same  results  are  seen,  even  without 
any  artificial  dam  across  the  mouth  of  this  crevasse,  the  river  had  already 
commenced  to  close  up  the  outlet  and  would  eventually  have  done  it 
completely  even  if  artificial  help  had  not  been  given  it.  The  same  is 
true  of  all  other  outlets,  unless  it  may  be  the  Atchafalaya,  which  no 
doubt  was  at  one  time  the  main  channel  of  the  river,  and  into  which  the 
river  would  at  present  pour  its  whole  volume  if  the  conditions  were 
right  for  it.  These  crevasses,  cut-off's  and  outlets  have,  during  the 
history  of  the  river,  facilitated  the  distribution  of  the  sedimentary  mat- 
ters for  the  benefit  of  agriculture.  In  the  advanced  state  of  the  country, 
with  the  present  condition  of  agriculture,  and  our  population,  it  is  M'ise 
to  consider  this  great  basin  as  a  heritage  from  the  river,  which  it  is  our 
duty  to  utilize  for  the  good  of  the  country.  The  facts,  based  upon 
observation  and  experience,  show  us  that  the  proper  way  to  utilize  this 
land  formerly  overflowed  by  the  river  is  to  confine  within  its  natural 
channel  the  whole  volume  of  water  ;  this  we  can  best  and  most  easily  do 
by  means  of  levees  or  embankments,  built  along  the  edge  of  the  river. 
But  we  will,  at  the  same  time  that  we  prevent  the  overflow  of  the  floods 
accomplish  a  still  more  necessary  result,  and  one  more  extensive  in  its 
influence,  and  that  is  the  deepening  of  the  channel  of  the  river,  so  that 
from  New  Orleans  to  Cairo  there  will  be  a  channel  deep  enough  at  all 
seasons  of  the  year  for  the  deepest  draught  boats.     It  has  often  been 
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stated,  but  erroneously,  that  levees  tend  to  raise  the  bed  of  the  river. 
The  contrary  is  true,  for  levees  deepen  the  bed  of  the  river  and  outlets 
and  crevasses  always  raise  it,  not  only  upon  the  Mississippi  River  but 
on  the  Po  and  Rhine  and  other  rivers  of  Europe.  The  history  of  levees 
and  embankments  effectually  disprove  the  statement  that  the  bed  of  the 
river  is  raised  by  these  works.  The  channels  deepen  and  the  floods 
lower  as  a  consequence  of  perfect  and  thorough  leveeing,  and  this,  as  we 
will  see,  is  an  inevitable  result  of  the  laws  which  control  the  phenomena 
of  sedimentary  streams  where  they  flow  in  channels  made  through  their 
own  deposits.  These  principles  or  laws  are  very  clearly  stated  in  the 
language  of  Captain  Eads,  and  I  give  them  following  : 

"  The  term  'slope  of  the  river  '  is  used  by  engineers  to  indicate  the 
inclination  which  the  surface  of  the  flood  bears  to  the  sea-level.  When 
'  the  slope  '  is  referred  to  without  qualification,  it  means  the  flood  line  at 
the  various  points  along  the  river,  and  is  synonymous  with  the  term 
'  the  fall  of  the  river  per  mile. '  It  has  no  reference  to  the  slope  of  the 
bottom  of  the  river.  One  end  of  the  slope  is  unalterably  fixed  by  the 
Gulf  of  Mexico.  Other  points  in  its  line  may  be  lowered  or  elevated  to 
a  certain  extent  by  natural  or  artificial  causes. 

"  The  force  which  produces  the  current  is  the/all  of  the  water  from  a 
higher  to  a  lower  level,  and  the  slope  is  an  indication  of  the  amount  of 
this  force.  Other  conditions  being  the  same,  the  steeper  the  slope  the 
more  rapid  will  be  the  current. 

"The  chief  element  which  retards  the  current  is  the /7-ictwn  between 
the  water  and  the  bed  of  the  stream.  This  friction  increases  as  the 
surface  in  contact  with  the  water  increases,  and  is,  therefore,  greatest 
where  the  width  is  greatest,  and  conversely  it  is  least  where  the  width 
of  the  channel  is  least.  Hence  it  is  evident  that  the  velocity  of  the 
current  may  not  only  be  increased  by  increasing  the  slope,  but  also  by 
decreasing  the  friction.  It  must  be  remembered  that  nearly  all  of  the 
sedimentary  matter  transported  by  the  water  is  cai'ried  i7i  suspensio7i,  and 
that  the  quantity  carried  is  in  proportion  to  its  velocity.  Only  a  small 
quantity  of  it  is  rolled  along  the  bottom.  Hence  if  the  current  be 
checked  when  its  waters  are  heavily  charged  with  this  sediment  (as  they 
always  are  in  flood  time),  a  deposition  of  a  portion  of  their  burden  be- 
comes inevitable.  No  fact  in  connection  with  the  river  is  more  thor- 
oughly established  than  that  the  current  in  flood  time  cannot  be  checked  in 
the  slightest  degree  without  causing  a  deposition  of  some  part  of  the  sediment. 
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Screens  of  iron  wire  with  meslies  one  foot  square,  placed  across  shoals  in 
the  Missouri  Eiver,  have  sufficed  to  retard  the  current  enough  to  cause 
deposits  sixteen  feet  dee})  to  be  formed  during  one  flood,  and  in  this  simple 
manner  new  banks  have  been  developed  in  excessively  wide  parts  of  that 
river  to  deejaen  its  channel  and  lower  its  slope.  Willow  screens,  first 
used  at  the  jetties  at  the  mouth  of  the  river,  for  the  same  purpose, 
raised  the  bottom  during  one  flood,  over  a  large  area  at  the  head  of  the 
l^asses  where  it  was  from  twelve  to  sixteen  feet  deep,  almost  to  the  sur- 
face of  the  water,  and  70  or  80  acres  of  land  covered  with  vegetation  are 
now  to  be  seen  on  the  eastern  side  of  the  upper  end  of  the  South  Pass 
channel  that  has  been  thus  formed . 

' '  I  have  named  three  controlling  principles  which  are  present  in 
every  problem  presented  by  the  characteristic  phenomena  of  the  river. 
Each  one  of  these  is  very  simple  in  itself.  It  is,  however,  absolutely 
necessary  to  remember  each  of  them  to  fully  com^jrehend  the  subject, 
and  to  be  able  to  recognize  the  respective  influence  of  each  in  creating 
these  phenomena.  I  will  briefly  repeat  them  to  more  strongly  impress 
their  importance.  The  first  is  the  force  producing  the  current.  This 
force  is  simply  the  result  of  the  fall  of  the  river  from  a  higher,  to  a 
lower  level.  The  second  is  the  frictional  resistance  of  its  bed.  The 
tJi-ird  is  the  intimate  relation  between  the  quantity  of  sediment  carried 
in  the  water  and  the  velocity  of  the  current.  If  we  increase  or  decrease 
the  current  from  any  cause,  we  increase  or  decrease  the  quantity  of 
sediment  carried  by  the  river.  We  can  increase  or  decrease  the  current 
temporarily  by  either  of  two  methods  ;  namely,  by  altering  the  slope,  or 
by  altering  the  frictional  resistance.  Therefore,  by  these  two  methods 
the  scouring  and  depositing  effect  can  be  produced.  If  we  increase  the 
current  during  the  floods  we  produce  a  greater  deepening  and  enlai'ging 
of  the  channel  through  the  shoals,  and  they  are  left  in  better  condition 
during  low  water,  and  at  the  same  time  we  ultimately  lower  the  height 
of  the  floods.     If  we  decrease  the  current  we  produce  shoals  and  higher 

floods. 

"  The  river,  from  Commerce  to  the  Gulf,  between  the  levees,  is  simply 

a  grand  trunk  into  which  is  poured  all  of  the  sedimentary  matters  of 
the  tributaries.  This  trunk  must  discharge  as  much  sediment  as  it 
receives,  or  that  which  it  does  not  discharge  must  be  left  in  the  chan- 
nel and  thus  injure  navigation.  If  it  discharges  more  than  it  receives, 
the  excess  must  be  taken  out  of  the  bed  of  the  channel,  and  it  will 
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be  deepened  thereby  and  the  floods  will  be  lowered.  Hence  it  follows 
that  by  the  process  of  deposit,  or  scour,  the  river  has  the  ability 
to  produce  a  current  capable  of  carrying  its  sedimentary  burden, 
without  loss  or  gain,  to  the  sea.  This  velocity  of  current  we  may 
call  the  normal  current.  In  seasons  of  great  floods  the  normal  cur- 
rent will  be  more  rapid  than  when  the  waters  are  less  highly  charged 
with  sediment.  This  normal  current  is  produced  by  the  river  itself 
as  a  result  of  these  three  controlling  principles.  Flowing  over  a  bed 
of  deposits  from  which  it  takes  up  additional  sediment  when  the  current 
is  too  rapid,  it  thus  deepens  the  bed,  and  with  it  the  slope,  and  thus  the 
current  declines.  If  it  be  too  sluggish,  deposits  fall  to  the  bottom  and 
by  raising  the  bed  it  increases  the  slope,  and  as  this  is  steepened  the 
current  is  accelerated  until  the  normal  velocity  is  again  attained.  It 
follows,  therefore,  that  it  is  not  in  the  power  of  man  to  permanently  in- 
crease its  current  above  the  normal  velocity.  If  it  be  increased  from 
any  cause,  the  water  will  take  up  an  additional  burden  from  the  bed  of 
the  river  and  thus  enlarge  and  deepen  its  channel,  and  its  slope  will  be 
thereby  reduced,  and  with  this  reduction  will  follow  a  reduction  of  cur- 
rent and  the  scouring  will  cease  as  the  current  diminishes  until  the 
normal  rate  is  attained,  and  then  the  channel  will  be  sufficiently  en- 
larged and  the  slope  so  lowered  as  to  prevent  any  further  scouring. 

"  The  imjiortance  of  the  levees  as  a  means  of  improving  the  navigation 
of  the  river  comes  wholly  from  the  relation  which  the  volume  of  a 
sedimentary  stream  bears  to  the  frictional  resistance  of  the  bed.  If  the 
volume  be  diminished,  the  ratio  of  friction  to  the  volume  will  be  in- 
creased ;  and,  conversely,  if  the  volume  be  increased,  the  ratio  of  fric- 
tional resistance  will  be  decreased.  Hence,  if  it  can  be  shown  that  a 
higher  velocity  of  current  results  from  the  retention  of  the  whole 
volume  within  the  levees,  it  must  follow  that  a  greater  amoiant  of  sedi- 
ment will  be  transported,  and  if  this  amount  be  greater  than  that  which 
the  tributaries  contribute,  it  must  be  taken  up  out  of  the  bed  to  the 
benefit  of  navigation,  and  the  flood  line  must  consequently  be  lowered 
to  such  a  degree  as  will  finally  reduce  the  excess  of  current  which  the 
increased  volume  has  produced,  down  to  the  normal  velocity.  The  in- 
crease of  volume  which  will  be  secured  by  the  closure  of  these  gaps  wiU 
produce  this  increased  current. 

"  Through  these  a  large  part  of  the  volume  of  the  floods  now  escapes, 
and  this  force  the  river  is  expending  in  its  prehistoric  occupation  of 
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land  building — a  process  wholly  incomijatible  with  the  occupation  of 
this  vast  alluvial  district  by  man.  Instead  of  letting  this  worse  than 
wasted  force  be  thus  emiiloyed,  the  plan  recommended  by  the  Commis- 
sion proposes  to  utilize  the  entire  force  of  the  river  to  deepen  its  chan- 
nel for  the  safe  transit  of  the  immense  products  of  the  valley,  and  for 
the  safe  discharge  of  its  entire  volume  of  flood  waters  without  interrupt- 
ing in  any  manner  the  avocations  of  commerce  and  agriculture.  That  it 
is  entirely  practicable  to  retain  within  the  present  levees  the  entire  flood 
discharge  of  the  river,  if  they  be  repaired,  even  without  raising  them 
any  higher,  I  will  now  endeavor  to  prove. 

"  The  relation  which  the  volume  bears  to  the  frictional  resistance  will 
be  readily  understood  by  examining  the  diagram,  Plate  XXVII.  Let 
us  suppose  the  Mississippi  Eiver  in  flood  to  be  118  feet  deep  and  3000 
feet  wide,  and  that  an  additional  rise  of  5  feet  then  occurs.  The  increase 
of  friction  in  this  case  is  only  on  the  two  sides  of  the  channel  which  are 
in  contact  with  this  additional  5  feet  of  dejjth.  This  frictional  or  wetted 
surface  on  the  two  banks  would  probably  not  exceed  an  aggregate  width 
of  20  feet.  The  water  flowing  in  the  stream  before  this  addition  was 
made  to  it  had  a  frictional  surface  of  about  3  100  feet  in  width.  The  5 
feet  additional  rise  increases  the  cross-section  in  such  case  from  about 
200  000  to  215  100  square  feet,  or  7i  per  cent.,  while  the  friction  will 
have  been  only  increased  about  two-thirds  of  1  per  cent. 

"We  see,  therefore,  that  the  ratio  of  friction  decreases  with  an  in- 
crease of  volume,  and,  as  a  natural  result  of  this,  we  must  have  an 
increase  of  velocity  of  current,  and,  consequently,  an  increased  capacity 
of  discharge  in  the  stream.  But,  in  addition  to  the  increase  of  velocity 
from  the  diminished  friction,  the  five  feet  elevation  materially  increases 
the  slope  also,  and  thus  adds  another  cause  to  increase  the  current. 
CarroUton  is  120  miles  from  the  Gulf  ;  therefore  a  5-feet  rise  there 
increases  the  slope  i  an  inch  per  mile. 

"The  semi-circular  diagrams  are  intended  to  show  how  rapidly  the 
frictional  resistance  increases  if  the  river  be  divided  into  two  or  more 
channels.  The  large  semi-circle  may  be  sujiposed  to  represent  the  bed 
of  the  main  river,  its  capacity  being  equal  to  that  of  the  two  smaller 
ones.  The  wetted  surface  or  frictional  resistance  is  increased  by  this 
subdivision  41  per  cent.  Hence  it  is  simply  impossible  for  the  water  to 
flow  as  fast  in  two  channels,  unless  they  have  steeper  slopes,  as  it  would 
if  it  all  flowed  in  one  channel. 
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"  Some  idea  of  the  immense  increase  in  the  capacity  of  the  river  to 
discharge  its  floods,  as  a  result  of  this  reduction  of  friction  and  increase 
of  slope,  may  be  inferred  from  a  few  facts  I  have  tabulated  from  the 
exact  measurements  of  Humphreys  and  Abbot  during  the  floods  of  1851 
and  1858.  They  are  excerpted  from  Appendix  D  of  their  report.  These 
measurements  were  made  at  two  places  on  the  river  nearly  1  000  miles 
apart,  and  when  the  floods  were  confined  within  the  levees. 

FTRST — AT    COLUMBUS.  TWENTY    MILES    BELOW    CAIRO. 


1858. 


June  15,  1858,  height  of  river  above  low  water . 
June  28,  1858 
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SECOND  —AT    COLUMBUS. 


June  15.  1858... 
July  1,  1858 

Difference 


40.1 
33.3 
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1  349  400  8.19 
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THIRD — AT    CAKEOLLTON,   NEAR    NEW  ORLEANS. 


February  24,  1851 
March  17,  1851... 

Difference . 
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FOURTH— AT    CAEROLLTON. 


February  21,  1851 
March  8,  1851 . . . . 

Difference . 
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FIFTH — AT    CAKROLLTON. 


March  19,  1851 .  . 
Aiigust  25,  1851 . 

Difference 


14.9 
8.1 


6.8 


1  149  398 

572  388 


577  010 


6.19 
3.38 


2.81 


"  We  see  by  the  first  table  that  when  the  river  at  Columbus  was  83 
feet  above  low-water  mark  an  additional  rise  of  only  2.1  feet  was 
sufficient  to  increase  the  mean  current  nearly  one  foot  per  second,  and 
that  the  discharge  was  one-sixth  greater.  The  depth  of  river  at  the  time 
was  about  96  feet.  Therefore  this  16  per  cent,  increase  of  discharge  was 
attained  with  the  addition  of  only  one-fortieth  part  of  its  depth. 

"The  second  table  shows  that  a  decrease  of  6.8  feet  in  the  height  of 
the  river  at  this  place  resulted  in  a  loss  of  more  than  2i  feet  per  second 
in  the  current  and  a  diminution  of  508  000  cubic  feet  per  second  in  the 
discharge.  If  we  suppose  the  banks  of  the  river  to  have  been  90  feet 
above  the  bottom  of  the  channel,  this  table  proves  that  with  levees  only 
7  feet  high  upon  them,  they  would  retain  a  sufficiently  increased  volume 
to  add  60  per  cent,  to  the  discharge  of  the  river,  and  over  45  per  cent,  to 
the  velocity  of  the  current. 

"The  third  table  shows  that  at  Carrollton,  near  New  Orleans,  an  in- 
crease of  3  feet  in  the  height  of  the  river  added  nearly  30  per  cent,  to 
the  amount  which  was  discharged,  (almost  doubling  the  percentage  of 
increase  shown  with  a  rise  of  2.1  feet  at  Columbus,)  while  the  current 
was  accelerated  at  the  same  time  more  than  20  per  cent. 

"The  fourth  table  shows  that  at  four  feet  greater  height  of  the  river 
it  discharged  40  per  cent,  more  water  and  that  its  current  was  increased 
32  per  cent. 

"The  fifth  table  shows  that  with  a  difference  of  only  6.8  feet  the  dis- 
charge of  the  river  at  Carrollton  was  more  than  double.  The  river  here 
at  the  lowest  stage  was  115  feet  deep.  Hence  there  was  an  increase  of 
only  one-seventeenth  part  of  its  total  depth  required  to  produce  this 
astonishing  difference  in  the  discharge  of  the  river.  The  velocity  was  at 
the  same  time  increased  85  per  cent. 

"  These  tables  are  the  result  of  actual  observation  and  careful  meas- 
urements. They  represent  stubborn  facts,  without  any  theorizing,  and 
they  show  how  absurd  are  some  of  the  statements  made  as  to  the  efi'ect  of 
outlets  in  lowering  the  floods  of  the  river.     For  instance,  the  fifth  table 
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shows  that  when  the  river,  (March  19,  1851,)  was  nearly  up  to  the  high- 
est water-mark  known  at  Carrollton,  it  would  have  required  an  outlet 
larger  than  the  Mississippi  itself  to  lower  it  6.8  feet.  Such  outlet  would 
have  had  to  discharge  577  000  cubic  feet  per  second,  while  the  whole 
river  could  only  discharge  572000  feet,  when  its  surface  was  6.8  feet 
lower.  This  enormous  quantity  of  water  (577  000  cubic  feet  per  second) 
would  cover  a  square  mile  one  foot  deep  in  about  forty-eight  seconds,  in 
twenty-four  hours  it  would  cover  1  800  miles  to  the  same  depth,  and  in 
less  than  a  fortnight  it  would  put  an  average  depth  of  three  feet  over  an 
area  as  large  as  the  entire  State  of  New  Jersey.  To  lower  the  river  only 
two  feet  at  Carrollton  when  in  flood,  would  require  an  outlet  as  big  as 
Ked  River.  This  is  because  such  loss  of  volume  lowers  the  slope  and  in- 
creases the  frictional  resistance  in  the  main  stream  below  the  outlet ;  and 
this  causes  it  to  ilow  more  slowly,  and  thus  prevents  that  great  reduc- 
tion in  its  height  which  the  thoughtless  would  expect. 

"  When  we  refer  to  the  three  principles  governing  this  problem  and 
know  how  thoroughly  they  are  established  by  experience,  observation 
and  experiment,  and  remember  the  intimate  relation  existing  between  the 
quantity  of  sediment  carried  and  the  velocity  of  the  current,  it  would  seem 
impossible  to  arrive  at  any  other  conclusion  than  that  the  loss  of  velocity, 
which  invariably  accompanies  a  lower  height  of  the  flood  line,  cannot 
fail  to  result  in  a  deposition  of  sediment  in  the  channel  of  the  river, 
where  such  loss  of  velocity  occurs  during  a  flood  when  the  water  is  carry- 
ing such  an  enormous  volume  of  sediment.  But  this  fact  does  not  rely  for 
proof  upon  the  plain  deductions  to  be  drawn  from  a  consideration  of  the 
three  principles  we  have  referred  to.  The  numerous  soundings  and  ex- 
aminations made  of  the  bed  of  the  river  show  that  below  every  outlet  its 
channel  is  reduced  in  size  by  the  deposits  thrown  down  as  a  result  of  the 
loss  of  volume  through  such  outlet  and  the  consequent  reduction  in 
velocity  of  current. 

"  The  floods  do  not  come  so  suddenly  but  that  the  increased  velocity 
due  to  the  increased  volume  is  felt  many  days  before  the  floods  rise  near 
the  top  of  the  levees,  and  if  these  gaps  were  closed  I  have  no  doubt  that 
the  increased  velocity  resulting  therefrom  would  enable  the  floods  to  be 
discharged  without  any  danger  of  their  overtopping  the  present  levees. 
It  is  possible  that  some  very  extraordinary  flood,  if  it  occurred  the  next 
year  after  they  were  closed,  might  break  through  them  or  escape  at  some 
one  of  the  lowest  points  in  them ;  but  extraordinary  floods  are  excep- 
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tional,  and  it  is  altogether  possible  that  before  another  one  comes  the 
channel  of  the  river  woiild  be  restored  to  the  dimensions  which  it  had 
when  these  levees  were  intact,  and  when  they  were  capable  of  discharg- 
ing any  one  of  the  ordinary  floods  which  occurred. 

"  If  they  be  left  open,  new  shoals  and  injurious  changes  in  the  chan- 
nel will  be  occurring  at  other  points  of  the  river  than  those  selected  by 
the  Commission  for  immediate  imj^rovement,  and  these  new  obstructions 
and  changes  in  the  channel  will  require  so  much  more  additional  work, 
and  this  will  undoubtedly  cost  twice  or  thrice  as  much  as  it  will  to  repair 
the  levees.  By  reimiring  them  the  channel  will  not  only  be  prevented 
from  becoming  worse  at  any  point  on  the  river,  but  the  shoaling  which 
has  occurred  as  a  result  of  these  outlets  will  be  removed  by  the  effect  of 
the  levees,  and  the  works  of  improvement  can  then  be  limited  to  the  re- 
duction of  the  excessively  wide  places  which  now  exist,  and  which  are 
enclosed  by  the  present  lines  of  levees.  These  wide  places  are  the  cause 
of  cut-oflfs,  caving  banks,  shifting  channels  and  vexatious  shoals. 

"  The  plan  of  improvement  recommended  by  the  Commission  differs 
from  any  other  previously  proposed  for  the  correction  of  the  channel, 
in  the  fact  that  it  looks  to  a  rectification  of  the  high-water  channel,  by 
the  ultimate  narrowing  of  these  wide  places,  as  the  only  method  by 
which  a  deep  and  uniform  low-water  channel  can  be  permanently  se- 
cured." 

Mr.  Bridges  advocates  the  outlet  theory  by  utilizing  bayous  and  the 
present  outlets,  some  of  which  he  enumerates.  From  the  foregoing 
statements  or  principles  that  govern  the  flow  of  water,  and  from  the 
observations  made  by  the  Commission  in  its  examinations  it  is  very  evi- 
dent that  if  we  apply  practically,  or  attempt  to  apply,  this  outlet  theory 
to  the  Mississippi  River,  we  will  certainly  raise  its  bed  and  increase  not 
only  the  extent  but  the  frequency  of  its  overflows,  and,  still  further, 
will  fill  the  channel  of  the  river  with  shoals  and  sand  bars. 

The  Mississipi)i  River  Commission  in  a  report  dated  Feb,  17,  1880, 
very  clearly  states  Avhy  the  above  named  results  will  follow  the  disper- 
sion of  the  waters  of  the  Mississippi  River  by  means  of  crevasses  and 
other  outlets. 

"  It  is  a  well  established  law  of  hydraulics  that  the  ratio  of  f rictional 
resistance  per  unit  of  volume  increases  if  the  sectional  area  be  dimin- 
ished. Thus,  if  the  volume  of  a  river  were  suddenly  divided  by  an 
island  into  two  channels,  the  water  flowing  in  them  would  encounter 
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more  frictional  resistance  than  it  met  with  while  flowing  in  a  single 
channel.  Hence  the  currents  through  these  channels  would  be  more 
sluggish,  and  as  the  water  is  charged  with  sediment,  the  sluggish  cur- 
rent would  cause  a  deposit  in  the  channel  which  would  first  begin  at  the 
upper  ends,  and  would  continue  until  the  bottoms  of  the  two  channels 
would  be  so  steepened,  that  the  current  would  attain  a  velocity  capable 
of  carrying  the  suspended  sediment  through  them  without  further 
deposit,  and  the  slope  of  the  river's  surface  in  flood  time  would  be 
found  to  be  steeper  through  them  than  above  and  below,  where  the 
volume  flows  in  a  single  channel. 

' '  In  the  case  of  a  crevasse,  an  island  is  also  formed  having  the  main 
body  of  the  river  on  the  one  side  and  the  crevasse  channel  on  the  other 
side.  As  the  vohime  flowing  in  the  main  channel  below  a  crevasse  has 
been  decreased  by  the  amount  drawn  off  through  it,  a  steeper  slope  in 
the  main  river,  if  the  crevasse  be  kept  permanently  open,  becomes 
inevitable,  because  the  shoal  below  the  outlet  as  it  grows  in  length  down 
stream,  from  the  deposition  of  successive  floods,  gradually  increases  the 
frictional  resistance  of  the  volume  flowing  through  the  diminished 
channel,  and  this  tends  to  check  the  current  of  the  river  above  the 
crevasse,  and  thus  the  shoaling  of  the  river  bed  and  the  raising  of  the 
flood  line  above  the  site  of  the  outlet  ensues  as  a  secondary  and  per- 
manent effect. 

"  It  is  in  this  way  that  silt  bearing  streams  flowing  through  alluvial 
deposits  have  the  ability  to  increase  or  steepen  their  surface  slopes  and 
thus  recover  the  velocity  of  their  currents,  and  adjust  them  to  the  work 
of  transporting  the  sedimentary  matter  with  which  the  flood  waters  are 
charged,  so  that  this  matter  may  be  carried  without  loss  or  gain. 

"In  proof  of  the  correctness  of  these  views,  and  of  their  full  accord- 
ance with  well-established  hydraulic  laws,  we  have  the  evidence  of  this 
relation  between  slope  and  volume  presented  in  the  phenomena  of  silt 
bearing  streams  all  over  the  world.  Whenever  such  streams  flow 
through  alluvial  deposits,  other  conditions  being  the  same,  the  sloj)e  is 
least  when  the  volume  is  greatest,  and  conversely  the  slope  is  found  to 
be  "  invariably  increased  as  the  volume  is  diminished." 

The  truths  above  mentioned  are  capable  of  complete  demonstration 
and  are  generally  recognized  by  hydraulic  engineers,  and  the  eff'ects  of 
opening  new  outlets  and  enlarging  present  ones  will  result  in  still  more 
injury  to  the  channel,  and  still  greater  and  more  destructive  overflows 
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to  the  whole  alluvial  region.  On  the  other  hand,  there  is  no  doubt  (for 
we  have  facts  to  prove  it)  that  a  concentration  of  the  flood  waters  of  the 
Mississippi  River  will  decrease  the  flood  heights,  for  the  slope  will  be 
reduced  by  the  increase  of  volume,  as  it  is  stated  by  the  commission  that 
"the  slope  is  found  to  be  invariably  increased  as  the  volume  is  dimin- 
ished. 

Careful  examinations  show  that,  in  the  Atchafalaya,  by  the  increase 
of  its  volume  (and  that  a  very  large  increase),  there  has  been  a  decrease 
of  elevation  ;  but  on  the  other  hand,  in  the  Mississippi  no  decrease  of 
flood  heighf  has  leen  observed,  although  a  large  volume  has  been  ab- 
stracted from  the  main  river  by  this  outlet.  The  gauge  records  at 
Natchez,  Red  River  and  Baton  Rouge,  show  this  to  be  a  fact,  although 
the  abstracted  volume  jaractically  amounts  to  the  diversion  of  a  tributary 
with  about  one-sixth  of  the  flood  discharge  of  the  Mississippi  River. 
That  is  to  say,  the  Mississij^pi  below  the  Atchafalaya  is  to-day  carrying 
one-sixth  less  than  it  did  formerly,  and  yet  no  diminution  in  its  flood  line  is 
observable  at  these  points  below  the  outlet. 

No  better  evidence  could  be  given  than  the  fact  that  the  bed  of  the 
main  river  below  the  Atchafalaya  has  gradually  been  filling  with  so 
miach  deposit  under  the  influence  and  efi'ects  of  the  Atchafalaya  that 
only  five -sixths  of  the  former  flood  volume  is  all  that  is  now  required  to 
bring  the  surface  of  the  floods  to  the  same  height  on  the  levees  that  they 
attained  when  the  main  river  received  the  volume  of  Red  River. 

Another  important  and  deleterious  effect  of  outlets  is  the  raising  of 
the  river  bed  above  the  outlets,  for  in  order  to  obtain  the  necessary 
increase  of  slope  to  carry  a  small  volume  in  the  main  river,  the  bed  of 
the  river  must  necessarily  be  raised  above  the  outlet  as  a  secondary 
result.     This  theory  is  established  by  the  observation  of  facts. 

From  the  foregoing  statement  of  principles  and  facts,  and  from  the 
result  of  studies  which  have  been  given  them  by  experts  in  river 
hydraulics,  it  is  very  evident  that  the  only  practicable  and  jDroper 
method  by  which  to  permanently  deei^en  the  cliannel  of  the  Mississippi 
River  within  its  alluvial  basin,  is  to  concentrate  the  volume  of  its  flood 
waters  by  confining  them  between  embankments,  and  by  these  means  to 
prevent  the  dispersion  of  the  forces  which  alone  have  the  power  to 
aliraid  and  deepen  the  river  bed.  This  deepening  also  will  result  in  a 
rectification  and  widening  of  the  channel,  and  will  give  the  flood  waters 
room  for  their  flow,  will  lower  the  flood  slope  of  the  river,  and  no  doubt 


272 

in  time  will  (if  a  perfect  and  thorough  levee  system  is  carried  out)  re- 
duce the  flood  surface  to  such  an  extent  that  the  overflow  can  be  easily 
provided  for,  and  the  alluvial  region  saved  from  periodic  overflows 
which  have  been  so  deleterious  to  the  agricultural  and  commercial 
interests  of  this  great  district. 

The  subject  we  have  discussed  is  one  of  great  importance  to  us  as 
citizens,  as  well  as  engineers,  and  we  should  give  it  the  study  it  deserves, 
for  the  influence  of  this  Society  upon  the  important  questions  of  internal 
improvement  is  very  great. 

Discussion  by  J.  A.  Ockekson,  Membek  A.  S.  C.  E. 

In  view  of  the  discussion  brought  out  by  the  paper  on  the  "  Over- 
flow of  the  Mississipjji, "  read  by  Mr.  Lyman  Bridges  at  the  last  Annual 
Convention,  the  following  statements  may  be  of  interest.  The  facts 
given  are  deduced  from  a  long  series  of  observations  and  surveys  made 
under  the  direction  of  the  Mississijipi  Kiver  Commission. 

It  is  well  known  that  the  Atchafalaya  has  been  increasing  in  size  for 
some  time  and  now  it  carries  off  about  one-sixth  of  the  flood  discharge 
of  the  Mississippi.  The  gauge  at  Natchez,  however,  shows  that  there 
has  been  no  decrease  in  the  flood  height  of  the  river  below  the  outlet. 
This  would  seem  to  be  conclusive  proof  that  outlets  will  not  afford  relief 
from  overflow.  But  there  is  a  still  more  simple  and  obvious  fact  which 
can  be  verified  during  any  flood  by  watching  its  progress  as  indicated 
by  gauge  readings  at  various  points  between  Cairo  and  New  Orleans. 
There  can  be  no  outlets  above  the  mouth  of  the  Red  River  in  conse- 
quence of  the  blufis  which  api:>roach  the  river  at  Memphis,  Helena  and 
Vicksburg.  Now,  even  if  an  outlet,  as  the  Atchafalaya,  should  tend  to 
lower  the  flood  line  in  that  vicinity,  there  still  remains  the  simple  fact, 
that  long  before  the  flood  wave  reached  the  outlet,  the  entire  valley 
from  Cairo  to  the  Red  River,  a  distance  of  800  miles,  would  be  sub- 
merged. It  is  impossible  for  the  water  to  run  out  till  the  outlet  is 
reached,  and  by  that  time  the  mischief  has  been  done  throughout  the 
section  lying  above  it. 

In  the  discussion  of  the  paper  it  was  stated  that  "  the  current  cannot 
be  slackened  in  the  slightest  degree  without  depositing  a  part  of  its  sedi- 
ment." If  this  be  true  then  the  river  must  always  be  fully  charged  with 
sediment.     That  is,  it   must   always   carry   as    much   sediment   as   the 
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velocity  of  the  current  can  support.     An  examination  of  tlie  following 
table  will  show  how  far  the  above  statement  is  true. 


Date. 

Velocity 
Ft.  pee  Sec. 

Sediment 
Pakts  in  1  000. 

Date. 

Velocity 
Ft.  pee  Sec. 

Sediment. 
Paets  in  1  000. 

1879. 

Gauge  163 

Gauge  181 

Nov.  30 

3.1 

48 

Feb.  18 

6.7 

112 

Dec.  2 

3.2 

90 

April  9 

6.3 

74 

1880. 

May  4 

6.6 

202 

Aug.  16 

2.7 

104 

May  12 

6.2 

54 

Gauge  179 

iJuly  10 

6.2 

232 

*    _                                J 

1 

Jan.  28 

0.9 

47 

Gauge  185 

April  17.... 

5.7 

127 

Jan.  26  .... 

6.3 

53 

July  8 

6.0 

207 

i 

Gaiige  181 

Feb  23 

7.3 

79 

Jan  1 

6.4 

184 

It  will  be  observed.  1st.  That  the  amount  of  sediment  carried  at 
the  same  stage  is  not  the  same.  2d.  Tliat  the  most  sediment  is  not 
necessarily  carried  at  the  highest  stage.  3d.  That  the  most  sediment  is 
not  always  carried  at  the  highest  velocity.  It  must  be  evident  then  that 
the  river  is  not  always  fully  charged  with  sediment.  The  amount  of 
sediment  carried,  must  dejjend  on  the  amount  supplied  from  erosion  of 
banks  and  other  sources  as  well  as  on  the  amount  the  current  is  able  to 
carry. 

Now  inasmuch  as  the  river  is  not  always  fully  charged,  the  current 
may  be  slackened  to  a  certain  extent  without  reducing  a  deposit  of  its 
sediment. 

The  wire  screens  with  meshes  one  foot  square,  used  in  the  Missouri, 
caused  a  deposit  of  sixteen  feet  deep.  The  wire  itself  however  did  not 
obstruct  the  current  sufficiently  to  induce  this  dej)Osit,  but  the  meshes 
were  first  clogged  with  weeds,  brush  and  other  debris  which  floated 
against  the  screen. 
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Discussion  by  Lysian  Bridges,  Membek  A.  S.  C  .  E. 

The  subject  under  discussion  is  "The  Overflow  of  the  Mississippi 
Eiver."  While  we  agree  in  many  particulars,  with  the  well  defined  merits 
of  the  Concentration  theories,  we  insist  upon  confining  this  discussion 
to  the  subject  under  consideration,  namely,  the  Overflow  of  the  Missis- 
sippi. 

The  Dispersion  theory  is  not  applied  in  this  case  until  the  maximum 
cajjacity  of  the  river  is  reached  and  passed  ;  then  a  controlled  overflow 
is  proposed,  at  flood  stages,  of  the  volume  of  water  above  the  maximum 
capacity  of  the  river,  thus  keeping  the  steady  volume  and  regular  cur- 
rent at  the  maximum.  This  certainly  promises  greater  stability  and 
more  regularity  in  retaining  the  channel  of  the  main  river  than  is  ac- 
complished by  having  large  crevasses  breaking  through  the  levees  and 
thereby,  in  many  places,  reducing  the  river  from  its  maximum  slope. 

In  the  discussion,  the  main  question  seems  sometimes  quite  lost 
sight  of,  namely,  what  shall  be  done  with  the  overflow  of  the  Mississippi, 
over  and  above  the  maximum  capacity  of  the  river  in  flood  stages. 

The  Chief  of  Engineers  of  the  United  States  Army  recently  stated 
before  a  committee  of  Congress,  that  at  least  ^50  000  000  would  be  re- 
quired to  build  levees  below  the  Red  River,  and  $50  000  000  more  would 
be  required  above  that  point ;  thus  making  necessary  an  expenditure  of 
at  least  $100  000  000  before  it  could  be  hoped  that  the  present  waters  of 
the  Mississippi  could  be  confined  within  the  levees. 

.  We  claim  that  the  equilibi'ium  of  the  sediment  would  not  be  as  much 
interfered  with  by  keeping  the  river  at  its  maximum  by  means  of  con- 
trolled overflows  as  by  the  many  crevasses  occuring  at  every  flood  stage. 

The  minority  report  by  Captain  Eads,  from  which  so  large  quotations 
have  been  made  in  this  discussion,  was  dated  one  month  after  the  paper 
now  under  discussion  was  read  before  this  Society.  Many  of  the  theo- 
ries  and  statements  of  that  report  are  not  questioned  by  any  engineer 
but  are  foreign  to  the  subject  of  the  present  discussion.  It  has  also  been 
stated  that  this  minority  report,  as  presented  here,  gives  the  views  of 
the  United  States  Commission,  but  in  the  first  place  but  one  signature, 
that  of  Captain  Eads  is  attached  to  that  minority  report,  and  in  the 
second  place,  in  the  discussion  as  presented,  everything  not  partisan  to 
the  ideas  of  Mr.  Corthell,  seems  to  have  been  omitted  in  quoting) 
although  in  the  report  itself  the  views  of  other  members  of  the  commis- 
sion are  given. 
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The  United  States  Commission,  of  which  General  Q.  A.  Gillmore,  M. 
A.  S.  C.  E.  is  Chairman,  says,  in  its  report  : 

"  The  enlargement  of  the  Atchafalaya  has  steadily  progressed  since 
the  removal  of  the  raft  therefrom  by  the  State  of  Louisiana.  Now  it 
has  a  capacity  of  discharge  nearly  equal  to  Ked  River,  and  aflfords  a  line 
of  least  resistance  for  the  flow  of  that  stream  to  the  sea.  The  discharge 
of  Red  River  into  the  Mississippi  is  now  small  and  infrequent.  The 
outlet  from  the  Mississippi  to  the  Atchafalaya  is  almost  constant,  and  at 
times  very  large.  The  elevation  of  the  water  surface  at  the  junction  of 
Old  River  and  the  Mississippi,  (that  is,  the  old  mouth  of  the  Red  River,) 
is  almost  constantly  above  that  at  the  head  of  the  Atchafalaya.  The 
difference,  on  the  13th  of  last  October,  being  7.3  feet,  in  the  distance'of 
about  five  miles .  There  is  a  marked  tendency  to  increase  this  differ- 
ence of  level,  and  also  to  enlarge  both  the  communication  between  the 
Mississippi  and  the  Atchafalaya,  and  the  Atchafalaya  itself." 

"We  also  therefore  recommend  that  at  the  earliest  jjossible  time  a  con- 
tinous  brush  sill  be  laid  across  Old  River,  between  Turnbull's  Island  and 
the  Mississippi,  at  such  point  as  surveys  show  to  be  advisable,  with  the 
object  of  checking  the  enlargement  of  the  outlet  from  the  Mississippi  at 
that  point. 

"We  recommend  that  the  study  of  the  subject  be  continued,  in 
order  to  ascertain,  first  the  expediency  of  completing  the  divorce  be- 
tween the  Mississippi  on  the  one  hand  and  the  Red  and  Atchafalaya  on 
the  other." 

"  The  views  of  the  several  members,  however,  are  not  in  entire  ac- 
cord with  respect  to  the  degree  of  importance  which  should  be  attached 
to  the  concentration  of  flood  waters  by  levees  as  a  factor  in  the  plan  of 
improvement  of  low-water  navigation  which  has  received  the  unanimous 
preference  of  the  Commission." 

"It  is  considered  by  all  that  levees,  by  confining  the  flood  waters  of 
the  river  within  a  comparatively  restricted  space,  do  tend,  in  some  de- 
gree, to  increase  the  scoiiring  and  deepening  power  of  the  current.  But 
the  extent  and  potency  of  their  influence  in  the  improvement  of  the  low- 
water  channel,  in  respect  to  which,  for  the  piirpose  of  navigation  merely, 
improvement  is  most  needed,  and  their  value,  for  that  purpose,  as  com- 
pared with  other  methods  of  improvement,  and  as  compared  with  their 
cost,  are  regarded  as  subjects  requiring  further  observation  and  study. 
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and  the  accumulation  of  further  and  more  comprehensive  data,  before 
final  conclusions  can  be  reached  concerning  them." 

In  fact  Mr.  Corthell  and  Captain  Eads,  show,  by  the  extracts  quoted 
from  the  minority  report,  that  the  levees  may  be  broken  by  extraordin- 
ary floods.  Our  proposition  is  to  prepare  for  floods  and  exceptional 
flood  stages  by  controlled  overflows  which  shall  retain  the  main  river  at 
its  maximum  and  regular  velocity  in  times  of  floods  and,  by  a  system  of 
sills  or  locks,  retain  the  waters  of  its  tributaries  at  other  times. 
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HIGHWAY    BRIDGES 

By  Jasies  Owen,  Member  A.  S.  C.  E. 


Pkesented  at  the  Washington  Convention,  May  19th,  1882. 


With  Discussion  by  Ashbel  WEiiCH,  President  A.  S    C.  E. 


While  it  is  not  proposed  to  offer  anything  of  a  theoretical  character 
in  this  paper,  it  has  occurred  to  the  writer  that  probably  in  an  experi- 
ence of  over  ten  years  in  designing  and  superintending  the  construction 
of  between  400  and  500  highway  bridges  of  all  sizes,  from  2  feet  to  275 
feet  span,  costing  in  all  about  $750,000,  and  of  all  characters,  there 
would  be  probably  many  points  obtained  by  his  experience  of  advantage 
to  the  profession  at  large  and  to  those  interested  in  these  sti-uctures  in 
particular. 

The  district  cared  for  embraces  a  territoiy  of  about  150  square  miles, 
known  as  Essex  County,  New  Jersey,  with  a  i)opulation  of  about  200,000, 
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divided  socially  into  city  (Newark),  130,000;  suburban,  50,000;  and 
rural,  20,000. 

The  topographical  characters  embrace  marsh  and  ordinary  undulat- 
ing land  on  the  east  in  the  city,  undulating  land  for  the  suburban,  and 
a  dividing  ridge,  somewhat  precipitous,  in  the  centre,  separating  the 
suburban  from  the  rural.  The  county  is  bounded  on  the  west  by  the 
Passaic  Eiver,  about  150  feet  wide,  and  also  on  the  east  by  the  same 
river,  but  it  is  there  navigable,  and  of  a  width  of  300  to  400  feet.  The 
Morris  canal  also  traverses  the  county,  requiring  a  considerable  number 
of  bridges.  Other  than  this  the  streams  are  generally  small,  requiring 
few  bridges  over  30  feet  span.  The  total  number  in  the  whole  county  is 
about  1  200.  The  materials  for  construction  were  found  in  situ :  good 
sandstone  (Newark,  Belleville),  in  the  eastern  part,  trap  rock  in  the 
centre,  and  an  abundance  of  boulders  in  the  western  part,  and  an  adjoin- 
ing market  (New  York)  for  ordinary  building  materials. 

Good  white  oak  also  is  found  in  the  western  part.  It  will  thus  be 
seen  that  the  district,  furnishing  all  the  governing  circumstances,  both 
physically  and  socially,  that  require  different  treatment  in  the  bridge 
line,  with  good  materialandfairly  liberal  appropriations,  gave  a  fair  field 
for  good  work. 

The  governing  principle  for  the  work  was  to  erect,  if  possible, 
nothing  of  a  tem]Dorary  character,  so  as  to  reduce  the  repair  account  to 
a  minimum,  the  question  of  interest  not  entering  as  a  factor  of  cost. 

The  main  character  of  the  bridges  erected  was  as  follows  : 

For  waterways  under  4  feet  :  Stone  box  culverts  ;  circular  brick 
sewers  ;  cast-iron  pipes. 

From  4  to  25  feet  :  Brick  arches  ;  stone  walls,  iron  beams,  planking  ; 
stone  walls,  iron  beams,  brick  arches  and  paving.     ' 

Over  25  feet  :  Wrought  iron  trusses  with  iron  floor  girders,  stringers, 
and  a  roadway  of  planking,  and  occasionally  a  roadway  of  brick  arches 
and  jjaving. 

Of  course  there  are  many  exceptions  to  the  above,  in  shape  of  wooden 
bridges  of  small  and  large  dimensions,  but  nothing  of  a  greater  span 
than  50  feet. 

In  deciding  for  small  spans,  the  following  points  were  considered  : 

If  the  district  was  very  flat,  or  there  was  a  liability  for  the  culvert  to  fill 
uj)  by  a  sudden  heavy  shower,  ordinary  box  culverts  were  used,  built  of 
rubble  walls  and  bluestone  covering.     These,    if  filled   up,    could   be 
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easily  uncovered,  the  material  removed  and  the  covering  relaid  at  small 
expense. 

If  there  was  a  steady  flow  of  water  and  no  wash,  cast-iron  pipes — 
known  as  rejected — were  very  serviceable,  and  can  be  laid  with  a  mini- 
mum of  covering.  If  an  area  wider  than  24  inches  were  required,  brick 
sewers  were  used,  but  unless  they  are  deep  in  the  ground,  backing  is 
required,  necessitating  an  increase  of  exjiense,  and  there  is  also  a  tendency 
for  the  water  to  wash  out  the  mortar  joints  in  the  invert  before  they  can 
set  properly,  causing  the  bricks  to  become  loose  and  get  displaced  by  a 
heavy  freshet.  The  writer  once  constructed,  for  a  mountain  stream 
running  through  a  village,  a  brick  sewer  500  feet  long,  6  feet  in  diam- 
eter, of  12  in.  brickwork,  without  any  backing,  and  with  only  1  foot  of 
covering  over  top  of  arch.  The  ground  it  was  constructed  in  was 
good  gravel,  and  everything  stayed  in  its  place,  great  care  being  taken 
to  ram  the  gravel  behind  and  on  top.  In  any  other  soil  this  would  be 
very  risky.  The  only  trouble  was  the  washing  out  of  the  invert  joints. 
This  was  obviated  by  creating  a  series  of  small  dams,  and  then  grouting. 
By  this  means  the  necessary  tightness  was  attained. 

Vitrified  jjipes  are  objectionable,  on  account  of  their  liability  to  be- 
come choked,  and  are  difficult  to  clean  out  ;  also  to  become  broken, 
and  latterly  have  been  rarely  used  by  the  writer,  except  for  spring 
brooks  dee])  down.  Cement  pipes,  on  account  of  their  fickleness, 
never. 

In  spans  from  4  to  25  feet,  where  there  is  plenty  of  height  between 
level  of  brook  and  highway,  an  arch  bridge  is  by  far  the  best,  but, 
except  in  a  purely  agricultural  region,  there  are  objections  to  raising 
roads,  any  more  than  is  absolutely  necessary,  above  the  normal  grade  of 
the  ground.  So  flat  bridges  were  mostly  built  of  stone  walls,  with 
either  wooden  beams  (these  rarely)  and  planking,  iron  beams  and  plank- 
ing, or  iron  beams,  brick  arches  and  paving — the  latter  by  far  the  best, 
there  being  no  necessity  for  repairs. 

For  bridges  above  25  feet,  trusses  of  wood  or  iron  become  necessary, 
iron  being  the  rule,  and  wood  the  exception. 

In  deciding  on  the  area  for  water  way,  the  following  general  rules 
were  adopted  : 

It  might  be  stated  here  that  the  writer  found  that  any 
calculations  for  the  required  area  based  on  any  formula  that  he  could 
find,  were  utterly  inadequate  in  their  results  ;  for  he  found  that  the 


280 


action  of  the  storms  in  the  hilly  regions  was  very  capricious.  A  sudden 
heavy  fall  of  rain  in  a  very  limited  area  would  create  a  flow  of  water 
that  only  experience  could  appreciate,  and  he  was  therefore  compelled 
to  rely  on  experience  and  the  knowledge  of  inhabitants  in  the  neigh- 
borhood as  a  guidance. 

But  as  the  region  was  an  old-settled  country,  this  experience  was  of 
practical  value,  and  of  all  the  bridges  built  within  the  last  ten  years, 
only  four  have  suffered  seriously  by  freshets. 

If  a  new  bridge  were  built  on  the  site  of  an  old  one,  the  area  was 
increased  from  30  to  50  per  cent. ,  and  in  some  cases  doubled  ;  if  on  a 
new  site,  comparisons  were  made  from  the  nearest  bridges,  and  the 
area  always  increased  20  to  50  per  cent.,  it  being  very  necessary  to 
remember  that  in  a  country  increasing  in  population,  an  increased  area 
of  water  way  is  required,  on  account  of  the  many  improvements  made. 
Every  house  built,  every  street  graded,  causes  the  water  to  be  shed  much 
more  quickly,  and  bridges  should  be  built  to  the  extreme,  not  the  aver- 
age, amount  of  water. 

The  writer  has  also  been  led  to  condemn  the  practice  of  dividing  the 
water  way  of  bridges  less  than  50  feet  into  a  number  of  spans.  The  nec- 
essary piers  are  a  great  detriment  to  the  flow  of  water,  intercept  brush 
and  logs,  causing,  in  some  cases,  a  complete  obstruction,  and  are  liable 
to  become  undermined.  The  saving  in  the  first  cost  is  small  in  compari- 
son to  the  probable  resulting  expenditure  afterwards. 

The  following  details  in  construction  may  be  of  service  : 

Foundations. — For  all  foundations  less  than  4  feet  in  thickness,  the 
specifications  were  made  to  require  that  the  excavation  be  carried  to  at 
least  2  feet  below  level  of  bed  of  stream,  and  that  all  foundation  stones 
shall  be  at  least  as  long  as  the  width  of  the  abutment,  2  feet  wide  and 
1  foot  thick.  This  is  a  good  rule  to  adopt,  as  it  admits  of  no  dubious 
work.  If  the  abutments  are  wider  than  4  feet,  the  stones  were  specified 
to  be  laid  in  this  manner,  which  makes  good  work  : 
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If  quicksand  is  struck,  the  rule  is  to  excavate  to  the  full  width  of  the 
bridge,  and  to  lay  2-inch  planking  longitiidinally  under  the  site  of  the 
abutments,  and  to  spike  to  them,  crossways,  planking  as  long  as  the  sum 
of  the  width  of  the  opening,  and  the  two  abutments.  This  is  not  costly, 
is  absolutely  secure,  the  cross  planking  preventing  any  scouring  during 
a  freshet,  it  being  2  feet  below  the  normal  bed  of  the  stream.  This 
mode  is  available  np  to  25  feet  span  ;  over  that  it  would  not  be  advisable 
to  lay  the  planking  all  the  way  across,  but  merely  underneath  each 
foundation. 

In  building  foundations  in  the  marshes,  piles  were  driven,  the  speci- 
fication requiring  a  limiting  penetration  of  ij  inches  with  a  1  200  pound 
hammer  falling  20  feet.  Hard  bottom  was  always  reached,  but  the  upper 
stratum  being  soft  mud,  the  cai^s  were  braced  across  the  opening,  as 
there  was  a  tendency  for  the  mud  to  be  forced  up  from  under  the  abut- 
ments into  the  channel  by  the  filling  behind,  which  brought  a  cross 
strain  on  the  tops  of  the  piles. 

Maso'fiwork. — There  is  nothing  to  note  specially  about  masonwork, 
except  that  the  writer  has  found  it  better  to  specify  (except  in  small  cul- 
verts) first  class  or  coursed  masonry,  instead  of  rubble  work,  as  he 
found  he  could  get  good  coursed  masonry  when  he  couldn't  get  good 
rubble  work,  even  from  the  same  men.  Of  course  the  price  was  higher, 
but  there  were  no  big  joints  to  wash  or  freeze  out,  so  no  repairs  afterwards. 

The  main  points  required  were  good  stone,  full  beds  and  plenty  of 
headers,  limited  to  5  feet  in  their  distance  apart  on  each  course,  thus 
obviating  any  veneering,  the  great  curse  of  ordinary  masonry. 

Arches. — With  very  few  exceptions,  the  arches  (except  their  ends, 
which  were  of  dressed  stone)  were  all  turned  of  brick,  as  a  stone  arch  is 
not  equal  to  a  brick  arch,  unless  every  stone  is  dressed  to  a  radius,  which 
is  more  costly  than  brick,  and  a  stone  arch  of  ordinary  flat  or  field  stone 
(many  of  which  exist)  is  a  treacherous  structure,  and  sooner  or  later  re- 
quires renewing. 

The  arches  should  have  solid  skewbacks  dressed  to  the  radius,  the 
bricks  laid  in  rowlocks  keeping  each  course  distinct ;  the  centre  row  on 
top  driven  snugly  in  a  bed  of  mortar,  and  the  centres  struck  as  soon  as 
the  arch  is  turned.  This  allows  everything  to  settle  to  an  even  bed. 
The  practice  of  driving  wedges  of  brick  to  key  the  arches,  and  then 
grouting,  is  objectionable,  for  where  the  wedges  are  the, grouting  does 
not  flow,  and  the  wedges  take  all  the  strain. 
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The  settlemeat  of  an  arch  28  feet  span,  5  feet  rise  and  20  inches  thick 
was  found  by  the  writer  to  be  exactly  i  inch.  In  skew  arches,  as  the 
length  as  a  rule  was  much  more  than  the  span,  the  spiral  courses  were 
only  laid  sufficiently  far  from  the  face  to  give  a  firm  rest  on  the  shortest 
abutment ;  the  centre  work  being  laid  square,  a  butting  face,  not  bonded, 
being  made  between  the  two.  The  writer  has  built  them  this  way  of  4:5^ 
and  25  feet  span,  and  they  are  very  satisfactory.     (See  Plate  XXYIII.) 

As  almost  all  the  bridges  were  over  streams,  the  question  of  preserv- 
ing intact  the  water  way  became  very  important,  so  a  rule  was  adopted 
to  i^ut  a  paved  invert  in  all  water  ways,  exceist  where  planking  existed, 
for  though  in  places  the  stream  will  remain  normal  or  even  fill  up,  yet 
there  is  an  uncertainty  of  the  former,  and  in  the  latter  the  paving  some- 
what prevented  the  silting  uj),  and  when  clearing  by  hand  was  found 
necessary,  it  preserved  a  limit,  and  gave  a  guide  to  the  necessary 
digging. 

The  paved  inverts  were  laid  extending  10  feet  beyond  each  end  of 
bridge,  with  stones  12  to  24  inches  in  diameter,  their  longest  end  down- 
wards, to  a  proper  distance  in  gravel.  If  the  current  is  extremely  rapid  at 
times,  or  if  the  grade  is  steep,  timber  curbs  10"  x  12 '  were  ]aid  at  each  end 
of  paving,  with  their  ends  properly  anchored  in  the  ground.  If,  as 
sometime  occurs,  the  length  is  too  much  to  properly  anchor  at  both  ends, 
insert  anchor  j)0st  3  feet  deep  in  bed  of  stream,  and  bolt  the  curb  to 
this.  Another  way  is  to  run  the  lower  end  of  the  paving  into  the  bed  of 
the  brook  at  a  steeijer  grade  than  that  of  the  brook  itself.  In  some 
eases  the  writer  has  found  it  necessary  to  build  walls  6  to  10  feet  high 
at  end  of  paving,  the  water  iu  a  few  years  having  eroded  to  that 
extent. 

Where  the  water  way  has  for  some  reason  or  other  been  cramped,  the 
j)aving  under  the  bridge  has  been  laid  two  feet  below  the  general  level 
of  the  bed  of  brook.  This,  in  ordinary  times,  becomes  silted  up,  but 
wlien  a  great  rush  of  water  occurs  and  the  opening  is  filled,  a  head  is 
created,  the  silt  is  scoured  out,  and  the  bridge  acts  as  an  inverted 
syphon,  and  more  water  way  is  created.  Care  should  be  taken  that 
abutments  are  deep  enough,  and  the  bridge  has  sufficient  dead  weight  to 
resist  any  lifting  tendency  of  the  water.  This  answers  the  purjiose  ad- 
mirably, and  when  tried  has  been  successful. 

Timber'  Bridges. — As  the  writer  has  stated  that  but  few  wooden 
bridges  have  been  built,  he  has  but  little  to  say  on  that  head. 
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For  sjjans  under  20  feet  the  writer  found  it  best  to  put  in  wooden 
beams,  the  size  in  proportion  to  span,  2  feet  apart,  well  bridged  with  solid 
blocks,  herring  bone  bridging  being  objectionable  on  account  of  the 
tendency  it  has  to  work  loose. 

The  most  satisfactory  arrangements  at  end  of  beams  for  the  planking 
is  as  per  drawing.     (See  Fig.  1,  Plate  XXIX.) 

For  spans  over  20  and  under  30  feet  ordinary  A  trusses  were  used, 
with  no  special  feature,  except  that  in  some  cases  it  was  found  necessary 
to  put  in  white  oak  braces  instead  of  a  softer  wood,  which  became  rapidly 
whittled  away  by  the  unemployed  inhabitants  of  the  neighborhood. 

Mixing  sand  with  the  iiaint  prevents,  in  a  degree,  the  whittling. 

For  spans  of  40  to  .50  feet,  queen  trusses  were  used.  It  is  an  old  type, 
but  seems  to  be  the  best,  allowing  but  little  vibration.  The  needle  beams 
project  for  the  outside  braces,  which  consist  of  a  6-inch  by  4-inch  tim- 
ber, and  a  1-inch  rod,  with  allowance  for  adjustment ;  on  tightening  this, 
the  truss  was  very  rigid  and  satisfactory. 

In  j)roportioning  wooden  trusses  and  beams,  the  writer  made  allow- 
ance for  future  decay. 

A  very  good  arrangement  to  prevent  the  floor  beams  from  decay  was 
to  cover  the  tops  with  ordinary  tarred  paper,  with  a  lap  on  each  side  to 
let  the  water  drip  off.  There  are  yellow  pine  beams  covered  in  this  way, 
put  in  17  years  ago,  doing  good  service. 

In  framing  trusses,  specifications  required  that  all  joints  be  coated 
with  white  lead  before  being  put  together,  and  that  all  spaces  between  iron 
and  wood  be  filled  with  the  same  material. 

Iron  beams  and  planking. — This  makes  a  fairly  satisfactory  bridge  for 
the  rural  districts. 

Ordinary  rolled  beams  were  used  up  to  20  feet  span,  the  sizes  and 
distances  apart  varying  as  the  span — the  limit  of  4  feet  being  made  in  the 
latter.  The  writer  has  as  yet,  discovered  no  satisfactory  way  of  fastening 
the  planking  to  the  beams.  The  usual  way  of  bolting  a  strip  to  the  iron 
beams  he  has  discarded,  and  inserts  wooden  beams,  the  same  depth  as 
the  iron  beams — masons  in  the  ends — 3  to  each  plank,  and  spikes  the 
plankirg  to  them  ;  he  acknowledges  it  is  cumbrous  and  is  open  to  sug- 
gestioi . 

The  question  of  planking  for  roadway,  is  one  of  considerable  import- 
ance as  it  is  a  great  element  in  the  repair  item.  The  following  is  the 
j)ractice  adopted: 


284 

Where  planking,  as  in  the  rural  districts,  will  rot  out  before  it  is 
worn  out,  Jersey  white  oak,  which  is  an  exceptionally  hard,  durable  timber, 
is  used  ;  in  cities  under  the  same  conditions  yellow  pine,  it  being 
there  less  costly ,  in  cities  where  it  will  wear  out  before  it  rots  out, 
spruce.  This  wood  stands  the  wear  well.  The  usual  thickness  is  3 
inches,  sometimes  4,  but  in  all  cases  the  following  is  specified:  Lay  no 
plank  wider  than  9  inches.  This  prevents  wide  joints  in  shrinkage. 
Bore  all  holes  for  the  spikes,  to  prevent  splitting,  and  put  no  spike 
nearer  than  4  inches  to  the  end  of  planking  ;  this  necessitates  a  double 
row  of  sj^iking  beams  where  joints  come,  but  it  is  the  best  way  of  obviat- 
ing the  nuisance  of  loose  ends. 

Iron  beams — Brick  arches. — This,  in  the  writer's  opinion,  is  the  stand- 
ard bridge  for  highways,  for  when  done  it  is  a  finished  structure. 
(See  Fig.  2,  Plate  XXIX,  and  also  Plate  XXX.) 

Eolled  beams  were  used  up  to  20  feet  span,  beyond  that  plate  girders 
were  necessary,  tied  together  with  J-inch  rods,  parallel  with  abutments 
4  feet  apart. 

Brick  arches  were  then  turned  between  the  beams  or  girders,  ordin- 
arily with  I  rise  ;  where  the  spaces  between  the  beams  were  less  than 
2  feet  6  inches,  4-inch  arches  were  put  in  ;  beyond  that,  8  inches  up  to 
7  feet  span,  the  limit.  The  arches  were  then  levelled  with  concrete  and 
smoothed  off  with  a  good  coat  of  mortar,  then  a  water  proof  covering  of 
tarred  paper  laid  in  a  mixture  of  tar  and  asphalt,  on  this  2  inches  of 
sand,  and  then  the  broken  stone  or  paving  blocks. 

In  case  where  the  sidewalk  was  higher  than  the  roadway,  the  beams 
were  built  in  a  little  higher,  on  these  flagging  was  laid  with  pitched  edges 
bolted  down  and  joints  leaded,  the  raising  of  the  sidewalk  leaves  a  con- 
venient opening  for  gutter  water  to  flow  away.     (See  Plate  XXX.) 

If  broken  stone  was  used,  the  thickness  was  12  inches  in  centre  taper- 
ing to  6. 

The  beams  carrying  so  much  dead  load  were  calculated  with  a  factor 
of  safety  of  3. 

Railing. — Probably  no  other  detail  has  been  so  troublesome  to  handle 
as  the  railings  for  the  bridges.  Theoretically  they  would  seem  simple 
enough,  but  practically  there  is  great  difficulty  in  getting  them  per- 
manent. 

It  seems  to  be  one  of  the  inherent  traits  of  humanity  to  employ  its 
idle  hours  sitting,  if  it  can,  on  the  railing  of  a  bridge  ;  another  trait  is, 
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if  the  railing  is  of  wood,  to  whittle  it  all  away  with  praiseworthy  energy, 
or  if  there  is  any  give  or  spring  to  it  to  experimentalize  as  to  the  limit  of 
the  give  or  spring;  if  there  is  an  opening  large  enough  for  a  baby  to 
creep  through,  the  baby  is  always  on  hand  to  fulfil  its  seeming  mission. 
None  of  these  points  are  even  hinted  at  in  the  text  books  on  engineering, 
but  they  are  potent  factors  in  the  railing  question. 

In  trying  to  overcome  these  difficulties  the  writer  has  adopted  two 
styles  of  railing  as  standard,  one  of  wood  and  one  of  iron,  which  he 
adheres  to  as  much  as  he  can. 

The  wooden  railing  consists  of  oak,  which  is  difficult  to  cut,  the  posts 
6  inches  square,  3  rails,  the  top  4  inches  square,  the  two  lower  3  inches 
square,  set  corners  upward,  so  as  to  be  uncomfortable  to  sit  on.  The 
attachments  are  shown  on  the  drawing.     (Plate  XXIX.) 

This  makes  a  good  railing  for  rural  districts  and  small  streams. 
The  iron  railing  is  made  of  wrought-iron  pickets  J-inch  square,  6 
inches  pitch,  varying  from  3  feet  6  inches  to  5  feet  high,  with  blunt 
points,  this  should  be  braced  carefully,  is  neat  in  appearance  and  strong. 
All  the  fancy  designs  submitted  are  a  snare.  If  of  cast-iron,  a  small 
boy  with  a  base  ball  bat  soon  demolishes  them,  and  if  of  wrought  iron, 
they  generally  are  too  frail  or  too  expensive. 

This  probably  exhausts  all  the  remarks  to  be  made  on  the  subject, 
except  for  wrought-iron  truss  bridges,  and  this  branch  of  the  work  has 
been  so  extensively  treated  by  so  many  talented  engineers,  it  would  be 
useless  for  the  writer  to  say  much  about  them,  except  to  allude  to  two 
things  : 

The  wrought-iron  highway  bridge  work  is  an  extensive  and  increas- 
ing industry  in  the  United  States,  and  has  practically  become  a 
business  of  itself.  Workshops  are  now  kept  employed  with  this  work 
and  nothing  else.  To  this  there  can  be  no  objection,  provided  the  busi- 
ness is  carried  on  in  a  manner  that  shall  in  no  way  be  open  to  criticism. 
There  are  hundreds  of  bridges  built  in  this  country  of  long  and  short 
spans,  with  no  other  assurance  of  strength  than  the  guarantee  of  their 
builders  ;  if  this  guarantee  were  a  professional  one,  nothing  more  could 
probably  be  asked,  but  in  very  many  instances  this  is  not  the  case.  The 
company  or  individual  who  builds  the  bridge  builds  it  to  make  money. 
Competition  and  inherent  avidity  cause  a  tendency  to  cut  down  ma- 
terial, and  light  and  insecure  bridges  are  too  often  the  result. 

The  writer  only  alludes  to  this  matter  generally,  for  as  far  as  his 
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experience  goes  he  knows  but  little.  The  rule  he  adopted  was  to  draw 
up  a  general  specification  defining  loads  and  limiting  strains  ;  then 
only  calling  upon  iron  bridge  builders  of  unquestionable  repute  to  bid 
was,  in  his  opinion,  the  only  satisfactory  way  of  attaining  good  work — 
he  considering  the  question  of  life  and  death  a  serious  matter,  and 
with  which  no  risk  should  be  incurred  or  even  the  question  of  risk 
raised . 

The  other  point  is  one  which  seems,  as  yet,  to  have  had  but  little 
attention  given  to  it,  viz.,  lateral  and  vertical  vibrations.  The  writer 
offers  no  theories  in  the  matter,  but,  in  his  opinion,  all  highway  bridges, 
up  to  75  feet,  or  even  100  feet  span  should  be  riveted  structures,  as  that 
form  of  construction  according  to  his  observation  seems  best  able  to 
absorb  or  prevent  this  vibration.  There  are  pin-connected  bridges  in 
his  jurisdiction  that  have  carried  a  20-ton  steam  roller  (giving  a  load  of 
over  300  pounds  per  square  foot)  with  little  deflection,  which  will  quiver 
and  vibrate  to  a  great  degree  at  the  passage  of  a  fast  pony  and  carriage, 
the  tension  members  in  the  trusses  will  so  rattle  that  they  have  to  be 
bound  with  wire,  the  nuts,  unless  the  heads  of  pins  are  thoroughly 
upset,  will  work  loose  and  have  to  be  replaced,  and  the  floor  bracing 
will  undulate.  This  condition  of  things  seems  to  the  writer  very  ob- 
jectionable, and  though  no  defined  damage  takes  place,  it  is  very  prob- 
able that  the  molecular  condition  of  the  iron  will  more  quickly  be 
changed,  and  its  strength  deteriorated. 

To  obviate  this  as  much  as  possible,  the  writer,  for  the  last  few  years, 
has  given  preference  to  riveted  trusses  of  low  depth  with  angle  iron 
bracing  and  triangular  panels;  a  structure  of  this  kind  has  few  flat  or 
round  bars  to  vibrate,  and  is  to  a  certain  extent  homogeneous  ;  he  alludes 
to  this  practice  merely  as  a  suggestion,  and  is  open  to  correction  if  this 
or  any  of  his  other  practices  should  be  in  any  way  wrong. 

In  conclusion,  he  would  allude  to  one  fact  in  connection  with  high- 
way bridges,  viz. ,  that  in  the  present  status  of  the  laws  in  the  United 
States,  the  control  of  them  must  be  vested  in  officers  elected  by  the 
people  or  appointed,  and  is  to  an  extent  political.  It  is  so  in  the  writer's 
case,  but  he  wishes  here  to  have  it  put  on  record  that  he  was  always 
seconded  in  his  eff'orts  to  keep  his  bridges  out  of  politics,  always  sec- 
onded in  his  eff'orts  to  have  good  work  done,  and  always  seconded  in  his 
efforts  in  erecting  structures  that  should  give  a  fair  equivalent  for  the 
money  spent ;  more,  in  his  opinion,  cannot  be  asked. 
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There  are  presented  herewith  Plates  XXVIII,  XXTX  and  XXX, 
showing  a  Stone  Arch  Skew  Bridge,  a  Wooden  Bridge,  an  Iron  Beam  and 
Brick  Arch  Bridge,  and  an  Iron  Beam  Bridge  with  Brick  Arches  under 
Roadway  and  Flagging  under  Sidewalk. 

Discussion  by  Ashbel  WEiiCH,  President  A.  S.  C.  E. 

In  regard  to  the  amount  of  water  flowing  away  from  particular  storms, 
I  know  of  an  instance  where  a  stream  draining  not  over  three  square 
miles,  filled,  towards  the  end  of  a  very  hard  rain,  a  culvert  of  170  square 
feet  sectional  area,  and  at  the  upper  end  rose  two  or  three  feet  above  the 
top  of  the  arch,  so  that  the  fall  through  the  culvert  was  perhai3s  four  or 
five  feet,  and  the  velocity  at  the  lower  end  sixteen  or  twenty  feet  per 
second.  The  basin  of  this  stream  is  very  hilly  and  the  rock,  often  bare, 
an  indurated  red  shale.  Probably  90  per  cent,  of  the  water  ran  off 
within  less  than  an  hour  after  it  fell.     But  this  is  a  very  extreme  case. 

In  a  railroad  bridge  where  was  necessary  to  economize  height, 
I  suspended  iron  cross  beams  12  feet  deep  below  the  truss,  and  bolted 
an  oak  scantling,  carefully  fitted,  on  each  side,  rising  half  an  inch  above 
the  iron,  and  spiked  down  the  rail  directly  on  the  scantling,  thus  : — 


So  that  the  distance  from  the  top  of  the  rail  to  the  bottom  of  the  beam 
was  17  inches.  Mr.  Owen  has  adopted  something  like  the  same  plan  in 
road  bridges,  but  has  not  found  it  necessary  there  to  bolt  the  timber  to 
the  iron. 

"When  the  foundation  of  a  culvert  or  bridge  of  small  span  is  sure  to 
be  always  wet,  I  have  always  found  it  the  cheapest  and  far  the  safest  to 
use  a  timber  platform,  well  sheet-piled,  and  carried  some  little  distance 
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above  and  below  the  arch  or  straight  bridge  walls.  The  bed  timbers 
may  be  of  flattened  hemlock  or  other  cheap  timber,  a  foot  more  or  less 
deep,  according  to  span  and  soil,  running  across  the  opening  and  a  little 
beyond  the  outside  of  each  abutment,  covered  with  2  or  3  inch  plank 
according  to  circumstances,  thus  : 


C 
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I  never  knew  but  one  such  foundation  to  give  way,  and  that  was  very 
badly  constructed,  the  foundation  timbers  not  running  across.  On  the 
contrary,  I  have  known  many  bridges  and  culverts  to  give  way  when  the 
abutments  were  sunken,  and  the  span  between  well  paved.  A  few  years 
ago  a  culvert  at  Milford,  N.  J.,  of  two  semi-circular  arches  of  25  feet 
span,  the  abutments  of  which  wei'e  sunk  several  feet  below  the  pave- 
ment, and  the  pavement,  two  feet  thick,  was  extended  some  50  feet  down 
stream  from  the  lower  end  of  the  culvert,  and  well  sheet-piled,  gave  way 
from  undermining,  first  below  the  lower  end  of  the  pavement  and  then 
working  up.  A  wooden  platform  would  not  have  given  away.  Mr. 
Owen  has  gained  much  in  safety  by  the  wooden  apron  he  places  at  the 
lower  end  of  his  pavement. 

In  one  case  when  a  violent  rain  flood  had  cut  a  hole  8  or  ten  feet  deep 
at  the  lower  end  of  a  timber  foundation  of  a  culvert  of  2  arches  of  25 
feet  span,  I  sank  a  crib  some  15  feet  wide  in  the  cavity  across  the  whole 
width  of  the  stream,  and  continued  the  floor  of  the  foundation  platform 
over  it.     The  floods  of  40  years  since  have  not  disturbed  it. 

In  a  neighboring  county  to  that  in  which  Mr.  Owen  has  ojierated, 
they  formerly  used  pin  oak  extensively  for  bridge  floors.  Pin  oak 
plank  2i  inches  thick,  seasoned  very  hard  all  through,  but  if  3  inches 
thick  the  plank  did  not  season  through,  but  rotted  in  the  middle  of  its 
thickness,  and  gave  out  much  sooner  than  the  thinner  plank.  Sweet 
gum,  or  Misted,  as  we  call  it  in  New  Jersey,  wears  indefinitely,  but  does 
not  stand  the  weather.  In  the  old  freight  transhipment  house  at  South 
Amboy  is  a  floor  which  was  trucked  over  night  and  day  for  probably  a 
quarter  of  a  century,  and  which  shows  almost  no  marks  of  wear  White 
cedar,  or  one  kind  of  Cyprus,  wears  even  better.  These  soft,  elastic, 
strong  fibred  woods,  yield  to  blows  or  pressure  but  without  breaking  the 
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fibre,  and  resume  their  original  form,  while  most  hard  woods  are  per- 
manently indented  by  the  same  jiressures  or  blows,  and  their  fibres 
gradually  broken. 

The  Trenton  Delaware  Bridge  built  in  1804  at  a  cost  of  .15180  000  (a 
vast  sum  in  those  days)  and  which  for  many  years  was  the  most  famous 
structuie  of  the  kind  in  America,  was  supjDorted  on  white  pine  arches 
160  feet  span,  12  inches  wide  and  about  2  feet  deep.  The  arches  were 
made  up  of  pine  plank.  In  1837  I  placed  a  railroad  track  on  this  bridge, 
adding  a  few  inches  to  the  depth  of  the  arches.  Where  the  arch  was 
completely  protected  from  the  weather  I  found  the  timber  perfectly  sound. 
But  where  the  rains  sometimes  reached  it,  and  where  the  joints  between 
the  planks  that  formed  the  arches  were  not  close  enough  entirely  to 
exclude  the  water,  nor  open  enough  to  let  it  entirely  dry  out,  the  out- 
sides  of  the  arches  for  a  thickness  of  2  or  3  inches  were  of  bony  hard- 
ness, all  the  middle  part  of  the  wood  for  about  half  its  whole  thickness, 
was  of  the  consistence  of  scotch  snuff.  The  auger  could  be  pushed  6 
inches  through  it  without  turning.  Of  course  all  such  parts  of  the 
arches  were  removed. 

The  question  often  arises  whether  a  cheaper  bridge  that  will  last  a 
shorter  time  is  more  economical  than  a  more  costly  one  that  will  last  a 
longer  time.    The  same  question  may  arise  resi^ecting  many  other  things. 

To  find  the  comparative  economy  of  two  things  of  different  cost  and 
durability,  that  will  answer  the  same  purj)ose  equally  while  they  last, 
the  following  formulae  will  be  found  convenient  : 

Let  Che  the  cost  and  assumed  real  value  of  one  of  them,  T  the 
time  it  will  last,  a  the  compound  interest  on  one  dollar  for  that  time,  at 
whatever  rate  money  is  worth  to  the  party  using  the  thing  or  costs  that 
party,  and  L  the  loss  of  the  thing  when  done  with,  which  may  or  may 
not  be  equal  to  G  ;  let  K  be  the  real  value  for  the  purpose  of  the  other 
thing,  C  its  cost,  T'  its  duration,  a'  the  compound  interest  for  that 
time,  and  L'  the  loss  on  it ;  and  let  Vhe  the  value  of  the  thing  for  that 
purpose  that  would  last  forever  if  all  circumstances  remained  constant. 
L 


Then  V  =  G -\- 


a 


i2  =  ,V^that  i^R=  (G-\-—\a'^  (1  +  a) 
1+a  \  a  J 

The  difference  between  R  and  C  is  the  advantage  or  the  disadvantage 
of  the  thing  whose  cost  is  C" . 
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Suppose  a  bridge  that  will  last  seven  years  costs  $8  000,  and  the  loss 
at  the  end  is  just  the  cost,  and  money  costs  the  parties  interested  7  per 
cent.,  what  would  be  the  equivalent  value  of  a  bridge  that  would  last  five 

years,  and  of  one  that  would  last  forever  ?    8  000  +  -  -^-  =  20  900,    the 

.d2 

value   for    that    place     of    the    bridge   that    would    last    forever,    and 

(.41x20  900)  -r  (1  +.41)  =  6  077,  the  value  of  one  that  would  last  five 

years. 
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Part  I. — Locomotives  and  Caes. 

Few  engineers,  save  those  •whose  attention  has  been  forced  to  the  sub- 
ject by  experience,  realize  how  much  annoyance  and  increased  cost 
result  in  the  operating  and  repairing  of  Railway  Eolling  Stock,  from 
lack  of  uniformity  in  their  construction,  nor  how  much  eflBciency  and 
economy  are  promoted  by  building  them  with  absolutely  alike  and  inter- 
changeable parts,  so  that  duplicates  can  be  kept  on  hand,  which  will  be 
sure  to  fit,  in  case  of  breakages. 

The  master  mechanics  of  our  railroads,  and  especially  the  master  car 
builders,  have  realized  the  importance  of  the  subject,  and  have  been 
discussing  it  for  some  years,  and  it  is  with  the  hope  of  forwarding  some- 
what the  important  reform  which  they  are  advocating,  that  the  following 
plain  relation  of  one  experience  of  the  Erie  Railway  has  been  prepared. 
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Until  quite  recently,  American  railroad  companies,  in  purchasing 
their  engines  and  cars,  were  content  to  make  the  most  broad  and  general 
specifications.  They  specified  the  diameter  and  stroke  of  the  cylinder, 
the  size  of  the  wheels  and  boilers,  sometimes  even  the  Aveight  for  the 
locomotives  ;  for  cars,  they  mentioned  the  dimensions  of  the  sills  and  of 
the  wheels,  axles  and  journals,  stated  that  the  materials  must  be  good, 
and  the  woi'kmanship  first-class  ;  and  left  the  design  and  the  details  to 
the  contractors  and  builders. 

The  result  was  that  there  were  about  as  many  designs  for  engines  and 
cars,  as  there  were  shops  in  the  country.  More,  in  fact,  as  each  shop 
experimented  at  the  expense  of  its  patrons,  and  introduced  whatever 
new  designs  it  considered  improvements  upon  its  former  plans. 

This  was  a  natural  and  useful  stage  of  development,  for  although  it 
produced  considerable  diversity  of  practice,  the  various  builders,  com- 
peting in  design,  as  well  as  in  prices  and  workmanship,  were  constantly 
introducing  improvements,  and  gaining  valuable  experience.  It  is 
probably  largely  due  to  this  competition  in  design  that  the  American 
locomotive  of  to-day  requires  fewer  days'  work  to  build  it  and  to  keep  it 
in  repair  than  any  other  of  equal  power  in  the  world. 

When,  however,  a  railroad  company  desired  to  preserve  uniformity 
in  its  cars  and  engines,  it  was  virtually  compelled  to  buy  them  all  of  one 
maker,  and  this  was  open  to  the  objection  that  the  company  could  never 
feel  quite  sure  that  it  was  obtaining  the  lowest  competitive  prices,  and 
also  that  it  had  sometimes  to  wait  for  many  months  until  its  favorite 
shop  could  fill  its  orders. 

Most  companies  were  therefore  often  compelled  by  their  necessities 
to  buy  engines  and  cars  from  several  builders,  and  thus  to  introduce 
many  types  and  designs  upon  their  line.  This  had  been  the  case  with  at 
least  one  American  trunk  line. 

In  1874,  there  were  upon  the  line  of  the  Erie  Eailway  (now  the  New 
"York,  Lake  Erie  and  Western  Eailroad)  469  locomotives.  These  com- 
prised no  less  than  83  different  types  of  engines,  among  which  were 
scattered  the  following  numbers  of  different  styles  of  parts,  which, 
being  peculiarly  exposed  to  breakage,  required  duplicates  to  be  kept  on 

hand  : 

70  different  styles  of  cylinders. 

14        "  "         crank  axles. 

17         "  *'  smoke-stacks. 
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41  diflferent 

styles  of  front  end  doors. 

25 

"        driving-wheel  centres. 

71 

"               "            "     boxes. 

50 

"        parallel  rods. 

42 

"         driving-wheel  springs 

82 

' '        eccentrics. 

25 

"         links. 

Those  engineers  who  have  had  experience  in  repairs  of  machinery 
will  appreciate  what  stacks  of  duplicate  parts,  and  what  forests  of  pat- 
terns, to  say  nothing  of  the  confusion  and  annoyance,  these  figures 
represent.  To  those  who  have  not  such  experience,  some  figures  will  be 
given  further  on  which  will  indicate  what  economy  even  a  partial  reform 
has  accomplished. 

In  cars,  the  same  wild  diversity  prevailed.  In  1874  there  were  11  744 
cars  upon  the  road,  comprising  no  less  than  230  diflFerent  varieties, 
among  which  were  found  the  following  :  • 

27  different  styles  of  drawheads. 
19         "  "  journal  bearings. 

53         "  "  journal  oil  boxes. 

52         "  "  brake  shoes. 

Besides  great  divergencies  in  wheels,  axles,  trucks,  framing  and  general 
design. 

Of  bolts  and  nuts,  and  their  screw-thread  connections — ^the  things  of 
all  others  which  it  is  important  should  be  interchangeable — there  was  an 
endless  variety  ;  but  the  Erie  experience  in  this  last  respect  was  so 
peculiar  and  instructive  that  it  will  be  treated  sejjarately  in  a  subsequent 
part  of  this  paper. 

In  1876,  the  management  determined  to  change  the  gauge  from  the 
mistaken  width  of  6  feet  to  the  standard  gauge  of  4  feet  8i  inches,  and 
to  avail  of  that  opportunity  of  reforming  the  great  diversity  and  con- 
sequent expense  in  the  styles  of  rolling  stock  above  enumerated,  by 
reducing  them  to  a  few  standard  types,  during  the  process  of  narrowing 
them  up,  as  well  as  in  providing  the  additional  equipment  required  by 
the  change,  and  the  consequent  increase  of  traffic. 

The  engines  were  first  taken  in  hand,  and,  curiously  enough,  investi- 
gation showed  that  the  readiest  way  of  diminishing  the  number  of  types 
of  locomotives  was  to  introduce  a  new  type,  that  of  the  "Consolidation  " 
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pattern,  whicli  being  twice  as  powerful  as  those  of  the  ordinary 
"  American  "  pattern,  then  chiefly  used  upon  the  road,  enabled  each  of 
the  standard  gauge  "consolidation  "  engines  to  take  the  place  of  two  of 
the  old  "American"  broad  gauge  engines,  and  largely  increased  the 
train  loads. 

It  was  decided,  therefore,  to  place  a  number  of  "Consolidation" 
engines  on  the  road,  and  in  order  to  secure  the  best  design,  the  master 
mechanic  and  the  acting  superintendent  of  motive  power  visited  the 
various  lines  upon  which  such  engines  were  working,  examined  the 
different  patterns,  and  then  consulted  the  father  of  Consolidation  locomo- 
tives, Mr.  A.  Mitchell,  Superintendent  of  the  Wyoming  Division  of  the 
Lehigh  Valley  Railroad,  who  made  the  first  designs  for  such  an  engine 
in  1865,  and  succeeded  in  having  it  built,  notwithstanding  the  adverse 
opinions  of  several  locomotive  builders,  to  whom  the  design  had  been 
submitted. 

This  done,  having  gathered  all  the  data,  drawings  and  information 
which  could  be  obtained,  a  design  was 'next  made  in  the  draughting 
office  of  the  chief  shop  of  the  company  at  Susquehanna,  for  a  "Con- 
solidation "  engine,  to  conform  to  the  general  Erie  practice  as  to  style  of 
wheel  centres,  driving-boxes  and  bearings,  rods  and  rod  brasses,  guides, 
cross-heads,  taper  of  bolts,  tender  journal-boxes  and  bearings,  and 
various  other  details  which  could  be  made  interchangeable  with  those  of 
other  existing  engines  of  different  classes.  ■    i- 

This  design  comprises  100  sheets  of  large  drawing  paper,  upon  which 
are  shown  some  200  different  drawings,  with  full  dimensions  of  every 
part  noted  thereon,  and  is  accompanied  by  a  specification  of  22  pages, 
describing  in  detail  the  materials  to  be  used,  the  tests  which  they  shall 
undergo,  and  the  way  in  which  the  work  is  to  be  done. 

Having  thus  carefully  matured  a  design,  and  described  it  in  minute 
detail,  it  was  expected  that  all  the  engines  built  under  it  would  be 
exactly  alike,  and  with  absolutely  interchangeable  parts  ;  and  in  1877 
the  road  began  the  construction  of  six  "Consolidation"  locomotives  in 
its  own  shops,  while  it  gave  a  contract  for  five  to  one  firm  of  locomotive 
builders,  and  of  five  more  to  another. 

The  first  difficulty  encountered  was  to  maintain  the  integrity  of  the 
design.  Each  of  the  locomotive  builders  thought  that  the  locomotives 
would  be  much  better  if  made  to  conform  with  their  practice  as  to  details, 
and   accordingly  proposed   some   changes,  those  of   one  builder  being 
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different  from  those  of  the  other.  Some  of  the  employees  of  the  road 
also  suggested  alterations  as  the  work  progressed,  which  would  in  their 
judgment  make  the  engines  far  more  efficient. 

The  management,  however,  set  its  face  like  a  flint  against  any 
changes,  and  in  due  time  the  locomotives  were  completed,  placed  upon 
the  road,  and  have  done  excellent  service  ever  since. 

It  was  thought  at  first  that  these  16  engines  were  quite  interchange- 
able, but  in  a  few  months  this  illusion  was  dispelled  by  an  accident. 
One  of  them  was  caught  in  a  butting  collision,  had  its  front  end  stove 
in,  and  was  towed  into  the  shop.  As  it  was  not  otherwise  injured,  and 
another  engine  of  the  same  class,  but  of  different  builder,  was  standing 
in  the  shop,  awaiting  some  repairs  likely  to  detain  it  a  few  days,  it  was 
attempted  to  take  off  the  sound  front  end  from  the  engine  in  the  shop, 
to  put  it  on  the  disabled  engine,  and  to  send  the  latter  out  again  that 
afternoon. 

You  may  imagine  the  resulting  annoyance,  when  it  was  found  that 
some  of  the  bolt  holes,  around  the  periphery  of  the  front  end  it  was 
attempted  to  put  on,  mismatched  the  holes  in  the  head  of  the  disabled 
engine  by  J  of  an  inch,  or  just  enough  to  prevent  a  good  fit. 

It  was  certain  that  the  iDosition  and  dimension  of  every  hole  had  been 
carefully  and  accurately  given  on  the  drawings,  but  these  failed  to  pro- 
vide for  the* " personal  equation"  in  doing  the  work.  For  that  diflfer- 
ence  between  men,  which  is  such  that  no  two  mechanics  are  likely 
(without  extraordinary  care)  to  lay  off  the  same  distance,  and  especially 
a  series  of  distances,  exactly  alike,  even  if  they  use  the  same  foot  rule 
and  dividers,  and  the  same  method  of  marking  reference  j)oints. 

This  experience  set  the  master  mechanic  at  work,  taking  pieces  off 
from  one  engine  and  trying  them  upon  others,  and  while  the  parts  were 
found  generally  to  conform  and  to  be  interchangeable,  there  were  differ- 
ences enough,  caused  by  the  "  jjersonal  equation"  which  has  been 
mentioned,  to  prevent  some  of  them  from  making  a  good  fit,  without 
chipping  or  filing.  They  came  together  like  the  cheap  Yankee  clocks 
which  were  so  well  abused  thirty  years  ago,  instead  of  fitting,  as  they 
should,  like  the  pieces  of  a  modern  watch. 

Now,  in  operating  locomotives,  there  are  certain  parts  which  are 
particularly  liable  to  injury,  and  which  require  considerable  time  to 
make  anew.  It  is  a  great  advantage,  therefore,  to  be  able  to  keep 
duplicates  of  those  parts   on   hand    to   replace  a  breakage,   and  these 
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should  fit  so  closely  as  to  enable  the  engine  to  resume  its  service  at  once. 
In  order  to  provide  for  this,  it  was  determined  to  furnish  each  contract- 
ing engine  builder  thereafter  with  a  certain  number  of  templates,  in 
addition  to  the  drawings  and  specifications,  and  this  course  has  been 
followed  for  all  the  engines  since  put  under  contract,  the  original  set  of 
temjilates  being  kept  in  the  company's  own  shop,  and  duplicates  made 
as  wanted.  The  list  of  these  templates  for  a  "  Consolidation  "  locomo- 
tive is  now  as  follows  : 

2  templates  for  drilling  main  frames. 

2  "  "   laying  out  main  frames,  front  end. 

1  template  "   drilling  cylinder  face. 

1  "  "   drilling  steam-chest  rest. 

1  "  "   milling  out  cylinder  ports. 

1  "  "   drilling  cylinder-heads. 

1  "  "    drilling  cross-heads. 

1  "  "    drilling  smoke  arch-ring  and  front. 

1  "  "   drilling  stack-base  and  saddle. 

1  "  "   drilling  eccentrics. 

1  "  "   drilling  eccentric  straps. 

1  "  "    drilling  j^iston  spider  and  follower. 

1  "  "   drilling  back  cylinder-head  for  guides. 

1  "  "   planing  back  cylinder-head  for  guides. 

1  "  "    drilling  eccentric  rod. 

2  templates   "   planing  cylinders. 

2  "  "   laying  out  eccentrics. 

2  "  ''   turning  eccentrics  and  straps, 

template  "   drilling  piston  gland. 

"  "   laying  out  bottom  of  pedestals. 

"  "   laying  out  pedestal  caps. 

"  "   drilling  pedestal  caps. 

"  "   drilling  bottom  front  frames. 
4  gauges  for  size  of  cylinders. 

2        "        "  tail  pieces. 


2 

(< 

"   cross-heads. 

1 

<< 

"    piston-rods. 

2 

( ( 

"    main  frames 

39 
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Those  templates  which  contain  holes  to  be  bored  (and  it  will  be  noted 
that  they  form  a  majority),  are  provided  with  hardened  steel  bushings  to 
guide  the  drill  in  boring,  and  these  bushed  templates  present  a  further 
advantage,  for  they  not  only  abolish  the  "personal  equation"  and 
prevent  the  mechanic  from  making  mistakes,  but  they  enable  the  builder 
to  do  the  work  with  a  cheaper  class  of  workmen,  and  so  diminish  the 
cost  of  the  locomotives. 

There  are  now  108  "Consolidation"  engines  upon  the  road,  and 
they  are  so  exactly  built  that  there  is  no  difficulty  in  keeping  duplicate 
parts  on  hand,  which  are  sure  to  fit  in  case  of  accident,  and  thiis 
bring  about  great  savings  qf  time  and  money. 

A  standard  passenger  engine  of  the  "American"  type  of  which 
some  20  have  been  placed  upon  the  road,  was  similarly  designed  and 
covered  by  drawings,  specifications  and  templates,  and  when  the  old 
broad  gauge  engines  are  worn  out,  there  will  probably  be  but  8  types  of 
.locomotives  upon  the  Une  for  the  different  classes  of  the  service,  instead 
of  the  83  different  varieties  there  were  in  1874. 

Even  among  these  8  types,  all  the  parts  which  it  is  practicable  to 
make  alike  will  be  interchangeable,  such  as  throttles,  throttle  levers,  oil 
cups,  gauge  cocks,  tender  axles  and  oil  boxes,  brasses,  &c.,  &c.,  while 
moreover  the  driving-wheel  boxes,  driving  springs,  eccentrics,  eccentric 
straps,  links,  front  ends,  smoke-stacks,  rod  brasses,  crank-pins,  guides, 
cross-heads  and  similar  details  will  be  interchangeable  between  several 
of  the  types. 

Now  the  question  will  be  asked,  "How  does  this  pay?"  The  best 
answer  which  can  be  given  is  the  following  table  of  cost  of  repairs  for  7 
years  before  and  5  years  since  1876,  when  the  system  was  inaugurated. 
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Cost  of  Maintenance  of  Locomotives  on  New  Yoke,  Lake  Ekib  and 

Western  Eaii;Roai>. 


Yeab. 

No.  OF 

Engines. 

Mileage. 

Repairs. 

Cost. 

Cost  per 
100  Miles. 

1870 

1871 

1872 

1873 

1874 

440 
475 

488 
497 
469 

461 

468 

466 
475 
504 
528 
544 

9  326  379 
10  579  766 

12  318  504 

13  697  460 

13  123  701 

12  762  870 
12  632  365 

12  587  998 
12  716  583 

14  174  523 

14  293  876 

15  905  282 

$1  312  798  33 

945  207  63 

1  000  059  04 

1  096  755  36 

1  064  882  73 

807  719  85 
890  381  03 

621  543  89 
646  714  97 
539  638  97 
582  158  20 
630  181  43 

$14  07 
8  93 
8  11 
8  00 
8  11 

1875 

6  33 

1876 

1877 

7  05 
4  94 

1878 

1879 

1880 

1881 

5  09 

3  80 

4  07 
3  96 

This  includes  the  building  of  new  engines  each  year  to  replace  those 
worn  out  and  condemned. 

From  this  it  will  be  noticed  that  the  cost  per  mile  run  has  been  re- 
duced by  more  than  fifty  per  cent.,  and  that  taking  into  account  the 
material  advance  in  labor  and  materials  of  the  past  two  years,  it  is  still 
diminishing.  The  average  cost  of  repairs  for  the  five  years  prior  to  1875, 
was  9.17  cents  per  mile  run,  while  for  the  past  5  years  it  was  only  4.33 
cents  ;  and  this  represents  a  saving  of  about  $675  000  a  year.  Had  the 
rate  of  cost  of  1871  prevailed  in  1881  the  expenses  of  locomotive  main- 
tenance would  have  been  S790  492  greater  than  they  were. 

The  conclusion  must  not  however  be  formed  that  all  of  the  above  sav- 
ings, or  even  a  major  part  of  them,  have  resulted  alone  from  the  system 
above  described.  Much  of  the  economy  is  doubtless  due  to  other  re- 
forms introduced  by  the  management  of  the  road  about  the  same  time, 
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as  well  as  to  the  better  track  consequent  upon  the  substitution  of  steel 
for  iron  rails,  to  the  decrease  of  wages,  subsequent  to  the  panic  of  1873, 
and  to  the  fact  that  many  of  the  engines  are  new  ;  but  a  considerable  part 
is  certainly  due  to  the  adoption  of  rigid  standards,  and  of  interchange- 
able parts,  and  moreover  a  very  considerable  number  of  the  old  engines 
still  remains,  with  all  their  imperfections,  so  that  further  benefits  may  be 
expected  to  result  from  the  system,  as  it  becomes  extended  in  the  future. 

The  same  system  has  been  adopted  for  cars  ;  careful  drawings  and 
specifications  have  been  made  for  a  standard  passenger  car,  a  standard 
box  freight  car,  a  stock  car,  a  platform  car  and  a  coal  gondola  car,  and 
all  new  equipment  added  is  made  rigidly  to  conform  to  these  standards  ; 
while  it  is  also  applied  to  all  cars  rebuilt  to  take  the  place  of  those 
condemned,  as  well,  so  far  as  possible,  to  the  old  cars  in  the  process  of 
reducing  their  trucks  to  the  standard  gauge. 

This  has  wonderfully  lessened  the  variety  and  amount  of  material 
which  has  to  be  kept  on  hand  at  the  shops,  to  make  good  the  wear  and 
breakages,  and  very  much  expedited  the  performance  while  it  lowered  the 
cost  of  the  work. 

The  resulting  economy  in  car  repairs  and  maintenance  is  shown  upon 
the  following  table  of  cost  for  several  years  past. 

Cost  of  M.\intenance  of  Cars  ok  N.  Y.  ,  L.  E.  &  W.  E.  R. 


YFATt. 

Number  of 
Passenger 

and 

Baggage 

Cars. 

345 
35G 
378 
375 
344 

358 
407 

401 
407 
396 
411 
41U 

Cost  of 
Repairs. 

Cost  per 
Car. 

Nnmber  of 

Freight 

and 

Coal  Cars. 

Cost  of 
Repairs. 

$778  105  12 
944  181  72 
846  193  02 
906  020  96 
920  532  82 

861  447  18 
852  274  25 

725  877  39 
624  229  39 
639  491  54 
678  170  05 
797  033  45 

Cost  per 
Car. 

1870 

$340  215  54 
287  925  31 

273  023  15 

274  082  45 
211  768  34 

250  967  91 
383  331  91 

153  601  49 
139  043  51 
145  421  76 
182  965'  24 
259  771  70 

$986  13 
808  78 
722  28 
730  89 
615  60 

701  02 
941  85 

383  04 
341  63 
367  23 
445  17 
633  59 

8  840 

9  779 
10  638 
10  373 

10  775 

11  274 
11  337 

U  298 
11  656 
17  567 
20  831 
23  309 

$88  02 

1871 

96  55 

1872 

79  55 

1873 

87  34 

1874 

85  43 

1875 

1876 

76  41 

1877 

64  25 

1878 

1879  

53  56 
3b  40 

1880 

32  55 

1881 

34  19 
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Prior  to  1875,  tlie  figures  are  compiled  from  the  reports  to  the  State 
Engineer.  Subsequent  years  are  taken  from  the  reports  of  the  Auditor 
N.  Y.,L.  E.&W.  R.  R. 

This  is  subject  to  the  same  qualifications  as  to  the  causes  of  the  econ- 
omy, which  have  been  mentioned  as  applying  to  the  repairs  of  loco- 
motives, and  to  the  further  consideration  that  the  freight  equipment 
having  been  very  largely  increased  during  the  last  three  years,  doubled, 
in  fact,  the  new  cars  are  not  yet  sufficiently  worn  to  require  extensive 
repairs. 

It  will  be  noted  that  in  freight  car  repairs  the  saving  has  amounted  to 
about  60  per  cent.,  while  in  passenger  car  repairs  it  is  only  about  40  per 
cent. ,  chiefly  in  consequence,  doubtless,  of  the  much  smaller  proportion 
added.  The  average  cost  of  car  repairs  for  5  years  preceding  1875, 
was  .'^771  42  per  passenger  car,  and  $87  19  per  freight  car.  For  the  5 
years  preceding  the  jiresent  year,  it  was  $434  96  per  passenger,  and 
$40  92  per  freight  car ;  and  these  figures  indicate  an  annual  saving  of 
about  $136  000  for  passenger,  and  $783  000  for  freight  equipment.  Had 
the  cost  of  1871  prevailed  in  1881,  the  expenses  would  have  been  $71  828 
greater  for  passenger  car  maintenance,  and  $1  453  550  greater  for  that  of 
the  freight  cars. 

If  even  but  10  per  cent,  of  these  savings  were  due  to  the  adoption  of 
a  rigid  standard  of  uniformity,  it  would  have  richly  repaid  all  the  labor 
and  care  it  has  cost. 

Pakt  II. — Sceew-Threads. 

As  American  cars,  apart  from  the  trucks  or  running  geai*,  chiefly 
consist  of  wood,  and  the  various  wooden  parts  are  principally  fastened 
together  with  bolts,  the  factor  which  becomes  important  in  securing 
promptness  and  economy  of  repair,  is  that  the  threads  upon  the  bolts, 
and  those  upon  the  nuts  designed  to  go  upon  them,  shall,  for  the  same 
sizes,  be  a  good  fit,  and  absolutely  uniform  and  interchangeable.  Wood 
can  be  cut  and  fitted  .  with  ordinary  tools,  but  a  nut  too  small  cannot  be 
screwed  up  home,  and  if  it  be  loose,  it  is  pretty  sure  to  rattle  ofi". 

In  contracting  for  all  new  cars  and  engines,  therefore,  the  New  York, 
Lake  Erie  and  Western  Railroad  carefully  specified  that  the  builders 
should  exclusively  furnish  threads  of  the  "  United  States  "  (or  Franklin 
Institute)  standard  ;  but  at  the  same  time,  the  mechanical  department 
thought  it  well  to  look  at  home,  to  see  how  the  matter  stood  in  its  own 
shops. 
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In  1873,  the  road  had  nominally  adopted  the  "United  States "  system 
and  standard  of  screw-threads.*  It  had  procured  a  number  of  sample 
taps  and  dies,  and  furnished  a  set  to  each  shop,  with  instructions  to 
reproduce  them  as  required  by  the  wearing  out  of  the  old  sets. 

In  1877,  or  only  4  years  after  the  adoption  of  this  standard  upon 
the  Erie  Railway,  it  was  discovered  that  nuts  cut  at  some  of  its  shops 
did  not  properly  fit  bolts  of  the  same  diameter  cut  at  other  shops .  The 
matter  was  then  throroughly  investigated.  A  nut  of  each  size  was 
ordered  cut  at  each  shop,  with  the  tap  in  common  use,  and  supposed  to 
be  standard,  and  these  nuts  were  sent  to  the  firm  of  Pratt  &  Whitney, 
of  Hartford,  Connecticut,  whose  well  known  accuracy  and  efforts  to 
maintain  mechanical  precision,  gave  assurance  of  thorough  and  correct 
results. 

In  their  shop  the  corresponding  bolt  thread  was  reproduced  by 
fitting  a  soft  plug  of  Babbit  metal  to  each  nut.  This  was  screwed  in 
and  out,  being  expanded  if  necessary  by  driving  a  steel  mandril  in  a 
central  hole  left  for  that  purpose  until  it  fitted  perfectly,  and  the  plugs 
so  obtained  were  used  to  make  measurements  of  the  screw-threads. 
Each  nut  was  then  cut  open  in  the  centre,  and  the  half  nut  of  each  shop 
could  then  be  tried  upon  the  Babbit  plug  representing  the  bolt  cut  at 
another  shop. 

The  result  was  surprising,  and  the  plugs  and  half  nuts  presented  a 
series  of  misfits  which  require  to  be  seen  to  be  appreciated.     They  can- 


*The  "United  Statea"  system  of  screw-threads  was  devised  in  18C4  by  Mr.  William 
Sellers,  for  the  Franklin  Institute.  It  presents  such  excellent  features  that  it  has  been 
adopted  by  the  U.  S.  Government,  by  the  Master  Mechanics'  Association,  the  Master  Car 
Builders,  and  by  railroad  companies  generally.      Its  guiding  rules  are  as  follows  : 

1°.  The  outside  diameter  of  the  threads  vary  by  even  fractions  of  inches. 

2°.  The  pitch,  or  number  of  threads  to  the  inch,  vary  with  the  diameter  of  the  bolt  ia 
the  following  order  : 

United  States,  or  Fr.^nklin  Institute  Standard. 

Diam.  of  Tap  or  Die.  i    ^\     |      .V     i     iV     I     U     I     W     J     J4     1     IJ    1| 

No.  of  Threads  to  Inch,    20    18    16    14    13    12    11    11    10    10    9     9      8      7      7 


Diam.  of  Tap  or  Die,  1|     \\    If     li|    1|      2     2j     2^    2^     3     3i    3i    33     i 

No.  of  Threads  to  inch,     6      6     5^     .5      5     4^    4J      4      4     3i     3^      3)     3      3 

3°.  The  depth  of  the  thread  is  made  equal  to  0.65  of  the  pitch. 

4°.  The  angles  which  all  the  threads  make  with  each  other  is  60°. 

5°.  The  top  and  bottom  of  the  threads  are  bounded  by  flat  surfaces  (parallel  with  the  body 
of  the  bolt),  which  are  equal  in  length  to  \i  of  the  pitch. 
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not  well  be  represented  on  paper,  but  an  examination  of  the  pieces 
reveals  most  serious  dififerences.*  Neither  the  diameters,  nor  the  pitch, 
nor  the  depth  of  the  thread,  nor  their  angles,  nor  the  flat  surfaces  were 
found  to  agree. 

Even  in  the  pitch,  or  number  of  threads  to  the  inch,  they  do  not 
agree.  This  was  accounted  for  by  the  fact  that  some  of  the  shops  had 
sent  nuts  cut  with  the  taj^  used  for  engine  bolts,  while  they  had  another 
tap  with  a  different  number  of  threads  to  the  inch  for  car  bolts,  though 
why  they  should  differ,  and  how  both  could  be  the  standard,  is  not  so 
apparent. 

The  table  on  the  following  page  exhibits  the  discrepancies  which 
were  found  to  exist  in  the  two  most  important  particulars  of  pitch  and 
diameter,  and  its  careful  inspection  is  required  in  order  to  appreciate 
the  divergencies  it  shows. 

It  will  be  noticed  that  almost  all  the  diameters  are  different,  and  that 
not  one  is  right.  The  sizes  are  given  in  10000  of  inches,  and  the  errors 
vary  from  17-10000  up  to  550-10000,  while  every  nut  but  one  was  found 
to  be  too  large. 

The  fact  was  that  each  shoj},  in  reproducing  its  taps  and  dies,  had  by 
more  or  less  imperceptible  degrees,  departed  from  the  original  standard. 
The  diameter  had  been  increased,  the  depth  and  angle  of  the  thread 
had  been  altered,  the  flat  surfaces  at  the  top  and  bottom  had  been  cur- 
tailed, and  the  threads  thus  given  more  of  a  V-shape.  Even  where  the 
right  pitch  had  been  used  f  it  had  been  altered  a  little,  and  as  was  said 
before,  and  amply  appears  from  an  examination  of  the  plugs  and  half 
nuts,  a  bolt  cut  at  one  shop  was  not  properly  fitted  by  a  nut  cut  at 
another. 

Having  thus  found  out  some  of  its  own  deficiencies,  the  mechanical 
department  next  feought  for  what  comfort  it  could  get  from  those  of  its 
neighbors.  For  this  purpose  22  nuts,  all  nominally  of  J-inch  diameter, 
were  unscrewed  from  as  many  cars  belonging  to  16  different  railroad 
comp  mies.  The  result  was  indeed  gratifying  and  instructive,  and  is 
shown  upon  the  list,  on  page  304,  of  the  sizes  which  were  obtained. 


*  These  plugs  and  half  nuts  have  temporarily  been  deposited  in  the  rooms  of  the  Society 
for  insijection. 

t  The  nuts  cut  with  a  pitch  differing  from  the  U.  S.  Standard  were  intended  to  fit  bolts 
on  old  locomotives  built  with  the  arbitrary  and  differing  systems  of  threads  formerly  pre. 
vaili  u 
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Sizes  of  I-inch  Nuts. 

Owner  of  Car. 

Standard  nut  should  be 

Lake  Shore  &  Michigan  Southern  R.E.— 1, 

(<  •<  "  2 

"  3 

New  York  Central  &  Hudson  River  E.E.— 1 

<>  II  "  "  2 

Flint  &  Pere  Marquette  E.E.— 1 .    

((  <i  "  2 

Lehigh  Valley  E.E.,  1877 

Philadelphia  &  Eeading  E.R 

Cleveland,  Columbus  &  Cincinnati  E.E.— 1 

II  11  "  2 

Erie  Eailway,  1876 

Michigan  Central  E.E 

Grand  Trunk  Eailway — 1 

11  «'  2 

Chicago  &  Northwestern  E.E 

Toledo,  Peoria  &  Warsaw  E.E 

Chicago,  Milwaukee  &  St.  Paul  E.E 

Toledo,  Wabash  &  Western  E.E , 

Pekin,  Lincoln  &  Decatur  E.E 

Cincinnati,  Lafayette  &  Chicago  E.E 

North  Pennsylvania  E.E 


No.   OF 

Threads 

Diameter. 

10 

0.7500 

10 

0.7815 

10 

0.7637 

10 

0.7815 

10 

0  7637 

10 

0.7890 

10 

0.7815 

10 

0.7637 

10 

0.7815 

10 

0.7637 

10 

0.7815 

10 

0.7815 

10 

0.7890 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 

10 

0.7815 
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It  will  again  be  noticed  from  this  list,  that  not  a  single  nut  was  found 
to  be  of  the  correct  diameter,  although  there  are  but  three  different  sizes. 
A  greater  number  of  sizes  could  probably  have  been  found,  by  examin- 
ing more  cars,  the  above  having  been  selected  haphazard,  but  that  was 
not  what  was  being  sought. 

The  object  was  to  know  how  the  sizes  ran,  and  it  will  be  seen  that  all 
the  nuts  were  too  large,  both  on  foreign  roads  and  in  the  Erie  shops, 
with  the  single  exception  of  one  nut  from  the  Hornellsville  shop. 

In  fact,  it  was  ascertained  that  the  practice  was  all  but  universal  of 
cutting  nuts  over  size,  especially  for  car  work,  and  that  the  Erie  Railway 
had  merely  followed  the  general  drift  in  departing  from  the  standard. 

It  was  found  that  there  were  three  reasons  for  this  state  of  affairs. 

1st.  That  the  sizes  of  bolts  on  foreign  cars  were  generally  larger  than 
the  standard,  and  the  Erie  nuts  had  to  be  cut  over  size  in  order  to  fit 
them. 

2d.  That,  as  there  were  several  different  over  sizes,  the  nuts  were  cut 
loose,  so  as  to  go  on  the  larger  bolts .  This  resulted  in  bad  fits  and  much 
shaking  off  of  nuts. 

3d.  That  most  of  the  iron  delivered  by  the  rolling  mills  was  over  size, 
and  in  order  to  avoid  the  expense  of  going  over  a  bolt  twice,  in  cutting 
the  thread,  the  practice  obtained  of  cutting  all  rough  bolts  over  size. 

Indeed,  so  universally  had  these  causes  operated,  that  in  1876,  only 
12  years  after  the  making  of  the  original  standard  of  screw-threads,  the 
makers  of  taps  and  dies  systematically  made  them  over  size,  and  had 
even  formulated  a  rule  attempting  to  regulate  this  inaccuracy,  that  : 

"  Up  to  and  including  f -inch  diameter,  the  size  of  nuts  shall  be  ^"4 
over  the  standard.     Above  |-inch,  they  shall  be  -^2  large." 

That  is  to  say,  a  certain  standard  system  was  devised,  it  was  nomin- 
ally adojDted  by  almost  all  the  parties  interested,  including  the  railroads, 
and  a  rule  was  then  straightway  formulated  to  depart  from  that  stand- 
ard in  one  of  its  most  important  particulars. 

It  was  stated  by  the  makers  of  taps  and  dies  that  prior  to  the  recent 
reform  in  this  matter,  due  to  the  efforts  of  the  master  car  builders,  about 
three-fourths  of  their  sales  of  taps  and  dies  consisted  of  those  which  were 
over  size. 

Now,  the  effect  of  this  practice  was  twofold,  so  far  as  car  repairs  were 
concerned  : 
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First. — The  roads  did  not  adhere  to  the  same  amount  of  over  size,  as 
fully  appears  from  the  dimension  of  nuts  on  the  Erie  Railway,  and  on 
the  several  cars,  a  list  of  which  has  been  given,  and  although  the  differ- 
ences may  be  thought  small,  they  are  quite  large  enough  either  to  pre- 
vent a  nut  from  going  on  a  bolt  at  all  or  to  leave  it  so  loose  as  easily  to 
rattle  off. 

When,  therefore,  a  car  arrived  at  a  shop,  with  a  nut  gone,  instead  of 
putting  on  at  once  a  standard  nut,  investigation  had  to  be  made  as  to 
the  amount  of  over  size  used  by  the  road  or  firm  which  built  the  car. 
If  this  differed  from  the  particular  inaccuracy  practiced  by  the  road  do- 
ing the  rejjairs,  recourse  must  needs  be  had  to  the  "  old  nut  barrel,"  and 
here  the  trouble  commenced. 

"  The  old  nut  barrel  "  contained  the  many  hundred  specimens  of  nuts 
of  different  sizes  which  had  been  taken  off  from  foreign  cars.  They 
were  j^icked  over  and  tried  on,  one  at  a  time,  with  whatever  patience  or 
profanity  the  workman  might  be  master  of,  until  one  was  found  to  fit. 
This  fit  was  almost  sure  to  be  a  loose  one,  but  the  nut  was,  nevertheless, 
screwed  up,  and  the  car  sent  off  with  a  fastening  tolerably  certain  to 
work  off,  and  to  give  some  other  road  a  chance  to  overhaul  its  "  old  nut 
barrel."  If  no  nut  was  found  to  go  on;  if  a  bad  fit  could  not  be  made 
in  that  way,  the  old  bolt  was  knocked  out  and  a  new  bolt  (cut  to  a  differ- 
ent over  size)  was  inserted,  to  plague  somebody  else.  Thus  much  of 
the  car  repairs  took  tenfold  the  time  and  caused  tenfold  the  expense 
which  would  have  been  incurred  if  all  the  roads  had  rigidly  adhered  to 
the  standard  which  they  had  nominally  adopted,  and  made  their  screw- 
threads  of  exact  sizes. 

The  second  effect  of  over  sizes  was  that  the  roads  paid  for  more  iron 
than  they  ordered  or  required.  The  rolling  mills  all  delivered  iron  over 
size,  and  upon  being  consulted,  their  managers  said  that  they  did  so  be- 
cause they  thought  that  their  customers  preferred  it.  That  there  was 
some  little  additional  trouble  in  rolling  iron  to  exact  sizes,  and  that  it 
was  safer  to  make  it  a  little  large,  and  that  as  they  charged  for  actual 
weights,  by  the  pound,  there  was  no  objection  so  far  as  they  were  con- 
cerned in -making  the  bars  as  large  as  would  be  acceptable  to  the 
customers. 

Several  lots  of  iron  were  then  measured  at  the  Erie  shops,  and  they 
were  found  to  run  from  3^2  to  eh  oi  an  inch  over  size.  The  over  weight 
seemed  to  average  about  8  J  per  cent.  Now,  the  Erie  Railway  had  during  the 
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year  1877,  cut  about  700  000  pounds  of  round  iron  into  bolts,  and  if  tlie 
over  weight  be  assumed  at  5  per  cent,  (instead  of  8^  per  cent.),  it  had 
probably  paid  for  some  35  000  i^ounds  of  iron,  worth,  at  three  cents  a 
pound,  $1  050  more  than  it  required. 

Moreover,  it  appeared  by  investigation,  that  it  was  costing  $1  822  a 
year  to  maintain  this  bad  system  of  inaccuracy  by  making  the  taps  and 
dies  in  the  company's  own  shops,  and  that  these  could  be  purchased  for 
less  money  from  makers  who  made  a  sj)ecialty  of  maintaining  uniform 
accuracy. 

It  then  had  become  so  clear  that  only  annoyance,  bad  workmanship, 
and  exi^ense  resulted  from  the  continuance  of  the  existing  practice  of 
making  the  taps  and  dies  in  the  company's  own  shops,  that  it  was  de- 
termined to  discontinue  this  and  to  come  down  to  exact  standard  sizes  as 
soon  as  possible.  Accordingly,  in  October,  1878,  the  following  order 
was  issued : 

"  In  order  to  preserve  uniformity  in  screw-threads  the  following 
rules  shall  hereafter  govern  : 

"  1st.  All  new  taps,  master-taps,  and  such  dies  as  are  not  attached  to 
machines,  required  for  regular  use  shall  hereafter  be  jjrocured  upon 
requisitions  instead  of  being  made  at  each  shoj)  as  wanted.  The  work- 
man hitherto  doing  such  work  shall  be  relieved  or  assigned  to  other 
duties. 

"  Tajjs  for  special  work  may  either  be  made  or  ordered,  as  circum- 
stances will  wari'ant. 

"New  taps  and  dies  shall,  however,  be  ordered  only  when  actually 
required  for  use,  and  the  present  supply  shall  be  utilized  until  worn 
out. 

"2d.  All  new  engines  and  cars  shall  be  constructed  with  screw- 
threads,  bolt  heads,  and  nuts  in  exact  conformity  with  the  United  States 
standard  known  as  the  '  Franklin  Institute  '  or  '  Sellers' '  system. 

"3d.  All  iron  and  steel  received  for  bolts  shall  be  carefully  inspected 
to  make  sure  that  it  does  not  run  over  or  under  size,  and  bars  involving 
double  cutting,  or  too  small,  shall  be  rejected. 

"  4th.  All  new  bolts,  &c.,  for  the  repair  of  the  existing  rolling  stock, 
shall  be  cut  to  the  exact  standard  sizes,  except  in  cases  where  great  ex- 
pense or  inconvenience  would  result  therefrom. 

"  5th.  Such  of  the  existing  taps  and  dies  as  may  be  found  to  differ 
from  the  exact  standard,  shall  be  used  only  to  duplicate  existing  threads 
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in  repairs  of  tlie  rolling  stock,  and  only  so  far  as  necessary  to  prevent 
waste  or  extra  expense." 

But  the  Erie  experience  did  not  stop  here.  It  next  obtained  some 
lots  of  taps  and  dies  from  different  makers,  both  those  which  were  sup- 
posed to  be  of  exact  size  and  those  which  were  made  over  size,  in  accord- 
ance with  the  curious  rule  which  has  been  mentioned .  These  lots  were 
compared,  and  it  was  found  that  the  taps  and  dies  made  by  different 
makers  did  not  agree  as  to  size. 

These  several  makers  had  been  saying  for  some  time  that  the  road 
could  not  hope  to  maintain  standard  sizes  in  its  own  shops.  That  ab- 
solute accuracy  required  special  appliances,  which  these  makers  had 
obtained  at  great  cost,  and  that  it  was,  therefore,  better  to  buy  all  taps 
and  dies  of  them.  Now,  it  was  discovered  that  the  product  of  different 
makers  did  not  coincide,  and  that  if  the  road  purchased  of  one  firm  and 
wanted  to  i^reserve  a  standard,  it  could  not  purchase  of  the  other. 

Next,  the  cause  of  this  difference  was  inquired  into,  and  the  makers  of 
taps  and  dies  said  that  they  did  not  know.  One  firm  stated  that  it  had 
spent  two  years  in  time,  and  over  ^10,000  in  money,  in  obtaining  the 
exact  measurement  of  an  inch,  and  its  multiijles  and  fractions,  from  the 
standard  yard,  deposited  at  Washington.  The  other  firm  said  that  they 
had  most  faithfully  copied  the  original  gauges  recognized  as  correct,  and 
made  for  the  United  States  Government  several  years  before,  by  a  most 
careful  and  accurate  mechanic  of  Massachusetts,  named  Fox  ;  and  that 
there  was  a  standard  set  in  the  Brooklyn  Navy  Yard,  to  witness  their 
assertion. 

.  Here  was  at  last  a  gleam  of  light.  The  inquiry  led  back  to  the  orig- 
inal standard.  The  makers  of  these  uninterchangeable  taps  and  dies 
were  accordingly  told  to  bring  down  their  standard  gauges  to  the  Brook- 
lyn Navy  Yard,  and  they  would  all  be  compared  together. 

This  was  done,  and  the  result  was  ap^jarently  to  make  confusion 
worse  confounded.  The  three  sets  of  gauges  did  not  agree  with  each 
other.  It  is  true  that  the  differences  were  not  great,  being  at  most 
1-1000  of  an  inch,  and  such  that  while  they  could  be  measured  by  in- 
struments of  precision,  they  cannot  well  be  exhibited  in  a  table  ;  but  the 
fact  remained  that  the  gauges  were  not  interchangeable. 

Perhaps  some  engineers,  accustomed  to  measure  to  1-100  of  a  foot, 
will  say  that  1-1000  of  an  inch  is  not  much  of  a  distance  ;  and  doubtless 
in  some  locations  it   may  be  neglected  altogether.      Yet   if  they  will 
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examine  the  ^-incli  gauge  and  the  two  plugs,  one  exactly  ^-inch  in  dia- 
meter, and  the  other  just  1-1000  of  an  inch  smaller,  made  by  Pratt  & 
Whitney  for  Mr.  Forney  of  the  Railroad  Gazette,  and  kindly  loaned  by 
him  ;  they  will  find  that  this  1-1000  of  an  inch  makes  just  the  difference 
between  a  close  fit  amd  a  loose  fit. 

It  may  be  said  further,  with  respect  to  the  comparison  of  the  three 
sets  of  gauges,  that  those  of  the  firm  which  had  obtained  its  own  measure- 
ments from  the  standard  yard  at  Washington,  were  found  to  be  the 
most  accurate  ;  that  next  to  these  were  the  gauges  of  the  other  firm,  and 
worst  of  all  were  those  of  the  Government  at  the  Navy  Yard.  This  was 
accounted  for  by  the  fact,  that  being  made  of  soft  iron  they  had  worn  in 
using,  and  the  effect  of  such  wear,  in  maintaining  standard  size,  will  be 
further  alluded  to  hereafter.  The  two  tap  and  die  making  firms  had 
been  careful  to  case  harden  their  gauges,  and  in  one  case  they  had  been 
made  adjustable  to  take  up  possible  wear. 

Having  thus  traced  the  differences  connected  with  the  screw-threads , 
through  their  range  of  many  inaccuracies,  even  to  a  difference  of  original 
standards  of  measurements,  the  next  step  was  to  apply  a  remedy. 

For  this  purpose  a  general  meeting  of  the  Master  Car  Builders'  Asso- 
ciation was  held  in  New  York,  on  the  18th  of  December,  1879,  to  which 
were  invited  Mr.  William  Sellers,  the  originator  of  the  American  system 
of  screw-threads,  and  the  various  manufacturers  of  taps  and  dies. 

At  this  meeting  the  existing  difficulties  were  explained,  and  the  ques- 
tion was  fully  discussed. 

It  ai^peared  that  the  master  car  builders  had  all  encountered  the 
trouble,  annoyance  and  expense  resulting  from  the  lack  of  uniformity 
in  screw  threads,  and  were  confident  that  a  general  reform  in  this  re- 
spect would  save  hundreds  of  thousands  of  dollars  annually  to  the  rail- 
roads of  the  country. 

On  the  other  hand  the  makers  of  taps  and  dies  explained  how  great 
■were  the  difficulties  of  maintaining,  even  the  partial  accuracy  which  they 
had  secured,  described  their  processes,  and  expressed  their  willingness 
to  encounter  further  expense  to  secure  greater  correctness. 

Mr.  Sellers,  being  asked  for  his  advice,  gave  it  at  length.  He  de- 
scribed the  methods  which  had  been  emjjloyed  in  the  shops  of  William 
Sellers  &  Co.,  to  secure  accuracy,  and  to  inspect  the  dimensions  of  screw 
threads.     He  stated  that  his  firm  had  found  it  more  accurate  and  cheaper 
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to  buy  their  taps  and  dies  than  to  continue  their  manufacture,  and  gave 
some  very  valuable  hints  as  to  the  best  methods  to  follow  in  future. 

In  consequence  of  this  advice  it  was  decided  by  the  master  car  build- 
ers to  abandon  the  use  of  "  over  sizes  "  completely  in  screw-threads,  and 
to  come  down  to  the  exact  standard,  as  soon  as  possible.  A  committee 
was  subsequently  appointed,  with  Mr.  M.  N.  Forney  as  chairman,  which 
reported  at  the  meeting  just  held,  June  15,  1882,  at  which  a  resolution, 
was  adopted  commending  the  reform  to  such  railroads  as  have  not  yet 
carried  it  out. 

The  makers  of  taps  and  dies,  on  their  side,  agreed  to  make  their 
gauges  agree,  and  to  use  absolutely  the  same  standards  in  manufacturing 
their  goods. 

The  care  of  verifying  and  making  these  standards  was  entrusted  to 
the  firm  of  Pratt  &  Whitney,  and  it  has  now  sjaent  two  years,  and  a  good 
deal  of  money,  in  revising  its  former  measurements,  in  devising  and  build- 
ing, with  the  aid  of  Professor  W.  A.  Rogers,  of  the  Cambridge  Observa- 
tory, a  new  measuring  machine  to  establish  a  standard  inch,  and  in 
making  accurate  sets  of  gauges,  Avhich  will  be  placed  on  the  market  in  a 
month  or  two. 

The  difficulties  they  encountered  in  their  pursuit  of  the  standard 
inch  will  be  found  i^artially  described  in  Mr.  Forney's  report  to  the 
master  car  builders. 

But  after  the  standard  gauges  have  been  made  there  remain  two  diffi- 
culties to  be  overcome : 

The  first  arises  from  the  expansion  and  contraction  of  st^el  in  tem- 
pering. After  a  screw  tap  has  been  made  of  soft  steel,  it  is  quite  accurate, 
but  before  it  can  be  used  it  requires  hardening.  In  this  process  it  be- 
comes more  or  less  distorted,  so  that  with  all  possible  care  the  taps  of 
the  same  makers  are  not  absolutely  uniform.  This  was  tested  on  the 
Erie  Eailway.  A  dozen  taps  were  obtained  from  one  maker,  and  a  nut 
was  tapped  with  each.  They  were  then  interchanged,  and  it  was  found 
that  there  were  dififerences  enough  to  make  the  taps  run  loose  through 
some  nuts  and  tight  through  others.  This  might  be  overcome  by  grind- 
ing the  taps  after  hardening,  but  the  cost  would  be  jjrohibitory,  and 
would  be  rendered  nugatory  by  the  second  difficulty. 

This  difficulty  results  from  the  wear  of  the  tap  or  the  die  in  actual 
use.  They  may  be  absolutely  correct  when  put  in  the  machine,  but  with 
the  first  nut  or  bolt  they  begin  to  wear,  and  although  that  wear  is  min- 
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Titely  small  it  becomes  appreciable  in  time,  so  that  a  nut  cut  witli  an  old 
taja  will  hardly  go  on  a  bolt  cut  with  an  old  die,  and  so  tempt  the  work- 
man to  resort  to  over  sizes  and  bad  fits. 

Impressed  with  these  difficulties  inventors  have  devised  many  inge- 
nious contrivances  to  overcome  their  results. 

It  would  carry  us  much  too  far  to  review  the  large  family  of  ' '  nut 
locks,"  which  have  been  proposed,  experimented  on  and  discarded. 
Some  few  are  effective,  but  they  chiefly  apjjly  to  track  bolts,  and  are  be- 
yond the  scope  of  this  paper. 

It  is  preferred  to  call  attention  to  three  attempts  to  make  the  bolt  and 
nut  adjust  themselves  to  each  other,  so  as  to  produce  a  good  fit,  even  if 
differing  in  original  size. 

The  first  is  an  English  invention,  that  of  Mr.  Ibbotson.  It  consists 
in  boring  out  the  outer  end  of  the  nut,  and  filling  it  with  a  soft  metal, 
through  which  the  bolt  may  thread  its  way,  forcing  the  metal  into  a 
tight  fit. 

The  second  is  the  "grip  bolt"  of  the  Harvey  Manufacturing  Co.,  of 
which  a  cut  is  given  herewith.      In  this,  the  thread  of  the  bolt  is  under- 
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cut  at  an  acute  angle,  while  the  nut  is  cut  with  the  same  pitch  (or  number 
of  threads  per  inch)  but  with  perpendicular  surfaces  on  the  inner  edge  of 
the  threads.  The  effect  of  this  is  that  when  the  nut  is  screwed  on,  it 
"  upsets  "  the  ends  of  the  threads  on  the  bolt  and  presses  them  into  a 
close  fit,  and  thus  prevents  the  tendency  to  loosen. 

This,  however,  is  open  to  the  objection  that  it  introduces  a  new  style 
and  system  of  threads,  and  that  these  threads,  being  cut  to  thin  edges, 
are  apt  to  be  injured. 
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Mr.  Harvey  lias,  therefore,  been  led  to  invent  the  third  device,  in 
which  the  Sellers  system  of  screw-threads  is  retained  for  the  bolt,  but 
the  nut  is  so  shaped  as  to  plow  its  way  into  a  close  fit. 

This  is  effected  by  cutting  the  first  half  of  the  nut  to  correspond  with 
the  standard  thread  of  the  bolt  (making  an  easy  fit),  and  by  gradually 
changing  the  angle  of  the  remaining  threads  through  the  second  half  of 
the  nut,  as  shown  upon  the  drawing  herewith.*  Thus  the  threads  which 
are  at  an  angle  of  60  degrees  with  each  other  through  the  first  half  of  the 
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*  Harvey  Mfg.  Co.  Pat.  Spiral  Wedge  or  Self-fitting  Nut  (head  section).  A  to  B  is  straiglit 
line  across  the  tops  of  the  threads,  showing  that  the  nut  is  not  a  tapered  one. 

Threads  numbered  1  to  4  are  United  States  Standard,  having  an  angle  of  60=". 

From  Nos.  5  to  8  the  angle  of  the  thread  is  constantly  changing,  i.  e.,  it  is  growing  more 
and  more  acute. 

To  preserve  the  standard  number  of  threads  to  the  inch,  the  tops  of  the  threads  are 
thickened  as  the  threads  become  more  acute. 

These  more  acute  threads  are  also  deepened,  giving  room  for  the  expansion  of  the  bolt 
threads  (of  an  angle  of  60°)  when  this  nut,  with  threads  gradually  growing  more  and  more 
aciite,  is  "  wedged"  into,  or  plows  its  way  through  them. 
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nut,  become  at  an  angle  of  45  degrees  at  the  rear  end  of  the  same  nut, 
the  intervening  portion  being  "a  spiral  wedge,  which,  by  means  of  the 
starting  threads  upon  the  nut,  is  made  to  enter  the  grooves  of  the  bolt 
thread,  and  to  compress  and  displace  the  metal."  The  threads  upon  the 
rear  half  of  the  nut  being  gradually  deepened  to  make  room  for  the 
flowing  metal. 

The  effect  of  screwing  such  a  nut  on  a  bolt,  is  to  pinch  and  squeeze 
the  threads  of  the  bolt,  engaging  (at  a  different  angle)  those  in  the  rear 
half  of  the  nut,  to  cause  the  metal  to  flow,  and  to  force  the  bolt  and  nut 
to  adjust  themselves  to  each  other.  This  undoubtedly  secures  tight  fits, 
even  when  the  bolts  and  nuts  are  cut  to  appreciably  different  sizes. 

"Whether  this  system  will  produce  in  practical  use  the  excellent  results 
which  it  i^romises,  whether  the  straining  of  the  metal  beyond  the  limit  of 
elasticity,  to  cause  it  to  flow,  will  weaken  the  threads,  or  whether  the 
threads  will  be  so  distorted  when  the  nut  has  to  be  screwed  on  and  off  a 
number  of  times,  as  to  eventually  result  in  loose  fits,  experience  and  time 
must  tell. 

The  object  has  been  to  point  out  the  great  economy  and  advantages 
which  result  in  constructing  railway  rolling  stock  with  absolutely  inter- 
changeable i)arts ;  the  mechanical  difficulties  which  stand  in  the  way, 
and  the  devices  which  have  been  introduced  to  overcome  them.  It  is 
hoped  that  these  will  engage  the  attention  of  this  society,  and  that  its 
members  will  join  in  promoting  the  reform  of  past  inaccuracies. 
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THE    HUDSON    RIVER    TUNNEL 


By  WiiiiiiAM  SooY  Smith,  Member  A.  S.  C.  E. 
Read  at  the  Annual  Convention,  May  19,  1882. 


WITH  DISCUSSION 
By  William  H.  Paine,  Vice-President  A.  S.  C.  E. 


In  order  to  appreciate  fully  the  necessity  and  value  of  a  means  of 
crossing  the  Hudson  River  from  the  New  Jersey  side  to  New  York  City, 
which  shall  be  safe,  quick,  economical  and  uninterrupted,  it  is  necessary 
to  bear  in  mind  the  following  facts  and  considerations  : 

1st.  The  greatness  of  the  traffic  flowing  to  New  York  from  all  the 
country  west  and  south  of  it,  and  the  prospective  increase  of  this  traffic. 

2d.  With  but  one  exception,  the  railroads  leading  to  New  York  from 
the  West  and  South  terminate  on  the  west  bank  of  the  Hudson. 
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3d.  The  present  means  of  crossing  by  ferry  is,  in  comparison  witli 
uuobstrncted  passage  of  railroad  trains  under  or  over  the  river,  inconve- 
nient, slow,  expensive,  and  at  times  uncertain. 

A  bridge  across  the  river  is  not  to  be  thought  of  at  any  point  oppo- 
site the  island  on  which  the  city  stands,  and  if  one  were  built  farther  uj} 
the  river  it  would  be  j)ractically  inaccessible  to  all  but  one  of  the  rail- 
roads now  requiring  a  better  crossing. 

It  must  therefore  appear  that  tunnels  under  the  river  afiford  the  only 
available  means  of  providing  for  all  the  railroads  now  built  and  termi- 
nating on  the  New  Jersey  shore  opposite  New  York,  and  for  all  that  may 
hereafter  be  built,  a  suitable  passage  for  their  traffic  into  the  city. 

By  a  suitable  jaassage  is  here  meant  tunnels  of  ample  capacity,  so  well 
and  strongly  built  as  to  command  the  fullest  confidence  of  the  public, 
thoroughly  lighted  and  ventilated,  and  terminating  in  commodious  sta- 
tions, conveniently  located. 

The  Hudson  River,  at  the  point  at  which  the  tunnel  under  it  is  now 
in  course  of  construction,  is  one  mile  wide  from  bulkhead  wall  to  bulk- 
head wall. 

Throughout  a  distance  of  one  thousand  feet  from  the  New  Jersey 
shore  its  depth  is  about  ten  feet  at  mean  low  tide. 

The  water  deepens  from  this  point  by  a  quite  regular  slope  of  the 
bottom  through  a  distance  of  three  thousand  two  hundred  feet  to  the 
middle  of  the  channel,  which  is  sixty-two  feet  in  depth  at  mean  low  tide. 
This  depth  decreases  quite  rapidly  to  twenty-five  feet  at  the  pier-head  on 
the  New  York  side,  which  depth  is  carried  to  within  a  few  feet  of  the 
bulkhead  wall.  These  figures  are  not  exact,  but  they  are  sufficiently  so 
to  give  a  proper  understanding  of  the  tunnel  jilans,  and  they  cannot 
be  made  more  full  and  precise  without  going  into  unnecessary  detail. 

The  bottom  consists  of  silt  (which  will  be  more  accuratey  described 
hereafter)  throughout  the  entire  width  of  the  river.  Underlying  this 
silt  on  the  New  York  side  there  is  a  bed  of  coarse  sand  twenty  feet  in 
thickness,  and,  below  this,  a  stratum  of  coarse  gravel.  These  strata 
being  at  the  dejDth  of  the  tunnel  as  planned  and  partly  executed,  the 
work  on  this  side  has  to  be  partly  executed  in  them. 

From  a  point  six  hundred  feet  out  from  the  bulkhead  wall  on  the 
New  York  side  to  a  point  sixteen  hundred  feet  from  the  same,  the  silt  is 
underlaid  by  rock  in  place  at  a  depth  of  from  eighty  to  ninety  feet 
below  mean  low  water.     This  rock  is  covei*ed  with  silt,  the  least  thick- 
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ness  of  whicli  is  twenty-eight  feet.  Farther  west,  the  borings  made  at 
each  one  hundred  feet  have  not  penetrated  through  the  silt,  although 
they  have  been  made,  at  points  to  a  depth  considerably  over  one  hun- 
dred feet.  This  silt  is  the  material  carried  down  and  deposited  by  the 
river.  A  sample  was  taken  from  the  heading  when  it  was  400  feet  out 
from  the  New  Jersey  shore,  and  at  a,depth  of  sixty  feet  below  water  sur- 
face, and,  after  drying,  analyzed  by  Professor  Albert  Leeds,  of  the  Ste- 
vens Institute,  with  the  following  result : 

Per  cent. 

Combined  water 5 .  13 

Combined  silica 58 .  95 

Free  silica,  or  quartz 10 .  32 

Protoxide  of  manganese 10 .  95 

Alumina 15 .  14 

Protoxide  of  iron 3 .  28 

Sesquioxide  of  iron 1 .  38 

Lime , 2.88 

Magnesia 1 .  50 

Sodium  combined  as  chloride 0 .  23 

Chlorine  existing  in  the  form  of  chloride 0 .  38 

Siilphuric  acid Trace 

Titanic  acid Trace 

These  materials  make  up  a  stuff  which  is  very  finely  comminuted, 
and,  when  containing  one-third  water,  as  it  does  when  exposed  to  air 
pressure  in  the  headings  of  the  tunnel,  it  is  compact,  tenacious,  and 
about  of  the  consistency  of  putty  as  used  by  the  glaziers.  In  this  con- 
dition it  weighs  109  lbs.  per  cubic  foot.  It  is  almost  impervious  to  air 
and  water,  and  makes  an  excellent  puddling  material,  though  from  the 
quantity  of  sand  it  contains  it  yields  readily  to  a  current  of  water,  and 
behaves  under  its  action  much  like  quicksand.  It  shrinks  greatly  in 
drying,  and  where  it  has  been  exposed  for  a  length  of  time  to  air  pressure, 
the  water  is  slowly  pressed  back  through  and  out  of  it,  and  it  then  cracks 
and  falls  down.  Its  resistance  to  disi^lacement  at  a  depth  of  sixty  feet  below 
water  surface  (ten  feet  water  and  fifty  feet  silt)  was  found  by  experiment 
to  be  5  580  pounds  per  square  foot.  Under  the  river  and  through  the 
materials  described  the  Hudson  Eiver  Tunnel  has  been  planned  and  is  in 
course  of  construction.    The  tunnel  proper  extends  from  the  foot  of  Fif- 
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teenth  street,  Jersey  City,  to  the  foot  of  Morton  street,  New  York,  and  is 

5  400  feet  in  length  from  shaft  to  shaft.  The  bottom  of  the  tunnel  on  the 
New  Jersey  side  is  45  feet  below  mean  low  water  surface,  and  on  the  New 
York  side  it  is  65  feet  below  the  same.  It  descends  with  grades  of  from 
two  to  three  per  cent,  from  both  extremities  to  the  dee]3est  point  under 
the  channel,  where,  as  planned,  it  reaches  a  depth  of  109  feet,  which  it 
carries  through  a  level  section  500  feet  in  length. 

On  the  New  Jersey  side  the  work  was  commenced  by  sinking  a  brick 
shaft,  circular  in  form.  An  attempt  was  then  made  to  go  out  of  this 
shaft  with  a  single  tunnel  large  enough  to  accommodate  a  double-track 
railroad.  This  effort  failed.  It  was  then  determined  to  build  two 
single-tracked  tunnels  instead  of  one  for  a  double  track.  A  temporary 
entrance  was  cut  through  the  side  of  the  shaft,  and  work  commenced  on 
the  north  tunnel,  Avhich  was  carried  out  between  two  and  three  hundred 
feet.  An  effort  was  then  made  to  work  back  and  connect  the  tunnels 
permanently  with  the  shaft.  This  effort  also  failed.  A  caisson  was  then 
sunk  between  the  shaft  and  the  end  of  the  completed  portion  of  the 
north  tunnel.  Connection  was  then  made  between  the  caisson  and  the 
north  tunnel,  and  the  south  tunnel  was  started  out  of  the  same  caisson. 
Both  tunnels  were  afterward  pushed  forward  several  hundred  feet  before 
the  permanent  connection  was  made  between  the  caisson  and  shaft. 
This  was  done  in  November  and  December  last.  These  tunnels  are 
about  thirty  feet  apart.  They  are  nearly  circular  in  cross-section,  hav- 
ing a  vertical  diameter  of  18  feet,  and  horizontal  diameter  of  16  feet,  in 
the  clear.  They  are  each  surrounded  by  a  wrought-iron  shell,  conisting 
of  plates  i-ineh  thick,  united  by  inside  flanges  and  bolts.  Inside  of  this 
shell  there  is  a  brick  lining  in  all  the  tunnel  completed  to  about  the  1st 
of  last  April  two  feet  thick,  but  it  has  recently  been  increased  to  2  feet 

6  inches,  to  provide  for  the  greater  pressure  due  to  the  increased  depth 
reached.  The  south  tunnel  has  been  completed  on  the  New  Jersey  side 
to  a  distance  of  562  feet  from  the  west  side  of  the  shaft,  and  the  north 
tunnel  is  out  on  the  same  side  to  a  distance  of  about  1  000  feet  from  the 
same  point. 

During  the  construction  of  bulkheads,  and  making  connections  be- 
tween caisson  and  shaft,  and  re-installation  cf  plant  on  the  New  Jersey 
side,  the  rate  of  progress  was  53  feet  of  single  tunnel  finished  per  month 
for  eight  months,  through  a  great  deal  of  very  soft  material  that  had 
been  disturbed  by  the  construction  of  docks,  etc. 
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Since  that  time,  diiring  tlie  last  two  months,  the  rate,  in  much  better 
material,  has  been  about  90  feet  per  month,  and  it  is  confidently  expected 
that  this  rate  can  be  increased  to  100  feet  per  month. 

The  mode  of  construction  is  as  follows  (See  Plate  XXXI)  :  A 
wrought-iron  tube  called  a  pilot  5  feet  6  inches  in  diameter,  consisting 
of  plates  i-inch  thick  united  by  interior  flanges  and  bolts  is  first  carried 
forward  into  the  heading  with  its  axis  preferably  about  two  feet  above 
that  of  the  tunnel. 

This  is  done  by  excavating  a  cut  into  the  heading  wide  enough  for 
the  insertion  of  one  of  the  pilot  plates  and  deep  enough  to  enable  a 
workman  to  put  this  jDlate  in  position  at  the  top  where  it  is  held  by 
bracing  from  the  bottom  of  the  cut. 

Another  cut  is  then  made  on  one  side  of  the  first  one  and  a  second 
plate  of  the  pilot  is  put  in  place  and  bolted  to  the  first  pilot  plate.  A 
third  pilot  plate  is  put  in  place  in  the  same  manner  on  the  opposite  side 
of  the  first.  Cuts  are  successively  made  and  plates  put  in  position  on  each 
side  and  brought  down  in  the  right  curve  to  make  up  a  complete  section 
of  the  pilot  until  this  first  ring  or  section  is  complete.  Another  ring  is 
then  put  in,  in  advance  of  this  in  the  same  way,  and  united  by  bolts  to 
the  one  first  completed.  The  pilot  is  thus  advanced  ring  by  ring  until 
it  is  carried  from  20  to  30  feet  beyond  the  face  of  the  heading.  The 
plates  of  the  main  shell  of  the  tunnel  are  then  put  in  and  connected 
with  each  other  in  the  same  way  ;  each  plate  of  the  main  shell  being 
braced  from  the  pilot  by  radial  bracing.  When  the  excavation  has  been 
sufficiently  advanced  in  this  way,  a  10  feet  section  is  lined  with  the  brick 
work;  meantime  the  pilot  and  shell  are  carried  forward  without  interrup- 
tion. The  rear  end  of  the  pilot  is  braced  from  the  finished  brick-work 
and  the  front  end  is  so  far  advanced  into  the  material  of  the  heading 
that  it  becomes  fixed.  The  pilot  thus  serves  as  a  rigid  centre  from 
which  the  main  shell  can  be  conveniently  held  by  bracing,  and  it  serves 
as  a  bridge  from  which  the  unequal  pressures  occuring  along  its  length 
can  be  held  and  resisted.  In  soft  and  varying  material  it  is  of  manifest 
advantage.  Where  the  character  of  the  material  is  better,  the  pilot  is 
not  required  and  a  considerable  part  of  the  tunnel  has  been  built 
without  it  and  probably  more  rapidly  than  it  could  have  been  done 
with  it. 

The  use  of  compressed  air  as  an  indispensable  auxiliary  in  the 
construction  of  the  Hudson  tunnel  marks  an  era  in  tunnel  construction. 
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The  idea  of  so  using  it  is  by  no  means  new.  As  long  ago  as  1830,  an 
English  patent  was  issued  to  Sir  Thomas  Cochrane,  for  this  applica- 
tion of  compressed  air.  And  in  his  specification  filed  on  the  20th  of 
April,  1831,  he  fully  describes  the  entire  i^rocess  now  used  in  the  con- 
struction of  the  Hudson  River  Tunnel,  so  far  as  the  use  of  compressed 
air  is  concerned,  including  descriptions  of  the  air-locks  and  bulkheads 
employed.  Mr.  Chesbrough  and  other  American  Engineers  gave  much 
study  to  the  same  subject,  years  ago,  and  as  early  as  1870,  the  writer 
filed  a  caveat  in  the  United  States  Patent  Office  for  a  pneumatic  appar- 
atus for  tunneling.  A  small  tunnel  was  actually  constructed  by  the 
pneumatic  process  at  Antwerp  and  finished  about  three  years  ago. 

But  while  these  things  are  true  and  interesting  as  matters  of  history, 
it  is  altogether  likely  that  D.  C.  Haskin,  the  projector  of  the  Hudson 
Eiver  Tunnel  and  its  constructor,  thus  far,  knew  nothing  of  them,  and 
that  they  therefore  do  not  detract  from  the  credit  due  him  as  an  original 
inventor. 

The  manner  of  using  compressed  air  as  applied  in  the  construction 
of  the  work  under  consideration,  may  be  very  briefly  explained.  An  air- 
lock was  first  inserted  in  the  wall  of  the  shaft  projecting  through  it  and 
into  the  outside  material .  Compressed  air  was  forced  into  this  lock,  the 
door  in  its  advanced  end  was  opened  and  the  excavation  of  the  material 
commenced.  As  the  excavation  proceeded,  the  air  forced  in  aided  the 
plates  and  bracing  employed  to  hold  the  materials  in  position  and  to 
keep  the  water  out.  Without  pausing  to  describe  the  accidents  which, 
occurred,  we  may  simjily  say  that  the  excavation  has  been  carried  for- 
ward in  this  way  ever  since.  At  first  the  whole  space  inside  the  tunnels 
was  kept  filled  with  compressed  air.  When  they  were  built  out  so  far 
that  the  leakage  became  troublesome,  and  the  pressure  needed  to  keej) 
the  water  out  at  the  deepest  points  too  great  to  be  safely  applied  to  the 
roof  of  the  tunnels  in  their  highest  parts,  it  became  necessary  to  build 
air-tight  bulkheads  in  each  of  the  tunnels,  so  that  the  air-chambers  in 
the  two  were  independent  of  each  other,  and  of  the  portions  of  the  com- 
pleted tunnels  in  rear  of  the  bulkheads.  These  bulkheads  were  then 
built;  they  are  brick  walls  four  feet  thick  backed  by  solid  walls  of  tim- 
ber 12  inches  thick  and  strongly  braced  with  timber  braces  let  into  the 
brick  lining  of  the  tunnel.  There  are  two  air-locks  i^laced  in  each  bulk- 
head, each  of  which  will  contain  all  the  workmen  emj^loyed  at  any  one 
time  in  advance  of  it.     One  of  these  air-locks  is  designed  to  be  kept 


320 

open  toward  the  heading  at  all  times,  to  provide  a  place  of  refuge  for 
the  men  in  case  of  necessity. 

The  movement  of  the  materials  in  which  the  work  is  going  on,  is  so 
slow,  even  when  the  air  pressure  is  greatly  reduced  or  entirely  removed, 
that  the  men  have  ample  time  to  avail  themselves  of  the  means  pro- 
vided for  their  escape  to  the  rear  of  the  bulkheads  into  the  completed 
parts  of  the  tunnels.  All  chance  of  the  silt  or  water  entering  these  parts 
of  the  work,  is  prevented  by  the  bulkheads,  which  are  air-tight,  and  of 
course,  water-tight.  Recently  a  second  bulkhead  with  but  one  air-lock 
has  been  constructed  in  the  north  tunnel  on  the  New  Jersey  side,  280 
feet  in  advance  of  the  first  one. 

Besides  the  additional  safety  afforded  by  two  air-locks,  the  greater 
facility  they  afford  for  passing  men  and  materials  through  the  bulkheads 
— in  the  opinion  of  the  writer — more  than  compensates  for  the  addi- 
tional expense  involved. 

The  difference  in  density  of  the  outer  atmosphere  and  the  compressed 
air  at  the  heading  is  divided  by  the  present  arrangement  in  the  north 
tunnel  between  the  two  chambers,  one  between  the  two  bulkheads,  and 
the  other  in  advance  of  the  second  one  ;  so  that  the  workmen  in  going 
into  the  heading,  are  not  subjected  to  the  whole  change  at  once. 

It  is  claimed  that  this  will  reduce  the  injurious  effects  of  condensed 
air  at  high  tension,  but  this  remains  to  be  proven  by  the  results.  On 
the  New  York  side  a  caisson  has  been  sunk  to  the  required  depth  of 
55 1^0  feet  below  mean  low  water,  and  an  opening  cut  through  it,  and 
the  north  tunnel  commenced.  The  accompanying  Plates  XXXII  and 
XXXIII  will  show  many  of  the  details  of  this  work.  The  caisson 
was  sunk  through  made  earth,  piles,  sand,  gravel  and  boulders, 
with  rather  less  than  the  usual  hindrances,  though  it  had  to  be 
very  carefully  done  owing  to  the  proximity  of  the  bulkhead  wall 
on  one  side  and  a  12-feet  sewer  on  the  other,  and  but  fifteen  feet 
away.  The  materials  excavated  were  used  to  load  the  caisson  while 
sinking,  and  in  addition  to  this,  railroad  iron  and  bricks  were  jailed  ujaon 
its  deck  to  increase  the  load  to  the  necessary  amount,  2  100  net  tons,  in 
addition  to  the  weight  of  caisson  (400  tons),  to  overcome  friction  and  the 
upward  pressure  of  the  compressed  air  in  the  working  chamber.  When 
the  caisson  had  reached  the  requisite  depth,  an  invert  was  put  in  by  carry- 
ing iron  plates  from  the  sides  of  the  caisson  down  in  the  curve  desired 
for  the  invert ;  the  brick  work  was  then  laid  on  these  plates.     After  the 
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invert  was  completed,  and  fitted  -with  three  stand  pipes  connected  by  a 
main  trunk  from  which  water  could  be  pumped  in  large  quantity  if  ne- 
cessary by  means  of  centrifugal  pumps,  an  opening  was  cut  through  the 
side  of  the  caisson  and  the  north  tunnel  commenced.  Doubts  had  been 
entei'tained  by  tJie  writer  and  others  as  to  the  advisability  of  attempting 
to  use  the  same  process  on  the  New  York  side  which  had  been  so  suc- 
cessfully employed  on  the  New  Jersey  side.  The  materials  were  known 
to  be  very  ditferent,  and  it  was  by  no  means  certain  that  the  method 
could  be  made  to  succeed.  Not  that  it  was  deemed  impossible,  but  the 
difficulties  apiH'ehended  were  of  such  a  formidable  nature  that  attention 
was  directed  very  naturally  to  other  methods  which  seemed  more  prom- 
ising as  to  economical  and  practical  results.  It  was  feared  that  the  sand 
and  gravel  through  which  the  work  has  to  be  carried  might  not  hold  air 
sufficiently  to  keep  the  water  out.  To  this  it  was  replied  that  jjumps  could 
be  employed  to  take  care  of  whatever  water  might  enter  against  the 
resistance  offered  by  the  compressed  air.  At  all  events,  the  work  was 
commenced  to  test  the  matter  practically  before  changing  the  plan  of 
operations.  When  the  caisson  had  been  cut  through,  it  was  found  that 
the  disturbance  of  the  surrounding  materials  which  had  taken  place  during 
the  sinking  of  the  caisson,  had  caused  the  silt  to  come  down  from  above 
along  the  side  of  the  caisson,  where  it  formed  an  impervious  envelope 
which  aided  the  first  operations  essentially.  The  first  plates  of  the  main 
shell  of  the  tunnel  were  put  in  with  very  little  trouble.  Indeed  no  extra- 
ordinary difficulty  was  encountered  until  the  top  plates  had  been  carried 
out  ten  feet  from  the  caisson,  and  the  side  plates  several  feet  down  from 
the  top.  As  the  area  of  the  face  of  the  heading  increased,  the  leakage  of 
air  so  increased  that  an  attempt  was  made  to  cover  the  face  with  an  air- 
tight timber  bulkhead  smeared  with  silt.  This  having  failed,  resort  was 
had  to  iron  plates  for  this  bulkhead,  made  similar  to  the  folates  of  the 
shell,  only  plain  instead  of  curved,  and  much  smaller.  It  was  found 
that  the  area  of  sand  exposed,  through  which  the  air  escaped,  must  be 
kept  small,  not  to  exceed  12  feet  if  possible,  and  that  all  other  surfaces  of 
the  excvaation  must  be  made  air-tight  by  an  impervious  covering.  Great 
efforts  were  made  to  dry  the  material  by  pumping,  but  these  failed. 
Water  continued  to  come  in,  bringing  sand  with  it.  At  length  the  air 
escaped  through  the  sand  to  such  an  extent  that  the  pressure  left  was  not 
sufficient  to  keep  the  water  out,  and  it  flowed  in,  filling  the  excavation 
and  the  caisson,  bringing  in   a  large  quantity  of  sand  and  forcing  the 
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plates  of  the  shell  in  on  one  side  16  inches.  The  air  pressure  was  again, 
restored,  the  oj)ening  stopped,  and  the  work  of  putting  in  plates  resumed. 
By  proceeding  very  slowly,  and  exposing  a  very  small  surface  at  any 
time,  the  first  ten  feet  ring  of  plates  was  at  last  completed,  and  this  ring 
bricked  up.  The  bulkhead  has  since  been  opened  at  the  top  and  work 
commenced  on  the  second  ten  feet  ring.  It  is  hoped  that  as  the  work 
proceeds  further  from  the  caisson  the  materials  will  be  found  in  better 
condition,  so  that  the  work  can  be  prosecuted  more  rapidly  and  econom- 
ically. If  the  covering  of  silt  overlying  the  sand  and  gravel  becomes  con- 
tiuous  over  the  work,  offering  no  apertures  through  which  the  air  forced 
into  the  tunnel  can  escape,  or  if  the  sand  met  with  shall  contain  enough 
clay  to  make  it  hold  air  well,  the  extra  difficulties  will  be  much  dimin- 
ished, if  they  do  not  entirely  disappear,  but  thiis  far  they  exist  as  was  an- 
ticipated. The  writer  favors  the  construction  of  the  tunnel  from  the 
New  York  caisson  to  a  point  beyond  the  deep  water  channel,  by  means  of 
caissons  sunk  from  the  surface  after  a  system  fully  worked  out  by  him  in 
the  year  1876,  and  proposed  for  the  construction  of  a  tunnel  under  the 
Detroit  river,  at  the  City  of  Detroit ;  or  by  means  of  a  movable  caisson, 
by  means  of  which  section  after  section  of  the  tunnel  can  be  built  and 
connected.  If  the  tunnels  can  be  carried  out  beyond  the  bulkhead  wall 
by  the  present  method,  it  is  very  desirable  that  they  should  be,  as  the 
sinking  of  caissons  from  the  surface  through  this  wall  would  be  expensive, 
even  if  the  privilege  of  doing  so  could  be  obtained,  which  is,  perhaps, 
doubtful. 

In  view  of  the  magnitude  of  the  work,  its  very  great  value  when  done, 
and  the  novelty  of  the  processes  employed  in  its  construction,  there  is,  per- 
haps, no  more  important  or  interesting  engineering  work  now  in  progress 
than  the  Hudson  River  Tunnel.  The  projectors  of  the  work  have  com- 
pleted so  much  of  it  akeady  as  to  fully  demonstrate  the  practicability  of 
its  construction.  It  is  only  necessary,  1st,  that  the  plan  should  now  be 
fully  matured  after  careful  study  of  the  work  as  a  whole,  to  avoid 
difficulties  which  might  prove  very  exi^ensive  if  not  insurmountable; 
2d,  that  the  money  needed  shall  be  iJrovided  ;  and,  3d,  that  the  actual 
execution  of  the  work  shall  be  prudently,  economically  and  energetically 
directed  and  controlled. 

It  is  a  work  which  constantly  demands  the  exercise  of  the  very  best 
engineering  talent,  supplemented  by  courage  and  skill  on  the  part  of 
the  foremen  and  workmen,  and  by  the  good  judgment  and  drive  of  the 
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contractor  and  the  pecuniary  strength,  pluck  and  liberality  of  the  men 
who  furnish  the  money  required.  With  these  the  work  can  be  pushed 
along  steadily  to  completion  without  more  than  the  ordinary  risks  and 
contingencies  which  attend  all  great  subaqueous  undertakings.  It  is 
now  placed  fairly  in  the  list  of  legitimate  enterprises,  lifted  out  of  that 
of  projected  or  experimental  undertakings,  by  the  actual  execution  of  a 
considerable  portion  of  the  work.  And  it  will  be  so  considered  hence- 
forth by  civil  engineers  who  are  best  prepared  to  understand  it  as  a  work 
to  be  accomplished  ;  and  by  enlightened  and  farseeing  capitalists,  who 
will  appi'eciate  its  value  when  done.  It  is  also  time  that  the  City  of 
New  York  should  recognize  the  great  value  of  this  subterranean  channel 
for  its  business  with  the  western  and  southern  country  tributary  to  it, 
and  grant  every  privilege  and  facility  which  can  hasten  its  completion. 

It  will  be  far  more  valuable,  less  objectionable  and  probably  no  more 
costly  than  the  entrance  into  the  city  to  the  Grand  Central  Depot  on 
Fourth  avenue. 

It  has  progressed  so  far  already  as  to  justify  the  expectation  that  it 
will  move  on  to  completion  with  no  more  than  the  ordinary  hindrances 
and  delays,  and,  when  done,  prove  a  lasting  benefit  to  the  City  of  New 
York,  and  to  all  the  country  from  which  it  draws  its  great  and  increasing 
business. 

Discussion  by  Wm.  H.  Paine,  Vioe-Pkesident,  A.  S.  C.  E. 

Mr.  Chairman,—!  rise  to  correct  an  impression  that  is  abroad  to  the 
effect  that  whatever  of  success  has  attended  this  work  has  been  achieved 
by  going  contrary  to  the  advice  and  without  the  aid  of  engineers,  which 
is  not  a  fact. 

The  credit  for  the  accomplishment  of  that  portion  of  the  work  that 
has  been  successfully  done  is  largely  due  to  the  engineers  who  have  been 
connected  with  or  advised  in  regard  to  it. 

Great  credit  is  due  Mr.  Haskin.  The  idea  of  using  compressed  air 
was  original  with  him  and  the  faith  he  had  in  it  was  not  derived  from 
the  opinions  of  others. 

It  is  true  that  Lord  Corcoran  as  early  as  1830  proposed  using  com- 
pressed air  in  tunneling  and  devised  arrangements  embodying  the 
principal  features  of  Mr.  Haskin's  plan,  going  still  further  and  intro- 
ducing a  water  shaft,  such  as  was  used  in  the  East  River  Bridge  caissons. 

But  we  do  not  learn  that  Lord  Corcoran  ever  made  any  practical  use 
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of  his  ideas.  And  I  have  reason  to  know  that  Mr.  Haskin  had  never 
heard  of  Lord  Corcoran's  inventions  prior  to  making  his  own  plans. 

Great  credit  is  also  due  Mr.  Haskin  for  the  boldness,  persistence  and 
energy  displayed  in  this  great  work.  His  unbounded  faith  in  com- 
pressed air  has  caused  him  to  make  most  thorough  trial  of  it  and  has 
thereby  evolved  some  most  useful  and  practical  facts  both  in  the  direc- 
tion of  encouragement  and  warning. 

Engineers  have  rendered  most  valuable  service  by  indicating  means 
adequate  to  accomplish  desired  ends,  and  by  somewhat  modifying  the 
early  announced  policy  of  never  looking  ahead  for,  or  anticipating  diffi- 
culties, but  meeting  them  fully  before  grapi^ling  with  them. 

Had  still  greater  deijendence  been  placed  on  engineers  and  their 
advice  been  more  strictly  followed,  some  difficulties  might  have  been 
avoided  altogether  or  better  preparation  made  to  safely  and  successfully 
grapple  with  them. 

Mr.  F.  CoLLiNGWooD. — -Do  I  understand  the  gentleman  to  say  that 
this  plan  will  be  practical. 

Mr.  Wm.  H.  Paine. — I  have  not  endorsed  the  plans  that  are  now 
being  carried  out  and  that  is  the  reason  why  I  left  the  tunnel  a  long 
time  since. 
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PEESERYATIO]^   OF    TIMBER 


Preliminary  Keport  of  the  Committee  oti  the  Preservation  of  Timber, 
made  to  the  Society  at  the  Annual  Convention,  May  16th,  1882. 
The  Report  is  accompanied  by  a  paper  upon  the  Application  of 
Kyanizing  at  Fort  Ontario,  New  York,  by  Wilmam  P.  Judson, 
Member  Am.  Soc.  C.  E.,  and  by  letters  from  J.  B.  Francis,  Past 
President  Am.  Soc.  C.  E. ;  from  J.  W.  Hobart,  Gen.  Supt.  Central 
Vermont  R.R. ;  from  Hugh  Riddle,  President,  and  M.  Alexander, 
Road  Master,  Chicago,  Rock  Island  and  Pacific  R.  R. ;  from  J.  W. 
Putnam,  Assoc.  Member  Am.  Soc.  C.  E. ;  and  from  M.  G.  Howe,  , 
Member  Am.  Soc.  C  E. 


With  Discussion  of  the  Subject  by  Mendes  Cohen,  A.  Gottlieb,  T. 
Egleston,  J.  B.  Francis,  C.  Herschel,  Members  Am.  Soc.  C.  E., 
and  E.  R.  Andrews,  Assoc.  Member  Am.  Soc.  C.  E. 


PRELIMINARY    REPORT 

Of  the  Committee  on  "Preservation  of  Timber,"  made  to  the  Society 
at  the  Annual  Convention,  May  16th,  1882. 

Your  Committee  on  the  Preservation  of  Timber  is  enabled  to  report 
good  progress,  but  not  at  this  time  to  make  a  final  report. 
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It  lias  already  gathered  a  large  mass  of  information  concerning  past 
experience  (chiefly  failures)  iu  this  country,  but  it  finds  such  serious  dis- 
crepancies concerning  the  results  of  apparently  the  same  processes,  that 
it  requires  more  time  to  complement  the  data  that  have  been  gathered. 

The  unpleasant  revelations  of  the  last  census  (1880)  concerning  the 
proximate  extinction  of  many  of  the  forests  which  have  hitherto  been  so 
bountifully  productive,  make  it  apparent  that  the  time  cannot  be  far  dis- 
tant when  our  people  will  have  to  stop  the  waste  of  timber  which  has 
been  going  on,  and  resort,  for  many  purposes,  to  the  artificial  preserva- 
tion of  wood  against  decay. 

Several  such  methods  have  proved  successful  in  Europe,  and  are  there 
genertilly  used.  In  this  country  failure  has  been  the  rule,  even  where 
the  same  processes  were  nominally  adopted.  One  of  the  principal  prob- 
lems, therefore,  which  your  Committee  had  to  solve,  was  to  account  for 
this  divergency  of  experiende,  so  as  to  ascertain,  if  possible,  the  causes 
of  past  failures,  the  defects  of  the  various  processes,  and  the  conditions 
which  must  be  observed  to  ensure  success. 

In  order  to  base  its  report  upon  ascertained  facts,  your  Committee 
determined  to  gather,  as  fully  as  practicable,  the  results  of  past  experi- 
ence in  this  country  in  the  preservation  of  wood,  and  to  enter  into  com- 
munication with  all  those  persons  who  might  be  ascertained  to  possess 
information  on  the  subject. 

With  this  in  view  the  Committee  issued  the  following  circular  : 


American  Society  Civiii  Engineebs,  ) 

127  East  23d  Street,  V 

New  York,  January  23d,  1882.  ) 

"Sib, — Appreciating  that  the  rapid  destruction  of  timber  in  this  country 
gives  increasing  imijortance  to  its  artificial  preparation  against  decay, 
the  American  Society  of  Civil  Engineers  has  appointed  a  Committee  to 
report  upon  "  The  preservation  of  timber." 

It  is  said  that  while  success  has  been  accomplished  abroad,  failure  or 
partial  failure  has,  until  recently,  been  the  rule  in  the  United  States,  so 
that  consumers  of  timber  are  generally  distrustful  of  all  methods  for  pre- 
serving it. 

The  Committee,  therefore,  first  desires  to  obtain  information  concern- 
ing past  experience  (and  especially  concerning  failures)  in  this  country. 
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in  order  to  ascertain  whether  the  failure,  or  the  success,  was  due  to  the 
preserving  agent  selected,  to  the  quantity  injected,  or  to  the  method  of 
applying  it. 

It  issues  this  circular  to  find  out  where  this  information  can  be 
obtained. 

Will  you  be  kind  enough  to  answer  upon  the  enclosed  postal  card, 
the  following  questions  ? 

1st. — Do  you  know  about,  or  can  you  ascertain  the  result  of  past  ex- 
periments in  preserving  wood  in  this  country  ? 

Answer 

2d. — If  so,  where  and  when  were  they  made  ? 

p      Answer 


3d. — Kindly  give  us  the  name  and  address  of  persons  who  can  furnish 
further  information  on  this  subject. 


Answer . 


While  the  Committee  wishes  to  intrude  as  little  as  possible  upon  the 
time  of  busy  men,  even  on  a  subject  of  such  general  importance,  it  will 
gladly  receive  all  the  information  and  documents  you  may  choose  to  send 
in  this  connection. 

Please  address  all  communications  to  O.  Chanute,  Chairman,  Box 
839,  New  York  City. 

Please,  keep  this  Circular  and  Card  in  a  conspicuous  place  until  you  have 
answei'ed  it. 

With  this  was  enclosed  a  i>ostal  card,  addressed  to  the  chairman,  con- 
taining the  three  printed  questions  and  space  for  their  answer. 

About  1000  of  these  circulars  have,  up  to  the  present  time,  been  sent 
out,  addressed  to  civil  engineers,  railroad  superintendents,  timber 
dealers  and  chemists. 
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Thus  far  151  of  these  postal  cards  have  been  returned,  90  of  them 
containing  vahiable  information,  and  giving  the  addresses  of  other  parties 
■who  are  familiar  with  experiments. 

To  these  various  parties  160  letters  have  been  written,  representing 
correspondence  with  95  different  persons,  asking  for  the  particulars  of 
their  experience,  and  containing  upon  the  form  of  letter  sheet  used  the 
following  foot-note,  directing  attention  to  the  kind  of  information  par- 
ticularly wanted  ; 

"Note. — The  'Committee  on  the  Preservation  of  Timber,'  earnestly 
"  solicits  information  concerning  past  experience  in  the  impregnation 
"  and  preservation  of  timber  in  this  country,  more  particularly  that  con- 
"  cerning  failures. 

"  Parties  will  give  the  description  of  processes  and  results  in  their 
"  own  way,  but  they  are  requested  to  bear  the  following  points  in  mind, 
"  in  order  to  assist  the  Committee  in  reaching  general  conclusions  :  1st. 
"  Kinds  and  dimensions  of  timber  operated  on.  2d.  Its  condition,  green 
"  or  dry.  3d.  Its  preparation  for  injection,  ith.  Preserving  ingredient 
"  injected.  5th.  Its  quantity  per  cubic  foot,  or  per  tie.  6th.  Method 
"  of  injection.  7th.  Time  occupied.  8th.  Subsequent  use  and  exposure 
"  of  timber,  (bridges,  buildings,  track).  9th.  Kesults  as  to  duration. 
"10th.  Comparison  with  life  of  unprepared  timber.  11th.  Effect  on  the 
"  strength  and  hardness  of  the  prepared  timber.  12th.  Your  general 
"  conclusions." 

This  corresi^ondence,  together  with  some  30  pamphlets  which  have 
been  gathered  by  the  committee,  and  joersonal  interviews  with  whatever 
parties  were  accessible,  have  furnished  more  or  less  information  concern- 
ing 88  experiments,  representing  some  33  different  processes,  of  which 
the  following  is  a  list  : 

Experiments  in  America. 


Locality. 


Date. 


Ft.  Ontario,  Oswego,  N.  Y. . . .    1839 

Lowell  Canal  Co.,  Mass |  1848 

Syracuse  &  Utica  R.R ,  1849 

Fitohburg  R.R.,  Mass j  1853 

Phila.  &  Reading  R.R j  1855 

Northern  Central  R.R i  1838 

1 

Alexandria  Aqueduct 1840 


Peocess. 


Kyan . 


Material. 


Kyan. 


Timber. 

Ties. 

Flooring. 

Bridges. 

Ties. 

Superstructure. 
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Locality. 


Lowell  Cixnal  Co.,  Mass 

Vermont  Central  R.E 

ErieR.R 

C,  R.  I.  &1\  R.R 

Havre  de  Grace,  P,  W.  A:  B .  . 

Lehigh  &  Susquehanna 

Ft.  Point,  Cal 

Charlestown,  Mass 

Wabash  R.R 

Phila.  &  Reading 

Norfolk  Navy  Yard 

Flushing,  L.  I 

Cleveland  &  Pittsburgh 

Charleston,  S.  C 

Taunton,  Gt.  River,  Mass .... 

St.  Clair  Flats,  Mich 

C.  R.  L  A  P.  R.R 

Pittsburgh  City 

Staten  Island  Batterj- 

Ft.  Tompkins 

Battery  Hudson 

Staten  Island  Mortar  Battery . 

"  "       Battery  Hudson 

Mortar  Battery. 

Ft.  Moultrie,  S.  C 

Ft.  Sumter,  S.  C 

Ft.  Pulaski,  Ga 

Ft.  Moultrie,  S.  C 


Date. 


Process. 


1850    Burnett. 

1856 

1861 

1866 

1866 

1867  '      "        

1876  JThilmany  (old). 


1877 
1877 
1867 
1876 


1870 


1865 
1868 
1868 
1872 


(old) 


Burnett 

Thilmany  (new) . 

Burnett 

Thilmany  (old).. 


Creosote 

Seely Timber. 

Creosote iTies. 

Seely Paving. 


Material. 

Timber. 

Ties. 

Bridges,  &c. 

Ties. 

Bridge. 

Ties. 

Piles. 

Timber. 

Ties. 

Piles. 

Stringers. 

Ties. 

Piles. 


1871        "     Gun  Platforms. 


1873    Bethell " 
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Locality. 


Date. 


Ft.  Sumter,  S.  C 

N.  Clifif  Battery,  N.  Y 

Ft.  Pulaski,  Ga 

Ft.  Jackson,  Ga 

Ft.  Jefferson,  Dry  Tortugas . 
Callowhill,  St.  Br.,  Pliila. . . . 
G.  C.  &  St.  F.  R.K.,  Texas.. 

Galveston  City,  Texas 

Bound  Brook,  N.  J 

Central  R.R  of  New  Jersey . . 
M.  &  N.  0.  R.R.,  Chef  Menteur 

Hoboken,  N.  J 

Delaware  Bay 

Boston,  Mass 

Hoboken 

New  Orleans  Gas  Co 

Houston  &  Texas  R.R 

Phila.  &  Beading  E..K 

East  River  Bridge 

Cleveland  City 

Ft.  Point,  Cal 

C,  B.  &  Q.  R.  R..  N.  Bost.  Br. 

Phila.  &  Reading  R.R 

Bangor,  Maine 

Phila.  &  Columbia  R.R 

Belvedere  R.R 

Blackstone  Br.,  N.  Y.  &  N.  E. 

Flushing,  L.  I 

Union  Pacific 


1873 


18— 
1875 

I  c 

1876 


Process. 


Bethell. 


Creosote . 


1878 


;Bethell. . 

i 
Creosote. 

Hay  ford . 


I 


1880 


Creosote . 


18- 


1873 
1870 
1868 
1854 
1872 
1840 
1850 
1854 


1872 


Hayford .  . . . 

Bethell 

Carbolizing. 
Bobbins.  .  . 
Coal  Tar. . . . 


Lime  and  Salt. 
Salt 


Matebial. 


Gun  Platforms. 


Flooring 

Piles. 

Paving. 

Ties. 


■'    Piles,  &o. 
Piles. 

Fence  Posts. 

Piles. 

Ties  and  Piles. 

Ties. 

Caisson. 

Paving. 

Piles. 

Ties. 

Timber,  <S:c. 

Stringers. 
(( 

Bridge. 

Ties. 
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Locality. 


Union  Pacific 

ErieK.K  

C.  B.  &Q.E.E.,  Aurora. 

Pensacola,  Fla 

Indiana , 

Eastern  R.R 

Washington 


Cleveland,  O. 


Boston,  Columbus  Ave. 
Chili 


Date. 


Process. 


1868 


1858  i  Boring  out  centre. 


1870  I 

1874    Thilmany(old). 
iCharrins 


1846  rKvanizinc:. 


Matekial. 

Bridge. 

Bridges. 

Piles. 

Fence  Posts. 
Ties,  Sec. 


1872  1  Waterburv Paving  Blocks. 


Thomas 

Detwiler  &  Van  Guilder 

Wirt  &  Hurdle 

Keystone  Paving  Co . . . 

Vulcanizing 

Samuels 

Tait 

Taylor's 

Thompson  &  Co 

A.  B.  Tripler   

Foremanizing 

Beei'izing 

U.  S.  Antiseptic  Co ... . 
1873    Creosote Paving. 

Thilmany 

1869    Creosote  (Paul) 

1858    Boucherie Ties. 


The  information  concerning  these  various  experiments  is,  however, 
quite  fragmentary  and  incomplete.  Many  of  the  statements  contradict 
each  other,  and  before  sound  conclusions  can  be  drawn,  more  data  must 
be  obtained,  and  the  evidence  will  have  to  be  carefully  sifted. 

The  Committee,  therefore,  desires  more  time,  in  order  to  conduct  the 
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inquiry  with  that  care  which  its  importance  demands  ;  and  to  investigate 
the  matter  thoroughly  before  forming  any  conclusions.     This  it  hopes  to 
•  do  during  the  coming  year,  and  to  report  either  at  the  annual  meeting  or 
the  next  annual  convention. 

The  Committee  earnestly  solicits  the  aid  of  all  members  of  the  Society, 
as  well  as  that  of  any  person  possessing  information  on  the  subject.  It 
will  be  particularly  grateful  for  old  pamphlets  and  reports  on  wood 
preservation,  and  will  give  due  credit  to  those  who  may  furnish  infor- 
mation. 

Meanwhile,  in  order,  to  give  the  Society  an  idea  of  the  kind  of  infor- 
mation which  it  is  possible  to  obtain,  the  Committee  begs  to  submit  the 
following  contributions  which  it  has  received,  concerning  three  of  the 
more  successful  processes  now  used  for  the  preservation  of  timber  : 

1st.  A  valuable  paj^er  by  Mr.  W.  P.  Judson,  United  States  Assistant 
Engineer,  Member  of  the  Society,  upon  the  application  of  Ivyanizing  at 
Fort  Ontario,  New  York. 

2d.  A  letter  from  Mr.  J,  B.  Francis,  Past  President  of  the  Society, 
giving  an  account  of  his  experience  in  Kyanizing, 

3d.  A  letter  from  Mr.  J.  W.  Hobart,  General  Superintendent  of  the 
Central  Vermont  Railroad,  stating  the  experience  of  that  road  in  Bur- 
nettizing. 

4th.  A  letter  from  Mr.  Hugh  Riddle,  President  of  the  Chicago,  Rock 
Island  and  Pacific  Railroad,  enclosing  a  rejoort  from  Mr.  M.  Alexander, 
Roadmaster,  concerning  experiments  on  that  line  in  Burnettizing  and 
creosoting. 

5th.  A  rejjort  from  Mr.  J.  W.  Putnam,  member  of  this  Committee,  on 
creosoting  on  the  Mobile  and  New  Orleans  Railroad. 

6th.  A  letter  from  Mr.  M.  G.  Howe,  Member  of  the  Society,  concern- 
ing creosoting  on  the  Houston  and  Texas  Central  Railway. 
Respectfully  stxbmitted, 

O.  Chantjte,  Chairman,  New  York, 

B.  M.  Hakkod,  New  Orleans, 
G.  BouscAKEN,  Cincinnati, 
E.  R.  Andrews,  New  York, 
E.  W.  BowDiTCH,  Boston, 
Col.  G.  H.  Mendell,  San  Francisco, 

C.  Shaler  Smith,  St.  Louis, 
J.W.  Putnam,  New  Orleans, 


Committee. 
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PAPERS  ACCOMPANYING  THE  REPORT 


OF   THE 


COMMITTEE  ON  THE   PRESERVATION  OF  TIMBER. 


Letter  from  J.  B,  Francis,  Past  President,  Am.  Soc.  C.  E.  : 

O.  Chanute,  Esq., 

Chairman  of  the  Gommitlee  of  the  Am.  Soc'y  of  Civil  Eagrs. 
on  the  Preservation  of  Timber. 

Dear  Sir, — In  reply  to  your  circular  of  January  '23d,  last,  I  have  to 
say  :  That  the  process  for  the  preservation  of  timber  from  rapid  decay, 
called  Kyanizing,  has  been  carried  on  here,  under  my  direction,  since 
1818.  As  conducted  here,  it  is  simply  the  immersion  of  the  timber  for  a 
period  of  time,  depending  on  its  thickness,  in  a  solution  of  corrosive 
sublimate,  namely,  one  pound  of  corrosive  sublimate  in  one  hundred 
pounds  of  water  ;  for  boards  one  inch  in  thickness,  two  days  immersion 
is  allowed,  and  an  additional  day  for  each  additional  inch  in  the  least 
thickness. 

John  Howard  Kyan's  patent  was  taken  out  in  England,  March  31, 
1832,  and  it  was  also  patented  in  the  United  States.  The  effect  of  cor- 
rosive sublimate  in  i^reventing  putrefaction  had  long  been  known,  and 
its  application  to   prevent  the  decay  of  timber  was  favorably  received. 

Professor  Faraday  delivered  a  lecture  tipon  it  before  the  Royal  Insti- 
tution, and  it  was  extensively  used  by  Brunei  and  others,  and  a  company 
called  the  Anti  Dry  Rot  Company  established  works  where  timber,  can- 
vas and  cordage  were  Kyanized.  In  the  United  States  it  was  used  by 
several  Railroad  Go's.  At  Lowell,  the  need  of  some  means  of  pre- 
venting the  rapid  decay  of  timber  was  strongly  felt,  it  being  extensively 
used  in  bridges  over  the  canals  and  about  the  factories  in  situations 
favorable  to  decay,  and  leading  to  much  expense  and  inconvenience,  from 
its  frequent  renewal. 

In  England,  Kyanizing  appears  to  have  been  entirely  superseded  by  the 
process  patented  by  John  Bethell,  July  11,  1838,  commonly  called  creosot- 
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ing,  which  consists  in  saturating  the  timber  with  an  oil  obtained  by  dis- 
tillation from  coal  tar  ;  this  oil  contains  a  proportion  of  creosote,  which 

« 
is  a  powerful  antiseptic,  and  is  supposed  to  be  the  active  ingredient  in 

preventing  decay. 

Kyaniziug,  lirst  used  herein  18J:8,  was  continued  about  two  years,  when 
Burnettizing  was  substituted,  being  a  cheaper,  more  expeditious,  and 
said  to  be  an  equally  efiective  process.  This  was  patented  in  England 
by  Sir  William  Burnett,  July  26,  1838,  and  is  similar  to  Kyanizing,  ex- 
cept that  the  antiseptic  is  chloride  of  zinc,  instead  of  corrosive  subli- 
mate. 

Burnettizing  was  continued  here  until  about  1862,  when  it  had  be- 
come apparent  that  it  was  less  effective  than  Kyanizing,  and  we  returned 
to  that  process,  which  is  still  continued. 

In  1862,  I  obtained  sisecimens  of  various  kinds  of  timber  in  common 
use  in  this  neighborhood ;  each  specimen  was  originally  about  fifteen 
feet  long  and  nine  inches  square  ;  it  was  cut  into  two  equal  lengths,  and 
one  part  Kyauized  and  the  other  part  retained  in  its  natural  state.  In 
April,  1863,  they  were  all  set  out  in  the  ground  as  posts,  the  j^repared 
and  unprepared  specimens  side  by  side,  where  they  have  remained  until 
now.  If  thought  desirable,  I  can  have  them  taken  up  and  examined, 
and  a  statement  prepared  of  the  condition  of  each.  I  observe  that  one 
of  your  Committee  is  Mr.  E.  W.  Bowditch,  of  Boston.  I  should  be 
happy  to  show  him,  or  any  other  member  of  the  Committee,  the  speci- 
mens, and  give  him  all  the  information  in  my  power  on  the  subject. 

Perhaps,  all  I  need  say  now  is,  that  although  Kyanizing  does  not 
completely  prevent  the  decay  of  wood  in  exposed  situations,  our  expe- 
rience of  more  than  thirty  years,  has  satisfied  us,  that  the  benefits  de- 
rived from  it  far  exceed  the  cost  of  the  process. 

I  send  you  by  this  mail  a  i3amphlet  relating  to  Burnettizing,  jarinted 
while  we  had  full  confidence  in  it,  and  I  shall  be  happy  to  furnish,  either 
personally  or  by  letter,  any  further  information  in  my  power,  relating  to 
either  of  the  processes. 

Very  truly  yours, 

JAMES  B.  FRANCIS. 
Lowell,  Mass., 

March  18,  1882. 
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Letter  from  J.  W.   Hobart,  Esq.,   Gen.   Supt.   Central  Vermont 

Rah/Road. 

St.  Albans,  Vt.,         [ 
April  28th,  1882.  f 
O.  Chanute,  Esq., 

127  East  23d  Street,  New  York,  N.  Y.  : 

Dear  Sir,— In  reply  to  your  favor  of  the  25th  instant,  I  would  say  : 
That  in  1856,  this  road  erected  works  for  the  purpose  of  extracting  sap 
from  wood  and  of  infusing  chemicals  for  the  purpose  of  preservation. 
It  was  in  use  some  four  years,  but  it  was  so  much  work  to  get  through 
with  such  large  quantities  of  timber  as  are  used  upon  a  railroad,  that  it 
was  thought  best  to  abandon  the  work  ;  therefore,  the  boiler  and  fixtures 
were  removed  and  sold,  and  nothing  more  was  thought  of  the  "  Bur- 
nettizing"  process  until  some  three  years  since,  when  an  old  side  track 
was  removed,  which  had  not  been  in  use  for  several  years,  and  which 
was  nearly  covered  with  earth  and  grass,  still  the  hemlock  ties  were  then 
found  to  be  nearly  sound,  having  laid  there  for  nearly  25  years.  I  did 
not  keep  watch  of  other  prepared  timber  put  in  at  that  early  time,  and 
as  repairs  are  constantly  going  on  upon  a  railroad,  I  am  unable  to  say 
whether  there  are  any  other  similar  cases  upon  our  line  or  not,  but  there 
is  no  doubt  that  the  preservation  of  these  ties  was  due  to  the  process 
above  named. 

The  reasons  for  abandoning  the  Burnettizing  works  upon  this  road 
would  seem  to  be,  that  the  officers  in  charge  at  that  time  lost  faith  in 
the  theory,  and  as  it  was  an  experiment,  they  did  not  learn  of  its  value 
until  recently  discovered  in  the  manner  referred  to.  There  is  no  ques- 
tion, in  my  opinion,  regarding  the  value  of  the  jsrocess. 

Yours  very  truly, 

J.  W.  HOBART, 

Genl.  Supt. 


Letter  from  Hugh  Riddle,  Esq.,  President  Chicago,  Rock  Island 

AND  Pacific  Railway. 

Office  of  the  President.  ) 
Chicago,  March  24,  1882.    \ 
O.  Chanute,  Esq., 

Chairman,  &c. : 

Dear  Sir, — In  reference  to  the  experiments  made  by  this  company  in 

treating  ties  and  timber  with  preservatives,  I  enclose  copy  of  a  letter 
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from  Mr.  M.  Alexander,  in  reply  to  inquiries  made  by  me,  that  gives 
his  experience  and  views  as  to  ties  treated  by  two  different  processes.  I 
will  add  that  Mr.  Alexander  lias  been  connected  with  this  road,  as  road- 
master  and  engineer,  for  25  years  or  more,  and  his  statements  may  be 
taken  as  coming  from  one  who  knows  of  what  he  speaks.  I  will  add 
further  that  we  have  a  Howe  truss  bridge  of  8  spans  of  150  feet  each, 
erected  in  the  fall  of  1860  (the  timbers  of  which  were  Burnettized)  that 
is  still  in  use  and  in  fair  condition  ;  but  we  intend  to  rebuild  this  season. 

Yours  truly, 

HUGH  RIDDLE. 


Repokt  of  M.  Alexandeb,  Esq.,  Eoadmaster  and  Engineer  Chicago, 

Rock  Island  and  Pacipic  E'y. 

Blue  Island,  III,  March  23,  1882. 
H.  Riddle,  Esq., 

PresH  G.,R.  I.  &  P.  Ry: 

Dear  Sir, — In  reply  to  your  letter  of  March  15,  asking  for  dates,  &c., 
regarding  ties  that  hare  been  subjected  to  diflferent  kinds  of  treatment 
and  laid  in  track  on  the  C,  R.  I.  &  P.  R'y,  I  can  only  give  you  the 
results  of  two  lots  of  ties  that  have  been  treated,  one  of  which  are  Bur- 
nettized and  the  other  creosoted. 

November,  18G6,  we  laid  in  main  track  just  west  of  Englewood  about 
2  000  soft-wood  ties,  consisting  of  pine,  tamarack  and  cedar,  but  the 
greater  proportion  of  them  were  hemlock.  These  ties  were  all  treated  to 
a  solution  of  chloride  of  zinc,  and  have  sustained  a  very  heavy  traffic. 
They  are  laid  in  a  fine  gravel  ballast,  and  have  received  j  ust  the  same 
attention  that  ties  have  on  other  jsarts  of  the  road. 

I  made  a  careful  examination  of  these  treated  hemlock  ties  last  sum- 
mer, and  found  at  least  75  per  cent,  of  them  still  in  the  track,  and,  in 
my  oi:)inion,  in  such  a  state  of  preservation  that  they  will  be  service- 
able for  two  or  three  years  longer.  Some  five  or  six  of  these  ties  were 
taken  out  of  track  and  found  to  be  sound  and  solid  in  the  centre,  and 
only  decayed  to  the  depth  of  Mo  I  of  an  inch  on  the  surface  and  sides. 
The  rail  has  not  worn  into  these  hemlock  ties  to  any  greater  extent  than 
would  have  occurred  with  oak,  and  they  hold  a  sjjike  fully  as  well  as  the 
oak  tie.     The  pine  and  cedar  ties  that  were  Burnettized  at  the  same  time 
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have  worn  out  in  the  15  years'  service,  and  have  disappeared.     The 
tamarack  have  hekl  out  about  the  same  as  the  hemlock. 

My  experience  is  that  untreated  hemlock  ties  decav  first  in  the 
centre,  or  heart,  when  the  spike  becomes  loose,  and  the  tie  crumbles  ; 
but  these  treated  ties  are  sound  in  the  centre,  which  shows  that  where 
the  chloride  of  zinc  is  not  washed  out  the  wood  is  in  a  perfect  state  of 
preservation. 

In  1872  we  laid  in  second  track,  east  of  Washington  Heights,  about 
5  000  hemlock  ties  that  were  subjected  to  the  creosoting  j^rocess.  These 
ties  I  do  not  believe,  were  thoroughly  treated  ;  they  seem  to  be  tolerably 
sound  at  the  bottom,  but  are  badly  decayed  on  the  surface,  and  the  rail 
wears  into  them  to  a  much  greater  extent  than  it  does  into  those  that 
were  treated  with  chloride  of  zinc.  There  is  probably  not  more  than 
from  30  to  50  i^er  cent,  of  these  creosoted  ties  now  in  track,  and  these 
will  no  doubt  all  be  taken  out  this  season. 

I  find  that  the  natural  life  of  a  hemlock  tie,  laid  in  sand  or  gravel 
ballast,  does  not  exceed  five  years  ;  but  if  thoroughly  treated  with  chlo- 
ride of  zinc,  I  believe  they  will  last  at  least  fifteen  years.  The  creosoting 
process,  if  thoroughly  done,  will  no  doubt  double  the  service  of  soft 
wood  ties. 

For  any  further  information  I  would  refer  you  to  M.  Lassig,  who  was 
in  the  employ  of  L.  B.  Boomer  in  1866  and  18G7,  and  who  had  charge  of 
his  Burnettiziug  works  at  that  time,  and  subjected  large  quantities  of 
bridge-timber  to  treatment. 

Respectfully  yours, 

(Signed)  M.  ALEXANDER. 


Letter  from  J.  "W.  Putnam,  Assoc.  Member  Am.  See.  C.  E. 

New  Orleans,  La.,  April  5,  1882. 
O.  Chantjte,  Esq., 

Chairman  Committee  on  Preservation  of  Timber : 

Dear  Sir, — I  have  had  a  longer  and  more  continuous  observation  of 
the  deportment  of  timber  on  the  New  Orleans  and  Mobile  Railroad  than 
upon  any  other  road ;  and  my  experience  and  observations  and  the  in- 
formation gathered  from  the  bridgemen  on  other  roads  confirms  the 
results  on  this  road. 
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An  outline  liistory  of  the  use  of  timber  on  the  New  Orleans  and  Mo- 
bile Kaih'oad  will  therefore  ajjply  to  most  roads  in  the  south  which  have 
used  the  same  kinds  of  timber.  There  is,  however,  no  record  of  the 
time  when  renewals  became  necessary  or  to  what  extent  they  were  made 
or  the  kind  of  timber  used  in  each  year  upon  any  qi  the  structures. 

I  think  such  records  are  kept  by  some  roads,  and  where  they  have 
been  continued  for  a  sufficient  term  of  years  they  Avould  afford  valuable 
data  for  determining  the  relative  value  of  different  kinds  of  unpreserved 
woods. 

A  large  amount  of  long-leafed  yellow  pine  and  quite  a  quantity  of 
cypress  was  used  in  the  construction  of  the  road  in  the  years  1869-70 . 
In  the  year  1874,  extensive  renewals  were  required.  In  1875-76,  still 
more  extensive  renewals  were  demanded. 

About  the  first  of  March,  1876,  the  rebuilding  of  the  structures  with 
creosoted  timber  was  commenced  and  carried  forward  as  rapidly  as  prac- 
ticable. As  it  had  been  j^reviously  determined  to  rebuild  entirely  with 
creosoted  timber,  only  such  renewals  were  made  after  1875  as  were  re- 
quired for  the  safety  of  trains. 

The  decay  was  so  rapid,  especially  with  the  horizontal  timber,  that  in 
the  last  bridges  rebuilt  in  1879,  probably  not  more  than  five  per  cent,  of 
the  original  pine  stringers  and  caps  remained.  But  some  of  these  were 
sound  and  would  probably  have  lasted  two  or  three  years  longer.  Some 
of  the  timber  which  had  been  put  in  to  replace  that  which  first  decayed 
had  become  so  rotten  as  to  require  renewal. 

The  cypress  was  much  better  than  the  yellow  pine,  and  estimating 
from  recollection  I  think  that  not  more  than  twenty-five  per  cent,  of  the 
cypress  had  been  removed  on  account  of  decay.  Black  cypress  is  much 
the  most  compact,  heavy  and  durable  of  any  kind  that  I  have  used. 
The  red  comes  next,  while  the  white  cj press  is  but  little  better  than  good 
yellow  pine.  For  cross-ties  it  is  not  as  good  except  in  straight  track, 
being  too  soft  to  hold  the  spikes  and  rails. 

I  think  through  the  Southern  States,  where  there  is  a  long,  warm 
season  favorable  to  fermentation  and  decay,  yellow  pine  may  be  expected 
to  last  from  four  to  ten  years,  and  red  and  black  cypress  from  ten  to 
twenty  for  ordinary  trestle  bridge  work  where  kept  up  free  from  the 
ground.  There  is  little  timber  other  than  pine  and  cypress  suitable  for 
bridge  work  in  this  section  of  country. 

The  bridge  over  Chef  Menteur  was  the  first  to  be  rebuilt  of  creosoted 
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timber,  and  this  was  done  during  the  months  of  March,  April  and  May, 
1876.  It  is  an  iron  truss  with  spans  of  110  feet  resting  upon  pile  piers, 
each  pile  capped  with  a  cast-iron  socket,  and  the  whole  surmounted 
by  a  wrought  girder  pier-head  upon  which  the  truss  rests. 

The  stringers,  cross-ties  and  guard-rails  are  of  wood. 

All  the  wood-work  of  the  bridge,  including  j^iles,  w-as  as  thoroughly 
creosoted  as  practicable,  having  an  average  of  nearly  two  gallons  of 
creosote  oil  per  cubic  foot. 

The  bridges  over  the  mouths  of  Pascagoula  River  were  next  built  in 
the  months  of  May,  June  and  July  upon  the  same  plan. 

During  the  summer  of  1876,  several  small  structures,  culverts  and 
water-ways  were  built  entirely  of  creosoted  timber  and  also  a  sheet  piling 
revetment  along  the  sides  of  the  embankment  across  Lake  Catharine, 
which  is  nearly  a  half  mile  long. 

This  revetment  was  built  of  creosoted  inch  plank,  driven  double,  so 
as  to  break  joints,  and  bearing  against  a  wale  plank  or  stringer,  sup- 
ported by  piles  on  the  outside. 

During  the  following  winter  the  bridge  across  the  Great  Rigolets, 
nearly  three-fourths  of  a  mile  long,  was  built.  The  piles  in  these 
structures  are  subject  to  attacks  of  the  teredo  navalis,  especially  those 
at  the  crossing  of  the  Pascagoula  River,  where  piles  a  foot  and  a  half  in 
diameter  have  been  cut  off  by  the  teredo  in  a  single  year.  The  piles 
and  timber  are  now  perfectly  sound,  not  a  piece — as  far  as  I  can  learn — 
having  shown  any  indication  of  decay.  Had  the  timber  been  put  in  un- 
creosoted,  there  is  no  doubt  that  a  considerable  part  would  have  had  to 
be  renewed  before  this  time.  How  long  before  decay  will  commence  or 
how  fast  it  will  progress,  remains  to  be  seen. 

During  the  summer  of  1877  no  creosoting  was  done,  but  during  the 
fall  and  winter  following  a  great  number  of  water-ways  and  trestles  and 
the  bridge  over  Pearl  River  were  built. 

Another  suspension  of  creosoting  occurred  during  the  yellow  fever 
epidemic  of  1878.  The  work  of  construction  was  carried  on  during  the 
winter  following,  and  finished  during  the  summer  of  1879,  by  the  re- 
building of  the  bridge  across  Bay  Biloxi,  one  and  one-fourth  miles  long, 
and  across  Bay  St.  Louis,  two  miles  long. 

Since  then  no  organization  for  bridge  work  has  been  necessary  on  the 
road. 

The  sandy  country  through  which  the  road  runs  makes  absolutely 
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tight  culverts  or  water-ways  necessary.  These  have  been  built  of  creo- 
soted  timber  and  placed  in  the  bank  so  as  to  allow  a  covering  of  earth  of 
from  one  to  twenty  feet  deep.  This  gives  an  unbroken  earth-bearing  for 
the  cross  ties,  and  avoids  the  jump  or  bouncing  motion  so  often  felt  in 
passing  oiien  culverts. 

Since  then  a  wharf  has  been  built  at  Ship  Island,  a  foundation  jjut 
under  the  lighthouse  at  Horn  Island,  and  several  pieces  of  work  put  in 
on  the  Mobile  and  Montgomery  Railroad. 

Wharves  have  been  and  are  being  built  extensively  in  the  Bay  of 
Pensacola,  and  railroad  bridges  on  the  Pensacola  and  Atlantic  Railroad. 
Several  thousand  creosoted  piles  have  been  and  will  be  in  the  waters 
of  this  bay,  where  the  teredo  is  very  destructive  to  timber. 

Several  piles  have  been  taken  out  after  one  or  two  years,  in  making 
changes  in  wharves,  but  have  been  found  free  from  the  effects  of  the 
teredo  navalis. 

There  is  a  i^iece  of  creosoted  block-paving  in  the  yard  of  the  New  Or- 
leans Gaslight  Company  which  has  been  in  use  for  nine  years.  The 
blocks  are  perfectly  sound  and  scarcely  show  any  wear,  though  subjected 
to  the  abrasion  of  all  their  heavy  hauling,  carts  being  used  for  con- 
veying coke  and  gas-lime,  which  carry  from  three  to  four  thousand 
pounds. 

About  ten  years  ago  —I  do  not  know  the  exact  date — a  lot  of  soft,  sap 
pine  cross-ties  were  creosoted  and  laid  on  the  Galveston  and  Houston 
Railroad.  They  are  reported  perfectly  sound,  though  such  timber,  when 
uncreosoted,  is  of  no  comparative  value  for  such  work. 

There  was  also  a  piece  of  paving  laid  in  a  livery  stable  in  Galveston 
about  the  same  time,  which  is  yet  sound. 

A  large  number  of  piles  were  creosoted  in  1875  for  a  bridge  from 
Galveston  island  to  the  mainland,  but  as  very  little  oil  was  used  in  them, 
the  greater  part  were  soon  cut  down  by  the  marine  animals. 

The  Houston  and  Texas  Central  Railroad  are  laying  a  great  number 
of  sap  pine  cross-ties,  creosoted,  and  with,  what  aj)pear  to  them  to  be, 
very  satisfactory  results,  though  they  have  not  been  laid  long  enough  to 
determine  their  entire  durability. 

I  have  several  i^ieces  of  destructible  timber — gum,  white  birch,  beech, 
willow  and  elm — which  were  creosoted  in  the  summer  of  1876,  and  have 
been  lying  in  the  yard,  exposed  to  sun  and  rain.  They  are  as  sound  as 
when  cut. 
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My  observations  have  convinced  me  that  creosoting  is  vahtable  in 
proportion  to  the  amount  of  oil  used,  and  where  practicable,  it  is  advis- 
able to  saturate  the  timber,  or,  having  thoroughly  seasoned  it  and 
exhausted  the  air,  a  body  of  oil  should  be  forced  in  sufficient  to  protect 
the  unimpregnated  timber  from  the  fermenting  and  destructive  iiarticles 
in  the  air.  I  do  not  think  the  method  is  known  by  which  compact  timber 
of  large  size  can  be  thoroughly  saturated  with  any  antiseptic  material. 
It  is  necessary,  therefore,  to  destroy  the  ferment  germs  alreMy  in  the 
timber  and  prevent  the  entrance  of  others  by  establishing  an  impervious 
coating. 

The  character  of  wood  seems  to  be  so  changed  by  contact  with  creo- 
sote oil  that  the  ferment  germs  find  no  nourishment,  and  though  the  oil 
may  have  become  as  thoroughly  dried  out  as  possible,  no  fermentation 
or  decay  will  take  place.  No  timber  should  be  cut  or  framed  after  being 
creosoted. 

I  cannot  well  in  this  article  refer  to  the  dijBferent  methods  of  treating 
timber  which  have  been  j)racticed,  not  having  the  data  at  hand  ;  but  if, 
as  Chairman  of  the  Committee,  you  could  have  such  a  compilation  made 
of  the  various  methods  which  have  been  put  in  actual  operation,  and  the 
results  as  demonstrated  by  the  durability  in  service  of  timber  subjected 
to  successive  baths  of  different  material,  of  timber  prepared  by  injecting 
under  pressure  an  antiseptic  preparation  either  with  or  without  seasoning 
the  timber,  and  of  methods  whereby  timber  is  sujjposed  to  be  saturated 
by  vapors  from  materials  which  only  vaporize  at  a  temperature  far  above 
that  to  which  timber  can  be  raised,  it  would  be  valuable  for  reference. 
It  is  not  a  report  of  the  methods  which  have  been  successfully  used  that 
alone  is  wanted,  but  also  of  the  methods  which  have  been  tried  and 
found  wanting,  to  guard  others  against  making  the  same  mistakes. 

It  seems  to  me  that  works  for  the  preservation  of  timber  have  been  in 
operation  in  this  country  and  Europe  long  enough  to  make  such  a  com- 
pilation extremely  valuable,  but  I  have  doubts  about  enough  reliable 
data  being  gathered  by  correspondence  for  such  a  work. 

Yours  respectfully, 

J.  W.  PUTNAJM. 
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Letter  from  M.  G.  Howe,  Member  Am.  Soc.  C.  E. 

Houston  and  Texas  Central  Eatlway. 
Division  Engineer  and  Supt's  Office. 
Houston,  April  7th,  1882. 


To  the  Committee  on  Preservation  of  Timber, 

Am.  Soc.  of  Engrs.,  N.  Y.  : 

Gentlemen, — In  answer  to  your  communication  of  March  29th,  on  the 
subject  of  preserving  timber,  I  would  say,  that  the  Houston  and  Texas 
Central  Railway  Company  has  treated  about  150,000  cross- ties,  and  a 
small  quantity  of  bridge  and  tank-frame  timber  with  creosote  or  "  dead 
oil,"  in  the  last  two  years. 

Sufficient  time  has  not  elapsed  for  the  results  to  be  ascertained  on  this 
special  work,  but  enough  is  known  of  the  effects  of  "  creosote  "  in  pre- 
serving similar  timber  in  this  climate  for  a  period  of  eight  years  to  give 
a  good  guarantee  of  success. 

The  timber  used  thus  far  for  ties  is  the  short  leaf  "Texas  pine,"  a 
porous  and  jjerishable  wood,  that,  untreated,  will  not  last  more  than  two 
years  on  or  in  the  ground,  or  exposed  to  the  weather.  It  takes  the  oil 
freely  when  partially  seasoned,  and  when  entirely  dry  will  readily  take 
more  than  two  gallons  to  the  cubic  foot.  Our  works  consist  of  two 
cylinders  100  feet  long,  in  which  the  timber  is  treated,  calculated  to  stand 
•a,  pressure  of  150  pounds  per  square  inch  ;  a  superheater,  and  vacuum 
and  jjressure  pumps,  with  suitable  steam  power  and  pipe  connections, 
and  cisterns  for  conveying  and  holding  the  oil.  The  process,  in  brief, 
is,  first,  application  of  superheated  steam,  then  withdrawal  of  the  con- 
densed steam  and  sap  that  may  have  come  from  the  wood,  and  produc- 
tion of  a  vacuum,  by  means  of  a  vacuum  pump,  the  temperature  being 
maintained  at  the  same  time  by  di^  heat  from  the  steam  pipes,  and 
finally  following  with  the  oil  at  a  temperature  of  about  160  degrees,  and 
with  such  pressure  as  may  be  necessary  to  produce  the  desired  results. 

Our  ties  contain  about  4i  cubic  feet,  and  we  propose  to  use  about  5 
gallons  of  oil  to  the  tie  ;  the  length  of  time  necessary  to  do  this  depends 
on  the  condition  of  dryness  of  the  ties  when  treated.  When  quite  dry, 
very  little  steam  is  needed,  in  fact  it  might  be  dispensed  with  ;  30  min- 
utes of  exposure  to  sui^erheated  steam  and  the  same  length  of  time  with 
an  oil  pressure  of  20  pounds  are  sufficient. 
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But  if  tlie  timber  is  green,  4  hours  use  of  the  steam,  and  4  hours  of  oil 
pressure  of  100  pounds  per  square  inch,  may  not  accomplish  the  same  re- 
sult. In  practice,  the  treatment  is  varied  within  above  limits,  according  to 
the  condition  of  the  timber  and  ascertained  results  after  treatment.  Nat- 
ural seasoning  is  much  the  best,  and  it  is  considered  that  the  saving  in 
fuel,  and  cost  of  running  the  works,  by  reducing  the  time  of  treatment  to 
a  minimum,  will  more  than  compensate  for  the  expense  of  cutting  the  ties, 
say,  four  months  in  advance,  which  in  this  climate  is  enough  to  put 
them  in  good  condition.  An  examination  of  a  lot  of  ties  taken  out  of  a 
cylinder  after  treatment  will  show,  that  while  the  oil  consumed  will  aver- 
age, say,  li  gallons  to  the  cubic  foot  of  timber  in  the  cylinder,  some  of 
the  ties  are  entirely  saturated,  and  others  have  received  the  oil  only  to  a 
certain  depth  from  the  surface,  leaving  the  heart  in  its  natural  condition  ; 
a  want  of  uniformity  to  be  explained  only  by  diflferences  in  seasoning, 
and  diflferences  in  the  grain  of  the  wood  in  different  trees.  The  latter 
cause  is  a  peculiarity  which  will  ijrobably  be  found  incident  to  every 
variety  of  timber  to  a  greater  or  less  extent,  when  exposed  to  this  test. 
It  is  not  easy  to  secure  uniformity  of  treatment,  for,  if  the  pressure 
is  continued  until  all  of  the  timber  in  the  cylinder  is  saturated,  there 
will  be  a  consumption  of  from  7  to  9  gallons  of  oil  to  the  tie,  which  is 
much  more  than  it  is  deemed  necessary  or  profitable  to  use  in  cross-ties. 
It  is  desirable  to  ascertain  what  depth  of  ijenetration  of  a  preservative 
is  necessary  (less  than  complete  saturation)  to  insure  protection. 

Concerning  this  we  have  the  following  experience  :  A  lot  of  short- 
leaf  pine  ties  were  treated  for  this  company  and  placed  in  the  track  in 
1875.  They  were  treated  in  double  lengths  and  cut  in  two  to  be  used, 
dimensions,  7"  x  9",  9  feet  long.  About  ten  per  cent,  were  not  treated 
through,  and  an  area  of  from  2  to  4  inches  in  diameter  of  natural  wood 
was  thus  exposed  at  one  end  to  air  and  moisture.  These  ties  are  now  all 
perfectly  sound  whet'e  the  loood  received  the  oil,  but  decay  commenced  very 
soon  at  the  untreated  exposed  ends,  and  has  penetrated  in  at  that  end  only 
to  an  extent  varying  in  length  in  proportion  to  the  size  of  the  area  ex- 
posed. Where  the  surface  was  4  inches  in  diameter  the  hollow  extends 
30  inches  ;  where  only  one  inch  in  diameter  the  decay  reaches  about  11 
inches. 

It  is  fair  to  infer  that  if  these  ties  had  been  treated  in  the  same  manner 
in  single  lengths  there  would  have  been  no  decay,  and  the  untreated 
parts  would  now  be  sound. 
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The  timber  has  been  hardened  by  this  process,  and  shows  as  yet  no 
serious  wear.  It  would  have  been  utterly  worthless  in  two  years  had  it 
not  been  treated. 

Failures  in  the  use  of  preservatives  are  most  probably  often  in  conse- 
quence of  failure  to  secure  the  presence  of  the  material  in  the  wood, 
as  it  is  only  by  frequent  and  careful  tests  while  the  work  is  going  on 
that  one  can  know  the  character  of  it,  and  that  it  is  being  well  done. 

Should  you  desire  any  further  information  in  regard  to  our  methods 
of  treating  timber,  I  shall  be  pleased  to  furnish  it,  as  far  as  I  can.  The 
above  is  an  outline  only,  and  I  have  suggested  some  points  for  your  con- 
sideration which  I  think  are  worthy  of  investigation.  I  will  send  you  a 
treated  block  of  the  pine  timber  we  are  using. 

Yours  respectfully, 

M.  G.  HOWE. 
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THE    KYAN    PROCESS    FOR    PRESERVATION    OF 

TIMBER. 

ITS  USE  AND  EFFECT  AT  FORT  ONTARIO,  NEW  YORK, 

1839  TO  1882. 


By  WiLLiAJi  P.  JuDSON,  Member  Am.  Soc.  C.  E. 


The  following  statement  of  the  use  of  Kyanized  timber  for  the  revet- 
ment of  the  earth  slopes  of  Fort  Ontario,  Oswego,  New  York,  is  prepared 
for  the  information  of  the  American  Society  of  Civil  Engineers,  with  the 
consent  of  the  Chief  of  Engineers  : 

Fort  Ontario  is  situated  on  the  south  shore  of  Lake  Ontario,  and 
commands  Oswego  harbor  and  the  mouth  of  the  Oswego  Eiver.  It  was 
first  established  by  the  English  in  1754,  and  has,  since  that  date,  been 
maintained  as  an  important  ijosition  for  the  defense  of  the  Lake 
frontier. 

Its  rebuilding  with  Kyanized  timber  revetment  was  begun  by  the 
United  States  on  August  5, 1839.  The  work  was  in  charge  of  Lieutenant 
Danville  Leadbetter,  United  States  Corps  of  Engineers,  who  reported  it 
as  completed  on  September  30th,  18-43. 
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The  Kyanized  timber  revetments  consisted  of  timbers  twelve  inches 
by  twelve  inches  (12"xl2")  and  six  inches  by  twelve  inches  (6"xl2"), 
varying  in  length  from  thirteen  and  one-half  (13 i)  to  twenty-seven  (27) 
feet,  standing  at  a  slope  of  two  on  one  (2  on  1),  and  with  an  earth  back- 
ing. The  lower  ends  resting  upon  sills  eighteen  inches  square  (18"  x  18"), 
the  upper  ends  capjjed  with  timbers  twelve  inches  by  eighteen  inches 
(12"X18"). 

The  caps  and  lower  sills,  and  a  middle  sill  of  18"xl8"  timber  which 
was  used  with  the  longer  sticks,  were  anchored  to  the  earth  backing  by 
ties  twelve  inches  square  (12"xl2")  and  six  inches  by  twelve  inches 
(6"xl2"),  extending  into  it  at  various  depths. 

The  entire  work  contained  about  ninety-two  thousand  (92  000)  cubic 
feet  of  timber,  equal  to  one  million  one  hundred  and  four  thousand 
(1  104  000)  feet  board  measure  ;  all  of  which  was  subjected  to  the  Kyan 
process.  The  details  of  the  application  of  this  process  to  Fort  Ontario 
are  taken  from  the  reijorts,  letters  and  records  of  the  work,  which  were 
made  by  Lieut.  Leadbetter,  U.  S.  Corps  of  Engineers,  during  its  pro- 
gress, and  which  are  now  on  file  in  the  U.  S.  Engineer  Office,  Oswego, 
N.  Y. 

No  copy  of  the  original  instructions  is  accessible.  In  some  points  of 
detail  upon  which  Lieutenant  Leadbetter's  reports  are  not  specific,  the 
omissions  are  supplied  from  the  records  of  Fort  Niagara,  where  Captain 
William  Smith-Frazer,  Corps  of  Engineers,  was,  at  the  same  time,  using 
this  process  for  a  similar  work. 

The  process  was  designated  as  "  Ivyan's  patent  for  the  i^revention  of 
dry-rot  and  the  worm,"  and  was  a  comparatively  recent  invention,  having 
been  patented  in  England  in  about  the  year  1832. 

It  was,  in  1839,  the  property  of  an  English  company,  whose  agents  in 
the  United  States  were  F.  &  D.  Samuel,  of  Philadelphia. 

The  process  consisted  in  immersing  the  timber  in  a  solution  of  one 
pound  (Ifb)  of  corrosive  sublimate  [HgCU)  in  fifteen  (15)  wine  gallons  of 
water,  in  an  open  tank,  for  a  period  of  time  varying  from  fourteen  (14)  to 
twenty-one  (21)  days,  or  until  the  timber  should  be  saturated.  This  was 
determined  by  observing  a  gauge  within  the  tank,  which  indicated  the 
amount  of  liquid  absorbed. 

Licenses  were  obtained  from  the  agents  of  the  patentee  by  Lieutenant 
Leadbetter  and  by  Captain  Smith-Fraser,  the  terms  of  which  required 
that  the  timber  should  be  treated  in  accordance  with  instructions  fur- 
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nished  by  the  company  ;  that  the  corrosive  sublimate  which  was  used 
should  be  purchased  at  market  rates  from  the  agents  ;  and  that  a  royalty 
of  fifty  (50)  cents  per  pound  should  be  paid  to  the  agents  on  all  corrosive 
sublimate  so  purchased. 

In  order  to  immerse  the  timber,  two  tanks,  each  thirty  (30)  feet  long, 
sixteen  (16)  feet  wide,  and  four  and  one-half  (4^)  feet  deep,  were  built  of 
three  and  one-half  (3|'')  inch  seasoned  pine  plank,  the  joints  being 
caulked  inside  and  payed  with  a  composition  recommended  by  the 
patentee. 

The  planks  which  formed  the  sides,  ends  and  bottoms,  were  drawn 
together  by  screw-bolts,  and  were  then  treenailed  to  sills  and  posts, 
which  formed  the  outline  of  the  tanks. 

A  cistern,  with  capacity  equal  to  about  one-third  (i)  that  of  a  tank, 
and  a  pump,  were  connected  with  the  tanks,  so  that  the  latter  could  be 
filled  and  emptied  at  will,  or  the  solution  transferred  from  one  tank 
to  the  other  if  desired.  It  was  necessary  to  avoid  the  use  of  iron  where 
it  would  come  in  contact  with  the  solution,  because  of  its  affinity  for  the 
mercury. 

A  crane  was  erected  over  the  tanks  to  handle  the  timbers.  The  total 
cost  of  the  plant  was  (^875)  eight  hundred  and  seventy -five  dollars. 

The  timber  which  was  treated  varied  in  size  from  two  (2)  inch  plank 
up  to  sticks  eighteen  (IS)  inches  square  ;  the  lengths  varying  from  eight 
(8)  feet  up  to  twenty-nine  (29)  feet. 

The  timbers  were  all  framed,  fitted,  and  ready  to  set  up,  and  were 
then  placed  in  the  tanks,  where  the  several  pieces  were  secured  and 
separated  by  cleats  in  such  manner  as  to  permit  the  free  circulation  of 
the  solution  around  them.  Each  tank  would  thus  receive  fifteen  hun- 
dred and  thirty-five  (1  535)  cubic  feet  of  timber.  The  corrosive  sub- 
limate was  then  dissolved  in  hot  water  and  poured  into  the  cistern,  and 
water  was  added  in  the  ratio  of  fifteen  (15)  wine  gallons  to  one  pound 
(1ft))  of  corrosive  sublimate.  The  solution  was  then  drawn  into  the  tank 
and  the  process  repeated  until  the  timber  was  submerged.  Four  thousand 
(4  000)  gallons  formed  one  charge. 

After  an  interval  of  fourteen  (14)  to  twenty-one  (21)  days,  when  the 
gauge  showed  that  the  timber  had  absorbed  five  hundred  and  seventy- 
four  (574)  gallons  of  sohitiou,  the  remainder  was  pumped  out  of  the  tank, 
the  timber  was  removed  and  was  placed  in  a  shed  to  dry.  The  574 
gallons  of  solution  which  had  been  absorbed  contained  thirty-eight  and 
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1^0  pounds  (38  ro)  of  corrosive  sublimate,  wliich  had  been  received  by  the 
1  535  cubic  feet  of  timber.  Tliat  quantity  of  corrosive  sublimate,  with  a 
corresponding  amount  of  water,  was,  therefore,  restored  to  the  solution, 
which  was  then  ready  for  another  charge. 

The  actual  strenght  of  the  solution  was  ascertained  and  corrected  at 
interval  by  the  use  of  a  hydrometer,  and  by  "  the  metallic  test,"  whose 
details  are  not  s^Decified.  No  mention  is  made  of  the  probable  evapora- 
tion from  the  tanks,  nor  of  any  provision  to  prevent  it.  It  is  stated, 
however,  that  the  solution  was  found  to  freeze  at  25  degrees  Fahrenheit, 
and  that,  in  freezing,  it  rejected  from  the  ice  the  corrosive  sublimate, 
and  thus  increased  the  strength  of  the  unfrozen  portion.  The  workmen 
who  were  employed  about  the  tanks  became  salivated,  and  showed  the 
various  symptoms  of  mercurial  poisoning,  so  that  it  was  necessary  to  re- 
lieve them  frequently.  Those  who  erected  the  timbers  after  they  were 
dried,  were  much  troubled  by  the  action  upon  their  hands  and  by  the 
fevers  caused  by  slivers  ;  and  steel  tools  used  upon  the  timbers  sijeedily 
lost  their  edge. 

The  actual  cost  of  treating  one  charge  of  1  535  cubic  feet  of  timber* 
was  as  follows,  viz. : 

Pro  rata  cost  of  plant,  its  total  cost  being  $875 S14  58 

Cost  of  38i^o  lbs.  cor.  sub.  in  K  Y.,  @  $1.35 51  70 

Transportation  on  ditto  from  N.  Y.,  @  9  miUs  '^  ft) 35 

Eoyalty  on  ditto,  @  50  cents  '^  lb 19  15 

Labor  of  handling  timber,  etc.,  @  75  cents  per  10  hours 25  GO 

Total  cost  for  treating  1  535  cub.  ft $110  78 

Equal  to  seven  cents  two  and  f-^)  mills  (.0722)  per  cubic  foot,  or  $G 
per  thousand  feet  board  measure. 

The  actual  cost  of  the  timber,  delivered  on  the  ground,  was  from 
($5)  five  dollars  to  seven  and  one-half  ($7.50)  per  1  000  feet  board  meas- 

*  The  present  cost  of  similar  work  would  be  as  follows  : 

Pro  rata  cost  of  plant,  its  total  cost  being  $1  750 $29  06 

Cost  of  38  3-10  lbs.  cor.  sub.,  @  55c 21  00 

Labor,  handling  timber,  @  $1.50  for  ten  hours 50  00 

Estimated  total  cost  of  treating  1  535  cub,  ft |108  06 

Equal  to  6.5  cents  per  cubic  foot,  or  $5. •12  per  thousand  feet  board  measure. 
The  present  cost  of  similar  timber,  in  its  natural  state,  delivered  on  the  same  ground 
would  be  fifteen  dollars  ($15J  per  1  000  ft.  B.  M. 
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lire,  according  to  size,  the  average  cost  beiug  $0  per  1  000  feet  board 
measure.  The  expense  of  Kyanizing  the  timber  was  therefore  just  equal 
to  its  original  cost. 

The  patentee  did  not  recommend  the  use  of  any  especial  species  of 
timber,  and  hemlock  was  chosen  for  the  Fort  Ontario  work  because  of 
its  cheapness.  It  was,  on  this  account,  used  for  nearly  the  entire  work, 
the  only  exceptions  being  a  few  sticks  of  basswood,  beech  and  maple, 
which  were  received  among  the  mass  of  hemlock. 

Under  date  of  June  21,  1844,  Lieut.  Leadbetter  reported  regarding 
the  work  just  completed  :  "Its  appearance  does  not  indicate  the  dura- 
bility which  was  hoped  to  be  attained  by  the  Kyanizing  process.  The 
solution  of  corrosive  sublimate  has  always  been  kept  to  the  full  strength 
and  the  timber  has  generally  been  immersed  longer  than  i^rescribed  by 
the  directions  of  the  patentee.  None  of  it  has  been  standing  quite  four 
(4)  years,  and,  already  signs  of  decay  are  exhibited  on  the  surface  of  the 
most  perishable  varieties  "  {i.  e.,  the  basswood,  beech  and  maple  referred 
to  above).  *  *  *  *  "  Presuming  it  to  be  very 

doubtful  whether  the  interior  of  sticks  of  a  foot  square  was  in  any  degree 
affected  by  the  solution,  I  have  been  expecting  the  apjDearance  of  fungi 
in  the  sun-cracks  and  have  not  been  disappointed. 

"  So  far  as  I  have  observed,  all  these  indications  of  decay  are,  as  yet, 
confined  to  the  more  perishable  kinds  of  wood,  such  as  basswood  and 
maple,  a  few  sticks  of  which  are  found  among  the  hemlock. 

"  But  the  latter,  when  unprepared,  is  not  durable,  and  from  the  in- 
dications furnished  by  the  others,  this  can  hardly  be  expected  to  last 
beyond  its  natural  duration. 

"  The  whole  of  it  is  in  contact  with  earth,  the  most  unfavorable  posi- 
tion, and  the  actual  decay  observed  has  been  at  the  surface  of  the 
ground."  *  *  *  *  *  ^r  *  * 

This  quotation  shows  that  the  application  of  the  Kyan  process  at  Fort 
Ontario  was  then  regarded  as  an  experiment. 

The  merits  of  the  method  are  only  to  be  determined  now,  by  an  ex- 
amination of  the  remaining  parts  of  the  work — forty  years  after  its 
completion. 

Nine-tenths  d^)  of  the  shorter  timbers  are  still  standing,  and  about 
two-fifths  (f)  of  the  upper  halves  of  the  longer  timbers,  with  their  cap 
timber,  are  still  in  position  ;  the  lower  parts  having  been  removed  during 
1863-1868,  to  make  way  for  other  constructions. 
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But  enough  of  the  timber  remains  to  give  ample  evidence  upon  the 
subject  in  hand. 

The  only  timbers  whose  lower  ends  now  rest  upon  or  below  the  sur- 
face of  the  ground,  are  the  shorter  ones  before  mentioned. 

These,  in  general,  keep  their  form  and  place  perfectly,  and  retain 
the  twelve  or  more  feet  of  earth  behind  them. 

But,  of  one  hundred  which  were  examined,  all  show  by  the  presence 
of  moss  and  fungi  growing  out  of  the  season-cracks,  that  they  are  rotten 
for  about  six  (6)  feet  from  the  surface  of  the  ground  upwards.  Forty  of 
the  hundred  show,  by  the  same  signs,  that  they  are  more  or  less  rotten 
through  their  whole  length  ;  while  the  remaining  sixty  (60)  appear  to  be 
entirely  sound  excepting  the  lower  six  (6)  feet  as  above  mentioned.  At 
other  portions  of  the  work,  where  these  shorter  timbers  have  been 
recently  heaved  away  from  the  earth  behind  them,  and  where  an  ex- 
amination of  the  back  of  the  timbers  which  has  rested  against  the  earth 
backing,  is  thus  permitted,  it  is  seen  that  the  upper  halves  of  the  sixty 
(60)  per  cent,  which  are  sound,  show  no  material  difference  between  the 
side  which  was  toward  the  earth  and  that  which  was  exposed  to  the 
air. 

The  upper  halves  of  the  longer  timbers  which  are  still  in  position, 
show  a  better  preservation  than  these  shorter  ones,  having  been  much 
dryer ;  eighty  (80)  per  centum  of  their  upper  parts  are  sound  through- 
out. 

Of  the  anchor-timbers  which  were  buried  in  the  earth  backing,  the 
upper  tier  which  were  three  (3)  feet  beneath  the  surface  of  the  bank, 
were  of  course  the  best  drained,  and  ninety  (90)  per  cent,  of  them 
are  sound.  The  lower  tiers  were  more  moist,  and  about  fifty  (50)  per 
cent. ,  only,  of  their  exposed  ends  are  sound.  No  material  difference  is 
to  be  observed  between  the  preservation  of  the  six-inch  by  twelve-inch 
(6"xl2"),  and  of  the  twelve-inch  square  (12"xl2")  timber.  But  the 
eighteen-inch  square  (18"xl8'')  middle  sill  shows  rot  much  more  gen- 
erally, and  in  some  parts  is  almost  wholly  gone.  Its  own  weight  and 
that  of  the  timber  and  earth  above  it,  being,  in  such  cases,  only  sup- 
ported by  other  constructions  which  have  been  built  in  front  of  it. 

These  remarks  apply  only  to  hemlock,  whose  open,  loose  grain  seems 
to  be  especially  well  calciilated  to  receive  the  solution.  The  only  sticks 
of  beech  and  maple  which  can  now  be  found,  are  wholly  rotten,  except 
an  exterior  shell  of  about  i-inch  thickness,  a  portion  which  remains. 
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No  pine  was  used  in  the  work. 

At  the  same  time  that  the  work  at  Fort  Ontario  was  in  progress, 
similar  Kyanized  revetments  were  also  building  at  Fort  Niagara  at  the 
mouth  of  the  Niagara  Eiver,  and  at  Fort  Wayne,  near  Detroit,  Michigan. 
Both  of  these  works  have  since  been  rebuilt  with  masonry,  and  are  in 
charge  of  this  office. 

The  same  process  was  used  in  their  construction  as  is  herein  described, 
and  the  general  situation  of  the  revetments  was  similar  to  that  of  Fort 
Ontario. 

This  statement  as  to  the  process,  therefore,  applies  to  those  works 
also. 

At  Fort  Niagara,  no  vestige  of  the  timber  revetment  remains.  At 
Fort  Wayne,  the  remainder  of  the  timber  revetment  which  is  still 
standing  is  wholly  of  red  cedar.  It  is  generally  sound  and  shows  no 
evidence  of  having  been  Kyanized. 

Specimens  of  the  Fort  Ontario  timber,  marked  to  indicate  the  por- 
tion of  the  work  from  which  they  are  taken,  are  sent  herewith. 

SUMMABY   OF  RESULTS   AT   FoKT   ONTARIO  :    KyANIZED    HeMLOCK   TimBEB 

WITH  Earth  Backing,  exposed  for  Forty  (40)  Years. 

All  timbers  whose  lower  ends  rest  upon  the  surface  of  the  ground, 
are  rotten  for  (6)  feet,  from  the  foot  upwards. 

Above  this  line  of  general  decay,  forty  (40)  per  centum  are  rotten 
enough  to  impair  their  strength,  and  the  remaining  sixty  (60)  per  centum 
are  sound. 

Timbers  which  are  buried  in  well-drained  earth,  which  forms  the 
upper  part  of  a  made  embankment,  five  (5)  per  centum  are  rotten,  five 
(5)  per  centum  are  impaired,  and  ninety  (90)  per  centum  are  sound. 
Similar  timbers,  buried  in  base  of  same  embankment,  forty  (40)  per 
centum  are  rotten,  ten  per  centum  (10)  impaired,  and  fifty  (50)  per 
centum  sound. 

Of  timbers  entirely  above  surface  of  ground,  eighty  (80)  per  centum 
of  the  tops  are  sound. 

These  observations  apply  to  timbers  twelve  (12)  inches  square  and 
smaller.     Larger  sizes  show  less  favorable  results . 

Kyanized  beech  and  maple  timbers  are  rotten  except  a  shell. 

These  results  are  shown  in  the  following  : 
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TABLE  I. 


Location  in  Work. 


Lower  6  feet  of  timbers  which    rest    on  surface  of 
ground  at  the  foot  of  slope 

Upper  6  feet  of  the  same  timbers 

Timbers  buried  in  dry  earth 

"  "       in  moist  earth 

Tops  of  timbers  which  are  entirely  above  surface  of 
ground  at  top  of  slope 


KOTTEN. 


Impatbed. 


SOITND. 


100  per  ct.  I 

1 
20       "        I     20  per  ct.  [     60  per  ct. 

5       "  5      '"  90      " 


40 


10 


10 


10 


50 


80 


The  process  does  not  increase  the  difficulty  of  working  the  timber 
after  it  is  thoroughly  dried,  nor  appreciably  change  its  appearance 
except  to  make  it  a  shade  darker,  and  of  slightly  less  specific  gravity. 

That  the  Kyanized  timber  is  more  rigid  and  is  of  greater  transverse 
strength  than  similar  timber  in  its  natural  state,  is  shown  by  the  follow- 
ing record  of  tests  which  have  just  been  made. 

Four  specimens  of  sound  timber  were  taken  from  different  parts  of 
the  work. 

These  were  split  to  insure  straight  grain,  and  two  sticks,  each  one 
inch  square  and  twenty  inches  long,  were  made  from  each  specimen.  Of 
these,  one  stick  from  each  specimen  was  tested  ;  the  duplicates  are  sent 
herewith.  Similar  specimens  of  timber  in  its  natural  state,  cut  in  1880, 
from  the  same  forest  as  was  the  Kyanized  timber,  and  two  (2)  years  sea- 
soned, were  tested  at  the  same  time. 

In  testing  the  specimen,  the  stick  was  laid,  without  fastening,  upon 
timbers  which  were  i^laced  twelve  inches  apart. 

A  box  was  hung  from  the  centre  of  the  specimen  by  the  bight  of  a 
soft  rope  I -inch  diameter,  and  the  breaking  weight  was  applied  gradu- 
ally, during  a  period  of  five  minutes,  by  pouring  sand  into  the  box. 
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TABLE  II.— Kyanized. 


No. 

OF 

Location  in  Wobk  fob  40  Years. 

Deflections 
Decimals 

AT  Centre  in 
OF  Foot. 

Break- 
ing 
Weight 

Spec. 

100  lbs. 

200  lbs. 

300  lbs. 

.014 

.008 

.007 
.012 

400  lbs. 

1 

Upper  end    of  timber,  whose   lower   end 
rested   on   surface  of  ground  and  was 
rotten 

.003 

.003 

.003 
.005 

.010 
.005 

.005 

.009 

.023 

.012 

.013 
.018 

.017 

415  lbs. 

2 

Exposed  end  of  timber  which  was  buried 
in  dry  earth 

556   " 

;i 

4 

Upper  end  of  timber  which  stood  entirely- 
above  surface  of  ground  and  was  sound. 

Upper  cap  timber  on  top  of  No.  3 

Mean  results ..•• 

467   " 
474   " 

.004 

.007 

.010 

478  lbs. 

Natural  State. 


No. 

OP 

Spec. 

Remarks. 

Deflections 
Decimals 

AT  Centre  in 
OF  Foot. 

Break- 
ing 
Weight 

100  lbs. 

200  lbs. 

300  lbs.  400  lbs. 

5 

6 
7 
8 

Cut  from  same  forest  as  above  specimens, 
and  seasoned  for  two  years. 

.006 
.007 
.004 
.003 

.011 
.011 
.008 
.008 

.016 
.015 
.014 
.012 

.029 
.020 

400  lbs . 
406   " 
384   " 
404   •• 

.005           .009 

.014 

.025 

399  lbs. 

The  effects  which  are  produced  by  Kyanizing  seem  to  be  the  result  of 
a  chemical  combination  of  the  corrosive  sublimate  (Hg  CI  2)  with  the 
albuminous  principle  of  the  wood  ;  the  action  being  similar,  in  a  vege- 
table way,  to  the  tanning  of  leather. 

It  may  be  determined  whether  the  wood  is  saturatd  throughout,  by 
applying  hydro-sulphuret  of  ammonia,  S  [N H^)  H  —  which  turns 
black  upon  contact  with  the  mercury. 

No  portion  of  this  work  at  Fort  Ontario  was  placed  in  a  position  ana- 
lagous  to  that  of  an  ordinary  trestle,  which  is  the  sort  of  structure  to 
which  the  process  is  best  suited.  But  an  examination  of  this  work  indi- 
cates that  Kyanized  hemlock,  (and  probably  Canada  white  pine  also)  if  set 
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Tip  SO  that  there  should  be  a  free  circulation  of  air  about  it,  away  from 
contact  with  moist  earth,  and  with  its  bases  and  joints  so  formed  that 
water  would  not  lodge  in  them,  would  be  eighty  (80)  per  centum  sound 
after  forty  (40)  years.  The  use  of  the  process  is  not  recommended  for  a 
work  which  will  be  liable  to  continuous  moisture. 

It  has  been  suggested  that  the  amount  of  corrosive  sublimate  could 
be  advantageously  increased  by  forcing  a  solution  of  greater  strength 
into  the  timber,  and  this  modification  of  the  process  would  be  necessary 
if  hard  wood  were  to  be  treated. 

It  is  not,  however,  considered  that  the  process  would  be  ejBfective 
against  moisture  under  any  circumstances,  and  the  solution  herein  de- 
scribed is  thought  to  be  of  ample  strength  for  a  dry  situation,  if  the  wood 
is  thoroughly  permeated  by  it. 

A  full  and  interesting  article  upon  the  subject  of  Kyan's  process,  may 
be  found  in  the  first  volume  of  the  Transactions  of  the  Royal  Engineers, 
showing  what  was  originally  expected  from  its  use,  and  also  giving  some 
of  its  first  results. 
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DISCUSSION 

ON    THE     REPORT     OF     THE     COMMITTEE    ON    THE 
PRESERVATION    OF    TIMBER, 

AT   THE 

CoN\'ENTION   OF   THE   SoCIETX   AT   WASHINGTON,    D.    C,    MaY   16tH,    1882. 


Mendes  Cohen,  M.  A,  S.  C.  E. — Mr.  Chairman, — In  this  discus- 
sion it  is  perliaps  well  to  get  at  the  causes  of  the  abandonment  of  the 
preserving  processes,  and  as  I  was  in  charge  of  the  Lehigh  and  Susque- 
hanna Eailroad,  upon  which  many  Burnettized  ties  were  laid  down,  and 
where  the  process  continued  until  I  found  it  expedient  to  suspend  it,  it 
seems  fitting  that  the  cause  of  its  discontinuance  should  be  stated. 

Whilst  there  had  not  then  been  time  enough  to  test  the  ultimate  dura- 
bility of  the  ties  so  treated,  there  had  been  ample  opportunity  to  establish 
the  fact  that  inferior  timber,  such  as  gum  and  hemlock,  quite  unsuitable 
in  its  natural  state  for  cross-tie  purposes,  was  rendered  tough  and  ser- 
viceable, and  quite  available. 

The  abandonment  of  the  process  on  this  road  was  due  entirely  to  the 
fact  that  the  location  of  the  yard  and  the  disposition  of  the  apparatus 
therein  had  ceased  to  be  favorable  for  economical  handling.  The  ties 
were,  therefore,  costing  too  much,  and  the  ground  was  wanted  for  other 
purposes. 

Under  these  circumstances  the  process  was  siispended  for  the  time 
being,  and  the  apparatus  removed  to  a  more  convenient  locality,  where 
it  was  intended  to  arrange  ample  facilities. 

The  road  passed  shortly  thereafter  into  the  hands  of  lessees,  and 
under  the  change  of  management  the  process  was  not  resumed. 
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A.  Gottlieb,  M.  Am.  Soc.  C.  E.  — Fifteen  to  twenty  years  ago  Mr. 
L.  B,  Boomer,  in  Chicago,  preserved  the  timber  used  in  Howe  trusses 
by  the  Burnettizing  process.  I  have  seen  many  bridges,  the  timber  of 
which  was  treated  by  that  process.  The  api^aratus  and  manijjulations 
were  similar  to  those  used  in  other  processes. 

A  boiler  or  tube  60  to  80  feet  long,  and  about  6  feet  in  diameter,  into 
which  the  timber  was  run  on  cars ;  by  steaming  then  the  sap  was  run 
out  of  the  timber,  and  a  vacuum  pump  employed  to  accomplish  it  more 
thoroughly  ;  then  the  boiler  was  filled  with  a  solution  of  sulphate  of 
zinc,  and  a  high  pressure  applied  to  force  it  into  the  timber.  Timbers 
treated  this  way,  when  left  unprotected  from  the  weather,  lasted  from 
15  to  24  years.  The  Burnettizing  process  is  a  good  one  to  a  certain  ex- 
tent. As  long  as  the  solution  remains  in  the  timber  it  will  protect  it 
against  rot ;  but  the  trouble  is  that  as  the  sulphate  of  zinc  is  soluble 
in  water,  it  is  in  time  washed  out  of  the  timber,  when  left  exposed  to 
the  weather,  and  the  timber  is  then  left  in  a  worse  condition  than  if  it 
had  not  been  treated  at  all.  This  is  the  only  objection  I  have  against 
this  process. 

The  Thilmany  process,  which  I  know  from  my  own  observation, 
seems  to  me  to  improve  on  this  point  by  using  a  double  treatment. 

This  process  treats  the  green  timber,  first  in  the  same  manner  as 
described  before,  with  a  solution  of  sulphate  of  zinc  or  sulphate  of 
copper. 

After  this  first  treatment  the  timber  is  subjected  to  a  second  treat- 
ment with  a  solution  of  chloride  of  barium.  This  solution  forms  with 
the  first  one  in  the  interstices  between  the  fibres  of  the  wood  an  in- 
soluble substance  of  sulphate  of  bai*yta  and  chloride  of  zinc.  This  pro- 
cess has  been  tried  for  some  years  in  the  Navy  Yard  in  Boston  for 
preserving  timbers  for  the  United  States  Navy.  The  Wabash,  Lake 
Shore  and  Michigan  Southern  and  New  York,  Pennsylvania  and  Ohio 
Railroads  have  used  ties  treated  by  this  process  for  some  years,  and  I 
have  seen  ties  of  all  kinds  of  wood,  as  pine,  beech,  burr  oak,  hemlock 
and  poplar  in  the  track  of  the  Pittsburgh  and  Cleveland  Eailroad  at 
Cleveland,  which  were  then  about  ten  years  in  the  track  and  j)erfectly 
sound.  A  stick  12"  X 12"— 40  feet  long,  has  been  preserved  by  this  pro- 
cess and  cut  through  in  the  middle,  and  the  crystals  of  the  baryta  could 
plainly  be  seen  in  the  section. 

T.  Egleston,  M.  Am.   Soc.   C.   E. — In  the  early  days  of  the  Unioa 
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Pacific  Railway,  at  the  time  that  they  had  built  only  about  thirty  miles, 
I  was  attached  to  that  company  as  an  expert,  and  was  witness  to  nearly 
all  the  wonderful  feats  that  were  accomplished  in  the  construction  of 
that  road  for  some  months  ;  one  of  these  was  the  procuring  of  ties  for 
the  road  previous  to  its  reaching  the  base  of  the  Rocky  Mountains. 
These  ties  were  made  of  cottonwood,  in  many  of  which  a  spike  could  he 
driven,  but  could  no  more  be  held  than  it  could  be  held  in  a  sponge. 

These  ties  cost  fifty  cents  apiece  delivered,  and  if  I  remember  cor- 
rectly— for  this  was  in  the  year  1864-5 — it  cost  $1  each  to  preserve  the 
ties,  which  were  treated  by  the  zinc  process. 

The  works  were  located  on  the  bottoms  at  Omaha,  and  the  road 
started  from  Omaha  on  these  preserved  ties.  It  was  quite  possible,  after 
the  ties  had  been  treated,  to  drive  the  spikes  in  such  a  way  that  they 
would  hold .  ]Many  of  these  ties  were  used  between  Omaha  and  the 
Rocky  Mountains,  where  there  of  coui'se  was  no  difficulty  in  getting 
hardwood  ties  at  a  low  jirice. 

If  it  had  not  been  for  this  method  of  treating  the  timber,  I  doubt 
very  much  whether  the  road  from  Omaha  to  the  Rocky  Mountains  could 
have  been  built,  for  I  was  told  that  the  best  cottonwood  tie  was  useless 
at  the  end  of  a  year.  When  the  road  reached  the  Rocky  Mountains,  I 
.was  told  that  all  these  preserved  ties,  which  lasted,  as  I  remember,  about, 
three  years  only,  were  taken  out  and  replaced  by  hard  wood. 

J.  B.  Francis,  Past  President  Am.  Soc.  C.  E. — As  to  the  effect  of  the 
corrosive  sublimate  used  in  the  process  of  Kyanizing  on  the  health  of 
the  workmen  employed  in  the  process,  my  experience  has  been  entirely 
different  from  that  stated  by  Mr.  .Judson.  With  a  use  of  it  commencing 
in  1848,  and  continued  to  this  time,  with  an  interval,  I  have  never 
known  a  case  of  salivation  caused  by  it ;  the  workmen  often  get  into 
the  tanks  containing  the  solution,  with  bare  feet,  without  any  injurious 
effects  ;  indeed,  they  have  an  idea,  whether  well  founded  or  not  I  am 
unable  to  say,  that  it  heals  sores  ;  one  man  with  sore  eyes  got  some  of 
the  solution  in  them,  giving  much  pain  for  a  time,  but  it  was  said  it 
ctired  them.  I  recollect  only  one  other  case  Avhere  any  suj^posed 
injurious  effect  was  pi'oduced  ;  in  this  case  the  man  was  engaged  in 
dissolving  the  corrosive  sublimate  in  water  maintained  at  the  boiling 
point  in  an  open  vessel  by  free  steam  ;  from  breathing  the  escaping 
steam  while  stirring  up  the  undissolved  salt  he  was  somewhat  affected, 
l)ut  no  serious  trouble  followed. 
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There  is  one  important  point  that  I  think  has  not  been  fully  brought 
out  in  this  discussion.  I  refer  to  the  preservation  from  rapid  decay  of 
some  kinds  of  wood  that  are  naturally  so  perishable  as  to  be  almost 
worthless  unless  treated  by  some  antisei^tic  process.  I  have  specimens 
of  Cottonwood,  Kyanized  nearly  twenty  years  ago,  which  have  been  in  the 
ground  ever  since,  and  are  still  sound,  the  wood  retaining  its  strength 
and  color,  while  other  specimens,  not  treated,  and  under  the  same  ex- 
posui'e,  have  so  completely  decayed  as  to  become  nothing  but  black 
mould. 

I  presume  creosoting,  and  perhaps  some  other  processes,  would  have 
been  equally  eflfective. 

CiiEJiENS  Hekschel,  M.  Am.  Soc.  0.  E. — It  is  very  evident  that  any 
process  for  preserving  wood,  to  achieve  its  object,  must  have  been  well 
done.  But  beyond  this,  the  testimony  seems  to  show,  that  even  when 
ordinary  effort  was  made  to  carry  out  some  of  the  processes  in  a  good 
way,  a  portion  of  the  timber  treated  did  not  resist  decay  as  well  as  it 
should  have  done.  How  then  are  we  to  know  whether  a  given  stick  of 
timber  has  been  properly  treated  ?  I  suggest  that  more  attention  be 
paid  to  finding  the  means  of  testing  the  amount  of  preservative  absorbed 
per  cubic  foot  of  a  given  stick  of  timber. 

The  art  of  testing  materials  is  becoming  more  and  more  an  important 
branch  of  the  business  of  the  civil  engineer  ;  witness  tests  of  iron,  of 
cement,  bricks  and  other  substances  now  commonly  made.  Nor  are  we 
usually  satisfied  in  these  cases  of  iron,  steel,  cement,  bricks,  &c.,  with 
purchasing  on  the  reputation  of  the  manufacturer,  or  with  having  the 
material  manufactured  under  inspection.  "  The  proof  of  the  pudding  is 
in  the  eating  of  it,"  and  so  we  test  the  finished  product.  I  think  this 
.should  be  done  in  the  case  of  treated  woods.  I  am  satisfied  that  were 
methods  in  general  use  for  testing  preserved  or  treated  timber,  the 
various  processes  of  preserving  timber  would  be  more  sought  after  than 
they  now  are,  and  that  the  use  of  treated  wood,  for  certain  purposes, 
would  become  general.  I  have  had  difficulty  in  finding  any  one,  whether 
chemist  or  not,  that  could  test  wood  after  treatment  by  any  process,  and 
for  this  and  the  reasons  already  given,  call  attention  to  the  subject. 

T.  Egleston,  M.  Am.  Soc.  C.  E.— The  time  of  the  year  in  which 
wood  is  cut  has  as  much  to  do  with  its  strength  and  preservation  as  any 
other  one  thing.  This  matter  has  been  very  much  neglected  in  this 
country,  but  a  great  deal  of  attention  has  been  paid  to  it  in  Germany, 
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and  it  may  not  be  without  interest  for  me  to  give  a  short  synopsis  of  the 
report  presented  after  experiments  made  by  that  government  lasting  over 
twenty  years. 

They  show  that  the  season  of  cutting  has  not  only  to  do  with  the 
present  value  of  the  wood  for  commercial  purjioses,  but  also  with  the 
time  it  will  last. 

Four  pine  trees  grown  on  the  same  soil,  and  of  the  same  age,  were 
cut  at  the  end  of  December,  January,  February  and  March,  respectively. 
They  were  all  squared  with  the  heart  in  the  centre,  9.42  metres  by  0.157 
m.  by  0.131  m.,  and  were  carefully  dried  in  the  same  way,  and  tested  for 
flexion.  That  cut  in  December  sustained  the  greatest  weight,  that  cut 
in  January  sustained  12  per  cent,  less,  that  in  February  20  per  cent.,  and 
that  in  March  28  per  cent.  Pieces  of  the  same  age  were  cut  in  Decem- 
ber and  the  last  of  March,  and  were  made  into  i:)osts  0. 105  metres  in 
diameter.  After  drying  they  were  driven  into  the  ground  0.94  metres. 
Those  cut  in  December  Avere  good  after  sixteen  years,  those  cut  in  March 
after  the  sap  had  begun  to  rise,  broke  short  off  after  being  used  three 
years.  Of  j^ieces  cut  at  the  same  time  and  buried  in  moist  earth,  those 
cut  in  December  had  some  sound  parts  after  sixteen  years,  those  cut  in 
March  were  rotten  through  in  eight  years.  The  same  wood  was  used  for 
stable  flooring  ;  that  cut  in  December  lasted  six  years,  that  cut  in  March 
was  good  for  nothing  at  the  end  of  two.  Felloes  and  wheels  were  made 
of  beech  cut  in  December  and  March  ;  those  cut  in  December  were  good 
after  sixteen  years,  those  cut  in  March  were  worn  out  at  seven.  In  order 
to  ascertain  the  effect  of  the  season  upon  the  porosity  of  wood,  four  oaks 
entirely  similar  were  cut  at  the  end  of  the  same  four  months,  December, 
January,  February  and  March,  respectively,  and  at  the  same  height 
above  the  ground.  A  disk  was  cut  out  of  each  which  was  0 .  105  metre 
in  thickness,  and  around  this  a  rim  of  sheet  iron  0. 157  metre  high  was 
fixed  and  made  perfectly  tight.  About  two  liters  of  water  were  poured 
into  each  of  these  four  vessels.  The  vessel  whose  bottom  was  made  in 
December  allowed  no  water  to  pass  ;  the  one  cut  in  January  showed 
drops  at  the  end  of  forty-eight  hours  ;  the  one  cut  in  February  let  out  all 
the  water  in  forty-eight  hours  ;  the  one  cut  in  March  held  it  only  two 
and  a  half  hours.  To  decide  the  question  of  porosity  still  further,  staves 
were  made  from  oak  in  December  and  January  ;  vessels  were  then  made 
of  these  with  the  greatest  care,  which  contained  about  three  hektoliters 
each,  and  after  drying  and  cleaning  they  were  filled  with  new  wine  and 
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left  for  one  year.  The  one  cnt  in  December  lost  0.14  liters,  while  that 
cut  in  January  lost  7.2. 

It  seems  to  be  apparent  from  these  facts  that  any  wood  which  is  cut 
for  the  purpose  of  being  preserved  must  be  cut  at  the  season  of  the  year 
when  it  will  be  most  likely  to  retain  the  materials  used  for  preserving, 
and  thus  preserve  it  under  ordinary  conditions.  No  attention  has  been 
paid  to  this  matter  in  our  own  country. 

There  seems  to  be  no  doubt  that  wood  cut  after  the  sap  has  started 
has  less  value  than  that  which  is  cut  between  the  fall  of  the  leaf  and  that 
time.  A  series  of  experiments  ought  to  be  made  on  this  subject,  and  it 
is  for  the  interest  of  great  railroad  corporations  to  ascertain  how  far  the 
wear  of  their  ties  is  affected  by  the  time  when  the  wood  is  cut. 

E.  R.  Andrews,  Assoc.  M.  Am.  Soc.  C.  E. — In  answer  to  an  enquiry 
as  to  the  economy  of  using  i^reserved  ties,  Mr.  Andrews  said :  The  ques- 
tion of  the  extended  use  of  preserved  timber  must  be  settled  on  the  basis 
of  true  economy,  i.  e.,  not  fii'st  cost  alone,  but  the  cost  during  a  term  of 
years.  If  it  can  be  shown  that  preserved  ties  at  an  enhanced  cost  will 
wear  enough  longer  to  jiay  the  increase  of  first  cost  or  more,  the  advan- 
tages of  an  undisturbed  road-bed  alone  would  be  an  urgent  reason  for 
their  adoption. 

The  following  calculations,  based  on  the  relative  cost  of  oak  ties  and 
creosoted  soft  wood  ties  in  New  York  at  the  present  time,  seem  to  me 
pertinent  to  the  question,  and  deserve  the  careful  consideration  of  en- 
gineers in  charge  of  railroads.  I  assume  16  years  as  the  probable  length 
of  life  of  creosoted  ties,  the  average  life  stated  by  the  engineers  of  the 
principal  railways  in  England,  where  the  traffic,  in  amount  and  weight, 
will  compare  with  that  of  the  roads  centreing  at  New  York,  /.  e.,  almost 
constant. 

Example — Relative  cost  per  mile  of  track  of  oak  ties,  («  80  cents,  and 
creosoted  soft  wood  ties,  (a,  90  cents  each. 
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July  1,  18S2.  Cost  of  2(500  creosoted  soft  wood  cross-ties  (ii 

90  cents  each,  for  one  mile  of  track •'8>2340  00 

"  Compound  interest  at  6  per  cent,  for  eight  years 
(the  outside  life  of  oak  ties),  {a,  6  per  cent,  per 
annum 13H9  .56 


3729  .56 


July  1,  1882.  Cost  of  2600  oak  ties,  (w.  80  cents. .  . .    $2080  00 
Comp.  int.  for  8  years,  (a  6  per  cent       1235  15 


3315  15 


July  1,  1890.  Cost  of  2600  creosoted  soft  wood  ties  at  the  end  of 
8  years'  service,  already  in  place,  and  sound  and 
good  for  8  years  more Sil4  41 

"  Cost   of  2600  new  oak  ties  to  replace 

those  laid  in  1882,  (al  80  cents  each,    S20S0  01) 

"  Cost  of  transportation  and  relaying 

new  ties,  @  15  cents  each 390  00 


iti;2470  00 
Comp.  int.  for  8  years  (a  (i  per  cent.        1821  68 


!g4291  68 


"  ComiJ.   int.  on  cost  of  creosoted  ties, 

^414.41  for  8  years,  @  6  per  cent. .  246  02 

July  1,  189S.  Balance   in    favor   of   creosoted   soft 

wood  ties  per  mile  of  track 3631  25 


.$4291  68      $4291  68 


If  it  1)6  urged,  that  with  the  actual  condition  of  road-beds  in  this 
country,  and  the  severe  wear  to  which  ties  are  e.x:posed  in  consequence 
of  the  heavy  rolling  stock  used,  creosoted  ties  will  not  wear  16  years,  I 
answer  : 

The  experience  on  the  Central  New  Jersey  Railroad  with  creosoted 
ties  during  six  years  under  very  heavy  traffic  is,  that  they  are  perfectly 
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sound  and  with  no  apparent  cutting  under  the  rails,  and  it  is  fair  to  as- 
sume they  will  be  so  after  two  years'  more  service,  i.e.,  a  mile  of  track 
will  be  tied  with  sound,  serviceable  ties  after  eight  years'  service.  At 
that  time  a  mile  of  oak  ties  must  be  relaid. 

The  annual  cost  of  an  oak  tie,  at  80  cents  first  cost,  with  compound 
interest,  is  20.6  cents,  or  .'^SSe.Tl  per  mile  of  track.  Hence,  if  creosoted 
soft  wood  ties  will  not  last  sixteen  years,  a  railroad  using  them  would 
realize  an  annual  saving  of  $536. 71  per  mile  of  track  for  every  year  above 
eight  during  which  they  do  wear,  on  a  cost  of  •'$414.4:1.  This  saving  is 
certainly  worth  considering. 

A  calculation  of  the  relative  cost  of  creosoted  ties,  at  90  cents,  with 
oak  or  any  other  ties,  which  will  last  eight  years,  at  60  cents,  shows  a 
balance  in  favor  of  creosoted  ties  per  mile  of  track  of  $843  in  sixteen 
years  ;  and  the  difference  would  be  still  larger  in  favor  of  the  creosoted 
ties  in  case  the  untreated  ties  do  not  last  eight  years,  as  very  few  will. 
The  life  expected  from  the  heart  of  yellow  pine  ties,  costing  60  to  65 
cents,  which  have  been  laid  in  large  quantities  during  the  past  few  years 
in  the  vicinity  of  New  York,  is  only  six  years.       * 

I  have  based  these  figures  on  the  j^resumption  that  the  cost  of  rail- 
way cross-ties  will  be  the  same  eight  years  hence  as  now.  But  as  the 
price  of  ties  at  New  York  is  now  at  least  20  per  cent,  higher  than  five 
years  ago,  the  presumption  is  that  with  the  continued  demand  and 
diminished  supply,  the  price  will  grow  steadily  higher,  the  saving  would 
be  even  greater  than  the  above  figures  indicate.  In  fact,  oak  timber  is 
rapidly  disappearing  all  over  the  country,  and  is  now  almost  unattain- 
able for  ties. 

The  wear  of  creosoted  ties  depends  certainly  to  a  degree  upon 
the  traffic  of  the  road.  As  they  will  not  decay  on  small  roads 
where  the  traffic  is  light,  I  fully  believe  they  will  wear  from  twenty- 
five  to  forty  years,  but  under  the  severe  traffic  of  trunk  roads  with 
almost  constant  traffic  of  the  heaviest  class,  they  cannot  be  expected  to 
last  so  long.  From  the  statement  made  by  the  engineers  of  the  English 
roads  (see  paper  by  John  Bogart,  Trans.  Am.  Soc.  C.  E.,  vol.  VIII,  p. 
18),  where  the  traffic  is  almost  constant  ;  and  from  an  examination  of  the 
ties  sent  by  them  to  the  Society  as  average  ties,  which  had  been  in  service 
from  twelve  to  twenty-two  years,  it  woiild  apj)ear,  that  on  good  road- 
beds with  heavy  traffic  in  this  country,  preserved  ties  would  last  from 
twelve  to  twenty  years. 


363 

Mr.  Herschel — Are  ereosoted  ties  thoroughly  saturated  through  the 
heart  ? 

Mr.  Andrews — At  a  discussion  on  wood  preservation  by  the  Society 
of  Arts,  in  London,  June  1,  1860,  in  reply  to  a  similar  question,  G.  .R. 
Burnell,  F.  G.  S.,  F.  S.  A.,  said  :  "  To  be  certain  on  that  point,  it  would 
be  preferable  for  parties  wishing  to  apply  this  or  any  other  preservative 
process,  to  entrust  its  execution  to  persons  of  experience  and  character," 
or,  if  you  choose,  have  the  work  done  under  the  supervision  of  your 
own  inspector. 

But  to  answer  Mr.  Herschel's  question  pointedly,  I  beg  to  say  there 
is  no  such  test.  Even  eyesight  will  not  enable  one  to  determine.  Creo- 
sote oil  is  dark  colored  and  stains  the  wood,  but  the  coloring  matter 
constitutes  only  a  part  of  the  oil,  and  this,  being  coarser,  is  caught  in 
the  larger  or  outer  pores  of  the  wood,  while  the  lighter  and  possibly 
more  eflfeetive  parts  penetrate  deeper  into  the  wood.  Besides,  no  two 
sticks  of  wood,  and,  in  fact,  no  two  pieces  from  the  same  tree  are  exactly 
alike  ;  hence  they  will  absorb  the  oil  in  an  unequal  degree.  The  creo- 
soter  must  not  be  blamed  because  every  stick  is  not  equally  black. 
He  undertakes  to  creosote  timber,  not  to  blacken  it.  Were  it  possible  to 
completely  saturate  every  stick,  customers  would  not  be  found  who 
would  pay  for  it  ;  much  porous  timber  will  readily  absorb  3  gallons  or 
27  lbs.  of  oil  per  cubic  foot,  and  I  have  injected  5  gallons.  On  the  con- 
trary, dense  white  oak  can  with  difficulty  be  made  to  absorb  3  to  5  lbs. 
per  cubic  foot. 

But,  fortunately,  we  are  not  experimenting  with  an  untried  substance. 
For  over  forty  years  creosote  has  been  in  general  use  in  England,  and  it 
is  only  fair  to  suppose  that  the  quantity  of  oil  which  English  engineers 
have  settled  upon  as  sufficient  to  protect  timber  in  England,  will  suffice 
in  this  country,  even  if  it  does  not  blacken  the  wood  through  and 
through,  i.  e.,  7  or  8  lbs.  for  use  in  the  earth,  and  10  or  12  lbs.  when  the 
wood  is  to  be  exposed  in  the  sea. 

"To  creosote"  is  simply  to  apply  a  mechanical  process.  Water  in 
the  wood,  an  obstacle  to  the  admission  of  the  oil,  must  first  be  removed, 
and  then  sufficient  pressure  must  be  used  to  force  the  oil  in.  It  is  un- 
wise for  engineers  to  demand  the  injection  of  a  larger  quantity  of  oil 
than  the  density  of  the  wood  they  specify  will  allow.  It  would  be  wiser 
to  specify  such  varieties  of  wood  as  will  readily  take  the  quantity  of 
oil  which  is  known  to  be  efficacious.     White  oak  and  the  heart  of  pitch 
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pine  are  tlie  best  for  use  when  unpreserved,  but  it  does  not  follow  that 
they  are  the  best  for  creosoting.  Red  oak  or  black  oak,  porous  varieties, 
are  strong  enough  for  most  purposes,  when  sound  ;  creosoted  they  will 
always  be  sound  and  will  last  longer  than  white  oak,  because  many  pieces 
of  white  oak  refuse  the  oil  altogether. 

Porous  yellow  pine,  comparatively  free  from  pitch,  will  drink  up  the 
oil  much  more  freely  and  evenly  than  pitch  pine,  and  will  give  a  much 
better  result,  because  creosote  is  a  much  better  preservative  than  pitch  ; 
and  all  porous  woods  are  cheaper  than  dense,  indestructible  varieties. 
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ON    THE    INCREASED    EFFICIENCY    OF    RAILWAYS 
FOR   THE    TRANSPORTATION    OF   FREIGHT.* 


By   Wm.    p.    Shinn,  M.  Am.  Soc.  C.  E. 
Read  December  20th,  1882. 


At  the  Louisville  convention  of  this  Society,  held  in  May,  1873,  a 
distinguished  civil  engineer  and  member  of  this  Society,  quoting  from 
an  address  delivered  by.  him  before  the  Chamber  of  Commerce  of  the 
City  of  New  York,  took  the  ground  that  the  New  York  State  canals 
formed  the  only  line  of  transportation  to  tide-water,  for  the  cereal  pro- 
ducts of  the  great  West,  that  could  compete  with  the  Welland  Canal  and 
St.  Lawrence  River,  and  that  a  ship  canal  connecting  the  waters  of  the 
great  lakes  with  the  Hudson  River  was  necessary  to  the  continuance  of 
the  commercial  supremacy  of  the  City  of  New  Y'ork. 

*  Most  of  the  data  for  this  paper  were  collected  and  prepared  for  the  forthcoming  report 
on  Internal  Commerce,  of  Hon.  Jos.  Nimmo,  Jr.,  Chief  of  Bureau  of  Statistics  of  the  Treasury 
Department,  with  whose  consent  they  are  presented  before  the  American  Society  of  Civil 
Engineers  in  advance  of  the  publication  of  his  report. 
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In  the  course  of  his  remarks  the  gentleman  said  :  "  I  stated  that 
three-fourths  of  all  the  freight  from  the  West  to  tide-water  went  by  two 
canals,  chiefly  by  the  Erie  ;  that  left  but  two  million  tons  to  be  carried 
by  the  four  trunk  railroads.  *  *  *  Although  the  quantity  of  freight 
is  large,  during  the  year  these  roads  together  moved  eastward  only  two 
million  tons  of  through  freight,  which  is  the  class  I  allude  to." 

The  year  referred  to  was  1872. 

I  replied  to  the  above  by  stating  that  the  ultimate  capacity  of  a  rail- 
road was.  to  a  great  extent,  a  matter  of  speculation,  but  that  with  a 
double  track,  devoted  entirely  to  freight  traffic,  there  would  be  no  diffi- 
culty Jn  carrying  one  thousand  (1  000)  tons  j)er  hour,  or  about  7  200  000 
tons  per  annum  in  one  direction,  and  added:  "  I  will  not  attempt  to  com- 
pare the  cost  of  carrying  seven  million  tons  on  one  railway  with  that  of 
carrying  (as  alleged)  two  million  tons  on  four  railways  ;  evidently  it 
would  be  much  below  the  least  sum  already  stated  (by  myself)  as  the 
cost  on  one  first-class  railway,  namely,  seven  mills  per  ton  per  mile." 

I  refer  to  this  discussion  to  show  that  only  nine  years  ago  informa- 
tion regarding  the  capacity  of  railroads  for  traffic  was  very  meagre,  the 
popular  impression  as  to  their  efficiency,  compared  with  that  of  canals, 
being  wholly  erroneous. 

The  gentleman  referred  to  was  in  error  even  in  his  statement  as  to 
the  transportation  of  cereals  to  tide-water  in  1872,  for  it  appears  (see 
Schedule  A,  attached)  that  of  the  grain  transported  to  New  York, 
50  724  027  bushels  (say,  1  450  000  tons)  were  transported  by  canal,  and 
37  586 167  bushels  (say,  1  074  000  tons)  were  transported  by  rail,  and 
that  in  1873  the  movement  of  grain  by  rail  to  New  York  exceeded  that  by 
canal. 

I  have  compiled  from  the  report  of  the  Bureau  of  Statistics  on  In- 
ternal Commerce  for  1880  (pp.  160  and  184),  the  statement  in  Schedule 
A,  showing  the  receipts  of  grain  at  New  York,  by  canal  and  rail,  from 
1871  to, 1880,  and  at  Boston,  Philadelphia  and  Baltimore  from  1875  to 
1880,  which  shows  how  greatly  the  transportation  of  grain  by  rail  to  the 
Atlantic  seaboard  has  exceeded  that  by  canal  since  1873. 

On  page  179  of  the  Internal  Commerce  Keport  for  1880,  I  find  a 
statement  of  the  "total  number  of  tons  transported  on  the  New  York 
State  canals,  the  New  York  Central  and  Hudson  Kiver  Railroad,  the  New 
York,  Lake  Erie  and  Western  Railroad,  and  the  Pennsylvania  Railroad, 
each  year  from  1855  to  1880. " 
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As  this  statement  ignores  the  distance  that  the  tonnage  was  trans- 
ported, and  is  open  to  the  objection  of  including  the  same  tonnage  more 
than  once  when  the  statistics  are  kept  by  divisions,  I  have  prepared  and 
attached  hereto,  as  Schedule  B,  a  "statement  of  comparative  tonnage- 
mileage,"  or  "  tons  carried  one  mile  on  New  York  State  canals,  the  New 
York  Central  and  Hudson  River  Railroad,  the  New  York,  Lake  Erie  and 
Western  Railway,  and  the  Pennsylvania  Railroad,  from  1860  to  1881, 
inclusive." 

This  statement  shows  that  in  1860  the  "tonnage-mileage"  of  the 
three  railroads  was  about  equal,  and  amounted,  in  the  aggregate,  to  a 
little  over  three-fourths  of  that  of  the  canals ;  that  in  1870  the  three 
railroads  averaged,  each,  about  the  tonnage  of  the  canals  ;  and  that  in  1880 
they  averaged,  each,  nearly  double  that  of  the  canals,  the  tonnage  of  the 
latter  being  in  1880  the  largest  they  ever  had. 

Comparing  the  aggregate  ton-mileage  of  the  three  railroads,  we  find 
that  it  was  : 

Increase  per  cent,  over  1860. 

In  1860. 627  477  805 

"    1870 2  682  603  465  328 

"   1880 7  485  734  038  1  093 

"    1881 8  263  038  412  1  217 

Evidently  the  "  condition  precedent  "  of  this  enormous  increase  in 
trafSc  was  the  existence  of  the  products  to  be  transported  and  a  demand 
for  their  transportation,  and  we  must  look  for  the  cause  of  these  condi- 
tions in  the  improvement  in  population  of  the  producing  States,  in  the 
transportation  facilities  tributary  to  these  railroads,  and  in  some  degree 
in  the  foreign  demand  for  our  products. 

Grouping  the  States  into  three  classes,  viz. : 

1.  New  York,  New  Jersey  and  Pennsylvania,  in  which  the  three  in- 
dicated railroads  lie  ; 

2.  The  Northern  Middle  States,  directly  tributary  to  these  railroads; 

3.  The  Northwestern  States  and  Territories,  more  remotely  tributary 
thereto; 

We  find  the  population  and  railroad  mileage  to  compare  for  the 
three  periods  as  follows,  viz. :     (See  Schedule  C. ) 
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riROTTPS    OF    STATFI 

Population.                       ' 

MllES  Railkoad. 

1860. 

1870. 

1 

1880.         1 

1 

1870. 

9  709 
14  701 

8  889 

1880. 

First— 3  States 

Second — 5  States 

Third— 6  States,    5  Ter- 
ritories   

7  458  985 
(5  926  954 
2  244  382 

8  810  806 

9  124  517 
4  027  956 

i 

10  497  579; 

1 

11  207  181! 

6  288  920 1 

1 

13  963 
25  382 
22  099 

Total— 14  States,  5  Ter- 
ritories   

16  630  321 

21  963  277 

i 
27  993  680 

33  299 

61444 

Total  of  United  States .  . 

31  443  321 

38  558  371 

50  152  866 

i 

52  914 

93  671 

The  following  shows  the  production  of  grain  in  1869  and   1879,  and 
the  amounts  exported  in  the  fiscal  years  ending  June  30,  1870  and  1880: 


U.  S.  Peoduction. — Bushels. 

Exported 

"Bushels. 

1869. 

1879. 

1870. 

1880. 

Corn 

.   874  320  000 

1  547  901  790 

1  392  115 

98  169  877 

Wheat 

.   260  146  900 

448  756  630 

17  907  442 

153  869  935 

Eye 

.     22  527  900 

23  639  460 

157  606 

2  912  754 

Oats 

.  288  334  000 

363  761  320 

121  517 

766  366 

Barley 

.     28  652  200 

40  283  100 

255  490 

1  128  923 

Buckwheat  .  . 

.     17  431  100 

13  140  000 

Other  Grains 

385  198 

1  272  028 

1  491  412  100 

2  437  482  300 

20  219  368 

258  119  883 

The  following  is  a  comparative  statement  of  other  leading  exports  for 
the  fiscal  years  ending  June  30,  1870  and  1880: 

1870.  1880. 

Wheat  flour,  bbls. ...     3  463  333  6  Oil  419 

Com  meal,  bbls 187  093  350  613 

Crude  oil,  galls 9  955  066        28  297  997 

Eefined  oil,   "   97  902  505      367  325  823 

Naphtha     "     "    ....      5  422  604        18  411044 

Lubricating  oil,  galls 5  162  835 

Butter 

Cheese 

Beef 

Bacon  and  hams 

Pork 


1870. 

Pounds. 
692  666  600 

37  418  600 

69  685  462 
636  366  282 

32  535  624 


2  019  288 
57  296  327 
26  727  773 
38  968  256 
24  639  831 


1880. 
Pounds. 

1  202  283  800 

70  122  600 
198  085  979 

2  387  617  850 
110  466  264 

38  721  262 

;39  236  658 
127  558  907 

84  717  094 
759  773  109 

95  949  780 
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Lard 

35  808  530 
185  748  881 
958  558  503 

374  979  286 

Tobacco 

215  910  187 

Cotton 

1  822  OGl  114 

Total  of  articles  above  enumerated 

Grain,  bushels 20  219  308   258  119  883 

2  798  440  017 
1  197  275  357 

7  527  483  890 
15  038  181  064 

3  995  715  374 

22  565  664  954 

Tlie  exports  of  the  articles  enumerated  sliow  an  increase  from 

3  995  715  374  pounds  in   1870 
to 22  565  664  954  pounds  in   1880, 


Being 18  569  949  580  or  464i'„  per  cent. 

The  total  exiaorts  of  the  United  States  -   were  valued  for  the  fiscal 

year  ending  June  30th,  1870,  at $392  771  697 

And  for  the  fiscal  year  ending  June  30th,  1880,  at 835  638  658 


An  increase  in  value  of $442  866  961 

The  exports  of  breadstuff's,  provisions  and  live  animals  *  compare  in 
value  for  the  two  years  as  follows  : 

For  Fiscal  Years                   1870.                    1880.  Increase. 

BreadstufFs $72  675  495          $288  076  835  $215  401  340 

Provisions 28  283  143            127  043  242  98  760  099 

Live  animals 1  045  039              15  882  125  14  837  086 


Total $102  003  677  $431  102  202  $328  998  525 

Referring  to  the  increase  in  exports  of  these  three  classes,  Mr.  H.  V. 
Poor,  in  his  Manual  for  1881,  says*  :  "The  enormous  increase  of  our 
*'  foreign  commerce,  shown  in  the  annexed  statement  (above  quoted),  is 
"  due  almost  wholly  to  the  increased  exports  of  provisions  and  bread- 
"  stuff's,  the  product  of  that  portion  of  the  country  most  distant  from 
"  market,  and  in  which  railroads  have  had  their  widest  and  most  rapid 
"  development."  "It  will  be  seen  (from  the  foregoing  statement)  that  of 
"  an  increase  (in  value)  of  exports  of  $443  000  000,  $329  000  000  was 
"  made  up  of  the  products  of  the  Western  States,  these  being  almost 
"  wholly  due  to  the  construction  of  railroads  within  them." 


*  Poor's  R.  R.  Mamial  for  1882,  pp.  IV  and  V. 
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The  production  of  cotton,  anthracite  coal,  pig  iron   and  Lake  Super- 
ior iron  ore  compares  as  follows  : 

For  1870.  For  1880.  Increase. 

Cotton— bales 3  114  592  5  761252  2  616  660 

Anthracite  coal— tons 16  182  191  23  437  242  7  255  051 

Pig  iron— net  tons 1  865  000  4  295  414  2  430  414 

Lake  Superior  iron  ore -tons. .        908  805  2  389  288  1  480  483 

The  production  of  anthracite  coal  in  1881  was  in  excess  of  1880  over 
5  000  000  tons,  an  increase  wholly  unprecedented. 
The  movement    of    cotton     "overland"     was,    for  the 

year  ending  August  31st,  1870  * 350  416  bales 

Year  ending  August  31st,  1880 1  134  004  bales 


Being  an  increase  of 783  588  bales 

The  foregoing  statements  show  clearly  whence  came  the  increased 
traffic,  and  it  remains  to  consider  the  means  by  which  the  great  increase 
in  "  ton-mileage,"  shown  in  Schedule  B  for  the  three  leading  railroads, 

was  made,  from  a  movement  in  1870  of 2  682  603  465  ton-miles 

to  a  movement  in  1880  of 8  263  038  412  ton-miles 


Being  an  increase  of 5  580  434  947  ton-miles 

The  "ton-mileage"  of  1880  being  three  and  eight  hundredths  (3i^o^u) 
times  that  of  1870,  and  thirteen  and  seventeen  hundredths  (13 ,^0^)  times 
that  of  1860. 

The  means  by  which  this  rapid  increase  in  efficiency  has  been  devel- 
oped may  be  considered  under  two  general  heads,  viz.  : 

Improvements  in  the  physical  condition  of  the  railroads,  such  as  : 

1.  Improved  track  or   "permanent  way,"  including    bridge  super- 
structure. 

2.  Additional  sidings,  and  second,  third  and  fourth  tracks. 

3.  Increased  capacity  and  strict  classification  of  locomotives. 

4.  Increased  capacity  of  freight  cars. 

5.  Additions  to  terminal  facilities. 

Improvements  in  the  administration,  such  as  : 

6.  Improved  methods  of  signalling. 


*  Report  on  Internal  Commerce  of  U.  S.  for  1880,  p.  187. 


371 

7.  Kiinning  locomotives  "First  in,  first  out,"  and  running  freight 
trains  at  higher  rates  of  speed. 

8.  Consolidation  of  connecting  lines  under  one  management  by  pur- 
chase, lease,  amalgamation  or  otherwise. 

9.  Running  freight  cars  through  from  i:)oint  of  production  to  tide- 
water without  trans  shipment. 

10.  Issuing  through  bills  of  lading  (or  freight  contracts)  from  "West- 
ern points  of  shipment  to  Atlantic  and  European  ports. 

These  will  be  referred  to  in  their  order. 

1.  Good  " permaiient  way"  is  the  necessary  foundation  of  all  suc- 
cessful and  economical  railroad  management,  and  chief  among  the 
improvements  of  the  last  11  years  is  the  general  introduction  of 
steel  rails.  The  discovery  of  Henry  Bessemer  of  the  pneumatic  process 
of  steel  making,  with  the  addition  of  spiegel-eisen  suggested  by  Mushet, 
as  improved  and  adapted  for  use  in  this  country  by  the  late  Alex.  L. 
Holley,  M.  Am.  Soc.  C.  E.,  enabling  steel  rails  to  be  manufactured  as 
cheaply  as  iron  rails  can  be  made  from  the  ore,  forms  the  very  "corner- 
stone "  of  the  great  improvements  which  have  taken  place  in  railroad 
efficiency. 

The  importation  of  steel  rails  (of  crucible  steel)  was  begun  by  the 
Pennsylvania  Railroad  Company  in  1863,  with  a  trial  lot  of  150  tons,  and 
the  manufacture  of  "Bessemer  steel"  (so  called)  was  commenced  in 
1865,  at  Troy,  New  York,  and  in  1867  at  Harrisburg,  Pennsylvania,  both 
under  the  personal  supervision  of  Mr.  Holley. 

Schedule  D,  attached,  shows  the  number  of  tons  of  steel  rails  made 
in  this  country  during  each  year,  as  compiled  by  James  M.  Swank,  Sec- 
retary of  the  American  Iron  and  Steel  Association.* 

It  will  be  seen  that  there  were  made  of  steel  rails  in  this  country  in 

1870 34  000    net  tons 

Andiul881 1355  519      " 

An  increase  of 1  321  519      " 

And  that  the  total  amount  of  steel  rails  made  in  the  United  States  to 

the  close  of  1870  was 53  425    net  tons 

And  to  the  close  of  1S81  was 5  171  699      " 

Being  an  increase  of 5  118  274      "        " 

*  Report  of  .American  Iron  and  Steel  Association  for  1881. 
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In  addition  to  which  there  have  been  imported  to  June  30th,  1881. 
about  1  000  000  net  tons,  all  of  which,  amounting  in  the  aggregate  to 
6  171  699  net  tons,  have  been  laid  in  the  tracks  of  railroads  to  the  extent 
of  about  60  000  miles  of  single  track. 

Mr.  Poor,  in  his  Manual  for  1882,*  estimates  that  at  the  close  of  1881, 
of  104  325  miles  of  railroad  completed,  having  130  536  miles  of  track, 
49  062  miles  were  laid  with  steel  rail,  being  apportioned  to  the  five  grand 
divisions  of  the  country  as  follows  : 

Miles  Railroad.       Miles  Track.       Steel  Rails— 


Miles. 

New  England  States 

6  161 

8  469 

3  213 

Middle  States 

15  984 
18  005 

26  771 
19  966 

12  127 

Southern  States 

5  688 

Western  States,  etc 

58  227 

68  808 

25  623 

Pacific  States,  etc 

5  948 

6  522 

2  411 

Total 

104  325 

130  53() 

49  062 

The  difference  between  the  mileage  of  track  now  laid  with  steel,  and 
the  aggregate  of  steel  rails  made  and  imported,  represents  the  rails  taken 
up  in  consequence  of  failure  or  wear. 

Much  discussion  has  taken  place  on  the  question  whether  steel  rails 
of  domestic  manufacture  are  eijual  to  the  foreign  made.  Their  e(|uality 
has  been  pretty  generally  conceded  since  1878,  but  their  superiority  has 
been  demonstrated,  in  at  least  one  case,  on  the  New  York  Central  and 
Hudson  River  Railroad,  where  there  were  laid  in  1877  one  thousand  tons 
steel  rails  made  by  an  American  mill,  and  in  1881  Mr.  P.  H.  Dudley,  in 
running  over  the  tracks  of  that  railroad  with  his  "dynograph  car," 
which  makes  an  automatic  record  of  the  surface  and  lateral  alignment  of 
each  rail,  found,  to  his  surprise,  pieces  or  stretches  of  track  where  the 
irregularities  of  surface  were  much  below  the  average,  and  in  every  such 
case  the  track  was  laid  with  the  rails  referred  to  ;  the  balance  of  the  track 
being  mostly  of  English  rails,  many  of  them  laid  subsequently,  and  all 
equally  well  ballasted  and  cared  for. 

The  adoption  of  steel  rails  has  generally  led  to  the  use  of  improved 
joints,  better  ballast,  and  more  careful  alignment  and  surfacing,  accom- 

*  Poor's  Manual  of  Railroads  for  1882,  pp.  XVI  and  XVII. 
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panied  by  better  drainage,  as  it  is  considered  to  be  a  mucli  more  "per- 
manent way  "  than  when  iron  rails,  requiring  such  frequent  renewals, 
constituted  the  track. 

The  Pennsylvania  Railroad  Company  has  added  the  "  finishing  touch  " 
by  sodding  their  slopes  in  cuts  and  making  cement  or  artificial  stone 
"  ditches,"  which  are  not  filled  up  by  detritus  from  the  slopes  by  every 
shower. 

In  wearing  quality  steel  rails  are  greatly  superior  to  ii-on,  they  having 
lasted,  under  reasonably  heavy  traffic,  from  8  to  12  years.  It  is 
evident  that  their  life  is  a  function  of  the  tonnage  and  wheelage  rather 
than  of  time,  and  as  tonnage  increases,  their  duration  in  years  must 
decrease  proportionately.  Enough  is  known  to  warrant  the  statement 
that  with  their  use  the  cost  of  "keeping  up  track"  and  "renewals  of 
rails  "  is  reduced  from  40  to  60  per  cent,  per  ton-mile. 

2.  The  increase  in  second  track  and  sidings  has  been  very  marked  in 
the  Middle  States,  where  the  railroads  taken  herein  as  types  of  efficiency 
are  located. 

According  to  Poor's  Manual,  already  quoted,  they  had  track  mileage 
as  follows  on  December  31st,  1881,  viz.  :* 

Railroad       Second  Track        Total 
Miles.  and  Sidings.         Miles. 

New  York .5  981  4-429  10  410 

New  Jersey 1  6fi3  1  323  2  986 

Pennsvlvania 6  748  4  362  11110 


Tliree  States 14  392  10  114  24  506 

Being  an  average  of  1  mile  of  second  track  and  sidings  for  each  1  iVo^o 
miles  of  railroad.  Some  of  the  railroads,  notably  the  New  York  Central 
and  Hudson  River  and  the  Pennsylvania,  have  laid  third  and 
fourth  tracks,  (using  when  they  have  four)  two  tracks  exclusively 
for  freight  trains,  thus  permitting  them  to  move  at  a  regular 
rate  of  speed  without  detention  from  passenger  trains.  Such  tracks  are 
included  above  under  the  term  "second  track."  They  add  greatly  to 
the  efficiency  of  the  railroad  for  freight  traffic,  and  must  be  gradually 


*  Poor's  Manual  of  Railroads  for  1882,  pp.  XVI.  and  XVII. 
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extended  as  freight  traffic  increases,   particularly  where  the  passenger 
traffic  requires  frequent  trains. 

The  capacity  of  a  single  track  has  probably  nowhere  received  a 
greater  development  than  on  the  Pittsburgh,  Fort  Wayne  and  Chicago 
Railway,  where  was  made  on  468  j^j,  miles  of  railroad,  of  which  but  74  A 
miles  were  double  track,  and  having  184  i^o  miles  of  sidings  and  yard 
tracks* — 

Mileage  of  Passenger  trains  in  1881 2  015  298 

Do.       Freight        do.         do 7  916  719 

Do.       other  do.         do 320  897 


Total  train  mileage  in   1881 10  252  914 

Equal  to  trains  both  ways  over  whole  road  of — 

Passenger  trains : 2  151  rtTo .  or  per  day     5i^o^ 

Freight  trains 8  452iVo.        "  23iVo 

Other  trains 342 ,Vo,        "  1  i°o^ 


Total  trains 10  946iVo,        "  30i 


1  4 

00 


or  over  30  trains  each  way   per  day  for   365   days,   excepting   working 
trains,  which  are  calculated  for  313  days. 

3.  Increased  locomotive  capacity  is  primarily  due  to  the  introduction 
of  steel  rails,  by  making  it  possible  to  have  heavy  engines  without  rapid 
destruction  of  track. 

A  rail  has  to  be  considered  with  reference  to  its  strength  as  a  beam, 
enabling  it  to  carry  the  moving  load  from  point  to  point  of  siipport  ; 
and  to  its  capacity  to  resist  the  rolling  friction  of  the  locomotives  and 
cars,  having  a  tendency  to  produce  lamination  and  abrasion. 

A  material  increase  in  both  these  particulars,  over  iron  rails.f  was 
requisite  before  heavier  equipment  could  be  adopted  than  that  used  in 
1860.  In  1863-'5,  on  the  Pittsburgh,  Fort  Wayne  and  Chicago  Railway, 
under  the  management  of  that  eminent  civil  engineer  and  railway  mana- 
ger, John  B.  Jervis,  Hon.  M.  Am.  Soc.  C.  E.,  it  was  found  to  be  advisable, 

*  From  Tenth  Annual  Report  of  Pennsylvania  Company. 

t  Experiments  and  tests  made  by  the  writer  in  1877,  when  General  Manager  of  the  Edgar 
Thomson  Steel  Works,  of  the  comparative  transverse  strength  of  iron  rails  (as  then  made,  chiefly 
from  old  rails)  with  steel  rails  of  like  weight,  appeared  to  warrant  the  conclusion  that  steel  rails 
had  at  least  double  the  transversa  strength  of  such  iron  rails,  due  partly  to  the  better  disposition 
of  the  metal  in  the  steel  rails  for  strength  as  a  beam,  but  mainly  to  the  greater  homogeneity 
of  the  material. 
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in  order  to  preserve  the  track  (of  60-ponncl  iron  rails)  from  too  i-apid  deter- 
ioration, to  adopt  materially  lighter  equipment  than  had  been  previously 
used,  and  he  bought  engines  for  freight  service  having  cylinders  14x22 
inches,  weight  on  drivers  31  000  pounds,  capable  of  hauling  12  to  16 
loaded  cars  ;  and  built  cars  weighing  but  16  000  to  17  000  pounds,  carry- 
ing 20  000  to  24  000  pounds  of  load.  This  change  proved  immediately 
beneficial,  and  laid  the  foundation  for  the  uninterrupted  prosperity 
which  the  Pittsburgh,  Fort  Wayne  and  Chicago  Railway  has  since  en- 
joyed. As  the  track  was  laid  with  steel  and  otherwise  improved,  the 
adoption  of  heavier  equipment  became  equally  wise  aud  proper,  and  the 
standard  freight  engine  now  built  has  cylinders  18  x  22  inches,  weight  on 
drivers  54  000  pounds,  and  draws  22  to  24  loaded  cars. 

On  the  PennsyWania  Railroad,  in  1871-'2,  the  standard  freight 
engines  had  cylinders  18  x  22  inches,  with  6  drivers  50  and  56  inches 
diameter,  weight  on  drivers  55  000  pounds  (average  weight  on  each 
driver,  9  166  pounds),  and  pulled  by  the  dynamometer  12  500  to  14  000 
pounds  as  a  maximum,  at  a  very  slow  speed  when  just  starting,  and 
drew  18  loaded  cars  on  the  Pittsburgh  Division. 

The  present  standard  freight  engine  has  cylinders  20x24  inches, 
with  eight  drivers,  50  inches  diameter  ;  weight  on  drivers,  79  400 
pounds  (average  weight  on  each  driver,  9  925  pounds)  ;  pulls  by  the 
dynamometer  20  500  pounds  under  similar  circumstances  to  those  above 
named,  and  draws  28  loaded  cars  on  the  Pittsburgh  Division. 

The  following  statement  shows  the  average  tons  freight  hauled  in 
freight  trains  on  the  railroads  before  referred  to,  for  various  years  from 
1867  to  1881  : 

Statement   of   Average    Tonnage   op   Freight  Hauled    in   Freight 

Trains  on  Railroads  Named. 


Pennsylvania. 


N.  Y.  C.         N.  Y.,       Main  Line         Main  Line     P.  it  E.  P.,  F.  W. 
&  H.  R.  R.    L.  E.  &  \y.   Eastward.      Both  Ways.       Div.         &  C. 

102  A 


In  1867.... 

. . . 

"  1870... 

• . . 

.  .  > 

•  •  • 

"  1875.... 

166 

134 

"  1880.... 

219 

218 

283 

"  1881.... 

218 

218 

287 

112 

118 

128 

164 

184 

266 

160  iVo 

186 

275 

171  lU 
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Showing  increased  average  train  load,  as  follows  : 
On  New  York  Central  and  Hudson  River  Eailroad,  from 

1875  to  1881,  of 31 1^0  per  cent. 

On  New  York,  Lake  Erie  and  Western  Railroad,  from 

1875  to  1881,  of 62;io 

On  Pennsylvania  Main  Line,  from  1870  to  1881,  of 661^         " 

On  Philadelphia  and  Erie  Railroad,  from  1870  to  1881, 

of 133 

On  Pittsburgh,  Fort  Wayne  and  Chicago  Railway,  from 


.0  «« 


18G7  to  1881,  of 66, 0 

or  an  average  increase  of  about  665  per  cent.,  due  to  improved  "per- 
manent way,"  permitting  the  use  of  improved  machinery  of  greater 
capacity,  and  to  more  general  "back  loading"  of  cars. 

Of  the  effect  of  improved  track  on  engine  repairs,  suffice  it  to  say 
that  on  the  Pennsylvania  Railroad  the  cost  of  repairs  of  locomotives  per 
100  miles  run  was — 

In  1865 Sl6  45 

"  1870 9  13 

"  1879 5  30 

"  1880 7  02 

"  1881 6  02 

while  the  effective  capacity  of  the  engines  has  been  largely  increased  in 
the  meantime. 

By  strict  classification  of  locomotives,  much  greater  efficiency  is 
reached  with  the  same  number.  The  Pennsylvania  Railroad  Company 
now  has  practically  but  two  classes  of  freight  locomotives. 

4.  Increased  capacity  of  cars. — For  many  years,  say  from  1855  to  1876, 
the  standard  capacity  of  freight  cars  was  20  000  pounds,  although  much 
more  was  frequently  loaded  on  a  car.  About  1877  a  few  cars  were  built 
to  carry  30  000  pounds,  and  since  1879  the  standard  freight  cars  buUt 
for  the  principal  east  and  west  lines  of  railroad  have  been  constructed 
to  carry  40  000  pounds.  I  am  informed  that  the  Pennsylvania  Railroad 
Company  has  ordered  the  construction  of  some  cars  having  50  000  lbs. 
capacity.  This  increased  capacity  is  obtained  by  using  a  somewhat 
heavier  car  body,  or  "cargo  box,"  with  slightly  heavier  axles  and 
journals.  The  comparative  weight  of  a  standard  Pennsylvania  Railroad 
box  car,  with  its  load,  in  1870  and  1881,  was  as  follows,  viz. : 


I 
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In  1870. 
"  1881. 


Weight  of 
Car. 

20  500 

22  000 


Weight  of 
Load. 

20  000 

40  000 


Increase . 


1  500 


20  000 


Total. 

40  500 
G2  000 

21  500 


Load 

Per  Cent. 

of  Total. 

64,^0^ 


l5iVo 


The  benefit  both  in  efficiency  and  economy  of  cost  from  an  increase 
of  30  per  cent,  in  the  proportion  borne  by  the  "paying  load"  to  the 
"  total  load  "  is  too  obvious  for  comment. 

The  following  statement  shows  the  average  tonnage  of  freight  per 
loaded  car  on  the  Pennsylvania  Railroad  and  Pittsburgh,  Fort  Wayne 
and  Chicago  Railway  for  several  years  : 


In  1867. 
"  1877. 
'■»  1878. 
"  1880. 
"  1881. 


Penna. 

R.  R. 

P.,  F.  W.  tfeC. 

Ry 

■  •  •   • 

7i\\  tons. 

lOiVo 

tons. 

lOxVu 

<( 

lli¥o 

(< 

9i\%      " 

19  31 

-•■•^100 

(( 

10:V«       " 

This  average  includes  many  cars  only  partially  loaded  with  local 
freight ;  the  Pennsylvania  Railroad  has  a  large  local  traffic,  which  is 
shipped  in  full  car-loads,  thus  increasing  their  average  load,  which  shows 
a  steady  and  commendable  advance,  due  to  the  increased  use  of  cars  of 
greater  capacity. 

5.  Increase  in  terminal  facilities. — These  consist  of  depots  and  yards 
for  receiving,  loading,  discharging  and  delivering  freight,  in  yards  and 
tracks  for  storing  cars  and  switching,  and  in  floats  and  lighters  for  trans- 
fer of  cars  and  freight,  grain  elevators,  stock  yards,  etc.,  which  have 
been  more  than  doubled  in  the  aggregate  since  1870.  The  increase  is 
still  going  on,  and  the  expenditure  for  additional  terminal  facilities  will 
long  continue  to  be  a  prominent  item  in  the  "  Construction  "  or  "  Better- 
ment "  account. 


Considering  next  the  improvements  in  administration,  we  have  : 

6.  Improved  methods  of  signalling. — The  "block  system,"  which  has 
been  in  iise  abroad  for  many  years,  was  first  adopted  in  this  country  on 
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a  large  scale  on  the  Penasjlvania  Railroad.  It  consists  in  a  division  of 
the  road  into  sections  or  "  blocks  "  from  one  to  five  miles  in  length,  hav- 
ing signal  stations  at  each  end  thereof,  whereby  but  one  train  is  allowed 
upon  any  block  at  one  time,  and  a  following  train  is  forbidden  to  enter 
a  block  until  the  preceding  train  has  passed  the  next  signal  station  and 
the  fact  has  been  reported  back.  Freight  trains  are  sometimes  allowed 
to  follow  on  the  same  block,  under  restrictions  as  to  time,  being  kept 
five  or  more  minutes  apart. 

A  complete  system  of  block  signals  is  absolutely  necessary  to  the  safe 
and  effective  working  of  a  crowded  track,  and  the  adoption  of  the  auto- 
matic electric  signal,  by  which  blocks  or  sub-blocks  may  be  made  every 
mile  or  half  mile,  will  render  railway  travel  much  safer,  and  greatly  in- 
crease the  effective  capacity  of  the  lines. 

The  subject  of  "block  signals"  and  "interlocking  switches"  has 
received  much  more  attention  in  England  than  in  this  country,  and  the 
writer  was  told  in  1876  of  a  "junction  "  in  the  North  of  England  (what 
we  call  a  "  crossing  ")  which  was  traversed  by  720  trains  daily,  an  aver- 
age of  a  train  every  2  minutes,  day  and  night.  The  Metropolitan 
(underground)  Railway  of  London  is  a  conspicuous  example  of  an  enor- 
mous traffic  conducted  with  absolute  safety  under  very  unfavorable  con- 
ditions by  the  use  of  a  complete  system  of  block  signals. 

7.  Running  locomotives  "First  in,  first  out,"  and  running  freight 
trains  at  higher  speed. — During  the  early  history  of  railroads,  it  was  con- 
sidered essential  to  economy  that  freight  trains  should  be  limited  to  a 
very  low  rate  of  speed,  and  until  recently  they  have  been  generally 
"scheduled"  at  a  speed  of  10  to  12  miles  j^er  hour,  and  limited  to  15 
miles  per  hour  as  a  maximum  speed. 

The  late  J.  Edgar  Thomson,  as  President  of  the  Pennsylvania  Rail- 
road, in  his  annual  report  for  1867,  referring  to  the  proposed  construc- 
tion of  a  low  grade  line  for  reaching  economy  in  freight  traffic,  said  : 
"The  speed  of  the  freight  trains  should  not  exceed  an  average  of  6 
"  miles  per  hour."  When  we  reflect  that  this  is  but  one-half  faster  than 
a  man  can  walk,  and  that  at  this  speed  nearly  twice  as  many  engines  and 
one-half  more  cars  will  be  needed  than  would  be  required  if  the  traffic 
were  moved  at  an  average  of  12  miles  per  hour,  its  adoption  seems  absurd  ; 
and  yet  Mr.  Thomson  was  high  authority,  and  with  the  iron  rail  tracks 
and  wooden  bridges  then  in  use,  high  speed  was  very  destructive  to  the 
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superstructure.  But  with  better  "permanent  way  "  and  iron  bridges, 
higher  sj^eed  became  possible,  and  freight  trains  are  now  scheduled  at 
from  15  to  20  miles  per  hour.* 

Until  quite  recently,  every  locomotive  had  its  regular  "'engineer," 
and  when  he  slept  the  locomotive  was  idle.  This  was  changed  on  the 
New  York  Central  and  Hudson  River  Railroad  some  eight  or  ten  years 
since  with  but  indifferent  success,  by  the  adoption  of  the  rule  of  "  first  in, 
first  out," for  both  locomotives  and  crews,  so  that  the  next  crew  in  order 
takes  the  next  engine  in  order,  and  by  having  many  more  crews  than 
locomotives,  nearly  50  per  cent,  more  service  is  got  from  the  latter,  with 
less  deterioration  caused  by  frequent  alternations  of  heating  and 
cooling. 

The  Pennsylvania  Railroad  Company,  after  carefully  experimenting 
with  it  on  their  Middle  Division,  adopted  it  for  their  whole  line  in  1878, 
and  the  benefits  of  this  system  were  first  shown  by  its  results  in  1879, 
as  will  be  seen  by  reference  to  Schedule  E,  giving  the  average  miles  run 
per  annum  by  freight  locomotives  on  the  Pennsylvania  Railroad,  and  the 
average  number  of  tons  freight  hauled  by  each  from  1870  to  1881, 

It  shows  as  the  average  of  all  divisions — 

Per  Locomotiee.  Miles  Run.  Averagre  Ton-Mileagre. 

In  1870 19  244                    2  100  000 

"1878 20  000                    3  000  000 

"1879 24  355                    4  200  000 

"  1881 27  644                    5  100  000 

— an  increase  in  mileage  of  38  per  cent.,  and  in  effective  service  of  150 
per  cent.,  from  1870  to  1881.  Of  course,  much  of  this  latter  increase 
is  due  to  the  use  of  more  powerful  engines  and  better  cars,  as  before 
stated. 

8.  Consolidation  of  connecting  lines  under  one  management. — This  has 
changed  in  a  wonderful  degree  the  condition  of  our  "  railway  system, " 
and  greatly  to  the  improvement  of  its  efficiency.  Where  in  1860  it  was 
rarely  that  500  miles  of  railroad  were  under  one  management,  now  from 
1  000  to  3  000  miles  in  one  organization  is  the  rule  rather  than  the  ex- 
cej)tion. 

*  The  experiments  of  Mr.  P.  H.  Dudley  with  his  "  dyuograph  "  car  show  that  a  speed  for 
freight  traius  of  18  miles  per  hour  requires  less  power  and  is  more  economical  of  fuel  than  a 
slower  rate  of  speed. 
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Schedule  F  shows  the  length  of  roads  and  the  gross  earnings  in  1881 
of  13  of  the  principal  systems,  from  which  it  will  be  seen  that  the  3 
"trunk  line"  systems  controlled  10  113  miles  of  railroad,  being  10,",, 
per  cent,  of  the  total  mileage  for  which  earnings  were  reported  in 
Poor's  Manual  for  1881,  and  their  aggregate  gross  earnings  were 
0155  371  388,  or  21  i^o  per  cent,  of  the  total  earnings  reported  for  1881  ; 
while  the  13  systems  indicated  had  44  627  miles  of  road,  or47rt^o  per 
cent,  of  the  mileage  for  which  earnings  were  reported  for  1881  ;  and  their 
aggregate  earnings  were  1^354  158  398,  or  48  ^W  per  cent,  of  the  total  earn- 
ings reported. 

The  amount  of  negotiations,  disputes,  delays  and  general  friction 
saved  by  having  but  13  parties  in  control  of  these  lines  instead  of  100, 
can  scarcely  be  estimated,  and  this  has  been  a  potent  factor  in  bring- 
ing about  increased  efficiency. 

9.  Ru7i7iing  cars  through  from  point  of  production  to  tide-water  without 
trans-shipment.  — Tlxis,  has  become  quite  a  general  practice  with  ship- 
ments i^roduced  east  of  the  Mississipj)i  River,  and  the  products  of  the 
States  and  Territories  west  of  the  Mississippi  are  rarely  trans-shipped 
more  than  once  before  reaching  tide-water.  Grain  from  Chicago  and  St. 
Louis  is  shipped  all-rail,  not  only  to  the  pi-incipal  cities  of  the  Atlantic 
seaboard,  but  to  the  points  of  consumption  in  the  interior  of  all  the  Mid- 
dle and  New  England  States.  The  delays  incident  to  trans-shipment  are 
great  drawbacks  to  the  effective  use  of  cars,  and  as  well  by  the  saving  in 
cost  as  by  the  avoidance  of  these  delays  has  transiDortation  been  facili- 
tated and  railroad  efficiency  been  increased. 

10.  Issuing  through  bills  of  lading  from  Western  points  of  shipment  to 
Atlantic  and  European  ports,  by  making  the  transportation  contracts 
definite  to  the  distant  market,  and  providing  a  basis  for  raising  money 
on  the  shipments,  has  greatly  aided  the  development  of  our  export  trade, 
and  thus  added  to  railroad  efficiency.  It  is  now  customary  to  ship  grain 
and  other  products  from  Chicago  aud  other  Western  trade  centres  to 
Liverpool,  Glasgow  and  other  foreign  ports,  and  the  through  rate  for 
transportation  being  known,  the  quotation  of  foreign  markets  regularly 
cabled  becomes  the  basis  of  daily  transactions  requiring  railroad  facili- 
ties for  their  consummation. 

With  all  the  recorded  increase  in  railway  efficiency,  tliere  is  stiU  a 
demand,  during  every  busy  season,  for  more  transportation  facilities; 
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from  mine  and  mill,  from  quarry  and  field,  the  cry  is,  "  Cars!  cars!  more 
cars!"  So  persistent  has  been  this  cry,  from  evei-y  quarter,  and  pitched 
in  every  key,  that  it  is  not  sixrjDrising  that  the  railway  managers  have 
come  to  mistake  the  collateral  symptoms  for  the  disease.  The  manu- 
facturer or  other  producer  realizes  only  that  he  wants  cars  in  which  to 
load  his  product;  its  transportation  to  destination  does  not  so  much 
concern  him,  hence  his  cry  for  "cars."  Yet  the  writer  ventures  the 
opinion,  and  not  for  the  first  time,  that  what  is  needed  is  not  so  much 
"  more  cars  "  as  more  movement  of  cars. 

Freight  blockades  have  been  much  more  common  of  late  than  they 
were  ten  years  ago,  and  they  indicate  clearly  that  the  cars  are  in  excess 
of  the  facilities  for  their  movement,  whether  of  engines,  tracks,  yards 
or  other  terminal  facilities. 

"While  the  increase  of  these  must  continue,  the  advances  most 
needed  are  in  mechanical  details  and  in  methods  of  administration, 
looking  to  obtaining  a  larger  average  mileage  from  the  freight  cars  in 
use. 

Just  as  the  reiterated  demand  for  cars  leads  to  the  conclusion  that 
the  building  of  additional  cars  will  remedy  the  comjDlaint,  so,  when 
blockades  occur,  the  railway  managers  are  led  to  conclude  that  more 
yard  tracks  will  remedy  that  evil.  It  is  as  if  a  man  with  aggravated  dys- 
jjepsia,  finding  his  system  suflfering  from  lack  of  nutrition,  should  take 
more  food;  and  then,  having  his  stomach  uncomfortably  full,  should 
conclude  that  he  needed  more  stomach. 

A  blockade  of  freight  is  a  traffic  indigestion,  and  the  remedy  is  not 
in  more  cars,  but  in  less  ;  not  in  more  tracks  to  stand  cars  on,  but  in 
less  standing  cars.  When  cars  are  in  trains,  moving  on  the  main  tracks, 
they  seem  to  disappear,  and  cease  to  be  a  cause  of  embarrassment;  and 
in  that  direction  lies  the  remedy. 

It  remains,  then,  to  consider  what  is  needed  to  ajjply  the  remedy  and 
make  it  efficacious. 

In  proof  of  the  statement  that  the  greatest  defect  is  in  the  movement, 
I  will  adduce  the  following  facts,  showing  the  decrease  in  their  average 
movement  that  has  taken  place  since  1868  and  1876.  The  facts  in  this 
regard  are  not  easily  accessible,  as  many  railway  companies  keep  no 
record  of  freight  car  mileage;  many  of  those  that  keep  such  record  make 
no  separation  of  the  mileage  of  their  own  from  that  of  foreign  cars  ; 
while  but  few  make  any  mention  of  it  in  their  reports. 
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Bj  the  courtesy  of  the  officers  of  the  Pennsylvania  Company,  I  am 
enabled  to  present  the  following  comparison  of  average  miles  run  by 
cars  owned  by  that  company,  they  having  furnished  me  with  the  data 
for  the  mileage  of  Pittsburgh,  Fort  Wayne  and  Chicago  Railway  Com- 
pany cars  during  the  twelve  months  ending  June  30th,  1882,  and  of  their 
Union  Line  cars  in  1876  to  1882,  while  from  a  report  made  by  myself 
while  connected  with  the  Pittsburgh,  Fort  Wayne  and  Chicago  Railway 
I  get  the  data  for  1868. 

Miles  run  by  Pittsburgh,  Fort  Wayne  and  Chicago  Railway  Cars. 

During  1868:    Average,  14  923  miles.     Per  secular  day,  47.67 
"      1881-'2        "        11806      "  "  "     37.72 


Decrease,  21  per  cent.,    3  117      "  "  "       9.95 

This  decreased  average  mileage  is  in  the  face  of  better  facilities  in  an 
important  respect  for  making  an  increase  ;  for  in  1868  the  Pittsburgh, 
Fort  Wayne  and  Chicago  cars  were  not  run  east  of  Pittsburgh,  while 
since  1870  they  have  been  run  to  the  Atlantic  seaboard  cities,  giving 
them  maximum  runs  of  nearly  double  the  length  of  those  of  1868. 


MHiES  run  by  Union  Line  Cars. 


1876 
1877 
1878 
1879 
1880 
1881 
1882 


No.  of  cars,  3  983.    Average  miles,  27  811. 


'      3  800. 

'     3  828. 

'     4  052. 

'     4  689. 

«      5  843. 

'     6  041. 

Per  secular  day,  88.85 
'     72.42 


22  668. 

24  672.  "  "     78.82 

24  904.  "  "     79.57 

19  359.  "  "61.85 

16  788.  "  "53.64 

"for8mo's    9  353.  "  "    44.82 

These  figures  show  that  during  1877,  '8  and  '9,  when  the  number  of 
cars  remained  nearly  stationary,  the  average  mileage  did  not  change 
materially,  while  with  the  steady  increase  in  the  number  of  cars  from 
1880  to  1882  there  is  a  more  than  correspondingly  decreased  average 
mileage.  While  the  number  of  cars  in  the  years  1879,  '80,  '81  and  '82 
were  respectively  as  1,  1.16,  1.44  and  1.49,  the  average  of  miles  run  per 
secular  day  in  1879  bore  to  that  of  1880,  '81  and  '82,  respectively,  the 
proportion  of  1.29,  1.48  and  1.77  to  1. 

It  is  not,  however,  to  be  inferred  that  these  facts  indicate  cause  and 
eflfect  exactly,  but  they  do  indicate  that  from  some  cause,  which  must 
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be  remediable,  the  average  movement  of  cars  has  decreased  more  rapidly 
than  the  average  number  has  increased,  so  that  in  the  case  of  the  Union 
Line  the  aggregate  miles  run  in  1879  with  4  052  cars  is  greater  than  the 
aggregate  movement  in  1882  with  6  041  cars,  estimating  the  movement 
in  1882  on  the  basis  of  the  figures  given  for  eight  months,  viz. : 

In  1879  4  052  cars  made  mileage  of 100  911  133 

"1882  6  041         "  estimated  mileage  of    84  752  667 


Increase  in  cars  2  Oil.         Decrease  in  miles 16  158  466 

•"         "        49  per  cent.         "         "      16  per  cent. 

It  is  claimed  by  the  officers  of  some  of  the  railroads  engaged  in  the 
movement  of  these  cars  that  the  decreased  movement  is  due  mainly  to 
two  causes,  viz. : 

1.  The  greater  extent  to  which  Union  Line  cars  are  used  in  local 
traffic. 

2.  The  use  of  the  cars  in  transporting  coal  and  coke  westward; 
whereas  they  formerly  ran  westward  empty. 

That  both  of  these  causes  have  operated  to  produce  the  efifect 
referred  to  cannot  be  doubted;  but  they  do  not  and  cannot  account  for 
all,  nor  nearly  all,  the  decrease. 

In  1868  the  mileage  of  empty  cars  on  the  Pittsburgh,  Fort  Wayne 
and  Chicago  Railway  was  but  17.4  per  cent,  of  the  total  car  mileage, 
and  in  1881  it  had  been  reduced  to  13.2  per  cent. ;  but  in  1868  the  local 
traffic  of  the  Pittsburgh,  Fort  Wayne  and  Chicago  Railway  was  done 
almost  wholly  in  Pittsburgh,  Fort  Wayne  and  Chicago  cars,  while  in 
1881  much  of  it  was  done  in  Union  Line  and  other  cars.  Yet  the  average 
miles  run  by  Pittsburgh,  Fort  Wayne  and  Chicago  cars  decreased 
since  1868,  as  stated,  21  per  cent.  Again,  this  decreased  movement  has 
arisen  in  the  face  of  greatly  increased  capacity  of  locomotives,  greatly 
increased  average  movement  of  locomotives,  and  greatly  increased 
demand  for  transportation.  To  what,  then,  the  great  decrease  is  due,  and 
how  it  is  to  be  remedied,  so  that  the  average  movement  of  all  freight 
cars  shall  be,  as  it  can  and  should  be,  at  least  fifty  (50)  miles  per  day, 
and  of  "line  cars,"  such  as  the  "  Union  Line,"  at  least  seventy-five  (75) 
miles  per  day,  is  what  I  propose  to  show,  under  the  following  heads: 

1st.  Tlie  necessily  for  more  main  tracks,  which  can  be  met  gradually 
by  the  extension  of  sidings  and  the  building  of  sections  of  additional 
main  tracks.      This  is  generally  aijpreciated  by  the  officers  of  the  trans- 
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portation  departments  and  receives  attention  if  the  financial  condition 
of  the  company  admits. 

2d.  A  need  that  is  more  frequently  neglected  is  that  of  7?iore  locomo- 
tives. Of  course,  much  more  can  be  done  with  the  existing  motive 
power  of  most  railroads  by  adopting  the  system  of  running  now  used  on 
the  New  York  Central  and  Hudson  River  and  Pennsylvania  Railroads, 
as  hereinbefore  detailed,  whereby  the  average  miles  run  by  locomo- 
tives can  be  increased  from  30  to  50  per  cent.  But  upon  many 
railways  the  number  of  cars  is  largely  in  excess  of  the  motive  power 
capacity  for  their  economical  movement.  A  careful  investigation  of 
the  car  capacity,  as  compared  with  the  engine  capacity,  would  show 
that  some  companies  could  afford  to  sell  cars  and  buy  engines  with 
the  proceeds,  for  manifestly  when  cars  are  in  excess  they  only 
embarrass  the  movement  of  such  as  could  otherwise  have  been 
moved  promptly.  I  remember  a  case,  within  my  j^ersonal  knowledge, 
where  the  general  manager  of  a  railroad  which  had  no  excess  of  loco- 
motives, but  a  deficiency,  ordered  ten  (10)  engines  and  one  thousand 
(1  000)  freight  cars.  The  capacity  of  each  engine  was  to  haul  about 
twenty  (20)  cars,  and  if  each  engine  averaged  100  miles  per  day 
(31  300  miles  per  annum,  which  is  large  mileage  for  freight  engines) 

.1  ,  -1  .  Engines.        Miles.        Care. 

the  aggregate  car  mileage  capacity  was  — jq —  X  -TqTt  X  ~^q  =  20  000 

car  miles  per  day.     Now,    na  qqq  -r  wv)?)  =  20  miles  per  car  per  day;  so 

that  the  10  engines  provided  for  an  average  movement  of  20  miles  per 
day  for  the  1  000  cars.  As  engines  then  cost  about  ^10  000  each,  and 
cars,  say,  $600  each,  the  money  expended  was,  say, 

For  10  engines  at  ^10  000  each $100  000 

For  1  000  cars  at  $600  each 600  000 

Total .$700  000 

Assuming  a  movement  of  50  miles  per  day  as  possible  and  reasonable, 
this  amount  of  money  could  have  been  expended  to  much  better 
advantage  by  the  purchase  of 

20  engines  at  $10  000  each . .     $200  000 

800  cars  at  $600  each 480  000 

Total $680  000 
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Engines.      Miles.       Cars. 

Then     20    x     100  x    20  =  40  000  car  miles  per  day, 

Car  Miles.      Cars. 

and  40  000  -f  800  =  50  miles  per  car  per  day, 
whereas  in  the  case  cited,  if  400  cars  were  sufficient  to  economically 
employ  the  10  engines  purchased,  not  only  was  the  expenditure  for  the 
additional  600  cars  a  waste,  but  the  cars  themselves  had  to  stand  around 
on  yard  tracks  and  sidings,  requiring  additional  switching  engines  to 
handle  them,  and  impeding  and  thereby  lessening  the  possible  move- 
ment of  the  400. 

3d.  The  increased  movement  of  cars  will  require  more  trains,  which 
will  make  it  necessary  for  trains  to  follow  more  closely. 

On  some  parts  of  the  Pennsylvania  Railroad  double  trains  are  run, 
sometimes  with  two  locomotives  in  front,  and  sometimes  with  one  at  each 
end.  It  is  economical  in  some  respects,  but  it  is  open  to  the  radical 
objection  of  having  two  persons  in  control  with  equal  power,  with  all 
its  attendant  evils  ;  and  while  one  may  be  nominally  in  command,  much 
mischief  may  be,  and  often  is,  done  before  his  designs  or  intentions  can 
be  communicated  to  the  other.  I  do  not  believe  that,  on  the  whole,  it  is 
economical  or  desirable. 

What  is  wanted  is  : 

(a.)  A  good  automatic  sigaal  system,  whereby  short  "blocks,"  oper- 
ated by  the  trains  themselves,  may  be  used  for  freight  trains  ;  keeping 
them  at  least  one  mile  ajiart  when  running  at  full  speed. 

(6.)  A  good  train  brake  for  freight  trains,  aa  nearly  automatic  as  pos- 
sible in  its  action. 

Such  a  brake,  combined  with  automatic  block  signals,  would  make 
rear  collisions  absolutely  indefensible,  and  almost  impossible. 

4th.  The  making  up  of  trains  at  the  point  where  cars  are  loaded,  and  at 
the  terminal  stations  where  cars  are  received  from  other  railroads,  is 
capable  of  being  greatly  imin-oved.  At  all  such  points  the  cars,  as 
brought  into  the  train  yard,  should  be  so  thoroughly  assorted  and  classi- 
fied but  that  one  "  shift  "  would  be  needed  to  separate  all  the  cars  for  any 
one  destination  from  the  others.  The  rule  is  rather,  so  far  as  the  writer's 
observation  goes,  that  the  cars  are  made  up  into  trains  just  as  they  come 
into  the  train  yard,  and  the  train  has  to  be  "  shifted  over  "  at  every  sue- 
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cessive  "  train  yard  "  to  detach  the  cars  that  belong  there  or  that  go 
thence  by  local  train. 

Designating  the  destination  of  cars  by  the  letters  A,  B,  C,  etc.,  com- 
pare two  trains  of  twenty  cars  each,  made  up  as  follows  : 

1.  A,  A,  B,  A,  a  A,  B,  B,  C,  D,  G,  A,  A,  C,  A,  B,  1),  D,  G,  D. 

2.  A,  A,  A,  A,  A,  A,  A,  B,  B,  B,  B,  G,  G,  G,  G,  G,  D,  D,  D,  D. 

The  first  indicates  such  a  train  as  usually  made  up  ;  the  second  repre- 
sents the  same  train  made  up  to  facilitate  movement.  This  improve- 
ment is  perfectly  feasible,  and,  if  strictly  followed,  would  greatly  facili- 
tate the  movement  of  trains,  and  therefore  increase  the  movement  of 
cars. 

5th.  The  detention  of  cars  at  slatinns  and  private  sidings  is  a  promi- 
nent cause  of  the  small  average  car  movement.  It  can  only  be  remedied 
by  a  reasonable  but  adequate  "demurrage"  charge.  The  charge  of  $5 
per  day,  set  forth  as  a  penalty  for  car  detention  on  many  railroads,  is  so 
manifestly  unreasonable  as  to  defeat  itself  ;  it  is  so  seldom  that  it  is  ac- 
tually collected.  In  this,  as  in  other  infractions  of  law,  it  is  the  certainty 
and  not  the  severity  of  the  penalty  that  tends  to  prevent  the  violation. 

Low  rates  of  transportation,  coupled  by  contract  with  invariable 
charges  for  demurrage,  reasonable  in  amount,  but  certain  in  collection, 
will  solve  this  difficulty,  and  no  other  remedy  known  to  the  writer  will 
effect  its  correction. 

6th.  It  is  probable  that  the  greatest  loss  from  the  non-movement  of 
cars  results  from  their  absence  on  foreign  railroads.  Not  only  do  many 
railway  officials  allow  "  foreign  cars  "  to  be  used  systematically  in  their 
local  traffic,  but  they  allow  them  to  stand  on  sidings  and  in  yards,  and 
do  no  good  to  any  one.  A  coal  company  owning  100  cars  recently  found 
but  42  of  them  in  its  own  trade  ;  the  remaining  58  had  been  absent  from 
a  week  to  two  months,  and  one  was  found  in  a  furnace  yard  loaded  with 
ore  placed  on  it  nine  weeks  before  !  An  investigation  made  by  the  writer 
in  1869  showed  that  the  cars  of  the  Pittsburgh,  Fort  Wayne  and  Chicago 
Kailway  absent  on  other  railroads  in  March  and  October,  1868,  had  made 
an  average  mileage,  while  so  absent,  of  20iVo  miles  per  day,  for  which 
the  Pittsburgh,  Fort  Wayne  and  Chicago  Railway  Company  then  re- 
ceived 1  ^  cents  per  mile,  or  the  munificent  sum  of  30  rro  cents  per  car 
per  day.     The  rate  of  "  car  mileage  "  has  been  since  reduced,  first  to  one 
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cent,  and  then  to  three-fourths  of  a  cent  per  mile  run,  so  that  on  the 
present  basis  the  company  would  receive  for  similar  mileage  15  vVo  cents 
per  car  per  day.  As  my  statements  show  a  generally  decreased  move- 
ment of  cars,  it  is  not  likely  that  the  present  average  movement,  when  on 
foreign  railroads,  equals  that  found  for  1868. 

The  only  effective  way  to  bring  about  a  prompt  return  of  cars  to  the 
railroad  of  the  company  owning  them,  is  to  make  it  the  interest  of  the 
foreign  company  having  them  to  return  them  to  their  owner,  which  it 
manifestly  is  not  under  present  regulations. 

This  can  best  be  effected  by  a  per  diem  charge  for  cars  when  on  foreign 
roads. 

This  idea  is  not  new,  and  the  writer  does  not  claim  it  as  his  discovery; 
it  has  been  repeatedly  discussed  by  railroad  conventions,  and  they  have 
decided  against  it — not  on  the  ground  of  its  inherent  injustice,  or  of  any 
difficulty  in  its  application,  but  simply  because  of  the  conservatism  of  the 
railway  managers,  and  a  lurking  fear  that  if  all  did  not  adopt  it,  those 
that  did  would  be  discriminated  against,  in  favor  of  the  lines  that  adhered 
to  the  old  system.  That  its  adoption  by  a  leading  line,  like  the  Pennsyl- 
vania, would  result  in  much  more  than  compensating  advantages,  I  have 
no  doubt,  and  that  it  would  be  speedily  followed  by  other  lines  I  feel 
as  little  uncertainty;  while  its  adoption  by  the  "Trunk  Lines"  is  per- 
fectly feasible,  and  would  be  a  success  from  the  outset,  greatly  to  their 
advantage. 

There  is  no  other  business  that  I  know  of  in  which  the  use  of  millions 
of  dollars  worth  of  property  is  entrusted  by  the  owners  to  others,  with 
liberty  to  use  it  as  much  or  as  little  as  they  choose,  to  pay  for  its  posses- 
sion only  on  the  basis  of  its  actual  use,  and  to  account  for  its  use  without 
check  or  record  being  kept  by  its  owners  ;  yet  such  is  the  case  with  the 
interchange  o^  freight  cars.  One  of  the  advantages  of  this  proposed  basis 
of  settlement  for  "car  service"  is  the  facility  with  which  the  accounts 
can  be  kept.  Every  junction  or  intersection  becomes  a  "  clearing  house  " 
where  is  kept  the  number  of  cars  received  from  and  delivered  to  the  con- 
necting road  each  day,  and  the  balance,  added  to  or  deducted  from  the 
previous  day's  balance,  gives  the  number  of  cars  with  which  the  connect- 
ing road  is  to  be  debited  or  credited  for  the  day,  at  the  "  per  diem  "  rate. 
It  will  probably  be  conceded  by  most  railway  officers  that  the  "j^er 
diem  "  basis  is  the  most  equitable,  but  the  important  question  arises — 
what  shall  be  the  rate  ?     To  this  I  unhesitatingly  answer,  the  rate  should 
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be  fixed  from  time  to  time,  perliajis  every  2,  3  or  5  years,  on  the  basis  of 
the  average  economic  value  of  the  cars  in  use  to  their  owners. 

By  "average  economic  value,"  I  mean  the  average  capacity  of  cars 
to  make  "  net  earnings  "  when  projaerly  handled,  there  being  no  reason 
apparent  to  me  why  the  owner  of  a  car  should  let  another  use  it  for  less 
than  its  value  to  its  owner. 

It  must  be  apparent  that  this  value  will  vary  from  time  to  time  with 
the  varying  circumstances,  such  as  : 

1.  Average  capacity  of  cars. 

2.  Average  rates  obtainable  for  traffic  as  compared  with  its  cost. 

3.  Average  movement  of  cars. 

To  the  question,  what  is  the  present  "  economic  value  "  of  the  aver- 
age cars  in  use,  I  reply  as  follows,  viz.  : 

Taking  the  actual  traffic,  mileage  and  earnings  of  the  most  prominent 
parts  of  the  Pennsylvania  Railroad  Comi^any's  system  for  1881,  and  as- 
suming the  average  miles  run  by  cars  on  the  three  lines  to  be  37 ^  per  day 
(approximately  that  of  the  Pitsburgh,  Fort  Wayne  and  Chicago  Railway), 
the  value  of  each  car  per  day  will  be  shown  in  its  average  daily  net  earn- 
ings as  follows  : 


1881. 

Penn.  R.  R. 

P.,  F.W.  &C. 
Ry. 

P.,  C.  &  S.  L. 

Loaded  car  mileage. . . . 

216  572  441 

<.»8  096  632 

37  292  500 

Empty     "         "         

108  608  166 

15  969  647 

6  165  648 

1. 

Total 

325  180  607 

114  066  279 

43  458  148 

Total  ton -mileage 

2. 

2  655  438  764 

1  044  447  161 

401  946  112 

*  Average  tons  per  car 

3. 

tons      8j1jV 

tons      9^«ij 

tons      9/„»„ 

Net  earnings  per  ton  jier 

mile  4. 

cents     {^^^ 

cents     {\%% 

cents      ^\\ 

"            "     car    " 

"    5. 

cents  2^'^V^ 

cents     2/o''o 

cents   ')-0  3  5, 

Average  miles  "      "      " 

day  6. 

Estd.    37i 

Estd.  37^ 

Estd.   37* 

Net  earnings     "      "     " 

"     7. 

$1.11 

SI.  10 

$0.76 

Average  of  three  railroads 99  cents. 

*  This  average  differs  from  that  shown  in  the  company's  reports,  being  an  average  for  all 
cars  run,  loaded  and  empty,  while  the  average  load  reported  by  the  companies  is  of  the  loaded 
cars  only. 
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The  much  greater  traffic  of  the  Pennsylvauia  Railroad  and  Pittsburgh, 
Fort  Wayne  and  Chicago  Railway  would  make  the  actual  average  over 
$1  per  car  per  day,  even  on  the  low  average  movement  of  37^  miles  per 
car  per  day,  and  with  the  low  average  tonnage  per  car. 

When  we  consider  the  present  average  car  capacity  as  at  least  15 
tons,  and  on  say  75  per  cent,  of  loaded  mileage,  with  an  estimated 
movement  of  37i  miles  per  day,  and  net  earnings  of  i^o  cents  per  ton 
per  mile,  we  would  have  as  the  economic  value  of  each  car  per  day. 

Tons.  Average  Tons.  Average  Miles.    Cents. 

15     X     1-0%  =      llrtS,     which  X  37i       X    A     =  $1.26,%.     The 

"  economic  value  "  of  an  average  freight  car  is  probably  between  $1  and 
$1.25  per  day  under  existing  circumstances,  and  we  will  be  justified  in 
assuming  that  91  per  day  would  be  as  low  a  rate  as  could  reasonably  be 
fixed  as  a  charge  for  demurrage,  and  for  the  use  of  cars  when  on  foreign 
roads. 

It  will  be  objected  to  this  rate  that  it  amoiints  to  $26  per  carper 
month,  which  is  much  more  than  a  fair  interest  on  the  cost  of  a  car,  plus 
the  cost  of  maintenance,  and  that  cars  can  be  hired  for  $15  per  month. 
To  this  I  rejjly  that — 

1.  Cars  cannot  be  hired  for  $15  per  month,  to  be  returned  the 
next  day,  next  week,  or  at  the  pleasure  of  the  party  hiring  them,  as 
foreign  cars  are  returned. 

2.  The  interest  on  cost,  plus  the  cost  of  maintenance,  is  no  proper 
criterion. 

A  company  having  cars,  when  cars  are  in  demand,  does  not  wish  and 
should  not  be  obliged  to  provide  cars  on  this  basis  for  its  less  provident 
neighbors.  If  A.  has  wheat,  when  wheat  is  in  demand,  and  he  can  get 
$1.50  per  bushel,  it  is  no  answer  to  his  demand  for  that  price  for  B.  to 
say  that  it  cost  but  50  cents  per  bushel  to  grow  it,  or  that  he  can  get  all 
he  wants  next  season  for  75  cents  per  bushel. 

The  comj)any  that  has  providently  secured  an  adequate  supply  of 
cars  is  entitled  to  their  use  or  its  value. 

It  may  be  further  objected,  that  railway  companies  will  not  take  cars 
from  other  companies  on  the  basis  of  paying  for  their  use  all  that  they 
could  earn  net. 

To  this  I  reply — 

1.  That  the  average  mileage  upon  Avhich  the  rate  of  $1 .00  per  day  is 
based,  is  low  and  can  easily  be  greatly  exceeded,  by  prompt  handling, 
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except  in  cases  where  the  terminal  road  has  a  very  short  haul,  and  that 
the  primary  object  to  be  secured  is  prompt  handling  and  quick  return 
of  cars. 

2.  In  cases  where  terminal  roads  have  short  hauls,  they  can  best  be 
compensated  by  a  terminal  charge,  which  is  now  done  universally  (as  I 
understand)  at  New  York.  It  will  be  necessary,  in  the  near  future,  and 
will  certainly  be  more  equitable,  to  allow  terminals  in  all  cases  where 
traffic  passes  over  two  or  more  railroads. 

To  the  further  question,  whether  I  propose  that  the  owners  of 
private  cars  be  compensated  for  their  use  upon  the  same  basis,  I  would 
answer — Yes  !  so  far  as  the  principle  of  a  per  diem  rate  is  concerned, 
and  No  !  in  regard  to  the  rate  itself.  The  governing  circumstances  are 
so  different,  that  one-half  the  rate  per  day  allowed  for  the  use  of  foreign 
railroad  companies'  cars  would  probably  be  fairly  equitable. 

The  adoption  of  the  per  diem  rate  will  *'  pay  "  any  company  whose 
traffic  is  large  and  whose  lines  are  scattered  over  as  large  a  district  as  is 
covered  by  most  of  the  leading  systems,  and  that  it  will  tend  to  increase 
the  movement  of  freight  cars  is  very  apparent. 

The  president  of  a  prominent  railroad  said  to  the  writer  over  a  year 
since,  that  the  more  cars  they  got  the  less  mileage  they  averaged,  and 
that  the  only  consolation  he  had  was  that  his  neighbors  did  not  "do  so 
well"  as  he  did.  I  think  he  should  have  said  that  his  neighbors  "did 
worse,"  than  he,  as  neither  of  them  could  be  said,  in  the  light  of  the 
above  facts,  to  have  "  done  well." 

This  is  consolation  that  does  not  console  ! 

It  must  not  be  inferred  that  because  I  have  made  my  statements 
from,  and  based  my  arguments  on,  the  traffic  and  car  movement  of  the 
Pennsylvania  and  Pittsburgh,  Fort  Wayne  and  Chicago  Railway,  and  the 
Union  Line,  that  their  record  is  worse  than  that  of  other  leading  rail- 
ways ;  on  the  contrary,  I  believe  it  to  be  equal  to  the  best,  and  better 
than  that  of  most  of  the  railroads  of  the  country  ;  their  facilities  are  cer- 
tainly superior  to  most  of  their  competitors,  and  their  administration  is 
certainly  equal  to  any. 

If,  then,  these  things  be  true  of  the  best  of  our  railway  lines,  what 
must  be  the  facts  upon  those  less  advanced  in  facilities  and  administra- 
tion ?  It  would  certainly  justify  my  postulate,  that  "  what  is  wanted 
is  not  more  cars,  but  more  movement  of  cars." 
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SCHEDULE  A. 


Statement  showing  Receipts  of  Grain  at  New  York  by  Canal  and  Rail, 
1871  to  1880,  and  at  other  ports  by  Rail,  1875  to  1880.* 


I 


At  New  Yobk. 

At 
Boston. 

Biishels. 

At  Phila- 
delphia. 

Biishels. 

At  Balti- 
more. 

Bushels. 

Total 

Yeaes. 

By  Canal. 
Bushels. 

By  Kail. 
Bushels. 

Total 
Bushels. 

by  Rail 
Bushels. 

1871 

1872 

1873 

1874 

1875 

1876 

1877 

1878 

1879 

1880 

52  527  493 
50  724  027 
•43  495  920 
46  470  261 
37  857  855 
32  735  773 
48  356  176 
63  905  872 
57  044  406 
71  089  815 

34  Oai  830 
37  586  167 
45  567  570 
55  387  573 
54  089  100 
59  047  953 
50  892  967 
85  350  079 
101  929  243 
95  414  822 

86  549  323 

88  310  194 

89  063  490 

101  827  834: 

1 

91  946  985 

95  949  252 

103  313  782  j 

152  862  1701 

158  973  649 

166  504  637 

1 
1 

18  321 063 

22  733  698 

23  215  457 
27  291  781 
32  500  829 
37  091  004 

22  452  400 
36  310  565 
25  420  545 
45  474  650 
47  398  455 
49  102  688 

22  048  569 
35  185  276 
35  346  470 
47  075  240 
66  799  926 
60  920  813 

116  911  132 
153  297  492 
134  875  439 
205  191  750 
248  628  453 
242  529  327 

*  From  Report  on  Internal  Commerce  of  United  States  for  1880,  pages  160  and  184. 
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SCHEDULE  B. 

Statement  of  Comparative  "Tonnage  Mileage,"  or  Tons  carried  one 
mile,  on  New  York  State  Canals,  New  York  Central  and  Hudson 
Eiver  Railroad,  New  York,  Lake  Erie  and  Western  Railway,  and 
Pennsylvania  Railroad,  from  1860  to  1881  inclusive. 


Yeaks. 


1860. . 

1861. . 

1862. 

1863. 

1864. 

1865., 

1866. 

1867. 

1868. 

1869. 

1870. 

1871. 

1872. 

1873. 

1874. 

1875. 

1876. 

1877. 

1878. 

1879. 

1880. 

1881. 


New  York  State 
Canals. 


809  524  596 

863  623  507 

1  123  548  430 

1  034  130  023 

871  335  150 

843  915  779 

1  012  448  034 

958  362  953 

1  033  751  268 

919  153  611 

904  351  572 

1  050  104  125 

1  048  575  911 

1  057  711  089 

938  774  141 

727  597  364 

570  969  064 

857  305  563 

937  789  464 

962  908  600 

1  223  599  087 

t  503  498  886 


New  York  Central!  New  York,  Lake  j 
and  Huclsou  I  Erie  and  Western 
Kiver  R  K.       Railway. 


*  199  231  392 

237  397  974 

296  963  492 

312  195  796 

314  081  410 

264  993  62G 

331  075  547 

■■■'^  362  180  606 

455  046  715 

589  362  849 

769  087  777 

888  327  865 

1  020  908  885 

1  246  650  063 

1  391  560  707 

1  404  008  029 

1  664  447  055 

1  619  948  685 

2  042  755  132 
2  295  827  387 
2  525  139  145 
2  646  814  098 


214  084  395 

251  350  127 

351  092  285 

403  870  861 

422  013  644 

388  557  213 

478  485  772 

549  888  422 

595  699  225 

817  829  190 

898  862  718 

897  446  728 

950  708  902 

1  032  986  80'.) 

1  047  420  238 

1  016  618  050 

1  040  421  921 

1  114  586  220 

1  224  764  438 

1  569  222  417 

1  721 112  095 

1  984  394  855 


Pennsylvania 
Railroad .  t 


214  162  018 

280  262  522 

376  195  127 

393  746  258 

420  627  222 

420  060  260 

513  102  181 

505  657  813 

675  775  560 

+  927  714  156 

1  014  652  970 

1  244  328  216 

1  622  029  044 

1  870  537  537 

1  916  726  942 

2  026  228  116 
2  221  693  427 
2  086  659  438 
2  368  330  428 

2  974  925  881 

3  239  482  798 
3  631  829  459 


*  From  1860  to  1867,  New  York  Central  only. 

1  Eastward  traffic  only. 

t  Includes  Branches  and  P.  and  E.  and,  after  1871,  United  Railways  of  New  Jer.sey. 


I 
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SCHEDULE   C. 

Statement  showing  PoiJulatiou  and  Miles  of  Railroad  in  States  and 
Territories,  in  three  groups,  tributary  to  the  three  lines  of  Railroad 
whose  ton-mileage  has  been  given,  for  the  years  1860,  1870  and  1880. 


Population. 


1860.       i       1870. 

New  York |  3  880  735  |  4  382  759 

New  Jersey 672  035  i   906  096 


Pennsylvania 2  906  215 


Total— 3  States. 


7  458  985 


I 


3  521  951 


8  810  806 


1880. 
5  083  810 
1  130  983 

4  282  786  ! 


Miles  Bailboad. 


10  497  579 


1870. 

3  928 
1  125 

4  656 


9  709 


1880. 
6  019 
1  701 
6  243 


13  963 


Ohio. . . . 
Indiana. 


2  665  260 
1  680  637 


3  198  239 
1  978  362 


2  339  511 
1  350  428 
Illinois I  1  711951 

Michigan |      749  183     1  184  059  \  1  636  331 

I  i  1 

Wisconsin !   775  881  1  054  670  i  1  315  480 


2  539  891  !  3  078  769 


Total— 5  States  . . 


6  926  954 


9  124  517 


11  207  181 


3  538  ' 

I 

3  177  I 

4  823  ' 
1  638  I 
1  525  '' 


14  701 


5  912 
4  454 
7  955 
3  931 
3  130 

25  382 


Iowa 

674  913 

172  023 

28  841 

107  206 

1  182  012 

34  277 

4  837 

1  194  020 

439  706 

122  993 

364  399 

1  721  295 

39  864 

14  181 

9  118 

14  999 
y 

86  786 
20  595 

1  624  620 
780  806 
152  433 
995  966 

2  168  804 
194  649 
135  180 

20  788 

32  611 

143  906 

39  157 

2  683 
1092 

\ 

1 

705 

1501 

2  000 

157 
65 

429 

5  235 

Minnesota 

3  108 

Nebraska  

2  000 

Kansas 

Missouri 

Colorado 

Dakota 

Wvomina 

3  439 

4  011 
1531 
1265 

472 

Idaho 



40  273 

220 

Utah 

257 

770 

Montana     

48 

Total  \  ^  ^*^*^^-  •  •    . 
iotal  -j  5  Tgj.j.jt.gj, 

2  244  382 

4  027  956 

6  288  920 

8  889 

22  099 

Total  i^^^*^*^^--  ^ 
Lotal  -j  5  Territ'es  f 

16  630  321 
31  443  321 

21  963  279 

27  993  680 

33  299 

61444 

Totalof  U.  S 

38  558  371 

50  152  866 

52  914 

93  671 
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SCHEDULE  D. 


Statement  of  Steel  Rails  Manufactured  in  and  Imported  into  tlie  United 
States  to  December  31,  1881.     In  tons  of  2  000  pounds. 

From  Keport  of  James  M.  Swank,  Secretary  Iron  and  Steel  Association. 


Yeaks. 


1867.. 
1868.. 
1869.. 
1870.. 
1871.. 
1872.. 
1873.. 
1874.. 
1875.. 
1876 . . 
1877.. 
1878.. 
1879.. 
1880.. 
1881.. 

Totals 


Tons  Manhtactubed. 

Open    Hearth               Bessemer 
Steel.                         Steel. 

2  550 

7  225 

9  650 

34  000 

38  250 

94  070 

129  015 

144  944 



290  8(i3 

412  461 

432  169 

9  397 

550  398 

9  149 

683  964 

13  61.5 

9.54  460 

25  217 

1  330  302 

.57  378 

5  114  321 

Tons  Imported. 


* 

* 
149  786 
1.59  571 
100  515 

18  274 


35 

10 

25  057 

158  230 

249  309 


860  787 


*  Prior  to  1872,  steel  rails  impoi'ted  were  reported  as  iron. 


Totals. 


2  650 

7  225 

9  650 

34  000 

38  250 

243  856 

288  586 

245  459 

309  137 

412  461 

432  204 

559  805 

718  170 

1 126  305 

1  604  828 


6  027  486 


I 
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kSCHEDULE  e. 


statement  of  Average  Miles  run  by  Freight  Locomotives,  and  average 
number  of  Tons  Freight  hauled  one  mile  by  each  Freight  Locomo- 
tive on  Pennsylvania  Eailroad,  from  1870  to  1881. 


AvKRAGE  Miles  Run  by 

Freight  Locomotives. 

Average  Tons  Hauled  One  Mile 
per  locomotiv-e — in  millions. 

Ykars 

Pennsyl- 
vania R.  R. 
Division. 

United  N.  .1. 
Railroads. 

Phil.  &  Erie' 
R.  R.       1 
Division. 

Average  on 

all 
Divisions. 

P.R.R.; 

Div. 

2.2 

U.  R.  R. 

of 
N.  J. 

P.  &  E. 
Div. 

1.9 

Average 
on  all 
Divs. 

1870 

19  888 

16  786 

19  244 

2.1 

1871 

22  422 

18  860              21  709 

2.6 

... 

2.3 

2.5 

1872 

22  .568 

2.1  077 

21  607       i       22  328 

2.6 

2.1 

2  6 

2.5 

1873 

24  497 

17  309 

18  744              22  225 

2.7 

1.5 

2.3 

2.4 

1874 

22  268 

17  715 

15  731              20  374       , 

:      -•'' 

1.7 

2.4 

2.5 

1875 

23  224 

15  9.54 

14  878              20  498 

2.9 

1.6 

2.5 

2.0 

1876 

24  600 

17  194 

15  205 

21  716 

3.2 

1.8 

2.7 

2.9 

1877 

20  610 

18  768 

14  066 

19  245 

:     2.8 

2.0 

2.6 

2.7 

1878 

20  299 

18  960 

19  502 

20  000 

3.1 

2.0 

3.9 

3.U 

1879 

25  240 

21990 

22  705 

24  355 

4.3 

2.8 

5.3 

4.2 

1830 

26  107 

23  376 

22  230 

25  097 

4.9 

3.1 

5.8 

4.6 

1881 

29  297 

28  259 

18  747 

27  644 

5.4 

3.9 

5.0 

5.1 

System  of  running  locomotives  "first  in,  first  out,"  adopted  in  1878 
— full  effect  first  shown  in  1879. 
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SCHEDULE    F. 

Statement  showing  Length  of  Koads  and  Gross  Earnings  in  1881  of 
Thirteen  Systems  of  Kailroads. 


Miles. 

Gboss  Babnings. 

New  York  Central  &  Hudaon  Kiver 

993 

1  177 

403 

950 

1 

j 

1 

i 

i 

3  523 
1020 

5  570 

$29  322  532 

17  880  000 

3  369  259 

j       8  800  486 

Tifllvp  Shore  Sz  Micbicran   Southern 

Canada  Southern , 

Michigan  Central.. •. 

$59  372  277 

"Vpw  York    T.akp  "Krio  &  Weatern   

20  715  605 

Pennsylvan  ia  Eastern  System 

3  041 

2  529 

$44  224  716 
31  058  790 

•*             Western  Svsteni 

• 

Total  Pennsvlvania  Svateni 

75  283  506 

in  '  »-' 

21.*„  ^ 

Total,  Three  Trunk  Lines 

10113 
3  348 
3  160 
1335 

1891 

3  276 

4  260 
1 

5  785 

1 

3  034 

4  270    - 

$155  371  388 

Wabash  St  Louis  &  Pacific 

14  467  790 

rihipflcrn   "Rnrliuffton  &  Ouincv          

21  176  455 

n  h  i  onfrn  Rock  Island  &  Pacifi  c 

11  956  907 

TUinoia  Central  Northern 

1320 
571 

$6  733  954 
4  059  151 

Chicago,  St.  Louis  &  New  Orleans  Southern 

10  793  105 
19  334  072 

17  025  461 

IVTissouri  Pacific    .......•■  *.■•••..*•■•■••....>. 

1012 
4  773 

1438 
434 
272 
521 
641 

1821 
2449 

2  874 
1281 

$8  640  957 
19  087  484 

$10  911  650 

1  196  112 

2  256  186 
2  543  032 

Louisville  &  Nashville    Railroad,    and  Lines 
owned  hv ... ■ •.••••■ 

27  728  441 

j 
Tioniaville  Cincinnati  &  Lexinsrton i 

Nashville,  Chattanooga  &  St.  Louis 

16  906  980 

124  258  817 
7  608  936 

31  867  753 

.<t24  094. 101 

i       3  435  945 

4  155    1- 

97  ."53(1  nift 

Total  Thirteen  Systems 

44  627    miles. 

$354  158  398 

Total  of  United  States  in  1881.  of  which 

94  486    miles. 

1 

$725  325  119 

Proportion  Thirteen  Systems  bear  to  Whole .... 

^TA's^^i 

48/^^ 
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RAPID  METHODS  IN  TOPOaRAPHIOAL  SURVEYING. 

By  William  Bell  Dawson,  C.  E. 
Bead  September  20th,  1882. 


The  object  of  the  survey  referred  to  in  the  present  pajjer  was  to  pre- 
pare a  map,  to  the  scale  of  2  inches  to  the  mile,  of  a  portion  of  the 
gold-field  lying  along  the  Atlantic  coast  of  the  Province  of  Nova  Scotia, 
together  with  plans  of  the  mining  districts  to  the  scale  of  500  feet  to 
the  inch.  The  region  consists  of  a  series  of  slaty  rocks  set  on  edge  and 
running  east  and  west ;  Avhile  the  direction  of  all  the  principal  streams 
and  longer  lakes  is  north  and  south.  This  makes  the  topography  com- 
l^licated  and  the  amount  of  detail  very  great.  Lakes  are  numerous  ; 
and  the  ground  is  hilly  between  them,  although  it  rarely  rises  to  a  height 
of  more  than  300  or  400  feet  above  sea-level.  The  river  valleys  are 
usually  wooded  ;  and  in  many  places  the  streams  form  long  and  narrow 
pools,  which  Avind  through  swampy  thickets  of  willow  and  alder.  These 
are  known  as  "  still  waters. "  The  uplands  consist  of  rocky  ridges  and 
masses  of  loose  rock,  mostly  overgrown  with  scrub  and  thickets.  The 
lakes  seldom  have  any  beach,  but  are  sometimes  surrounded  by  peaty 
swamps,  and  sometimes  by  shores  of  loose  rock.  There  are  settlements 
in  places  and  a  few  mining  villages.  Two  lines  of  road  run  through  the 
region  surveyed,  one  along  the  shore  and  the  other  further  inland,  par- 
allel to  it ;  and  there  are  a  few  cross-roads.  The  only  map  which  existed 
was  to  the  scale  of  li  miles  to  the  inch,  showing  the  roads,  with  the 
houses  along  them,  with  tolerable  correctness.  The  principal  lakes  and 
streams  were  sketched  in  their  position  relatively  to  the  roads,  without 
any  attempt  at  accuracy  in  detail ;  and  some  of  the  more  prominent 
hills  were  indicated. 
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The  use  of  the  chain  in  the  survey  of  a  country  of  this  nature  would 
have  involved  the  expenditure  of  an  amount  of  time  altogether  unjusti- 
fiable. It  was  therefore  decided  to  employ  stadia  hairs  and  the  Rochon 
micrometer  telescope  for  the  measurement  of  distances,  as  the  only  prac- 
ticable methods  under  the  circumstances.  By  taking  advantage  of  the 
directions  of  the  roads  and  principal  streams,  it  was  possible  to  divide 
the  region  into  a  network  of  quadrilaterals,  with  sides  of  about  2 
miles  in  length.  Along  these  sides  the  main  lines  of  traverse  were  run  ; 
and  a  thorough  check  on  the  work  was  thus  obtained.  These  traverses 
were  afterwards  worked  out  by  latitude  and  departure,  to  fix  the  posi- 
tions of  all  the  principal  points. 

The  instrument  principally  employed  was  a  6-inch   transit  theodo- 
lite, American  pattern,  with  a  vertical  circle  and  4i-inch  compass  needle. 
It  was  fitted  with  stadia  hairs,  and  used  with  a  Sopwith  leveling-rod  of 
3  draws.     The  telescope  was  of  8^  inches  focal  length,  with  an  erect- 
ing eye-piece  magnifying  19  diameters  ;  and  the  stadia  hairs  consisted 
of    3   horizontal   spider   lines,    unequally    spaced,    the   larger   interval 
being  calculated  to  correspond  to  100  feet  of  distance  for  each  foot  in- 
tercepted on  the  rod.     Practically,  this  larger  interval  was  almost  ex- 
clusively used.      The  smaller  one  was  intended  for  longer  sights,  and 
often  proved  useful  when  the  rod  was  partly  obscured  by  intervening 
objects.     In  using  the   instrument  the  central  horizontal  hair  was  set 
at  an  even  foot  on  the  rod,  and  the  reading  on  one  of  the  outer  hairs 
observed.     In  this  way  the  levels  were  readily  carried  along  with  the 
work  when  desired,  it  being  only  necessary  to  note  the  reading  on  the 
vertical  circle.     From  an  optical  point  of  view  it  would  have  been  pref- 
erable to  take  the  readings  on  2  hairs  equally   distant  from  the  axis 
of  the  telescope,  as  the  central  and  outer  hairs  were  not  always  equally 
distinct.     This  would  best  be  avoided  by  having  lenses  in  the  telescope 
which  would  give  a  perfectly  flat  field,  as  the  use  of  the  outer  hairs 
would  entail  additional  trouble  in  reducing  the  levels,  or  a  still  more 
serious  loss  of  time  in  taking  a  third  reading  on  the  central  hair  when 
levels  were  required.     With  spider  lines,  the  vertical  hair  is  necessarily 
tlxrown  out  of  the  plane  of  the  others  by  the  amount  of  their  thickness, 
which  prevents  their  being  brought  into  focus  at  the  same  time.     In 
damp  weather  they  were  also  found  to  become  slack  and  wavy  occasion- 
ally, which  was  fatal  to  accuracy  and  involved  a  loss  of  time.     These 
inconveniences  would  be  avoided  by  the  use  of  lines  ruled  on  a  glass 
iliaphragm. 

The  angular  values  of  the  spaces  between  the  horizontal  hairs  were 
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determined  by  direct  measurement.  The  instrument  was  set  up  on  a 
level  piece  of  ground,  and  tlie  distance  of  the  anterior  focus  of  the 
telescope  from  the  centre  of  the  instrument  (13  inches)  was  first  meas- 
ured on  the  ground  from  the  plumb-bob.  From  this  as  a  zero  point  a 
line  was  carefully  chained,  and  observations  taken  on  the  rod  from  100 
to  1  400  feet  along  it.  In  this  way,  the  readings  obtained  were  propor- 
tional to  the  distance  from  the  zero  point,  within  the  limits  of  observa- 
tion ;  and  the  average  of  all  gave  a  very  close  and  satisfactory  value  as  a 
basis  for  the  calculation  of  tables.  With  this  as  a  datum,  the  distances 
of  the  rod  from  the  anterior  focus,  corresponding  to  a  few  leading  values 
of  the  length  intercepted  on  it  between  the  hairs,  were  first  calculated  ; 
and  the  intermediate  distances,  for  every  100th  of  a  foot  between  0.30 
of  a  foot  and  14  feet,  found  by  interpolation.  It  was  then  only  neces- 
sary to  add  a  constant  value  (13  inches)  to  each  to  have  the  true  distances 
from  the  centre  of  the  instrument  ready  to  enter  in  the  tables.  A  sup- 
plementary table  containing  the  percentage  to  be  deducted  for  slopes  up 
to  10°  was  also  prepared.  It  was  not  thought  necessary  to  combine  this 
with  the  other  table  ;  and  in  practice  slopes  up  to  2°  were  neglected  in 
reducing  for  horizontal  distance  except  on  long  sights. 

The  micrometer  telescope  was  a  double  refracting  one  on  Rochon's 
principle,  with  a  vernier  reading  to  seconds,  and  a  range  from  0  to  45 
minutes.  It  was  used  with  a  pair  of  discs  set  8  feet  apart.  To  test  its 
accuracy,  a  line  was  carefully  chained  of  over  a  mile  in  length  along  a 
straight  portion  of  railway  track,  and  a  double  series  of  observations 
taken  on  it.  These  showed  that  the  index  error  varied  along  the  instru- 
ment in  an  approximately  constant  ratio.  A  graphic  method  was  made 
use  of  to  average  the  results  of  the  individual  observations  ;  the  correc- 
tion at  each  point  was  thus  obtained,  and  applied  to  the  true  values  of 
the  angle  subtended  by  the  discs  within  the  limits  of  distance  at  which 
it  was  intended  to  use  the  instrument. 

The  methods  employed  enabled  the  party  in  the  field  to  be  reduced 
much  below  the  usual  numbers.  The  author  found  that  with  the  assist- 
ance of  Mr.  H.  Archbald,  Jr.,  and  one  or  two  men,  according  to  circum- 
stances, the  work  could  be  efficiently  carried  on.  In  all  the  ordinary 
traversing  the  theodolite  and  leveling  rod  were  employed.  Both  on 
roads  and  in  following  streams  it  was  found  more  expeditious  to  take 
sights  of  200  to  400  feet,  than  to  spend  time  in  clearing  longer  sight 
lines.  The  instrument  and  rod  were  moved  forward  alternately  as  in 
leveling,  and  it  was  found  sufficiently  accurate  to  read  the  bearing 
directly   on   the   end   of   the   compass-needle   to   the  nearest  i  degree. 
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The  same  end  of  the  needle  was  used  throughout  the  Avork,  and  by  it 
the  instrument  was  also  set  in  determining  the  magnetic  variation,  which 
was  done  at  several  points  in  the  region  surveyed.  The  instrumental 
error  was  thus  eliminated  as  far  as  possible.  The  roads,  as  a  rule,  were 
not  more  than  25  feet  wide,  and  wooded  along  the  sides,  and  at  every 
bend  the  view  was  intercepted ;  while  at  places  the  country  was  more 
open,  and  several  intermediate  sights  could  be  taken.  As  a  back-sight 
and  fore-sight  were  taken  from  each  station,  the  number  of  sets-uji  to 
the  mile  was  usually  8  to  10  ;  and  without  levels  or  intermediate 
sights  the  rate  of  advance  was  nearly  a  mile  an  hour.  In  road-work, 
which  required  the  most  care,  3  to  4  miles  could  easily  be  done  in 
a  day,  including  levels.  In  traversing  a  stream,  points  in  its  bed  were 
chosen  when  practicable,  as  the  line  of  the  stream  itself  was  usuaDy  the 
most  open  ;  and  much  cutting  was  also  avoided  by  sighting  across  the 
ponds  met  with  on  its  course.  The  great  advantage  of  stadia  measure- 
ments over  chainage  was  here  very  obvious.  A  length  of  li  to  2  miles 
of  this  class  of  work  could  be  done  in  a  day.  The  smaller  lakes,  under 
i  of  a  mile  long,  were  also  surveyed  by  stadia  measurements  when 
it  was  possible  to  walk  round  them  ;  otherwise,  their  shape  was  deter- 
mined by  bearings  from  two  points  on  the  traverse  to  any  prominent 
trees  or  other  objects  on  the  opposite  shore.  On  the  traverses  of 
secondary  importance,  a  prismatic  compass  and  ranging-pole  were  tried, 
distances  being  taped.  This  was  found  expeditious  in  the  denser 
thickets,  as  much  less  cutting  was  required  on  the  sight  lines  ;  but 
when  still  waters  or  small  lakes  were  met  with,  a  corresponding  amount 
of  time  was  lost  as  compared  with  stadia  measurements.  The  form  of 
note-book  used  in  the  stadia  work  is  shown  below  : 


station. 

Bearing. 

Keading. 

Hairs. 

Vertical. 
—  r  01' 

Distance. 

1399  on  (w).  .  . 

N. 

68°  30'  W. 

8.00 

8.78 

Large. 

on  (a;).    .  . 

N. 

78'^  45' E.. 

3.00 
5.74 

Large. 

+1°  18' 

1400  on  (.(•)...  . 

S. 

58°  30'  W.. 

f) .  00 
9.35 

Large. 

-f-  0^  12' 

on  (//).. .. 

s. 

83°  45'  E.. 

H .  00 
8.45 

Large . 

+  2°  34' 

1401  ou  (y) 

s. 

S(V  30'  W.. 

4.00 
6 . 2() 

Large. 

—  1=  29' 

on  (z)..,. 

^. 

54°  15'  E.. 

3 .  00 

+  0°  02' 

8.62 

Large. 
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Ou  the  page  opposite,  a  sketch  of  the  traverse  was  made,  with  the 
topography  on  either  side,  and  notes  of  the  character  of  the  country. 

An  aneroid  for  the  measurement  of  levels  would  have  been  of  little 
service.  Levels  were  of  most  importance  in  the  vicinity  of  lines  of 
watershed,  to  show  to  which  basins  the  various  lakes  met  with  belong, 
and  the  probable  outfall  of  a  lake  as  indicated  by  the  levels  of  the 
streams  crossed  in  approaching  it.  Diiferences  of  level  under  10  feet 
were  of  the  most  consequence.  A  contoured  map  was  not  contemplated  ; 
but  the  relief  of  the  country  is  indicated  by  lines  of  hill-marking,  each 
of  which  corresponds  approximately  to  a  rise  of  50  feet.  It  was  not, 
therefore,  necessary  to  make  the  levels  continuous  over  the  whole  region. 
In  the  extent  of  each  of  the  mining  districts  of  which  plans  were  to  be 
made,  the  levels  were  connected,  in  order  to  indicate  the  amount  of 
head  for  milling  purposes  afforded  by  the  various  lakes.  The  levels 
were  reduced  from  the  fore  and  back  sights,  and  the  reading  on  the 
vertical  circle  as  found  in  the  field  notes.  For  this  the  following  form 
was  used  : 


Sight. 

Distance, 

Vertical. 

Back 
Sight. 

Fore 
Sight. 

i         Slope  Sight. 

Rise. 

Fall. 

139!»  on  (ID) 

95 

1 
—  1°  01' 

S  00 

1.6 

on  (X) 

332 

+  1^  18' 

.... 

3.00 

7.5 

14UU  on   (.1-) 

164 

-f  0°  12' 

6.00 

O.C. 

on  (//) 

297 

-1-  2^  34' 

6.00 

13.3 

1401  on   (//) 

274 

—  1°  29' 

!     4.00 

7.1 

on   {z) 

680 

-(-  O'^^  02' 

i      .... 
i 

3.00 

0.4 

In  surveying  the  larger  lakes,  the  theodolite  was  set  up  in  a  com- 
manding po.sition  and  adjusted  in  azimuth  till  the  vernier  and  compass 
needle  were  simultaneously  at  zero,  and  the  micrometer  telescope  was 
placed  beside  it  on  a  light  tripod.  The  assistant  went  round  the  shore 
of  the  lake  in  a  boat,  and  held  the  staff  bearing  the  discs  vertically  at  all 
important  points,  giving  finally  a  turning  point  at  which  he  remained 
while  the  boat  returned  to  take  the  instruments  on  to  their  next  position. 
From  this  a  back  sight  was  taken  on  the  turning  point,  and  intermediate 
sights  as  before,  till  the  next  turning  point  was  reached.  The  bearings 
were  I'ead  on  the  vernier  to  the  nearest  5  minutes,  as  this  corresponds 
with  the  limit  of  accuracv  with  which  the  instrument  could  be  set  in  the 
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magnetic  meridian.  The  diurnal  variation,  of  which  the  extreme  value 
was  -f-  4  minutes,  was  also  neglected  as  a  rule,  although  it  was  sometimes 
taken  into  account  in  comparing  the  results  of  the  latitude  and  de- 
parture calculations.  In  taking  observations  for  the  magnetic  variations, 
a  time  of  day  was  chosen  at  which  the  needle  was  at  its  mean  position  ; 
and  observations  on  days  of  magnetic  storms  were  thrown  out. 

The  sights  taken  with  the  micrometer  telescope  ranged  from  600  to 
5  000  feet .  Although  reading  to  seconds,  it  was  found  impracticable  to 
discern  differences  of  less  than  5  seconds  of  angular  value,  except  under 
unusually  favorable  circumstances.  The  sights  on  the  turning  points 
formed  a  connected  traverse,  and  their  length  was  kept  as  much  as  pos- 
sible between  the  limits  of  1  000  and  2  500  feet.  At  1  000  feet  a  difference 
of  5  seconds  corresponds  to  3  feet  in  the  length  of  the  sight,  and  at 
2  500  feet,  to  18  feet ;  which  latter  in  the  plotting  is  but  the  150th  of  an 
inch.  The  atmospheric  refraction  being  unequal  in  the  case  of  the  two 
discs  was  a  source  of  error,  especially  in  the  longer  sights.  Its  amount 
was  not  determined,  although  in  certain  states  of  the  atmosphere  it  was 
quite  perceptible.  This  could,  however,  be  avoided  by  holding  the  disc 
staff  horizontally. 

The  micrometer  telescope  presented  several  important  advantages. 
When  landing  from  the  boat  was  difficult,  as  was  usually  the  case,  owing 
to  the  rocky  character  of  the  lake  shores,  the  staff  was  held  on  the  edge 
of  the  boat ;  and  although  the  waves  communicated  a  slight  vertical 
motion  to  it,  this  caused  no  inconvenience  in  taking  the  observation,  as 
the  images  of  the  discs  moved  together  just  as  they  would  if  viewed 
through  a  sextant.  At  the  turning  points  a  landing  was  essential  ;  but  a 
considerable  amount  of  time  was  saved  by  avoiding  it  at  the  intermediate 
points.  The  telescope  being  laid  freely  in  a  trough-shaped  support  on 
its  tripod  could  be  rotated  axially,  making  the  images  of  the  discs  pass 
horizontally  over  each  other,  which  enabled  their  coincidence  to  be  de- 
termined with  precision.  On  the  other  hand,  some  light  was  lost  in 
passing  through  the  double  refracting  prism,  which  was  a  source  of  in- 
convenience in  dull  weather.  On  short  sights  the  largeness  of  the 
angle  and  consequent  obliquity  of  the  light  from  the  two  discs  made  the 
images  indistinct ;  but  this  was  largely  compensated  by  the  fact  that  an 
angular  difference  was  of  less  importance  as  compared  with  the  length  of 
the  sight.  On  sights  under  600  feet,  the  angle  had  to  be  measured  on 
the  vertical  circle,  unless  the  rod  was  at  hand  ;  the  distance  obtained  in 
this  way  was  uncertain  within  2  per  cent.  For  these  reasons,  sights 
under  1  000  feet  were  avoided  on  the  through  traverse.     The  form  of 
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note-book  used  tor  the  lake  surveys  was  the  same  as  before,  the  reading 
on  the  micrometer  telescope  being  entered  in  the  third  column.  On  the 
opposite  page  a  diagram  of  the  sights  taken  was  kept,  and  a  note-book 
was  also  kept  by  the  assistant  in  which  the  form  of  the  coast  line  between 
the  points  sighted  on  was  sketched. 

A  lake  of  moderately  regular  shai^e  3  miles  in  length  could  be  sur- 
veyed in  2  days.  Where  arms  and  islands  were  numei'ous,  the 
time  was  proportionately  longer.  A  considerable  amount  of  skill  was 
called  for  in  the  choice  of  stations,  and  in  taking  advantage  of  the  direc- 
tion of  the  light  and  character  of  the  weather. 

The  principal  summits  around  the  lakes  could  be  readily  fixed  in 
position  and  altitude  by  bearings  and  vertical  angles  from  any  two 
stations.  Any  prominent  tree  or  rock  that  could  be  kept  in  view  served 
for  this  purpose.     The  intervening  hills  were  sketched. 

Much  thought  was  bestowed  by  the  writer  to  devise  a  i^lan  by  which 
the  iostruments  for  such  surveys  as  these  could  be  combined  into  one. 
A  micrometer  telescope  mounted  with  horizontal  and  vertical  circles 
would  not  serve  even  for  lake  work  alone,  as  it  would  not  be  suitable  for 
taking  beax'ings,  and  its  length  would  make  the  instrument  unsteady  in 
windy  weather.  An  instrument  of  the  character  of  the  omnimeter,  re- 
quiring a  seiJarate  reading  on  each  of  the  discs,  would  take  up  more 
time  than  the  micrometer  telescope,  and  would  lose  its  principal 
advantages  ;  it  would  also  be  much  too  cumbrous  in  its  manipulation  for 
ordinary  ti-aversing.  A  telescoj^e  with  a  divided  object-glass,  on  the 
principle  of  those  used  in  astronomical  observatories  for  measuring  the 
sun's  diameter,  if  mounted  on  a  theodolite  stand,  might  be  made  to 
serve  all  purposes.  In  order  to  secure  the  advantages  already  referred 
to,  it  would  require  to  be  capable  of  being  rotated  axially  ;  and  it  could 
also  be  fittea  with  stadia  lines.  The  practical  disadvantage  of  such  an 
instrument  Avould  be  its  complication,  and  the  number  of  delicate  parts 
which  would  be  exposed  to  injury.  For  work  of  so  varied  a  character 
as  that  referred  to,  the  most  serviceable  instrument  is  an  ordinary 
theodolite,  adapted  for  stadia  measurements,  and  combining  lightness 
with  strength  ia  its  construction.  4  or  5-inch  circles  reading  to  minutes 
would  be  sufficient  ;  and  both  circles  should  be  covered,  or  protected  by 
guards,  as  otherwise  they  soon  become  illegible.  The  compass  box 
should  be  circular,  and  the  needle  not  less  than  4  inches  in  length. 
Ilhxmination  for  the  cross-hairs  and  a  diagonal  eye-piece  are  also  desir- 
able wliere  the  magnetic  variation  has  to  be  determined.  The  heads  of 
the  screws  adjusting  the  cross-hairs  should  be  protected  by  a  shield  to 
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prevent  the  adjastmeut  being  lost  in  dragging  the  instrument  through 
thickets.  A  separate  telescope,  either  double-refracting  or  -with  a 
divided  object-glass,  is  the  most  suitable  for  the  measurement  of  longer 
distances.  The  rod  should  be  10  or  12  feet  long,  divided  into  feet  and 
hundredths,  and  should  be  hinged  in  the  middle,  the  two  faces  folding 
together  for  protection  ;  and  the  discs  attached  to  the  back.  The 
ordinary  Sopwith  rod  after  a  season's  use  was  found  to  require  repairs 
to  the  amount  of  $5.50. 

In  five  months  of  field-work  a  region  of  180  square  miles  in  extent 
■was  surveyed,  including  neai'ly  100  lakes  from  7  miles  long  down- 
wards, besides  roads,  streams  and  hills.  The  wet  days  were  employed 
in  reducing  stadia  and  micrometer  measurements,  and  in  calculating 
latitude  and  departure.  The  accuracy  of  the  work  was  well  tested 
by  these  calculations.  It  was  found  that  the  traverses  around  the  sides 
of  the  quadrilaterals  into  which  the  country  was  divided,  would 
close  within  an  area  of  20  to  30  feet  radius  on  the  ground,  although  in 
some  instances  the  error  was  greater.  Part  of  this  error  was  due  to  the 
fact  that  the  larger  lakes  were  included  in  the  line  of  the  principal 
traverses,  and  that  the  measurements  taken  with  the  micrometer 
telescope  were  found  to  have  a  tendency  to  exceed  the  stadia  measure- 
ments between  the  same  points.  This  doubtless  arose  from  a  residual 
error  remaining  in  the  corrections,  which  had  to  be  applied  to  the 
graduation  of  the  micrometer  telescope,  owing  to  its  defective  construc- 
tion. The  number  of  independent  checks  which  had  been  secured 
during  the  progress  of  the  work  enabled  the  uncertainty  thus  arising  to 
be  almost  entirely  eliminated  from  the  map.  The  greater  part  of  the 
survey  was  included  on  a  sheet  36  inches  by  24:  inches,  representing  an 
extent  of  18  miles  by  12,  a  portion  of  which  was  ocean.  The  Atlantic 
coast  was  taken  from  the  Admiralty  chart,  with  which  the  surveys  had 
been  connected.  Three  plans  of  mining  districts  were  also  prepared  on 
the  same  size  of  sheet,  to  the  scale  of  500  feet  to  the  inch.  The  methods 
employed  were  found  of  sufficient  accuracy  to  enable  the  surveys  to  be 
represented  on  this  scale,  as  in  these  districts  the  closed  surveys  were 
more  numerous  and  less  extensive,  and  running  errors  could  therefore 
be  eliminated. 

The  cost  of  the  survey,  as  found  by  dividing  the  total  expense  by  the 
area  covered,  is  $16Vu'o  per  square  mile.  If  the  time  sj)ent  in  the  field 
in  obtaining  detail  for  the  plans,  and  the  amount  of  office-work  upon 
them,  are  allowed  for,  the  cost  per  square  mile  of  the  map  alone  would 
not  exceed  S15.     This  does  not  include  the  expense  of  publication. 
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RAPID    METHODS    IN   TOPOGRAPHICAL    SURVEYING. 


Ja-si^s  p.  Allen. — I  am  satisfied  that  Mr.  DaAvson's  conclusion  as  to 
the  best  single  instrument  for  a  survey  of  this  character  would  be  fully 
established  by  experiment. 

An  ordinary  stadia  transit  or  theodolite,  with  a  good  self -reading  rod, 
is  equal  to  all  of  the  duty  required  upon  the  survey  which  he  describes. 
The  preference  is  usually  given  to  two  stadia  hairs,  equally  or  about 
equally  sjDaced  above  and  below  the  ordinary  horizontal  hair  of  the  in- 
strument. These  hairs  should  cover  about  one  foot  on  the  rod  for  each 
100  feet  of  distance.  They  may  be  fixed  upon  the  same  diaphragm  as 
the  ordinary  cross-hairs,  or  they  maybe  made  adjustable.  Either  plan 
has  advantages  as  well  as  disadvantages. 

Long  distances  can  be  read  on  a  rod  of  the  ordinary  length  by  taking 
first  the  space  on  the  rod  covered  by  the  middle  and  upper  hair,  and 
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afterwards  that  between  the  middle  and  lower  hair.  The  sum  of  these 
will  be  the  total  space  or  stadia  reading. 

With  a  rod  of  14  feet  we  are  thus  able  to  read  2  800  feet,  than  which 
longer  sights  will  rarely  occur  in  practice.  There  is  a  somewhat  lower 
practical  limit  to  the  distance,  which  can  be  read  with  a  self-reading  rod, 
due  to  the  difficulty  of  distinguishing  the  figures,  except  under  favora- 
ble conditions. 

With  a  clear  atmosphere  and  the  sun  shining  upon  the  rod,  it  is 
quite  ijossible  to  read  2  500  feet.  2  000  feet  might  be  assigned  as  a  prac- 
tical limit  with  the  ordinary  American  transit.  It  is  fi'equently  possible 
to  double  this  distance  between  stations,  or  turning  points,  by  measur- 
ing from  both  stations  to  a  point  about  midway  between  them  on  the 
line  ;  or  this  point  may  be  taken  slightly  to  one  side,  and  its  direction 
from  the  stations  observed  as  well  as  the  distance.  The  direction  from 
station  to  station  is  also  observed  at  the  first  setting. 

The  self-reading  rod  is  generally  preferable,  on  account  of  the  greater 
rapidity  in  its  use,  and  also  because  with  it  a  skilled  assistant  is  not  neces- 
sary. It  is  probably  quite  as  accurate  for  a  survey  of  any  extent,  the 
errors  balancing  each  other. 

A  skillful  observer  can  read  the  distance  upon  a  self-reading  rod  held 
on  a  boat,  provided  the  motion  of  the  boat  be  not  too  great. 

The  rod  is  adjusted  to  the  instrument,  in  the  case  of  fixed  hairs,  by 
measuring  a  base,  determining  the  length  of  rod  covered  by  the  stadia 
hairs  upon  this  base,  and  dividing  this  into  spaces  representing  100  feet 
each.  A  stencil  is  then  made  of  the  desired  pattern  and  the  rod  marked 
for  its  whole  length.  With  adjustable  hairs  the  rod  is  prepared  first  ;  a 
base  is  then  measured,  and  the  hairs  adjusted  to  read  the  corresponding 
distance  on  the  rod. 

The  plan  followed  by  Mr.  Dawson  of  measuring  his  base  from  the 
anterior  focus  instead  of  the  centre  of  the  instrument  seems  to  be  a  good 
one.  The  error,  which  appears  in  all  stadia  distances,  thus  becomes 
constant,  and  a  constant  additive  correction  must  be  made  to  each  read- 
ing. The  rod  cannot  be  so  graduated  as  to  correct  this  error  entirely. 
In  fact,  the  plan  which  Mr.  Dawson  used  does  not  correct  it  except  for 
horizontal  readings.  However,  for  readings  out  of  level  a  very  simple 
formula  of  reduction  may  be  used  without  appreciable  error. 

With  a  self-reading  rod  the  use^of  tables  is  obviously  unnecessary,  ex- 
cejDt  for  reduction  to  the  horizontal  and  for  heights.     The  horizontal  dis- 
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tances  and  the  vertical  heights  cau  be  obtained  by  tables  or  by  diagrams; 
or,  if  there  are  only  a  few  points,  they  may  be  calculated  directly. 

Very  accurate  leveling  can  be  done,  provided  there  be  a  level  under 
the  telescope,  as  is  generally  the  case.  If  the  stadia  hairs  are  adjustable, 
the  self-reading  rod  may  be  laid  off  into  feet,  tenths  and  hundredths, 
and  becomes  a  correct  level-rod  at  once.  Otherwise  a  correction  must 
be  applied  to  all  heights. 

This  method  of  surveying  is  valuable  on  account  of  its  economy. 
Good  preliminary  surveys  may  be  made  where  the  funds  available  would 
not  warrant  the  expense  of  regular  methods. 

It  appears  to  be  especially  useful  in  hydrographical  surveying. 
Here  the  lines  of  sight  are  generally  horizontal,  making  corrections  un- 
necessary ;  cutting  can  be  avoided  by  judicious  management,  as  noted 
by  Mr,  Dawson,  and  a  complete  instrumental  survey  made  at  a  mini- 
mum of  expense. 

As  a  method  it  cannot  be  classed  in  point  of  accuracy  with  chain  sur- 
veying or  triangulation.  But,  since  it  is  susceptible  of  a  higher  degree 
of  accuracy  than  is  usually  attained  in  public  surveys,  with  fewer  men 
and  generally  in  less  time,  it  seems  well  suited  to  American  engineering 
practice,  when  there  is  a  constant  demand  for  rapid  and  economical 
methods. 
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WITH  DISCUSSION 
By  Jacob  M.  Clark,  M.  Am.  Soc.  C.  E. 


It  is  a  common  remark  that  in  regard  to  metrology,  harmony  of 
action  between  the  United  States  and  Great  Britain  would  be  very  de- 
sirable, on  account,  firstly,  of  the  magnitude  of  the  commercial  and 
other  intercourse  between  the  two  countries,  and  secondly,  the  cor- 
respondence already  existing  between  their  weights  and  measures.  This 
opinioQ  was  expressed  in  several  of  the  reports  made  about  three  years 
ago  by  the  department  and  bureau  officers  of  the  United  States  Govern- 
ment in  reply  to  a  resolution  of  the  House  of  Representatives  which 
drew  out  their  opinions  upon  metrological  reform.  There  would  be 
more  force  in  the  suggestion  if  j^ast  experience  encouraged  us  to  hope 
for  any  united  action  ;  there  is  certainly  reason  in  it,  for  it  recognizes 
the  importance  of  taking  foreign  nations  into  consideration  ;  both  of  the 
assertions  upon  which  it  is  based  require  to  be  scrutinized. 
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(1.)  I  will  first  present  the  facts  as  to  whence  tlie  imports  into  the 
United  States  come  ;  for  the  next  step  in  her  metrological  legislation  is 
likely  to  relate  to  the  business  of  the  custom  houses.  The  jsresent 
enormous  development  of  international  commerce  is  chiefly  the  growth 
of  the  present  century,  and  is  due  to  the  introduction  of  railroads  and 
steamships  to  facilitate  transportation,  to  the  successive  removals  since 
the  end  of  the  Napoleonic  wars  of  many  restrictions  upon  trade,  to  the 
increase  of  metallic  currency  by  the  discovery  of  gold  in  California  and 
Australia,  and  to  other  causes.  It  is  only  comparatively  recently,  there- 
fore, that  the  reasons  for  requiring  international  uniformity  in  weights 
and  measures  have  been  nearly  as  plainly  recognized  as  those  for  requir- 
ing uniformity  throughout  any  one  nation .  The  official  reports  from 
the  Bureau  of  Statistics  of  the  U.  S.  Treasury  Department  show  that 
during  the  year  ended  30th  June,  1879,  the  value  of  merchandise  imported 
into  the  United  States  was  $445  777  775,  of  which  28  per  cent,  was  pro- 
duced in  Great  Britain  and  other  countries  which  use  her  imperial 
weights  and  measures  ;  59  per  cent,  was  produced  in  countries  that  have 
adopted  within  the  last  hundred  years  a  common  international  system  of 
weights  and  measures,  and  the  remaining  13  per  cent,  was  produced  in 
countries  which  use  various  other  weights  and  measures  ;  all  of  which  is 
exhibited  in  detail  on  the  accompanying  diagram  (Plate  XXXIV.). 

(2.)  Now  let  us  look  at  the  second  assertion,  about  an  existing  cor- 
respondence between  the  weights  and  measures  of  Great  Britain  and 
those  of  the  United  States.  In  the  United  States  we  have  for  one 
measure  of  length  the  vara,*  by  which,  under  the  laws  of  Texas,  the 
piiblic  lands  of  Texas  are  surveyed  and  described.  For  one  measure  of 
surface  we  have  the  arpent,t  by  which  real  estate  is  advertised  and  sold 
in  the  Mississippi  Valley,  according  to  the  report  made  by  the  Com- 
missioner of  Patents  among  those  mentioned  above.  For  capacity  we 
have  incongruous  measiires  for  liquid  and  dry  substances,  and  a  great 
deal  of  variety  in  the  laws  of  the  different  States  about  them,  as  is  stated 
with  considerable  detail  in  an  addendum  to  the  report  made  by  the  Com- 
missioner of  Education  among  those  mentioned  above.     For  instance,  a 


*  I  am  credibly  iufornied  tUat  tbe  arroba,  the  fanega,  and  other  weights  and  measures  of 
Spanish  origin  are  also  iunse  in  Texas.     August  2i,  1881. 

Trautwine's  Engineers'  Pocket  Book  (15th  thousand,  1881)  gives  the  vara  and  the  legua 
as  having  legal  values  in  California,  the  values  being  a  little  greater  there  than  elsewhere. 

t  The  map  of  Moutreal  which  is  now  hanging  upon  the  wall  of  this  hall  has  a  linear  scale  of 
arpents. 
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gallon  of  milk  in  Vermont  and  Massachusetts  is  231  cubic  inches ;  in 
New  Hamjishire  282  cubic  inches.  The  bushel,  though  usually  under- 
stood to  be  a  cajjacity  measure,  is  for  many  substances  defined  to  mean 
a  weight ;  the  bushel  of  oats  and  the  bushel  of  barley  have  each  six  or 
eight  diflferent  values,  and  for  various  products  in  the  several  States  and 
Territories  the  legal  bushel  hag  forty  diflferent  weights  ;  1  000  bushels 
of  barley,  bought  in  the  State  of  Kansas  at  48  pounds  to  the  bushel, 
would  become  1  500  bushels  in  New  Orleans,  where  a  contract  for  de- 
livei'y  would,  in  the  absence  of  agreement  to  the  contrary,  be  satisfied  at 
the  rate  of  32  pounds  to  the  bushel.  In  the  case  of  rye,  1  000  bushels 
would,  by  the  same  transfer,  become  1  750  bushels.  In  Indiana  a 
bushel  of  coal  mined  in  the  State  is  fixed  at  70  pounds,  but  a  bushel  of 
coal  mined  outside  of  the  State  and  sold  within  the  State  must  contain 
80  pounds ! 

As  for  weights  proper,  the  United  States  standard  pound,  preserved  at 
the  Mint  at  Philadelphia,  is  a  troy  pound,  and  is  the  only  material  weight 
or  measure  that  has  been  declared  to  be  a  standard  by  Act  of  Congress. 
Diamonds  and  other  precious  stones  are  sold  by  the  carat,  an  anomalous 
weight,  of  which  conflicting  definitions  may  be  found.  One  hundred 
pounds  have  been  made  a  hundredweight,  and  2  000  a  ton,  in  Massa- 
chusetts since  1826  ;  and  probably  some  other  States  have  jaassed  similar 
laws ;  I  did  not  suppose  Pennsylvania  was  among  them.  Our  fellow 
member,  Mr.  Coleman  Sellers,  of  Philadelphia,  stated,  however,  in  his 
very  interesting  address  to  the  Mechanical  Engineers,  last  faU,  that  a 
ton  of  2  000  pounds  is  used  in  machine  shop  practice  and  in  selling 
machinery. 

Now,  in  England  the  above  described  United  States  units  are  not 
within  the  pale  of  the  law.  The  Weights  and  Measures  Act,  1878,  which 
went  into  effect  in  the  United  Kingdom  January  1st,  1879,  is  chiefly  a  con- 
solidation of  the  statutes  previously  existing,  and  had  for  one  of  its  prin- 
cipal objects  to  extirpate  the  various  irregular  weights  and  measures, 
which  to  an  extent  hardly  credible  have  been  customary  and  local  stand- 
ards in  England.  This  Act  well  illustrates  the  importance  which  is  justly 
attached  to  having  uniformity  established  throughout  the  country,  and 
also  the  method  by  which  it  is  secured.  Contracts  by  weight  or  measure 
are  declared  void  unless  they  are  according  to  the  weights  and  measures 
authorized  by  the  Act. 


411 

I  will  quote  a  single  section  : 

"24.  Every  person  who  uses  or  has  in  his  possession  for  use  for  trade 
a  weight  or  measure  which  is  not  of  the  denomination  of  some  Board  of 
Trade  standard,  shall  be  liable  to  a  fine  not  exceeding  five  pounds,  or  in 
the  case  of  a  second  offense  ten  pounds,  and  the  weight  or  measure  shall 
be  liable  to  be  forfeited." 

The  troy  pound  is  not  a  Board  of  Trade  standard.  The  imperial  gal- 
lon and  bushel  for  both  liquid  and  dry  substances  hold  respectively  10 
and  80  pounds  of  water  ;  they  were  introduced  into  England  more  than 
50  years  ago,  and  into  Canada,  I  believe,  within  the  last  decade  ;  they 
are  entirely  independent  of  the  measures  which  go  by  the  same  names  in 
the  United  States.  The  imperial  hundredweight  is  defined  as  8  stones, 
and  the  stone  as  14  pounds  ;  and  decimal  standards  of  imperial  weights 
are  not  adopted  by  the  Board  of  Trade  except  for  the  smaller  denomina- 
tions like  ounces  and  grains.  Decimal  subdivisions  are  permitted  to  be 
used,  however,  in  expressing  weights  and  measures  in  contracts. 

As  an  illustration  of  the  practice  in  this  respect,  take  the  19  cwts.,  5 
stones,  G  pounds,  9  ounces,  15.04  drams,  given  in  a  schedule  to  the  Act 
as  the  imperial  equivalent  of  the  millier  (or  1  000  kilos  used  by  the  rest 
of  the  world,  and  authorized  by  this  Act  to  be  used  as  a  term  in  British 
contracts).  The  similar  equivalent  given  in  the  United  States  law  of  18»i<i 
is  2  204 .6  pounds.  With  difficulty  do  we  recognize  that  the  two  expressions 
are  of  the  same  magnitude.  There  is  a  little  less  contrast  in  the  equiva- 
lents of  measures  of  length  ;  the  first  item  in  the  British  schedule  is  6 
miles,  376  yards,  0  feet,  11.9  inches  ;  in  the  United  States  schedule, 
6. 2137  miles.  Some  of  our  citizens  who  hapjjen  to  remember  how  many 
yards  make  a  mile,  etc.,  and  who  are  good  at  figures,  can  ascertain  by 
computation  that  these  are  practically  the  same  length. 

I  will  close  by  observing  that  one  cause  among  others  of  the  annoy- 
ing diversities  which  we  have  been  viewing,  is  the  disposition  of  particu- 
lar professions  or  trades  to  adopt  what  seems  to  them  good,  regardless  of 
the  rest  of  the  community.  Most  of  us  see  our  neighbors'  faults  more 
clearly  than  our  own  ;  so  let  us  look  for  a  moment  with  abhorrence  upon 
the  carats  of  the  jeweler,  and  the  scruples,  fluid  ounces,  and  other  mys- 
terious quantities  of  the  apothecary,  and  make  up  our  minds  that  weights 
and  measures  so  discordant  with  what  are  generally  used  ought  not  to 
be  allowed .  Then  let  us  humbly  reflect  upon  what  the  jeweler  and 
apothecary  would  say  of  Gunter's  chains  and  links,  and  the  railroad  en- 
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giaeer's  tenths  and  Imndredtlis  of  a  foot.  Shall  an  amount  of  irregu- 
larity greater  than  is  tolerated  by  old  England  be  submitted  to  indefi- 
nitely by  her  progressive  children  on  this  side  of  the  Atlantic  ?  Of 
course  not.  It  is  generally  agreed  that  the  existing  metrology  of  the 
United  States  must  be  reformed.  Our  physicians  and  druggists  have 
already  taken  eflective  action  looking  to  the  abandonment  of  their 
ancient  apothecaries'  table.  Civil  engineers  cannot  be  indifferent  to  the 
importance  of  the  subject,  unless  they  are  willing  that  their  profession 
shall  lose  that  influential  position  in  the  community  which  breadth  of 
view  and  public-spirited  action  entitles  it  to  hold. 


DISCUSSION. 

Jacob  M.  Clark,  M.  Am.  Soc.  C.  E. — There  appears  to  be  some 
misapprehension  both  as  to  the  present  status  of  the  French  system  and 
its  inherent  merits.  The  argument  drawn  from  the  present  aspect  of 
commerce,  so  far  as  it  applies,  is  of  undoubted  weight.  But  it  should 
be  observed  that  the  same  or  kindred  arguments  may  be,  and  always 
have  been,  used  to  perpetuate  errors,  until  resulting  evils  become  en- 
tailed, or  else  have  to  be  displaced  by  the  force  of  public  opinion. 

Where  the  French  system  has  been  made  compulsoj^-y,  it  seems  to 
have  been  done  without  much  regard  to  the  wish  or  convenience  of  the 
people  ;  and  where  its  use  has  been  made  permissive,  there  are  formida- 
ble tendencies  against  it.  Many  who  were  at  first  attracted  by  its  alleged 
scientific  foundation  and  systematic  decimalization  have  had  their 
views  modified  by  maturer  thought.  It  is  an  itinerary,  founded  on  the 
earth's  circumference,  not  novel,  in  principle  ;  with  no  better  division  of 
the  circle  than  ancient  analogous  systems,  a  palpable  error  in  its  unitary 
meter,  and  inferior  to  them  in  that  it  i^resents  no  convenient  manual 
unit.  On  this  latter  point,  the  exi^erience  of  men,  as  expressed  in  their 
systems,  is  a  more  cogent  and  conclusive  fact,  at  least  to  a  philanthro- 
pist, than  any  superinduced  state  of  commerce  can  possibly  be.  The 
manual  unit  for  general  purposes,  whenever  founded  upon  convenience, 
has  always  ranged  between  17  and  30  inches.  The  foot,  with  duodeci- 
mal subdivision,  has  been  largely  used  by  builders  on  account  of  its 
convenience  for  fractional  subdivisions  ;  but  the  manual  implement  has 
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PLATE    XXXIV. 

TRANS   AM.  SOC    CIV.  ENGR  S 

VOL  XI   No  CCL. 

BROOKS  ON  WEIGHTSAMD  MEASURES 


N'JTE.— 'For  llic  iwri  preceding  years 
irniJi-i]  lo  June,  1877  and  1878,)  ihc  imporls 
WL-r-  "ill  nry  different  in  value,  Fnr  the  fol 
■•■-iiiiZ  >c.ir(«nd(:d  30  June,  tSSo.)  ihey  were 
;..  1  ,;r  .:..iii  grc.-.ler  ;  1879  'a  laken  for  Ihls  dia 
irnm,  bt-cauw  11  is  the  I.-l-I  for  which,  on  in- 
quiry al  ihc  Bwlon  (Jiutom  House,  in  lliii 
month  ofjiine,  i88t,  llie  particuUn  ol  indirc.  i 
tummercc  coold  be  obLiined.  For  insUngt, 
')ii,»^.497  w«rlh,  (hipped  Irom  seven!  uihtr 
I'Ountnis,  wai  produced  in  SwiUerlnnd.  which 
lin.\  no  lua-pon,  nnd  a  ihercforc  excluded  Irom 
(he  iitu«l  siaiemcnU  by  counlrics  of  dircci 
hipmeni.  More  ihao  46,odo.cdo  wonh,  ship- 
'■"  '- —  ■'--■--  '        a  produced  in  France. 


Ifcd  from  Englar 
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TASLE  AND   DIAGRAM   GIVING  THE 

VALUE    OF    MERCHANDISE 

'i.  e.  excluding  coin  and  bullion,) 

IMPORTED   INTO    THE   UNITED   STATES. 

For  tlio  yonr  ondcd  3lnh  Juno.  1879,  subdlvidna 

BY    COUNTRIES    WHERE    PRODUCED   OR    GROWN, 

Pii'pnrwl  by  Froil.  Itninks  (mrn  IIil-  .Viiaiial  StBl^mi'iit  on  ConitucTvo  anil  Novlgalloii 
uf  llic  nili't  .11  till'  ll.ir.Bii  ..1  SItitiKlR'f  of  the  U.  .S.  Trpa*ury  Dpparlmcnt. 

SUMMARY. 

Couiilries  wlikh  Um;  Drilisli  Weights  and  Measuics.        124,138.717 

Counlrieswliiclthavi.'  atloptcd  International  W'LsA  M.    2b4, 148,960 

Countries  W'liicli  use  various  other  W'ts  and  Measuics.      57,41)0,098 
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been  the  2-feet  rule.  Autl  it  is  remarkable  that  the  duodecimal  or 
Joktanic  arithmetic,  founded  on  the  natural  divisions  of  the  circle, 
fractionally  convenient  for  minor  pur230ses,  and  of  unquestioned  an- 
tiquity, has  never  presented  a  dimension  longer  than  144  inches,  which 
survives  in  our  standard  length  of  boards,  the  joktan  of  Guinea,  the 
tuug  of  Sumatra,  and  others  less  exact.  The  reckoning  has  always  been 
by  thousands  and  millions  of  feet.  Of  its  enormous  influence  in  con- 
founding metrics,  mention  will  be  made  further  on. 

To  understand  the  points  raised,  a  brief  comjoarisou  and  historical 
outline  is  indispensable.  Much  of  the  outline  has  to  be  filled  in  by 
severe  induction,  keeping  within  strong  probabilities,  and  in  range  with 
visible  points . 

The  means  of  comparison  is  the  ancient  Egyptian  and  Phenician 
schoenus  or  land-chain — a  length  of  145 iVo  English  feet.  The  cubit  Avas 
its  1 J  0  part,  and  the  fathom  (fedan)  3  cubits  ;  the  stadium  100  fathoms, 
and  the  great  schoenus  100  stadia,  or  ten  miles.  The  Persian  parasang 
was  50  stadia,  or  5  Egyptian  miles.  Their  cubit  agreed  with  the 
Egyptian.  It  is  at  once  apjiarent  that  the  Egyptian  itinerary  was  a 
surprisingly  exact  decimal  of  the  mean  terrestrial  great  circle,  as  we 
now  understand  it,  divided  into  3  jiarts  ;  and  the  parasang,  into  6.  The 
agrarian  schoenus  and  cubit,  consequently,  were  empirical  decimals 
of  the  division  into  9.  Astronomers  divided  the  celestial  circle  into  12 
parts  ;  and  there  was  the  obvious  division  into  4  and  8.  The  general 
arithmetic  was  decimal.  For  reasons  jiresently  apisarent,  the  divisions 
of  the  circle  by  24,  5,  10  and  15  were  probably  known.  Here  was  a  sys- 
tem which,  on  the  whole,  compares  favorably  at  least  with  the  French. 
But  there  existed  among  builders  the  duodecimal  fancy  in  arithmetic, 
reckoning  from  the  thumb  or  inch.  Successive  bisections  of  the  joktan 
gave  the  vulgar  fathom,  the  yard  and  the  18-inch  cubit,  now  largely 
represented  in  the  East  Indies.  This  was  in  direct  collision  with  the 
ancient  cubit  of  11'' '  "*  English  inches. 

,One  feature  of  the  experiment  on  the  plain  of  Shiuar,  which  failed 
politically,  was  a  consolidation  of  metrics  by  merging  all  the  factors 
into  a  general  system.  The  circle  was  divided  into  360  degrees,  so  as  to 
embrace  the  ungeometric  divisor,  9  ;  and  to  make  things  strong,  both 
the  degree  and  hour-angle  were  subdivided  sexagesimally .  A  cubit  was 
invented,  subtending  one  degree  on  a  radius  of  100  duodecimal  feet,  that 
is,   21  inches,  or  more  strictly,  1  "/'■'■':•   feet.     This  metric  scheme  was 
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ado25ted  by  the  first  Assyrian  raonarcliy,  and  divers  features  of  it  dis- 
persed among  the  migrating  colonists . 

Then  came  the  HebreAv  system,  a  striking  mosaic*  The  arithmetic 
was  decimal .  The  cubit  was  taken  at  go  of  the  agrarian  schoenus,  the 
fathom,  4  cubits  instead  of  3,  the  stadium  100  fathoms,  and  the  mile  10 
stadia.  So  that  the  great  schoenus  was  60  stadia,  as  quoted  by  lexico- 
graphers, and  the  parasang  30,  or  3  miles .  The  itinerary  was  an  even 
decimal  of  the  terrestrial  division  into  18  parts,  and  the  half  mile  or 
Sabbath-day's  journey  matched  with  the  Babylonian  degree.  A  3-cubit 
fathom  would  match  an  itinerary  founded  on  the  hour-angle,  such  as 
appears  in  the  Turkish  mile,  and  is  traceable  in  the  braza  and  toesa  of 
Spain  and  Portugal,  the  toise  of  Lorraine  and  Liege,  the  tesa  of  Turin, 
and  any  number  of  canas,  klafters,  passos,  and  the  like,  in  various  parts 
of  Europe.  The  radial  cubit,  of  which  all  the  rest  were  known  functions, 
was  not  obtruded,  but  reserved  for  purposes  of  arbitration,  under  the 
strongest  safeguards  against  violation,  loss  or  destruction.  The  inch 
seems  to  have  settled  at  a  pure  decimal  of  the  double  diameter  or  square 
cross.  The  unit  of  capacity  was  a  cubic  duodecimal  foot,  divided  deci- 
mally, but  with  fractional  divisions  for  commercial  convenience,  each  of 
which  was  even  inches.  The  unit  of  weight  was  half  a  thousandth  of 
the  weight  of  the  capacity  unit  in  water  (the  ratio  of  the  cone  to  the 
sphere),  and  was  monumented  in  silver  money.  It  is  traceable  in  the 
avoirdupois  ounce,  originally  a  double  shekel  weight.  There  was  a 
Hebrew  foot,  so  called,  not  a  part  of  their  system,  but  simply  a  j^ortable 
tenth  of  the  joktan,  for  reference.  It  has  caused  much  confusion  by 
being  divided  duodecimally  among  those  who  mistook  its  true  import. 

A  few  years  after  the  overthrow  of  the  Jewish  kingdom,  and  the 
forced  expatriation  of  the  people,  and  pursuant  to  an  understanding 
between  the  svabjugated  leaders  and  the  Medo-Persian  alliance,  then 
about  at  its  zenith,  Ezekiel  drew  up  a  plan  of  the  restoration.  He  set 
up  the  radial  cubit  as  the  common  measure  of  temple,  glebe,  city  and 
inheritance.     His  arithmetic  was  decimal.     He  vindicated  geometry,  and 


*  This  sj-Ktem  is  rather  referred  to  as  an  existing  fact,  than  ordained  in  the  Insti- 
tutes. Traces  of  it,  in  connection  with  others  assignable  to  the  other  systems,  in  the  metrics 
of  China,  Au-Naiu  and  the  Burmese  peninsula,  before  the  interference  of  Europeans, 
suggest  that  it  may  have  been  a  device  of  thinkers  at  the  time  of  the  dispersion  to  mitigate 
the  evils  likely  to  grow  out  of  the  Babylonian  plan.  A  curious  division  of  the  diurnal  oyclo 
into  18  parts  appears  in  the  "  Book  of  Enoch,"  translated  from  the  Ethiopic. 
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proclaimed  the  divorce  of  direct  measure  from  circular  and  itinerary, 
by  suggesting  a  reed  of  six  radial  cubits,  wbicli  would  geometrically 
span  but  not  measure  the  circumference.  [In  the  sequel,  the  kaneh,  or 
builder's  reed,  seems  to  have  settled  at  4  radial  cubits,  or  the  double 
diameter.]  Itinerary  was  not  interfered  with.  The  old  system  of 
weights,  capacity  and  money  was  allowed  to  stand,  with  marked  empha- 
sis upon  decimal  relations. 

After  the  Macedonian  conquest,  various  foreign  measures  were  intro- 
duced into  Egypt,  and  metrics  became  much  confused.*  Matters  were 
made  worse  by  the  Greeks  and  Romans,  whose  itineraries  were  founded 
on  the  military  pace.  As  a  climax,  the  Roman  Government,  having 
finally  denationalized  the  Jews,  sunk  the  sacred  cubit  in  the  Tiber. 

This  rather  meagre  outline  explains  many  things  which  have  been 
obscure.  Among  other  things,  it  reconciles  in  an  unexi^ected  way  the 
apparent  conflict  of  mathematicians  during  the  old  revival  of  letters  as 
to  the  size  of  the  earth.  Before  the  Macedonian  conquest,  Aristotle  had 
announced  it  as  the  opinion  of  geometers  that  the  circumference  was 
300  000  stadia.  Archimedes  made  the  same  statement  200  years  later. 
Twenty  years  further  on,  Eratosthenes,  by  altitudes  of  the  sun  at  Syne 
(Assouan)  and  Alexandria,  computed  it  at  250  000.  Posidonias,  140 
years  later,  using  a  star  at  Alexandria  and  Rhodes,  deduced  240  000 ; 
260  years  more,  and  Ptolemy,  from  careful  measurements  in  Egypt, 
brought  it  out  at  180  000.  It  is  too  much  for  belief  that  these  eminent 
men,  all  educated  in  Egypt,  or  any  one  of  them,  blundered  seriously,  or 
used  less  ingenious  contrivances  than  the  odometer  wheel  and  big 
wooden  triangles  of  Fernel,  in  France,  in  1525.  But  if  we  assume  that 
Aristotle  and  Archimedes  reckoned  by  the  Egyptian  itinerary  ;  Eratos- 
thenes by  a  3-cubit  fathom  upon  the  Babylonian  or  royal  cubit ; 
Posidonias  in  like  manner  upon  the  Mosaic  cubit,  as  the  Saracens  did  ; 
and  Ptolemy  by  the  Jewish  itinerary, — the  results  agree. 

Metrics  are  now  so  confused  that  a  compromise,  in  the  nature  of  the 
older  Hebrew  system,  is  impossible.  The  downfall  of  ancient  systems, 
founded  on  the  circumference  of  the  earth,  has  been  accelerated  partly 
by  defective  divisions  of  the  circle,  and  still  more  by  the  radical  fault 
of  using  part  of  the  arc — a  function — instead  of  radius,  as  a  metric  base. 
And  the  French  is  no  better  ;  in  fact,  worse.     And  all  attempts  of  gov- 


*  A  schoina,  quoted  by  Mr.  Alexander,  is  simply  an  imiiorted  parasang. 
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erntnents  to  mend  matters  by  artificial  adjustments  have  but  increased 
the  trouble. 

One  of  the  most  instructive  instances  of  this  bungling — because  so 
pretentious — was  the  English  attempt  to  fit  duodecimal  arithmetic  into 
itinerary  and  the  English  land  measure.  The  latter  is  of  Oriental  origin. 
Acre  is  a  Persian  word,  and  perch  a  modified  Eoman  name  for  a  Persian 
thing.  To  understand  the  movement,  it  should  be  noticed  that  the 
radial  cubit  was  always  in  a  somewhat  peri:)lexing  relation  to  the  2-feet 
rule  of  the  builders.  To  enlarge  the  latter  would  destroy  the  decimal 
correlation  of  the  inch  ;  and  to  reduce  the  former  would  mar  the  measure 
of  inheritance.  To  prevent  confusion,  the  radial  cubit  was  disused  among 
builders,  without  any  assertion  on  their  part  that  the  2-feet  rule  was  or 
ought  to  be  a  veritable  unit.  In  their  symbolic  system,  its  division  is 
explained  to  refer  to  time.  It  is  not  a  measure,  but  a  witness,  an  index 
to  the  circle,  whose  properties  are  to  be  learned  by  geometry  ;  and  it 
suggests  division  by  three  and  the  parallels.  In  the  face  of  this  broad 
hint,  the  philosophers  lugged  in  the  yard,  a  quarter  as  long  as  a  standard 
board.  The  rod  was  clipped  to  198  inches,  5^  yards  ;  the  perch  of 
England  and  Ireland  stretched  to  252  inches,  7  yards.  Taken  as  a  diam- 
eter, 7  yards,  by  Archimedes'  rule,  demands  a  circumference  of  22,  a 
perfect  decimal  chain  of  100  new-born  links  ;  the  broad  acre  was  made 
10  square  chains,  10  times  as  long  as  broad  ;  but  reduced  to  a  square, 
its  side  is  neither  perches,  yards,  chains,  links,  feet  or  inches.  But  the 
circle  was  squared  "according  to  Gunter,"  by  board  measure.  The 
mile  was  made  80  chains,  and  fits  nowhere.  It  is  doubtful  if  the  inch 
escaped  degradation.  The  Pyramid,  with  the  height  of  its  remaining 
frustum  to  the  theoretical  height  as  24  to  25,  can  scarcely  be  called  a 
"witness"  to  existing  measures,  unless  on  the  score  of  martyrdom.  It 
is  beheaded,  skinned  and  well-nigh  disemboweled. 

I  have  elsewhere  (correspondence  on  Standard  Time)  suggested  an 
arrangement  on  the  radial  cubit  with  a  correlated  inch,  without  the 
duodecimal  tangle,  and  with  itinerary  founded  on  the  hour-angle. 

From  a  cursory  examination  of  Alexander's    "Weights  and  Meas- 
ures,"   published  32   years  ago,  it  is  apparent  that  when  the  present 
Erench  system   was  instituted,  the   number  of   available  analogues  in 
Europe  and  the  East,  susceptible  of  adjustment  into  a  more  perfect  sys-^^ 
tem,  stood  about  as  follows  : 


iMETRIC  SYSTP^M  PROPOSED  P.Y  MK.  JACOB  M.  CLARK. 

( Arrniifji'd  from  coi-respomJoiu-c  with  the  Comniittee  on  Standard  Time. J 

Adjustment ;  increase  the  English  inch,  and  alsi.  the  Arabum  gauge  or  guz  (=25  Eng- 
lish inches)  each  by  its  I-IOOOpart. 

For  the  Arts:  Inch  decimally  subdivided. 


Denomination. 


City,  or  Builders'  chain, 

"  "  reed, 

foot, 

"  "  inch. 


=  40  cubits  =  5  rods  =  4  perches.      Value, 

=  S3.116+English  feet. 
=  4  cubits, 
the  natural  foot. 

value,  1.001  English  inches. 


City  lot  =30  X  120  feet  =  13X48  cubits  metric.    10.000  inches  metric  is  the  entire  bound- 
ary of  a  square  a('re. 

Engineering  and  Geodesy:  Cubit  decimall}'  subdivided. 


Denomination.  |  Metric  Cubits. 


®'s  semi-axis  (polar), 
"    Acre  (side), 

"    Perch, 

"    Cubit, 


10,000,000. 

100. 

10. 

1. 


iGrand  iniit  for  Astronomy  and  Geodesy. 
Convenient    length    for    steel    tape-chain, 

value  =208..')410-f  English  feet. 
iConvenient    Icnuth  for  base-bar,  value  = 
I     20  S54-|-Euglisii  feet, 
unit  for  Engiueeiing,  leveling,  etc. ;  value 
12.1. 02.')  English  inches. 


Solid  cubit,  the  measure  of  Engineering  quantities. 

Sui)erflcial  acre  of  lO.OOu  square  cubitsContains  45.489  44-100  square  English  feet,  and 
differs  iVom  the  Englisli  acre  by  1-G  of  1  ])er  cent. 

Adaptations  for  Rural  and  Commercial  Purposes. 

S  ciiljiis  =:  metric  rod  =;  200  inches  metric,  for  laml  etc. 

2  culiits  =  metric  staff  =  5  )  metric  inches,  for  wood,  etc.    The  metric  cord  =  about  IJi 
present  cord. 
Metric  ell  =  40  metric  ifiches,  for  cloth  etc. 

Circular  Measure:  Time,  arc  and  angle  measure. 


Denomination. 

Metric  Degrees. 

Circle, 

Metric  hour-angle, 

"      degree, 

"      minute,  or  prime, 
second, 

"      third, 

2t0. 
10. 
1. 
.1 
.01 
.001 

The  quadrant  =  60  degrees  metric. 
The  Zodiacal  sign  =  20    "  " 

=  I'a  degrees,  current  division. 


Geographic :  Eoad  and  sea  measure. 


Denomination. 

Metric  Miles. 

Mean  great  circle, 
"      degree, 
"      offing, 

24,000. 

100. 

10. 

Metric  mile. 

1. 

Metric  stadium, 

.1 

"      road-chain. 

.01 

"      fathom, 
"       span. 

.001 
.0001 

terrestrial  upon  radius  of  volume. 


Valae=o472  Eng.ft.= 


1  The  ti-uc  Turkish 
I  mile,  V  of  ancient 
!  parasang,  }i  sum 
[■of  .lewish  mile  and 
I  Sabbath  day's  jour- 
J  ney. 

=Stadium  of  Posidonias. 

(  Knot-mea.sure.  irlass  1-100  of  an  hour. 

=  J  Mast-length,  the  li<i?^lit  from  which  the 
f  horizon  api)ears  10  miles  away. 

=  :',  Jewish  civil  cubits. 

=  0.2(524  cubits=6  .50-100  inches  metric. 


Metric  furlong,  or  cable-length  =  12.5  fathoms. 
(Kilometre  of  France  =  (!-10  of  metric  mile,  very  nearly.) 

1  r 


H  furlongs,  or 
10  stadia,  or 

:52S  rods or    J: 

2021  cubits,  or      | 
.3.500  feet    inetricj 


I  'a  mile  :=  41  rods, 
one  mile  and  ■{  'i,  furlong  =  41  cubits, 
I  1-1()  stadium 
I 


41  feet. 


I 
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Radial  cubit,    175,  of  which  were  in   France  and  deiiendencies  12. 
Metric  perch,     12,     "  '■  "  "  6. 

rod,         30,     '«  "  "  "  6. 

reed,       40,     "  "  "  "  12. 

"       acre,       35,     '•  "  "  "  15. 

fathom,  28,     "  "  "  "  6. 

The  inch  being  subordinate,  it  seems  a  fair  question  whether,  for  a 
general  system,  weights  and  capacity  should  not  be  founded  on  the 
radial  cubit.  Engineers,  from  their  training,  are  as  able  to  endure  the 
present  evils  as  are  other  men.  But  this  very  fact  makes  them  keenly 
alive  to  existing  defects  ;  and  at  the  same  time,  as  a  matter  of  foresight, 
inclined  to  deprecate  changes  hastily  made  ;  and  particularly,  in  the 
light  of  past  human  experience,  to  avoid  invoking  governmental  interfer- 
ence, until  it  shall  clearly  appear  to  the  public,  as  well  as  to  themselves, 
that  such  changes  are  in  the  direction  of  ultimate  maximum  propriety 
and  utility. 
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ON  THE  CARE  AND  MAINTENANCE  OF  IRON 

BRIDGES. 


By  Hentiy  D.   Bltjnden,  M.   Am.   Soc.   C.   E. 
Read  October  18th,  1882. 


WITH  DISCUSSION 
By  Theodore  Cooper,  M.  Am.  Soc.  C.  E. 


Many  valuable  papers  have  been  both  read  and  discussed  before  this 
Society  on  the  design  and  construction  of  iron  bridges,  but  of  their 
care  and  maintenance  after  erection  we  have  heard  very  little.  Indeed, 
it  seems  to  be  the  prevailing  opinion  among  almost  all  classes,  that 
■when  an  iron  bridge  is  once  erected,  painted  and  the  floor  down,  it  is 
to  last  forever,  requiring  no  care  except  an  occasional  coat  of  paint,  and 
as  an  omission  of  this  latter  does  not  immediately  aflfect  the  strength  of 
the  structure,  it  is  frequently  neglected.  * 
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After  a  close  examination  of  a  large  number  of  bridges  in  dift'erent 
parts  of  the  State  during  a  period  of  nine  years,  I  am  satisfied  that  they 
are  invariably  shamefully  neglected. 

As  a  general  rule,  the  immediate  care  of  iron  bridges  is  left  to  men 
who  know  nothing  either  theoretically  or  practically  of  the  design  or 
manufacture  of  the  structures  they  look  after.  To  screw  everything  up 
tight  seems  to  be  the  order  of  the  day,  regardless  of  consequences.  If 
a  rivet  becomes  loose  they  replace  it — perhaps  the  same  rivet  two  or 
three  times  in  as  many  months — seldom  asking  why  such  rivet  becomes 
repeatedly  loose. 

Some  of  the  causes  of  undue  wear  and  tear  to  bridges  are  as  follows  : 

The  ties  not  having  an  even  bearing  on  the  stringers,  with  rails  not 
properly  spiked  to  the  ties.  The  result  of  a  passing  load,  with  this  con- 
dition of  affairs,  is  a  constant  pounding,  first  from  the  rail  to  the  tie, 
and  then  from  the  tie  to  the  structure.  Imiaerfect  track  at  the  bridge 
approaches,  and  too  large  openings  at  rail  joints  immediately  on  the 
bridge,  are  often  the  causes  of  very  severe  shocks. 

The  expansion  gear  (rollers,  &c. )  is  generally  out  of  sight  and  hardly 
ever  kept  clean.  Insufficient  freedom  is  often  the  cause  of  serious 
trouble.  The  writer,  in  1875,  saw  the  fixed  end  of  a  180-feet  sjaan, 
double  track  railroad  bridge  push  the  granite  pedestal  to  which  it  was 
bolted  into  the  back  wall,  on  account  of  the  free  end  being  blocked  by 
the  fixed  end  of  the  following  span. 

Improper  anchoring  down  of  the  fixed  end  is  another  source  of 
trouble,  especially  if  the  bridge  be  on  a  grade.  For  instance,  in  a 
double  track,  two  truss,  through  bridge,  the  tendency  is  for  one  of  the 
trusses  to  move  in  the  direction  of  the  traffic,  the  other  remaining 
nearly  stationary  ;  in  such  a  case  the  lateral  system  has  a  good  deal  more 
to  do  than  it  was  designed  for. 

Poor  masonry  is  also  the  cause  of  much  mischief.  No  amount  of 
anchoring  or  care  with  the  rollers  is  of  any  use,  unless  the  masoniy  be 
in  a  condition  to  resist  the  thrust  of  expansion  and  contraction  of  the 
structure. 

The  free  action  of  friction  rollers  is  often  blocked  by  the  accumula- 
tion of  dirt  in  front  of  and  around  them  ;  cinders  gi'ound  to  powder  by 
the  action  of  the  rollers  will,  after  being  moistened  by  rain,  form  &  con- 
crete so  hard  that  a  hammer  and  chisel  are  required  to  remove  it.  If 
this  is  not  frequently  done  the  movement  of  the  rollers  will  eventually 
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be  prevented,  and  the  truss  must  then  buckle,  slide  on  top  of  the  rollers, 
or  move  the  bed  plates. 

Cast-iron  pedestals  are  often  so  constructed  that  drain-holes  are 
necessary.  When  these  holes  are  over  the  rollers  they  invariably  be- 
come channels  for  all  kinds  of  dirt  as  well  as  water. 

Imperfect,  or  rather  uneven,  adjustment  of  the  laterals  will  give  a 
wavy  motion  to  the  trusses  under  passing  loads,  causing  a  working  at 
the  joints.  This  is  especially  dangerous  with  cast-iron  chords  or  wrought- 
iron  choi'ds  with  cast  joint  boxes. 

In  bridges  with  floors  suspended  from  U  bolts,  severe  shocks  are 
often  given  to  the  structure  by  the  uneven  bearing  of  the  cross-beam 
on  its  seat.  If  the  hangers  be  in  pairs,  unless  most  carefully  tightened 
up  and  the  seat  given  a  uniform  bearing,  one  pair  will  carry  by  far  the 
largest  part  of  the  load.  The  same  trouble  occurs  with  the  stringer 
seats  on  the  cross-beam. 

The  over  tightening  up  of  the  counters  will  relieve  the  main  rods  and 
chords  of  a  part  of  their  dead  load.  Under  this  condition  of  things,  on 
a  load  being  applied,  the  counters  are  improperly  strained,  and  the  main 
rods  and  chords  receive  more  or  less  shock,  ending  in  the  final  breaking 
of  the  counter.  If  the  chords  be  not  properly  packed,  a  chance  is  given 
for  the  eye-bars  to  move  ;  the  result  of  this  is  either  the  cutting  of  the 
pin  or  the  distortion  of  the  pin-hole . 

The  writer  tested  a  sample  cut  from  a  counter  broken  under  the 
above-mentioned  conditions,  with  the  following  results  : 

Ultimate,  44  000  pounds  per  square  inch. 

Fracture,  large  crystals. 

Elastic  limit,  36  000  pounds  per  square  inch. 

No  elongation. 

No  reduction. 

Although  corrosion  may  not  materially  affect  the  strength  of  a  bridge 
for  many  years,  it  most  assuredly  will  in  the  long  run.  The  writer,  in 
the  case  of  one  railroad  crossing  over  another,  removed  from  a  three  by 
(3"  xl")  one  inch  flat  bar  of  iron,  in  the  bridge,  scales  almost  one  (A") 
sixteenth  of  an  inch  thick  ;  this  bridge  had  only  been  erected  (10)  ten 
years,  and  had  been  painted  twice. 

"Without  going  into  the  question  of  design,  there  is  one  point  that 
appears  to  the  writer  as  faulty.  For  instance,  in  a  double  track,  two 
truss,  through  bridge  with  four  parallel  stringers,  it  is  customary  for 
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the  truss  jjedestals  to  rest  on  friction  rollers  at  one  end,  and  to  be  bolted 
to  the  masonry  at  the  other,  while  the  ends  of  the  stringers  rest  upon 
sliding  plates  or  a  timber  wall  plate  bedded  on  masonry. 

To  obtain  uniform  results,  should  not  the  ends  of  the  stringers  rest 
upon  a  beam  connected  to  the  end  j^edestal,  thereby  throwing  the  en- 
tire weight  of  the  structure  on  the  two  fixed  and  two  movable  points  ? 

False  economy  is  often  the  cause  of  a  very  jjoor  floor.  For  the  sake 
of  saving  a  few  pounds  of  iron,  the  flange  section  of  a  stringer  is  made 
of  two  angles  and  a  short  cover  i^late,  thereby  necessitating  a  variety  of 
notching  down  to  give  the  ties  an  even  surface.  A  section  of  two  larger 
angles  would  obviate  any  notching  except  the  ordinary  sizing  of  the 
tie. 

Corporations  very  seldom  take  into  consideration  the  cost  of  a  floor 
and  its  future  maintenance  in  canvassing  proposals  for  bridges.  Many 
of  those  now  built  have  floors  which  it  is  almost  impossible  to  renew, 
either  in  whole  or  in  part,  without  disturbing  the  entire  structure. 

Suggestions  foii  the  Care  and  Maintenance  of  Ikon  Railroad 

Bridges. 

Track. — The  track  for  a  distance  of  500  feet  on  each  side  of  the 
bridge  must  be  kept  in  perfect  line  and  surface.  If  on  a  curve,  the 
proper  super-elevation  should  be  maintained  and  the  rails  carefully  bent, 
not  sprung,  to  the  required  radius. 

"When  a  bridge  is  at  the  foot  of  a  grade,  an  elastic  timber  floor,  upon 
which  the  rails  are  to  be  placed,  must  be  carried  back  from  the  abut- 
ments at  least  50  feet.  This  is  especially  necessary  when  the  filling 
behind  the  abutments  is  of  material  easily  affected  by  the  frost. 

Ties. — Ties  must  be  of  sawed  timber,  evenly  spaced  and  carefully 
sized  to  a  uniform  depth  at  the  stringers,  ujion  which  they  should  have 
a  full  and  even  bearing.  Whenever  a  tie  becomes  soft  and  is  cut  into 
by  the  stringer,  or  by  the  rail,  a  hard  wood  shim  must  be  used  until  the 
tie  can  be  rejjlaced.  The  rails  must  be  well  spiked  and  drawn  down  to 
every  tie  ;  and  at  the  lowest  temperature  the  opening  at  the  rail  joints 
must  not  exceed  3  of  an  inch. 

Guard  Timbers. — Guard  timbers,  notched  and  screw-bolted  to  the 
ties,  must  be  placed  upon  every  bridge  ;  they  must  be  drawn  down 
tight  to  the  ties  and  kept  so.     Whenever  the  guard  timbers  extend  be- 
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yond  the  bridge,  they  must  not  be  rigidly  connected  with  the  guard 
timbers  upon  the  bridge.  All  old  spike  and  bolt  holes  in  ties  or  guard 
timbers  must  be  jilugged. 

Wall  Plates. — Where  timber  wall  plates  are  used,  care  must  be  taken 
to  give  them  a  full  bearing  upon  the  masonry . 

Masonry. — The  piers  and  abutments  must  be  kept  clean  and  free 
from  cinders  and  refuse  material.  All  joints  should  be  well  pointed  m^, 
and  frequent  examinations  made  to  detect  fractures,  or  any  signs  of 
unequal  settlement  or  movement  of  any  kind.  Whenever  the  masonry 
appears  in  the  least  degree  insecure,  a  detailed  statement  of  the  facts 
should  be  sent  at  once  to  the  Chief  Engineer. 

Iron  Work  or  Bridge  proper. — Frequent  and  careful  inspection  must 
be  made  of  all  the  iron  work  of  the  bridge,  and  especial  care  given  to 
the  friction  rollers,  pedestals  and  cast-iron  work  as  being  the  parts  most 
liable  to  give  trouble.  The  rollers  must  be  kept  clean,  so  that  they  can 
move  readily,  and  also  be  placed  and  kept  at  right  angles  to  the  line  of 
bridge.  If  they  cannot  be  cleaned  from  the  outside,  the  trusses  must 
be  raised,  the  roller  frames  taken  out,  cleaned  and  replaced.  Pedestals 
must  be  examined  frequently  to  see  if  they  are  cracked  or  otherwise 
insecure.  The  nuts  on  the  anchor  bolts  must  be  set  up  tight,  and  the 
drain  holes,  if  any,  kept  free  and  clear. 

Cast-iron  in  any  form  is  objectionable  in  a  bridge,  and  particularly 
so  when  in  the  shape  of  chord  joint  boxes.  These  require  constant 
watching,  particularly  in  cold  weather  ;  and  should  any  cracks  or  im- 
perfections be  discovered,  a  report  of  the  defect,  as  much  in  detail  as 
possible,  should  be  at  once  submitted  to  the  Chief  Engineer. 

The  rivets  in  the  bridges  should  be  examined  from  time  to  time,  and 
loose  ones  cut  out  and  replaced  as  soon  as  possible.  If  the  web  sheet  be 
torn  and  the  hole  becomes  elliptical,  it  should  be  reamed  out  and  a  larger 
rivet  inserted,  that  is,  provided  the  elongation  be  not  more  than  J 
of  an  inch  greater  than  the  diameter  of  the  old  rivet.  Should  the 
plate  be  torn  to  a  greater  extent,  or  the  rivets  after  replacing  become 
repeatedly  loose,  a  full  and  accurate  description  of  the  defective  parts 
should  be  submitted  promptly  to  the  Chief  Engineer. 

When  a  bridge  has  been  put  in  proper  adjustment,  the  nuts  and 
turn-buckles  on  the  hangers,  counters,  lateral  and  sway-rods  must  be 
clamped  in  place  and  not  altered.  In  bridges  of  ordinary  span  all  of  the 
parts  will  expand  and  contract  so  nearly  alike,  that  loosening  or  tighten- 
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ing  the  rods  is  unnecessary,  and  only  productive  of  excessive  strains  in 
some  of  the  members  of  the  truss. 

Examinations. — Thorough  examinations  of  every  bridge  should  be 
made  as  often  as  possible,  certainly  not  less  than  once  in  every  thirty 
days,  and  more  frequently  upon  those  bridges  which  have  some  special 
weak  points.  Everything  pertaining  to  the  bridge  and  its  surroundings 
should  be  carefully  inspected,  and  a  report,  giving  the  condition  of  the 
masonry,  superstructure  and  track,  with  any  recommendations  thought 
necessary,  should  be  forwarded  to  the  Chief  Engineer,  and  in  no  case 
must  extensive  repairs  or  any  alterations  be  made  in  a  bridge  until  the 
same  shall  have  been  approved  by  him. 

Painting. — All  of  the  iron  work  should  be  painted  at  least  once  in 
every  three  years,  but  should  rust  spots  appear  between  the  jDcriods  of 
painting,  they  must  be  scraped  and  re-painted  as  soon  as  detected. 

Whenever  the  entire  structure  is  to  be  painted,  all  rust  must  be 
thoroughly  scraped  off  or  otherwise  removed,  and  the  new  paint  applied 
evenly  and  not  daubed  on. 

The  above  suggestions  are  presented  by  the  writer  as  the  result  of  an 
extended  experience  on  a  long  line  of  road  (the  New  York,  Lake  Erie 
and  Western),  with  the  hope  that  engineers  of  other  railroads  will  also 
submit  their  ideas,  and  that  out  of  the  resulting  discussion  a  greater 
knowledge  of  this  important  subject  may  be  generally  disseminated 
among  those  having  the  care  of  such  structures.  Greater  safety  to  the 
public  will  certainly  be  the  result. 
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OISGUSSrON 

ON  THE  CARE  AND  MAINTENANCE  OF  BRIDGES. 
By  Theodore  Cooper,  M.  Am.  See.  C.  E. 


The  rusting  or  corrosion  of  wrought-iron  at  ordinary  temperatures  is 
a  very  important  matter  of  consideration. 

The  example  given  by  Mr.  Macdonald*  of  the  corrosion  of  an  iron 
rod  set  in  sulphur  is  not  an  uncommon  one  ;  numerous  instances,  how- 
ever, can  be  given  where  iron  set  in  sulphur  has  not  corroded.  The 
exjDlanation,  to  the  writer's  mind,  is  a  simple  one.  There  is  no  chemical 
action  between  pure  sulphur  and  iron  at  ordinary  temperatures ;  these 
two  elements  only  uniting  at  high  temperatures— above  red  heat.  But 
ordinary  commez'cial  sulphur  generally  contains  sulphuric  and  sulphur- 
ous acids,  produced  by  the  oxidation  of  the  sulphur  during  its  process 
of  sublimation.  These  acids  are  the  immediate  corroding  agents  when 
the  impure  sulphur  and  iron  are  in  contact. 

Such  sulphur  should  be  thoroughly  washed  before  being  used. 

In  general,  the  rusting  or  corrosion  of  iron  only  takes  i^lace  in  the 
presence  of  an  acid  and  moisture. 

In  dry  air  at  common  temperatures,  or  under  pure  water  free  from  air 
and  carbonic  acid,  iron  does  not  oxidize.  Neither  does  it  oxidize  in  dry 
carbonic  acid  gas  ;  nor  to  any  great  extent,  if  at  all,  in  damp  oxygen.  But 
in  the  presence  of  moisture  and  many  acids  the  corrosion  takes  place 
readily  and  continuously. 

The  most  common  agent  towards  corl'osion  is  carbonic  acid  gas. 

Prof.  Calvert  found  that  damp  air  with  a  slight  addition  of  carbonic 
acid  produced  a  rapid  oxidation  ;  the  process  being,  first  a  production  of 
protoxide  of  iron,  changing  to  the  carbonate  and  then  passing  to  the 
hydrated  oxide  or  ordinary  rust.  Though  tht;  carbonic  acid  was  the 
active  agent  in  bringing  about  the  combination,  the  carbonate  of  iron 
remained  in  small  quantity — an  ajiparent  process  of  transfer  or  disposing 
influence. 

As  our  atmosphere  contains  carbonic  acid  gas  and  aqueous  vapor, 
and  as  all  natural  waters  contain  air  and  generally  carbonic  acid  in  solu- 
tion, the  rusting  of  iron  is  universal.  It  varies,  however,  in  the  degree 
of   rapidity  according  to  the  conditions  of  the  special  location  ;    the 

*  In  a  verbal  discussion  of  the  paper  on  the  care  and  maintenance  of  bridges. 
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dryness  of  the  air  in  certain  regions  making  tlie  action  an  exceedingly 
slow  one,  while  in  others  the  excess  of  moisture  and  gaseous  acids  pro- 
duce an  exceedingly  rapid  corroding  action.  In  tubular  bridges,  tunnels 
covered  with  iron  girders,  and  the  overhead  parts  of  bridges,  the  iron 
work  is  esijecially  subject  to  corrosion,  due  to  the  excessive  amount  of 
moisture  (condensed  steam),  carbonic  acid  and  frequently  sulphurous 
acid  dischai'ged  upon  the  exposed  surfaces  from  the  locomotives. 

While  the  sulphurous  acid,  if  present,  is  a  very  active  agent  in  pro- 
moting corrosion,  the  greatest  factor  is  undoubtedly  the  carbonic  acid  gas. 
An  analysis  of  a  sample  of  rust  taken  from  the  Conway  Bridge  gave — 

Sesquioxide  of  iron 93 .  094  per  cent. 

Protoxide  "       5.810 

Carbonate  "       0.900 

Silica 0.196 

Mr.  Wm.  Kent  found  in  rust  taken  from  a  Pennsylvania  Railroad 
bridge,  where  it  was  exposed  to  the  action  of  the  escaping  gases,  car- 
bonic acid  in  considerable  quantities,  but  only  traces  of  sulphuric  and 
sulphurous  acids. 

Under  fresh  or  under  salt  water  the  corrosion  of  iron  is  largely  in- 
fluenced by  the  presence  and  amount  of  air  and  carbonic  acid  gas. 

The  action  generally  appears  to  be  greater  where  the  iron  is  alter- 
nately wet  and  dry. 

The  caustic  alkalies  and  alkaline  earths  prevent  the  oxidation  of  iron 
by  neutralizing  the  acids.  Iron,  therefore,  does  not  corrode  in  alkaline 
solutions  or  when  imbedded  in  lime. 

The  testimony  in  regard  to  the  action  of  a  thin  coating  of  lime  white- 
wash upon  iron  is  contradictory.  The  writer  has  seen  many  cases  where 
whitewash  has  corroded  iron  rapidly  ;  others  testify  to  its  thorough 
preservative  qualities.  The  difference  may  consist  in  the  addition  of 
other  ingredients  to  the  solution  ;  for  example,  it  is  often  customary  for 
whitewashers  to  add  common  salt  to  the  lime  solution  to  increase  the 
hardness  of  the  coating  ;  again,  others  add  glue  or  similar  material  to  the 
lime  to  increase  its  adhesive  qualities.  The  one  containing  the  salt 
would  undoubtedly  corrode  the  iron,  and  the  other  with  the  glue  would 
not  do  so.  "Whether  a  thin  layer  of  lime  only,  after  the  lime  had  taken 
up  its  full  equivalent  of  carbonic  acid,  would  continue  to  act  as  a  pre- 
servative, is  doubtful ;  for  from  its  hydroscopic  character  it  would  readily 
convey  moisture  charged  with  the  destructive  acid  in  to  the  surfaces  of 
the  metal. 
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As  to  hydraulic  cement,  the  evidence  is  not  so  positive.  Mr.  Thos. 
C.  Clarke,  M.  Am.  Soc.  C.  E.,  says,  in  his  report  upon  the  Niagara 
Bridge,  that  on  uncovering  the  anchorage  links  he  found  the  iron  as 
perfect  as  when  put  there,  without  the  slightest  sign  of  rust,  though 
the  mortar  was  saturated  with  moisture  and  the  whole  foundation  evi- 
dently surrounded  by  water-bearing  strata  of  rock.  Genl.  M.  C.  Meigs 
says  he  found  a  wrought-iron  pipe  laid  in  cement  concrete,  honey- 
combed and  leaky  after  twelve  years'  time,  and  he  learns  from  plumbers 
that  in  their  experience  American  cements  corrode  iron. 

This  different  testimony  in  regard  to  the  action  of  cements  may  pos- 
sibly be  explained  by  the  different  circumstances  of  each  case— such  as 
the  relative  compactness  and  depth  of  the  cement  in  which  the  iron  is 
imbedded. 

There  is  a  possibility,  however,  that  in  certain  cements  the  silicates 
may  be  soluble  in  water,  and  thus  furnish  the  acid  agent  toward  corrosion. 
Mineral  wool  made  from  furnace  slag  very  closely  approximating  the 
composition  of  hydraulic  cements  has  been  found  in  certain  cases  to 
corrode  iron  very  rapidly.  It  was  claimed  that  this  was  entirely  due  to 
the  hygroscopic  character  of  this  material,  but  recent  instances  reported 
to  me  would  appear  to  lead  to  the  belief  that  the  wool  in  the  presence 
of  water  not  only  corrodes  the  iron,  but  also  disintegrates  and  hardens 
into  a  solid  mass. 

Wet  coal  ashes  corrode  iron  very  rapidly. 

Mr.  Wm.  Metcalfe,  M.  Am.  Soc.  O.  E.,  states  that  a  wrought-iron 
pipe  buried  in  coal  ashes  was  completely  eaten  away  in  one  year's  time. 

As  a  curious  instance  of  the  slight  causes  which  promote  oxidation, 
the  experience  of  a  manufacturer  of  fine  cutlery  was  related  to  me.  He 
found  at  one  time  a  large  portion  of  his  goods  being  returned  to  him  as 
in  damaged  condition  ;  instead  of  the  bright  clean  surfaces  for  which 
such  articles  are  noted,  he  found  rusty,  deeply  oxidized  blades.  After 
much  anxiety  and  watching  to  determine  the  cause,  whether  it  was  damp 
paj^er,  the  ill-will  of  some  of  his  agents,  or  other  cause,  it  was  located 
upon  the  man  who  sorted  and  wrapped  the  knives  into  packages.  Every- 
thing he  touched  was  found  to  rust,  from  the  peculiar  acid  character  of 
his  skin  exhalations. 

Similarly,  it  is  well  known  that  some  persons  cannot  carry  pocket- 
knives  or  bright  iron  articles,  as  keys,  etc. ,  about  their  person  without 
their  becoming  very  rusty. 
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The  rusting  of  iron  proceeds  witli  great  rapidity  after  it  has  once 
commenced,  because  the  rust  of  iron  is  a  ready  absorber  of  moisture  and 
gases,  and  it  thus  constantly  conveys  new  elements  of  destruction  in  to 
the  yet  unchanged  metal. 

It  is  to  this  fact  that  the  great  difference  in  the  rusting  of  used  and 
unused  rails,  machinery  and  tools,  is  due.  The  jars  and  vibrations  to 
which  the  one  is  subjected  keep  the  surfaces  clear  of  accumulated  rust, 
that  would  act  as  storage  reservoirs  for  the  corroding  elements. 

There  is  often  much  misconception  in  regard  to  the  amount  of  iron 
contained  in  a  certain  thickness  of  rust.  Dense  compact  rust  may  con- 
tain enough  iron  to  equal  J  or  ^  of  its  thickness,  but  the  looser  and 
more  common  kind  of  rust  will  not  contain  over  i  of  its  thickness  in 
pure  iron.  In  other  words,  rust  i  inch  in  thickness  will  contain  from 
I'c  to  :;'2  inch  of  iron,  according  to  the  density  of  the  rust. 

The  preservation  of  iron  from  corrosion  is  a  subject  of  vast  import- 
ance, and  has  given  rise  to  many  expedients  more  or  less  effective, 
such  as  alloying  iron  with  other  metals,  as  chromium,  tin,  copper, 
arsenic,  &c.,  to  obtain  a  less  corrodible  metal ;  plating  the  surfaces  with 
other  less  oxidizable  metals,  as  nickel,  tin,  copper,  silver  or  gold  ;  coat- 
ing with  zinc,  a  metal  that  is  readily  oxidized  tipon  the  surface,  but 
whose  oxide,  when  formed,  becomes  a  protection  to  any  further  oxida- 
tion (when  not  subject  to  other  acids  than  carbonic  acid  gas)  ;  coating 
with  fused  mineral  enamels  ;  covering  with  laquers  ;  coating  with  mag- 
netic oxide  of  iron  by  the  processes  of  Barff  or  Bower,  by  subjecting  to 
high  temperatures  and  the  presence  of  moisture  ;  and  lastly,  the  use  of 
paints  of  innumerable  characters. 

For  general  engineering  structures,  the  coating  given  to  iron  sur- 
faces for  their  protection  against  corrosion  must  be  not  only  moderate 
in  cost,  but  of  such  a  character  as  to  be  readily  renewed  when  removed 
l)y  accident  or  design.  It  must  also  differ  from  zinc  in  being  able  to 
resist  the  corroding  action  of  sulphurous  acid  gas  and  the  chlorides,  in 
locations  where  these  may  occur. 

This  practically  reduces  us  to  the  use  of  paints  (using  this  term  to 
include  not  only  the  paints  proper,  but  varnishes,  oils  and  other  materials 
applied  in  a  liquid  form).  The  relative  merits  of  the  paints  depend  upon 
their  durability,  adhesiveness  and  imperviousness.  The  cracking  of  the 
paint  and  want  of  adhesion  produced  by  too  rapid  drying  of  the  paint, 
and  the  want  of  adhesion  due  to  the  presence  of  rust  upon  the  surfaces 
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of  the  iron,  are  the  most  frequent  causes  of  failure  in  the  better  classes 
of  paints.  All  rust  should  be  carefully  removed  from  the  surfaces  of 
the  irou  before  painting ;  a  coat  of  raw  linseed  oil  then  makes  an  ex- 
cellent covering  for  the  surface,  elastic,  perfectly  adherent,  and  a  good 
durable  substratum  for  future  coverings.  In  order  to  get  our  iron  work 
out  of  the  shops  quickly  and  in  a  condition  to  be  handled,  we  resort 
too  often  to  quick-drying  paints,  to  the  future  injury  of  the  work. 

As  to  the  pigment  to  be  used  for  the  covering  of  this  substratum, 
red  lead,  oxide  of  iron,  &c. ,  each  have  their  own  advocates. 

The  maintenance  of  iron  bridges  is  so  dependent  upon  the  detail  of 
their  design,  and  the  method  and  character  of  the  inspection,  that  it  is 
very  important,  both  from  points  of  economy  and  of  safety,  that  the 
supervision  of  these  points  should  be  given  to  competent  men. 

The  original  design  affects  the  maintenance  and  care  of  our  bridges, 
not  only  by  the  form  and  proportions  of  the  structure  and  its  details  as 
to  strength,  but  also  as  it  affects  the  accessibility  for  cleaning  and  paint- 
ing, the  freedom  from  lodgment  of  water  and  dirt,  the  amount  of  surface 
exposed  to  corrosion,  the  number  of  parts  subject  to  adjustment,  and 
the  facility  of  repair  and  renewal  of  the  ties  or  wooden  floor. 

The  writer  has  seen  bridges  recently  constructed,  and  which  have 
been  accepted  by  engineers  of  an  important  railroad,  that  have  their 
wooden  floors  built  into  the  iron  work  in  such  a  manner  that  a  broken 
or  decayed  tie  cannot  be  replaced  except  by  removing  the  whole  bridge 
floor. 

Tae  inspection  of  bridges  should  be  something  more  than  the  super- 
ficial examination  of  the  track-walker.  To  know  that  every  member  is 
doing  its  duty  properly,  and  to  discover  the  reason  when  such  is  not  the 
case  and  the  remedy  to  be  applied,  requires  the  supervision  of  a  more 
intelligent  class  of  men  than  usually  are  delegated  to  this  work. 

Of  hundreds  of  bridges  examined  during  past  years  by  the  writer,  it 
would  be  safe  to  say  that  not  more  than  ten  per  cent,  of  them  were 
found  in  a  condition  to  do  their  best  duty  ;  many  were  badly  neglected, 
and  some  positively  dangerous  ;  all  showing  a  positive  want  of  intelli- 
gent inspection  and  supervision.  It  would  undoubtedly  be  true  economy, 
and  certainly  a  just  duty  to  the  public,  for  every  railroad  to  have  its 
bridges  carefully  and  intelligently  examined  at  least  once  a  year  by  a 
special  expert.  If  it  accomplished  no  other  end  than  to  check  and 
educate  the  ordinary  local  inspectors  in  a  proper  execution  of  their 
duties,  it  would  pay  for  the  expense. 
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A  PECULIAR  PHASE  OF  METALLIC  BEHAVIOR. 


By  O.  E.  MiCHAELis,  Captain  of  Ordnance,  IT.  S.  Army,  M.  Am.  Soc.  C.  E. 
Bead  at  the  Annxal  Convention,  May  17th,  1882. 


WITH    DISCUSSION 
By  T.  Egi-eston,  M.  Am.  Soc.  C.  E. 


Last  September,  in  the  ordinary  course  of  business,  an  invoice  of  so- 
called  gilding  metal,  presumably  an  alloy  of  copper  and  zinc,  was 
received  at  the  Frankford  Arsenal,  the  Government  cartridge  manu- 
factory. I  am  somewhat  cautious  in  the  use  of  descriptive  terms;  for 
up  to  the  present,  for  various  reasons,  I  have  not  succeeded  in  witness- 
ing the  mixing,  melting,  casting  and  rolling  of  the  metal. 

The  contractor,  owing  to  the  uniform  success  of  his  output,  has  been 
deservedly  considered  the  maker  of  our  standard  sheet  cartridge  copper. 

This  ijarticular  delivery  was  subjected  to  the  usual  treatment,  met 
every  demand,  underwent  every  proof,  in  the  customary  satisfactory 
manner,  but  failed  in  the  firing  test.  The  contractor  was  notified,  at 
once  appeared,  and  saw  convincing  evidence  of  the  failure.  He  stated 
positively  that  this  especial  lot  of  metal  had  been  treated  in  precisely 
the  same  manner  as  the  accepted  invoice  immediately  preceding  it,  and 
that  he  was  unable  to  account  for  its  shortcoming.  After  a  moment's 
reflection,  with  a  smile  of  apparent  satisfaction,  he  turned  to  me, 
saying  :  "By  George,  it  must  be  something  in  the  air  here." 
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Tests. 

The  tests  to  which  cartridge  metal  is  subjected  may  be  divided 
into — 

1st.  The  shop,  or  working  test. 

2d.  The  laboratory  test. 

3d.   The  powder-proof. 

The  shojs  test  includes  a  careful  inspection,  by  trained  men,  for  dis- 
coverable defects,  the  fabrication  of,  say  a  thousand,  shells  in  the 
ordinary  way,  under  the  immediate  observation  of  exj^ert  attendants, 
and  the  running  through  of  a  limited  number  without  annealing.  This 
last  may  be  called  the  crucial  working  test.  Card  No.  1  (Plate  XXXV.) 
shows  its  progressive  stages.  The  severest  trial  to  the  metal  is,  prob- 
ably, the  reduction  in  the  tapering  machine  ;  if  it  be  an  inferior  or 
unsuitable  material,  the  case  will  buckle  or  split. 

Only  thorough  honesty  and  consequent  adaijtability  will  enable  the 
metal  to  sustain  the  searching  practical  strain  upon  its  integrity,  due 
to  the  "cold  shut"  drawing,  heading  and  tapering  incident  to  this 
proof. 

The  laboratory  test  includes  the  determination  of  the  mechanical 
qualities  of  the  metal,  principally  by  means  of  a  "Thurston  Auto- 
graphic Recording  Testing  Machine,"  specially  built  for  the  purpose 
at  the  Stevens  Institute. 

The  usual  autographic  strain-diagrams,  exemplified  in  the  accom- 
panying plates  XXXVI.,  XXXVII.,  XXXVIIL,  areobtainel,  calculated, 
and  the  results  compared  with  standards  established  by  experience. 

In  addition,  the  metal  is  subjected  to  a  "  bending  "  proof,  intended 
to  serve  as  a  specific  test  of  its  ability  to  stand  "folding."  Strips, 
i  inch  wide,  are  doubled  (see  Card  V.,  Plate  XLI.)  under  a  pressure  of 
1  200  pounds,  and  the  angle  of  opening  until  the  metal  "  gives  "  is 
measui'ed,  and  recorded  as  the  bending  angle. 

Comparisons  of  specific  gravity  are  also  made  in  the  laboratory,  and 
finished  cases  are  tried  in  the  eprouvette,  the  final  stage  of  what  may  be 
called,  for  want  of  a  more  expressive  name,  the  static  inspection  of  the 
metal.  In  the  eprouvette,  a  full  description  of  which  may  be  found  in 
the  report  of  the  Chief  of  Ordnance  for  1878,  the  case  is  held  in  a 
chamber,  the  counterpart  of  that  of  the  service  arm  ;  a  constant  weight 
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rests  upon  its  charge  by  means  of  an  appropriate  stem.  The  smallest 
weight  of  rifle  powder  required  to  produce  the  desired  effect  is  taken  as 
an  index  of  the  practical  value  of  the  worked  metal.  Cards  II.  and  III. 
(Plates  XXXIX.  and  XL. )  illustrate  the  results  of  this  procedure. 

Card  III.  (Plate  XL.)  shows  the  usual  shearing  of  the  head. 

A  ring  is  simply  pressed  out  beyond  the  rigid  edge  of  the  chamber— 
a  characteristic  of  all  suitable  metal. 

Card  II.  (Plate  XXXIX.)  shows  the  rather  unusual  phenomenon  of 
"bursting,"  a  separation  between  the  "fatigued"  central  portion  of  the 
head,  under  the  immediate  influence  of  the  punch,  and  the  less  tried, 
because  less  supported,  annular  fold. 

The  occurrence  of  this  phenomenon,  under  normal  conditions  (the 
meaning  of  this  limitation  will  be  explained  hereafter),  shows  that  the 
metal  is  not  suitable  for  this  especial  purpose. 

We  now  come  to  what,  in  contradistinction,  and  for  a  reason  already 
assigned,  I  will  call  the  dynamic  inspection— the  powder  proof. 

The  cases  fabricated  during  the  shop  test  are  loaded  with  service 
charges  and  bullets,  a  certain  percentage  with  an  established  increased 
charge,  and  are  fired  from  the  service  arms  ;  the  pressure  required  to 
extract  the  fired  cases,  a  function  of  the  elasticity  of  the  material,  being 
measured,  recorded  and  compared  with  the  standard  limits. 

This  comiiletes  the  inspection  of  the  metal ;  the  satisfactory  accord- 
ance of  all  the  tests  determines  its  accei^tance. 

I  have  now  briefly  sketched  the  severe  ordeal  through  which  our 
cartridge  metal  must  pass  before  reception,  and  the  behavior  of  the  lot 
— the  occasion  of  this  paper — differed  in  no  respect  from  its  predecessors 
or  successors  under  these  trials,  the  extraction  even  being  usual  ;  and 
yet  the  cases  burst  in  the  gun — of  course,  a  fatal  defect. 

Card  I.,*  Plate  XXXV.,  shows  the  working  test  of  this  metal — a  case 
drawn,  headed  and  tapered  without  annealing. 

Plates  XXXVI.,  XXXVII.  and  XXXVIII.  are  autographic  strain- 
diagrams  of  this  especial  metal  and  the  accepted  lot  which  replaced  it. 

No.  1,  Plate  XXXVI.,  was  taken  at  the  time  of  its  delivery,  and  Nos. 
2  and  3,  Plates  XXXVII.  and  XXXVIII.,  recently,  from  reserved 
sheets.  The  strips  are  delivered  annealed,  but,  to  make  sure  of  its  uni- 
formity, I  had  some  re-annealed,  and  Plate  XXXVIII.  shows  the  result. 

*'VMien  this  paper  was  read  the  actual  specimens  referred  to  were  exhibited  on  cards. 
From  these  specimens  the  plates  have  been  prepared. 
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It  is  unnecessary  here  to  give  the  data  of  the  diagrams— all  were 
within  limits,  as  may  be  seen. 

Card  III.,  Plate  XL.,  shows  the  eprouvette  proof  of  both  the  rejected 
and  accepted  metal ;  no  difference  of  behavior  is  jserceptible. 

Card  IV.,  Plate  XLI.,  shows  the  failure  in  the  gun.  During  the 
proof  of  this  metal  last  September  jjortions  of  the  head  were  actually 
burst  off,  but,  unfortunately,  I  did  not  preserve  these  specimens,  and  in 
my  late  experiments  I  succeeded  in  obtaining  only  the  class  of  casualties 
illustrated  on  the  card.  My  theory  as  to  the  cause  of  this  T  will  mention 
later. 

Card  II.,  Plate  XXXIX.,  if  its  results  had  been  obtained  in  the 
eprouvette  under  normal  conditions,  would  show  a  metal  of  which  bursts 
in  the  gun  might  be  predicated  almost  with  certainty,  yet  the  rejected 
metal  gave  no  indication  of  this  kind. 

The  cases  on  Card  II.,  Plate  XXXIX.,  are  made  from  accepted  metal, 
but  under  abnormal  conditions.  A  die  without  a  counterbore  was  used 
in  their  fabrication,  thus  enabling  me  to  have  the  heads  "  set  up  "  about 
roVo  of  an  inch  beyond  our  limit ;  the  consequent  increased  fatigue  de- 
moralized the  metal,  and  it  gave  way  as  shown. 

From  my  recent  experience  with  this  rejected  metal,  I  may,  in  j^ass- 
ing,  say  that  I  believe  it  in  a  measure  confirms  the  theory  of  refresh- 
ment first  exj^ounded  by  a  member  of  the  Society  ;  it  appears  to  be  in 
better  condition  now  than  at  the  time  of  its  rejection  seven  months  ago. 

No  adequate  reason  can  be  assigned  for  the  final  failure  of  this  metal, 
that  so  successfully  jaassed  through  all  the  exhaustive  tests  established 
by  extended  experience  and  profound  theory.  It  simply  *'  broke  down  " 
in  an  inexplicable,  unexpected  manner. 

Though  but  a  straw,  this  failure  leads  my  mind  to  harbor  the  hereti- 
cal misgiving  that  preliminary  static  tests  of  materials  furnish  data  use- 
ful only  in  the  solution  of  questions  in  the  calculus  of  probabilities. 
Nothing  positive  can  be  drawn  from  their  consideration. 


DISCUSSION. 


T.  Egleston,  M.  Am.  Soc.  C.  E. — Mr.  President :  The  question  of 
the  manufacture  of  cartridge  metal  and  its  uses  is  one  which  has  inter- 
ested me  greatly  for  several  years  past,  and  on  which  I  have  made  a  large 
number  of  investigations.     This  cartridge  metal  is  not  a  material  of  con- 
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stant  composition.  It  is  sometimes  made  of  brass,  containing  a  very- 
large  quantity  of  zinc,  and  sometimes  of  copper,  containing  only  a  very 
small  percentage  of  zinc,  sometimes  only  just  sufficient  to  make  the 
copper  draw  with  certainty.  This  latter  material  generally  passes  under 
the  name  of  gilding  metal,  while  the  other,  which  is  brass,  is  known 
under  the  name  of  cartridge  metal,  if  it  possesses  the  qualities  required 
for  the  manufacture  of  cartridges. 

In  the  coHrse  of  my  examination  of  this  material  I  have  frequently  found 
that  pieces  of  apparently  the  same  metal,  and  under  apparently  the  same 
conditions,  taken  from  the  same  batch,  but  generally  made  from  different 
sheets,  would  act  very  diflterentlj,  some  not  being  at  all  suitable  for  the 
purpose,  and  others  being  entirely  up  to  standard.  After  examining 
cartx'idge  metal,  my  attention  was  called  by  the  manufacturers  to  the 
ai^parently  unaccountable  failures  of  punched  and  spun  brass.  These 
failures  are  so  much  taken  as  a  matter  of  course  that  a  certain  percent- 
age is  regularly  exi3ected  and  allowed  for  in  the  contract  specifications 
which  are  made  for  this  material. 

I  shall,  probably,  at  some  future  time  have  something  further  to  say- 
to  the  Society  on  this  subject,  but  at  present  I  merely  wish  to  call  their 
attention  to  the  fact,  that  I  do  not  consider  the  failure  in  any  of  these 
metals  either  necessary  or  without  a  cause. 

We  are  too  much  in  the  habit  of  considering  alloys  as  chemical  com- 
pounds, and  as  being  constant  in  their  composition,  in  the  same  way  that 
metals  are.  We  consider  that  the  metals  are  homogeneous,  because  we 
are  in  the  habit  of  supposing  that  they  do  not  give  way  except  under 
well-defined  circumstances,  and  we  are  not  in  the  habit  of  examining 
very  closely  their  physical  condition  after  they  fail.  Alloys  are  not  of 
constant  composition,  nor  are  they  generally  chemical  combinations.  It 
may  be  true  that  the  materials  composing  the  alloy  are  also  in  different 
conditions  in  different  parts  of  the  same  piece.  Probably  some  of  you  are 
aware  what  a  delicate  metal  copper  is,  and  what  a  very  small  percentage 
either  of  its  own  oxide  or  of  other  impurities  will  ruin  it  for  commercial 
purposes.  In  the  hundreds  of  sami^les  of  the  ordinary  brands  of  com- 
mercial copper  which  I  have  examined,  I  have  not  found,  until  within 
two  years,  since  the  perfection  of  certain  of  the  processes  of  refining, 
copper  that  could  even  be  called  commercially  pure.  It  generally 
contains,  besides  oxygen,  small  amounts  of  lead,  zinc,  cobalt  and  nickel. 
This  is  true  to  a  great  extent  of  the  coppers  produced  in  the  great  Ap- 
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palachian  range,  and  to  a  less  extent  of  those  of  Lake  Superior,  which 
have  always  been  considered,  until  copper  began  to  be  produced  from 
Arizona,  as  the  best  copper  that  the  world  has  ever  seen.  This  pure 
copper  may  be  spoiled  in  the  refining  or  in  the  melting  by  which  brass 
is  to  be  made. 

The  zinc  contains  many  impurities.  There  are  but  two  or  three 
places,  and  those  in  this  country,  where  a  chemically  pure  zinc  can  be  had. 

We  will,  however,  suppose  that  these  two  metals  are  pure  when  they 
are  delivered  at  the  works,  and  that  it  is  desired  to  make  brass  of  a  fine 
quality.  A  workman,  by  carelessness  in  the  management  of  the  fire, 
may  cause  so  much  oxygen  to  be  absorbed  by  the  melted  copper  that  the 
materia]  is  unfit  for  use  before  the  zinc  is  added  to  it  at  all.  After  the 
copper  has  been  melted  the  zinc  is  added.  If  this  zinc  is  impure  there 
is  a  still  further  deterioration  of  the  metal.  If  the  materials  are  left  too 
long  in  the  fire,  or  are  not  left  there  long  enough,  there  will  be  a  still 
further  deterioration  of  the  metal.  If  the  brass  is  well  made  and  is 
poured  properly  into  the  moulds,  there  will  be  a  union  of  the  copper 
with  the  zinc  which  will  be  partly  chemical  and  partly  mechanical.  If 
this  union  is  perfect,  or  nearly  so,  the  brass  resulting  will  be  good. 

We  will  suppose  that  up  to  this  point  everything  has  gone  properly, 
and  the  brass,  in  slabs,  is  now  ready  tc  be  delivered  to  the  manufacturer. 
In  order  to  get  it  intq  shape,  it  must  be  treated  mechanically.  To  do 
this  it  must  be  made  to  pass  between  rolls,  and  brought  to  a  certain 
width  and  thickness.  In  rolling  it  down  it  becomes  brittle  ;  it  must  then 
be  annealed.  If  it  is  annealed  at  the  proper  temperature,  no  injury  is 
done  to  the  metal.  If  the  temperature  is  too  low,  the  brass  will  be  too 
hard  when  it  goes  under  the  rolls  again,  and  may  become  deteriorated 
or  even  brittle  from  an  unequal  flow  of  the  two  metals  of  which  it  is 
composed.  If  the  temi^erature  is  too  high,  it  may  be  that  the  more 
volatile  metal  will  begin  to  separate,  so  that,  sujiposing  the  brass  was 
good  at  the  time  it  was  delivered  to  the  manufacturer,  it  may  be  injured 
first  in  the  rolls,  and  second  in  the  annealing.  What  may  take  place  in 
the  rolls  is,  first,  producing  the  crystalline  form  which  renders  it  brittle, 
and,  second,  if  the  pressure  becomes  very  high,  the  absolute  separation 
by  cold  flow  of  the  two  metals,  which,  as  the  rate  of  flow  is  different, 
will  separate  differently,  and,  consequently,  the  metal  will  be  worthless. 
I  have  seen  many  tons  of  this  material  in  the  manufactories  of  the  Nauga- 
tuck  Valley,  which  is  perfectly  useless  except  to  be  re-melted. 
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If  now  the  temperature  in  the  annealing  furnace  is  too  high,  the  zinc 
will  "start,"  as  the  manufacturers  say,  that  is,  it  will  commence  to  sei?- 
arate  from  the  copper,  and  exactly  the  same  phenomena,  but  produced 
in  a  different  way,  will  take  place  ;  that  is  to  say,  a  flow  of  the  metal  has 
taken  place,  but  it  has  been  produced  by  heat,  the  result,  in  both  cases, 
being  in  exactly  the  same  condition,  and  the  sheet  metal  made  is  worth- 
less, except  for  purposes  of  manufacture. 

In  the  manufacture  of  cartridges,  this  operation  of  annealing  and  of 
compressing  the  sheet  metal  takes  place  many  times,  and  there  are  many 
opportunities  for  producing  these  results.  I  have  not  generally  found  that 
the  material  is  wrongly  treated  in  the  hands  of  the  cartridge  metal  manu- 
facturers, for  their  work  is  usually  done  automatically.  In  almost  every 
case  Avhere  I  have  had  the  opportunity  of  tracing  it,  the  defect  has  been 
found  in  the  sheet  metal  delivered  to  the  manufacturer.  It  had  been 
either  over-heated  or  over-compressed.  The  zinc  had  "started,"  and 
the  material  failed  for  this  reason. 

I  have  sampled  as  many  as  500  000  cartridges  in  a  factory  by  firing, 
and  found  that  many  could  only  be  fired  once,  a  few  would  fail  on  the 
second  firing,  still  fewer  would  fail  at  the  third,  and  that  we  could  occa- 
sionally find  in  the  same  batch  of  metal,  cartridges  which  would  fire  150 
times.  In  every  case  the  failure  was  due  to  the  same  cause,  and  after 
an  examination  of  hundreds  of  them,  I  became  satisfied  that  this  cause 
was  either  too  great  compression  or  too  much  heat ;  this  being  true  even 
in  those  samples  which  contained  a  minimum  quantity  of  the  volatile 
metal.  It  is  even  possible  to  produce  a  cold  flow  of  the  metal  to  such  an 
extent  that,  with  a  sufiicient  pressure,  the  two  metals  may  be  entirely 
separated.  The  experiment  has  recently  been  made  of  putting  together 
zinc  and  copper  filings  and  pressing  them  under  a  jjowerful  hydraulic 
press,  and  producing  a  metal  which  had  every  characteristic  of  brass. 
The  inference  is  also  that  the  two  metals  once  together,  apparently 
alloyed,  may  be  separated  by  pressure;  and  this  can  be  done.  The  same 
has  been  done  for  other  alloys  and  for  other  metals  in  a  finely  divided 
state;  nor  should  we  be  astonished  at  this,  for  it  has  been  known  for  a 
long  time  that  platinum  sponge  may  be  comjaressed  to  metallic  platinum, 
and  the  experiment  of  making  solid  pieces  from  either  sheets  or  powder 
of  the  more  fusible  metals,  esioecially  lead,  has  been  repeated  a  great 
many  times. 

I  have  separated  from  many  of  these  metals  volumes  of  gas  which 
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wer^  five,  sometimes  ten,  times  the  bulk  of  the  metal.  At  some  future 
time  I  hope  to  analyze  this  gas,  and  ascertain  exactly  what  it  is.  This 
phenomena  of  the  separation  of  gas  always  occurs  in  those  metals  which 
have  been  most  comijressed,  and  it  would  appear  as  if  the  bi'ittleness 
was  owing  in  a  great  many  cases  to  the  expansive  force  of  the  gas  at  high 
pressure,  which  is  a  force  within  the  metal  tending  to  help  any  force 
apijlied  from  without  which  would  deteriorate  it. 

I,  therefore,  cannot  admit  that  there  are  any  peculiarities  in  these 
metals  which  must  undergo  great  pressure,  which  cannot  be  remedied. 
The  cause  in  every  case  can  be  ascertained,  and  the  defect  remedied, 
if  the  proper  means  are  used.  I  devised  a  machine  for  this  purpose, 
but,  unfortunately,  the  necessity  which  led  to  the  examination  of  these 
metals  ceased  to  exist  before  the  machine  could  be  built. 

I  hope  at  some  future  time,  in  presenting  to  the  Society  the  results  of 
my  study  on  the  law  of  fatigue  and  refreshment  of  metals,  to  describe 
this  machine,  and  I  hope  to  show  how  it  may  be  possible  to  ascertain, 
not  only  the  defects  in  these  metals,  but  the  want  of  homogeneity  as  well 
as  fatigue  in  metals  which  are  used  for  structural  purposes. 

O.  E.  MiCHAELis.  — I  have  listened  with  great  interest  to  the  remarks 
of  Dr.  Egleston,  and  I  sincerely  trust  that  he  will  soon  be  able  to  pre- 
sent to  us  the  results  of  his  novel  investigations,  which  will,  no  doubt, 
throw  much  light  upon  a  hitherto  unsolved  problem. 

At  the  same  time,  I  must  say  that  the  Doctor  does  not  appear  to  ap- 
preciate the  actual  difficulty  presented  by  the  case  under  discussion.  It 
is  not  sought  to  discover  the  cause  of  the  failure  of  different  batches  of 
metal  ;  but  why  a  certain  metal  stood  the  severest,  the  most  searching 
tests  successfully,  and  thereafter  failed  in  the  gun.  The  cartridge  metal 
described  underwent  the  various  operations  of  drawing,  heading  and 
tapering,  unannealed,  and  gave  no  sign  of  weakness  ;  its  strain-diagrams 
are  the  counterparts  of  those  given  by  accepted  metal  ;  its  behavior  was 
satisfactory  in  the  eprouvette  ;  yet  it  could  not  be  used  safely  for  the 
manufacture  of  cartridges.  Of  course,  there  must  be  a  reason  for  this 
failure,  but  it  was  not  discoverable  under  the  mobt  exhaustive  tests  that 
our  experience  led  us  to  institute,  and  the  presentation  of  this  fact  is  the 
main  object  of  the  paper. 
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pore, 63;— address  by  T.  L.  Casey; 
"A  Peculiar  Phase  of  Metallic 
Behavior,"  by  O.  E.  Michaeli.s, 
read  and  discussed  ;  place  for 
holding  next  Convention  consid- 
ered ;  report  of  Committee  on 
Uniform  System  for  Tests  of  Ce- 
ment, 64.-- Second  Session,  1:30 
p.  m.  :  Report  of  Committee  on 
Preservation  of  Timber,  and  dis- 
cussion ;  visit  to  Capitol  and 
offices  of  Coast  and  Geodetic  Sur- 
vey, 65. — Third  Session,  8  p.  m.  : 
Annual  address  by  President 
Ashbel  Welch;  iiddress  by  T.  L. 
Casey  in  reference  to  Washington 
Monument  ;  visit  to  Washington 
Monument,  the  Sewerage  Works 
and  the  Works  for  preparing 
Pavements  for  the  City,  65.^ — 
Fourth  Session,  May  17,  2  p.  m.  : 
Discussion  on  Preservation  of 
Timber;  "Subaqueous  Under- 
pinning," by  A.  G.  Menocal,  read 
and  discussed:  business  meeting 
(seeMinutesof  Meetings).— Fifth 
Session,  8  p.  m.  :  "  Overflow  of  the 


VII 


MINUTES. 

Mississippi  River,"  by  Lyman 
Bridges,  discussed ;  Tests  of  Struc- 
tui"!il  Material  discussed  :  excur- 
sion to  Mount  Vernon  ;  visit  to 
Washington  Navy  Yard,  66;  recep- 
tion ;  excursion  to  Cabin  Jolin 
Bridge  and  to  Georgetown  Plane 
and  Caisson:  reception  at  Execu- 
tive Mansion.-  Sixth  Session, May 
19,  4  p.  M.:  "The  Hudson  River 
Tunnel,"  by  Willi.\m  Sooy 
Smith,  read  and  discussed:  "Ex- 
jDeriments  on  Flow  of  Water  in 
Sudbury  River,"  by  A.  Fteley 
and  F.  P.  Ste.^^rns  :  "  Targets  for 
Rifle  Ranges,"  by  0.  E.  Mich.\ei,is; 
"Accuracy  of  Measurement  as  In- 
creased by  Repetition,"  by  S.  S. 
H.\ight;  "  Highwaj'  Bridges,"  by 
J.VMEs  Owen,  presented:  adjourn- 
ment; excursion  to  Pen -Mar,  67; 
General  Programme,  68;  Commit- 
tees; Members  in  attendance,  69. 
^linutes  of  Meetings  of  the  Board  of 
Direction,  56,  81,  88,  104,  117. 

—  Januarj'  4,  1882,  Proposals  consid- 

ered; action  taken  as  to  Arrears 
of  Dues;  as  to  Preservation  of 
Timber:  as  to  Tests  of  Materials; 
arrangements  made  for  Annual 
Meeting  :  appropriations  made, 
56. 

—  January  16,  1882,  action   taken   as 

to  Tests  of  Materials;  as  to  Copy- 
right of  Publications,  56. 

—  January       25,       1882,       Standing 

Committees  appointed  ;  action 
taken  as  to  Convention  ;  as  to  the 
Rowland  Prize  ;  as  to  Tests  of 
Materials  :  appropriations  made, 
57. 

—  February   1,    18S2,   Proposals    con- 

sidered, action  taken  as  to  Con- 
vention :  as  to  Rowland  Prize:  as  to 
Standard  Time  ;  as  to  Tests  of 
Materials,  57. 

—  February  15,  1882,  Proposals  con- 

sidered: action  taken  as  to  Tests 
of  Materials,  57. 

—  March   8,    1882,   Proposals  consid- 

ered ;  action  taken  as  to  Arrears  of 
Dues:  as  to  Standard  Time;  as  to 
Tests  of  Materials:  as  to  gilt  from 
Institution  of  Civil  Engineers  of 
the  Proceedings  of  the  Institute; 
appropriations  made,  57. 

—  March  29.  1882,  Proposals   consid- 

ered; action  taken  as  to  Conven- 
tion; as  to  purchase  of  the  Kirk- 
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wood    books  ;  as  to  Tests  of  Ma- 
terials, 58. 

April  5,  1882,  Proposals  consid- 
ered; action  taken  as  to  Arrears 
of  Dues:  appropriations  made, 
58. 

May  3,  1882,  Proposals  considered; 
action  taken  as  to  purchase  of 
Kirkwood  boaks  ;  as  to  An- 
nual Convention;  appropriations 
made,  81. 

June  6,  1882,  Propo.sals  consid- 
ered: appropriations  made;  meet- 
ings of  Society  ordered  sus- 
pended :  action  taken  as  to  Stand- 
ard time,  82. 

June  23.  1882,  action  taken  on  re- 
quest of  City  of  Philadelphia  as 
to  nomination  of  Engineers  to 
serve  on  Advisory  Boards,  88. 

July  6, 1882,  Proposals  considered; 
action  taken  as  to  nomination  of 
Engineers  to  serve  on  Advisory 
Boards:  action  taken  as  to  prepa- 
ration of  Programme  for  Tests  of 
Materials,  88. 

August  8,  1882,  Proposals  consid- 
ered ;  action  taken  as  to  pro- 
gramme for  Tests  of  Materials; 
action  taken  as  to  nomination  of 
Engineers  to  serve  on  Advisory 
Boards,  104. 

September  22,  1882,  action  taken 
as  to  nomination  of  Engineers  to 
serve  on  Advisory  Boards;  as  to 
joint  meeting  of  Engineering 
Societies  in  memory  oi  A.  L. 
HOLLEY,    105. 

October  3,  1882.  Proposals  consid- 
ered: action  taken  as  to  abbi*evia- 
tions  to  designate  membership ; 
Board  of  Censors  to  award  Nor- 
man Medal  appointed:  appropri- 
ations made:  letter  received  as  to 
nomination  of  Engineers  to  serve 
upon  Advisory  Boards;  resolu- 
tions adopted  on  announcement 
of  the  death  of  Ashbet-  Welch, 
President  of  the  Society,  105. 

-  October  18,    1882,   action  taken  as 

to  nomination  of  Engineers  to 
serve  upon  .\dvisory  Boards,  106. 

-  October   31,    1H82,    Proi^osals    con- 

sidered ;  approj^riations  made  ; 
action  taken  as  to  commutation 
of  dues  by  one  payment  creating 
life  membership,  107. 

-  December  (i,  1882,  Propo.sals  con- 

sidered ;    appropriations    made  ; 
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Secretarj'    reqiiested    to    jireijare 
Annual  Report,  117. 
Minutes  of  Meetings  of  tlie  Society. 
1,  37,  53,  70,  81,  87.  301,  103,  111. 
117. 

—  January  4,  1882,  Ballots  canvassed  ; 

Committee  appointed  to  arrange 
for  Annual  Meeting;  Iron  Cross- 
ties  and  Sleepers  on  PrussianRail- 
ways  discussed,   1. 

—  January    18,    1882,      the     Annual 

Meeting,  Vice-President  Ashbel 
Welch  in  the  chair:  Annual  Re- 
ports of  Board  of  Direction,  of 
Treasurer  and  of  Finance  Com- 
mittee; Report  of  Committee  on 
'  Uniform  System  for  Tests  of  Ce- 
ments; Determination  of  Wash- 
ington as  place  for  next  Conven- 
tion, 1.;  Election  of  Officers  of 
the  Society;  Address  of  President 
Ashbel  Welch,  2 ;  Report  of  Cen- 
sors to  award  Norman  Medal; 
Report  of  Committee  on  Uniform 
Standard  of  Time,  4;  Resolutions 
as  to  Uniform  Standard  of  Time, 
6:  Discussion  on  Uniform  Stand- 
ard of  Time;  Report  of  Committee 
on  Preservation  of  Timber,  7; 
Amendments  to  Constitution  pro- 
viding for  comijounding  of  dues 
discussed.  8:  not  recommended 
for  adoption;  resolution  as  to  life 
membership,  11;  Amendment  to 
Constitution  as  to  Fellowship 
Fund  discussed  and  recommend- 
ed for  adoption;  Amendment  to 
Constitution  increasing  number 
of  Directors  discussed,  12;  not 
recommended  for  adoption,  IG; 
Amendment  to  Constitution  in 
reference  to  time  for  jiroposing 
amendments,  recommended  for 
adoption;  Report  of  Committee 
on  Gauging  of  Streams;  Lunch; 
Report  of  Board  of  Direction  on 
Subject  of  Tests  of  Iron  and  Steel, 
18:  Discussion  on  Tests,  20; 
Resolution  in  reference  to  Tests 
of  Structural  Materials  adoiJted, 
28;  Rowland  Prize  instituted; 
further  discussion  as  to  Life 
Membership,  29;  Members  i^res- 
ent,  34;  Programme  for  Meet- 
ing, 35. 

—  February   1,  1882,   Ballots  canvass- 

ed; Decease  announced  of  Theo- 
DOEE  Ransom  Scowden,  Moses 
Lane    and     Alexander     Lyman 

HOLLEY,  37. 
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-February  15,  1882,  "The  Mean 
Velocity  of  Streams  flowing  in 
Natural  Channels,"  by  R.  E. 
McMath,  read  and  discussed,  37. 

-March  1,  1882,  Ballots  for  Amend- 
ments to  Constitution  canvassed, 
53;  Ballots  for  Membership  can- 
vassed; Tests  of  Materials  con- 
sidered; Resolutions  as  to  death 
of  A.  L.  HoLLEY  adopted,  54: 
"The  Averaging  Machine,"  by 
W.  S.  AucHiNCLoss,  read  and  dis- 

-  Marcii  15.  1882,  Death  of  William 

W.  Weight  announced;  "The 
Removal  of  Incrustations  in 
Water  Mains,"  byE.  H.  Keating, 
read  and  discussed:  "The  Over- 
flow of  the  Mississippi  River,"  by 
Lyman  Bridges,"  i-ead  and  dis- 
cussed, 55. 

-  April  5,  1882,  Ballots  for  member- 

ship and  for  Amendments  to  By- 
Laws  canvassed  :  resolution 
adojited  in  reference  to  Life 
Membership;  "Mode  of  Under- 
pinning adopted  for  Croton  Lake 
Bridge,"  by  Au'red  P  Boller, 
read  and  discussed;  "The  Over- 
flow of  the  Mississippi,"  discuss- 
ed, 56. 

-April  19,  1882,  Death  of  C.  W. 
Howell,  and  of  C.  G.  Forshey, 
announced,  70- 
May  3,  1882,  Ballots  canvassed; 
"Improvement  of  Potomac 
River,"  by  WillIam  R.  Hutton, 
read  and  discussed,  70. 

-May  17,  1882,  Business  Meeting  at 
Annual  Convention;  Action  as  to 
Tests  of  Materials  and  Proi30sed 
Law  in  reference  thereto,  71 ; 
Discussion  on  Tests  of  Materials; 
appointment  of  Nominating  Com- 
mittee; Death  announced  of  Gen. 
John  G.  Barnard;  Award  of  Nor- 
man Medal  to  L.  L.  Buck;  Report 
of  Committee  on  Standard  Time, 
72;  discussion  and  resolutions 
as  to  Standard  Time,  75:  discus- 
sion and  action  as  to  Preservation 
of  Timber,  76. 
June  7,  1882,  Ballots  canvassed; 
"Highway  Bridges,"  by  James 
Owen,  read  and  discussed,  81. 

-June21,  1882,  "Uniformity  in  Rail- 
way Rolling  Stock,"  by  0.  Chan- 
TJTE,  read  and  discussed,  87' 
July    5,   1882,    Ballots    canvassed; 
death  of  Ira  E.  f 'lark  announced : 
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clause  of  law  annonnced  provid- 
ing lor  turnisbiiig  programme  for 
Tests  of  Materials  by  this  Society 
to  Chief  of  Onlnanee,  V.  S.  A., 
auil  for  iJiiblication  of  Record  of 
Tests;  '-Accuracy  of  Measure- 
ment as  increased  by  Repetition," 
by  S.  S.  Haight,  read  and  dis- 
cussed, 87. 

—  September  G,  1882,  Ballots  canvass- 

ed; vote  canvassed  on  advisability 
that  Board  of  Direction  should 
nominate  Engineers  to  serve  on 
Advisory  Boards:  death  of  Robert 
Beiggs  and  Wiujam  B  Hydk  an- 
nounced; Norman  Medal  present- 
ed; Diving  Apparatus  and  Safety 
Lamp  exhibited,  101. 

—  September  20, 1882,   "Rapid  Meth- 

ods of  Topographical  Surveying," 
by  WlllIam  Bell  Dawson,  read 
and  discussed,  10;5. 

—  October -4.   1882,  Death  of  Ashbel 

Welch,  President  of  the  Society, 
announced;  resolutions  in  refer- 
ence to  the  death  of  the  President 
reported  from  the  Board  of  Direc- 
tion and  adopted:  "The  Drain- 
age of  the  Vallej'  of  Mexico,"  by 
Francisco  DE  Garay,  read  and  dis- 
cussed, 103. 

—  October   18,    1882,   Death   of  Hen- 

KiQUE  Harris,  announced;  "The 
Care  and  Maintenance  of  Iron 
Bridges,"  by  Henry  D.  Blunden, 
read  and  discussed,  104. 

—  November  1,  1882,  Amendments  to 

Constitution  proposed  relating  to 
Life  Membership,  to  method  of 
amending  Constitution,  and  to 
formation  of  Sections  of  Society 
Memljers:  joint  meeting  of  Engi- 
neer Societies  in  memory  of  A.  L. 

HOLLEY,    111. 

—  November    15,    1882,     (Adjourned 

Meeting  from  November  1);  Bal- 
lots canvassed ;  programme  for 
Tests  of  Materials  discussed,  112. 

—  December  6.  1882,  Ballots  canvass- 

ed; "Underground  Water  Sup- 
ply," by  J.  J.  R.  Croes,  read  and 
discussed,  117. 

—  December  20,  1882,  "The  Increased 

Efficiency  of  Railways  for  the 
Transportation  of  Freight,"  by 
William  P.  Shinn,  read  and  dis- 
cussed, 117. 
Mississippi  River,  Overflow  of  the, 
by  Lyman  Bridges,  55,  56. 


MORISON. 

—  Discussion  on  overflow  of,  G6. 

Moeison.  George  S. — Discussion  bv, 
55. 

Morley,  William  Raymond. — Admit- 
ted as  Member,  101,  109. 

Newton,  Isaac. — On  Committee,  55. 

NicoL,  Thomas  Walter. — Admitted  as 
Associate,  81,  95. 

Nomination  of  Engineers  to  serve  on 
Professional  Advisory  Boards,  88, 
101,  104,  105,  106. 

Nominations.  Committee  on,  72,  107. 

Norman  Medal,  4,  42,  72,  101.— Cen- 
sors to  award,  105-  .Code  of  Rules 
for  award  of,  99. 

OcKERsoN,    J.    A. — Proposes    Amend- 
ment to  the  Constitution,  112. 
0\\'en,  James. — Paper  by,  67,  HI. 

Paine,  Arthur  Bickley. — Admitted  as 
Member,  101,  102. 

Paine,  William  H.— Discussion  by, 
67,  87,  103,  104.— Elected  Vice- 
President,  3.— On  Committee,  1, 
56,  57.— Presides  at  Meeting,  103, 
104.  112,  117. -"Proposes  Amend- 
ment to  the  Constitution,  111,  112. 
-Report  by,  11,  47. 

PARSON.S,  Wllliam  Baeclay. — Admit- 
ted as  Junior,  81,  95. 

Partridge,  John  Addison.-^  Admitted 
as  Member,  101,  102. 

Periodicals  in  Library,  48. 

Perkins.  Charles  Penrose.  —Trans- 
ferred to  Member,  56,  79. 

Philadelphia,  Board  of  Experts  as  to 
Water  Supply,  88,  104,  105,  106. 

Potomac  River,  Improvement  of,  by 
William  R.  Hi  tton,  71. 

Pratt,  William  Abbott.— Admitted 
as  Member.  87,  95. 

Preservation  of  Timber.  (See  Com- 
mittee.) 

Prince,  Edward.  —  Transferred  to 
Member,  113,  116. 

Prindle,  F.  C. — Discussion  by,  55. 

Prior,  Charles  H.  —  Admitted  as 
Member,  51,  54. 

Publications  and  Papers  received  at 
Library,  48. — Copyright  of,  56. 

Putnam,  J.  W.— Communication  by, 
65. 

Railroad.  Ties  of  Iron,  1 . 

Railway.s,  Increased  Efficiency  of 
Railways  for  the  Transportation  of 
Freight,  bv  William  P.  Shinn, 
117. 
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RANDOLPH. 

Eandolph,  James  Lingan. — Admitted 
as  Member,  54,  79. 

Ray,  Nathaniel  Chapin  .  — Admitted  as 
Member,  87,  95. 

Reeves,  David. -Transferred  to  Mem- 
ber, 71,  79. 

Reeves,  Paul  S.— Admitted  as  Associ- 
ate, 101,109. 

Reno,  James  H.  — Death  announced, 
43. 

Reiiort  of  Board  of  Direction,  2,  37. 

—  of  Finance  Committee,  2,  11,  47. 

—  of  Treasurer,  2,  44. 

Reports  of  Committees.  (See  Com- 
mittees.)   . 

Resignation  of  Members.     (See  List.) 

Rhodes,  Benjamin.  —  Admitted  as 
Member,  56,  79. 

Rice,  Geokge  S.— Admitted  as  Mem- 
ber, 37,  51. 

Richaeds,  Joseph  R. — Discussion  by, 
72. 

Roberts,  W.  Milnoe.— Death  an- 
nounced, 43. 

Roseceans,  William  St.\eke.— Admit- 
ted as  Member,  87,  95. 

Rosenweig,  Alfeed.  —  Admitted  as 
Junior,  81,  102. 

Ross,  James.— Admitted  as  Member, 
101,  109. 

Rowland  Prize,  29,  57. 

Rowland,  T.  F.— Discussion  by,  66. 

RusLiNG,  GEOEciE  M. —Admitted  as 
Member,  113,  116. 

Saffobd,    Edwakd    S.— Admitted    as 

Member,  117,  123. 
Sandeeson,  J.   Gaednee. — Discussion 

by,  104. 
ScHUYLEE,    Howaed.  —  Admitted     as 

Member,  81,  100. 
ScHUYLEE,    James   Dix. — Admitted  as 

Member,  117,   123. 
ScowDEN,  Theodoee  Ransom. — Death 


announced,  37, 
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Sections  of  Society  Members,  Pro- 
posed formation  of,  112. 

Seely,  Thomas  J. — Admitted  as  Mem- 
ber, 37,  51. 

Sewerage  of  Washington,  Inspection 
of,  65. 

Shinn,  William  p. — Discussion  by,  14, 
17,  117.- Paper  by,  117— Propos- 
es Amendment  to  the  Constitu- 
tion, 112. 

Sheeve,  Samuel  H. — Discussion  bj', 
104. 

Sicaed,  Maetujano.  —  Admitted  as 
Member,  1,  (51. 


SMITH. 

Smith,  Chaeles  C. — Admitted  as  Mem- 
ber, 51. 

Smith,  C.  V.^ndeevooet. — On  Commit- 
tee, 1,  56. —Report  by.,  11,  47. 

Smith,  William  Haeeison. — Admitted 
as  Member,  87,  95. 

Smith,  William  Sooy. — Discussion 
by,  20,  25,  28.  -Paper  by,  67. 

Society  Meetings.    (See  Minutes. ) 

Spengee,  Thomas  Wellington. — Ad- 
mitted as  Member,  117,   123. 

Standard  Time.     (See  Committee.) 

Stanton,  Robert  B. — Discussion  by, 
103. 

Stearns,  F.  P— Paper  by,  67. 

Steel,  Tests  of  Iron,  Steel  and  other 
Materials.     (See  Tests.) 

Streams,  The  Mean  Velocity  of  Streams 
flowing  in  Natural  Channels,  by 
R.  E.  McMath,  37. 

Structural  Materials,  Tests  of.  (See 
Tests. ) 

SuETEEs,  RoBEET.  — Admitted  as  Mem- 
ber, 5(!,  109. 

Symons,  Thomas  William. — Admitted 
as  Member,  101,  109. 

Targets  for  Ritie   Ranges,   by  O.  E. 

MiGHAELIS.  67. 
Tests  for  Structural  Materials,  18,  56, 
57,  58,  66,  71,  87,  88,  104,  113. 

—  Proposed  law  in  reference  to,  71. 
Thackeay,  Geoege  Edwaed. — Admit- 
ted as  Junior,  101,  109. 

Thayee,  Rt'ssell. — Admitted  as  Mem- 
ber, 117,   123. 

TiDD.  M.  M.— Discussion  by,  16. 

Timber,  Committee  on  Preservation 
of.     (See  Committee.) 

Time,  Uniform  Standard.  (See  Com- 
mittee.) 

ToMASSEK,  RoMEo  Paul.  —  Elected 
Member,  37. 

Topographical      Surveying,       Rapid , 
Methods    of,    bj'   William    Bell 
Dawson,  103. 

Transportation  of  Freight,  Increased 
Efticiency  of  Railways  for  the,  by 
William  P.  Shinn,   1"17. 

Treasurer,  Report  of,  2,  44. 

Tunnel,  The  Hudson  River,  by  Wil- 
liam SooY  Smith,  67. 

Underground  Water  Supply,  by  J.  J. 

R.  Ceoes,  117. 
X^nderpinning      for      Croton      Lake 
Bridge,  by  A.  P.  Bollee,  56. 

—  Subacjueous,  by  A  G.  Menocal,  66. 
Uniformity  in  Railway  Rolling  Stock, 

by  0.  Chanute,  87. 
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VINTON. 

Vinton,  Feancis  Latjkens. — Memoir 
of,  91. 

Walling,  H.  F.     On  Committee,  69. 

Washington,  Convention  at.  (See 
Minutes. ) 

Washington  Monument,  Visit  to,  G5. 

Water  Mains,  Removal  ot  Incrusta- 
tions in,  by  E.  H.  Keating,  55. 

Water  Supply,  Underground,  by  J.  J. 
R.  CiiOEs,  117. 

Watson,  Willl\m. — Admitted  as  As- 
sociate, 51. 

Webee,  Baeon  Max  Maeia  Von. — 
Death  announced,  43. — Memoir 
of,  89. 

Webster,  Albert  Lowry. — Admitted 
as  Junior,  101,  109. 

Welch,  Ashbel. — Address  by,  3. — An- 
nual Address  by,  65. — Deavh  an- 
nounced, 103,  105,  110, — Discus- 
sion by,  37,  55,  72,  81,  87.— 
Elected  President,  3. — On  Com- 
mittee. 56. — Presides  at  Meetings, 
1,  2,  37,  55,  63,  70,  71,  81,  87.— 
llesohitions  in  memory  of,  103, 
105. 


WELCH. 

Welch,  Ashbel,  Jr. — Admitted  as  As- 
sociate, 81,  85. 

Weston,  Edmund  Beownell. — Admit- 
ted as  Member,  117.  123. 

Whitcomb,  H.  D. — Proposes  Amend- 
ment to  the  Constitution,  112. 

Whitman,  Thomas  J.  —  Proposes 
Amendment  to  the  Constitution, 
112. 

Whittemoee,  D.  J. — On  Committee, 
72.— Report  by,  2,  64. 

WiLLi.AMS,  Norman  A. — Memoir  of, 
92. 

WiSNEE,  Geoege  G.  —Proposes  Amend- 
ment to   the   Constitution,   112. 

WoETHEN,  William  E.  — Discussion 
by,  12,  13,  15,  104. 
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Vol.  VI 1 1.— January,   1882. 


MINUTES    OF    MEETINGS 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 


OF  THE  SOCIETY. 


January  4,  1882.— The  Society  met  at  8  p.  m.  Vice-President  Welch 
in  the  Chair.  Ballots  were  canvassed,  and  the  following  candidates  de- 
clared elected  :  As  Members,  Onward  Bates,  Dardenne,  Mo. ;  William 
Wingfield  Bonnyn,  Montreal,  Canada  ;  Samuel  L.  Felton,  Jr.,  Colum- 
bus, O. ;  Charles  E.  Greene,  Ann  Arbor,  Mich. ;  Thomas  W.  Jaycox, 
Leadville,  Col. ;  Mirtiliano  Sicard,  Ibague,  U.  S.  of  Colombia.  As  Asso- 
ciate, George  Henry  Frost,  New  York.  As  Juniors,  James  Peter  Bogart, 
New  Haven,  Ct. ;  Arthur  Haviland,  JaltiiDan,  Mexico. 

Messrs.  Bogart,  Dresser,  Emery,  Wm.  H.  Paine  and  C.  V.  Smith  were 
appointed  a  committee  to  arrange  details  for  the  Annual  Meeting  on  the 
18th  inst. 

Illustrations  forwarded  to  the  Society  by  Charles  O.  Gleim,  Cor. 
Member,  A.  S.  C.  E.,  of  the  iron  cross-ties  and  sleepers  now  in  use  ou 
the  Prussian  Government  Railroads,  were  presented  by  the  Secretary, 
and  the  subject  discussed. 


THE    ANNUAL    MEETING. 

Januaby  18,  1882. — The  Society  was  called  to  order,  in  Annual  Meet- 
ing, at  10  A.  M.  Vice-President  Ashbel  Welch,  in  the  Chair,  and  present 
also  the  Members  whose  names  are  given  in  a  list  subjoined. 

Edward  A.  Doane  and  James  Owen  were  ajapointed  tellers  of  the  bal- 
lots to  be  canvassed. 

The  Annual  Eeport  of  the  Board  of  Direction,  the  Annual  Report  of 
the  Treasurer,  and  the  Report  of  the  Finance  Committee  were  presented, 
read  by  the  Secretary,  and  accepted. 

A  report  by  the  Committee  on  a  Uniform  System  for  Tests  of 
Cements,  was  read,  accepted,  and  the  Committee  continued. 

REPORT  OF  THE  COMMITTEE  ON  A  UNIFORM  SYSTEM  FOR 

TESTS  OF  CEMENTS. 

The  Committee  appointed  for  the  purpose  of  devising  a  uniform  sys- 
tem for  tests  of  cements,  report  that  but  little  has  been  done  during  the 
last  year  towards  the  accomplishment  of  their  duty,  owing  first,  to  the 
inability  of  its  Chairman  to  give  the  requisite  time  to  the  subject,  on 
account  of  domestic  afflictions  and  his  pressing  professional  duties  as 
Chief  Engineer  of  the  Chicago,  Milwaukee  and  St.  Paul  Railway  ;  and 
secondly,  for  the  reason  that  the  Members  of  the  Society  have  not  re- 
sponded, excepted  in  two  instances,  to  the  call  of  the  Society  for  samples 
of  American  sand  for  experimental  examination  by  the  said  Chairman. 
To  devise  uniformity  of  tests  of  mortars  composed  of  cement  and  sand, 
requires  each  experimenter  to  have  sand  of  about  the  same  characteris- 
tics, therefore,  in  specifying  the  quality  of  sand  to  be  used  for  test  pur- 
poses, the  Committee  should  recommend  such  as  may  readily  be  pro- 
cured in  all  parts  of  the  country,  if  possible. 

In  conclusion,  I  would  respectfully  request  that  the  Secretary  be 
requested  to  issue  a  circular  to  Membei's,  calling  their  attention  to  the 
subject,  and  requesting  samples  of  sand  from,  say  30  to  40  difierent 
localities,  properly  distributed,  so  that  when  received  the  same  shall  rep- 
resent fairly  the  quality  in  each  locality. 

Respectfully  submitted, 

D.  J.  WHITTEMORE, 

Chairman. 

The  Secretary  presented  the  canvass  of  suggestions  by  Members  as  to 
the  islace  for  the  next  Convention  of  the  Society,  viz. :  Washington,  48  ; 
San  Francisco,  16  ;  Chicago,  8  ;  St.  Paul,  4  ;  New  York,  3;  Baltimore,  2  ; 
New  Orleans,  1 ;  Boston,  1  ;  Denver,  1  ;  Atlanta,  1  ;  Pittsburgh,  1  ;  Mil- 
waukee, 1  ;  Richmond,  1  ;  Buffalo,  1  ;  St.  Louis,  1  ;  Cleveland,  1  ; 
Louisville,  1  ;  Minneapolis,  1 ;  Troy,  1  ;  Yellow  Stone  Park,  1  ;    White 


Sulphur  Springs,  1  ;  Some  City  on  the  Mississippi,  1  ;  Leon,  Mexico,  1. 
On  motion,  it  was  resolved  that  the  Convention  be  held  at  Washington, 
D.  C,  and  the  Board  of  Direction  was  requested  to  determine  and  an- 
nounce the  date. 

The  tellers  presented  the  canvass  of  the  ballot  for  officers,  and  the 
following  Members  were  declared  elected  as  officers  of  the  Society  for  the 
ensuing  year : 

President : — Ashbel  Welch. 
Vice-Presidents : — James  B.  Eads,  William  H.  Paine. 

Secretary  and  Librarian  : — John  Bogart. 

Treasurer: — J.  James  R.  Cedes. 

Dii-ectors : — Thomas  C.  Keeper,  Thomas  L.  Casey,  Joseph  P. 
Davis,  George  S.  Greene,  Jr.,  George  W.  Dresser. 

Remarks  of  Mr.  Ashbel  Welch  on  taking  the  Chair,  upon  his  election 
as  President  of  the  American  Society  of  Civil  Engineers,  January  18, 
1882. 

I  take  this  occasion  to  return  my  thanks  to  the  members  of  the 
American  Society  of  Civil  Engineers,  present  and  absent,  for  the  honor 
they  have  conferred  on  me  by  choosing  me  for  their  president.  And 
I  desire  to  express  my  appreciation  of  the  honor  thus  conferred  of  being 
first  in  place  in  this  Society,  which  comprises  so  many  of  the  most  emi- 
nent engineers  in  the  United  States  and  Canada,  including  several  of  the 
most  distinguished  officers  of  the  army  and  navy  of  the  United  States, 
and  including,  also,  engineers  in  every  quarter  of  the  civilized  world. 
Among  the  applications  for  admission  which  we  have  received  within  the 
last  few  months,  some  were  from  the  remotest  States  of  the  American 
Union,  about  half  a  dozen  were  from  Canada  proper,  one  was  from  the 
British  province  of  New  Brunswick,  three  from  Mexico,  one  from  the 
United  States  of  Columbia,  one  from  the  Republic  of  Chili,  one  from 
England,  and  one  from  India  beyond  the  Ganges.  Thus  our  Society, 
and  the  works  executed  by  its  members,  are  among  the  ties  that  are 
uniting  the  nations  of  the  earth  into  one  family. 

But  it  is  not  only  or  mainly  the  number  and  eminence  of  its  members, 
and  the  vast  territory  whose  engineering  they  largely  rej^resent,  which 
make  the  distinctions  conferred  by  this  Society  so  honorable,  but  it  is 
especially  the  character  for  integrity  and  high-toned  professional  honor 
which  pervades  the  Society,  and  which  has  gained  for  it  universal 
respect. 

Much  of  the  advantage  of  being  a  member  of  this  Society  comes 
from  the  presumption  it  raises  of  professional  integrity  as  well  as  pro- 
fessional skill.  The  office  of  engineer  is  largely  judicial.  He  is  arbiter 
between  proprietor  and  contractor.  His  hand  is  on  the  purse-strings. 
What  the  capitalist  wants  is  that  the  engineer  whom  he  entrusts  to  ex- 


pend  bis  money  and  do  his  work,  shall  do  it  honestly  as  well  as  skilfully. 
The  contractor  wants  to  feel  sure  that  the  engineer,  into  whose  power  he 
puts  himself  when  he  signs  the  contract,  will  do  him  justice.  No  respon- 
sible contractor  will  bid  for  work  under  an  engineer  whom  he  does  not 
suppose  to  be  honest,  except  at  a  high  price.  Thus  the  cost  of  a  work 
may  be  very  much  affected  by  the  character  as  well  as  the  ability  of  the 
engineer. 

As  in  all  offices  of  trust,  the  engineer  is  paid  not  only  for  his  labor 
and  skill  but  for  his  character  for  integrity. 

In  order  that  the  endorsement  which  membership  of  this  Society 
gives  should  be  as  valuable  as  jDossible,  their  own  reputation  should  be 
carefully  guarded,  not  by  legislation  or  regulations,  not  by  censorship, 
but  by  the  caution  and  firmness  and  honor  of  those  who  are  asked  to 
recommend  candidates  for  admission,  and  by  the  pressure  of  a  whole- 
some professional  public  sentiment  similar  to  that  which  preserves  the 
purity  of  the  bench,  and  of  the  army  and  navy. 

The  Board  of  Censors,  to  award  the  Norman  Medal,  reported  that  in 
consequence  of  the  illness  of  one  of  their  number,  their  duties  were  not 
yet  comi^leted.  Leave  was  granted  to  this  Board  to  report  at  a  subse- 
quent meeting  of  the  Society. 

The  report  of  the  Committee  on  a  Uniform  Standard  of  Time  was 
presented  through  the  Chairman,  Mr.  Sandford  Fleming,  as  follows  : 

The  Committee  appointed  to  consider  the  paper  on  Standard  Time, 
for  Kailway  and  other  purposes,  read  at  the  Montreal  Convention,  June, 
1881,  beg  leave  to  report  : 

REPORT  OF  THE  SPECIAL  COMMITTEE  ON  STANDARD  TIME. 

The  Committee  have  examined  the  question  referred  to  them,  and 
fully  recognize  its  great  public  importance.  Practically  it  resolves 
itself  into  a  proposition  to  reform  our  general  time  system.  But  diffi- 
culties of  a  jDeculiar  nature  present  themselves.  The  Committee  does 
not  consider  the  problem  insolvable  ;  but  from  its  character  it  is  clear 
that  no  single  association,  and  that  no  one  individual  can  solve  it. 
Every  member  of  society  is  interested  in  it,  and  it  becomes  necessary  to 
consult  many  interests  in  order  that  general  concurrence  in  any  change 
be  obtained. 

Since  the  subject  was  brought  under  the  notice  of  the  Society  in 
June  last  it  has  been  taken  into  consideration  by  other  associations  : 
by  the  American  Association  for  the  Advancement  of  Science,  at  Cincin- 
nati ;  by  the  American  Metrological  Society,  in  New  York  ;  by  the  Asso- 
ciation for  the  Reform  and  Codification  of  the  Law  of  Nations,  at 
Cologne,  Prussia ;  by  the  International  Geographical  Congress,  at 
Venice,  Italy. 


The  members  of  the  Committee  have,  since  their  aiDpointment,  con- 
ferred individually  with  many  persons.  They  find  it  admitted  on 
all  sides  that  standard  time  for  general  use  throughout  the  country  is 
urgently  demanded,  and  that  the  time  has  arrived  when  action  should 
be  taken. 

That  the  question  is  one  of  importance,  it  is  only  necessary  to  glance 
at  the  existing  condition  of  our  time  service.  Mistakes  in  the  hour  of 
the  day  are  frequent.  In  every  city  or  town — in  every  State — dis- 
crepancies are  met  which  produce  great  aggregate  inconvenience. 
Thousands  of  engagements  are  broken.  Innumerable  disappointments 
and  losses  result.  In  some  cases  loss  of  life  is  caused,  and  generally  in 
consequence  of  defects  in  oiir  time  system,  difficulties  more  or  less 
serious  constantly  are  experienced. 

These  difficulties  are  not  confined  to  this  country.  They  are  ex- 
perienced in  all  civilized  communities  where  lines  of  rapid  communica- 
tion have  been  established.  In  the  j)a]3ers  before  the  Committee  it  is 
urged  that  the  question  is  one  which  afi'ects  every  nationality,  and  there- 
fore any  change  which  may  be  proposed  for  this  country  should  be  such 
as  to  commend  itself  to  other  nations  for  adoption,  so  as  ultimately  to 
become  universal. 

The  time  system 'which  we  follow  has  been  in  use  for  centuries.  It 
certainly  answered  all  the  purposes  of  mankind  when  there  were  no 
railways,  no  steamboats,  and  no  telegraphs.  In  some  resisects  the  general 
advancement  of  civilized  communities  has  outgrown  the  old  custom  : 
the  yearly  march  of  events  more  and  more  rendering  it  obsolete,  and 
calling  for  reform  to  meet  the  condition  of  the  age  in  which  we  live. 

The  Committee  anticipate  difficulty  in  effecting  a  desirable  reform  as 
no  change  in  a  matter  of  this  kind  can  be  eifected  without  interfering  in 
a  greater  or  less  degree  with  long  established  usages  and  fixed  habits  of 
thought.  The  importance  of  the  qiiestion,  however,  apjjears  to  the 
Committee  to  justify  a  united  efi'ort  to  obtain  as  complete  a  reform  as 
may  be  desirable  and  possible. 

The  Committee  feels  assured  that  the  general  intelligence  of  the  Com- 
munity will  cordially  sympathize  with  an  earnest  movement  to  bring 
about  such  modifications  in  our  time  system  as  may  be  practicable  and 
beneficial. 

The  people  of  the  old  world  are  influenced  by  traditional  customs, 
and  generally  are  attached  to  usages  on  account  of  their  antiquity. 
They  may  adhere  even  to  imperfections, — which  years  have  made  vener- 
able. On  this  continent  this  feeling  is  modified.  Americans  are  not,  to 
the  same  extent,  disjDosed  to  cling  to  conventional  forms  when  these 
forms  interfere  with  public  convenience,  or  when  they  retard  progress. 
It  is,  therefore,  clear  to  the  committee  that  we  cannot  remain  jjassive 
until  other  nations  take  the  initiative  in  Time  reform.  For  in  this 
country  the  imperious  power  of  custom  is  less  difficult  to  overcome. 
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If  it  be  considered  that  tlie  initiation  of  siicli  a  time  system  as  the 
age  demands  jiroperly  falls  within  the  province  of  the  people  of  America, 
it  becomes  the  more  necessary  that  we  shonld  make  earnest  efforts  to 
ascertain  what  best  will  meet  the  requirements  of  the  hour,  and  prove 
most  generally  beneficial  to  our  own  generation  and  those  which  fol- 
low us. 

The  Committee  holds  it  expedient  to  obtain  an  expression  of  opinion 
on  the  various  points  which  present  themselves,  from  as  large  a  number 
of  practical  and  scientific  men  as  jsossible.  They  consider  it  essential 
to  have  the  views  of  those  who  have  been  and  are  now  engaged  in  con- 
nection with  the  great  lines  of  transportation  in  every  State,  and  Prov- 
ince between  the  two  Oceans. 

Accordingly  the  Committee  begs  leave  to  recommend  that  such  papers 
on  Standard  Time  as  they  may  consider  necessary  to  set  forth  the  sub- 
jects, be  printed,  and,  all  who  are  prominently  connected  with  Railway 
and  Telegraph  enterprises,  or  are  in  any  way  interested  in  the  consider- 
ation of  the  question  in  the  United  States,  in  Canada,  and  in  Mexico,  be 
cordially  invited  to  send  rejjlies  to  the  series  of  questions  which  have 
been  prepared,  with  the  view  of  obtaining  all  shades  of  opinion. 

The  Committee  more  particularly  draw  attention  to  propositions  13 
to  20  in  the  scheme  which  accompanies  this. 

It  has  been  held  by  those  who  have  given  attention  to  the  subject 
that  no  scheme  of  time  reform  can  be  considered  complete  without  pro- 
vision for  the  ultimate  removal  of  a  defect  familiar  to  many.  The  Com- 
mittee accordingly  direct  attention  to  the  suggestions  submitted  under 
the  heading  "Divisions  of  the  day  into  hours." 

The  Committee  respectfully  recommend  that  authority  be  granted  by 
the  Society  to  invite  the  co-operation  of  other  scientific  associations,  and 
that  of  other  bodies  in  the  furtherance  of  this  important  object,  and 
that  all  such  Societies  and  government  departments  interested  be  invited 
in  the  name  of  the  Society  to  attend  a  general  convention  to  meet  at 
New  York  or  "Washington  on  a  day  hereafter  to  be  named,  for  the  pur- 
pose of  determining  the  Time  System  advisable  to  adopt. 

SANDFORD  FLEMING, 

Chairman. 

On  motion,   the  report  was  accepted. 

The  following  resolutions,  offered  by  Mr.  William  G,  Hamilton,  were 
adopted  : 

Moved  by  Mr.  W.  G.  Hamilton. 

Seconded  by  Mr.  Worthen. 

Resolved,  That  the  report  of  the  Special  Committee  on  Standard 
Time  be  accepted  ;  and  that  the  Committee  are  hereby  requested  to  take 
such  steps  as  they  may  consider  necessary  to  obtain  information  to 
enable  them  to  report  definitely  at  a  future  meeting. 


Resolved,  That  authority  is  hereby  given  to  the  Committee  to  co- 
operate with  other  associations  in  furtherance  of  this  imiDortant  subject. 

Resolved,  That  authority  is  hereby  granted  to  the  President  of  this 
Society  to  invite  other  societies  interested,  and  that  representatives  of 
the  State  Governments,  representatives  of  the  Dominion  of  Canada,  the 
Republic  of  Mexico,  and  the  various  departments  of  the  General  Gov- 
ernment at  Washington,  be  invited  to  meet  in  a  convention,  as  set  forth 
in  the  rej)ort. 

Gen.  T.  G.  Ellis,  member  of  the  Committee,  said  : 

Mr.  President  :  I  am  requested  to  say  something  of  what  was  spoken 
of  in  the  meeting  of  the  Committee  on  Standard  Time.  "We  had  present 
with  us  at  the  meeting  Prof.  Cleveland  Abbe,  who  is  connected  with  the 
Signal  Service,  and  he  made  some  statements  as  to  what  the  Govern- 
ment is  doing  in  Washington. 

They  have  proposed  to  set  uj?  a  standard  clock  in  the  basement  of 
one  of  the  buildings  in  Washington,  to  keep,  as  nearly  as  possible,  the 
exact  time.  The  clock  is  to  be  manufactured  by  the  Waltham  Company, 
in  Massachusetts,  and  will  be  ready  for  delivery  some  time  in  February. 
The  clock  is  to  be  as  fine  and  well  constructed  as  possible.  They  pro- 
pose to  set  it  up  where  the  temperature  will  not  vary  more  than  one 
degree  in  the  year.  They  have  been  in  the  habit  of  receiving  time 
signals  from  all  the  principal  observatories  in  the  country,  and  these 
vary  from  one  to  ten  seconds  in  their  estimate  and  comiJutation  of  what 
is  known  as  Washington  time  ;  they  receive  these  signals  now.  They 
projDOse  when  this  clock  is  up  to  receive  these  signals  and  return  to  these 
observatories  what  the  actual  time  is.  Then  these  different  observatories 
will  both  receive  and  transmit  the  signals  from  different  places,  so  as  to 
give  the  exact  mean  time.  And  they  propose,  whether  anything  is  done 
or  not  by  this  Society,  to  establish  a  standard  and  uniform  time  for  the 
Signal  Service  ;  they  intend  to  do  that  irrespective  of  other  arrange- 
ments. Prof.  Abbe  says  that  there  have  been  arrangements  made  for 
the  Mail  Service  and  other  services  to  have  everything  done  upon  a 
uniform  standard  of  time.  There  seems  to  be  a  disposition  at  Washing- 
ton to  establish  a  uniform  standard  of  time,  and  do  away  with  local 
time.  I  think  if  other  societies  or  other  bodies  do  not  take  some  step 
jn  it,  that  the  subject  may  be  presented  to  Congress,  and  some  wrong 
stej)  may  be  made,  so  that  this  Committee,  in  view  of  all  the  circum- 
stances and  of  what  has  been  done  and  what  has  been  proposed,  thought 
it  would  be  an  excellent  plan  to  corresj^ond  with  the  departments  and 
get  at  their  views  before  making  any  definite  recommendation. 

The  Committee  on  Preservation  of  Timber  reported,  through  Vice- 
President  Chanute,  Chairman  of  the  Committee,  that  very  few  answers 
had  been  received  to  the  circulars  heretofore  issued,  and  that  the  com- 
mittee proposed  seeking  further  information  upon  the  subject,  and  hoped 
to  present  a  report  at  the  next  convention. 
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The  Committee  was  continued. 

ProiJosed  amendments  to  tlie  Constitution  were  then  discussed. 
Proposed  amendment  to  Article  XXII. 

Add  at  end  of  the  article,  as  follows : 

Any  member  or  associate,  whose  siibscription  is  not  in  arrears,  may  compound  for  future 
annual  subscriptions  by  the  xsayment  of  three  hundred  dollars,  if  he  is  a  resident,  and  of  one 
hundred  and  fifty  dollars,  if  he  is  a  non-resident.  But  should  a  non-resident  become  a 
resident  he  shall  pay  the  remainder  of  the  composition,  viz.,  one  hundred  and  fifty  doUars, 
or  the  usual  annual  subscriiJtiou  during  the  time  of  his  residence. 

Mr.  G.  Bouscaren,  by  letter,  said  : 

I  had  hoped  to  reply  before  this  to  your  invitation  to  discuss  the 
report  of  the  Finance  Committee  on  the  j)roposed  amendment  for  com- 
pounding annual  dues  by  one  j^ayment,  and  regret  exceedingly  that  my 
occupation  at  the  jjresent  time  will  not  allow  me  to  give  this  subject  all 
the  attention  that  it  deserves. 

Believing  the  question  to  be  one  of  great  importance  concerning  the 
future  welfare  of  our  Association,  I  trust  that  the  Society  will  not  finally 
pronounce  uj^on  it  until  both  sides  have  been  thoroughly  and  fairly  con- 
sidered. 

The  adverse  conclusions  of  the  Committee  seem  to  be  based  chiefly  on 
the  supposition  that  the  eifect  of  the  projiosed  measure  would  be  a 
marked  decrease  in  the  financial  resources  of  the  Society  for  the  first 
twenty  years  following.  Admitting  the  mathematical  correctness  of  the 
calculation,  I  would  suggest  in  sup^jort  of  the  pro^^osed  amendment : 

1st.  That  the  assumption  made  in  the  calculation,  that  compound- 
ing would  be  generally  followed  by  members,  can  hardly  be  sustained, 
being  contrary  to  actual  practice  in  other  societies  where  the  same  priv- 
ilege exists. 

2d.  That  the  compounding  money,  once  paid,  would  be  an  assurance 
against  eventual  loss  of  annual  dues  from  death,  resignation  or  incapacity 
to  pay. 

3d.  The  privilege  of  compounding  does  not  seem  to  have  had  a  de- 
pressing influence  on  the  English  and  French  societies,  who  are  both  in 
very  flourishing  condition,  with  comfortable  and  convenient  homes,  and 
large  amounts  permanently  invested,  this  being  attributable  principally 
to  their  numerous  memberships,  the  amounts  of  the  annual  and  com- 
pounding dues  being  less  in  each  of  them  than  for  the  American  Society, 
as  shown  by  the  following  comj^arison  : 

Annual  Diie.     Compovmding. 

Encrlioh  Sociptv  (Resident  Members 4  guineas.     50  guineas. 

Jinglish  bociety....  ■jyf^^^g^j^^^^^j^  jjgj^^gj.^        3        ,.  ^5 

French  Society All  Members 25  francs.      600  francs. 

American  Societv      (I^esident  Members 25  dollars.     300  dollars.  )  p,.o,iosed 

American  S50ciety..  ^j^^jj  j.ggj^^gj^j  j^jgj^,^gj,g    ^g        ,.  ^^^        ..        ^  I'loposeci. 

Membership  (1881). 

English  Institution  (all  paying  classes) 3,957 

French  "  "  1,817 

American         "  "  , about     550 
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I  believe  that  the  prosperity  of  the  Society  in  the  future  does  not 
depend  so  much  on  the  amount  paid  by  each  member  as  on  the  ability 
of  the  Society  to  recruit  a  large  membershij},  and  one  of  the  first  condi- 
tions to  accomplish  this  is  a  liberal  Constitution,  granting  the  same 
privileges  as  are  granted  in  other  societies  to  facilitate  the  payment  of 
dues. 

Col.  William  E.  Merrill,  by  letter,  said  : 

I  had  intended  making  a  careful  investigation  into  the  matter  of 
commutation  of  dues,  proposed  by  five  members  of  the  Society  of  -which 
I  was  one,  but,  unfortunately,  I  was  suddenly  summoned  to  Washington 
on  business,  and  was  unable  to  do  so.  I  have  thought  it  best,  however, 
to  submit  a  few  remarks  that  I  hope  may  be  found  pertinent. 

To  my  mind  the  pecuniary  question  resolves  itself  into  this  : 

What  is  the  present  value  of  $15  per  year  jiaid  by  members  of  the 
American  Society  of  Civil  Engineers,  or,  what  is  the  present  value  of 
an  annuity  of  $515  per  year,  which  will  continue  as  long  as  the  average 
life  of  the  members  of  this  particular  Society  ? 

The  answer  to  this  is  purely  a  question  of  mathematics,  if  we  can 
decide  upon  : 

1.  A  proi^er  rate  of  interest. 

2.  An  average  length  of  life  of  members  of  the  Society. 

If  we  can  assume,  as  I  think  we  may,  that  the  length  of  life  of  our 
members  will  come  up  to  the  average  of  American  experience,  we  will 
have  the  following  : 

Age.  Expectation  of  Life. 

35  31.8 

36  31.1 

37  30.4 
•     38  29.6 

39  28.9 

40  28.2 

41  27.5 

42  26.7 
48  26.0 

44  25.3 

45  24.5 

46  23.8 

47  23.1 

48  22.4 

49  21.6 

50  20.9 

If,  for  example,  we  assume  that  the  average  age  of  our  members  is  40 
years,   the  probable  average  duration  of  the  annual  payments  will  be 
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28 . 2  years.     If  we  assume  45  as  the  average  age,  the  average  duration  of 
payments  will  be  24,5  years. 

The  following  is  the  formula  for  determining  the  present  value  of  an 
annuity  which  will  run  a  given  number  of  years  : 

«  =  yO-(r:i^)T)' 

in  which 


a  =  present  value  of  the  annuity. 
b  =  the  annual  payment. 
t  =  the  number  of  years. 
r  =  the  annual  interest  on  one  dollar. 
(See  Davies  &  Peck,  Dictionary  of  Mathematics,  p.  30.)  _ 

I  have  not  had  time  to  ajDply  this  formula  to  many  cases,  but  I  have 
worked  out  the  following  : 


Average  Age 

Rate  op  Intekest. 

i  per  cent. 

6  per  cent. 

40 
44 
45 

250.92 
235.98 
231.54 

201 . 66 
192.77 
190.03 

I  would  therefore  suggest  that  the  proper  way  to  settle  this  matter, 
on  a  basis  that  will  be  unassailable,  will  be  to  ascertain  the  age  of  each 
member  of  the  Society,  and  after  the  average  age  has  thus  been  deter- 
mined, to  obtain  the  opinion  of  a  reliable  actuary,  as  to  the  rate  of  in- 
terest that  should  be  charged,  and  the  "  Expectation  of  Life  "  that  should 
be  assumed  for  members  of  this  jjarticiTlar  profession. 

When  these  main  points  are  fairly  established,  then  the  Society  will 
be  able  to  judge  of  the  actual  cash  value  of  its  annual  income,  and  can  fix 
a  fair  sum  for  the  comiiosition  of  dues. 

I  will  not  dwell  on  the  arguments  in  favor  of  compounding — such  as 
the  advantage  of  having  a  certain,  even  if  small,  income,  enough  to  keep 
the  Society  together  if  all  other  sources  fail — the  importance  of  saving 
high  interest  by  paying  our  building  debt— the  great  mutations  incident 
to  the  profession  of  Civil  Engineering,  which  often  make  it  easier  to  pay 
a  lump  sum  in  flush  times  than  constant  annual  fees — the  example  of 
sister  societies  abroad,  &c. ,  &c. ;  because  I  understand  that  other  mem- 
bers will  enlarge  on  these  considerations. 

In  conclusion,  I  must  apologize  for  the  late  date  of  this  letter,  but  I 
have  been  unexpectedly  hindered. 
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The  report  of  the  Finance  Committee  on  the  subject  of  compounding 
annual  dues  by  one  payment,  already  issued  in  circular  form  and  printed 
in  Proceedings,  Vol.  VII ;  October,  1881,  p.  102,  was  read  ;  the  conclu- 
sion of  that  report  being  as  follows  : 

"  With  these  facts  before  us,  and  in  the  present  state  of  our  finances, 
when  our  expenses  so  nearly  correspond  with  our  income,  we  cannot 
recommend  any  basis  for  compounding  dues  which  shall  tend  to  lessen 
our  present  annual  income. 

The  plan  of  compounding  the  dues  of  members  on  the  basis  pro- 
posed would  tend  to  seriously  lessen  our  annual  income.  And  the  more 
generally  this  plan  came  into  practice,  the  greater  would  be  our  financial 
embarrassment. 

The  only  amounts  that,  under  the  present  circumstances,  would  be 
safe  to  adopt  would  be  so  large  as  to  appear  unreasonable,  and  tend  to 
discourage  members  from  compounding. 

While  we  look  with  favor  upon  the  plan  of  comj^ounding  d  ties  as 
having  for  its  object  the  permanent  and  best  interests  of  the  Society, 
and  which,  if  in  successful  operation,  would  in  time  accomplish  all  that 
might  be  expected  of  it,  yet  we  fear  that  its  introduction  at  the  jaresent 
time  might  so  seriously  embarrass  the  Society  financially  as  to  jeopardize 
those  important  interests  which  this  plan  was  especially  designed  to 
subserve. 

We  therefore  recommend  that  this  proposed  amendment  to  the  Con- 
stitution be  not  adopted." 

Respectfully  submitted, 

W.  H.   PAINE, 
JOS.  P.  DAVIS, 
C.  V.  SMITH, 

Committee  on  Finance. 


On  motion,  it  was  resolved  :  That  this  Annual  Meeting  recommends 
to  the  Society  that  the  above  proposed  amendme«it  to  Article  XXII,  is 
injudicious  in  the  jDresent  condition  of  the  Society  and  that  it  should 
not  be  adopted. 

The  following  resolution  was  off"ered  by  Mr.  William  G.  Hamilton, 
and  seconded  :  That  any  member  of  the  Society  who  may  have  given 
$.500  to  the  Building  Fand,  or  who  may  give  3500  to  that  fund  during 
the  next  three  years,  shall  be  made  a  life  member  from  the  date  of  such 
payment,  and  shall  be  exempb  from  annual  dues. 

Mr.  William  P.  Shinn  made  the  point  of  order  that  to  effect  the  ob- 
ject of  this  resolution,  would  require  the  regular  forms  provided  for  an 
amendment  to  the  Constitution. 

The  motion  was  lost. 
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The  following  proposed  ameudment  was  then  discussed  : 
Proposed  amendment  to  Article  XXIV. 

After  the  words  "Fellowship  Fund"  at  the  end  of  the  first  line,  insert  the  words, 
"Ten  Thousand  Dollars  of  which  shall  be,"  so  as  to  read  :  "  There  shall  be  a  fund  called 
the  Fellowship  Fund,  ten  thoiisand  dollars  of  which  shall  be  devoted  exclusively  to  the 
publication  of  the  papers  read  before  the  Society,"  &c.,  &:c. 

Also  add  at  the  close  of  the  article,  the  words,  "Fellows  shall  be  elected  in  the  same 
manner  as  Honorary  Members." 

Mk.  O.  Chanute. — I  may  explain,  in  connection  with  this  proposed 
amendment,  that  the  Fellowship  Fund  has  been  practically  dead  for  six 
years.  There  has  been  during  that  time  but  one  accession  to  the  Fellows 
of  the  Society.  That  fund  was  originally  pledged  to  the  publication  of 
papers  read  before  the  Society.  The  interest  received  from  it  is  wholly 
inadequate  to  paying  any  considerable  portion  of  the  cost  of  the  publica- 
tions of  the  Society,  atid  the  necessity  of  having  a  fund  of  that  kind  has 
practically  passed.  The  amount  of  that  fund  is  now  about  i?9,000,  and 
the  annual  interest  would  be  .^450.  It  is  not  projiosed  to  take  any  por- 
tion of  the  fund  which  has  accrued  for  other  uses  ;  but  it  is  jjroposed  to 
devote  future  accretions  as  the  members  of  the  Society  may  think  best  to 
determine  ;  for  that  purpose  we  propose  to  limit  the  amount  specifically 
pledged  to  the  publications  to  the  sum  of  $10,000,  or  .§1,000  more  than 
has  been  gathered,  and  to  leave  the  disposition  of  future  accretions  to  be 
hereafter  determined  ;  for  that  purpose  a  few  verbal  changes  are  proposed 
in  the  article . 

Ou  motion,  it  was  resolved,  that  this  Annual  Meeting  recommends  to 
the  Society  the  adoption  of  the  above  proposed  amendment  to  Article 
XXIV. 

The  following  proposed  amendment  was  then  discussed  : 
Proposed  amendment  to  Article  V.  : 

Second  line  by  .striking  out  the  word  "  five  "  and  inserting  the  word  "ten,"  so  that  it 
shall i-ead  "ten  Directors." 

The  Article  will  then  read  :  Article  V. — The  officers  of  the  Society  shall  consist  of  a 
President,  two  Vice-Presidents,  a  Secretary,  Treasurer,  Librarian,  and  ten  Directors,  &c  ,  &c. 

In  response  to  an  inquiry,  it  was  explained  that  the  Society  was 
organized  under  the  Laws  of  the  State  of  New  York,  and  that  those  laws 
required  that  a  majority  of  the  Board  of  Direction  should  constitute  a 
quorum. 

Me.  William  E.  Woethex. — This  amendment  is  one  of  my  jDroposi- 
tion.  From  my  experience  on  the  Nominating  Committee,  having  been 
twice  Chairman,  I  have  seen  the  necessity  that  non-resident  members 
should  be  represented  by  more  Directors  in  our  Board.  Under  the  pres- 
ent system,  out  of  ten,  there  can  be  only  four  non-residents,  which  in 
the  ticket  just  elected  consists  of  President,  one  Vice-President,  and  two 
Directors.  As  a  quorum  is  essential  for  the  transaction  of  business,  it 
has  involved  what  seemed  to   be  a  necessity  to  have  a  majority  of  the 
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officers,  or  six,  as  residents.  Our  new  President,  who  was  Vice-President 
last  year,  and  our  last  President,  although  non-residents,  have  attended 
many  of  the  Directors'  meetings,  and  it  seems  to  me,  that  by  proper 
selection  from  non-resident  members  in  our  vicinage,  we  shall  be  as  sure 
of  a  qviorum  as  from  residents.  I  would  like  that,  as  far  as  possible,  the 
United  States  should  be  represented  on  the  Board  of  Direction.  The 
amendment  was  jaroposed  to  bring  the  matter  before  the  Society  ;  it  can 
be  changed  or  amended  as  we  see  fit. 

Mk.  Theodoee  Coopek.— Mr.  Chairman:  Mr.  Joseph  P.  Davis,  one 
of  the  proposers  of  the  amendment,  was  called  away,  and  wished  me  to 
express  his  changed  opinion  in  regard  to  the  proposed  amendment.  The 
idea  is  to  increase  the  number  of  the  Board  of  Direction.  The  law 
requires  that  the  quorum  shall  be  a  majority  of  the  whole  Board.  All 
that  have  been  present  at  these  meetings  know  the  difficulty  of  getting 
together  a  quorum  of  the  Board  of  Direction.  The  Secretary  has  to 
drum  very  loudly  at  times  to  get  a  quorum  together.  It  seems  to  me 
that  the  more  you  increase  the  number,  the  more  you  increase  the  diffi- 
culty. A  majority  should  be  resident  members,  or  members  williin 
limits  such  that  they  can  come  to  the  meetings,  or  they  cannot  have  a 
quorum.  If  the  Secretary  has  to  drum  up  fifteen  Directors,  his  duties  are 
going  to  be  largely  increased.  How  it  is  going  to  benefit  the  Society  by 
increasing  the  number  I  do  not  see.  We  cannot  take  members  from  a 
distance  to  represent  the  United  States,  for  if  we  do  we  will  destroy  the 
possibility  of  a  quorum. 

Mr.  William  E.  Worthen. — In  that  view  we  had  better  have  one 
Director.  It  seems  to  me  it  is  a  National  Society,  and  the  nation  should 
be  represented.  I  have  been  on  the  Board  of  Direction,  and  I  under- 
stand the  difficulties  of  getting  a  quorum,  but  I  do  not  see  why  people 
cannot  come  to  the  necessary  meetings  fi'om  a  little  distance  as  well  as 
people  right  here.  At  ijresent,  we  may  say,  there  are  four  outside  mem- 
bers— the  President  from  New  Jersey,  the  first  Yice-President  from  St. 
Louis,  the  first  Director  from  Canada,  and  the  second  one  from  Washing- 
ton. We  distributed  it  around  as  well  as  we  could.  It  does  seem  to  me 
that  if  we  could  put  in  somebody  from  Philadelphia,  Boston,  Springfield 
and  Hartford,  it  would  add  a  great  deal  to  our  Society,  and  make  it 
more  national. 

Me.  Theodore  Cooper. — I  appreciate  the  fact  that  the  Society  should 
be  represented  abroad,  but  how  is  it  to  be  done  ?  The  gentleman  has 
limited  it  to  a  little  distance  from  New  York.  That  will  not  cover 
the  United  States.     Is  it  necessary  to  thus  represent  the  United  States  ? 

Mr.  William  E.  Woethen. — The  four  that  we  have  got  out  of  the 
city  are  about  as  well  distributed  as  possible,  but  if  there  were  more 
Directors  the  vicinity  might  be  here  represented. 

Mr.  Cooi^er  knows  what  the  trouble  is  of  making  up  a  ticket.  It  is 
difficult  to  suit  all  meridians. 
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Mr.  Chakles  H.  Fishek. — It  is  suggested  that  you  enlarge  your 
Board  of  Directors  ;  make  twenty -five  if  necessary  and  let  tliere  be  from 
these  an  executive  committee  of  four  or  five  appointed,  composed  of 
those  who  reside  in  the  city,  and  give  them  full  power.  Of  course,  it 
would  require  some  constitutional  amendment.  It  would  nationalize  the 
society  so  far  as  having  its  officers  live  in  all  parts  of  the  country,  and 
yet  there  will  be  the  power  concentrated — leaving  the  rights  in  the  hands 
of  the  full  committee. 

Mr.  J.  J.  Croes. — The  law  requires  that  the  majority  of  the  Trus- 
tees should  form  a  quorum  for  the  transaction  of  business  I  do  not 
know  whether  that  majority  has  a  right  to  delegate  their  powers  to  a 
small  minority.  I  think  it  highly  probable  that  in  some  matters  the 
transactions  of  such  a  committee  could  be  upset  by  any  persons  disposed 
to  make  trouble.  The  difficulty  of  getting  a  quorum  which  equally  ex- 
ists, as  to  those  members  who  live  away  and  those  who  live  in  New  York, 
is  very  great.  A.s  it  is,  if  you  increase  the  number  you  increase  the  diffi- 
culty. There  have  been  twenty  meetings  of  the  Board  of  Direction, 
called  for  various  purposes  since  the  last  annual  meeting.  You  can  see 
that  when  a  Director  lives  in  Philadelphia,  who  is  in  active  business,  it 
costs  him  something  in  time  and  in  money  to  attend  all  the  meetings  of 
the  Board  of  Direction.  We  have  had  an  offer  to  pay  the  expenses  of  a 
Director  from  that  city,  but  I  fear  the  gentleman  who  made  it  would 
back  out. 

Mr.  William  E.  Worthen. — Was  there  a  quorum  in  all  our  meet- 
ings ? 

Mr.  J.  J.  K.  Croes.  ^ — I  do  not  know  sir. 

Mr.  Wm.  p.  Shinn. — I  believe  there  is  no  motion  before  this  meet- 
ing. 

The  Chair.  —  The  subject  of  this  amendment  is  before  the  meeting. 

Mr.  William  P.  Shinn. — I  sympathize  with  the  object  which  Mr. 
Worthen  desired  to  attain  by  his  amendment.  I  am  always  in  favor  of 
doing  all  we  can  in  any  way  to  nationalize  the  society,  but  I  doubt  the 
plan  simply  for  the  reason  that  it  is  difficult  to  get  a  quorum  together. 
I  thought  of  making  the  suggestion  that  Mr.  Fisher  made,  but  I  had 
the  same  doubt  about  its  legality.  For  the  purpose  of  bringing  the  mat- 
ter to  a  point,  I  move,  that  this  meeting  recommends  that  the  amend- 
ment should  not  be  passed  or  adopted,  and  that  the  subject  be  referred 
to  the  incoming  Board  with  the  request  that  they  obtain  information 
upon  the  i3oint  as  to  whether  the  Board  of  Direction  can  be  increased 
and  can  delegate  its  power  to  a  committee  composed  of  the  minority  of 
the  Board  ;  and  in  case  they  find  that  it  can  be  done,  to  submit  their 
amendment  to  the  constitution  for  action  at  the  next  meeting. 

Mr.  Theodore  Cooper. — There  is  a  clause  in  the  By-Laws  providing 
for  an  executive  committee  ;  the  action  of  the  executive  committee  is 
legal,  only  after  it  is  endorsed  by  a  quorum  of  the  Board  of  Directors, 


15 

at  a  future  meeting.  They  are  acting  witliout  autliority  until  then  ;  then 
it  becomes  perfectly  legal.  That  is  the  j)rinciple,  as  I  understand  it,  of 
all  executive  committees. 

The  Secretary  read  clause  referred  to  by  Mr.  Cooper,  viz. :  By-Laws, 
Section  18.  "The  Board  of  Direction  shall  provide  for  an  executive 
committee  to  act  in  the  absence  of  a  quorum  or  during  the  intervals  be- 
tween meetings." 

Mr.  William  E.  Worthen. — How  many  times  during  the  year  has 
there  been  a  quorum  of  Directors  ?  How  many  meetings  would  be  nec- 
essary ?  It  seems  to  me  there  is  need  of  but  very  few.  May  be  more 
than  when  I  was  a  Director.     We  did  not  have  twenty  meetings. 

The  Secretary. — One  of  the  most  important  subjects  which  the 
Board  of  Direction  has  to  consider,  is  the  passing  upon  applications  for 
membership.  There  has  been  a  feeling  among  the  members  of  the 
Board  of  Direction  for  several  years  past,  that  that  was  a  duty,  and  that 
as  many  as  possible  of  the  Board  ought  to  be  present  when  it  was  at- 
tended to  ;  outside  of  that  there  is  a  good  portion  of  the  business  of  the 
Board  that  could  be  done  by  committees  ;  there  are  certain  points  where 
it  would  be  absolutely  necessary  to.  have  a  quorum  of  the  Board. 

Mr.  William  E.  Worthen. — Could  not  that  be  submitted  to  each 
memljer  of  the  Board  of  Direction  by  letter  ? 

The  Secretary. — I  tried  that,  and  the  members  of  the  Board— not 
myself — the  members  of  the  Board  did  not  like  it.  They  thought  that 
discussion  and  talk  over  an  applicant's  fitness  was  an  important  element 
in  passing  upon  the  application. 

Mr.  Theodore  Cooper. — There  are  many  new  members  of  the  Board 
of  Direction  who  come  in,  like  all  new  members  of  boards,  i^repared  to 
reform  everything  that  has  been  done  in  the  past.  Only  by  attending 
the  meetings,  and  hearing  the  discussions,  can  a  Director  fully  under- 
stand the  condition  of  this  Society.  If  you  aj^point  half-a-dozen  mem- 
bers, scattered  all  the  way  from  Canada  to  Mexico,  and  who  know  nothing 
of  the  internal  action  of  the  Society,  it  will  not  tend  to  imjirove  the 
condition  of  the  Society,  for  they  have  no  ready  means  of  entering  into 
the  discussion  with  the  other  Directors  or  knowing  what  has  been  done 
in  the  past.  The  gentleman,  whom  I  stated  before  I  reiiresented,  Mr. 
Davis,  formerly  resided  in  Boston.  If  I  understood  him  jDroperly  at 
that  time,  he  did  not  believe  as  he  does  now,  that  the  managers  in  New 
York  are  doing  the  best  for  the  Society  that  circumstances  will  per- 
mit. During  the  past  year  he  has  been  a  resident  member  of  the  Board 
of  Direction,  and  understands  clearly  the  difficulties  to  be  met  by  the 
Board  in  their  management  of  our  affairs.  Now  that  is  the  trouble  ;  we 
have  a  number  of  Directors  who  have  never  come  to  our  meetings  ; 
they  never  know  what  is  going  on.  I  think,  if  you  could  get  them  all 
to  attend,  it  would  be  well  to  have  more  Directors,  but  until  that  can  be 
accomplished,  I  can  see  no  benefit  from  increasing  their  number. 
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Me.  Geo.  W.  Deesser. — I  think,  as  to  the  principle  of  this  amend- 
ment, it  is  not  good  policy  in  the  management  of  any  corporation  to  have 
too  large  a  Board  of  Directors.  There  is  no  great  efficiency  gained  by  a 
large  Board,  while  the  difficulty  of  obtaining  a  quorum  would  be  greater 
if  you  increased  the  number  of  Directors.  I  think  and  suggest  it  would 
be  better  to  keep  things  just  as  they  are. 

A  Membee. — Pay  the  Directors  five  dollars  each,  every  time  they  come. 

Me.  J.  J.  E.  Ceoes. — By  the  rules  of  the  Institution  of  Civil  Engi- 
neers of  England,  a  record  is  kept  of  the  members  of  their  Board  present 
at  each  meeting,  and  it  is  read  at  the  annual  meetings,  and  those  members 
who  have  attended  the  least  are  ineligible  for  re-election.  The  difficulty 
in  the  discussion  of  this  matter  is,  there  is  too  much  talk  of  sectionalism. 
We  are  a  National  Society,  and  I  am  sure,  that  every  member  of  the 
Board  feels  that,  as  much  as  every  member  that  lives  in  Kalamazoo  or 
Kamschatka.  There  is  too  much  talk  about  that,  because  the  question 
where  a  man  lives  does  not  make  any  difference  in  regard  to  the  Society; 
it  is  only  a  question  as  to  the  practical  management  of  the  business 
operations  of  the  Society,  and  unless  those  members  live  reasonably  near 
New  York,  you  cannot  get  them  to  attend.  Here  are  four  members  of 
the  Board  that  can  be  scattered  around  fifty  miles  ;  Mr.  Worthen  has 
mentioned  that  they  come  from  Missouri  and  Canada  i  those  q0,n  be 
shifted  around,  and  still  there  will  be  a  representation  of  these  gentle- 
men from  the  outside  ;  but  I  know  from  my  recollection  of  the  meetings 
of  the  Board  of  Direction,  that  we  do  not  hear  from  those  gentlemen,  or 
get  any  suggestions  from  them  once  a  year — from  those  gentlemen  who 
are  communicated  with  at  least  every  month  by  the  Secretary.  All 
papers  and  circulars  are  sent  to  them,  and  they  are  requested  to  say 
what  they  have  to  say;  but  they  do  not  say  it,  nor  do  they  come.  But 
as  to  any  Peeling  because  New  Yorkers  are  by  the  law  obliged  to  attend 
to  the  actual  business  management,  I  do  not  think  that  it  is  fair  to 
advance  that  kind  of  sectional  and  provincial  argument. 

Mr.  M.  M.  Tidd. — This  is  the  first  time  I  have  heard  anything  of 
sectionalism.  It  comes  from  the  New  York  members  now.  I  have  been 
well  satisfied  with  the  manner  in  which  matters  have  been  managed  ;  I 
have  been  highly  and  well  satisfied,  and  no  doubt  I  shall  always  be. 

Mr.  J.  J.  B.  Croes. — That  gentleman  has  not  had  the  privilege  of 
seeing  the  correspondence  of  the  Secretary. 

A  motion  was  then  made  that  this  Annual  Meeting  recommends  to 
the  Society  that  the  above  proposed  amendment  to  Article  V  of  the  Con- 
stitution be  not  adopted. 

The  Chair.— The  motion  is  seconded.  All  in  favor  of  the  motion, 
that  this  amendment  be  not  recommended,  will  say  aye. 

The  motion  was  carried. 

The  Chaie. — The  amendment  is  not  recommended.  The  ether  reso- 
lution was^will  Mr.  Shinn  please  rej^eat  in  his  own  words  ? 
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Mk.  Wm.  p.  Shinn. — I  think,  after  the  discussion  that  has  taken 
place,  I  will  withdraw  the  motion  in  regard  to  requesting  the  Board  to 
investigate  the  legality. 

The  Chaik. — Then  the  motion  is  withdrawn. 

The  following  proposed  amendment  was  then  discussed  : 

Proposed  amendment  to  Article  XXXIII.  : 
strikeout  the  word  "October"  iu  tbe  tbinl  line  and  substitute  therefore  the  word  "  No- 
vember." 

Also  strike  out  the  word  "February  "  in  the  eighth  lino  and  substitute  the  word  "March." 

It  was  explained  that  these  were  merely  verbal  changes  made  desir- 
able by  the  change  of  the  date  of  the  Annual  Meeting  from  November  to 
Januaiy.' 

On  motion,  it  was  resolved,  that  this  Annual  Meeting  recommends  to 
the  Society  the  adoption  of  the  above  proposed  amendments  to  Ai'ticle 
XXXIII. 

The  Committee  on  the  Gauging  of  Streams  presented  the  following 
report  : 

EEPOET  OF  THE  COMMITTEE  ON  THE  GAUGING  OF 

STBEAMS. 

New  Yokk,  January  18,  1882. 

The  Committee  on  the  Gauging  of  Streams  have  the  honor  to  present 
some  gaugings  of  the  Connecticut  River  at  Hanover,  N.  H.,  made  under 
the  direction  of  Prof.  Robert  Fletcher,  A.  S.  C.  E. ,  during  the  past  sum- 
mer, giving  the  details  of  the  operations  and  the  flow  of  the  stream  in  a 
very  dry  season. 

The  Committee  have  to  repeat  what  has  been  reported  to  the  Society 
before,  that  the  difficulty  of  creating  an  interest  in  the  subject  of  stream 
gauging  among  those  persons  who  are  in  position  to  have  such  gaugings 
made  as  will  be  useful,  has  been  most  discouraging  to  them,  and  they  re- 
quest that  the  Committee  be  discontinued. 

Respectfully  submitted, 

J.  J.  R.  CROES, 

Cliairman. 

THEO.  G.  ELLIS. 

On  motion,  the  report  was  received  and  the  Committee  discontinued. 

The  Secretary  announced  details  of  programme  for  the  next  day. 

The  meeting,  at  1  p.  m.  ,  took  a  recess  for  lunch,  which  was  served  in 
the  Society  House. 

The  session  was  resumed  at  2.30  p.  m. 
The  Board  of  Direction  j)resented  the  following  report  on  the  subject 
of  Tests  of  Iron,  Steel  and  other  metals  : 
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EEPORT  OF  THE  BOAED  OF  DIRECTION. 


American  Society  of  Civil  Engineers,      ) 

127  East  Twenty-third  Street,  |- 

New  York,  January  17,  1882.  ) 

The  Board  of  Direction  herewith  transmits  to  the  Society  the  report 
made  to  it  by  the  Committee  appointed  at  the  last  Annual  Convention 
"to  examine  further  into  the  subject  of  Tests  of  Iron  and  Steel,  and 
other  Metals,"  &c.,  &c. 


REPOET  OF  THE  COMMITTEE  ON  THE  SUBJECT  OF  TESTS  OF  lEON, 
STEEL  AND    OTHER  METALS. 

The  Committee  of  the  American  Society  of  Civil  Engineers,  appointed  at 
the  Convention  at  Montreal,  June  17th,  1881,  to  "examine  further  into  the 
subject  of  Tests  of  Iron,  Steel  and  other  Metals,  and  to  report  a  recommenda- 
tion to  the  Board  of  Direction,  who  shall  take  siich  action  as  they  see  fit,"  beg 
respectfully  to  report  that  they  have  had  a  number  of  meetings  and  have  as  a 
Committee  consulted  with  two  members  of  the  late  U.  S.  Board  for  Testing 
Iron,  Steel  and  other  Metals,  and  have  individually  consulted  with  three 
members  of  this  Board,  also  with  a  number  of  manufacturers  of  different 
metals  in  different  parts  of  the  United  States. 

Your  Committee  do  not  understand  it  to  be  within  their  province  to  discuss 
the  work  of  theU.  S.  Board.  The  unavoidable  delay  incurred  by  it  in  getting 
the  testing  machine  at  Watertown  built,  tended  to  weaken  the  public  belief  in 
the  necessity  for  the  existence  of  such  a  Board,  and  no  doubt  helped  to 
strengthen  the  opposition  made  to  appropriations  for  its  use. 

They  find  that  the  Board  has  done  a  large  amoun  t  of  valuable  work  in  de- 
veloping a  comprehensive  scheme  of  tests,  and  in  carrying  a  few  of  these  to 
completion.     For  all  this  it  deserves  the  hearty  thanks  of  scientific  men. 

Your  Committee  are  of  the  opinion  that  it  is  of  the  utmost  importance  that 
Congress  should  appoint  a  Commission  to  superintend  a  systematic  series  of 
tests  of  structural  materials,  and  should  place  in  the  hands  of  this  Commission 
such  sums  by  annual  api^rojiriation  as  may  be  necessary  for  the  successful 
prosecution  of  the  work  ;  and  with  instructions  to  commence  at  once  with  a 
series  of  tests  which  will  be  so  practical  as  to  convince  the  people  of  the  United 
States  of  the  necessity  which  exists  of  having  such  tests  made  ;  while  at  the 
same  time  the  Commission  should  be  instructed  to  carry  on  the  scientific  tests 
which  have,  so  far  as  the  public  is  concerned,  only  a  theoretical  interest. 

It  is  our  opinion  that  these  practical  tests  should  be  made  on  structures 
which  the  piiblic  use,  such  as  beams,  bridges — and  the  various  meiubers  of 
which  these  are  composed — columns,  wire  cables,  and  other  materials  used  in 
construction,  in  which  the  piiblic  has  a  direct  interest. 
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Your  Committee  do  not  consider  it  of  so  much  importance  by  whom  the 
work  is  done,  as  that  it  shoukl  be  done,  and  that  the  results  should  be  pi;b- 
lished,  both  for  the  benefit  of  the  public  and  of  the  engineering  professions, 
with  the  least  possible  delay. 

We  think  that  it  is  desirable  to  have  the  work  of  such  a  Commission  carried 
on  under  Government  ausiiices,  either  by  a  civil  commission  alone,  or  by  a 
civil  commission  associated  with  the  officers  representing  the  Engineering 
Corps  both  of  the  Army  and  Navy. 

All  the  chemical  and  physical  experiments  made  by  this  Commission 
should  be  systematically  recorded  ;  and  published  as  soon  as  there  are  enough 
of  them  to  make  it  worth  while  ;  without  comment  at  first,  so  that  they  may 
be  discussed  by  all  the  scientific  men  of  the  country,  with  a  view  of  having  a 
large  number  of  expert  opinions  previous  to  publishing  the  results  for  the 
practical  use  of  the  professions  interested. 

Your  Committee  also  think  it  jn-obable  that  it  is  wisest  that  the  U.  S.  Test- 
ing Machine  should  remain  where  it  is.  They  think,  however,  that  it  should 
at  once  be  brought  up  to  its  maximum  of  efficiency,  and  that  it  should  be 
open  to  the  use  of  the  piiblic,  when  not  actually  in  the  service  of  the  Com- 
mission ;  and  that  one  of  the  conditions  of  its  use  should  be  that  the  parties 
using  it  should  allow  the  results  to  be  published  by  the  Commission. 

This  Committee  are  also  of  opinion,  that  the  Commission  to  be  appointed 
should  be  composed  either  of  ten  civil  engineers,  or  of  five  civil  engineers  and 
five  officers  of  the  Statf  Department  of  the  Army  and  Navy  ;  the  civil  engineers 
to  be  members  of  the  American  Society  of  Civil  Engineers,  the  American  In- 
stitute of  Mining  Engineers,  or  the  American  Society  of  Mechanical  Engi- 
neers,* and  to  be  appointed  by  the  President  of  the  United  States  ;  that  it 
should  be  the  duty  of  this  Commission  to  organize  itself,  and  to  receive  and 
accoimt  for  all  appropriations  made  for  this  work,  to  employ  all  necessary 
assistance  for  carrying  on  the  work,  to  arrange  plans  for  work  to  be  done,  and 
for  the  piirchase  of  the  necessary  materials  ;  to  arrange  in  general  how  tests 
are  to  be  made,  and  the  forms  of  reports  from  assistants  to  the  Commission  ; 
to  arrange  for  a  distribution  of  these  preliminary  reports  to  experts,  request- 
ing criticisms  and  suggestions  from  the  persons  receiving  them  ;  to  make  up 
the  final  report  ;  to  report  to  the  proper  department  both  as  to  accounts  and 
work  done  ;  to  distribute  or  direct  the  distribution  of  the  final  report  in  such 
manner  that  copies  of  the  same  shall  be  distribiited  among  engineers  and 
other  parties  having  direct  interest  in  the  scientific  and  practical  results  as- 
certained, in  preference  to  the  usual  methods  of  distributing  the  same. 

That  the  necessary  expenses  of  members  of  the  Commission  shall  be  paid 
from  the  appropriations. 

That  in  case  no  commission  be  authorized  by  Government,  a  permanent 
committee  be  appointed  by  the  Society  to  institute  by  any  means  in  their  power 
the  carrying  out  of  tests  such  as  are  most  needed  and  the  spread  of  informa- 
tion thus  gained,  through  the  medium  of  the  Society's  publications. 

It  is  the  opinion  of  your  Committee  that  a  Committee  with  power  to  act  in 

*  It  ba.s  beeu  learned  by  a  comparisou  of  the  lists  of  members  of  these  Societies  that  most 
of  the  members  of  the  Ani.  Soc.  Civ.  Engs.  who  could  serve  on  such  a  committee  are  also 
members  of  the  Am.  Inst.  Min.  Engs.  and  of  the  Am.  Soc.  Mechan.  Engs. 
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the  name  of  this  Society  should  be  appointed  with  the  least  possible  delay  ; 
and  that  they  should  ask  all  the  engineering  societies,  technological  schools, 
learned  societies  and  colleges  of  the  country  to  co-operate  with  them  in  in- 
fluencing Congress  to  appoint  a  Commission  who  should  be  entrusted  with  the 
whole  subject  of  preparing  and  making  tests  of  all  the  materials  used  for 
structural  and  engineering  purposes.  > 

All  which  is  respectfully  submitted, 

THOS.  EGLESTON,  Chamnai). 

W.  METCALF. 

A.  P.  BOLLEE. 

THOMAS  C.  CLAEKE. 

F.  COLLINGWOOD. 

The  great  and  pressing  importance  of  resuming  the  investigation 
begun  nine  years  ago,  into  the  strength  of  metallic  structiires,  the  ijarts 
and  materials  of  which  they  are  composed,  can  hardly  be  overstated. 
While,  perhaps,  it  is  best  realized  by  members  of  the  engineering  pro- 
fession, every  consideration  of  i^ublic  safety,  of  corporate  and  i^rivate 
economy  demands  that  we  should  increase  our  knowledge  of  modern 
structural  materials. 

This  can  in  no  way  be  so  well  done  as  by  a  commission  of  experts 
(both  civil  and  military),  which  shall  avail  of  the  Government  machine 
to  carry  on  the  necessary  experiments,  and  to  generalize  from  these,  and 
from  the  results  of  the  many  thousands  of  private  experiments  of  which 
it  can  obtain  the  records,  the  general  laws  which  should  govern  in  the 
framing  of  specifications  and  the  designing  of  structures. 

Success  will  largely  depend  upon  the  character  of  the  commission,  and 
especially  upon  the  engineer  who  may  be  selected  by  it  to  perform  the 
actual  work  of  carrying  on  the  tests,  and  of  deducing  general  conclusions 
from  them.  In  order,  therefore,  to  secure  the  best  results,  the  necessary 
legislation  will  need  to  be  carefully  considered,  and  elaborated  in  con- 
nection with  those  of  our  members  most  competent  to  give  sound  advice 
on  this  subject. 

The  Board  of  Direction,  therefore,  recommends  that  it  be  authorized  by 
the  Society  to  memorialize  the  Congress  of  the  United  States,  and  to 
promote,  so  far  as  it  can  be  done,  without  incurring  expense,  the  intro- 
duction and  framing  of  a  law  adequate  for  the  intended  purpose. 

On  motion,  the  report  was  received.  Mr.  Lyman  Bridges  moved  that 
the  report  be  adopted,  which  motion  was  seconded. 

The  Chair,  Mr.  Ashbel  Welch  :  Discussion  is  now  in  order. 

Gen.  William  SooY  Smith  . — I  wish  to  take  this  opportunity  to  ex- 
press my  great  gratification  that  the  recommendations  of  the  Committee 
should  be  so  precisely  in  accordance  with  what  has  already  been  done  to- 
ward securing  the  accomplishment  of  this  great  work.  The  report 
sounds  to  me  like  "a  twice  told  tale . " 
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There  is  scarcely  a  recommendation  it  contains  which  has  not  been 
acted  upon  and  carried  out  by  the  Committee  that  preceded  this  one. 
The  original  bill  passed  by  Congress  provided  for  the  appointment  of  a 
similar  Board,  except  as  to  the  number  of  its  members . 

That  was  a  mixed  Board,  consisting  of  several  civil  engineers  and  of 
oflScers  of  the  Army  and  Navy .  The  bill  went  further,  and  provided 
that  the  Board  should  go  on  and  make  tests  ;  not  that  it  should  superin- 
tend them .  The  idea  that  these  tests  can  be  made  by  certain  persons 
and  superintended  by  certain  other  persons  who  shall  make  a  report 
upon  them  and  present  it  to  the  country  as  their  work,  is,  I  think,  alto- 
gether wrong.  The  work  should  not  be  done  by  proxy;  but  it  should 
be  done  by  competent  men,  who,  watching  the  experiments  as  they  are 
performed,  may  gather  the  best  lessons  they  teach .  I  do  not  suppose 
there  is  an  engineer  present,  who  has  made  experiments,  who  does  not 
know  that  the  most  valuable  suggestions  they  afford,  are  often  developed 
and  caught  by  the  quick  eye  of  an  experienced  observer  while  the  test  is 
in  progress.  The  mere  manual  labor,  the  handling  of  the  samples,  and 
the  machinery  employed,  will,  of  course,  be  done  by  mechanics  trained 
to  this  work.  But  the  experitaents  must  be  watched,  the  results  ob- 
served, and  deductions  made  by  engineers  specially  fitted  for  such 
duty  by  natural  aptness,  thorough  education  and  large  experience. 
All  the  facts  revealed  will  then  be  noted,  correctly  arranged,  and  conclu- 
sions logically  drawn  from  them. 

This  i§  the  kind  of  investigation  that  turns  out  to  the  advantage  of 
the  world.  Such  labor  should  be  well  paid  for,  and  it  is  unworthy  of  a 
great  Government  like  ours  to  accept  such  services  for  nothing.  It  is 
only  by  years  of  patient,  faithful  work,  performed  by  the  ablest  engineers 
in  this  country  that  the  knowledge  we  so  much  need  can  be  acquired. 
And  to  expect  a  Board  to  do  it  at  arm's  length,  leaving  the  burden  of  it 
to  be  performed  by  a  single  individual,  is,  I  think,  to  commit  a  great 
error,  and  one  fatal  to  the  value  of  the  work  and  to  the  confidence  it 
should  command.  Is  there  one  of  us  here  present  who  feels  competent 
to  undertake  this  great  investigation  and  to  carry  it  throixgh  alone,  even 
though  aided  by  an  able  Board  at  a  distance  ? 

This  Government  ought  to  see  that  this  great  w^ork  is  done,  on  which 
the  welfare  and  lives  of  its  people  depend  in  such  large  measure.  And 
it  should  ijay  for  it. 

It  is  easier  to  get  the  Government  to  undertake  it  again,  and  easier  to 
get  the  necessary  apiDropriations  from  Congress  to  have  the  work  well 
done  and  decently  jjaid  for,  than  to  inaugurate  and  carry  through  a  less 
thorough  and  reliable  set  of  investigations.  The  representatives  of  the 
Government  will  say,  bring  before  us  a  well  digested  measure,  which  will 
secure  such  thorough  accomplishment  of  the  work  proposed  that  the 
positive  knowledge  you  require  will  be  sure  to  be  obtained,  and  all 
doubts  removed  on  vital  questions  touching  the  strength  and  characteris- 
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tics  of  iron  and  steel,  and  we  will  vote  for  it.     We  desire  to  feel  that 
when  the  work  is  done,  it  will  be  well  done. 

That  was  the  view  presented  to  the  Government  before. 

Some  of  the  gentlemen  here  jDresent  accompanied  your  former  Com- 
mittee to  lay  this  matter  before  the  Committee  on  Appropriations  of  the 
U.  S  House  of  Eepreseutatives.  In  the  beginning  we  were  notified 
that  we  would  be  given  fifteen  minutes  in  which  to  exi)lain  the  matter. 
The  Representatives  soon  became  so  interested  that  the  limitation  of 
time  was  removed,  and  the  result  was  a  conference  lasting  nearly  half  a 
day,  and  an  appropriation  of  seventy-five  thousand  dollars  with  which 
to  build  a  testing  machine  and  to  begin  the  tests.  Congress  was  then 
advised  that  this  would  only  suffice  to  begin  the  work,  and  that  it  would 
be  asked  for  appropriations,  from  time  to  time,  as  means  might  be  re- 
quired to  carry  it  on. 

With  the  money  so  appropriated  the  machine  was  built.  You  know 
of  the  delays  that  occurred.  These  were  unavoidable,  and  thoroughly 
comi^ensated  for  by  the  excellence  of  the  testing  machine  when  com- 
pleted. It  is  beyond  question  the  most  perfect  one  ever  built,  and  it 
could  not  have  been  so  well  done  in  less  time. 

The  Board  labored  earnestly.  The  machine  was  built,  a  comprehen- 
sive mappiug  out  of  the  experiments  and  investigations  proposed  was 
made,  and  the  work  fairly  commenced. 

You  were  advised,  from  time  to  time,  of  the  hostile  influence  that 
worked  to  destroy  the  Board.  There  was  but  one  apparently,  and  this 
was  revealed  to  you  from  year  to  year. 

At  the  end  of  eight  years  of  labor  that  was  performed  gratuitously  by 
your  former  Committee,  whose  members  were  willing,  nay,  glad  to  con- 
tribute this  much  to  the  cause  of  science,  and  so  to  the  general  good, 
you  discharged  that  Committee,  with  thanks,  to  be  sure,  and  appointed 
this  one  as  a  sort  of  Investigating  Committee,  and  it  has  gone  over  ex- 
actly the  same  ground  in  the  way  of  inquiry  and  recommendation. 

I  do  not  wish  to  take  excejition  to  its  report.  I  desire  harmonious 
action  on  the  part  of  this  Society,  and  will  contribute  all  I  can  to  such 
action. 

I  am  glad  the  members  of  this  Committee  have  reached  conclusions 
so  precisely  in  accord  with  those  which  governed  the  action  of  the  Com- 
mittee that  preceded  this  one.  I  have  profound  respect  for  their  views, 
and  those  of  the  Society. 

I  hope  there  will  be  no  division  of  oiiinion  amongst  us  on  this  very 
important  subject.  We  want  success  and  we  must  be  willing  to  work 
hard  for  it ;  but  let  us  do  it  rightly,  and  let  us  not  sacrifice  the  valuable 
features  of  our  plans  for  getting  the  knowledge  we  must  have  through  a 
mistaken  notion  that  Congress  will  not  appropriate  enough  money  to  do 
this  in  the  most  perfect  way. 

Congress  will  make  the  necessary  appropriations  if  all  the  members 
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of  this  Society  will  work  to  convince  its  members  of  the  absolute  neces- 
sity of  the  knowledge  we  seek. 

The  SuiDervising  Architect  once  informed  me  that  in  his  department 
alone,  the  Government  consumed  eight  thousand  tons  of  iron  and  steel 
in  fifteen  months.  Enormous  quantities  of  these  materials,  and  of  wood, 
brick  and  stone  are  purchased  and  used  by  the  Government  every  year, 
and  yet  the  rules  and  formulae  which  govern  the  use  of  these  materials 
are  inaccurate,  and  in  some  instances  actually  misleading,  as  we  all 
know. 

This  consideration  alone  should  justify  ample  appropriations  for 
such  tests  and  experiments  as  will  enable  a  Board  to  correct  these  rules 
and  formula?,  and  to  place  before  our  profession  and  the  i^eople  all  the 
knowledge  we  require  to  enable  us  and  them  to  apply  the  materials  used 
in  construction  wisely  and  economically. 

There  are  two  branches  to  this  subject,  as  there  are  to  most  with 
which  the  civil  engineer  has  to  do,  viz.,  the  science  of  it  and  the  art  of  it. 
There  are  new  j)rocesses  employed  in  the  production  of  the  metals,  and 
many  new  forms  in  which  they  are  used — the  art  progresses  rapidly — the 
science  lags  behind — and  we  have  not  tested  sufficiently  these  new  pro- 
ducts and  shapes.  These  are  constantly  multiplying,  and  it  will  require 
industrious  testing  and  experimenting  to  keep  the  science  up  with  the 
art. 

Each  of  us  now  has  to  make  his  own  exijeriments,  and  the  country 
derives  little  advantage  from  them.  They  are  disconnected  and  desul- 
tory, designed  generally  to  ascertain  the  strength  of  the  parts  of  our 
structures,  and  not  to  establish  any  general  laws  for  the  government  of 
others  in  the  use  of  the  materials  used  in  construction. 

The  connected  and  complete  investigation  of  the  strength  and  quali- 
ties of  these  materials,  and  the  deduction  of  right  rules  and  formulae 
from  the  results  of  such  investigations  is  the  work  of  the  Govei'nment, 
and  it  is  its  imperative  duty  to  perform  it. 

If  we  all  work  vigorously  and  together  we  can  influence  the  Govern- 
ment to  resume  this  work  and  complete  it. 

But  we  must  not  degrade  this  work  by  entrusting  it  to  a  Superintend- 
ing Board,  which  is  to  let  it  out  to  be  done  by  a  single  man,  however 
able  he  may  be. 

One  man  can  make  a  certain  set  of  experiments  best,  another  can 
best  pursue  another  line  of  investigation,  each  working  in  the  field  of 
his  own  experience  and  strongest  talent. 

The  Ordnance  Deiiartment  can  make  its  exjperiments  for  the  deter- 
mination of  those  qualities  which  it  requires  in  the  metals  for  its  uses. 
The  Engineering  Department  will  make  other  tests  to  gain  the  knowl- 
edge it  requires.  The  Navy  seeks  still  other  knowledge,  and  the  civil 
engineers,  manufacturers  and  mechanics  of  the  country,  coming  from 
the  broad  field  of  its  civil  industries,  ardently  desire  such  knowledge  as 
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•will  enable  them  to  make  and  use  iron,  steel  and  other  materials  wisely 
and  well,  under  the  varied  requirements  which  they  have  to  meet  and 
satisfy.  Let  these  all  be  represented  in  a  Government  Board  which 
shall  devote  its  whole  time  and  best  energies  to  the  great  work  now  un- 
der our  consideration,  and  then  and  only  then  will  it  be  well  and  thor- 
oughly done. 

Neither  Faraday,  nor  Humphrey  Davy,  Newton  nor  Laplace,  tru.sted 
their  investigations  to  second  hands,  but  made  them  themselves  ;  and  so 
all  truly  great  and  valuable  searches  for  scientific  truth  are  made. 

I  beg  the  indulgence  of  the  Society  for  the  earnestness  with  which  I 
have  endeavored  to  impart  this  view  of  the  work  of  the  testing  Board, 
it  is  the  result  of  years  of  thought  on  this  subject,  and  I  feel  sure  that  it 
is  correct.  I  have  all  respect  for  the  opinions  of  the  gentlemen  who 
framed  the  rej)ort.  I  have  simply  felt  it  my  duty  to  take  issue  with 
them  on  that  point  and  one  other. 

The  report  recommends  that  the  Board  shall  report  to  "the  proper 
department." 

We  know  now  how  that  will  end.  The  Board  will  be  required  to 
make  the  experiments  under  the  direction  of,  and  make  its  report  to 
the  Ordnance  Department  of  the  United  States  Army.  This  was  at- 
tempted before.  A  letter  of  instruction  came  to  us  to  that  eifect,  and 
we  had  to  go  to  Washington  and  get  the  letter  recalled.  It  is  not  right 
that  any  department  should  exercise  such  control.  It  is  not  what  is  due 
to  the  officers  of  other  branches  of  the  Government  service.  It  is  not 
courteous  to  the  civilian  members  of  the  Board.  It  is  not  consistent 
Avith  the  proper  performance  of  the  work,  and  it  is  not  and  never  was 
graceful  in  any  department  of  the  Government  to  seek  such  authority 
over  a  Board  created  to  be  independent.  No  department  of  the  United 
States  Government  has  the  necessary  knowledge  and  skill  to  do  this 
work,  and  none  should  be  permitted  to  control  it  to  its  sad  detriment. 
Why  should  we  go  to  a  department  to  get  this  great  work  done,  requir- 
ing the  widest  range  of  engineering  talent,  skill  and  experience  ?  We  do 
not  seek  their  aid  when  we  design  and  build  bridges,  tunnels  and  rail- 
roads. The  Board  should  be  independent,  and  it  should  report  directly 
to  the  President  or  to  Congress,  and  not  to  any  department.  And  in 
whatever  may  be  done,  it  will  be  necessary  to  guard  carefully  against 
any  instructions  precedent  which  any  department  may  propose  to  give. 

I  beg  pardon  once  more  for  the  manner  in  which  I  have  presented 
these  views,  and  reaffirm  my  great  gratification  with  the  report  of  the 
Committee  as  a  whole. 

I  hope  its  recommendations  may  be  carried  out,  with  the  exception  of 
the  two  which  I  have  endeavored  to  criticise,  and  these,  I  think,  the 
Society  will  do  wel]  to  have  changed. 

Mr.  F.  CoLLiNGWooD — I  do  not  wish  to  reply  at  length  to  what  Gen. 
Smith  has  said,  because  I  agree  with  him  entirely.     The  only  point  I 


25 

wish  to  refer  to  is  this  :  the  Committee,  I  think,  woukl  have  been  very 
glad  to  have  recommended  exactly  what  he  suggests  as  to  a  paid  com- 
mission. They  discussed  that  matter  at  considerable  length,  and  I  am 
sorry  to  say,  they  had  a  feeling  that  it  would  endanger  the  appointment 
of  a  commission.  If  it  is  thought  by  a  larger  number  that  a  paid  com- 
mission can  be  carried  through,  then  I  think  the  Committee  would 
heartily  recommend  it. 

Then,  as  to  the  other  point,  reporting  to  the  proper  department  as 
to  the  work  done,  it  was  simply  expected  that  if  money  was  entrusted  to 
the  Committee  to  expend,  it  should  report  to  the  proper  dej^artment 
what  they  had  accomplished.  I  scarcely  think  that  it  can  be  made  to 
mean  that  we  were  to  go  to  the  department  for  instructions. 

Mr.  W.  SooY  Smith  .  — I  wish  to  state  again  that  I  feel  that  I  have 
good  reasons  to  believe  that  there  is  no  difficulty  insurmountable  in  get- 
ting the  necessary  appropriations  from  the  Government  to  make  these 
experiments .  The  cause  of  our  faihire  to  get  further  ajspropriatious  be- 
fore, I  think,  was  stated  to  this  Society .  It  was  a  lack  of  interest  on  the 
part  of  the  members  of  our  Society — and  yet  not  all,  because  some  did 
work  hard.  It  was  a  lack  of  general  interest,  a  lack  of  active  interest. 
With  a  membership  of  over  GOO,  scattered  all  over  this  country,  we  can 
reach  every  member  of  both  Senate  and  House.  It  is  a  thing  that  is 
so  manifestly  right  and  necessary  that  there  is  no  difficulty  whatever  in 
showing  that  the  thing  is  right,  and  if  we  will  take  the  trouble  to  speak 
to  each  member,  it  can  be  accomplished.  Men  will  be  j)aid  by  the  Gov- 
ernment, and  they  should  be. 

The  compensation  should  be  equal  to  that  of  any  Government  officer 
on  the  Board.  There  were  only  three  civilians  on  the  old  Board.  The 
clause  providing  pay  for  the  civilian  members  was  cut  out,  and  I  think 
for  the  purpose  of  driving  them  out  of  the  Board.  We  should  not  make 
that  mistake  again  ;  let  us  ask  the  Government  to  do  this  thing  as  it 
ought  to  be,  and  I  think  it  can  be  more  easily  accomplished  in  that  way 
than  in  any  other.  No  one  engineer  can  do  that  work  as  it  ought  to  be 
done.  I  do  not  think  any  one  present  would  feel  competent  to  go  over 
all  the  field,  but  that  comj^etency  we  can  get  by  proper  selections  from 
the  great  body  of  engineers  in  the  country  ;  and  in  that  way,  it  seems  to 
me,  it  ought  to  be  done. 

Capt.  O.  E.  MicHAELis. — I  only  want  to  say  a  few  words  not  only  as 
a  member  of  the  Society,  but  also  as  a  Government  officer.  There  is 
one  thing  that  should  be  remembered  :  Congress  does  not  make  ajjpro- 
jariations  and  leave  their  disbursement  to  what  it  would  consider  irre- 
sponsible officers.  They  are  disbursed  under  the  Treasury  Department 
or  the  War  Dejiartment  or  some  other  department,  and  Congress  holds 
the  heads  of  those  departments  responsible  for  the  expenditure  of  the 
money.  Of  course,  special  appropriations  being  made,  and  the  heads 
of  departments  not  being  experts,  they  must  confide  the  work  to  their 
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proper  subordinates  ;  and  while  I  listened  with  much  interest  to  my  gal- 
lant friend  and  cordially  agree  with  him,  still  I  take  exception  in  one 
point.  There  is  Government  supervision  in  almost  everything.  Now, 
we  have  here  in  this  Society  probably  the  best  bridge  builders  in  the 
country.  They  know,  however,  that  they  cannot  build  a  bridge  over  a 
navigable  stream  without  submitting  their  plans  to  officers  of  the  Govern- 
ment. The  plans  must  be  approved  by  those  officers,  and  after  that  the 
bridge  may  be  built.  Such  a  course  does  not  seem  to  be  inconsistent 
with  the  respective  rights  and  dignity  of  all  concerned,  and  I  feel  certain 
that  with  proper  provision  as  to  expenditures,  the  officers  of  the  Army  and 
Navy  would  accept  any  programme  i^roposed.  Of  course,  I,  as  an  ordnance 
officer,  would  prefer  that  my  department  had  that  supervision.  Still, 
there  must  be  that  supervision.  The  President,  however,  is  primarily 
responsible.  He  transfers  it  to  the  Cabinet  officers,  and  they  to  some 
one  subordinate  to  themselves.  Some  one  man  is  held  responsible  for 
certain  money.  That  is  the  iDrinciple  that  riins  throughout  our  Govern- 
ment. 

Mr.  Lyman  Bridges. — -The  Ordnance  Department  has  certainly  made 
many  tests  for  their  special  requirements.  There  are,  however,  in  the 
Engineer  Corps  of  the  Army  many  able  officers,  and  if  this  work  is  to  be 
referred  to  any  other  department,  it  seems  to  me  it  should  be  to  the  En- 
gineer Bureau  of  the  Army. 

Mr.  Theodore  Cooper, — Before  the  discussion  goes  any  further  in  this 
direction,  permit  me  to  say,  that  as  Civil  Engineers  we  have  no  objection 
to  any  dej)artment  of  the  Government  doing  any  portion  of  this  work 
which  properly  lies  within  their  field  of  experience.  But  the  whole 
field  of  investigation  is  too  wide  to  be  put  in  charge  of  any  department, 
whose  proper  duties  are  confined  within  comparatively  narrow  limits. 
Our  aim  is  not  solely  to  know  the  strength  of  iron,  steel  or  bronze,  for 
the  making  of  ordnance,  but  for  the  innumerable  applications  of  these 
metals  for  constructive  purposes  in  the  arts  and  sciences.  A  field  we 
claim  to  be  almost  exclusively  in  the  hands  of  our  civilian  engineers, 
constructors  and  manufacturers,  and  which  is  but  slightly  within  the  ex- 
perience of  any  single  department  of  the  Government.  We  desire  this 
work  put  into  the  hands  of  men  whose  past  experience  is  such  as  to  ena- 
ble them  to  start  from  the  plane  of  our  present  knowledge,  and  as  to  lead 
them  to  a  full  and  comprehensive  examination  of  this  subject.  To  use 
our  time  and  money  to  the  best  advantage,  we  think,  such  men,  ac- 
knowledged as  our  present  experts  in  the  past  knowledge  of  these  metals 
are  the  proper  ones  to  direct  the  advance  upon  the  strongholds  of  our 
ignorance  in  regard  to  their  full  properties. 

Mr.  William  Metcalf. — I  would  like  to  say  a  few  words  on  points 
that  seem  to  me  vital.  In  regard  to  the  departments,  I  agree  entirely 
with  the  gentleman  from  the  Ordnance  Department.  It  is  simply  absurd 
for  this  or  any  society  of  irresponsible  people  to   ask  the  Government 
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to  make  appropriations  of  large  sums  of  money  that  we  shall  not 
account  for.  It  is  no  matter  to  us  what  department  we  report  through, 
but  unlesss  Congressmen  can  feel  that  they  will  get  reports  throiigh 
officers  that  are  responsible,  we  need  not  hope  for  any  appropriations 
at  all.  The  second  point  is  in  regard  to  the  question  of  supervision  by 
the  Department.  It  was  the  intention  of  the  Committee  to  provide  that 
this  body  of  experts  should  dix'ect  and  control  the  character  of  the  work 
to  be  done,  and  lay  it  out  fully  for  the  employees  of  the  Commission  ; 
and  they  also  provided  that  this  Commission  should  have  charge  of  the 
direction  of  the  publication  of  these  rejaorts.  Thus  the  preliminary 
reports  to  submit  to  the  Society  and  to  all  experts,  and  the  final  reports 
would  be  so  distributed  that  they  would  go  where  they  could  do  the 
most  good.  I  would  like  to  know  how  the  gentleman  expects  this 
Society  to  retain  an  interest  in  a  work  year  after  year,  except  they  get 
reports.  There  is  a  great  deal  of  difficulty  in  getting  the  first  reports, 
though  there  were  enough  published  to  have  gone  into  the  hands  of 
every  member.  They  are  lying  in  the  bar-rooms  and  grog  shops,  and 
engineers  cannot  get  them.  Further,  what  is  everybody's  business  is 
nobody's  business.  If  it  is  left  to  five  or  six  hundred  members  of  the 
Society,  that  work  will  never  be  carried  on  ;  but  if  there  is  a  commission 
properly  organized,  of  the  right  kind  of  men,  then  this  Society  and  all 
other  scientific  bodies  throughout  the  country  will  see  that  it  has  their 
moral  and  active  support  ;  everybody  will  aid  in  carrying  on  their  work, 
and  there  will  be  little  difficulty  in  getting  the  necessary  appropriation. 
As  to  the  third  jioint  in  carrying  out  this  work,  I  doubt  if  you  can  select 
from  this  Society,  to  make  these  experiments,  any  commission  which 
would  do  as  well  as  one  man — a  man  who  is  a  thoroughly  educated 
engineer,  and  who,  after  six  months'  jDractice  on  that  machine,  could  do 
everything  that  this  Commision  should  require  him  to  do,  having  nothing 
to  see  to  except  the  doing  of  the  actual  work.  Some  man  must  do  that, 
and  he  must  be  an  expert.  In  my  experience,  I  have  never  yet  seen  an 
engineer  in  Pittsburg  interfere  in  any  way.  Inspection  is  about  the 
first  work  that  an  engineer  is  set  to  do.  I  know  in  my  own  case,  when  I 
first  started  in  business,  I  was  put  in  charge  of  the  testing  of  gun  iron, 
under  Major  Wade  and  Major  Rodman,  and  in  a  few  months  the  whole 
matter  was  put  in  my  hands.  I  spent  months  in  Watertown,  and  neither 
General  Eodman  nor  Major  Wade  ever  thought  of  coming  near  the 
machine.  They  depended  upon  me,  and  took  the  figures  and  reports 
and  used  them  ;  and  that  is  exactly  what  any  commission  will  have  to  do 
if  they  Avant  to  get  good,  thorough  work.  They  will  have  to  employ 
competent  clerks,  and  then  you  must  select  the  very  best  and  ablest  men 
to  superintend  and  lay  out  and  plan.  Then  you  can  get  the  work  well 
done,  and  I  do  not  believe  you  can  get  it  done  satisfactorily  in  any  other 
way.  These  are  the  considerations  which  led  us  to  develop  those  three 
points  in  the  report,  not  in  any  sense  criticising  the  old  Commission,  and 
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only  hoping  to  secure  the  entire  confidence  of  tbe  Government,  so  that 
there  would  be  no  diflficulty,  from  year  to  year,  in  obtaining  all  necessary 
appropriations.  In  regard  to  the  officers  of  the  army,  I  never,  so  far  as 
I  had  any  experience  with  them  or  knowledge  of  them,  saw  an  officer 
who  was  not  always  ready  to  do  all  he  could  to  aid  such  work,  and  ever 
glad  to  get  all  the  results  he  could,  and  who  would  not  turn  in  and  do 
all  he  could  to  help  on  with  the  work,  and  especially  if  he  were  an 
expert  in  his  business. 

Mr.  Wm.  Sooy  Smith. — I  approve  fully  the  suggestion  of  the  expend- 
itures being  under  the  supervision  of  the  Governmental  departments. 
There  never  was  any  objection  made.  Upon  that  point  I  presume  we  are 
all  agreed.  I  also  agree  fully  with  the  last  Committee  as  to  the  method 
of  making  reports.     I  think  it  is  a  very  wise  idea  and  a  good  one. 

As  to  the  third  point,  I  return  to  the  original  ground.  I  do  not 
think  any  single  man  should  be  entrusted  with  the  direct  supervision  of 
the  work.  I  think  we  have  proven  the  worthless  ness  of  the  knowledge 
obtained  in  that  way  upon  which  we  have  relied  heretofore.  We  are 
told  that  competent  engineers  would  not  attend  to  these  experiments,  and 
that  novices,  when  they  commence  work,  are  put  in  charge  of  these  ex- 
periments. We  know  that  is  true.  We  don't  want  that  done  in  this 
case.  We  want  an  expert  in  each  line  of  investigation.  I  do  not  think 
that  there  is  or  can  be  any  doubt  on  this  question  in  the  minds  of  those 
who  have  given  the  subject  earnest  consideration.  If  these  experts  are 
paid  as  they  should  be,  they  can  devote  their  whole  time  to  it,  and  we 
will  have  the  work  thoroughly  done.  I  know  the  investigations  are 
made  in  the  old  world  in  this  way.  In  Berlin  I  saw  Spangenberg  in  his 
shirt-sleeves  in  his  great  workshop,  and  he  was  not  trusting  to  assistants 
to  make  the  experiments  in  which  he  is  specially  interested.  It  is  in 
that  way  that  the  best  lessons  can  be  learned. 

On  the  other  two  points  I  thoroughly  agree  with  the  Committee's 
recommendation  s. 

Another  consideration  I  wish  to  jjresent,  and  that  is  the  impropriety 
of  requiring  a  Board  not  only  of  civil  engineers,  but  made  up  of  officers 
in  different  branches  and  corps  of  the  Government  service,  to  be  under 
direction  of  a  single  Government  department.  It  is  not  proper  that  the 
Board  should  be  subject  to  such  direction,  and  in  the  old  Board  general 
objection  to  that  was  made.  No  more  harmonious  Board  could  be 
organized  than  the  old  one  was.  There  were  honest  differences  of 
opinion,  such  as  exist  everywhere  amongst  thinking  men,  but  they  were 
amicable. 

We  should  urge  that  this  Board  should  be  independent,  and  that  no 
Government  department  should  jjrescribe  the  tests  to  be  made  nor  the 
manner  of  making  them. 

The  following  resolution  was  offered  by  Gen.  Wm.  Sooy  Smith  : 

Resolved,  That  the  report  be  received,  and  that  the  Board  of  Direction 
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be  authorized  to  memorialize  Congress,  and  to  promote,  so  far  as  it  can 
be  done  without  incurring  expense,  the  introduction  and  framing  of  a 
law  adequate  to  resume  the  investigation  into  the  strength  of  structures, 
and  the  parts  and  materials  of  which  they  are  composed. 

This  resolution  was  seconded,  and  accepted  by  Mr.  Bridges  as  a  sub- 
stitute for  that  offered  by  him. 

The  resolution  was  then  adopted. 

Mr.  William  Metcalf.— Before  proceeding  to  other  business,  I 
would  like  to  say,  in  behalf  of  the  American  Institute  of  Mining  Engi- 
neers, that  that  Institute  will  meet  in  Washington  on  February  21st, 
1882,  and  the  following  days.  That  Institute  has  arranged  to  give  to 
this  subject  one  whole  session  of  its  meetings,  and  has  provided  for  a 
discussion  by  members  especially  qualified  to  speak  thereon.  If  the 
Board  of  Direction  of  this  Society  can  have  the  memorial  to  Congress 
prejjared  before  that  time,  I  am  sure  the  members  of  the  Institute  of 
Mining  Engineers  will  make  every  effort  to  promote  a  proper  disposition 
of  the  matter. 

The  following  resolution  was  oiSfered  by  Mr.  O.  Chanute  ;  seconded 
and  adopted  : 

Wiereas,  Mr.  T.  F.  Rowland  has  subscribed  S2,500  to  the  Building 
Fund,  and  this  subscription,  much  the  largest  thus  far  made  by  any  one 
member,  should  be  specially  acknowledged  by  this  Society  ;  therefore. 

Resolved,  That  the  thanks  of  the  American  Society  of  Civil  Engineers 
be  tendered  to  Mr.  Rowland  for  his  generous  subscription,  and  that  he 
be  i^resented  with  a  copy  of  these  resolutions. 

Resolved,  That  the  Board  of  Direction  be  instructed  to  make  the 
necessary  arrangements  to  institiite  an  annual  prize,  of  the  value  o*  at 
least  .^50,  to  be  known  as  the  "Rowland  Prize,"  and  to  be  regularly 
awarded  hereafter,  to  the  authors  of  papers  read  before  the  Society, 
under  rules  to  be  jointly  framed  by  Mr.  Rowland  and  the  Board  of 
Direction. 

A  member  who  was  not  i^resent  at  the  morning  session  requested  in- 
formation as  to  the  action  taken  in  reference  to  compounding  annual 
dues  or  creating  Life  Memberships.  This  information  being  given,  a 
motion  was  made  and  carried  reconsidering  the  action  taken  at  the 
morning  session  in  reference  to  the  proposed  amendment  to  Article  XXII 
of  the  Constitution,  so  as  to  allow  further  discussion. 

Mr.  Lyman  Bridges. — In  reading  a  report  recently  issued  from  the 
Finance  Committee,  I  was  surprised  to  find  that  they  did  not  see  that 
compounding  dues  or  creating  Life  Memberships  would  inure  to  the 
benefit  of  this  Society.  It  seems  to  me  they  ought  to  have  reported  a 
proper  sum  for  this  purpose.  Other  similar  societies  have  Life  Member- 
ships, and  certainly  a  sum  can  be  found  which  will  be  fair  and  advan- 
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tageous  to  all.  If  $300  is  not  enough,  then  some  other  sum  must  be 
enough.  Interest  certainly  accumulates,  and  if  five  per  cent,  cannot  be 
depended  upon,  then  take  a  lower  rate.  It  does  seem  to  me  a  mistake  to 
have  the  action  of  this  Annvial  Meeting  go  out  as  discountenancing  the 
idea  of  Life  MembershijDS.  I  would  like  to  become  a  Life  Member  at 
whatever  ijrice  may  be  determined  vipon  by  the  Finance  Committee  as 
fair,  and  I  am  inclined  to  move  that  it  be  the  sense  of  this  meeting  that 
an  amount  of  $500,  or  such  an  amount  not  exceeding  $500  as  the  Finance 
Committee  deem  fair,  should  be  the  sum  at  which  annual  dues  may  be 
compounded  by  one  payment. 

The  Secretary,  Mr.  John  Bogart. — I  am  afraid  that  the  report  to 
which  the  gentleman  alludes,  was  so  long  that  he  did  not  quite  read 
through  the  whole  of  it.  The  report  was  made  under  these  circum- 
stances :  An  amendment  to  the  Constitution  was  regularly  offered,  fixing 
the  future  rate  for  compounding  annual  dues  at  a  definite  stated  amount. 
Neither  the  Board  of  Direction  nor  the  Finance  Committee  had  any 
right  to  alter  that  amount,  or  to  in  any  way  change  the  proposed  amend- 
ment. But,  as  the  Board  considered  the  subject  of  the  greatest  import- 
ance, it  requested  the  Finance  Committee  to  look  into  it,  in  its  bearings 
upon  the  finances  of  the  Society.  The  Finance  Committee  did  so,  and 
prepared  a  report,  which  the  Board  issued  simply  for  the  information  of 
the  members  of  the  Society.  That  report  showed  that,  in  the  judgment 
of  the  Committee,  the  affairs  of  the  Society  were  in  such  a  condition  that 
it  would  be  unwise  to  recommend  a  basis  for  compounding  dues  which 
would  tend  seriously  to  lessen  the  present  annual  income  ;  that  the 
amounts  which,  under  present  circumstances,  it  would  be  safe  to  adopt 
would  appear  large,  and  the  Committee  feared  might  tend  to  discourage 
members  from  compounding.  The  Committee  added  :  "  While  we  look 
with  favor  upon  the  plan  of  compounding  dues  as  having  for  its  object 
the  permanent  and  best  interests  of  this  Society,  and  which,  if  in  suc- 
cessful operation,  would  in  time  accomplish  all  that  might  be  expected 
of  it,  yet  we  fear  that  its  introduction  at  the  present  time  might  so 
seriously  embarrass  the  Society  financially  as  to  jeopardize  those  im- 
portant interests  which  this  plan  was  especially  designed  to  subserve." 

The  Committee,  as  the  gentleman  states,  did  not  fix  a  rate  for  com- 
pounding dues.  It  really  was  not  their  duty  to  do  so,  because  only  the 
Society,  at  the  Annual  Meeting,  has  the  right  to  change  or  amend  a  regu- 
larly proposed  amendment  to  the  Constitution.  This,  I  think,  explains 
the  point  made  as  to  the  report  referred  to.  I  may  add,  that  I  feel  sure, 
in  view  of  the  discussion  of  to-day  and  of  the  consideration  that  will 
certainly  now  be  given  to  the  subject,  that  a  plan  will  soon  be  elaborated 
which  will  successfully  accomplish  the  desired  result,  and  which  will 
give  a  method  of  compounding  dues  alike  just  to  the  individual  member 
and  to  the  Society  at  large.  With  this  expectation,  I  suppose  that  it 
will  be   the  better   course  to  recommend   that  the  present  proposed 
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amendment  be  not  passed.  For  myself,  I  will  say  that  the  subject  im- 
presses me  as  so  important  that  I  will  endeavor  to  aid,  as  far  as  I  can,  in 
its  suitable  and  speedy  solution . 

Note. — By  an  error  in  transcribing,  the  statement  of  the  funds  and 
income  of  the  English  Institution  of  Civil  Engineers  was  incorrectly 
given  in  the  Proceedings  of  this  Society,  October,  1881,  Vol.  VII.,  p.  108. 

The  statement  for  December  1,  1881,  is  : 

Institution  Investments £36  838 

Trust  Funds 14  642 

Total £51  480 

Or,  say S257  400 

The  total  receipts  for  the  year  were  : 

Strict  income,  incliiding  dues,  interest  on  Institution  Invest- 
ments, etc £12  398 

Other  receipts,  including  admission  fees,  and  life  composi- 
tions, which  are  treated  as  capital,  also  interest  on  Trust 
Funds 3  508 

Total £15  906 

Or,  say ' ii;79  530 

Mr.  Lyman  Bkidges. — Not  having  been  present  this  morning,  I  have, 
with  several  other  members,  asked  for  this  information.  In  response 
to  the  circulars  requesting  contributions  to  our  Building  Fund,  I  have 
desired  to  do  something,  but  I  also  desired  to  pay  for  a  Life  Membership, 
and  had  hoped  the  two  might  be  combined.  It  seem  that  it  ought  to 
be  possible  to  do  so,  or,  at  all  events,  to  fix  a  sum,  the  payment  of  which 
would  relieve  any  member  so  desiring  of  future  annual  dues. 

Mr.  Charles  H.  Fisher,  moved  to  amend  the  proposed  amendment  to 
the  Constitution  by  striking  out  $300,  and  inserting  f  500;  and  striking 
out  $150,  and  inserting  $300;  and  said  that  if  invested  at  5  per  cent,  these 
amounts  would  give  to  the  Society  the  same  annual  income  as  the 
present  dues. 

Mr.  Joseph  P.  Davis. — I  doubt  whether  we  should  adopt  this 
motion.  If  we  find  afterward  that  we  can  aflford  lower  rates,  it  would 
be  a  mistake  to  recommend  these.  I  think  it  is  better  that  we  should 
pass  the  motion  we  have  reconsidered. 

Mr.  Wji.  p.  Shinn. — The  last  article  of  the  Constitution  of  the  Society, 
which  provides  that  proposed  amendments  shall  be  in  order  for  discus- 
sion and  amendment  at  the  Annual  Meeting,  and  with  such  amendments 
thereto  as  may  have  been  approved  by  a  majority  vote  of  the  Annual 
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Meeting,  shall  be  voted  upon  by  letter  ballot,  has  been  construed  by  the 
Board  of  Direction  to  provide  that  both  the  original  proijosition  and 
also  the  proposition  as  amended  at  the  Annual  Meeting  should  be  sent  to 
letter  ballot.  I  do  not  agree  with  that  construction  of  the  article,  but 
it  has  been  so  decided.  The  result,  in  the  present  case,  might  be  such  a 
division  of  the  vote  as  would  prevent  either  proposition  from  being 
adojjted.  But  since  the  non-resident  members  are  not  now  very  largely 
present,  they  might  not  understand  how  decidedly  this  Annual  Meeting 
feels  that  the  proposition,  in  its  original  form,  should  not  at  present  be 
adoj)ted.  Should  both  the  original  amendment  and  this  proposed  modi- 
fication of  it  go  to  ballot,  many  members  might  not  be  as  likely  to 
recognize  the  fact  that  the  discussions  here  have  determined  in  the 
minds  of  those  present  that  the  original  amendment  is  not  in  a  shape  to 
be  now  adopted  with  advantage  to  the  Society,  and  they  might,  there- 
fore, vote  for  it,  and  the  Society  thus  be  bound  to  a  provision  not  now 
desirable. 

If  we  simply  recommend  that  the  oi'iginal  proposed  amendment  be 
not  adopted,  it  will  probably  be  more  effective,  and  the  subject  can  be 
taken  up  and  jjut  into  proper  shape  at  some  future  meeting. 

In  reference  to  subscriptions  to  the  Building  Fund,  it  must  be  re- 
membered that  amounts  paid  for  compounding  dues  will  not  go  to  the 
Building  Fund  at  all,  but  to  the  General  Fund  of  the  Society,  the 
interest  from  which  is  used  to  defray  current  expenses.  We  have 
already  discussed  the  propriety  of  passing  a  resolution  to  the  effect  that 
a  subscription  of  a  certain  amount  to  the  Building  Fund  should  consti- 
tute the  subscriber  a  Life  Member.  But  we  have  decided  that  we  could 
not  do  this,  and  the  proposition  that  this  meeting  should  recommend 
such  action  was  not  agreed  to,  because  members  present  thought  it 
inexi^edieut  as  tending  to  effect  a  change  in  the  fiindamental  law  of  the 
Society,  without  previous  general  notice  to  members. 

Under  all  the  circumstances,  it  seems  to  me  that  the  action  of  this 
morning,  in  recommending  that  the  proposed  amendment  be  not 
adopted,  is  the  most  desirable. 

Mr.  Lyman  Bridges. — Can  not  this  meeting  recommend  that  one 
proposition,  when  submitted  to  letter  ballot,  should  be  passed,  and  the 
other  not  passed?  If  this  is  done,  I  think  it  probable  that  the  recom- 
mendation will  be  considered  by  members  when  they  vote. 

Mr.  Charles  H.  Fisher. — I  did  not  understand,  when  I  offered  this 
amendment  changing  the  sums  from  $300  to  $500,  and  from  $150  to 
$300,  that  both  the  original  proposition  and  its  amended  form,  as  jaer- 
fected  at  this  meeting,  would  go  to  letter  ballot.  If  that  is  the  case, 
I  am  inclined  to  withdraw  my  amendment. 

Mr.  WniiiiAM  P.  Shinn. — At  the  last  Annual  Meeting  a  precisely 
similar  case  occurred.  There  was  an  amendment  offered  as  to  the  man- 
ner of  electing  members.     The  Annual  Meeting  amended  that  jiroposed 
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amendment.  The  ballot  was  sent  out  by  the  Board  of  Direction,  pro- 
viding for  a  vote  on  both  the  original  and  the  amended  proposition. 
The  result  in  that  case  was  a  division  of  the  vote,  and  neither  proposi- 
tion was  adopted.  The  danger  in  the  present  case  is,  as  I  have  said, 
that,  if  it  seems  to  be  a  question  between  two  propositions,  members 
who  do  not  look  thoroughly  into  the  subject  may  vote  for  the  one  which 
in  the  view  of  this  meeting  is  undesirable,  while  if  the  single  original 
proposition  is  sent  out,  with  the  positive  recommendation  of  this  meet- 
ing that  it  be  not  adopted,  then  it  will,  probably,  not  be  adopted. 

Mr.  Lyman  Bkedges. — It  seems  a  pity  that  we  can  not  recommend  to 
the  Society,  with  a  probability  of  the  recommendation  being  followed, 
some  scheme  which  will  secure  the  result  which  everybody  here  thinks 
desii-able.  I  hope  the  way  will  be  found  to  do  it  now.  If  not,  I  hojie 
that  at  the  earliest  possible  time  after  this  meeting  such  a  scheme  may 
be  elaborated.  I  have  none  now  to  i^ropose.  I  venture  to  suggest  that 
perhajjs  this  division  of  residents  and  non-residents  should  not  be  taken 
into  account  in  a  compounding  plan,  but  that  one  proper  sum  may  be 
adopted  for  all  members.  Again,  the  laws  in  relation  to  annuities  and 
life  insurance  premiums  have  been  so  well  studied  that  their  application 
to  our  case  ought  not  be  very  difficult.  Again,  it  might  be  arranged 
that  the  payment  of  the  amount  of  dues  for  a  term  of  years— say,  per- 
haps, twenty  years — should  constitute  Life  Membership.  At  all  events, 
it  is  certainly  important  to  do  something,  and  I  believe  such  measures 
as  have  been  suggested  will  help  increase  both  the  Building  and  the 
General  Fund. 

Mr.  John  Bogaet. — While  an  addition  to  the  General  Fund  does  not 
increase  the  Building  Fund,  yet  the  interest  from  the  investment  of  the 
General  Fund  would  go  directly  towards  paying  the  interest  on  the 
mortgage  now  held  ujDon  our  property ;  so  that  the  result  of  a  contribu- 
tion to  either  fund  would  be  substantially  the  same. 

The  amendment  proposed  by  Mr.  Charles  H.  Fisher  was  then  lost. 
The  original  motion  was  then  again  voted  ui)on,  and  carried,  as  follows : 

That  this  Annual  Meeting  recommends  to  the  Society  that  the  above 
proposed  amendment  to  Article  XXII  of  the  Constitution  is  injudicious  in 
the  present  condition  of  the  Society,  and  that  it  should  not  be  adopted. 

Mr.  William  P.  Shinn. — The  tone  of  the  discussion  at  this  meeting 
has  clearly  shown  that  the  feeling  is  in  favor  of  such  action  as  would 
admit  of  a  subscription  by  a  member  to  the  Building  Fund  effecting  a 
final  payment  of  annual  dues  and  constituting  a  Life  Membership,  and  I 
have  no  doubt  that  as  soon  as  it  can  be  legally  done  such  action  will  be 
proposed,  and  it  will  probably  be  adopted. 

Mr.  F.  Collingwood  exhibited  specimens  of  wires  which  had  been 
tested,  and  explained  the  resiilts  of  the  tests. 

After  an  announcement  of  the  programme  for  the  following  day,  the 
Annual  Meeting  adjourned. 
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The  Members  of  the  Society  present  at  the  Annual  Meeting,  were  : 
Julius  W.  Adams,  T.  H.  Akirich,  Wm.  M.  Allaire,  E.  E.  Andrews,  W. 
H.  Atwood,  O.  W.  Barnes,  George  S.  Baxter,  Van  Brunt  Bergen,  H. 
Bissell,  H.  D.  Blunden,  James  P.  Bogart,  John  Bogart,  A.  P.  Boiler,  E.  W. 
Bowditch,  H.  K.  Bradbury,  W.  H.  Bradley,  Lyman  Bridges,  Chas.  O. 
Brown,  Thomas  E.  Brown,  Jr.,  L  L.  Buck,  W.  D.  Bullock,  James  A. 
Burden,  Wm.  H.  Burr,  O.  Chanute,  E.  S.  Chesbrough,  H.  Wadsworth 
Clarke,  Thomas  C.  Clarke,  Thomas  M.  Cleemann,  E.  Collingwood,  A.  G. 
Compton,  Theodore  Cooper,  Martin  Coryell,  J.  James  R.  Croes,  Charles 
G.  Darrach,  Jos.  P.  Davis,  E.  A.  Doane,  E.  B.  Dorsey,  George  W. 
Dresser,  Thomas  Egleston,  N.W.  Ellis,  S.  Clarence  Ellis,  Theo.  G.  Ellis, 
Theo.  N.  Ely,  Charles  E.  Emery,  Charles  A.  Ferry,  Albert  Fink,  Charles  H. 
Fisher,  Clark  Fisher,  Sandford  Fleming,  M.  N.  Forney,  Chas.  E.  Fowler, 
George  H.  Frost,  E.  E .  Glaskin,  Charles  E.  Goad,  Bryant  Godwin,  Wm. 
H.  Grant,  S .  M .  Gray,  D.  M.  Greene,  George  S.  Greene,  Jr. ,  A.  E. 
Haddock,  S.  S.  Haight,  Wm.  G.  Hamilton,  Geo.  E.  Harding,  Henrique 
Harris,  B.  D.  Hasell,  C.  H.  Haswell,  W.  A.  Haven,  A.  B.  Hill,  Wm. 
E.  Hutton,  Walter  Katte,  Charles  Kellogg,  E.  D.  Leavitt,  Jr.,  G. 
Leverich,  Charles  Macdonald,  Arthur  Macy,  C.  C.  Martin,  C.  S.  Maurice, 
James  McCrea,  T .  H.  McKenzie,  George  W.  McNulty,  Wm.  Metcalf , 
O .  E.  Michaelis,  H.  S.  Munroe,  George  S .  Morison,  Henry  G.  Morse, 
Isaac  Newton,  James  Owen,  Charles  Paine,  Wm.  H.  Paine,  F.  C. 
Prindle,  Chas.  Ward  Eaymond,  David  Reeves,  J.  Gardner  Sanderson, 
Wm.  H.  Searles,  Wm.  P.  Shinn,  S.  H.  Shreve,  W.  W.  C.  Sites,  C.  Van- 
dervoort  Smith,  Wm.  Sooy  Smith,  E.  P.  Staats,  Cook  Talcott,  Joseph 
E.  Thomas,  E.  H.  Thurston,  M.  M.  Tidd,  Eobert  Van  Buren,  E.  B. 
Van  Winkle,  C.  C.  Waite,  Henry  F.  Walling,  C.  D.  Ward,  L.  B.  Ward, 
Ashbel  Welch,  Thomas  J.  Whitman,  F.  M.  Wilder,  W.  H.  Wiley,  John 
A.  Wilson,  Jos.  M.  Wilson,  W.  W.  Wilson,  S.  Wimmer,  De  Volson 
Wood,  and  William  E.  Worthen. 

The  Members  of  the  Society  on  Thursday  morning  met  as  arranged 
in  the  programme  given  below,  which  was  carried  out  iii  all  details. 
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AMERICAN"  SOCIETY  OF  CIVIL  ENGINEERS. 

Annual  Meeting  of  1882. 

John  Bogaet,  Geokge  W.  Dressee, 

Welliam  H.  Paine,  O.  Vandervookt  Sjvhth, 

Chaeles  E.  Emeey, 

Committee. 


PROGRAMME 

Wednesday,  Januaey  18,  1882. 


The  Annual  Meeting  will  be  lield  at  the  House  of  the  Society,  begin- 
ning at  10  A.  M. 

The  Annual  Reports  will  be  presented  ;  officers  of  the  Society  elected; 
proposed  amendments  to  the  Constitution  discussed.  Rejjorts  are  ex- 
l^ected  from  the  Standing  Committees  on  Gauging  of  Streams,  on  Tests 
of  Cements,  and  on  i^reservation  of  Timber;  also  a  report  from  the  Board 
of  Direction  on  the  subject  of  Tests  of  American  Iron,  Steel  and  other 
metals.  These  reports  will  be  discussed.  General  business  will  be 
transacted. 

Lunch  will  be  served  at  the  House  of  the  Society  at  1  p.  bi.  After 
lunch  the  session  of  the  meeting  will  be  resumed  at  2:30  p.  m.  An 
evening  session  will  also  be  held  if  found  desirable. 

Thtjesday,  Januaey  19,  1882. 

Meet  at  Works  of  Manhattan  Gas  Company,  cor.  18th  Street  and  10th 
Ave. ,  at  10  a.  m.  (Members  who  prefer  can  meet  at  the  Society  House, 
at  9:30,  and  jiroceed  thence  to  the  Manhattan  Works).  Opportunity  will 
be  given  for  inspecting  the  whole  of  the  works,  if  desired,  and  especially 
the  practical  working  of  the  Ross  Steam  Stoking  Machinery,  together 
with  arrangements  for  the  economical  handling  of  coal. 

Thence  proceed  by  boat  to  the  Works  of  the  Hudson  River  Tunnel,  at 
Hoboken.  The  plans  and  practical  operations  connected  with  the  Tun- 
nel will  be  exhibited  and  explained. 

Thence  by  boat,  to  the  Station  of  the  Pennsylvania  Railroad  at  Jersey 
City,  where  its  terminal  arrangements  will  be  examined. 

Thence,  also  by  boat,  to  the  Brooklyn  Pier  of  the  New  York  and 
Brooklyn  Bridge.  The  bridge  will  be  crossed  upon  the  main  floor, 
which  will  be  planked.  This  will  be  the  first  party  to  cross  upon  the 
main  roadway. 

From  the  New  York  terminus  of  the  Bridge,  proceed  to  the  foot  of 
Courtlandt  Street,  and  visit  the  works  of  the  New  York  Steam  Heating 
Company,  near  the  corner  of  Courtlandt  and  Greenwich  Streets. 
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Thence,  by  boat,  to  the  foot  of  23(1  Street,  North  River,  to  inspect 
the  work  in  progress  at  that  point  by  the  Department  of  Docks. 


In  the  evening  a  Reception  will  be  held  at  the  House  of  the  Society  at 
8  p.  M.,  after  which  Supper  will  be  served  in  the  Library. 


APPROXIMATE  TIME  TABLE. 
Januaky     18th. 

AT    SOCIETY    HOUSE. 

10    A.  M.,  Business  Meeting.  2:30    P.  M.,  Adjourned  Meeting. 

1     P.  M.,  Lunch.  8    P.  M.,  Evening  Session  (if  held). 

January     19th. 

10  A.  M.,  Manhattan  Gas  Works.  1    P.  M.  Arrive  Brooklyn  Bridge. 
10:45    "        Leave    "           "           "  2         "        Leave  "  " 

11  "       Arrive  Hudson  River  Tunnel.  2:30   "       Arrive  Courtlandt  St. 
11:45    ■'        Leave          "            "            "  3:15   "       Leave  " 

12  M.,        Arrive  Pennsylvania  R.  R.  Station.     3:45   •'       Arrive  Foot  West  23d  Street. 
12:30  P.  M.  Leave  "  "  "  8:00  "       Reception  at  Society  House. 


Much  gratification  was  expressed  with  the  arrangements,  and  with  the 
fact  that  the  Lunch  on  the  day  of  the  meeting,  and  the  Reception  and 
Supper  on  the  evening  of  the  second  day,  were  held  at  the  New  House 
of  the  Society,  which  afforded  accommodations  for  the  enjoyment  of  a 
remarkably  pleasant  evening. 


Imerican  mtki^  of  |jtiil  fiiflinecrs. 


i^nooEEDinsras. 


Vol.    VIII. — February  and    March,     1882. 


MINUTES    OF    MEETINGS 

(Abstract  of  such  as  may  be  of  general  interest  to  members.  , 

OF  THE  SOCIETY, 

Februaky  1st,  1882. — The  Society  met  at  8  p.  m.,  Mr.  Charles  Mac- 
(lonalcl  iu  the  Chair.  Ballots  were  canvassed  and  the  following  candi- 
dates declared  elected  as  members  :  Enrique  Budge,  Valparaiso,  Chili  ; 
Chester  B.  Davis,  Omaha,  Nebraska  ;  Robert  Gordon,  Henzada,  British 
Burmah  ;  George  S.  Rice,  Charleston,  Arizona  ;  Thomas  J.  Seely,  Las 
Vegas,  New  Mexico  ;  Romeo  Paul  Tomassek,  New  York. 

The  deaths  of  the  following  named  members  were  announced  :  Theo- 
dore Ransom  Scowden,  of  Cleveland,  Ohio,  elected  Member  May  7,  1873, 
died  December  31st,  1881  ;  Moses  Lane,  of  Milwaukee,  Wisconsin, 
elected  Member,  December  4th,  1867,  died  January  25th,  1882  ;  Alexan- 
der Lyman  Holly,  of  Brooklyn,  New  York,  Past  Vice-President,  elected 
Member,  October  1st  1873,  died  January  29th,  1882, 

Febkuaky  15th,  1882. — The  Society  met  at  8  p.  m..  President  Welch 
in  the  Chair.  A  jjaper  hy  R.  E.  McMath,  Member  A.  S.  C.  E.,  subject: 
"  The  Mean  Velocity  of  Streams  Flowing  in  Natural  Channels,"  was 
read  by  Seci'etary  Bogart,  and  discussed  by  Messrs.  T.  C.  Clarke,  Col- 
Hngwood,  JosejDh  P.  Davis,  Emery  and  Welch. 


EEPOKT  OF  THE  BOAKD  OF  DIKECTION 

For  the  Fourteen  Months  ending  December  ^Ist,  1881. 
Presented    and   accepted    at   the   Annual   Meeting,    January    18tb,    1882. 


The  Board  of  Direction  in  presenting  this  Report  for  the  fourteen 
months  ending  December  31st,  1881,  desires  to  congratulate  the  Society 
upon  this  first  annual  meeting  in  a  house  of  which  it  is  itself  the  owner. 


V. 
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The  purchase  of  this  j^roperty  is  in  the  opinion  of  the  Board  a  most 
important  step  in  the  progress  of  the  Society.  The  great  necessity  of 
better  provision  for  the  accommodation  of  the  different  departments  of 
Society  work  has  been  felt  by  many  of  our  members  for  a  number  of 
years.  The  advance  of  the  rent  of  the  house  in  Twentieth  Street,  occu- 
pied since  May,  1877,  rendered  it  necessary  either  to  rent  new  qiaarters, 
or  to  purchase  a  suitable  house.  The  circular  inviting  subscriptions  to 
a  fund  for  the  purchase  of  a  house  was  issued  January  1st,  1881. 
Details  of  the  jDrogress  of  the  subscription,  and  of  the  purchase  of  this 
house  are  given  in  the  following  portion  of  this  report.  Before  doing 
this  the  Board  desires,  in  behalf  of  the  Society,  to  acknowledge  the 
promptness  and  liberality  which  has  characterized  the  action  of  those 
who  have  subscribed  to  this  fund.  The  number  of  paid  subscriptions, 
up  to  January  1st,  1881,  is  110  ;  the  amount  paid  to  that  date  is  ^14,012. 
Among  the  subscriiJtions  are  three  of  ^200,  two  of  .1*250,  three  of  ^500, 
and  one  of  i$2,500.  The  spirit  which  prompted  this  last-mentioned 
subscription  from  an  engineer  who  has  been  a  member  of  the  Society 
many  years  is  thoroughly  appreciated  by  the  Board,  and  doubtless  also 
by  all  the  members  of  the  Society. 

Of  the  110  subscriptions  77  have  been  made  by  Members  or  Fellows 
of  the  Society,  and  33  by  non-members.  Of  the  77  subscriptions  made 
by  members,  22  have  been  from  resident,  and  55  from  non-resident 
members.  Of  the  33  subscriptions  made  by  non-members,  4  have  been 
from  residents  of  New  Yoi-k  and  its  vicinity,  and  29  from  persons  resid- 
ing beyond  the  bounds  defining  resident  membershij). 

The  annual  charge  to  the  Society  for  interest  on  the  mortgage  upon 
the  premises,  and  for  taxes,  is  now  about  the  same  amount  as  has  been 
paid  for  the  rental  of  the  premises  occupied  for  a  number  of  years.  This 
annual  payment  can  of  course  be  substantially  reduced  by  an  increase  of 
the  Building  Fund,  and  thereby  a  reduction  of  the  mortgage  interest. 
When  this  shall  be  accomplished  the  revenue  of  the  Society  can  be 
appropriated  more  fully  to  its  general  uses,  and  the  publications  can  be 
substantially  enlarged.  The  Board  therefore  renews  in  this  report  the 
appeal  heretofore  made  by  circular  letters,  and  earnestly  impresses  upon 
the  members  of  the  Society,  the  great  and  important  desirability  of  an 
increase  of  this  fund.  There  are  now  657  persons  who  are  members  of 
one  or  another  class  in  the  Society,  580  of  whom  have  not  subscribed  to 
this  fund.  Of  course  there  are  a  number  among  these  who  may  not  feel 
willing  or  able  to  do  this,  but  there  are  also  a  large  number  whose  lack 
of  action  is  believed  to  be  the  result  of  inattention  to  the  subject.  Could 
the  fund  be  largely  increased  within  a  short  time  by  the  action  of  these 
members,  it  is  the  emphatic  oiDinion  of  the  Board  that  the  result  would 
be  of  paramount  advantage  to  the  Society. 

The  property  which  is  now  owned  by  it  is  valuable,  and  is  worth 
more  now  than  when  purchased  by  the  Society. 
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-resident . . 

..  9 

Total...  12 
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..  3 

"  ...  3 
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..359 

"  473 
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..  14 

"   20 

(< 

..  42 

"   48 

— 541 

By  an  amendment  to  the  Constitution,  adopted  in  February  last,  the 
termination  of  the  Society  year  has  been  changed  from  the  first  Wednes- 
day in  November  to  the  thirty-first  day  of  December  of  each  year.  This 
report,  therefore,  covers  the  period  of  fourteen  mouths,  from  November 
3d,  1880,  to  December  31st,  1881. 

On  November  3d,  1880,  the  membership  in  the  Society  was : 

Honorary  members,  resident ....     3 

Corresponding  members 

Members,  resident 114 

Associates,       "       6 

Juniors,  "       (> 

Making,  resident 1 29    Non-resident ....  427  

Total ; 556 

Fellows  66  of  whom,  10  members,  and  1  honorai"y  member  are  in- 
cluded above,  leaving 55 

Total  connected  with  the  Society,  November  3,  1880 611 

At  the  present  time  the  membership  is  : 

Honorary  members,  resident,  3     Non-resident. 
Corresponding  members. . .  " 

Members  resident 119  " 

Associates,     "        9  " 

Juniors,  "        8 

591 

Making,  resident 139     Non-resident. . .  .406  

Total 605 

Fellows,  63  of  whoni  10  members  and  1  honorary  member  are  in- 

eluded  above,  leaving 52 

Total  connected  with  the  Society  January  1,  1882 657 

The  additions  during  the  past  year  to  the  several  classes  of  Society 
membership  have  been  : 

Members  qualified 45 

Former  members  restored 2 

Associates  qualified 4 

Juniors  qualified 11 


8 

Total.. 

11 

3 

Ci 

3 

394 

i( 

..513 

15 

it 

..  24 

46 

a 

..  54 

Total  additions  to  the  several  classes  of  membership 62 
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The  decrease  during  the  year  in  the  several  classes  of  membership 
has  been  : 

Honorary  members  .Died,  1 1 

Members Died,  5 . .  Resigned . .  2 7 

Juniors Died,  0 . .  Resigned .  .  2  Transferred  to  member  3  5 

Fellows Died,  3 3 

Totals  Deaths,  9  Resignations.  4  Transfers 3     16 

There  has  thus  been  an  addition  of  62  to  the  various  classes  of  mem- 
bership, and  a  loss  by  deaths,  resignations  and  transfers  of  16,  making 
the  actual  net  additions  during  the  year  46  in  number. 

On  November,  3,  1880,  there  were,  as  stated  in  the  last  Annual 
Report,  40  proposals  pending  ;  76  proposals  have  been  received  dur- 
ing the  year  ;  48  candidates  have  been  elected  Members,  of  whom  3 
were  transferred  from  Juniors,  4  candidates  have  been  elected  Associates; 
11  candidates  have  been  elected  Juniors. 

45  persons  have,  during  the  year,  qualified  as  Members  ;  4  have  qua- 
lified as  Associates  ;  11  have  qualified  as  Janiors  ;  3  candidates  elected 
during  the  year  as  Members  have  not  yet  qualified  ;  there  are  15  proposals 
now  pending. 

Twenty-six  meetings  of  the  Society  were  held  during  the  year,  one  of 
which  was  the  Thirteenth  Annual  Convention,  all  the  sessions  of  the 
Convention,  including  the  business  meeting,  being  counted  as  one  meet- 
ing of  the  Society.  Meetings  have  been  held  on  the  first  and  third  Wed- 
nesdays of  each  month,  except  that  there  were  no  meetings  in  August, 
and  but  one  in  July. 

Twenty  meetings  of  the  Board  of  Direction  have  been  held  during  the 
year. 

One  of  the  meetings  of  the  Society  was  held  at  Chickering  Hall,  in 
March,  1881,  when  Lt.  Commander  Gorringe,  U.  S.  N.,  presented  an 
illustrated  paper  upon  the  removal  of  the  Obelisk  from  its  site  in  Alex- 
andria, Egypt,  to  its  present  site  in  the  Central  Park,  New  York  City. 
This  interesting  paper  was  the  first  public  presentation  by  Commander 
Gorringe  of  the  engineering  features  connected  with  his  successful  un- 
dertaking. 

The  Annual  Convention  of  the  past  year  was  held  at  Montreal,  Can- 
ada, June  15,  18, 1881,  and  was  attended  by  one  hundred  of  our  members. 
In  addition  to  the  time  spent  at  that  city,  visits  to  Niagara  Falls,  to 
Toronto,  to  Ottawa  and  to  Quebec,  were  included  in  the  arrangements,  and 
at  each  of  those  points,  as  well  as  at  Montreal,  oi^portunities  were  afforded 
for  the  examination  of  matters  of  special  interest  to  engineers. 
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The  constant  increase  of  interest  iu  the  Conventions  has  been  largely 
augmented  by  this,  the  first  one  held  beyond  the  limits  of  the  United 
States.  The  Board  of  Direction  desires  to  record  its  acknowledgment  of 
the  obligation  of  the  Society  to  its  members  in  Canada,  and  to  those  who 
assisted  them  in  perfecting  the  admirable  arrangements  made  on  that  oc- 
casion. 

The  Board  desires  also  to  call  the  attention  of  all  members  of  the 
Society  who  have  not  attended  its  recent  Conventions  to  the  fact, 
that  opportunities  for  the  discussion  of  professional  subjects,  for  the  ex- 
amination of  public  works,  and  for  the  extension  of  social  acquaintance 
among  engineers,  are  afforded  in  a  remarkable  manner  at  these  Conven- 
tions. Their  influence  has  been  excellent  in  many  directions,  and  they 
have  been  greatly  enjoyed  by  all  who  have  taken  part  in  them. 

It  is  hoped  that  the  attendance  upon  them  will  be  largely  increased, 
and  that  special  effort  will  be  made  by  all  our  members  to  be  present  at 
them  in  the  future. 

The  Library  has  been  increased  during  the  year  by  the  following 
additions  : 

Number  of  books  bound , 97 

"       "      unbound 118 

♦'  pamphlets 654 

"         "  majas  and  plans 27 

' '  photograjahs 16 

"  drawings,  specifications,  models  and  specimens 93 

These  do  not  include  magazines  and  papers  contributed  to  the  Society 
by  publishers,  or  received  in  Exchange  for  the  Transactions,  a  list  of 
which  is  given  in  an  appendix  to  this  report. 

The  present  state  of  the  Library  is  about  as  follows  : 

Books  and  pamjihlets 9,607 

Manuscripts 116 

Maps,  plans,  drawings,  charts,  photographs  and  engravings 2,157 

Models  and  specimens 258 

The  catalogue  of  and  index  to  the  Railroad  Section  of  the  Library  has 
been  published  and  issued  during  the  past  year.  This  index  has  been 
not  only  an  aid  to  the  examination  of  books  in  the  Library,  but  also 
an  indication  of  much  that  has  been  published  in  this  branch  of  engi- 
neei'ing,  and  thus  has  been  useful  in  itself  as  a  book  of  refei'ence. 

The  Secretary  has,  under  the  direction  of  the  Board,  issued  recently, 
the  following  circular. 

Ameeican  Society  of  Crviii  Engineers,  ) 
127  East  23d  Street,  New  York.       j 

Dear  Sir, — You  will  confer  a  favor  by  sorting  over  the  pamphlets  in 
your  possession,  and  sending  to  the  Society  such  of  them,  relating  to 
Engineering  topics,  as  you  are  willing  to  contribute. 
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We  already  have  a  large  collection  of  railroad,  city,  canal,  -waterworks 
and  other  rei^orts,  which  form  one  of  the  most  valuable  features  of  the 
Library,  and  we  desire  to  make  it  more  complete  by  preserving  as  full  a 
history  as  possible  of  the  jsrogress  of  our  public  works. 

We  also  desire  copies  of  testimony  taken  in  patent  cases  ;  controver- 
sies concerning  bridges,  railroad  crossings,  reports  of  committees  of  in- 
vestigation and  of  legislative  commissions,  &c. ,  &c. 

We  also  desire  a  copy  of  all  new  rejDorts  issued  by  your  company. 

All  contributions  will  be  duly  acknowledged  in  the  Transactions  of 
the  Society. 

By  order  of  the  Board  of  Direction, 

JOHN  BOGART,  Secretary. 

The  Board  desires  to  impress  upon  the  Members  of  the  Society  the 
gi-eat  value  of  any  contributions  to  the  Library. 

During  the  year  demands  for  Engineers  to  take  charge  of  various 
works,  have  far  exceeded  the  number  of  members  of  this  Society  re- 
corded with  the  Secretary  as  open  to  new  engagements.  Members  who 
are  in  want  of  employment,  or  who  contemplate  changing  their  connec- 
tion, are  urged  to  send  a  record  of  their  names,  qualifications  and  expec- 
tations to  the  Secretary. 

The  Norman  medal  is  thus  far  the  only  prize  which  the  Society  can 
annually  offer  for  excellence  in  the  papers  presented  at  its  meetings.  It 
is  desirable  that  a  larger  number  of  prizes  shall  be  at  the  disposal  of  the 
Society,  as  an  incentive  to  have  papers  carefully  prepared,  and  to  draw 
them  out  in  adequate  numbers.  It  is,  therefore,  suggested  that  members 
who  can  afford  it,  or  who  know  persons  of  means,  interested  in  par- 
ticular subjects,  shall  promote  the  establishment  of  funds  for  the  annual 
awarding  of  additional  prizes,  under  such  conditions  as  the  donors  shall 
specify  and  the  Board  of  Direction  accept. 

Reports  made  during  the  year  have  been  as  follows  : 

By  the  Board  of  Direction  :  The  Annual  Rei^ort  for  the  year. 

By  the  Finance  Committee  :  2  Rejiorts. 

By  the  Treasurer  :  His  Annual  Report  and  frequent  statements  to  the 
Board. 

By  the  Secretary  :  Monthly  Reports  to  the  Board. 

By  the  Committee  on  Tests  of  American  Iron,  Steel  and  other  Metals  : 
1  Report. 

By  the  Committee  on  Gauging  of  Streams  :  2  Reports. 

By  the  Committee  on  Uniform  System  of  Tests  of  Cement  :  1  Report. 

By  the  Committee  on  Preservation  of  Timber  :  1  Report. 

The  Treasurer's  Report  and  the  Report  of  the  Finance  Committee 
will  be  submitted  at  this  meeting. 
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By  the  Committee  on  Engagement  of  Civil  Engineers  upon  Govern- 
ment Works  :  1  Report,  and  the  Committee  discharged. 

By  the  Nominating  Committee  ;  1  Rej^ort. 

By  the  Committee  on  Award  of  Norman  Medal  :  1  Report. 

Reports  will  be  expected  at  this  meeting  from  the  Board  of  Direction 
on  Tests  of  American  Iron,  Steel  and  other  Metals  ;  from  the  Committees 
on  Gauging  of  Streams  ;  on  a  Uniforin  System  of  Tests  of  Cement  ;  on 
the  Preservation  of  Timber  ;  on  Uniform  Standard  Time,  and  on  the 
Award  of  Norman  Medal. 

The  Transactions  and  Proceedings  have  been  regularly  issued  during 
the  past  year.  The  Board  i-eiterates  the  appeal  to  Members  of  the  So- 
ciety, so  often  heretofore  made  in  the  Annual  Reports  and  elsewhere, 
to  contribute  to  these  Transactions  papers  or  memoranda  from  the  rich 
field  of  engineering  experience  now  enlarging  rapidly.  It  is  only  by  the 
active  and  constant  assistance  of  the  members  of  the  Society  that  the 
efforts  of  the  Management  and  the  Editor  of  the  Transactions  can  result 
in  a  proper  presentation  of  this  essential  element  in  the  Society  work. 

The  iDroposed  Amendments  to  the  Constitution,  which  have  been 
presented  since  the  last  Annual  Meeting,  have  been  printed  and  distri- 
buted to  members,  and  will  be  submitted  for  discussion  at  this  meeting. 

The  Society  has  lost  by  death,  during  the  term  covered  by  this 
report,  one  Honorary  Member,  Baron  Max  Maria  Von  Weber;  five  mem- 
bers, Messrs.  Henry  Cartwright,  G.  Thomas  Hall,  James  H.  Reno,  W . 
Milnor  Roberts  and  Henry  R.  Worthington,  and  three  Fellows,  Messrs. 
A.  D.  Briggs,  Wm.  G.  Fargo  and  Andrew  Kloman.  Appropriate  memoirs 
of  these  deceased  members  have  been,  or  will  be,  published  in  the  Pro- 
ceedings. The  Board,  however,  desires  to  esj^ecially  express  in  this  Re- 
port its  sense  of  the  great  loss  the  Society  and  the  profession  have  sus- 
tained in  the  death  of  Col.  W.  Milnor  Roberts,  Past  President  A.  S.  C.  E. 
Col.  Roberts  became  a  member  of  the  Society  September  21,  1870.  He 
was  elected  Vice-President  in  November,  1873,  and  continued  either  as 
Director  or  Vice-President  till  November,  1878,  when  he  was  elected 
President  of  the  Society,  which  office  he  held  when  he  left  this  country 
to  engage  in  professional  service  in  Brazil.  He  was  also  the  Treasurer 
and  an  active  member  of  the  Centennial  Commission  of  the  Society.  In 
the  exercise  of  the  trusts  and  duties  confided  to  him  in  these  positions 
he  was  always  earnest  and  faithful,  and  devoted  for  many  years  a  large 
share  of  his  thought  and  action  to  the  welfare  of  the  Society.  He  was 
one  of  the  most  constant  attendants  at  the  meetings  of  the  Board  and  the 
Committees,  and  his  associates  take  this  occasion  to  record  their  recogni- 
tion of  the  value  of  these  services. 

Respectfully  submitted. 

JOHN  BOGAKT, 

Secretary. 
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EEPOKT  OF  THE  TEEASUEEE 

FOK  FOUKTEEN   MoNTHS  ENDING   DeCEMBEB   31sT,    1881. 


Note. — [The  change  in  the  date  for  the  termination  of  the  Society  year  makes  it  neces- 
sary to  include  fourteen  months  in  the  present  statement.] 


Presented  at  the  Annual  Meeting  January  \%th,  1882. 


Receipts. 


Balance  on  hand  November  3d,  1880 $3,168  39 

Entrance  fees 1,600  00 

Current  Dues — For  tlie  12  months  ending  November  3,  1880: 

From    76  Resident  Members $1,789  75 

"     260  Non-resident  Members..      3,703  72 

"         5  Resident  Associates 60  00 

"       10  Non-resident  Associates.  95  00 

"         6  Resident  Juniors 90  00 

"      30  Non-resident  Juniors 285  00 


For  Novem,ber  and  December,  1881 : 
From    63  Resident  Members 

"     206  Non-resident  Members . . 

"        3  Resident  Associates 

"         6  Non-resident  Associates. 

"         5  Resident  Juniors 

"       26  Non-resident  Juniors... 


Past  Dues — From  10  Resident  Members 

"      21  Non-resident  Members. 

"         1  Resident  Junior 

"        2  Non-resident  Juniors. . . 


$262  10 

515 

00 

7 

50 

9 

96 

12 

50 

43 

15 

$260  00 

425 

95 

15 

00 

20 

00 

6,023  47 


850  21 


720  95 


Dues  for  year  beginning  January  1st,  1882: 

From    33  Resident  Members $825  00 

"      122  Non-resident  Members 1,785  15 

"          2  Resident  Associates 30  00 

"         3  Non-resident  Associates 30  00 

"          2  Resident  Juniors 30  00 

"        14  Non-resident  Juniors 140  00 


2,840  15 
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Sales  of  Publications $787  48 

Certificates  of  Membership 93  00 

Advertisements 180  00 

Miscellaneous 64  23 

Interest  on  Fellowship  Fund  Bonds $523  95 

"       Savings  Bank  Deposit 38  92 

Norman  Medal  Fund  Bonds 105  00 

Railroad  Stock 82  80 

750  67 

Proceeeds  of  Sale  of  Fellowship  Fund  Bonds 8,880  00 

Advance  Subscription  for  Payment  on  Building 5,000  00 

Subscriptions  to  Building  Fund 13,987  00 

$44,945  55 


Disbursements. 

Eent  to  May  1,  1881 $800  00 

Interest  on  Mortgage 579  86 

Taxes 576  40 

Publications 3,602  60 

Stationery  and  Printing 771  35 

Postage 915  74 

Library,  including  Index  to  Eailroad  Section 1,036  48 

Salaries 3,500  00 

Convention,  Annual  Meeting  and  Special  Meeting 443  .77 

Janitor,  House  Supplies,  Fuel,  Furniture,  Water  and  Gas .  .  .  1,404  22 

Certificates  of  Membershijj 85  20 

Other  expenditures 202  17 

Insurance 62  59 

Norman  Medal 65  80 

Moving  to  present  House 284  63 

Payment  for  U.  S.  Bonds  for  Fellowship  Fund 9,129  37 

Repayment  of  advance  Subscription  for  payment  on  Building.  5,000  00 

Payments  on  account  new  Society  House 10,931  38 

Transferred  to  Savings  Bank  Deposit 38  92 

Balance  on  hand.  Building  Fund 3,055  62 

Balance  on  hand.  General  Fund 2,459  45 

$44,945  55 
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The  Funds  of  the  Society  are  as  follows  : 
Fellowship  Fund  : 

80  Subscriptions ^8,150  00 

Accumulated  Interest,  Novembers,  1880 813  83 

Interest  received,  November  3,  1880,  to  Decem- 
ber 31,  1881 562  87 

Premium  received  on  sale  of  Jersey  City  Water 

Loan  Bonds 880  00 

$10,406  70 
Expended  from  fund,  Nov.  3,  1880,  to  Dec.  31,  1881 : 

For  Premium  on  purchase  of  United  ' 

States  bonds .<gl29  37 

For  Publications 274  58 

403  95 

$10,002  75 
The  present  investment  of  the  Fellowship  Fund 
is,  at  par  value  : 

9  United  States  Government  Bonds 9,000  00 

Deposit  in  Seamens  Bank  for  Savings 1,002  75 

—$10,002  75 

Norman  Medal  Fund  ; 

1  Certificate  Croton  Aqueduct  Stock,  New  York  City. . . .      1,000  00 
General  Investment  : 

10  Shares  New  York  Central  and  Hudson  River 

R.  R.  Stock $1,000  00 

1  Consolidated  Certificate  New  York  Central 

and  Hudson  River  R.  R.  Stock 35  00 

1,035  00 

Building  Fund: 

Receipts  Nov.  3,  1880,  to  Dec.  31,  1881 $13,987  00 

Previous  to  Nov.  3,  1881 25  00 

$14,012  00 
Expended  : 

For  Legal  Services,  Cu'culars,  etc. .       $355  03 

For  Betterments  on  Property 601  35 

Payments  on  Purchase 10,000  00 

10,956  38 

On  hand  December  31,  1881 $3,055  62 

J.  JAMES  R.  CROES, 

Treasurer. 
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REPOKT  OF  THE  COMMITTEE  ON  FINANCE. 

Pkesented,    Read  and   Accepted   at  the  Annual   Meeting,  Januaky 

18,  1882. 

■To  the  Board  of  Direction  of  the  American  Society  of  Civil  Engineers  : 

The  Committee  on  Finance  have  carehiUy  examined  the  assets  of  the 
Society,  and  find  them  correctly  reported  by  the  Treasurer. 

They  would  further  report  that  they  have  audited  all  of  the  bills  that 
have  been  paid  during  the  past  year,  and  find  them  to  have  been  approved 
and  endorsed  by  the  projier  officers,  and  in  no  case  have  the  appropria- 
tions made  by  the  Board  been  exceeded. 

Society  Rooms,  Jan'y  17,  1882. 

W.   H.  Paine, 
C.  V.  Smith, 
Jos.  P.  Davis, 

Committee  on  Finance. 


CONTRIBUTIONS  TO  THE  BUILDING  FUND. 

By  a  resolution  of  the  Board  of  Direction,  all  contributions  to  the 
Bulding  Fund  are  to  be  acknowledged,  from  time  to  time,  by  printing 
lists  of  the  same  in  the  monthly  Proceedings  of  the  Society,  and  in 
addition  to  this  the  names  of  all  those  who  may  subscribe  $100  or  more 
are  to  be  regularly  enrolled  and  published  in  future  lists  of  the  Society 
under  the  head  of  Subscribers  to  the  Building  Fund,  and  they  will  be 
entitled  to  receive  one  copy  of  the  monthly  publications,  comprising  all 
papers  and  transactions  of  the  Society,  regularly,  for  life,  for  each  $100 
subscribed  by  them  ;  such  copies  to  be  in  addition  to  those  which  they 
may  be  already  entitled  to  if  they  are  Members  or  Fellows  : 

The  following  contributions  are  acknowledged  in  addition  to  those 
heretofore  noted : 

A.  P.  Boiler $150  00 

Boston  Gas  Light  Company 250  00 

John  H.  Drake 150  00 

William  R.  Eckart 100  00 

N.  W.  Ellis 25  00 

C.  L.  Gates 20  00 

Mrs.  W.  H.  Greenwood 15  00 

*S,  S.  Haight 10  00 


♦Additional  subscription  to  payment  previously  acknowledged . 
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Sandford  Horton $100  00 

John  B.  Jervis 100  00 

E.  C.  Lewis 100  00 

William  Tiiaw 100  00 


LIST  OF  PUBLICATIONS  AND   PAPERS   RECEIVED  FOR 

LIBRARY. 

Appendix  to  Anntjal  Report  of  Boaed  of  Dieection, 
Jantjaey  18,  1882. 

The  following  papers  are  contributed  to  the  Society,  or  are  received 
in  exchange  for  Transactions  : 

American  Architect  and  Building  News Weekly Boston. 

American  Engineer ,.       "       Chicago. 

American  Gas  Light  Journal Semi-Monthly.  .New  York. 

American  Machinist Weekly • 

Annales  des  Travaus  Publics.    Monthly Paris. 

Army  and  Navy  Journal Weekly New  York. 

Builder "       London. 

Building  and  Engineering  News "       " 

Bulletin  American  Iron  and  Steel  Association Semi-Monthly.  .Philadelphia. 

Bulletin  du  Canal  Interoceanique "  "        ..Paris. 

Commissioner  of  Patents'  Journal Semi-Weekly  .  ..London. 

Critic "     Monthly.. New  York. 

Deutsche  Bauzeitung Weekly Berlin. 

Engineer "       London. 

Engineering  (2  copies) "       " 

Engineering  and  Mining  Journal " New  York. 

Engineering  News ••       " 

Genie  Civil "       Paris. 

Iron , "       London. 

Iron  Age "       New  York. 

Journal  of  Artillery  and  Military  Engineering Monthly Vienna. 

"        of  Society  of  Arts Weekly London. 

of  Gas  Lighting "       

Manufacturer  and  Builder Monthly New  York. 

Manufacturer  and  Iron  World Weekly Pittsburgh. 

Mechanics "       New  York. 

National  Car  Builder Monthly " 

Record  of  Scientific  Literature •'        " 

Railroad  Gazette Weekly " 

Railway  Age "       Chicago. 

Railway  Review "       " 

Railway  World "       Philadelphia. 

Reportorium  der  Technischen  Literatur .;. Leipsig. 

Revue  Genferale  des  Chemins  de  fer Monthly Paris. 

Sanitary  Engineer Weekly New  York. 

Scientific  American "       " 

Scientific  American  Supplemgnt "       " 

Tehnic  Tidskrift • Monthly Stockholm. 

Techniker Semi-Monthly.  .New  York. 
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Telegraph  Journal  and  Electric  Review Semi-Monthly .  .London. 

The  Locomotive Monthly Hartford, 

Van  Nostrand's  Magazine "         New  York. 

Zeitschrift  fur  Baukunde Quarterly Munich. 

Zeitschrift  fur  Bauwesens "         Berlin. 

The  following  ai*e  subscribed  for  : 

American  Bookseller Semi-Monthly.  .New  York. 

American  Catalogue "  '•        ..         " 

American  Library  Journal Monthly 

Index "         " 

Bookseller "         London. 

Publishers'  Weekly Weekly New  York. 

U.  S.  Official  Postal  Guide Monthly Boston. 

The  Society  has  received  during  the  year,  in  exchange  for  the 
"Transactions,"  oflScial  publications  of  the  following  associations,  in 
many  instances  for  preceding  years  : 

Aeronautical  Society  of  Great  Britain London. 

Academy  of  Sciences Washington. 

Akademie  des  Bauwesens Berlin 

American  Chemical  Society New  York. 

American  Gas  Light  Association " 

American  Institute  of  Architects " 

American  Institute  of  Mining  Engineers Easton. 

American  Iron  and  Steel  Association Philadelphia. 

American  Society  of  Mechanical  Engineers New  York. 

Annates  de  Construcciones  Civiles  y  de  Minas., Lima. 

Annales  des  Ponts  et  Chausees Paris. 

Argentine  Scientific  Society Buenos  Ayres. 

Association  of  Civil  Engineers Lisbon. 

Austrian  Society  of  Engineers  and  Architects  (Two  Publications) Vienna. 

Boston  Public  Library Boston. 

Boston  Society  of  Civil  Engineers 

Civil  Engineers'  Club  of  Cleveland Cleveland. 

Die  Administration  der  "Mittheilungen  " Vienna. 

Engineers'  Club  of  Philadelphia Philadelphia. 

Engineers'  Club  of  St.  Louis St.  Louis. 

Engineer  Department,  U.  S.  A Washington. 

Engineers'  Society,  Western  Pennsylvania Pittsburgh . 

Essayons'  Club,  Corps  of  Engineers,  TJ.  S.  A Willetts  Point. 

Franklin  Institute  Journal Philadelphia. 

Imperial  School Moscow. 

Imperial  Technic  Society  of  Russia St.  Petersburg. 

Imperial  University Tokio. 

Institution  of  Civil  Engineers London. 

"  "  oflreland Dublin. 

"  of  Engineers  and  Shii^builders  of  Scotland Glasgow. 

of  Mechanical  Engineers London. 

Iron  and  Steel  Institute " 

Massachusetts  Institute  of  Technology Boston. 

McGiU  University,  Department  of  Science Montreal 

Mechanics'  Institute San  Francisco. 

Midland  Institute  Mining,  Civil  and  Mechanical  Engineers Barnsley,  Eng. 

Mining  Institute  of  Scotland Hamilton. 
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National  Board  of  Health Washington. 

New  York  Meteorological  Observatory New  York . 

North  of  England  Institute  of  Mining  and  Mechanical  Engineers Newcastle.on-Tyuc. 

Pi  Eta  Scientific  Society Troy. 

Royal  United  Service  Institution London. 

School  of  Mines,  Columbia  College New  York. 

Smithsonian  Institution Washington . 

Society  of  Arts London . 

Society  of  Civil  Engineers .Paris. 

Society  of  Engineers Loudon . 

Society  of  Engineers  and  Architects  of  Hungary Budapest. 

"  "  "  of  Saxony Dresden. 

"  "  "  Hanover. 

Stevens  Institute  of  Technology Hoboken. 

Swedish  Society  of  Engineers Stockholm. 

Thayer  Scientific  School,  Dartmouth  College Hanover. 

Thomasson  Civil  Engineering  College,  Indian  Engineering Roorkee. 

United  States  Coast  Survey Washington. 

"  Light  House  Board . . 

"  Naval  Institute .\nuapolis. 

"  Naval  Observatory Washington . 

"  Ordnance  Department " 

University  of  Michigan Ann  Arbor. 

Western  Society  of  Engineers Chicago. 


LIST     OF    MEMBERS, 


ADDITIONS. 

MEMBERS. 

Date  of  Election. 

Andkews,  John  W Supt.     Midland    North    Carolina   Ey. , 

Goldsboro,  N.  C Mar.   1,   1882. 

Bates,  Onwakd Bridge  Entrance,  St.  Louis,  Mo Jan.  4,    1882. 

BoNNYN,  Wm.  WiNGFiELD. 26  Hospital  St ,  Montreal,  Canada "         " 

BuENET,  Geoege,  Je Asst.  Engineer  I.  B.  &  W.  R.  W.  Exten- 
sion, Indianapolis,  Ind Mar.   1,   1882. 

Davis,  Chestee  B Chief  Engineer  Water  Works,  Omaha, 

Neb Feb.   1,   1882. 

Felton,  Samuel  M.,  Jr.. Gen.  Man.  New  York  &  New  England 

E.  E.,  Boston,  Mass Jan.   4,   1882. 

Geeene,  Chaeles  E University   of  Michigan,    Ann    Arbor, 

Mich "         " 

Jaycox,  Thomas  W City  Engineer,   P.   O.  Box  189,   Lead- 

ville,   Colo "         " 

Lesage,  Loins Superintendent    Water  Works,    Mon- 
treal, Canada Sept.  7,    1881. 

Light,  Alexandee  L Chief    Engineer,     Quebec,     Montreal, 

Ottawa,     &     Occidental      E.     E., 
Quebec,  Canada "         " 
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Pkior,  Charles  H Supt.  Iowa  &  Minnesota  Div.  C.  M.  & 

St.  P.  Ry.,  Minneapolis,  Minn, . . .   Mar.   1,   1882. 

Rice,  George  S Cbarlestown,  Ariz Feb.    1,   1882. 

SavaCxE,  Albert  C City  Engineer,  El  Paso,  Texas May  4,   1881. 

Seelt,  Thomas  J Div.  Snp't  Atchison,   Topeka  &  Santa 

Ffi  R.  R.,  Las  Vegas,  N.  M Feb.   1,  1882- 

Smith,  Charles  C Chief  Engineer  St.  Paul,  Minneapolis 

&  Manitoba  R.  R.,  St.  Paul,  Minn. July  10,  1872. 


ASSOCIATE. 


Frost,  George  H Engineering  News,  Tribune    Building, 

New  York  City,  N.  Y Jan.    4,   1882. 

Watson,  William 107  Marlborough  St.,  Boston,  Mass Mar.  1,   1882. 


JUNIOR. 


Bogart,  James  P Engineer  Conn.  Shell  Fish  Commission, 

New  Haven,   Conn Jan.  4,    1882. 

Haviland,  Arthur Asst.    Engineer    Tehuantepec    R.    R., 

Jaltipan,  Mexico "         " 


CHANGES  AND  CORRECTIONS. 

MEMBERS. 

Blackwell,  Charles Supt.   Motive  Power  Norfolk   and  Vt'^estern  Railway, 

Roanoke,  Va. 

Briggs,  R.  E   Ingeneiro    Ferro-caril    Central,     San    Luis    Potosi, 

Mexico. 

Brodhead,  Calvin  E White  Haven,  Pa. 

Brough,  Redmond  J   .  . . .  City  Engineer,  Toronto,  Canada. 

Chittenden,  S.   H Supt.  Ivanhoe  Mining  Co.,  Grafton,  N.  M. 

Crowell,  J.  Foster Asst.  Eng.  P.  R.  R.,  East  Liberty,  Pittsburgh,  Pa. 

Cunningham,  D.  W Engineer  Water  Board,  Room  No.  1,  City  Hall,  Min- 
neapolis, Minn. 

Davis,  Charles  E.  L.  B.  .Capt.   Corps  of  Engineers,  U.   S.  A.,  Engineer  10th 

Light  House  District,  Buffalo,  N.  Y. 

Earlet,  John  E Locating  Eng.  N.  M.  &  A.  R.  R.,  Tucson,  Arizona. 

Flad,  Henry City  Hall,  St.  Louis,  Mo. 

Hjder,  Arthur Asst,  U.  S.  Engineer,  Duncansby  P.  0.,  Miss. 

Howard,  Frederick  B.  . .  .57  Lafayette  Ave.,  Detroit,  Mich. 

James,  Sjmuel  L 32  Carondelet  St.  (Lock  Box  437),  New  Orleans,  La. 

KiMBERLY,  M.  C Div.  Supt.  Denver  &  Rio  Grande  Ry.,  South  Pueblo, 

Colo. 
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Leatitt,  E.  D.,  Jr.  . . .  : .  .604  Main  St.,  Cambridgeport,  Mass. 

Long,  Thomas  J  Dept.  of  Docks,  foot  W.    24th   St.,  New  York  City. 

MooEE,  Egbert 102  North  Fourth  St.,  St.  Louis,  Mo, 

Nichols,  0.  F 50  Pukski  St.,  Brooklyn,  N.  Y. 

NicOLLs,  William  J Pottstown,  Pa. 

Post,  James  C Capt.  of  Engineers,  U.  S.  A.,  Jacksonville,  Fla. 

KoTCH,  William Jamaica  Plains,  Mass. 

Seymour,  Horatio,  Je Utica,  N.  Y. 

Stephens,  Clinton  F Chief  Engineer    Texas   &   St.   Louis    R.    R.,    Pine 

Bluff,  Ark. 
Van  Beocklin,  Martin..  .  .Oneida,  N.  Y. 

Van  Hoene,  John  G 5   Cortlandt  St.,  Room  77,  New  York  City,  N.  Y. 

Weir,  Charles  G M.  L.  S.  &  W.  R.  R.,  Ontonagon,  Mich . 

Wellington,  A.  M Asst.  Gen.  Man.  Mex.  Central  R.  R.,  San  Fernando, 

Mexico. 
Wood,  Joseph Supt..  Motive  Power  Penna.  Co.,  Fort  Wayne,  Ind. 


JUNIORS. 


Bullock,  Wm.   D City  Engineers'  office.  Providence,  R.  I. 

Emonts,  Wm.  a.  G 3909  Pine  St,,  Philadelphia,  Pa. 

Whitlock,  Frank  W P.  O.  Box  343,  Waterbury,  Conn. 


EESIGNATIONS. 


Larkin,  Edward December  31,  1881. 


DEATHS. 

HoLLEY,  Alexander  Lyman, 

(Past  Vice-President)  Elected  Member  October  1,  1873.     Died  January  29, 

■     1882. 

Lane,   Moses, Elected  Member  December  4,  1867.     Died  January 

25,  1882. 
ScowDEN,  Theodore  Ransom, 

Elected   Member  May  7,  1873.     Died  December  31, 
1881. 
Weight,  William  Wierman, 

Elected  Member  November  4,  1872.     Died  March  9. 
1882. 


P»ROCE]E-DINaS. 


Vol.  VIII.,— April,    1882. 


MINUTES    OF    MEETINGS 

(Abstract  of  such  as  may  be  af  general  interest  to  members.) 


OF  THE  SOCIETY. 


Makch  1st,  1882.— The  Society  met  at  8  p.  m.  Mr.  T.  C.  Clarke  in  the 
chair. 

Ballots  for  proposed  amendments  to  the  Constitution  were  canvassed 
with  the  following  results  :  Upon  the  following  proposed  amendment  to 
Article  XXII : 

Add  at  end  of  the  article,  as  follows  : 

Any  member  or  associate,  whose  subscription  is  not  in  arrears,  may  compound  for 
future  annual  subscriptions  by  the  payment  of  three  hundred  dollars  if  he  is  a  resident, 
and  of  one  hundred  and  fifty  dollars  if  he  is  a  non-resident.  But  should  a  non-resident 
become  a  resident  he  shall  pay  the  remainder  of  the  composition,  viz.,  one  hundred  and 
fifty  dollars,  or  the  usual  annual  subscription  during  the  time  of  his  residence. 

There  were  118  ballots  cast ;  28  in  the  affirmative,  86  in  the  negative 
and  4  not  voting.  This  proposed  amendment  to  Article  XXII  not  having 
received  an  affirmative  vote  of  two-thirds  of  all  the  ballots  cast,  was 
declared  not  adopted. 

Upon  the  following  proposed  amendments  to  Article  XXIV  : 

After  the  words  "  Fellowship  Fund,"  at  the  end  of  the  first  line,  insert  the  words  "Ten 
Thousand  dollars  of  which  shall  be,"  so  as  to  read  :  "  There  shall  be  a  fund  called  the  Fellow- 
ship Fund,  ten  thousand  dollars  of  which  shall  be  devoted  exclusively  to  the  publication  of 
the  papers  read  before  the  Society,"  etc.,  etc. 
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Also  add  to  the  close  of  the  article  the  words,  "  FeUows  shall  be  elected  in  the  same  man- 
ner as  Honorary  Members." 

There  were  118  ballots  cast ;  98  in  the  affirmative,  5  in  the  negative 
and  15  not  voting.  These  proposed  amendments  to  Article  XXIV  having 
received  an  affirmative  vote  of  two-thirds  of  all  the  ballots  cast,  were 
declared  adojited. 

Upon  the  following  proposed  amendment  to  Article  V  : 

Second  line  by  striking  out  the  word  "five,"  and  inserting  the  word  "  ten,"  so  that  it 
shall  read  "  ten  directors." 

There  were  118  ballots  cast ;  18  in  the  affirmative,  86  in  the  negative 
and  14  not  voting.  This  proposed  amendment  to  Article  V  not  having 
received  an  affirmative  vote  of  two-thirds  of  all  the  ballots  cast,  was  de- 
clared not  adojjted. 

Upon  the  following  proposed  amendment  to  Article  XXXIII : 

strike  out  the  word  "October"  in  the  third  line  and  substitute  therefor  the  word 
"November." 

Also  strike  out  the  word  "February"  in  the  eighth  line  and  substitute  the  word 
"March." 

There  were  118  ballots  cast ;  96  in  the  affirmative,  1  in  the  negative 
and  21  not  voting.  This  proposed  amendment  to  Article  XXXIII  having 
received  an  affirmative  vote  of  two-thirds  of  all  the  ballots  cast,  was  de- 
clared adopted. 

Ballots  for  membershij)  were  canvassed  and  the  following  candidates 
declared  elected  as  members  :  John  William  Andrews,  Goldsboro,  North 
Carolina;  George  Burnet,  Jr.,  Indianaiiolis,  Indiana;  William  Henry 
Martin,  San  Francisco,  California ;  Charles  H.  Prior,  Minneapolis,  Min- 
nesota ;  James  Lingau  Randolph,  Baltimore,  Maryland. 

The  Secretary  presented  from  the  Board  of  Direction  a  copy  of  the 
bill  which  had  been  presented  to  Congress  on  the  subject  of  Tests  of 
Structural  Materials,  with  a  report  of  the  visit  of  the  President  and  of 
Members  of  the  Board  and  of  the  Society  to  Washington,  and  also  of  the 
discussion  on  the  subject  at  the  meeting  in  Washington  of  the  American 
Institute  of  Mining  Engineers. 

Mr.  Charles  Macdonald  offered  the  following  resolutions,  which  were 
seconded  by  Mr.  T.  C.  Clarke  and  adopted  : 

Resolved.  That  in  the  death  of  Alexander  Lyman  Holley,  formerly 
Vice-President  of  the  American  Society  of  CivJl  Engineers,  the  engineer- 
ing profession  at  large,  no  less  than  our  own  Society,  has  suffered  a 
grievous  loss. 

In  him  were  combined  not  only  the  inventive  genius  to  discover  and 
successfully  apply  new  methods  of  subduing  the  forces  of  nature  for  the 
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benefit  of  mankind  (as  evinced  in  tlie  great  industries  wliicli  have  been 
develoi^ed  under  liis  direction)  ;  but  a  rare  literary  facility  for  arranging 
and  distributing  stores  of  information  obtained  through  patient  study  of 
the  works  of  others. 

By  the  example  of  his  life,  in  his  gentleness,  his  modesty,  his  defe- 
rential consideration  of  opposing  counsels,  combined  with  integrity, 
indomitable  energy  and  power  of  work,  the  standard  of  our  profession 
has  been  materially  advanced,  and  a  spirit  of  good  fellowship  engend- 
ered which  has  had  the  effect  to  weld  in  harmonious  continuity  of  inter- 
est the  several  branches  of  a  profession  destined  to  play  an  increasingly 
important  part  in  the  advancement  of  civilization. 

Resolved,  That  a  Committee  of  Five  be  appointed  to  act  in  conjunc- 
tion with  similar  committees  which  have  been  or  may  be  appointed  by 
the  American  Institute  of  Mining  Engineers  and  the  American  Society  of 
Mechanical  Engineers,  in  any  further  measures  that  may  be  deemed 
advisable  in  honor  of  the  memoiy  of  our  departed  fellow  member. 

Resolved,  That  we  offer  to  the  family  of  the  deceased  the  assurance 
of  our  earnest  and  respectful  sympathy  in  their  affliction. 

Resolved,  That  the  Secretary  be  instructed  to  transmit  copies  of  the 
above  resolutions  to  the  family,  to  the  Secretary  of  the  American  Insti- 
tute of  Mining  Engineers,  and  to  the  Secretary  of  the  American  Society 
of  Mechanical  Engineers. 

The  President  has  appointed  the  following  named  members  of  the 
Society  as  the  Committee  provided  for  in  the  above  resolution  ":  Messrs. 
Charles  Macdonald,  T.  C.  Clarke,  O.  Chanute,  Isaac  Newton  and  Wil- 
liam G.  Hamilton. 

The  Secretary  presented  a  copy  of  resolutions,  of  similar  purport, 
upon  the  decease  of  Alexander  Lyman  Holley,  which  had  been  adopted 
by  the  American  Institute  of  Mining  Engineers. 

A  paper  by  W.  S.  Auchincloss,  Member,  A.S.C.E.,  upon  the  Averaging 
Machine,  was  read  by  the  author,  practically  illustrated  upon  the  machine 
and  discussed  by  Messrs.  T .  C.  Clarke,  Joseph  P.  Davis,  Dresser,  George 
S.  Greene,  Jr.,  Katte,  Morison,  and  Prindle. 

Maech  15th,  1882. — The  Society  met  at  8  p.  m.  President  Welch  in 
the  chair.  The  death  of  William  W.  Wright,  Member  A.  S.  C.  E.,  of 
Philadelphia,  Pa.,  elected  member  November  4th,  1872,  died  March  9th, 
1882,  was  announced. 

A  paper  by  E.  H.  Keating,  C.  E.,  City  Engineer  of  Halifax,  Nova 
Scotia,  on  the  Kemoval  of  Incrustations  in  Water  Mains,  was  read  by  the 
Secretary  and  discussed  by  Messrs.  J.  C.  Campbell,  Joseph  P.  Davis, 
George  S.  Greene,  Jr.,  Has  well  and  Welch. 

Eemarks  upon  the  subject  of  the  Overflow  of  the  Mississippi  Kiver 
were  made  by  Mr.  Lyman  Bridges,  Member  A.  S.  C.  E.,  and  the  subject 
discussed. 

ApRHi  5th,  1882.— The  Society  met  at  8  p.  m.,  President  Welch  in  the 
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cliair.  Ballots  were  canvassed  and  the  following  candidates  declared 
elected  :  as  Members — William  Herbert  Bixby,  Lieut.  Corps  of  En- 
gineers, U.  S.  A.  ;  Frank  Augustus  Calkins,  New  York  ;  Joseph  Moss 
Knaj),  New  York  ;  Charles  Penrose  Perkins  (transferred),  Williamsport, 
Pa.  ;  Benjamin  Rhodes,  Niagara  Falls,  N.  Y.  ;  Robert  Surtees,  Ottawa, 
Canada  ;  as  Associate — John  Lockwood,  New  York. 

Ballots  for  a  proposed  Amendment  to  the  By-Laws  were  canvassed,  as 
follows  :  Proposed  Amendment  to  Section  24,  Third  Clause  and  Fifth 
Clause,  strike  out  the  word  October  and  substitute  the  word  November. 
There  were  76  votes  in  the  affirmative  and  2  votes  in  the  negative. 

This  proposed  amendment  to  Section  24  of  the  By-Laws,  having 
received  an  affirmative  vote  of  two-thii-ds  of  all  the  ballots  cast,  was 
declared  adopted. 

On  motion,  the  Board  of  Direction  was  requested  to  submit  to  the 
Society  a  plan  for  life  membership  embodying  with  it  a  plan  for  com- 
mutation of  dues  by  one  payment. 

A  paper  by  Alfred  P.  Boiler,  Member  A.  S.  C.  E.,  on  the  "  Mode  of 
Underijinniug  adopted  for  the  Croton  Lake  Bridge,  New  York  City  and 
Northern  Railroad,  during  the  repairs  to  the  Masonry  Piers,"  was  read 
by  the  Secretary  and  discussed  by  members  present. 

The  paper  by  L.  Bridges,  M.  A.  S.  C.  E.,  on  the  Overflow  of  the 
Mississippi  River,  read  at  the  last  meeting,  was  further  discussed. 

OF  THE  BOARD  OF  DIRECTION. 

Januaet  4,  1882. — Applications  were  considered.  Mr.  O.  Chanute 
was  added  to  the  Committee  on  Preservation  of  Timber,  and  requested 
to  serve  as  chairman.  Action  was  taken  as  to  arrears  of  dues.  The  sub- 
ject of  Tests  of  Iron  and  Steel  was  referred  to  a  Sub-Committee  for  con- 
sideration. Arrangements  were  made  for  the  approaching  Annual  Meet- 
ing, and  Messrs.  Bogart,  Dresser,  Emery,  William  H.  Paine  and  C.  V. 
Smith,  were  appointed  a  Committee  of  Ai'rangements  for  that  meeting. 

Appropriations  were  made. 

Januaky  16,  1882. — A  report  was  received  from  the  Committee  ap- 
pointed at  the  Montreal  Convention  on  Tests  of  Iron,  Steel  and  other 
Metals.  The  subject  was  discussed.  Vice-Presidents  Chanute  and 
Welch  were  appointed  a  Committee  to  present  the  subject  to  the  Society 
at  the  Annual  Meeting.  The  Annual  Report  prepared  by  Secretary 
Bogart,  was  read,  amended  and  adopted.  The  following  resolution  was 
adopted  : 

Resolved,  That  the  Secretary  be  directed  to  send  to  each  journal 
which  receives  the  Transactions  of  this  Society  in  exchange,  a  notice  that 
the  Publications  of  the  Society  are  copyrighted,  and  that  the  condition 
of  exchange  is  that  in  republishing  any  of  the  papers  or  plates  published 
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in  the  Transactions,  tliey  shall  be  credited  to  the  Transactions  of  the 
Society. 

Januaey  25,  1882. — The  Board  elected  at  the  Annual  Meeting,  Jan- 
uary 18,  1882,  met,  and  under  the  provisions  of  the  Constitution,  the 
following  Standing  Committees  were  appointed  : 

On  Finance  : 

William  H.  Paine, 
Joseph  P.  Davis, 
George  S.  Greene,  Jr. 

On  Library  : 

J.  James  R.  Croes, 
Thomas  C.  Keeper, 
George  W.  Dresser. 

The  subject  of  the  date  for  the  next  Convention,  referred  by  the 
Society  to  the  Board,  was  referred  to  a  Committee  for  consideration  and 
report. 

A  Committee  was  appointed  to  confer  with  Mr.  T.  F.  Rowland  on 
the  institution  of  the  Rowland  Prize,  as  determined  by  the  Society  at 
the  Annual  Meeting. 

A  Committee  was  appointed  to  draft  a  memorial,  and  to  recommend 
suitable  action  upon  the  subject  of  Testing  Structural  Material. 

Appropriations  were  made. 

Februai{Y  1,  1882. — Applications  were  considered.  Upon  reiJort  of 
the  Committee  the  date  for  the  Annual  Convention,  at  Washington,  was 
fixed  as  May  16,  1882.  The  Committee  on  the  Rowland  Prize  reported 
results  of  an  interview  with  Mr.  T.  F.  Rowland,  and  a  letter  from  him  on 
the  subject.  The  Committee  was  continued.  The  issue  of  a  circular 
suggested  by  the  Committee  on  Standard  Time,  was  considered.  A 
memorial  on  the  subject  of  Tests  of  Iron  and  Steel  was  discussed. 

February,  15,  1882. — A  memorial  on  the  subject  of  Tests  of  Struc- 
tural Materials,  and  the  draft  of  a  law  on  that  subject,  were  adopted.  A 
Committee  was  requested  to  visit  Washington  to  promote  the  investiga- 
tion of  the  strength  and  properties  of  structural  materials.  Applications 
were  considered. 

March  8,  1882. — Applications  were  considered.  The  Secretary  sub- 
mitted a  transcript  from  the  books  showing  the  number  of  members  in 
arrears  for  dues,  with  the  amount  of  arrears.  It  was  resolved  that  the 
action  directed  by  the  Constitution  be  taken,  and  that  the  form  of  notice 
prescribed  by  it  be  sent  to  all  members  in  arrears  for  more  than  the  cur- 
rent dues.  At  the  request  of  the  President  the  Board  considered  the 
question  of  calling  a  convention  on  the  subject  of  Standard  Time,  and  the 
opinion  of  the  Board  was  declared  that  the  most  suitable  time  for  such 
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convention  would  be  after  receipt  of  replies  to  a  circular  issued  by  the 
committee  on  tliat  subject,  and  further  report  by  that  committee. 

The  President  reported  result  of  the  visit  of  himself  and  the  Secretary 
to  Washington,  on  the  subject  of  a  continuance  of  tests  upon  Structural 
Materials  ;  the  meeting  with  other  members  of  the  Society  ;  the  pre- 
sentation of  a  law  and  memorial  to  the  Chairman  of  the  Committee  on 
Manufactures  of  the  House  of  Eapresentatives.  The  Secretary  was  au- 
thorized to  issue  a  note  to  members  on  the  subject. 

The  Secretary  announced  the  gift  from  the  Institution  of  Civil  Engi- 
neers, of  the  Minutes  of  the  Proceedings  of  that  Institution,  Volumes  I 
to  XX,  inclusive,  with  Vol.  3,  of  the  quarto  early  set,  thus  making  com- 
plete the  set  of  those  publications  belonging  to  this  Society.  The  thanks 
of  the  Board  were  ordered  presented  to  the  Institution  of  Civil  Engi- 
neers. 

Appropriations  were  made. 

Maech  29th,  1882. — Applications  were  considered.  Arrangements 
made  for  the  Annual  Convention.  The  purchase  of  the  professional 
library  of  the  late  James  P.  Kirkwood,  Past  President  A.  S.  C.  E.,  was 
authorized.  The  draft  of  a  letter  to  Members  on  the  subject  of  tests 
of  structural  materials,  was  presented  by  the  Secretary  and  its  issue 
directed. 

Apkil,  5th,  1882. — Applications  were  considered.  Action  was  taken 
as  to  Arrears  of  Dues.  Financial  business  was  transacted  and  appro- 
priations were  made. 
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LIBRARY     AND     MUSEUM. 


From  Wm.  P.  Shinn,  New  York: 

Annual  Report  of  the  Secretary  of  Internal 
Affairs  of  the  Commonwealth  of  Pennsyl- 
vania.    Volumes  IV,  V,  VI  and  VII. 

Report  of  the  Commissioners  of  Agriculture. 
Washington.     1863. 

Report  of  the  Secretary  of  War,  being  part  of 
the  Message  and  Documents  commu- 
nicated to  the  Two  Houses  of  Congress  at 
the  beginning  of  the  First  Session  of  the 
44th  Congress.  Vol.  H.  Parts  I  and  II. 
Washington.     1875. 

Anniial  Report  of  the  Bureau  of  Statistics  of 
Labor  of  the  Commonwealth  of  Pennsyl- 
vania. 1872-3.  Harrisburg.  1874.  (3 
copies.) 


Annual  Report  of  the  Ohio  State  Board  of 
Agriculture.     Columbus.     1871. 

Annual  Statement  of  the  Trade  and  Com- 
merce of  Chicago  to  the  Board  of  Trade. 
Chicago.     1869. 

Annual  Report  of  the  Chief  of  the  Bure.iu  of 
Statistics  on  Commerce  and  Navigation. 
Washington.     1877. 

Geology  of  Wisconsin. .   Survey  of  1878-1879. 

Annual  Report  of  the  Commissioners  of 
Mineral  Statistics  of  Michigan  for  1877-8, 
and  previous  year.  Marquette.  1879.  (2 
copies.) 

Report  of  the  Bureau  of  Agriculture  Statis- 
tics and  Mines  for  1876.  Nashville,  Tenn. 
1877. 
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Annual  Report  of  the  Trade  and  Commerce 
of  Chicago  for  1864,  1866  to  1868,  and  1871, 
1877  and  1879. 
Annual  Report  of  the  Packing  of  the  West. 

Chicago.     1877. 
Annual  Report  of  the  Department  of  Public 
Works  of  Chicago.      Chicago.     1878-1879. 
(2  copies.) 
Communication  from  the  State  Engineer  of 
the   State  of    New  York,    transmittiug    a 
Special  Report  on  Coal.     Albany.     1865. 
Industrial  Arbitration   and  Conciliation  in 
France  and     England.      Jos.    D.    Weeks. 
Pittsburg.     1879.     (2  copies.) 
The  Methods  of  Testing  Steam  Engines,  with 
a  description  of  the  Trials  of  the  Blake's 
Patent  Circulating  Pumps,  on  the  U.  S.  S. 
Tennessee.     Philadelphia.     1874 
The  Pacific  Railroads  and  the  relations  exist- 
ing between  them  and   the  Government  of 
the  United  Sta,tes.     New  York.     1879. 
Report  of  the  Bridging  of  the  Mississippi, 
between  St.  Paul  and  St.   Louis.     G.  K. 
Warren.    Washington.     1878. 
The  Agricultural  and  Mineral  Wealth  of  Ten- 
nessee.       J.    B.     Killebrew.        Nashville 
1876. 
Memoir  of  the  Iron  Bridge  over  the  Missouri 
River  at  St.   Joseph,  Mo.,  by  the  Detroit 
Bridge  and  Iron  Works. 
Proceedings  of  the  Road  Masters'  Meeting  of 
the  Atlantic  and  Great  Western  Railroad. 
Meadville,  Pa.     1878. 
Sandvick   Exhibition    of   Bessemer  Steel  at 

Philadelphia,  1876. 
Statistics  and   Information  relative  to   the 
Trade  and  Commerce  of  Buffalo.    Buflfalo. 
1875. 
Annual  Report  of  the  Board  of  Trade  of  Port- 
laud.     Portland.     1864. 
Annual  Report  of  the  Secretary  of  the  Navy 
on  the  Operations  of  the  Department  for  the 
year  1877. 
Annual  Report  of  the  United  States   to  the 
Secretary  of    the  Treasury.     Washington. 
1873. 
Method  and  Cost   of  Mining   Specular   and 
Magnetic  Ores.    T.  B.  Brooks,    New  York. 
1873. 
Cheaaical     Composition    of   Ores — Analysis. 

T.  B.  Brooks.     New  York.     1873. 
Historical  Sketch  of  the  Discovery  and  De- 
velopment of  Ores.  T.  B.  Brooks.  New  York. 
1873. 
Magnetism  of  Rocks  and  Use  of  the  Magnetic 
Needle  in  Exiiloriug  for  Ore.    T.  B.  Brooks. 
New  York.     1873. 
Geology  of  the  Marquette  Iron   Region.     T. 

B.  Brooks.     New  York.     1873. 
Explorations   (Prospecting   for  Ore).     T.     B. 

Brooks     New  York.     1873. 
Second  Annual  Report  of  the  Commission  on 

Steam  and  Canals.     Albany.     1873. 
Directory  of  the  Iron  and  Steel  Works  of  the 

United  States.    Philadelphia.     1880. 
Report  of  the  Transportation  Bureau  of  the 
Merchants'    Exchange  of   St.  Louis.      St. 
Louis.     1873. 
Iron  Ores  and  other  Minerals  from  the  New 

River  in  Virginia.  Philadelphia.  1876. 
An  Address  at  the  Reopening  of  Pardee  Hall, 
Lafayette  College,  November  3U,  1880. 
Easton,  Pa.  1881. 
Testimonial  to  Alexander  Lyman  Holley. 
At  the  Reception  of  the  American  Institute 
of  Mining  Engineers,  at  Pittsburg,  May  15, 
1879.    (Several  copies.) 


A  General  Account  of  the  Commonwealth  of 
Kentucky.    Cambridge.     1876. 

Annual  Reijort  of  the  Chief  Engineer  of  the 
Water  Dexiartment  of  Philadelphia.  Phila- 
delphia.    1876. 

The  Census  of  Iowa  as  returned  in  the  year 
1869.     Des  Moines.     1869. 

Safety  of  Permanent  Way,  with  Drawings 
and  Tables  concertiing  Punching  and 
Notching  of  Rails.  C.  P.  Sandbcrg.  London. 
1874, 

Annual  Rex)ort  of  the  American  Iron  and 
Steel  Association,  containing  the  Statistics 
of  the  American  Iron  Trade.  Philadelii^ha. 
1879. 

History,  Position,  Resources  and  Industries 
of  the  State  of  Wisconsin.  Madison. 
1875. 

The  Iron  and  Steel  Exhibits  of  the  Universal 
ExiJosition  of  1878  at  Paris.  Philadelphia. 
1879. 

Report  of  the  Select  Committee  on  Transpor- 
tation Routes  to  the  Seaboard.  Washing- 
ton.    1874. 

Proceedings  of  the  Senate  Committee  on 
Transportation  Routes  to  the  Seaboard. 
New  York.     1873. 

Resources  and  Capabilities  of  the  Oil  Region 
of  Tennessee.  J.  B.  KiUebrew.  NashviUe. 
1877. 

History  and  Review  of  the  Mineral  Resources 
of  Lake  Superior.  A.  P.  Swineford.  Mar- 
quette.    1876. 

Statements  of  the  Coal  and  River  Trade  in 
Opposition  to  the  Davis  Island  Dam, 
Washington,  D.  C. 

Hardening  Iron  and  Steel,  its  Causes  and 
Efi'ects.     R.  Akerman. 

The  State  of  the  Iron  Manufacture  in  Sweden. 
R.  Ackerman.     Stockholm.     1876. 

Kirkaldy's  Experimental  Inquiry  into  the 
Mechanical  Properties  of  Eagersta  Steel. 
London.     1876. 

Report  of  a  Committee  on  Repairs  of  Roads. 
Boston.     1865. 

Useful  Information  on  Practical  Electric 
Lightning.  K.  Hedges.  London  and  New 
York.     1879. 

The  Chemical  Compostion  and  Physical  Pro- 
perties of  Steel   Rails.     Easton,  Pa.     1879. 

Annual  Report  of  the  Monongahela  Naviga- 
tion Company.     Pittsburg.     1879. 

Rf^jiort  of  the  Railroad  Commissioners  of  the 
State  of  Connecticut  for  1880,  1881. 

Memorial  of  the  Chicago  and  Northwestern 
and  Chicago,  Milwaukee  and  St .  Paul  Rail- 
way Companies.     Chicago,  1875,  1876. 

Annual  Report  of  the  Michigan  Southern  and 
Northern  Indiana  Railroad  Company  for 
18G7. 

Annual  Report  of  the  Lake  Shore  and  Mich- 
igan Southern  Railroad  for  1873,  1876  and 
1880. 

Report  of  the  Special  Committee  on  Rail- 
roads and  Telegraphs,  made  to  the  Senate 
of  Ohio.     1867,  1868  and  1870. 

Report  on  the  Hudson  River  Railroad.  John 
B.  Jervis.     New  York.     1846  and  1848. 

Annual  Report  of  the  Cleveland  and  Pitts- 
burg Railroad  Company,  for  1869, 1870  and 
1871. 

Annual  Report  of  the  State  Engineer  and 
Surveyor  of  the  State  of  New  York,  from 
1865  to  1868,  inclusive.     (2  copies.) 

Annual  Report  of  the  Water  Commissioners 
of  Lowell,  Mass.,  for  1873  and  1878. 
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Reports  of  the  Board  of  Railroad  Commis- 
sioners of  Massachusetts,  for  1872  and  1879. 

Blank  Statement  of  the  Massachusetts  Rail- 
road Commissioners.     1876. 

Annual  Report  of  the  Commissioners  of  Rail- 
roads and  Telegraphs  of  Ohio,  for  1871, 1872, 
1873.  1875  and  1870. 

Annual  Report  of  the  Auditor-General  of  the 
State  of  Pennsylvania,  on  Railroads  and 
Canals,  for  1866,  1867,  1868,  1869,  1870,  1874. 

By-Laws  and  Organization  of  the  Alleghany 
Valley  Railroad  Company.  Pittsburg. 
1875. 

Annual  Reports  of  the  Alleghany  VaUey  Rail- 
road Company,  for  1866,  1870,  1873,  1875, 
1876,  1877,  1880  and  1881. 

Annual  Report  of  the  Pittsburgh,  Titusville 
and  Buffalo  Railway,  for  1876, 1877, 1879  and 
1880. 

Report  of  the  Pittsburg,  FortWayne  and  Chi- 
cago Railway,  from  1863  to  1868,  inclusive. 

Annual  Report  of  the  Railroad  Commission- 
ers of  Massachusetts,  for  1874,  1875,  1876 
and  1878. 

Reports  of  the  several  Railroad  Companies 
of  Pennsylvania,  for  1861  and  1864. 

Annual  Reports  of  the  Pennsylvania  Rail- 
road Company,  for  1867,  1870,  1871,  1874, 
1875  and  1877. 

Report  of  the  Investigating  Committee  of 
the  Peunlylvania  Railroad  Company.  Phi- 
ladelphia.    1874. 

Annual  Report  of  the  Railroad  Commission- 
ers of  Iowa.     Des  Moines.     1879. 

Report  of  the  New  York  and  Erie  Railroad . 
New  York.     1853  and  1856. 

Annual  Report  of  the  Grand  Rapids  and  In- 
diana Railroad  Company.  Grand  Raxjids. 
1873. 

Tables  of  Astronomical  and  Trigonometrical 
Survey  of  Maseachusetts.  J.  G.  Palfrey. 
Boston.     1846. 

Annual  Report  of  the  St.  Louis  and  South- 
eastern Railway  Company.  St.  Louis. 
1878. 

Report  of  the  Commissioners  to  Examine  the 
Services  from  which  a  supi^ly  of  i^ure 
Water  may  be  obtained  for  the  City  of 
Boston.     Boston.     1845. 

Annual  Report  of  the  St.  Louis,  Iron  Moun- 
tain and  Southern  Railway  Company. 
St.  Louis.     1878. 

Annual  Report  of  the  Philadelphia  and  Erie 
Railroad  Company.     Philadelphia.     1879. 

Annual  Report  of  the  Auditor  of  the  Canal 
Department  on  the  Tolls,  Trade  and  Ton- 
nage of  the  State  of  New  York .  Albany . 
1867. 

Report  of  the  Commissioners  of  the  Troy 
and  Greenfield  Railroad  and  Hoosac  Tun- 
nel.    Boston.     1863. 

Annual  Report  of  the  New  York  Central  Rail- 
road Company.     Albany.     1866. 


Revised  By-Laws  and  Organization  of  the 
Pennsylvania  Company.  Pittsburg.  1873. 
(2  copies.) 

Annual  Report  of  the  Pittsburg,  Cincinatti 
and  St.  Louis  Railway  Comxsany.  Phila- 
delphia.    1880. 

Tabulated  Results  comi^iled  from  the  Annual 
Reports  of  Railroad,  Passenger  Railway, 
Canals  and  Telegraph  Compauies  of  Penn- 
sylvania.    Harrisburg.     1875. 

Proceedings  of  the  Annual  Meeting  of  the 
Stockholders  of  the  Pennsylvania  Railroad 
Company.     Philadelphia.     1867. 

Report  of  Experiments  with  Coal-Burning 
Locomotives,  made  on  the  Pennsylvania 
Railroad.     Philadelphia.     1860. 

Annual  Report  of  the  North  Pennsylvania 
Railroad   Company.     Philadelphia.     1809. 

Annual  Report  of  the  Grand  Rapids  and  In- 
diana Railroad  Company.  Eort  Wayne. 
1869. 

Cost,  Revenue  and  Expenditure  of  the  Pub- 
lic Works  of  Pennsyivania.  Harrisburg. 
1854. 

Report  of  the  President  and  Directors  of  the 
Seaford  and  Roanoke  Railroad  Company. 
Norfolk.     1874, 

Rejiort  of  the  Indianapolis,  Cincinnati  and 
Lafayette  Railroad  Company.     Cincinnati. 

1875. 

Report  on  the  Question  of  Bridging  the 
Missouri  River.  J.  L.  WiUiauis.  Fort 
Wayne.     1867. 

Report  of  the  Central  Railroad  and  Banking 
Company  of  Georgia.     Savannah.     1875. 

Report  of  the  Chief  Engineer  of  the  Union 
Pacific  Railroad.  G.  M.  Dodge.  Wash- 
ington.    1868, 

Report  of  the  Consulting  Engineer  of  the 
Union  Pacific  Railroad.  Silas  Seymour. 
New  York.     1866. 

The  Proposed  American  Inter-Oceanic  Canal 
in  its  Commercial  Aspects.  Joseph  Nimmo, 
Washington.     1880. 

The  Census  of  Iowa,  as  returned  in  the  year 
1867. 

Description  of  the  Croton  Aqueduct.  John 
B.  Jervis.     New  York.     1842. 

Report  of  the  Chief  Engineer  of  the  Provi- 
dence Water  Works.     Providence.     1871. 

Description  of  the  Boston  Water  Works. 
1878. 

Proceedings  of  the  Railroad  Convention, 
held  at  the  St.  Nicholas  Hotel,  New  York. 
Albany      1860. 

Annual  Report  of  the  American  Railway 
Master  Mechanics'  As  ociation  in  Conven- 
tion at  Boston.    Cincinnati.     1872. 

Report  upon  tae  Proposed  Railway  Irom 
Pittsburg,  Pa.,  to  the  James  River  VaUey. 
Va. 
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FoESHEY,  Caleb  G Elected  Member  August  7,  1872  ;  died  April,  1872. 
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American  mcki^  of  |;iiil  fnflin^erfj. 


PROCEEDINGS. 


Vol.    VIII.— May,   1882. 


MINUTES    OF    MEETINGS. 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 


ANNUAL  CONVENTION  OF  THE  SOCIETY. 

Held  in  the  City  of  Washington,  D.  C,  on  the  16th,  17th,  18th 

AND  19th  of  May,  1882. 


FIEST    SESSION. 


Tuesday,  May  16th,  1882. — The  Convention  was  called  to  order  at 
10  a.  m.  by  Mr.  John  Bogaet,  Secretary  of  the  Society,  who  requested 
the  President,  Mr.  Ashbel  Welch,  to  temporarily  take  the  Chair.  The 
Secretary  then  read  the  provisions  of  the  By-Laws  relating  to  Conven- 
tions. In  accordance  with  these  provisions  and  with  the  custom  the 
Committee  of  Members  resident  in  Washington  was  requested  to 
nominate  a  permanent  Chairman  of  the  Convention.  The  Chairman  of 
that  Committee,  Col.  T.  L.  Casey,  Director  of  the  Society,  thereupon 
nominated  Gen.  Horatio  G.  Weight,  Chief  of  Engineers,  U.  S.  A., 
which  nomination  was  seconded  and  ratified  by  the  Convention,  and  he 
was  declared  elected  permanent  Chairman. 

The  President  of  the  Society  thereupon  announced  that,  on  account 
of  severe  illness,  Gen.  Wright  was  unable  to  leave  his  house  that  morn- 
ing, although  he  had  fully  hoped  and  expected  to  be  present.  Under 
these  circumstances  the  President  suggested  that  until  the  Chairman 
should  be  able  to  meet  with  the  Convention,  another  member  should  be 
chosen  as  Chairman  pro  tempore.  Thereupon,  on  nomination.  Col. 
Thomas  L.  Casey  was  elected  Chairman  pro  tempore. 
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Col.  Casey,  on  taking  tlie  Chair,  informally  welcomed  the  Society  to 
the  City  of  Washington,  and  referred  to  the  works  of  engineering  inter- 
■est  in  it  and  its  vicinity.  The  President  of  the  Society  made  a  short 
response. 

The  Secretary  then  announced  the  details  of  the  programme  for  each 
day. 

A  paper  entitled  "  An  Instance  of  Zymotic  Disease  in  Metals,"  by 
O.  E.  Michaelis,  Member  A.  S.  C.  E.,  was  read  by  the  author  and  dis- 
cussed by  T .  Egleston,  Member  A.  S.  C.  E. 

The  subject  of  a  place  for  holding  the  next  Annual  Convention  was 
considered,  and  D.  J.  Whittemore,  Member  A.  S.  C.  E.,  suggested  the 
City  of  Minneapolis,  Minn.,  presenting  reasons  for  holding  the  Conven- 
tion at  that  place.  T.  Egleston,  Member  A.  S.  C.  E.,  suggested  the 
consideration  of  some  point  in  the  extreme  West  as  desirable  for  a  future 
■Convention.  The  determination  of  this  question  was  postponed  until  the 
next  Annual  Meeting. 

The  report  of  the  Committee  upon  a  Uniform  System  for  Tests  of 
Cement  was  then  read  by  the  Chairman  of  the  Committee  as  follows  : 

Milwaukee,  May  6,  1882. 
John  Bogakt,  Esq., 

Secretary  American  Society  of  Civil  Engineers : 

Dear  Sir, — As  chairman  of  the  committee  for  devising  a  uniform 
system  of  cement  tests,  I  regret  to  report  that  my  professional  duties  as 
Chief  Engineer  of  the  Chicago,  Milwaukee  &  St.  Paul  Eailway  Co. 
(now  operating  4,300  miles  of  road,  430  of  which  was  built  under  my 
supervision  the  last  year)  have  prevented  me  from  giving  the  matter  of 
cement  tests  but  slight  attention.  Had  the  time  been  at  my  disposal  1 
could  not  report  understandingly  on  mortars  composed  of  cement  and 
sand,  owing  to  the  fact  that  but  very  few  of  the  Engineers  of  this 
Society  have  responded  to  the  call  for  sands  from  their  several  localities, 
without  which  it  is  impossible  to  select  a  standard  sand  that  can  be 
easily  obtained  by  all  experimenters.  It  is  quite  probable,  that  during 
the  present  year  my  professional  duties  will  be  such  that  I  shall  be 
unable  to  properly  act  as  chairman  of  said  committee,  and  it  would  be  a 
•relief  to  me  if  the  directors  of  your  Society  would  indicate  some  other 
person  who  has  the  time  to  devote  to  this  important  subject,  to  act  as 
chairman  in  my  place. 

All  of  which  is  respectfully  submitted. 

D.  J.  Whittemoee, 

Chair7nan. 

On  motion  of  Charles  E.  Fowler,  M.  A.  S.  C.  E.,  the  report  was 
accepted  and  the  same  committee  continued. 

The  Convention  then  adjourned  until  1.30  v.  m. 
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SECOND    SESSION. 

Tuesday,  May  16th,  1.30  p.  m. — The  Convention  was  called  to  order, 
and  in  the  temporary  absence  of  the  Chairman,  O.  E.  Michaelis,  M.  A. 
S.  C  E. ,  was  requested  to  preside. 

The  Secretary  presented  invitations  to  visit  the  oflSces  of  the  United 
States  Coast  and  Geodetic  Survey,  also  the  Museum  of  the  Ordnance 
Department,  the  Corcoran  Art  Gallery  and  the  Cosmos  Club,  which  in- 
vitations were  accepted. 

The  report  of  the  Committee  on  the  Preservation  of  Timber  was 
presented  and  read  by  O.  Chanute,  Chairman  of  the  Committee.* 
Messrs.  J.  W.  Putnam  and  E.  R.  Andrews,  of  the  Committee,  also  pre- 
sented communications  on  this  subject. 

The  Convention  then  adjourned  till  8  p.  m.  The  members  at  3  p.  m. 
visited  the  Capitol  and  the  offices  of  the  Coast  and  Geodetic  Survey. 


THIRD    SESSION. 


Tuesday,  May  16th,  8  p.  m. — The  Convention  was  called  to  order, 
Col.  T.  L.  Casey,  Director  A.  S.  C.  E.,  in  the  Chair.  The  President  of 
the  Society,  Mr.  Ashbel  Welch,  then  delivered  his  annual  address,  f 

Upon  the  conclusion  of  the  address  the  Secretary  announced  that  at 
10  a.  m.  of  the  following  morning  a  visit  woiild  be  made  to  the  Washing- 
ton Moniiment,  and  requested  Col.  T.  L.  Casey,  Engineer  in  charge  of 
that  work,  to  give  some  information  as  to  its  condition  and  progress. 

Col.  T.  L.  Casey  then  informally  addressed  the  Convention  upon  this 
subject. 

After  a  number  of  announcements  by  the  Secretary  the  Convention 
adjourned  until  May  17th,  at  2  p.  m. 

Note. — On  Wednesday  morning,  May  17th,  a  visit  was  made  to  the 
Washington  Monument,  and  the  work  in  progress  inspected  under  the 
guidance  of  Col.  T.  L.  Casey.  Visits  were  also  made  to  the  Sewerage 
Works  of  the  City,  under  the  charge  of  the  Engineers  of  the  District 
Commission,  the  party  being  conducted  by  Lieut.  R.  L.  Hoxie,  Corps 
of  Engineers,  U.  S.  A.  Also  to  the  works  where  the  Asphaltic  Material 
for  Street  Pavements  are  prepared,  which  were  explained  by  D.  E. 
McComb,  M.  A.  S.  C.  E.  Visits  were  also  made  to  the  Bureau  of  En- 
graving and  Printing,  Department  of  Agriculture  and  Smithsonian  In- 
stitution . 

*  Will  be  jrablished  hereafter, 
t  Published  in  Transactions. 
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FOURTH    SESSION. 

"Wednesday,  May  17th,  2  p.  m. — Tlie  Convention  was  called  to  order, 
Col.  T.  L.  Casey,  Director  A.  S.  C.  E. ,  in  the  Chair.  The  report  of  the 
Committee  on  the  Preservation  of  Timber  was  discussed  by  Messrs.  J. 
B.  Francis,  T.  Egieston,  M.  Cohen,  F.  Collingwood,  E.  R.  Andrews,  L. 
Bridges,  Clemens  Herschel,  A.  Gottlieb,  T.  F.  Rowland  and  John 
Bogart. 

A  paper  by  A.  G.  Menocal,  M.  A.  S.  C.  E.,  entitled  Subaqueous 
Underpinning,*  was  read  by  the  Secretary  and  discussed  by  members 
present. 

The  business  meeting  of  the  Society  then  occurred,  for  minutes  of . 
which  see  jmge  71. 

After  the  business  meeting  the  session  of  the  Convention  was  re- 
sumed, Col.  F.  U.  Farquhar,  M.  A.  S.  C.  E.  in  the  Chair.  On  motion 
the  discussion  of  the  Subject  of  Structural  Materials  w-as  made  the  order 
for  8 .  30  p.  M. 

Announcements  were  made  and  the  Convention  then  adjourned  until 
8  p.  M. 


FIFTH    SESSION. 


Wednesday,  May  17th,  8  p.  m. — The  Convention  was  called  to  order, 
Col.  T.  L.  Casey,  Director  A.  S.  C.  E.,  in  the  Chair. 

A  pajDer  on  the  Overflow  of  the  Mississipjoi  River,  by  Lyman 
Bridges,  M.  A.  S.  C.  E. ,  was  discussed  by  the  author  and  E.  L.  Corthell, 
M.  A.  S.  C.  E.* 

The  siibject  of  Tests  of  Structural  Materials  was  then  taken  up  and 
discussed  by  Messrs.  A.  Dempster,  T.  Egieston,  F.  Collingwood,  A. 
Gottlieb,  O.  E.  Michaelis,  O.  Chanute,  T.  C.  Clarke,  T.  L.  Casey,  J.  J. 
R.  Croes,  John  Bogart,  A.  Coffin,  A.  P.  Boiler,  J.  P.  Davis  and  Theodore 
Cooper. 

The  Convention  then  adjourned  until  3  p.  m..  May  19th. 

Note. — On  Thursday,  May  18th,  at  10  a.  m.,  an  excursion  was  made 
by  steamboat  on  the  Potomac  to  Mount  Vernon.  Several  hours  were 
spent  at  that  place,  and  on  returnicg  the  party  was  landed  at  the 
Washington  Navy  Yard,  where,  under  escort  of  Civil  Engineer  A.  G. 
Menocal,  M.  A.  S.  C.  E.,  and  the  officers  of  the  Navy  Yard,  an  inspec- 
tion was  made  of  various  matters  of  interest. 

*  To  be  published  in  Transactions. 
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Ou  the  evening  of  Thursday  a  recei^tion  was  given  at  Willard's  Hall 
and  Hotel  by  the  President  of  the  Society,  Mr.  Ashbel  Welch.  This 
recejjtion  was  attended  by  the  members  of  the  Society  and  their 
families,  and  by  a  large  number  of  invited  guests. 

On  Friday,  May  19th,  at  9  a.  m.,  an  excursion  was  made  in  carriages 
to  the  Washington  Aqueduct,  and  to  the  Cabin  John  Bridge,  the  stone 
arch  of  220  feet  span  carrying  that  aqueduct  over  a  stream  about  seven 
miles  distant  from  Washington. 

In  returning  a  visit  was  made  to  the  Inclined  Plane  and  Caisson  con- 
necting the  Canal  and  River  at  Georgetown. 

At  3  p.  M.  the  same  afternoon  the  members  of  the  Society  and  their 
families  were  received  at  the  Executive  Mansion  by  the  President  of  the 
United  States,  after  which  the  Conservatory  and  all  the  rooms  of  the 
White  House  were  thrown  open  for  inspection. 


SIXTH    SESSION. 


Friday,  May  19th,  4  p.  m. — The  Convention  was  called  to  order, 
Col.  T.  L.  Casey,  Director  A.  S.  C.  E.,  in  the  Chair. 

A  paper  by  William  Sooy  Smith,  M.  A.  S.  C.  E,  on  the  Hudson 
Eiver  Tunnel,  was  read  by  the  Secretary  and  discussed  by  W.  H.  Paine, 
M.  A.  S.  C.  E. 

The  following  papers  were  presented  by  the  Secretary  and  read  by 
title,  the  time  determined  for  the  adjournment  of  the  Convention  pre- 
venting their  being  read  in  full. 

Description  of  some  exj^eriments  on  the  Flow  of  Water,  made  during 
the  construction  of  works  for  conveying  the  water  of  Sudbury  River  to 
Boston  :  A.  Fteley  and  F.  P.  Stearns. 

Targets  for  Rifle  Ranges  :  O .  E.  Michaelis. 

Accuracy  of  Measurement  as  increased  by  Repetition  :  S.  S.  Haight. 

Highway  Bridges  :  James  Owen. 

On  motion  of  J.  James  R.  Croes,  Treasurer  A.  S.  C.  E.,  it  was  re- 
solved that  the  thanks  of  the  Society  in  Convention  assembled  be  pre- 
sented to  Col.  T.  L.  Casey,  Chairman  pro  tempore,  and  also  to  the  local 
committee  of  members  resident  at  Washington,  who  have  been  in  charge 
of  the  arrangements  for  the  Convention  and  to  others  who  have  aided  in 
carrying  oiit  these  arrangements. 

Upon  motion,  the  Chairman  p)ro  tempore,  with  a  few  remarks,  de- 
clared the  Convention  adjourned  sine  die. 

Note. — On  Saturday  morning,  May  20th,  an  excursion  was  made  to 
Pen- Mar.  This  excursion  was  tendered  through  the  kindness  of  the 
Pennsylvania,  the  Baltimore  and  Potomac,  and  the  Western  Maryland 
Railroads,  and  was  under  the  immediate  escort  of  Mr.  H.  F.  Walling, 
M.  A.  S.  C.  E. 
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The  company  left  Wasbington  at  8 .  30  a.  m.  ,  j^roceeded  to  Baltimore, 
and  [thence  to  Pen-Mar  Station.  Carriages  were  then  taken  to  High 
Rock,  an  elevated  point  of  the  Blue  Ridge  Mountains. 

The  Heliostat  oiaerations  as  used  by  the  United  States  Coast  and 
Geodetic  Survey  were  here  exhibited. 

After  lunch  at  Pen-Ma^,  the  party  returned  to  Baltimore  in  time  to 
take  the  evening  trains  both  North  and  South. 

The  following  is  a  copy  of  the  printed  programme  issued  to  the  mem- 
bers present  : 

PROGRAMME. 

Tuesday,  May  16th,  10  a.  m. — Meeting  for  organization,  Willard 
Hall,  F.  Street,  between  lith  and  15th.  Selection  of  Officers  of  Con- 
vention ;  Reading  of  Papers  and  Professional  Discussion. 

1.30  p.  M.— Meeting ;  Reading  of  Papers  and  Professional  Discus- 
sion. 

3  p.  M. — Visit  to  Capitol. 

8  p.  M.  —Meeting  ;  Annual  Address  by  Ashbel  Welch,  Esq.,  President 
of  Am.  Soc.  of  Civil  Engineers. 

Wednesday,  May  17th,  10  a.  m. — Visit  to  Washington  Monument. 

2  p.  M. — Meeting  ;  Reading  of  Papers  and  Professional  Discussion, 

3  p.  M. — Regular  Meeting  of  the  Society  for  transaction  of  business. 

8  p.  M. — Meeting  ;  Reading  of  Papers  and  Professional  Discussion. 

Thursday,  May  18th,  10  a.  m. — Excursion  on  Potomac ;  Examina- 
tion of  Harbor  of  Washington  and  Excursion  to  Mount  Vernon  ;  on  re- 
turn, visit  to  Washington  Navy  Yard,  from  4  to  6  p.  m. 

8.30  p.  M. — Reception  by  President  of  the  Society  at  Willard  Hall 
and  in  parlors  of  Willard's  Hotel. 

Friday,  May  19th,  9  a.  m. — Excursion  to  Washington  Aqueduct, 
Cabin  John  Bridge,  and  the  Inclined  Plane  and  Caisson  connecting 
Canal  and  River  at  Georgetown. 

3  p.  M. — Meeting  ;  Reading  of  Papers  and  Professional  Discussion. 

Saturday,  May  20th. — An  Excursion  to  Pen-Mar  has  been  arranged 
for  this  day,  which  will  be  so  timed  as  to  enable  members  to  reach  New 
York  if  desired  at  10 .  20  p.  m. 


The  following  papers  will  be  presented  and  discussed  : 

The  Hudson  River  Tunnel  :  Gen.  Wm,  Sooy  Smith. 

Description  of  some  experiments  on  the  Flow  of  Water,  made  during 
the  construction  of  works  for  conveying  the  water  of  Sudbury  River  to 
Boston  :  A.  Fteley  and  F.  P.  Stearns. 

Subaqueous  Underpinning  :  A.  G.  Menocal,  U.  S.  N. 

Targets  for  Rifle  Ranges  :  Capt.  O.  E.  Michaelis. 

Peculiar  Phase  of  Metallic  Behavior  :  Capt.  O.  E.  Michaelis. 

Accuracy  of  Measurement  as  Increased  by  Repetition  :  S.  S.  Haight. 
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Highway  Bridges  :  James  Owen. 

Papers  presented  to  the  Society  during  the  past  year  will  also  be  dis- 
cussed. 

Eeports  will  be  expected  from  the  Committees  on  Standard  Time  ; 
on  the  Preservation  of  Timber  ;  on  Testing  Cements,  and  those  subjects 
will  be  discussed. 

The  proposed  provisions  for  testing  iron,  steel  and  other  structural 
materials,  will  also  be  discussed. 

Headquarters  of  the  Society,  Parlor  No.  10,  Willard's  Hotel. 


COMMITTEES. 

Local  Committee  :  Chairman,  Col.  T.  L.  Casey,  U.  S.  A. 

On  Programme:  Genl.  H.  G.  Wright,  U.  S.  A.;  Prof.  J.  E.  Hil- 
gard,  U.  S.  C.  and  G.  S. 

On  Entertainment  and  Finance  :  A.  G.  Menocal,  Civil  Engineer  U. 
S.  N.;  Col.  F.  U.  Farquhar,  U.  S.  A.;  J.  B.  Duncklee. 

On  Transportation  :  S .  Thayer  Abert,  Ed.  L.  Du  Barry. 

On  Hotel  Accommodation  :  David  E.  McComb,  H.  F.  Walling. 


The  following  members  were  in  attendance  at  the  Convention  : 
— S.  Thayer  Abert,  Washington,  D.  C. ;  W.  M.  Allaire,  E.  E.  Andrews, 
New  York  City  ;  George  D.  Ansley,  Montreal,  Canada  ;  W.  S.  Barbour, 
Cambridgeport ;  H.  Bissell,  Salem,  Mass. ;  H.  D.  Blunden,  John  Bogart, 
A.  P.  Boiler,  New  York  City  ;  L.  L.  Buck,  Brooklyn  ;  W.  H.  Burr, 
Troy,  N.  Y. ;  A.  Bonzano,  Phoenixville,  Pa. ;  G.  Bouscaren,  Cincinnati, 
Ohio;  Onward  Bates,  St.  Louis,  Mo.;  J.  D.  Burr,  Topeka,  Kansas  ; 
Lyman  Bridges,  San  Francisco,  Cal. ;  S.  H.  Chittenden,  East  Eiver, 
Conn. ;  O.  Chanute,  T.  C.  Clarke,  F.  Collingwood,  Theodore  Cooper, 
E.  L.  Corthell,  J.  J.  E.  Croes,  New  York  City,  N.  Y. ;  Amory  Coffin, 
Phoenixville,  Pa. ;  Mendes  Cohen,  Baltimore,  Md. ;  T.  L.  Casey,  Wash- 
ington, D.  C. ;  J.  P.  Davis,  New  York  City  ;  W.  A.  Doane,  Oswego,  N. 
T. ;  E.  L.  Du  Barry,  John  B.  Duncklee,  Washington,  D.  C. ;  Charles 
Davis,  Alleghany  City  ;  A.  Dempster,  Pittsburgh,  Pa. ;  Fred.  De  Funiak, 
Louisville,  Ky. ;  T.  Egleston,  New  York  City,  N.  Y. ;  Eobert  Fletcher, 
Hanover,  N.  H. ;  Edward  A.  Flint,  A.  Fteley,  Boston  ;  James  B.  Francis, 
Lowell,  Mass. ;  Charles  A.  Ferry,  Charles  E.  Fowler,  New  Haven,  Conn. ; 
JohnW.Ferguson,  Hornellsville,N.  Y. ;  Clark  Fisher,  Trenton,  N.  J.;  F. 
U.  Farquhar,  Washington,  D.  C. ;  C.  G.  Force,  Cleveland,  Ohio  ;  Sand- 
ford  Fleming,  Ottawa,  Canada ;  George  S.  Greene,  George  S.  Greene, 
Jr.,  New  York  City,  N.  Y.;  F.  Graff,  Philadelphia;  A.  Gottlieb,  Pitts- 
burgh, Pa. ;  Chas.  E.  Goad,  [Montreal,  Canada  ;  Clemens  Herschel, 
Holyoke,  Mass. ;  A.  B.  Hill,   New  Haven,  Conn. ;  S.  S.  Haight,  Wm.  G. 
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Hamilton,  New  York  City,   N.  Y.;  J.  E.  Hilgard,  Washinton,  D.  C;  J, 
H.   Harlow,   Pittsburgh,    Pa.;  Wm.    P.   Harris,  Huntington,   W.    Va. 
Charles  Hermany,  Louisville,  Ky. ;  Geo.  A.  Kimball,  Somerville,  Mass. 
L.  H.  Knapp,  Buffalo,   N.  Y.;  T.   C.   Keefer,   Ottawa;  John  Kennedy 
Montreal,    Canada ;  C.    H.   Latrobe,   Baltimore,    Md. ;  G.  P.  Low,  Jr. 
Norfolk,   Va. ;    W.    H.    Lotz,    Chicago,   111.;    Louis  Lesage,   Montreal 
Canada ;  T.  C.  McCollom,  New  London  ;  T.  H.  McKenzie,  Soutbington 
Conn. ;  G.  W.  McNulty,  Brooklyn  ;  George  S.  Morrison,  New  York  City 
D.  N.  Melvin,  New  Springville,  N.  Y.;  O.  E.  Michaelis,  Philadelphia,  Pa 
D.    E.    McComb,  A.   G.  Menocal,   Washington,    D.   C;   Alfred  Noble, 
Sault  Ste.  Marie,  Mich. ;  L.  F.   Olney,  Middletown,  N.  Y. ;  J.  A.  Ocker 
son,  St.  Louis,  Mo. ;  S.   C.  Piersou,   Meriden,  Conn  ;  W.  H.  Paine,  F 
C.  Prindle,  Brooklyn,  N.  Y. ;  George  H.  Pegram,  Wilmington,  Del.;  O 
M.  Poe,  Washington,  D.   C. ;  J.  W.  Putnam,  New  Orleans,  La.;  Joseph 
R.  Richards,  Boston,   Mass . ;  Thomas  F .  Rowland,  Greenpoint,  N .  Y . 
Wm .  M .  Reed,  Erie  ;  David  Reeves,  Phrenixville,   Pa. ;  F .  P.  Stearns 
Boston,  Mass.;  W.  H.  Searles,  Newburg,  N.  Y.;  S.  M.  Smedley,  Phila 
delphia,  Pa. ;  R.  A.  Shailer,  Wilmington,  Del. ;  J .  G.  Van  Home,  Jersey 
City,  N.  J.;  Wm.  H.  Wiley,    Wm.   E.  Worthen,  New  York  City,  N.  Y 
C.  D.  Ward,  L.  B.  Ward,  Jersey  City ;  Ashbel  Welch,  Lambertville,  N 
J.;  H.   F.  Walling,  Washington,  D.   C;    T.    J.    Whitman,    St.  Louis, 
Mo. ;  D.   J,   Whittemore,   Milwaukee,   Wis. ;   J.  A.  L.  Waddell,  Council 
Bluffs,  Iowa. 

Note.— Forty-eight  ladies  of  the  families  of  members  accompanied 
them  on  their  visit  to  Washington  on  the  occasion  of  this  Convention. 


MEETINGS  OF  THE  SOCIETY. 

April  19th,  1882.  — The  Society  met  at  8  p.  m.  ,  Mr.  George  W.  Dresser, 
Director  A.  S.  C.  E.  in  the  Chair. 

The  deaths  of  Capt.  C.  W.  Howell,  Corps  of  Engineers,  U.  S.  A., 
elected  member  March  3d,  1875,  died  April  5th,  1882  ;  and  of  C.  G. 
Forshey,  elected  member  August  7th,  1872,  died  April,  1882,  were  an- 
nounced. 

Plans  and  profiles  of  works  proposed  for  the  drainage  of  the  Valley 
and  City  of  Mexico  were  exhibited  and  explained  by  Mr.  Ricardo  Orozco, 
C.  E. 

May  3d,  1882.— The  Society  met  at  8  p,  m.,  President  Ashbel  Welch 
in  the  Chair. 

Ballots  for  membership  were  canvassed  and  the  following  candidates 
declared  elected  as  members  :  William  Giddings  Curtis,  San  Francisco, 
California  ;  Edward  C.  Kinney,  Des  Moines,  Iowa  ;  Gustav  Lindenthal, 
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Pittsburgh,  Pennsylvania  ;  Thomas  Chalmers  McCollom,  New  London, 
Connecticut  ;  David  Reeves,  (elected  Junior  April  1st,  1874,)  Phoenix- 
ville,  Pennsylvania. 

The  Secretary  announced  the  general  programme  for  the  approaching 
Convention  as  arranged  at  a  meeting  by  him  with  members  resident  at 
Washington. 

A  paper  by  William  R.  Hutton,  M.  A.  S.  C.  E.  on  the  Improvement 
of  the  Potomac  River,  at  Washington,  was  read  by  the  Secretary  and 
discussed  by  Messrs.  Bridges,  Bogart,  Emery  and  Haswell. 

May  17th,  1882. — Business  meeting  at  the  Annual  Convention.  The 
meeting  of  the  Society  for  the  transaction  of  business  was  called  to 
order,  the  President  Mr.  Ashbel  Welch  in  the  Chair. 

The  President  stated  the  action  of  the  Board  of  Direction  of  the 
Society  upon  the  subject  of  the  introduction  and  framing  of  a  law  ade- 
quate to  resume  the  investigation  into  the  strength  of  structures,  and  the 
XDarts  and  materials  of  which  they  are  composed,  which  subject  had  been 
referred  to  the  Board  at  the  last  Annual  Meeting.*  A  copj  of  the  bill 
which  had  been  introduced  in  Congress  was  presented  as  follows  : 

Tests  of  STEucTURAii  Materials. 


r  'Note.— The  Bill  of  which  the  followiug  is  a  copy,  was  introduced  in  the  Hou.ie  of  Repre- 
sentatives March  1st,  1882,  by  Hon.  J.  M.  Campbell,  Chairman  of  the  Committee  on  Manu- 
factures, read  twice  and  referred  to  that  Committee.     The  Bill  is  numbered  H.  R.  4,726. 


A  Blll 

Authorizing  the  President  to  appoint  a  commission  of  experts,  skilled 
in  the  investigation,  production  and  use  of  metallic  substances  and 
other  structural  materials,  to  execute  tests  and  experiments  on  iron, 
steel  and  other  materials  used  in  the  construction  of  bridges,  build- 
ings and  mechanical  structures,  and  deduct  useful  rules  therefrom. 

Be  it  enacted  by  the  Senate  and  Hous6  of  Representatives  of  the  United 
States  of  America  in  Congress  assembled  : 

Sec  1.  That  the  President  of  the  United  States  be  and  he  is  hereby 
authorized  to  appoint  a  commission  of  seven  members  selected  from 
among  men  skilled  in  the  investigation,  production  and  use  of  metallic 
substances  and  other  structural  materials,  to  hold  their  appointment 
during  the  jjleasure  of  the  President  of  the  United  States  ;  which  com- 
mission shall  plan  and  superintend  the  execution  of  such  tests  and  in- 
vestigations of  materials  used  extensively  in  the  construction  of  build 
ings,  bridges,  ships  and  other  structures  and  machinery,  as  it  shall  think 


*  See  Proceedings,  Vol.  VUI,  January,  1882,  p .  28 
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most  important  to  be  made,  and  from  time  to  time  publish  results  of  the 
tests  and  investigations,  and  also  such  scientific  principles  and  such 
practical  rules  deduced  therefrom  as  it  shall  consider  most  useful.  The 
said  commission  shall  organize  itself,  and  adopt  such  rules,  and  make 
such  assignment  of  duties  among  its  members  as  it  shall  deem  most  pro* 
motive  of  the  object  of  its  appointment.  Vacancies  occurring  from  time 
to  time  in  said  commission  shall  be  filled  by  the  President  of  the  United 
States. 

Sec.  2.  That  the  said  commission  shall  report  its  work  with  its  results 
and  the  deductions  made  therefrom,  annually  to  the  Secretary  of  the 
Interior,  and  its  accounts  shall  be  settled  in  the  Interior  Department, 
through  such  channels  as  the  Secretary  shall  direct. 

Sec.  3  That  the  members  of  said  commission  shall  be  entitled  to 
mileage  and  other  necessary  expenses  incurred  in  the  prosecution  of  their 
duties,  but  no  salaries  as  members  of  the  commission. 

Sec.  4.  That  the  said  commission  is  hereby  authorized  to  appoint  a 
principal  expert  who  shall  personally  conduct  the  examinations  and  tests 
which  the  commission  shall  direct,  with  such  assistants  and  laborers  as 
may  be  necessary,  and  also  to  purchase  such  matei'ial  for  test  and  inves- 
tigation as  may  from  time  to  time  be  required. 

Sec.  5  That  this  act  shall  lake  effect  immediately. 

The  subject  of  Tests  of  Structural  Materials  was  discussed  by  Messrs- 
Coffin,  Dempster,  Egleston,  Michaelis,  Richards  and  Welch. 

The  following  nominating  Committee  was  appointed  in  accordance 
with  Section  24  of  the  By-Laws  :  D.  J.  "Whittemore,  of  Milwaukee, 
Wis.;  Albert  Fink,  of  New  York;  A.  Gottlieb,  of  Pittsburgh,  Pa.; 
Charles  H.  Latrobe,  of  Baltimore,  Md. ;  and  Sandford  Fleming,  of 
Ottawa,  Canada. 

The  death  of  Gen.  John  G.  Barnard,  Corps  of  Engineers,  U.  S.  A., 
Honorary  Member  of  the  Society;  elected  member  September  15th, 
1869;  elected  Honorary  Member  April  7th,  1873;  died  May  14th,  1882, 
was  announced. 

The  award  of  the  Norman  Medal  for  the  past  year  was  announced. 
The  paper  for  which  the  medal  is  awarded  is  No.  CCXXIII,  published 
in  Transactions,  Vol.  X,  July,  1881.  The  subject  of  the  paper  is  "The 
Re-enforcement  of  the  Anchorage,  and  Renewal  of  the  Suspended  Super- 
structure of  the  Niagara  Railroad  Suspension  Bridge."  The  author  of 
the  paper  is  Mr.  L.  L.  Buck,  M.  A.  S.  C.  E. 

The  report  of  the  Committee  on  Standard  Time  was  presented  and 
read  by  the  Chairman,  Mr.  Sandford  Fleming,  as  follows: 

The  Special  Committee  on  Standard  Time  beg  leave  to  submit  the 
following  report: 

At  the  Annual  Meeting  of  the  Society  on  the  18th  January,  last,  reso- 
lutions were  passed  directing  the  Committee  to  take  such  steps  as  seemed 
to  them  advisable  to  obtain  some  expression  of  general  opinion  on  the 
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important  question  of  tlae  establishment  of  Standard  Time,  "with  the 
view  of  submitting  some  definite  recommendations  as  to  the  course  it 
may  seem  expedient  to  take. 

In  accordance  with  these  instructions  the  Committee  issued  the 
pamplilet  herewith  submitted,  containing  various  documents  bearing  on 
the  question.  This  brochure  has  been  widely  circulated,  in  every  State 
of  the  Union,  in  the  adjoining  British  provinces,  and  in  Mexico.  A 
series  of  questions  prepared  with  the  view  of  eliciting  all  shades  of 
opinion  were  sent  with  the  pamphlet,  and  attention  to  them  at  an  early 
period  was  asked. 

Replies  have  been  received  from  many  prominent  men  connected 
with  the  profession,  with  railways,  with  telegraphs,  and  with  scientific 
bodies,  and  additional  answers  from  the  more  distant  parts  of  the  conti- 
nent are  daily  arriving. 

The  character  of  the  replies  received  to  date  has  been  classified.  The 
following  synojDsis  may  be  presented  along  with  each  question: 

Question  1. — Are  you  in  favor  of  a  comprehensive  system  of  Standard 
Time  for  North  America  ? 

The  replies  to  this  question  may  be  said  to  be  unanimous.  The 
opinion  is  emphatically  expressed  that  there  should  be  established,  as 
early  as  possible,  a  comprehensive  system  of  Standard  Time  for  North 
America. 

Question  2. — Do  you  favor  the  idea  expressed  in  some  of  the  docu- 
ments referred  to,  of  bringing  the  Standards  of  Time  of  all  [^countries 
into  agreement  ? 

Ninety-five  per  cent,  of  the  answers  are  in  the  affirmative;  five  per 
cent,  in  the  negative. 

Question  3.  —In  order  to  attain  the  object  set  forth  in  question  No.  2, 
do  you  consider  it  advisable  to  secure  a  time  system  for  this  country 
which  would  commend  itself  to  other  nations,  and  be  adopted  by  them 
ultimately  ? 

Ninety-five  per  cent,  of  the  answers  are  in  the  affirmative,  and  the 
opinion  is  frequently  expressed  that  while  we  must  primarily  look  to  our 
own  convenience  on  this  continent,  as  we  are  likely  to  be  the  first  to 
adopt  a  reformed  time  system,  we  should,  from  the  first,  make  provision 
for  its  universal  application.     Five  per  cent,  of  the  answers  are  adverse. 

Question  4. — Referring  to  the  scheme  for  regulating  time  (page  28  of 
pamphlet  issued  by  the  Society),  does  it  seem  to  possess  any  features 
which  generally  commend  themselves  to  your  judgment  ? 

About  ninety-seven  per  cent,  of  the  answers  are  in  the  affirmative — 
3  per  cent,  in  the  negative. 

Question  5. — Do  you  favor  the  proposal  to  have  the  standards  of 
time  differing  by  intervals  of  one  hour,  thus  reducing  the  number  of 
standards  for  the  whole  of  North  America  to  four,  viz. :  Meridians  Q,  R, 
SandT?     (See  18  to  21,  pages  30  and  31.) 
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Seventy-six  per  cent,  of  tlie  answers  are  in  the  affirmative — twenty- 
four  per  cent,  adverse. 

Question  6. — Do  you  favor  the  suggestion  to  reduce  the  number  of 
standards  in  North  America  to  two,  say  Meridians  U.  and  R.  ?     (See  21. ) 

Six  per  cent,  are  favorable — ninety-four  per  cent,  adverse. 

Question  7. — Do  you  prefer  having  only  one  Continental  Standard, 
say  Meridian  S,  and  having  one  uniform  time  throughout  the  whole  of 
North  America  ?     (See  21,  page  31.) 

Thirty-six  per  cent,  are  in  the  affirmative— Sixty -four  percent,  in  the 
negative. 

Question  8.— If  the  scheme  set  forth  in  the  document  referred  to 
(page  28)  does  not  generally  meet  with  your  approval,  is  there  any  other 
scheme  which  you  prefer  ?  Please  explain  your  preference  for  the  in- 
formation of  the  Committee. 

The  scheme  is  very  generally  and  cordially  approved.  Several  sug- 
gestions are  made  which  are  entitled  to  great  respect. 

Question  9. —Referring  to  the  suggestions  under  the  heading  "  Di- 
vision of  the  Day  into  Hours"  (page  31)  please  indicate  which  of  the 
three  following  plans  you  prefer. 

(A)  The  alternative  plan  No.  1,  with  the  hours  numbered  from  1  to 
24  without  interruption  ? 

Ninety -two  per  cent,  are  in  favor  of  a  notation  of  1  to  24— eight  per 
cent,  are  adverse. 

(B)  The  alternative  plan  No.  2,  with  the  forenoon  hours  numbered 
as  at  present  and  the  afternoon  hours  lettered  as  described  ? 

Eleven  per  cent,  are  in  favor — eighty-nine  per  cent,  against  this  plan 
of  notation . 

(C)  The  present  division  into  half  days,  known  as  forenoon  and 
afternoon,  each  half  day  having  the  hours  numbered  identically  from  1 
to  12  •? 

Thirty-three  per  cent,  are  in  favor  and  sixty-seven  per  cent,  against 
the  present  system  of  dividing  the  day  into  two  sets  of  hours,  numbered 
from  one  to  12  and  known  as  A.  M.  and  P.  M. 

Question  10.  — In  order  to  secure  perfect  uniformity  and  accuracy,  do 
you  favor  the  proposal  to  have  Standard  Time  disseminated  throughout 
the  country  by  central  authority  controlled  by  government  ?     (Page  30.) 

Ninety  per  cent,  are  in  favor  of  the  proposal,  ten  per  cent,  against. 
In  the  latter  the  view  is  generally  expressed  that  on  account  of  the  vast 
extent  of  the  country,  there  should  be  various  central  observatories,  all 
operating  in  harmony  and  mutually  assisting  each  other  in  the  work  of 
disseminating  accurate  time. 

Question  11. — Have  you  any  particular  views  on  the  question  of  Time 
Reform,  not  embraced  in  the  questions  and  replies  above  given  ?  If  so, 
please  state  them  for  the  information  and  guidance  of  the  Committee. 
(If  necessary,  on  a  separate  sheet.) 
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A  very  small  percentage  take  an  unfavorable  view  or  propose  modifi- 
cations of  the  scheme  submitted.  The  large  majority  are  decidedly  in 
favor  of  reform  without  delay.  Much  valuable  information  has  been 
brought  out  which  the  Committee  recommend  should  be  printed. 

It  will  be  seen  from  the  character  of  the  replies  received  that  a  re- 
markable unanimity  of  opinion  prevails  in  every  section  of  the  country 
heard  from. 

The  Committee  feel  warranted  in  reporting  that  judging  from  the 
replies  received  there  is  a  strong  general  feeling  in  favor  of  establishing 
a  comprehensive  system  of  Standard  Time  on  the  basis  of  the  scheme 
set  forth  in  the  papers  submitted.  That  an  emphatic  opinion  has  been 
expressed  in  favor  of  having  four  main  standard  meridians  for  the  conti- 
nent, distinguished  as  Q,  K,  S  and  T,  or  by  such  geographical  names  as 
may  hereafter  be  adopted,  and  that  a  large  majority  of  opinions  ex- 
pressed are  in  favor  of  numbering  the  hours  in  each  day  from  1  to  24 
consecutively. 

The  opinion  has  also  been  generally  expressed  that  while  our  time 
system  should  be  in  harmony  with  that  of  other  nations,  the  necessity  for 
reform  on  this  continent  is  so  urgent  that  we  should  not  wait  for  other 
nations  to  move  in  the  matter.  That  we  should,  as  soon  as  practicable, 
inaugurate  a  system,  the  primary  object  of  which  would  be  to  meet  our 
own  requirements.  But  that  in  taking  the  initiative  we  should  by  all 
means  adopt  a  system  capable  of  extension  to  the  whole  globe,  and  that 
we  should,  to  some  extent,  give  other  nations  an  opportunity  of  co-operat- 
ing with  us. 

The  Committee  accordingly  recommend  that  steps  be  taken  to  obtain 
the  establishment  of  a  zero  meridian  which  would  be  common  to  all 
nations  for  reckoning  time  and  longitude,  and  that  concurrence  with 
this  measure  be  sought  from  as  many  nationalities  as  may  be  induced  to 
assist  in  this  determination. 

That  efforts  be  made  to  lead  to  the  acceptance  of  this  course  ou  the 
other  Continents  to  the  fullest  extent. 

That  failing  in  this  effort  the  people  of  the  Western  Continent  deter- 
mine a  zero  meridian  for  their  own  use  and  guidance  and  especially  with 
the  view  of  establishing  a  system  of  Standard  Time. 

SANDFORD  FLEMING, 

Chairman  of  Gommitlee, 
Washington,  17  May,  1882. 


The  subject  of  Standard  Time  was  discussed  by  Messrs.  Egleston, 
Hilgard  and  Fleming. 

On  motion  of  Mr.  J.  B.  Francis,  past  President  A.  S.  C.  E  ,  the  fol- 
lowing resolution  was  adopted. 
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Resolved,  That  this  meeting  entirely  concurs  in  the  recommendations 
contained  in  the  report  submitted,  and  that  the  Committee  be  requested, 
and  is  hereby  authorized  to  continue  their  efforts  to  effect  the  objects 
set  forth,  and  also  to  petition  the  Congress  of  the  United  States  to  take 
the  necessary  steps  to  have  a  i^rime  or  zero  meridian  established. 

The  report  of  the  Committee  on  the  Preservation  of  Timber  was 
then  discussed  by  Messrs.  Collingwood,  Bogart,  Egleston,  Chanute, 
Andrews,  Gottlieb,  and  on  motion  the  subject  of  the  Preservation  of 
Forests  was  referred  to  the  same  Committee. 
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LIBRARY     AND     MUSEUM. 


From  F.  H.  Hamlin,  Deputy  Commis- 
sioner, Department  of  Public  Works 
New  York  : 

Contract  and  Specitications  for  furnishing 
materials  and  labor  for  building  one  Float- 
ing Swimming  Batb. 

Proposals  for  Estimates  for  furnishing  Il- 
luminating Gas  for  lighting  the  Public 
Markets,  Armories,  Buildings  and  Offices 
of  the  City  of  New  York,  for  the  period 
from   January   1,   1881,   to    December    31, 

.  1881. 

Proposals  for  Estimates  for  furnishing  the 
Gas  or  other  Illuminating  Material  for, 
and  Lighting,  Extinguishing,  Cleaning, 
Repairing  and  Maintaining  the  Public 
Lamps  (and  supplying  gas,  etc.,  for  new 
lamps  when  required)  on  the  Streets, 
Avenues,  Piers,  Parks  and  Places  in  the 
City  of  New  York,  for  the  period  of  one 
year,  from  May  1,  1881,  to  April  30,  1882. 

Proposals  for  furnishing  materials  and  jjer- 
forming  work  in  the  alteration  of  Essex 
Market. 

Proposals  for  furnishing  materials  and  per- 
forming work  in  the  erection  of  portions 
of  Fulton  Market. 

Proposals  for  furnishing  materials  and  per- 
forming work  in  the  alteration  of  Tomp- 
kins Market. 

Projiosals  for  Eegulating  and  Paving  with 
Granite-block  Pavement,  One  Hundred 
and  Eighth  Street,  from  Third  to  Fifth 
Avenue. 

Proposals  for  Eegulating  and  Paving  with 
Granite-block  Pavement. 

Proposals  for  Regulating  and  Paving  v.ith 
Macadamized  Pavement,  Fifth  Avenue 
from  Ihe  present  crosswalk  on  the  m  rth 
Bide  of  Ninetieth  Street,  to  a  line  five  feet 
south  of  and  parallel  with  the  south  curb 
of  One  Hundred  and  Tenth  Street,  except 
where  heretofore  paved,  and  paving  the 
gutters  and  in:ersections  with  Belgian  or 
Trap-block  pavement,  and  laying  cross- 
walks of  Blue-stone,  as  indicated  upon  the 


map  on  file  in  Department  of  Public 
Works,  which  more  specifically  sets  forth 
the  exact  nature  and  extent  of  all  the 
abovework. 

Proposals  for  Regulating  and  Paving  with 
Macadamized  Pavement. 

Proposals  for  Regulating  and  Paving  with 
Trap-block  Pavement  the  roadway  of 
Eighty-third  Street,  from  the  west  cross- 
walk of  Eighth  Avenue  to  the  pavement 
heretofore  laid  at  the  intersection  of  the 
Boulevard,  and  extending  at  the  several 
intersecting  avenues  from  a  line  five  feet 
north  of  and  parallel  with  the  north  curb 
of  Eighty-third  Street,  and  laying  cross- 
walks of  three  courses  of  blue-stone  on  the 
ea't  side  of  the  Boulevard,  and  on  both 
sides  of  the  intersecting  avenues,  where 
not  already  laid  across  Eighty-third  Street, 
within  the  lines  of  the  sidewalks  of  said 
avenues  and  Boulevard,  and  jiarallel  there- 
with ;  also  laying  crosswalks  of  two 
courses  of  Blue-stone  at  the  intersecting 
avenues  adjoining  the  above  described 
pavements. 

Proposals  for  Regulating  and  Paving  with 
Trap-block  Pavement. 

Proposals  for  Estimates  for  Regulating  and 
Grading  One  Hundred  and  Twelfth  Street 
from  the  west  curb  line  of  irixth  Avenue  to 
the  east  curb  line  of  Sev  'ii<h  Avenue,  and 
Setting  Curb  Stones  and  Flagging  Side- 
walks therein. 

Proposals  for  Sewer  in  Fifteenth  Street,  be- 
tween Irving  Place  and  Fourth  Avenue, 
from  end  of  present  Sewer  in  Fifteenth 
Street. 

Proposals  for  Sewers  in  Front  Street,  between 
Broad  Street  and  Old  Slip,  and  in  Coenties 
Slip,  between  Front  and  South  Streets. 

Proposals  for  Laying  Croton  Water  Mains  in 
166th.  137th,  16>Jth  and  106th  Street,  in  St. 
Ann's,  Madison,  Bergen  and  Third  Avenue, 
and  in  Terrace  Place  and  Delmonico  Place. 

Proposals  for  furnishing,  delivering  and 
laying  a  Forty-eight  inch  Cast-iron  Con- 
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duit  Pipe  from  Kensico  to  a  point  between 

Hartsdalc     and      Scarsdale,     Westchester 

County,  New  York. 
Propo>als    for    furnishing    Cast-iron    Water 

Pipes,  Branch  Pipes  and  Special  Castings. 
Proposals  for  furnishing  and  delivering  Stop 

Cocks,  Stop  Cock  Boxes  and  Hydrants. 

From  C.  H.  Swan,  Boston,  Mass.: 

Reports  of  the  Brooklyn  Water  Works.  Vol. 
1,  from  18(50  to  18C5  inclusive.  Vol.  II, 
from  li^GG  to  1871  inclusive. 

Annual  Reports  of  the  Board  of  Commis- 
sioners of  City  Works  for  the  years  1872 
and  1873.     Brooklyn. 

Filth  Annual  Report  of  the  Boston  Water 
Board.     1881.     Boston. 

Report  of  Select  Committee  on  Water  Works. 
Investigation  of  Cincinnati.     1873. 

Twenty-fifth  Annual  Report  of  the  Board  of 
Water  Commissioners  of  Detroit  for  the 
year  1876.     Detroit.     1877. 

Evansville  Water  Works.  Report  of  the  Ex- 
pert on  the  Contract  Trials  of  the  Gaskill 
Compound  Pumping  Engine.  February, 
1881.     Cincinnati. 

Fifth  Annual  Report  of  the  Water  Commis- 
sioners of  Fitchburg.     Fitchburg.     1874. 

Second  Annual  Report  of  the  Watuppa  Water 
Board  of  Fall  River.  Jan.  1,  1876.  Fall 
River,  Mass.     1876. 

Report  of  the  North  Hudson  Co.  Water  Com- 
missioners on  the  Proposed  New  Water 
Works  for  Hoboken,  Weehawken,  West 
Hoboken,  and  Town  of  Union,  N.  J.  Jer- 
sey City.     1873. 

Jersey  City  Water  Reports.  1851  and  1861, 
1862-1871,  inclusive.     Jersey  City. 

Report  of  the  Chief  Engineer  for  1871. 
Jersey  City.     1872. 

Final  Report  of  the  Water  Commissioners  of 
the  City  of  Lawrence.  Lawrence,  Mass. 
1876. 

First  and  Third  Annual  Reports  of  the 
Lawrence  Water  Board  for  the  years  1876 
and  1878. 

Louisville  Water  Co.     Reports  for  the  years 

1871,  1872  and  1873.     Louisville. 
Annual  Reports  of  the  Water  Commissioners 

of  Lowell,  Mass.,  for  the  years   1870,  1871, 

1872,  1873,   1874,   1875,  1876  (two  copies  of 
1876).     LoweU. 

First  (two  copies)  and  Third  Annual  Reports 
of  the  Public  Water  Board  of  Lynn,  Mass., 
for  the  years  1872  and  1874. 

First  and  Third  Annual  Reports  of  the  Board 
of  Water  Commissioners  of  Manchester,  N. 
H.,  for  the  years  1873  and  1874.  Man- 
chester. 

liOuisvillo  Water  Company.  Reports  from 
1861  to  1871  inclusive.     Louisville. 

Newburgh  Water  Works.  Annual  Reports 
from  1867  to  1872  inclusive.     Newburgh. 

Providence  Waterworks.  Report  of  the  Chief 
Engineer.     January,  1871.     Providence. 

Pawtucket  Water  Works.  Fifth,  Sixth  and 
Seventh  Quarterly  Reports.  June,  Sep- 
tember and  December,  1878.  Pawtucket, 
R.I. 

The  Pawtucket  Water  Question.  Large 
Meeting  at  Armory  Hall.  From  the  Provi- 
dence Journal,  Feb.  28,  1876. 

Providence  Water  Works.  Blank  Return 
Book. 

Saint  Louis  Water  Works.  Reports  of  the 
Board  of  Water  Commissioners  from  1867 
to  1876  inclusive.     St.  Louis. 


Contracts  and  Specifications  of  St.  Louis 
Water  Works. 

Philadelphia.  Annual  Reports  of  the  Chief- 
Engineer  of  the  Water  Department  for  the 
years  1873,  1874  and  1875.    Philadelphia. 

Salem  (!ity  Documents  for  1871-72,  1872-73, 
1873-74.     Salem,  Mass. 

Proceedings  had  in  Board  of  Supervisors  and 
Reports  of  Engineer  in  the  matter  of  fur- 
nishing Water  Supplies  for  the  City  and 
County  of  San  Francisco.  San  Francisco. 
1875. 

Reports  of  the  Board  of  Water  Commis- 
sioners of  the  City  of  Springfield  to  the 
City  Council  for  1875  and  1876.  Spring- 
field, Mass. 

Third  Annual  Report  of  the  Board  of  Water 
Commissioners  of  the  City  of  Yonkers. 
Dec,  187.5.     New  York.     1876. 

The  Differentiating  Waste  Water  Meter. 
Liverpool.     G.  F.  Deacon,  patentee. 

Report  of  the  American  Scientific  Commis- 
mission  on  the  Artificial  Water  Ways  of 
Europe,  with  special  reference  to  the  Te- 
huantepcc  Railway  and  Shix)  Canal.  Octo- 
ber 16,  1871.     London. 

Borough  of  Liverpool.  Waste  Water  Meter. 
Report  of  F.  J.  BramweU,  C.  E.  F.  R.  S. 
Liverpool.     1874. 

lown  of  Westborough.  Report  of  a  Com- 
mittee chosen  by  the  town.  May  15,  1872, 
to  make  investigations  with  Reference  to 
the  Feasibility  and  Cost  of  Obtaining  a 
Supply  of  Pure  Water  for  sa;d  town. 
Providence.     1873. 

Reports  of  the  Boston  Harbor  Commissioners* 
Vol.  I  and  U,  1859  to  1865  inclusive. 
Boston. 

Petitions  for  damages  for  the  Diversion  of 
Sudbury  River  by  the  City  of  Boston. 
Boston.     1876. 

Report  Tipon  the  Improvement  of  Roger 
Williams  Park,  by  the  Joint  Committee  on 
Parks,  with  Report  of  H.  W.  S.  Cleveland. 
October,  1878.  Providence,  R.  I.  1878. 
(2  copies.) 

Thirteenth  Annual  Report  of  the  Brooklyn 
Park  Commissioners.     Brooklyn.     1873. 

Anntial  Report  of  the  State  Geologist  of  New 
Jersey  for  the  year  1876.    Trenton.     1876. 

Rejjorts  of  the  Board  of  Road  Commissioners, 
City  Surveyor  and  City  Inspector  of  New 
Haven  Conn.  Year  1875.  New  Haven. 
1876. 

Census  of  Rhode  Island.  June  1, 1875.  Part 
n.     Tables. 

An  Address  at  the  Dedication  of  Pardee  Hall, 
Lafayette  CoUege,  October,  1873,  by  R.  W. 
Raymond,  Ph.  D.     Easton,  Pa.     1873. 

Mo^ith  of  the  Mississippi.  The  Jetty  System 
Explained.  By  James  B.  Eads.  St.  Louis. 
1874. 

Report  of  the  Commission  of  Engineers  ap- 
pointed to  Investigate  and  Report  a  Per- 
manent Plan  for  the  Reclamation  of  the 
Alluvial  Basin  of  the  Mississippi  River 
Subject  to  Inundation.   Washington.   1875. 

Reports  upon  the  Specimens  obtained  from 
Borings  made  in  1874,  between  the  Missis- 
sippi River  and  Lake  Borgne,  at  the  site 
proposed  for  an  outlet  for  flood  waters,  by 
Prof.  E.  W.  Hilgard  and  Dr.  F.  V.  Hopkins. 
Washington.     1878. 

Handbuch  der  Wasserbaukunst,  von  G. 
Hagen.  Band  I  and  II  and  Plate.«.  Berlin. 
1869  and  1870. 
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The  Haidah  Indians  of  Queen  Charlotte's 
Islands,  B.  C  ,  with  a  brief  description  of 
their  Carvings,  Tattoo  Designs,  etc.,  by 
James  G.  Swan.     Wash.  City.     1874. 

Boston  "Water  Reports.  2  volumes.  Vol.  1, 
184.5  to  1861  inclusive.  Vol.  U,  1862  to 
1871  inclusive. 

Boston.  Reports  of  the  Cochituate  "Water 
Board  to  the  Council  of  Boston,  for  the 
years  ending  April  30,  1872,  1873, 1874, 1877, 
1878. 

Communication  from  the  Cochituate  Water 
Board  in  regard  to  the  High  Service  Dis- 
trict, and  a  Report  from  the  City  Engineer 
on  same  subject. 

Sixth  Annual  Report  of  the  LoweU  Water 
Board,  January  13,  1879.  Lowell,  Mass. 
1879. 

Second  Annual  Report  of  the  Lawrence 
Water  Board.     Lawrence.     1878. 

Borough  of  Liverpool  Waste  Water  Meter, 
recently  patented  by  the  Engineer.  Re- 
port of  F.  J.  Bramwell,  C.  E.  Liverpool. 
1874. 

The  Diflferentiating  Waste  Water  Meter. 
(Deacon's  Patent.)    Liverpool. 

The  Eighth,  Ninth,  Tenth  and  Eleventh  An- 
nual Report  of  the  Mystic  Water  Board, 
for  the  years  ending  Dec.  31,  1872,  1873,' 
and  from  Jan.  1,  1874  to  April  30,  1875,  also 
from  May  1,  1875,  to  May  1,  1876, 

Salem  Water  Reports.  2  vols.  Vol.  I,  from 
1863  to  1867  inclusive.  Vol.  II,  from  1868 
to  1870. 

Water     Reports.        Charleston,    Cambridge, 

Lowell  and  Philadelphia.     1867-1872. 
Specifications  of  the  Charleston,  Lowell,  and 

New  Bedford  Water  Works. 
Appareil  et  Construction  des  Ponta  Biais 

parM.  Graeff.     Text,  Paris.     1867. 
Die  Correction  des  Rheins  von  Basel  bis  zur 

Crosh.     Hessischen  Creutz.     Denkschuft. 

1862. 

Karten  iiber  die  Binuenfllisse  im  Grosk 
erzogthum  Baden  nach  dem  Stande,  vom 
jahr.   1865. 

Karte  iiber  der  Lauf  des  Rheins  lange  der 
Badisch-Franzoseschen  Crenze  nach  dem 
Stande  der  jahre  1838  und  1861,  und  lange 
der  Badisch-Bayeri.-chen  Crenze  nach  dem 
Stande  der  jahre  1817  und  1861. 

Der  Binnenfluss  Bau  im  Grosherzogthum 
Baden.     Bearbeitet.     1865. 

Der  Reein  und  dessen  technische  Behand- 
lung  langs  der  Badisch-Franzbisechen 
Grenze.  Von  Basel  bis  Lauterburg.  Kails- 
ruhe.     1855. 

Experiences  Hydraulics.  Vol.  1,  Text  Vol. 
n  Atlas  by  Poncelet  Lesbros. 

From  John  C.Trau  twine,  Philadelphia: 

A  Book  of  Architecture  containing  designs 
of  buildings  and  ornaments.  James 
Gibbs.     London.     1728. 

Wood's  American  Portfolio  of  original  Phila- 
delphia designs  for  Iron  Railings,  Veran- 
dahs, Statuary,  Monuments,  &c,  Phila- 
delphia.    1851. 

A  Theoretical  and  Practical  Treatise  on  the 
Construction  of  Bridges  in  Stone,  Iron  and 
Wood,  &c.  George  Duggan.  Parts  I  to 
VII.     New  York.     1850. 

Plans  and  Sections  of  the  Obelisk  on  Bunker's 
HiU.     S.  Willard.     Boston.     1843. 

A  Description  of  Tremont  House  with  Archi- 
tectural Illustrations.     Boston.     1830. 

Report  of  the  Surveyor-General  of  Prisons 
on  the  Construction,  Ventilation  and  de- 


tails of  Pentonville  Prison,  1844.  London. 
1844. 
Description  of  Col.  S.  H.  Long's  Bridges,  to- 
gether with  a  series  of  directions  to  Bridge 
Builder.s.  Stephen  H.  Long.  Philadelphia. 
1841 

Illustrations  of  Pile  Driving.    London.    1787. 

Report  of  the  Final  Location  and  Probable 

Cost    of   the   Cincinnati,   Hillsburgh  and 

Parkersburgh  Railroad.     EUwood  Morris. 

Cincinnati.     1853. 

Third  Annual  Report  of  Hiwassee  Railroad, 
and  Report  of  Chief  Engineer.  Athens, 
Tenn.     1839. 

Honduras  Interoceanic  Railway.  Prelimi- 
nary Report.  E.  G.  Squier.  New  York. 
1854. 

Honduras  Interoceanic  Railway,  with  Maps 
of  the  Line  and  Ports  and  Appendix.  E. 
G.  Squier.     London.     1857.     (2  copies.) 

Reports  on  Supplying  Boston  with  Pure 
Water.  By  Loammi  Baldwin,  Esq.  Boston. 
1834,  1st  Edition.     1835,  2d  Edition. 

Proceedings  before  a  joint  Special  Commit- 
tee of  the  Massachusetts  Legislature,  upon 
the  Petition  of  the  City  of  Boston  for  leave 
to  introduce  a  supjily  of  Pure  Water  into 
that  City  from  Long  Pond.     Boston.     1815. 

Public  Works  in  the  United  States  of  America. 
Edited  by  William  Strickland  Ed.  H.  Gill. 
Henry  R.  Campbell.  Text  and  Atlas.  Lon- 
don.    1851. 

Some  Remarks  on  the  Internal  Improvement 
of  the  South.  John  C.  Trautwine.  Phila- 
delphia.    1839. 

Remarks  on  the  Canal  or  "  Dique  "  of  Carthar 
gen,  New  Grenada,  and  its  Navigation  by 
Steam.     New  York.     1855. 

Reports  upon  Specimens  obtained  from  Bor- 
ings made  in  1874,  between  the  Mississippi 
River  and  Lake  Borgne.  Eugene  W.  Hil- 
gard  and  Dr.  F.V.  Hopkins.  Washington. 
1878. 

Reports  on  the  means  of  improving  the 
present  Harbor  and  the  Construction  of 
Docks  at  Montreal.  Hon.  John  Young. 
Montreal.     1859. 

Translation  of  Notes  Accompanying  Draw- 
ings concerning  the  Coustructon  of  Iron 
Lock-Gates  for  the  Harbors  of  the  Weser 
River,  Germany.  Gen.  G.  Weitzel,  U.  S.  A. 
Washington,  D.  C.     1873. 

Recreations  in  Mathematics  and  Natural 
Philosophy.  Cuarles  Hutton,  L  L  D.,  F.B. 
S.     In  4  volumes.     London      1803. 

Journal  of  the  Expedition  of  Inquiry  for  the 
Junction  of  the  Atlantic  and  Pacific 
Oceans  L.  Gisborne.  With  4  Maps.  Phila- 
delphia.    18.54. 

On  the  connection  of  Geology  with  Terres- 
trial Magnetism.  Evan  Hopkins,  C  E.,  F. 
T.  G.  S      London.     1844: 

Practical  Tables  in  Meteorology  andHypsom- 
etry,  with  Appendix  to  the  Paper  on  the 
use  of  the  Barometer  in  Surveys,  &c.  R. 
S.  Williamson.    New  York.     1>^68. 

Catalogue  of  Saw-Machines  and  Wood- Work- 
ing Machinery.  Vienna  Exposition.  1873. 
Philadelphia  Exposition.     1876. 

Northwest  Territory.  Reports  on  the  Assini- 
boine  and  Saskatchewan  Exploring  Expe- 
dition. By  Henry  Y.  Hind,  M.A.  Toronto. 
1859. 

Recherches  Experimentales  sui  les  Claux  de 
Construction  les  Betons  et  les  Mortiers 
ordinaries.    L.  J.  Vicat.     Paris.     1818 

The  Civil  Engineer's  Pocket  Book.  John  C. 
Trautwine,  C.  E.    Philadelphia.     1881. 
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ADDITIONS. 
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Perkins,  Charles  P.  .  .  .(Elected  Junior  Feb.  3,  1875),  Engineer 

P.  &  E.  Div.  P.  R.  R.,  and  S.  S.  E.  &. 
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Sears,  Clinton  B Capt.  Corps  of  Engineers  U.  S.  A.,  Executive  Officer 

Mississii^iji  River  Com.,  2828  Washington  Avenue, 

St.  Louis,  Mo. 
Seymour,  Horatio,  Jr.. Marquette,  Mich. 
TintoreeyGiberga,  JosE.Asalto  No.  12,  Barcelona,  Simin. 
Wellington,  Arthur M. Asst.  Gen.  Mang.  Mexican  Cent.  R.  R.,  No.  5  Plazuela 

de  San  Fernando,  Mexico,  Mex. 
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DEATHS. 


Barnard,  John  G Elected   Member  Sept.    15,    1869;    elected    Honorary 

Member  April  7,  1873  ;  died  April  14,  1882. 
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Vol.    VIIL— June,   1882. 
MINUTES    OF    MEETINOS. 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 

OF  THE  SOCIETY. 

June  7th,  1882. — The  Society  met  at  8  p.  m.  President  Welch  in  the 
Chair.  Ballots  for  membership  were  canvassed  and  the  following  can- 
didates declared  elected  as  Members  :  Thomas  Doane,  Charlestown, 
Mass. ;  Leon  Joseph  Eremaux,  New  Orleans,  La. ;  Edmund  Le  Breton 
Gardiner,  Passaic,  N.  J.;  Edward  Henry  Keating,  Halifax,  N.  S. ;  John 
Francis  Le  Baron,  Jacksonville,  Fla. ;  Augustus  Woodbury  Locke, 
North  Adams,  Mass. ;  Howard  Schuyler,  Mexico,  Mexico  ;  as  Associates : 
Thomas  Walter  Nicol,  Forlorn  Hope,  La.;  Ashbel  Welch,  Jr.,  Lambcrt- 
ville,  N.  J.;  as  Juniors  :  John  Ripley  Freeman,  Lawrence,  Mass.;  Wil- 
liam Bronard  Mackenzie,  Moncton,  N.  B. ;  William  Barclay  Pai'sons, 
New  York  City,  N.  Y. ;  Alfred  Rosenweig,  Mexico,  Mexico. 

A  paper  by  James  Owen,  Member  A.  S.  C.  E.,  subject.  Highway 
Bridges,  was  read  by  the  author  and  discassed  by  Messrs.  Corthell,  G. 
S.  Greene,  Jr.  and  Ashbel  Welch. 

OF  THE  BOARD  OF  DIRECTION. 

May  3d,  1882. — Applications  were  considered.  The  purchase  and 
receipt  of  the  professional  library   of  the  late  James  P.  Kirkwood  was 
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reported.     Arrangements  were  made  for  the  annual  Convention.      Ap- 
propriations were  made. 

June  Gth,  1882. — Applications  were  considered.  Appropriations 
were  made.  It  was  determined  that  a  meeting  of  the  Society  should  be 
held  on  July  5th,  and  that  thereafter  the  meetings  should  be  suspended 
until  the  first  Wednesday  in  September.  A  communication  from  the 
Committee  on  Standard  Time  was  considered  and  action  taken. 


CONTRIBUTIONS  TO  THE  BUILDING  FUND. 

By  a  resolution  of  the  Board  of  Direction,  all  contributions  to  the 
Building  Fund  are  to  be  acknowledged,  from  time  to  time,  by  printing 
lists  of  the  same  in  the  monthly  Proceedings  of  the  Society,  and  in 
addition  to  this  the  names  of  all  those  who  may  subscribe  $100  or  more 
are  to  be  regularly  enrolled  and  published  in  future  lists  of  the  Society 
under  the  head  of  Subscribers  to  the  Building  Fund,  and  they  will  be 
entitled  to  receive  one  copy  of  the  monthly  publications,  comprising  all 
papers  and  transactions  of  the  Society,  regularly,  for  life,  for  each  f  100 
subscribed  by  them  ;  such  copies  to  be  in  addition  to  those  which  they 
may  be  already  entitled  to  if  they  are  Members  or  Fellows  : 

The  following  contributions  are  acknowledged  in  addition  to  those 
heretofore  noted  : 

Eobert  Ballard SlOO  00 

Charles  R.  Boyd 100  00 


ADDITIONS   TO 


LIBRARY     AND     MUSEUM. 


From  Gen.  Adaa  Auderson,   St.  Paul, 
Miun.  : 
Military  llailroals,  1851-67.     General  Orders, 
Instructions  and  Reports. 

From  James  P.  Bogart,   New  Haven, 
Ooun.  : 
Sixteenth   Annual  Report  of  the  Fish  Com- 
missioners, and  First   Report  of  the  State 
Shell  Fish  Commissioners.  Hartford.  18S1. 
From  Charles  O.  Brown,  New  York  : 
A  set  of  Maps  of  United  States  of  Colombia, 
From  Francis  Oolliugwood,  New  York  : 
Specifications  for  Certain  Steel  Work  required 
for  the   Completion  of  the  Su-<pended  Su- 
perstructure   of    the    East    River    Bridge. 
1881. 

From  J.  James  R.  Croes.  New  York  : 
Graphic  History  of  Introduction  of  Water  in 
Bridgeton,  N.  J.     Dec. '24,  1877. 


First,  Second  and  Third  Anuual  Reports  of 
the  Water  Committee  of  Bridgeton,  N.  J., 
for  the  years  1878-79-80. 

From  James  hJ.  Eids,  St.  Louis  : 

Letter  of  «ir  E  Iward  J.  Reed,  K.  C.  B.,  to 
Rear  Admiral  Ammen,  U.  S.  N.,  on  Ship 
Itailwaya  and  Canals  oil  the  American  Isth- 
mus.    {Copies  for  distribution.) 

From  W.  VV.  Evans,  New  York  : 
Letter  of    W.  VV.  Evans,  Civil  Engineer,  on 
Plan  of  Bulkheads  and  Docks  for  the  City 
of  New  York.     New  York.     1881. 

From  G.   Clinton   Gardner,  Greenfield, 

Mass.  : 

Answer    to    some    of    the  Objections    made 

against    the    Memorial    of    the    Troy    and 

Greenfield     Eailroai    Company.      Boston. 

18  J7. 

Value   of  the   Stock  and  Bonds  of  the  Troy 

and  Greenfield  Railroad.    Greenfield.    1850. 
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An  Address   to  the  Stockholders  of  the  Troy 
and     Greeufield    Kail  road    Company.       O. 
Clapp.    Boston.    1855. 
Memorial  of  the  Western  Railroad  Corpora. 

tion.     Boston.     1854. 
Speech  of  Hon.  H.  G.  Parker,  of  Greenfield, 
in  the  Massachusetts  House  of  Representa- 
tives.    1854. 
By-Laws   and  Acts  of   Incorporation   of  the 

Troy  and  Greenfield  Railroad  Company. 
A  brief  Report  of  the  Hoosac  Tunnel.     Bos- 
ton.    1854. 
Reasons  Why  Boston  should  Aid  in  the  Con- 
struction of  the  Hoosac  Tunnel.    Boston. 
1860. 
Report   on   the   Memorial   of    the   Troy   and 
Greenfield     Railroad     Company.     Boston. 
1861. 
Report  of  the  Committee  of  Investigation  on 
the     Hoosac    Tunnel     Loan.      Greenfield. 
1860. 
General   Laws  and   Resolves  passed    by   the 
Legislature   of    Massachusetts  during    the 
Sessions  of  1867  and  1869. 
Final  Settlement  of  the  Claim  of  H.  Haupt  & 
Co.  against  the  State  of  Massachusetts.     H. 
Haupt.     Boston.     1869. 
Report  of  the  Treasurer  and  Receiver-Gen- 
eral  of  the   Commonwealth  of  Massachu- 
setts.    Boston.     1869. 
Report  of  the  Troy  and  Greenfield  Railroad 
and  Hoosac  Tunnel.     B.  H.  Latrobe.     Bos- 
ton.    1869. 
Valedictory  Address  of  Alexander  H.  Bullock, 
to  tbe  Legislature  of  Massachusetts.     Bos- 
ton.    1866.  1869. 
Truths  about  the   Hoosac  Tunnel  Projects. 

Boston.     1851. 
Cost  of  the  Tunnel  of  the  Troy  and  Greenfield 

Railroad. 
Closing  Argument  of  H.  Haupt  in  behalf  of 
the  Troy  and  Greeufield  Railroad  Company. 
Boston.     1862. 
The  Hoosac  Tunnel  and  the  Troy  and  Green- 
field Railroad.     1862. 
The  Decline  and  Fall  of  the  Hoosac  Tunnel. 

F.  W.  Bird.     Boston.     1862. 
Report     Relative    to    Conveyances    of    the 

Southern  Vermont  Railroad.     1882. 
Speech  of  Hon.  Whiting  Griswold  on  the  Bill 
Concerning  the  Troy  and  Greenfield  Rail- 
road.    Boston.     1862. 
The  Condition  and  Prospects  of  the  Hoosac 

Tunnel.    F.  W.  Bird.     Boston.     1865. 
Report  of  the  Troy  and  Greenfield  Railroad. 

Boston.     1865,  1867,  1869. 
Statement   of  H.  Haupt  to  the  Joint  Special 
Committee  on  Troy  and  Greenfield  Railroad 
and  Hoosac  Tunnel.    1864. 
Argument  of  Hon.  D.  S.  Richardson  on  the 
Troy    and    Greenfield    Railroad.      Boston. 
1863. 
Report  of  the   Arguments  on  the  subject  of 
the  Troy  and  Greenfield  Railroad  and  Hoo- 
sac Tunnel.     Boston.     1863. 
Speech  of  Wm.  D.  Swan  concerning  the  Troy 

and  Greenfield  Railroad.     Boston,     1862. 
Report  of  the  Commissioners  of  the  Troy  and 
Greenfield   Railroad  and    Hoosac  Tunnel. 
Boston.     1869. 
Report  of   the  Water  Commissioners  of  the 
City  of  Lawrence.     Lawrence,  Mass.     1871, 
1872.  1873,  1875,  1876. 
Rejected    papers  in  relation  to  the  Hoosac 

Tunnel.     Boston,     1868. 
Report    of    the   Hon.   A.   Crocker    upon  the 
Work  of  the  Troy  and  Greenfield  Railroad 
and  HooBac  Tunnel.    Boston.    1868. 


Report  of  the  Commissioners  of  the  Depart- 
ment of  Parks  of  Boston.     Boston.     1876. 

Boston  in  the  Future.  Its  Park  Grounds  and 
a  Grand  Avenue.     Boston.     1871. 

Proceedings  of  a  Public  Meeting  held  at 
Faneuil  Hall,  Boston.    Boston.    1876. 

Report  oi  the  Water  Commissioners  of  Brook- 
lyn.    Brooklyn.     1879. 

Annual  Report  of  the  City  Engineer  of  Bos- 
ton.    Boston.     1878  and  1879. 

Map  and  Description  ol  the  proposed  Metro- 
politan Park  for  Boston.     Boston.     1870. 

Essay  and  Plan  for  the  Improvement  of  Bos- 
ton.    R.  M.  Copeland     Boston.     1872. 

Facts  and  Figures  concerning  the  Hoosac 
Tunnel.    J.  J.  Piper.     Fitchburg.     1866. 

The  Hoosac  Tunnel  Route  compared  with  the 
Western  Railroad.  A.  R.  Field.  Lowell, 
Mass.     1866, 

Annual    Report    of   the     Cochituate     Water 
Board.     Boston.     1861  to  1864  and  1867. 
Lawrence  Water  Works  : 

Contract  and  Specifications  for  a  Distributing 
Reservoir.     1873.     (2  copies.) 

Contract  and  Specifications  lor  Furnishing 
Stone.     1874.     (2  copies.) 

Contract  and  Specifications  for  Laying  Water 
Pipe.     1874.     (2  copies.) 

Contract  and  Specifications  for  Furnishing 
Water  Pipes  and  Special  Castings.  1874, 
(2  copies.) 

Appleton's  Mechanics'  Magazine  and  En- 
gineering Journal.     Nos.  1  to  9,  inclusive. 

The  Practical  Mechanic's  Journal.  Part 
XVIII.    September,  1849. 

Acts  Granting  Aid  to  the  Troy  and  Greenfield 
Railroad,  that  a  committee  of  five  be  ap- 
pointed to  inquire  what  payments  have 
been  fully  complied  with.  January  30, 
1860. 

Report  of  the  Committee  on  Hoosac  Tunnel, 
Troy  and  Greenfield  Railroad.  March  20, 
1879. 

An  Act  Authorizing  a  Loan  of  the  State  Credit 
to  enable  the  Troy  and  Greenfield  Railroad 
Company  to  Construct  the  Hoosac  Tunnel. 

The  Legislature  of  1868  authorizing  the  Gov- 
ernor and  Council  to  make  a  Contract  for 
the  Completion  of  the  Hoosac  Tunnel. 

Statements  of  Payments  on  account  of  the 
Troy  and  Greenfield  Railroad  and  Hoosac 
Tunnel. 

Report  of  Joint  Special  Committee  on  the 
Troy  and  Greenfield  Railroad  and  Hoosac 
Tunnel,  to  whom  was  referred  so  much  of 
the  Governor's  address  as  relates  to  that 
subject.     April  17,  1865. 

Report  of  Messrs.  J.  W.  Brooks,  Samuel  M. 
Felton  and  Alex.  Holmes,  Commissioners 
appointed  under  chapter  156  of  the  Acts  of 
1862,  providing  for  the  more  speedy  com- 
pletion of  the  Troy  and  Greenfield  Railroad 
and  Hoosac  Tunnel.     January  14,  1865. 

Report  to  the  House  what  amount  of  money 
has  been  paid  on  account  of  the  Hoosac 
Tunnel  during  last  year.     February  1,  1864. 

Report  of  the  Committee  on  Finance,  to  whom 
was  referred  the  bill  to  incorporate  the  Bos- 
ton and  Northwestern  Railroad  Company. 
May  5,  1873. 

An  Act  to  provide  for  the  Consolidation  of  the 
Hoisac  Tunnel  line  of  railroads  from  Bos- 
ton to  Troy.     April  23,  1873. 

Report  of  the  Committee  on  the  Troy  and 
Greenfield  Railroad  and  Hoosac  Tunnel 
who  were  ordered  to  inquire  into  the  cause 
of  the  disaster  involving  the  loss  of  so  much 
life  and  property.    May  19, 1868. 
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Report  of  the  Committee  of  the  Troy  and 
Greenfield  Kailroad  to  whom  was  referred 
the  memorial  of  Herman  Haupt  &  Co. 
April  30,  1868. 

Report  of  the  Committee  on  Finance  to  pro- 
vide for  funding  the  unfunded  debt  created 
in  the  construction  of  the  Troy  and  Green- 
field Railroad  Company  and  the  Hoosac 
Tunnel. 

Reply  to  the  communication  of  J.  W.  Brooks 
on  a  surface  railroad  over  the  Hoosac 
Mountain.    May  7,  1866. 

Report  of  the  Committee  on  the  Hoosac  Tun- 
nel, Troy  and  Greenfield  Railroad  to  whom 
was  referred  the  memorial  of  Herman 
Haupt.     April  2,  1866. 

Report  on  the  Troy  and  Greenfield  Railroad 
and  Hoosac  Tunnel  by  the  Joint  Special 
Committee  of  1865.     Boston,  1866. 

Report  of  the  Committee  on  the  Treasury  to 
whom  was  referred  the  House  Resolve  ap- 
propriating the  sum  of  $53  000  00  to  H. 
Haupt  &  Co.     June  4,  1868. 

An  act  authorizing  a  Loan  of  the  State  Credit 
to  enable  the  Troy  and  Greenfield  Railroad 
to  construct  the  Hoosac  Tunnel.  February 
18,  1859. 

Report  of  the  Joint  Standing  Committee  on 
Railways  and  Canals  to  whom  was  referred 
the  petition  of  the  Troy  and  Gi-eenfield 
Railroad  Company.     February  11,  1859. 

Address  of  Nathaniel  P.  Banks  to  the  Legisla- 
ture of  Massachusetts.    Boston.     1859. 

Third  Annual  Report  of  the  Troy  and  Green- 
field Railroad  Company. 

Report  of  the  Work  upon  the  Troy  and  Green- 
field Railroad  and  Hoosac  Tunnel.  Hon.  A. 
Crocker.     Boston.     1866.    1 2  copies.) 

An  act  in  further  addition  to  an  act  providing 
for  the  more  speedy  completion  of  the  Troy 
and  Greenfield  Railroad  and  Hoosac  Tun- 
nel.    April  17,  1867. 

Commissioners'  report  on  the  speedy  com- 
pletion of  the  Troy  and  Greenfield  Railroad 
and  Hoosac  Tunnel.     January  10,  1866. 

An  act  authorizing  a  loan  of  the  State  Credit 
to  enable  the  Troy  and  Greenfield  Railroad 
Company  to  construct  the  Hoosac  Tunnel. 
March  5,  1859. 

Report  of  the  Joint  Special  Committee  to 
whom  was  referred  the  petition  of  the 
Troy  and  Greenfield  Kailroad  Company. 
April  1-2,  1856. 

Petition  of  the  Troy  and  Greenfield  Railroad. 
April,  1854. 

An  act  authorizing  the  City  of  Boston  to  sub- 
scribe to  the  Capital  Stock  of  the  Ti-oy  and 
Greenfield  Railroad  Company. 

Report  of  the  Special  Committee  relating  to 
payments  made  to  the  Troy  and  Greenfield 
Kailroad  Company  under  several  acts 
granting  State  aid  to  said  company. 

Memorial  to  the  Senate  and  House  of  Repre- 
sentatives of  the  State  of  Massachusetts. 

Report  of  the  Joint  Special  Committee  to 
whom  was  referred  so  much  of  the  Gover- 
nor's address  as  relates  to  the  Troy  and 
Greenfield  Railroad.    April  4,  1863. 

Report  of  the  Commissioners  of  the  Troy  and 
Greenfield  Railroad  relative  to  the  progress 
and  condition  of  the  work. 

Report  of  Committee  on  Finance  to  whom 
was  referred  the  resolve  in  favor  of  Herman 
Haupt  &  Co. 

Message  of  the  Governor  to  the  House  of 
Representatives  of  Massachusetts,  relating 
to  an  act  authorizing  a  loan  of  the  State 
Credit  to  enable  the  Troy  and  Greenfield 


Railroad  to   construct  the   Hoosac  Tunnel. 
May  26,  1857. 
Report  of  the  Committee  on  Finance  to  whom 
was  referred  the  Bill  to  permit  the  estab- 
lishment   of    a    Union    Freight    Depot    at 
Greenfield.     May  10,  1878. 
General  statement  of  the  Summary  of  the  Fi- 
nancial Transactions   of   the    year    (1868), 
from   the  report  of  the  Auditor.     Boston. 
January  15,  1869. 
Report  of  the  Joint  Standing  Committee  of 
1867  on  the   Hoosac  Tunnel  and  the  Troy 
and  Greenfield  Railroad  Company. 
An  act  to  authorize  the  Governor  and  Council 
to  expend  a  sum  not  exceeding  $300  000  00 
for  constructing  archways  in  the  Hoosac 
Tunnel,  and  for  other  purposes.     1874. 
Address  of  John  A.  Andrew  to  the  Legislature 
of  Massachusetts.    Boston.     1864. 

From  Wm.  Paul  Gerhard,  Newport,  R. 
I.: 
Diagrams  for  Sewer  Calculations.     Wm.  Paul 
Gerhard.    New  York.     1881. 

From  James  H.  Harlow,  Pittsburgh: 
Forty- second  Annual  Report  of  Monongahela 
Navigation  Co.     Jan.  12,  1882. 

From  R.  Hering,  Philadelphia: 
Report  of  the  results  of  an  examination  made 
in  1880  of  several  sewerage  works  in  Europe. 
R.  Hering. 

From  Keystone  Bridge  Co.,  Pittsburgh: 
Album  of  Structures   built  by  the   Keystone 
Bridge  Co. 

From  Wm.  J.  McAlpine,  New  York: 
A  Treatise   on   Practical   Surveying.     Robert 
Gibson.    Philadelphia.     1803. 

From  Isaac    Newton,    Chief   Engineer 
Department  Public  Works,  New  York : 
Report  on  Water  Supply  for  City  of  New  York. 
(Copies  for  distribution.) 

From  M.  E.  Pontzen,  Paris,  France: 
Notice  descriptive  des  Appareils  Electriques 
Exposes  par  la   Compagnie  du   Chemin  de 
fer  du  Nord. 

From  J.  Harsen  Rhodes,  New  York: 

A   Treatise   on   the   Calculus  of  Variations. 

Lewis  Buffet  Caill,  A.  M.     New  York.  1881. 

From  A.  A.  Robinson,  Topeka,  Kansas: 

Annual  Report  of  the  Board  of  Directors  of 

Atchison,  Topeka  and   Santa  Fe   Railroad, 

year  ending  Dec.  31,  1880. 

From  T.   Guilford  Smith,  Buffalo,  N. 
Y.: 
Eighth,  Ninth,  Tenth  and  Eleventh  Reports 
of  the  Bitffalo  Park  Commission.    August, 
1881. 

From  N.  J.  Welton,  Waterbury,  Conn.: 
Annual  Report  of  Treasurer  and  Auditor,  and 
Fifth  Annual  Report  of  the  Water  Commis- 
sioners of  the  City  of  Waterbury,  year  end- 
ing January  6,  1873. 

From  George  P.  Wescott,  Portland,  Me.: 
Report  Kates,  Rules  and  Regulation,  with  a 
Sketch  of  the  History  of  the  Portland  Water 
Co.     Portland.     1881. 

From  Thomas  J.  Whitman,  St.  Louis. 
Annual  Report  of  the  Board  of  Public  Im- 
provement.    St.  Louis.     1881. 

From  Gen.  H.  G.  Wright,  Chief  of  En- 
gineers, Washington: 
Reports  as   to  additional  works  that  are  re- 
quired to  properly  complete  the  improve- 
ment of  the  Saint  Mary's  River  and  Saint 
Mary's  Falls  Canal,  Michigan,  with  an  esti- 
mate of  the  cost  of  the  same. 
Annual  Report  of  the  Joint  Commission  for 
the  completion  of  the  Washington  Monu- 
ment.   1881. 
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Report  of  Captain  William  Ludlow,  Corps  of 
Engineers  upon  an  exaiuiuation  of  Frauk- 
ford  Creek,  from  its  moutti  in  the  Delaware 
River  to  irankford  Avenue. 

Reports  of  Oapt.  C.  J.  Allen,  Corps  of  Engi- 
neers upon  examinations  of  Beaver  Bay, 
Grand  Portage  Bay,  and  Waus-wau  goning 
Bay.    Minnesota. 

Report  of  a  practical  resurvey  of  the  Susque- 
hanna River,  near  Havre  de  Grace,  Md., 
and  containing  an  estimate  for  the  continu- 
ation of  the  improvement  in  that  locality. 
1882. 

Report  of  Lieut. -Col.  G.  K.  Warren  upon  a 
survey  of  Eagartown  Harbor  and  South 
Beach,  Mass.     1882. 

Report  of  Col.  John  Newton,  with  accompany- 
ing map,  upon  the  completion  of  the  Sur- 
vey of  Harlem  River,  New  York,  and 
through  Harlem  Kills  to  the  East  River, 
New  York.     1881. 

Report  of  Lieut. -Col.  Q.  A.  Gillmore  upon  a 
survey  made  for  the  further  improvements 
necessary  in  Savannah  River  and  Harbor. 
1882. 

Report  of  Capt.  O.  H.  Ernst  upon  a  survey 
of  Bish  Bend  in  the  Mississippi  River,  near 
Fort  Chartres.     1882. 


Reports  of  Maj.  J.  W.  Barlow  upon  surveys 
made  of  Harbor  of  Madison,  Connecticut; 
Harbor  of  Clinton.  Connecticut;  Greenpoint 
Harbor,  N.  Y.;  Harbor  of  Mamaroneck,  N. 
Y.,  for  a  breakwater  and  harbor  of  refuge  at 
Milford,  Conn.     1882. 

Report  upon  the  dredging  of  an  ice  harbor  at 
Dubuque,  Iowa.     1882. 

Report  of  Capt.  Thomas  Turtle  of  surveys 
across  the  Peninsula  ot  Maryland  and  Dela- 
ware, to  connect  by  canal  the  waters  of  the 
Delaware  and  Chesapeake  Bays.     1882. 

Report  of  Lieut. -Col.  G.  K.  Warren  upon  ex- 
aminations and  surveys  of  Buzzard's  and 
Barnstable  Bays,  Mass.     1882. 

Information  in  relation  to  the  Government, 
Works  on  the  Fox  and  Wiscon  sin  Rivers 
improvement  at  Mensha  and  Appleton, 
Wis. 

Report  of  Maj.  J.  W.  Cuyler  upon  an  examin- 
ation of  Licking  River,  from  its  mouth  to 
Falmouth,  Ky. 

Estimates  of  amounts  required  to  supply  de- 
ficiencies in  the  appropriations  for  build- 
ings and  grounds  in  this  City  for  the  cur- 
rent fiscal  year. 


LIST    OF    MEMBERS. 


ADDITIONS. 


MEMBERS. 

Date  of  Election . 
BixBY,  William  H Lieut,  of  Engineers,  U.  S.  A.  (Care  C.  L. 

Bixby),  10  India  St.,  Boston,  Mass.  .April  5,  1882. 
CuKTis,  William  G.  . .  .Supt.  of  Track,  Central  Pacific  R.R.,  San 

Francisco,  Cal May     3,  1882. 

DoANE,  Thomas Consulting  Engineer,  Charlestown,  Mass.  June    7,  1882. 

Gardiner,  Edmund LeB. Engineer    Dundee  Water    Power    and 

Land  Co.,  Passaic,  N.  J June   7,  1882. 

Ke.\ting,  Edward  H.  .  ..City  Engineer,  Halifax,  N.  S June   7,  1882. 


associate. 


Welch,  Ashbel,  Jr. 


.Prop'r  Lambertville   Iron   Works,  Lam- 

bertville,  N.  J June   7,  1882. 


junior. 


Freeman,  John  E. 


, .  .Prin.  Ass't  Engineer  Essex  Water  Power 

Co.,  Lawrence,  Mass June    7,  1882. 
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CHANGES    AND    COEEECTIONS. 


MEMBEES. 


Ceosbt,  "Wilson 115  Broadway,  Koom  141,  New  York  City,  N.  Y. 

Davis,  Chestee  B.  ..    . Siiperintendent  Water  Works,  Madison,  Wis. 

LovETT,  Thomas  D Consulting  Engineer,  49  West  Tliird  Street,  Cincin- 
nati, Ohio. 

Palmee,  Feancis  I (Care   G.   I.    Whitehead),   206    Broadway,    New   York 

City,  N.  Y. 

Paekhuest,  Heney  W.  .Care  S.  C.  &  P.  E.E.,  Missouri  Valley,  Iowa. 

ScHmcT,  Max  E 5  Congress  Street,  Chicago,  111. 


JUNIOE. 


Haviland,  Aethue (Care  Am.  Soc.  C.  E. ),  127  East  Twenty-third  Street, 

New  York  City,  N.  Y. 


Imericau  mdii^  of  :(j;iiil  fnijineers. 


P^ROCEEDINaS. 


Vol.    VIII.— July,   1882. 


MINUTES    OF    MEETINGS  S. 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 


OF  THE  SOCIETY. 


JxJNE  21sT,  1882. — The  Society  met  at  8  p.  m.,  President  Welch  in  the 
chair.  A  paper  by  O.  Channte,  Member  A.  S.  C.  E.,  subject  :  Uniform- 
ity in  Rolling  Stock,  was  read  by  the  Secretary,  and  discussed  by  Messrs. 
Compton,  Cooper,  Emery,  Forney,  William  H.  Paine  and  Welch. 

July  5th,  1882. — The  Society  met  at  8  p.  m.,  President  Welch  in  the 
chair.  Ballots  for  membership  were  canvassed  and  the  following  candi- 
dates declared  elected  :  as  Members — Peter  C.  Asserson,  Norfolk,  Va. ; 
Edward  Cook  Burns,  Detroit,  Mich. ;  David  Dexter  Clark,  New  Tacoma, 
Washington  Ter. ;  William  Hooper  Dennis,  Washington,  D.C. ;  William 
Ludlow,  Corps  of  Engineers,  U.  S.  A. ;  M.  William  Mansfield,  Zanes- 
ville,  Ohio  ;  William  Abbott  Pratt,  Connellsville,  Pa. ;  Nathaniel  Chapin 
Bay,  Sugar  Loaf,  Colorado  ;  William  Starke  Bosecrans,  San  Francisco, 
Cal. ;  William  Harrison  Smith,  Oneida,  N.  Y. ;  as  Junior  — Frederic 
Nicholas  Blanc,  New  Y'^ork,  N.  Y. 

The  death  was  announced  of  Ira  E.  Clark,  Junior  Member  of  the 
Society  ;  elected  February  G,  1878,  Died  May  23,-1882. 

The  Secretary  announced  that  the  act  recently  passed  by  Congress 
making  apiiropriations  for  the  Support  of  the  Army,  approved  June 
30,1882,  contained  the  following  clause:  "  United  States  Testing  Ma- 
chine.— For  caring  for,  preserving,  using  and  operating  the  United 
States  testing  machine  at  the  Watertown  Arsenal,  ten  thousand  dollars  ; 
Provided,  That  the  tests  of  iron  and  steel,  and  other  materials  for  indus- 
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trial  purposes,  shall  be  continued  during  the  next  fiscal  year,  and  rejiort 
thereof  shall  be  made  to  Congress ;  And  provided  further,  That  in 
making  tests  for  private  citizens,  the  officer  in  charge  may  require  pay- 
ment in  advance,  and  may  use  the  funds  so  received  in  making  such 
private  tests,  making  full  report  thereof  to  the  Chief  of  Ordnance  ;  and 
the  Chief  of  Ordnance  shall  give  attention  to  such  programme  of  tests  as 
may  be  submitted  by  the  American  Society  of  Civil  Engineers,  and  the 
record  of  such  tests  shall  be  furnished  said  society  to  be  by  them  pub- 
lished at  their  own  expense. " 

A  iDaper  by  S.  S.  Haight,  Member  A.  S.  C.  E.,  subject  :  Accuracy  of 
Measurement  as  Increased  by  Repetition,  was  read  by  the  author  and 
discussed. 


OF  THE  BOARD  OF  DIRECTION. 

June  2.3d,  1882. — An  Orditiance  jaassed  by  the  Councils  and  approved 
by  the  Mayor  of  the  City  of  Philadelphia  was  considered.  This  Ordi- 
nance requests  the  American  Society  of  Civil  Engineers,  conjointly  with 
the  Franklin  Institute,  to  nominate  to  the  Mayor  of  Philadelphia  the 
names  of  nine  Engineers.  From  these  the  Mayor  is  requested  to  select 
three  to  act,  in  conjunction  with  the  Chief  Engineer  of  the  Water  De- 
partment, as  a  Board  of  Experts  in  reference  to  the  water  supply  of  that 
city. 

The  Secretary  was  requested  to  confer  with  the  officers  of  the  Frank- 
lin Institute  on  this  subject. 

JtiiiY  6th,  1882. — Applications  were  considered.  The  Secretary  re- 
ported an  interview  with  the  President  of  the  Franklin  Institute  in 
reference  to  the  ordinance  of  the  Councils  of  the  city  of  Philadelphia 
requesting  the  nomination  of  Engineers. 

The  Secretary  was  directed  to  ask,  by  circular  letter,  the  opinion  of 
the  Members  of  the  Society  whether  it  would  be  exjiedient  and  advisable 
that  the  Board  of  Direction  of  the  American  Society  of  Civil  Engineers 
should  comply  with  requests  to  nominate  Engineers  from  whom  may  be 
selected  members  of  advisory  professional  boards.  The  Secretary  was  re- 
quested to  accompany  the  circular  letter  with  a  statement  of  suggestions 
on  each  side  of  this  question. 

The  Secretary  presented  a  copy  of  the  clause  from  the  Army  Appro- 
priation Bill  referring  to  this  Society.  [See  Miniites  of  Society,  July 
5,  1882,  above.]  The  President  and  Secretary  were  requested  to  invite, 
by  correspondence,  suggestions  as  to  the  method  of  preparing  such 
programme  of  tests. 
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CONTKIBUTIONS  TO  THE  BUILDING  FUND. 

By  a  resohition  of  the  Board  of  Direction,  all  contributions  to  the 
Building  Fund  are  to  be  acknowledged,  from  time  to  time,  by  printing 
lists  of  the  same  in  the  monthly  Proceedings  of  the  Society,  and  in 
addition  to  this  the  names  of  all  those  who  may  subscribe  iSlOO  or  more 
are  to  be  regularly  enrolled  and  published  in  future  lists  of  the  Society 
under  the  head  of  Subscribers  to  the  Building  Fund,  and  they  will  be 
entitled  to  receive  one  copy  of  the  monthly  publications,  comprising  all 
papers  and  transactions  of  the  Society,  regularly,  for  life,  for  each  ^100 
subscribed  by  them  ;  such  coi)ies  to  be  in  addition  to  those  which  they 
may  be  already  entitled  to  if  they  are  Members  or  Fellows  : 

The  following  contributions  are  acknowledged  in  addition  to  those 
heretofore  noted  : 

R.  S.  Hayes «100  00 


MEMOIRS  OF  DECEASED  MEMBERS. 

CHRISTIAN    PHILIPP    MAX    MARIA,    BARON    YON    WEBER,    Hon, 

Member  A.  S.  C.  E. 

Died  April   18th,  1881. 

Baron  von  Weber,  the  only  son  of  the  great  composer,  was  born  in 
Dresden  in  1822.  After  a  classical  tra,ining  he  was  educated  specially 
for  the  profession  of  Engineering  at  the  Polytechnic  School  in  Dresden. 
He  was  directly  afterwards  connected,  first  as  pupil  and  then  as  con- 
structor, with  the  locomotive  works  of  A.  Borsig,  in  Berlin,  and  during 
that  time  attended  the  lecture  courses  on  political  economy  and  natural 
science,  at  the  Berlin  University.  He  then  entered  into  practical  service 
as  a  Civil  and  Mechanical  Engineer  upon  the  German  railroads,  serving 
in  successively  important  capacities  from  that  of  a  Locomotive  En- 
gineer up  to  that  of  General  Manager.  Subsequently  he  traveled 
professionally  over  the  greater  part  of  Europe,  sisending  some  time  in 
England  with  Mr.  Brunei  and  Mr.  Stephenson.  He  also  visited  North- 
ern Africa,  at  the  request  of  the  French  Government,  and  wrote  two 
books  giving  his  observations  upon  that  country.  Returning  to  Gei-- 
many,  he  was  put  in  charge  of  the  Erz  Mountain  Railroad.  In  1850,  he 
became  Manager  of  State  Telegraphs  of  the  Saxon  Government,  and  in 
1852  became  a  member  of  the  Royal  Directory  of  Saxon  Railroads  with 
the  title  of  Financial  Councillor.  In  1SG8,  with  a  change  of  Adminis- 
tration,   he   left   the  Saxon   service   and  accepted  the  appointment,  at 

Note. — The  larger  portion  of  the  facts  for  the  preparation  of  this  memoir  come  from  an 
article  in  the  German  Railroad  Vnion.     J.  B.,  Editor. 
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Vienna,  of  Chief  Consulting  Engineer  to  the  Austrian  Ministry  of 
Public  Works,  with  the  high  rank  of  Imperial  Councillor.  He  was 
entrusted  with  the  preparation  of  a  plan  for  the  entire  reorganization  of 
the  railways  of  Austria,  and  entered  npon  this  work  with  zeal  as  pecu- 
liarly consonant  with  his  desires.  The  retirement  of  the  ministry  and 
the  occurrence  of  a  financial  crisis  prevented  the  realization  of  these 
plans.  He  was  not  in  entire  accord  with  the  subsequent  ministry  and 
in  1875  resigned  his  jDosition.  While  in  active  supervision  of  the  Aus- 
trian railways  he  studied  technical  questions  arising  in  other  countries, 
traveled  over  the  railways  of  Northern  Europe  and  reported  on  the 
question  of  the  proper  gauge  to  be  adopted  in  Norway  and  Sweden.  He 
also,  during  this  period,  insjiected  the  railways  of  EurojDean  and  Asiatic 
Turkey. 

His  residence  at  Vienna,  during  several  years  after  his  resignation, 
gave  opportunity  for  the  exercise  of  his  literary  ability  and  his  writings, 
particularly  upon  continental  railway  subjects,  were  frequent  and  of 
great  interest. 

In  1877,  the  Minister  of  Trade  of  the  German  Empire,  Dr.  Achenbach, 
appointed  Baron  von  Weber,  to  the  position  of  Consulting  En- 
gineer, with  the  understanding  that  he  was  to  take  the  direction  of  a 
ministerial  railway  journal.  The  latter  part  of  this  project  was  not 
carried  out,  owing  to  the  retirement  of  Dr.  Achenbach  from  the  Min- 
istry directly  afterwards,  but  von  Weber  was  continued  in  his  position 
with  the  Ministry  of  Trade  and  afterwards  with  the  Ministry  of  Public 
Works,  and  was  particularly  commissioned  to  make  official  visits  to  and 
thorough  studies  of  the  railways  and  canals  in  Sweden,  England,  France 
and  the  United  States  of  America. 

In  1880  Baron  von  Weber  came  to  America  and  traveled  over  the 
United  States,  extending  his  visit  as  far  as  New  Orleans,  St.  Louis, 
Denver  and  Chicago.  He  was  cordially  welcomed  by  the  Members  of 
this  Society  and  by  all  who  had  the  pleasure  of  meeting  him.  His 
remarkable  store  of  information  on  technical  subjects  was  at  once  appa- 
rent, and  his  strong  and  positive  ideas,  often  at  variance  with  those  held 
by  American  Engineers,  led  to  many  interesting  conferences.  Socially, 
he  was  most  agreeable,  and  during  the  few  months  sj^ent  in  this  country 
formed  friendshij^s  which  have  been  very  sadly  broken  by  his  unexpected 
decease. 

The  literary  activity  of  Baron  von  Weber  was  remarkable.  He  treated 
in  books,  pamphlets  and  in  contributions  to  journals,  all  the  questions 
arising  from  time  to  time  in  the  construction  and  operation  of  railways. 
His  sketches  or  railway  novels  were  of  the  greatest  interest  and  influence, 
and  entirely  different  from  any  previous  treatment  of  such  subjects. 
His  large  works,  and  particularly  the  School  of  the  Eailroad,  and  his 
Experiments  on  the  Stability  of  Construction  of  Track,  have  become 
standard  authorities.       In  the  biography  of  his  father,   and  in  other 
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writings,  he  showed  additional  artistic  and  versatile  ability.  His  place 
in  Germany,  particularly  as  an  exponent  and  promoter  of  technical 
progress  will  not  soon  be  filled.  His  death,  at  the  early  age  of  59,  while 
still  in  the  vigor  of  appai-ent  health,  and  with  projects  formed  for  the 
preparation  of  several  great  works,  is  a  positive  loss  to  engineering  and 
to  the  civilized  world. 

Baron  von  Weber  died  at  Berlin,  April  18,  18S1,  very  suddenly  of 
heart  disease.  He  had  that  morning  finished  his  official  report  to  the 
Ministry  of  Public  Works  upon  the  railways  and  canals  of  the  United 
States.  He  was  a  member  of  many  of  the  learned  and  scientific  societies 
of  the  world,  and  a  commander  and  knight  of  high  orders.  He  was 
made  an  Honorary  Member  of  the  American  Society  of  Civil  Engineers, 
June  2,  1880. 


FRANCIS  LAURENS  VINTON,  Meinbor  A.  S.  C.  E., 

Died   October  6th,  1879. 

Francis  L.  Vinton  was  born  in  1832,  his  father  being  a  distinguished 
officer  of  the  United  States  Army.  He  graduated  from  the  United 
States  Military  Academy  at  West  Point  in  1856.  Eesigning  his  commis- 
sion soon  afterwards,  he  prosecuted  his  studies  for  a  number  of  years 
at  the  Ecole  des  Mines  in  Paris.  He  returned  to  the  United  States  in 
1860,  and  after  a  short  time  spent  in  giving  instruction  in  the  schools 
of  the  Cooper  Union  he  went  to  Central  America  as  engineer  in  charge 
of  an  exploration  of  the  mineral  resources  of  Honduras.  At  the  begin- 
ning of  the  war  of  the  rebellion,  he  returned  to  the  United  States,  and 
was,  on  August  5th,  1861,  commissioned  as  Captain  in  the  Sixteenth 
United  States  Infantry.  Directly  afterwards  he  became  Colonel  of  the 
Forty-third  New  York  Volunteers,  a  regiment  which  gained  special 
distinction  under  his  command.  Colonel  Vinton  was  made  Brigadier- 
General  in  March,  1862,  and  was  given  command  of  a  brigade.  He  was 
severely  wounded  at  the  battle  of  Fredericksburg,  and  being  disabled 
for  active  duty  soon  after  resigned  from  the  army. 

In  186i,  General  Vinton  became  a  professor  in  the  School  of  Mines 
of  Columbia  College,  and  continued  in  that  position  until  1877,  when 
he  established  himself  as  a  Mining  and  Consulting  Engineer  in  Colorado, 
with  office  at  the  City  of  Denver.  He  died  quite  suddenly  at  Leadville, 
at  the  date  mentioned  above. 

General  Vinton  was  an  engineer  of  large  theoretical  acquirements, 
and  his  long  service  as  an  instructor  had  prepared  him  fully  for  the  prac- 
tical work  upon  which  he  had  entered  so  shortly  before  his  decease. 
Personally  he  was  peculiarly  attractive  and  genial,  an  excellent  musician, 
an  accomjalished  mathematician,  and  had  fine  artistic  tastes  and  abilities. 
He  became  a  Member  of  the  American  Society  of  Civil  Engineers 
August  5th,  1868. 
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NORMAN  A.  WILLIAMS,  Member  A,  S.  C.  E., 

Died  October   12th,  1879. 

Norman  A.  Williams  was  born  at  Oriskany,  New  York,  August  21st, 
1837.  He  entered  the  Rensselaer  Polytechnic  Institute  in  1856,  gradua- 
ting in  1859.  During  his  connection  with  the  institute  Mr.  Williams 
obtained  very  high  class  standing,  and  was  particularly  proficient  in  top- 
ographical draughting.  Some  work  of  this  nature  done  by  him  subse- 
quently for  the  Croton  Water  Department  of  New  York  is  remarkably 
fine. 

After  graduating,  Mr.  Williams  was  engaged  for  four  years  as  an 
assistant  engineer  upon  the  Brooklyn  Water  Works.  He  then  entered 
the  engineering  service  of  the  Croton  Aqueduct  Department  of  New 
York  City.  His  work  in  these  i^ositions  was  accurate  and  conscientious, 
and  he  deeply  regretted  that  his  health  prevented  him  from  continuing 
the  exercise  of  his  chosen  profession.  This,  however,  was  the  fact,  and 
therefore  in  1864  he  returned  to  Oneida  County,  becoming  associated 
in  business  with  his  brother  in  the  firm  of  J.  H.  &  N.  A.  Williams,  where 
he  remained  until  his  death.  Mr.  Williams  was  a  man  of  modest  and 
quiet  demeanor,  of  marked  ability  and  of  admirable  character  both  in 
jjrinciple  and  conduct,  and  was  particularly  known  and  appreciated  as 
such  in  the  city  of  his  residence.  He  became  a  Member  of  the  American 
Society  of  Civil  Engineers,  February  17th,  1869. 


IRA  EIXUR  CLARK,  Junior  Member  A.  S.  t.  E., 

Died  May  23d,  1882. 

Ira  E.  Clark*  was  born  at  Weston,  Mass.,  October  18th,  1852.  Edu- 
cated at  the  district  and  high  schools  of  his  native  town,  he  entered 
Cornell  University  in  1868,  and  graduated  with  the  degree  of  Bachelor 
of  Civil  Engineering  in  1872,  at  the  age  of  twenty. 

He  was,  directly  after  his  graduation,  appointed  to  a  position  in  the 
office  of  the  City  Engineer  of  Cambridge,  Mass.,  in  which  he  continued 
for  seven  years,  acquiring  a  valuable  experience  in  the  progress  of  the 
Avater  works,  the  sewerage,  and  the  miscellaneous  engineering  work  of 
that  city.  In  1878  he  was  in  Europe,  visiting  the  principal  cities,  and 
attending  the  great  exhibition  in  Paris,  where  he  gave  particular  study 
to  questions  of  water  supply  and  sewerage. 

In  1879,  his  health  failing,  he  went  to  California  and  became  inter- 
ested in  the  construction  of  sub-irrigation  works  in  the  vicinity  of  San 
Jose.  Here  he  remained  until  May,  1882,  when  he  started  for  the  State 
-of  Oregon,  purposing  to  engage  m  railroad  engineering.     Arriving  at 


*  Memoir  prepared  by  Wm.  S.  Barbour,  Member  A.  S.  C.  E.,  and  the  Secretary. 
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San  Francisco  lie  was  prostrated  by  a  hemorrhage  of  the  lungs,  which 
terminated  his  life  on  the  23d  of  May. 

Mr.  Clark  was  a  man  of  quick  perception,  grasping  and  overcoming 
difficulties  with  great  readiness.  He  was  rnuch  devoted  to  his  profession 
of  civil  engineering,  in  which  there  was  every  promise  of  eminence  for 
him.  He  was  of  aimable  character  and  greatly  loved  by  many  friends. 
He  became  a  Junior  Member  of  the  American  Society  of  Civil  Engineers 
February  6th,  1878. 


ADDITIONS   TO 


LIBRARY     AND     MUSEUM. 


From  Charles  A.  Allen,  Worcester, 
Mass.  : 

Heariiigs  before  the  Joint  Standing  Commit- 
tee on  Public  Health,  on  the  matter  of  re- 
straining the  City  of  Worcester  from  pollut- 
ing Blackstone  River .  February  and  March  , 
1882. 

Address  of  the  Mayor,  with  the  Annual  Re- 
ports of  the  several  Departments  of  the 
City  of  Worcester,  vear  ending  November 
30,  18K1. 

From  James  P.  Allen,  Charleston,  S.  C: 
Municipal  Report  on  Artesian   Wells.     Char- 
leston, S.  C. 

From    American    Institute    of    Mining 
Engineers,  T.   M.  Drown,  Secretary, 
taston.  Pa.  : 
Transactions.    Vol.  IX. 

From  American  Society  of  Mechanical 
Engineers,   Thomas  AVhiteside    Rae, 
Secretary,  New  York  : 
Transactions.    Vol.  I. 

From  Thomas  S.  Anderson,  San  Antonio, 
Texas. : 
Financial    Statement  and   Transactions    and 
Exhibit   of  Levee  Work  of    the    Board    of 
Mississippi  Levee  Commission. 

From  George  D.  Ansley,  Montreal  : 
Annual  Report  of  the  City  Surveyor  of  Mon- 
treal for  1881. 
Report  on  Permanent  Roadway    Pavements 
for  the  City  of  Montreal.     March  21,  1882. 

From  William  S.  Barbour,  Cambridge, 
Mass. : 
Cambridge  City  Documents.    1882. 
Annua!  Report,  Citv  Engineer  of  Cambridge, 

for  1881. 
Annual  Report  of   Cambridge  Water  Board, 
for  1881. 

From    Jacob    Blickensderfer,    Omaha, 
Neb.: 
Report  of  the  Chief  Engineer,  Atlantic  and 
Pacific  Railroad. 

From  William  H.  Bradley,  Boston. : 
Annual  Report  on  Sewerage   of  Boston,  for 
1881. 

From  H.  Wadsworth  Clarke,  Syracuse, 
N.  Y. : 


.Journal  of  the  Board  of  Supervisors,  of  the 
County  of  Onondaga,  N.  Y.,  for  1881. 

From  Martin  Coryell,  Lambertville,  N. 
J.  : 
Fifth  Annual  Meeting  and  Report  of  the  Lam- 
bertville Water  Co. 

From  Joseph  P.  Davis,  New  York  : 
Fourth  and  Fifth  Annual  Reports  of  the  Bos- 
ton Water  Board.     (3  copies.) 
The  Worcester  Sewerage  and  the  Blackstone 
River.     (3  copies.) 

From  George  W.  Dre.sser,  New  York : 
Improved   Disirict  Railwaj-  Map  of  London. 
1880. 

From  A   J.  Du  Bois,  New  Haven  : 
A  new  Theory  of  the  Suspension  System  with 
Stiffening  Truss.    A.  J.  Du  Bois. 

From  James  B.  Eads,  St.  Louis  : 
Minority  Report   of  MiasLssippi  River  Com- 
mission.    (Copies  for  distribution.) 

From  Henry  Faija,  London,  England  : 
Portland  Cement  for  Users.     Henry  Faija,  C. 
E.     London.     1881. 

From  F.  U.  Farcjuhar,  Detroit,  Mich.: 
Report  upon  the  Construction  of  the  Tilla- 
mook Rock  Light  House.     Maj.  G.  L.   Gil- 
lespie.    Washington.    1881.     (5  copies.) 

From  Albert  Fink,  New  York  : 
Report  on  the  Adjustment  of  Railroad  Trans- 
p  ,'rtatiou  rates  to  the  Seaboard.  Albert 
Fink.  New  York.  1882. 
Argument  befoi'e  the  Committee  on  Com- 
merce, U.  S,  House  of  Representatives. 
Albert  Fink.     March  17th  and  18th,  1882. 

From  Charles  E.  Fowler,  New  Haven  : 
Contract  between  the  City  of  New  Haven  and 

New  Haven  Water  Company. 
Annual  Reports  of  the  Street  Department  of 

New  Haven,  for  1881.     (2  copies.) 
City  Year  Book  of  New  Haven.    1881. 

From  James  B.  Francis,  Lowell,  Mass.  : 
Ninth  Annual   Report    of  the   Lowell  Water 
Board. 

From  James  T.  Gardiner,  .Albany,  N.  Y. : 
Report  on  Methods  of  Sewerage  for  Cities  and 
large  Villages  in  the  State  of  New  York.     (6 
copies.) 
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From    Wm.    Paul   Gerhard,    Newport, 
R.  I.  : 
House    Drainage   and    Sanitary    Plumbing. 
Wm.  Paul  Gerhard,  C.  E. 

From  Charles  O.  Gleim,  Cologu^,  Ger- 
many : 
Denkcshrift  uber  die  Kosten  Binneushifffahrt, 
From  Kobert  Gordon,  Henzada,  British 
Burmah  : 
Report  on  the  Administration  of  British  Bur- 
mah.    1880-'81. 

From  Lt.  Com.  H    H.  Gorringe,  New 
York : 
Egyptian    Obelisks.     H.    H.  Gorringe.     New 
York.     1882. 

From  B.  M.  Havrod,  New  Orleans: 
Note  Bur  les  divers  moy ens  employes  pour  ame- 
liorer  les  conditions    de    navigabilite    des 
rivieres.     M.  S.  .lauicki.     Paris.     1880. 
Secoude  note  sur  les  moyens  employes  pour 
ameliorer  les  couditions  de  navigabilite  des 
rivieres.     M  S.  Janicki.     Paris.     1880. 
From  James  H.  Harlow,  Pittsburgh  : 
Forty-second  .\nnnal  Report  of  the  Monouga- 
hela  Navigation  Co. 

From     Clemens      Herschel,     Holyoke, 
Mass.  : 
Report  of  (Committee  appointed  in  relation  to 
the  Commonwealth  Flats  near  South  Boston. 
Boston.     1868. 

From  John  Houston,  La  Guira,  Vene- 
zuela : 
Piano  del  Ferro  carril  del  ajo  de  Agua  a  Cara- 
cas. 

From    Institution  of    Civil   Engineers, 
James  Forrest,  Secretary,  London  : 
Minutes  of  Proceedings.     Vols.    I  to  XX,  in- 
clusive. 
Index  to  Vols.  I  to  XX. 
Transactions.     Vol.  III.     Ito. 

From  Institution  Engineers  and  Ship- 
builders, Glasgow,  Scotland  : 
Transactions.      Vol.    XXIV.      24th    Session. 
1880-81. 

From  Hon.  David  H.  Jerome,  Governor 
of  Michigan.  Lansing  : 
Annual  Report  of  the  Commissioner  of  Min- 
eral Statistics  for  1880, 

From  John  B.  Jervis,  Rome,  N.  Y. : 
Report  on   New    York    City    Water    Supply. 
John  B.  Jervis,  C.  E. 

From   H.   Kato,   University    of   Tokio, 
Japan  : 
Calendar  of  the  Department  of  Law,  Science, 

and  Literature. 
Geology  of  the  Environs  of  Tokio. 
Measurements   of  the    Force    of    Gravity   at 
Tokio  and  on  the  summit  of  Fujinoyama. 
From  John  Kennedy,  Montreal  : 
Anniial  Report  of  tlie  Harbor  Commissioners 
of  Montreal,  for  1881.     (2  copies.) 

From  William  Kingsford,  New  York  : 
The   Canadian    Canals.      Histoi-y,    Cost,    &c. 
Wm.  Kingsford,  C.  E. 

From  John  H.  B.  Latrobe,  Baltimore, 
Md.  : 
The  Capitol  and  Washington  at  the  beginning 
of  the  present  Century. 

From  Louis  Lesage,  Montreal  : 
Annual  Reports  of  the  City  of  Montreal,  from 
1872  to  1881,  inclusive. 

From  Albert  Levy,  New  York  : 
Photograph  of  the  East  River  Bridge. 
Lithograph  of  Isthmus  Canal  at  Panama. 

From  Charles  L.  McAIpine,  New  York  : 
Annual  Report  ol  the  Secretary   of  Internal 


Affairs  o{  the  State  of  Pennsylvania.     Har- 
risburg.     1880. 

Annual  Report  of  the  State  Engineer  and  Sur- 
veyor ou  the  Railroads  of  the  State  of  New 
York.     Albany.     1881. 

Reports  on  the  Grand  Water  Ways  of  Penn- 
sylvania, for  1878.  1879  and  1880. 

Report  of  the  i  ennsylvania  Board,  ou  the 
Northern  and  Western  Boundary.  Harria- 
burg.    1881. 

From  Colonel  Wm.  E.  Merrill,  II.  S.  A. 
Ciucinnati  : 

Seven  Photographs  of  Davis  Island  .Dam. 

From    Gilbert  Murdoch,   St.  John,  N. 
B.: 
Report  on  the  Meteorological  Service  of  the 

Domiuion  of  Canada. 
Special  Report  ou  Water  Supply  of  St.  John 
and  Portland.     (2  Copies.) 

From   Prof.  Wm.   Ripley  Nichols,  Bos- 
ton: 
Natural  Filtration   at  Berlin.      Wm.   Ripley 

Nichols. 
Remarks  on    Tastes    and   Odors   of  Surface 

Water.     Wm.  Ripley  Nichols. 
Sand  Filtration.     Wm.  Ripley  Nichols. 
On  the  Temperature  of  Fresh   Water   Lakes 
and  Ponds.     Wm.  Ripley  Nichols. 

From  George   B.   Nicholson,   New  Or- 
leans, La. : 
Mineral  and   Agricultural  Resources    of  the 
Portion  of  Tennessee  along  the   C,  S.  and 
K.  and  O.  R.  R. 

From    Joseph    Nimmo,    Jr.,   Chief    of 
Bureau  of  Statistics,  Washiugtou: 
.Vnnual  Report  on  the  Commerce  and  Naviga- 
tion of  the  United  States  for  the  year  end- 
ing June  'SO,  1881. 

From  North  of  England  Institute  Min- 
ing and  Mechanical  Engineers.  Theo. 
Wood  Bunning,  Secretary.  Newcastle 
-on-Tyne. 
Transactions.     Vol.  XXX. 

From  F.  L.  Olmatead,  New  York: 
The  Spoils  of  the  Central  Park,  New  York 
City. 

From  Richard  Potts,  Chicago: 
Annual   Report  on    the    General    System  of 
Sewerage  of  Chicago  for  1882.     G.  Howard. 
EUers. 

From  D.  C.  Robinson,  Elmira,  N.  Y.  r 
The   Chemung  Crossing   Case.      New  York, 
Lackawanna  and   Western   R.   R.  vs.   New 
York,  Lake  Erie  and  Western  R.  R. 

From  CoUingwood  Schreiber,   Ottawa, 
Canada : 
Annual   Report   of  the  Minister  of  Railways 

and  Canals  of  Canada  for  1881. 
Reports  of  Railway  Statistics  of  Canada. 

From  W.  W.  C.  Sites,  Jersey  city,  N.  J.: 
The  Proposed  Dam  Across  the  Passaic  River. 
Pollution  of  the  Passaic  River. 

From  State  Board  of  Health,  Albany,  N. 
Y.: 
Report  on  the  JletLods  of  Sewerage  for  Cities 
and  large  Villages.     James  T.  Gardiner. 
From  McRee  Swift,  New  Brunswick,  N. 
J.: 
Button's  Mathematical  Dictionary.    Vols.   I 
and  II. 

From  U.  S.  Coast  Survey,  Washington. 
Annual  Report  of  U.  S.  Coast  and  Geodetic 
Survey.     1878. 

From  Hon.  Jacob  Vanderpool,  Commis- 
sioner Dept.  Docks,  New  York: 
Report   of  Commission   of    Engineers    upon 
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Construction  of  River  Wall,  Department  of  From  H.  M.  Wightman,  Boston  : 

Docks.     {Copies  jor  distribution.)  Annual  Report  of  City  Engineer  of  Boston  for 

FromL.  F.  Harcourt,  London:  1881. 

A   Treatise   on   Rivers  and  Canals.     Vol.    I.  From    Gen.    H.    G.    Wright,    Cbief    of 

Text.     Vol.  II.     Plates.  Engineers,  U.  S.  A.,  Washington: 

From  Joseph  E.  Waltz,  Dayton,  Ohio:  Index   to   Annual  Reports  of  Chief  of  Engi- 

Twelfth  Annual  Report  of  the  Dayton  Water  neers,  U.  S.  A.     1866-1879. 

Works.     1881.  Annual  Report  of  Chief  of  Engineers,  U.  S.  A., 

From  Welton  k  Bonuett,  Waterbury,  for  1881.    Parts  I,  II  and  III. 
Conn.: 
Fifteenth  Annual  Report  of  Waterbury  Water 
Commissioners.     1881. 


LIST    OF    MEMBEKS. 


ADDITIONS. 
MEMBERS. 


Date  of  Election. 

AssEKSON,  Peter  C Civil  Engineer,  U.  S.  N.,  Norfolk,  Va.  .  .July    5,  1882. 

Locke,  Augustus  W.  .  .  .Manager  Troy  and  Greenfield  E.  E.  and 

Hoosac  Tunnel,  North  Adams,  Mass.June  7,  1882. 
Ludlow,  William Ca^Dt.   Corps   of  Engineers,    Bvt.    Lieut. 

Col.  U.  8.   A.,  Light  House  Board, 

Washington,  D.  C July     5,  1882. 

Pratt,  William  A Engineer  Ohio  and  Baltimore  Short  Line 

E.  E.,  Connellsville,  Pa July    5,  1882. 

Eay,  Nathaniel  C Ass't.    Engineer    Union    Pacific    E.  E., 

Boulder,   Col July    5,  1882. 

EosECRANS,  William  S  . .  San  Francisco,  Cal July    5,  1882. 

Smith,  William  H Ees.   Engineer,   New  York,  West  Shore 

and  Buffalo  E.  E.,  Oneida,  N.  Y. . .  .July    5,  1882. 


ASSOCIATE. 

NicoL,  Thomas  W Forlorn  Hope,  P.  0.,  La June  7,  1882. 


.JUNIORS. 

Blanc,  Frederic  N Care  W.  H.  Gebhard,  21  Nassau  Street, 

New  York  City,  N.  Y July    5,  1882. 

Mackenzie,  William  B.Ass't    Engineer    Intercolonial  Eailway, 

Moncton,  N.  B June    7,  1882. 

Parsons,  Wm.  Barclay. New  York,  Lake  Erie  and  Western  E.  E., 

Port  Jervis,  N.  Y June   7,  1882. 
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CHANGES   AND   COEKECTIONS. 


MEMBERS. 


Andrews.  John  W Chief  Engineer  and  Gen'l.  Supt.  Midland  North  Caro- 
lina R.  R.,  New  Berne,  N.  C. 

Barnard,  A.  P (Care  of  George  H.  Parsons)  Colorado  Springs,  Col. 

Bates,  Onward Pres.  Pittsburgh  Bridge  Co.,  Pittsburgh,  Pa. 

Benyaurd,  William  H.  H.Maj.  Corps  of  Engineers,  U.  S.  A.,  Chicago,  111. 

BiXBY,  William  H Lieiit.  of  Engineers,  U.  S.  A.,  Willets  Point,  New  York 

Harbor,  N.  Y. 

Dabrach,  Charles  G.  .  .Ridley  Park,  Delaware  Co.,  Pa. 

Davis,  Charles  E.  L.  B.Capt.  Corps  of  Engineers,  U.  S.  A.,  Detroit,  Mich. 

Durham,  C.  Wheeleb.  .Room  19,  Tribune  Building,  New  York  City,  N.  Y. 

Farquhar,  Francis  it.  .Maj.  Corps  of  Engineers,   Bvt.  Lieut.  Col.,  U.  S.  A., 

Detroit,  Mich. 

Glaskin,  Edwin  E 39  Broadway,  New  York  City,  N.  Y. 

Houston,  John P.  O.  Box  145,  Hackensack,  N.  J. 

James,  John  C Ch.  Eng.  Canadian  Pacific  R.  R.,  Winnipeg,  Manitoba. 

John,  Irvin Phoenixville,  Pa. 

LiNviLLE,  Jacob  H Morton,  Pa. 

Long,  Thomas  J Ass't.  Engineer  Dep't  Docks,   119  Duane  Street,   New 

York  City.  N.  Y. 

Truesdell,  Charles Res.  Engineer  New  York,  Susquehanna  and  Western 

R.  R.,  Delaware  Water  Gap.  Pa. 

Waddell,  John  A.  L.  .  .Prof,  of  Civil  Engineering,  University  of  Tokio,  Japan. 

Waite,  C.C Vice-Pres.  Cincinnati,  Hamilton    and   Dayton  R.  R., 

Cincinnati,  Ohio. 

Weeks,  Harvey  R Chief  Engineer  E.  K.  R.  R.,  Willard,  Ky. 

Weir,  Charles  G 24  East  Tenth  Street,  New  York  City,  N.  Y. 


associate. 
Hendrie,  John  S Ontario  and  Quebec  R.  R.,  Peterborough,  Canada. 

.juniors. 

Brooks,  Frederick.  . .  .Mexican  Central  Railroad.  San  Luis  Potosi,  Mexico. 
Buedett,  Charles  L.  .  .Room  21,  Trust  Co.  Block,  Hartford,  Conn. 
Curtis,  Wendell  R Rockland,  Plymouth  Co.,  Mass. 


deaths. 


Bbiggs,  Robert Elected  Member  October  19,  1870.    Died  July  24,  1882. 

Hyde,  William  B Elected  Member  July  12,  1877.     Died  June  18,  1882. 

Clark,  Ira  E Elected  Junior  February  6,  1878.     Died  May  23,  1882. 


^nifinan   Soci^tg  of  |iiiil  jrngin^ers. 


mOOEEJDINOS. 


Vol.  VIII.— August,    1882. 


Note. — No  meetings  of  the  Society  are  held  in  August. 


ADDITIONS  TO 

LIBRARY    AND    MUSEUM 


From  American  Academy   of  Arts  and 
Sciences  Cambridge,  Mass. : 
Memoirs.    Centennial  Volume.    Vol.  XI.  Part 
I. 

From  American  Chemical  Society.  P. 
Cassamajor,  Secretary,  New  Yorlj: 

Journal  of  the  Society.    Vol.  III.     18m. 

From  American  Society  of  Mechanical 
Engineers.  Thomas  Whiteside  Kae, 
Secretary,  New  York: 

Proceedings  of  the  Society.  Second  Regular 
Meeting,  1881      Altoona,  Pa. 

Counter-Balancing  of  Engines  and  other  Ma- 
chinery having  Reciprocating  parts.  Prof. 
S.  W.Robinson. 

Comparison  between  different  types  of  En- 
gines.    Charles  A.  Hague. 

Fire  Protection  of  Mills.     C.  J.  H.  Woodbury. 

The  Lifetime  or  Age  of  Steam  Boilers.  W^il- 
liam  Barnet  Le  Van. 

Mill  Floors.     C.  J.  H.  Woodbury. 

Railroad  Economics,  or  Notes  and  Observa- 
tions from  the  Ohio  State  Railway  Inspec- 
tion Service.     Prof.  S.  W.  Robinson. 

Method  of  Arranging  and  Indexing  Drawings 
and  Patterns.     Albert  F.Hall. 

Rolled  Cast-Steel  Car  Wheels.     Jacob  Reese. 

Nomenclature  of  Machine  Details.  Oberlin 
Smith. 

The  Latest  Methods  of  Submarine  Telegraph 
Work.     Thomas  Whiteside  Rae. 

Note  Relating  to  the  Proper  Method  of  Ex- 
pansion of  Steam  and  Regulation  of  the 
Engioe.     Prof.  E.  H   Thurston. 

Coffin's  Averaging  Instrument.  John  E. 
Sweet. 

Use  of  the  Calorimeter  as  a  Pyrometer  for 
High  Temperatures.     J.  C.  Hoadley,  C.  E. 

A  Rational  System  of  Piston  Packing.  Prof. 
S.  W'.  Robinson. 


The  Binary  Absorption  System  of  Ice  Machin- 
ery.    H.  F.  J.  Porter,  M.  E. 
Experimental  Mechanics.     Oberlin  Smith. 
The  Continuous  Rod  Mill  of  the  Trenton  Iron 

Co.     William  Hewitt. 
A    Brief   Treatise    on    the    Steamboat   Cam. 

Lewis  Johnson. 
Most  Economical  Point  of  Cut-Off  in  Steam 
Engines.  No.  I.  Alfred  K.  W^olff,  M.  E.,  and 
James  E.  Denton,  M.  E. 
Most  Economical  Point  of  Cut-Off  in  Steam 
Engines.  No.  II.  Alfred  R.  Wolff,  M.  E., 
and  James  E.  Denton,  M.  E. 

From  Association  of  Engineering  Soci- 
eties.     H.    G.    Prout,    Secretary   of 
Board,  New  York: 
Journal  of  the  Association.    Vol.  I.    No.  7. 
May,  1882. 

From    Eustaquio    Buelna,     Durango, 
Mexico : 
Compendio,  Historico,  Geografico  y  Estadi- 
stico     del     Sinaloa.       Eustaquio    Buelna, 
Mexico,  1881. 

From  Mendes  Cohen,  Baltimore: 
A  Complete  Set  of  Reports  of  the  Baltimore 
and  Ohio  Railroad  from  1827  to  1879,  inclu- 
sive. Bound  in  7  Volumes. 
Fifty-fourth  and  Fifty-fifth  Annual  Reports  of 
the  Baltimore  and  Ohio  Railroad  for  the 
years  ending  Sept.  30th,  1880  and  1881. 

From  Denver  Society  of   Civil    Engi- 
neers.   Arthur  I.   Fonda,  Cor.  Secre- 
tary, Denver,  Col. : 
Constitution  and  By-Laws,  Blank  Application 
and  List  of  Officers  of  the  Society. 
From  James  B.  Eads,  St.  Louis: 
Answer  of   James    B.   Eads,   Correcting  the 
Erroneous  Statements  of  the  Promoters  of 
the  Nicaragua  Canal  Scheme.    Washington, 
1882.     (Copies  for  distribiiiion.) 
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From  Engineers'  Club  of  Philadelphia. 
Howard  Murphy,  Cor.  Secretary: 
Proceeflings.     Vol.111.     Nos.  1  and  2. 

From    Franklin     Institute.       Wm.    H. 
Wahl,  Secretary,  Philadelphia: 
Journal  of  the  Institute.    July  and  August, 
1882. 

From  WiUiam  Frazier,  Boston: 
Prospectus    of    the    Paris,    Georgetown  and 
Frankfort  Kailroad .    Cambridge,  1881. 

From   Institution   of  Civil   Engineers. 
James  Forrest,  Secretary,  London : 
Publications  edited  by  the  Secretary,  as  fol- 
lows: 
The  Rokugo  River  Bridge  and  Foundations 
on    the    Tokio-Yokohama  Railway,   Japan. 
Richard  V.  Boyce. 
Light  Scaffolding.     John  Cundy. 
New  York    Elevated    Railroads.      Robert    E. 

Johnston. 
Canal   Navigation    in    Belgium.    A.   Gobert. 

Translated  by  Alfred  Bache. 
The    Burning    of    Town    Refuse    at   Leeds. 

Charles  Slagg. 
Lancaster  Water  Works    Extension.    James 
Mansergh. 

From  Metropolitan  Museum  ol  Art.  L. 
P.    Di    Cesnola,     Secretary,     Central 
Park,  New  York : 
Twelfth  Annual  Report  of  the  Trustees  of  the 
Association.    New  York,  1881. 

From    Mining    Institute    of    Scotland. 
James  Gilchrist,  Secretary,  Hamilton : 
Transactions.  Vol.  IV,  No.  3.  General  Meeting. 
June,  1882. 

From    Joseph    Nimmo,    Jr.,   Chief   of 
Bureau  of  Statistics.  Washington,  D. 
C: 
Imported  Merchandise  entered  for  Consump- 
tion in  the  United  States,  with  rates  of  Duty 
and  amount  of  Duties  Collected . 
Comparative   Rates  of  Wages  in  the  United 
States  and  in  Foreign  Countries.      Joseph 
Nimmo,  Jr.     May  1,  1882 

From   North   of   England   Institute   of 

Mining  and    Mechanical   Engineers. 

Theo.    Wood     Running,     Secretary, 

Newcastle-on-Tyne : 

Transactions.      Vol.  XXXI.    Part  4.     June, 

1882. 

From  Charles  Paine,  New  York : 
The  Culture  and  Management  of  our  Native 
Forests    for    Development    as    Timber    or 
Ornamental    Wood.     H.  W.    S.   Cleveland. 
Springfield,  1882.     (Several  copies.) 

From  Gen.  O.  M.  Poe,  U.  S.  A..  Wash- 
ington, D.  C: 
Reports  of  Inspection    made   in  summer  of 
1877,  by  Generals  P.  H.  Sheridan  and  W.  T. 
Sherman   of  Counti-y  North  of  the   Union 
Pacific  Railroad.     Washington.     1878. 

From  M.  E.  Pontzen,  Paris  : 

Notice  sur  les  Appareils  Electrique  exposes 

par  La  Societ6  Autrichieiine. 
Notice  descriptive,  des  Appareils  Electriques 

exposes  par  la  Compagnie   du  Chemin  de 

fer  du  Nord.     Lille.     1881. 


Resume  d'une  etude   sur  la  Creation  d'uu 

Port  du  Mer   a   Paris.     M.    Bouquet   de  la 

Grye.     Paris.     1882. 
Ueber  das    Technische    Schul-und    Vereins- 

wesen   Franksreich.      Wilhelm  von  Nbrd- 

ling.     1881. 

From  H.  V.  Poor,  New  York  : 
Sketch  of  the  Rise  and  Progress  of  the  Inter- 
nal Improvements,  and  of  the  Internal  Com- 
merce of  the  United  States,  with  a  review 
of  the  charges  of  monopoly  and  oppression 
made  against  Railroad  Corporations.  Henry 
V.  Poor.     New  York.     1881. 

From  Royal  United  Service  Institution : 
Capt.  B.  Burgess,  Secretary,  London. 
Journal  of  the  Institution.     Vol.    XXV.     No. 
113. 

From  John  C.  Trautwine,  Philadelphia: 
The  Field  Practice  of    Laying  out  Circular 
Curves  for  Railroads.    John  C.  Trautwine, 
C.  E.     Philadelphia.     1882. 

From   U.  S.  Signal  Service,  Gen.  W.  B. 
Hazen,  Chief  Officer,  Washington  : 
Professional  Papers  of  the  Signal  Service  as 
follows  : 
Isothermal  Lines   of  the    United    States 

1871-1880.     Lieut.  A.  W.  Greely. 
Chronological   List  of  Auroras   observed 
from  1870  to  1879.   Lieut.  A.  W.  Greely. 
Information  relative  to  the  Construction 
and  Maintenance  of  Time  Balls.     Wins- 
low  Upton. 
The  Reduction    of   Air   Pressure  to   Sea 
Level  at  Elevated  Stations  West  of  the 
Mississippi    River.      Henry   A.  Hazen, 
A.M. 

From  William  Watson,  Boston  : 
A  Report  to  the  American   Social  Science  As- 
sociation  on   the  Protection  of  Life  from 
Casualties  in  the  use  of  Machinery.     Wil- 
liam Watson.  Ph.  D. 

From  Gen.  Francis  A.  Walker,  Supt. 
Tenth  Census  of  the  United  States, 
Washington,  D.  C: 

Statistics  of  the  Production  of  the  Precious 
Metals  in  the  United  States.  Clarence  King. 
(2  copies  ) 

Statistics  of  the  Iron  and  Steel  Production  of 
the  United  States.    James  M.  Swank. 
From  other  sources  : 

Introductory  Report.    Massachusetts  Laws. 

Mexican  Concessions.  By-Laws  of  the  Mexi- 
can Central  Kailway  Co.,  Limited. 

Second  Annual  Report  of  the  Board  of  Direct- 
ors of  the  Sonora  Railway  Company, Limited, 
year  ending  December  31,  1881.  Boston. 
1882. 

Massachusetts  Laws.  Mexican  Concessions, 
First  Mortgage  Deed.  By-law.s  of  the  Sonora 
Railway  Company,  Limited. 

Annual  Report  of  the  Chief  Engineer  of  the 
Water  Department  of  Philadelphia  for  the 
year  1880. 

History  of  the  Boston  and  Bangor  Steamship 
Company,  formerly  known  as  Sanford's  In  - 
dependent  Line.     (1823-1882.)    Boston. 
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THE   NOiiMAN    MEDAL. 


CODE  OF  RULES  FOR  ITS  AWARD. 

I.  — Competition  for  the  Norman  Medal  of  the  American  Society  of 
Civil  Engineers  shall  be  restricted  to  Members  of  the  Society. 

II.— There  shall  be  one  gold  medal,  and  only  one,  struck  for  each 
and  every  fiscal  year  of  the  Society,  and  awarded  as  hereinafter  pro- 
vided. The  dies  therefor  shall  be  with  the  Superintendent  of  the 
United  States  Mint  at  PhiladeljDhia,  in  trust  exclusively  for  the  above 
purpose.  Such  Medal  shall  be  of  a  cost  equal  to  the  annual  interest 
received  upon  ^1  000  of  the  Consolidated  Stock  of  the  City  of  New 
York,  Certificate  No.  179,  of  the  additional  new  Croton  Aqueduct  Stock 
of  the  City  of  New  York,  authorized  by  an  Act  of  the  Legislature  of  the 
State  of  New  York,  Chap.  230,  passed  April  15th,  1870,  dated  November 
17th,  1873,  now  held  in  trust  by  the  Treasurer  of  this  Society,  and  so 
held  solely  for  this  purpose,  and  shall  be  executed  upon  his  order. 

III. — All  original  papers  presented  to  the  Society  by  members  of  any 
class,  during  the  year  for  which  the  medal  is  awarded,  shall  be  open  to 
the  awards,  provided  that  such  papers  shall  not  have  been  previously 
contributed  in  whole  or  in  part  to  any  other  association,  nor  have 
appeared  in  print  prior  to  their  publication  by  the  Society,  nor  have  been 
presented  to  the  Society  in  any  previous  year. 

rV. — The  Board  of  Censors  to  award  the  Medal  shall  consist  of  tliree 
members  of  the  Society,  to  be  designated  by  the  Board  of  Direction. 
The  Secretary  of  the  Society  shall  act  as  Secretary  to  the  Board  of 
Censors . 

V. — The  medal  shall  be  awarded  to  such  paper  as  the  said  Board  shall 
judge  to  be  worthy  of  special  commendation  for  its  merits  as  a  contribu- 
tion to  Engineering  Science,  not  merely  relatively  as  compared  with 
others  presented  during  the  same  year,  but  as  exhibiting  the  science, 
talent  or  industry  displayed  in  the  consideration  of  the  subject  treated 
of,  and  for  the  good  which  may  be  expected  to  result  from  the  discussion 
and  the  inquiry. 

VI. — In  case  no  paper  presented  during  the  year  shall  be  deemed  of 
sufficient  value  to  receive  an  awai*d,  the  amount  of  the  interest  of  the 
fund  for  that  year  shall  be  expended  by  the  Board  of  Direction  in  the 
purchase  of  books,  to  be  offered  as  a  premium  for  the  second  best  jjaper 
in  the  next  year  in  which  more  than  one  paper  of  sufficient  value  may  be 
presented. 

YII. — The  medal  year  shall  terminate  on  the  first  day  of  August,  and 
the  award  shall  be  announced  at  the  Annual  Meeting. 

VIII. — The  Treasurer  of  this  Society  shall  cause  the  medal  to  be 
prepared  and  delivered  to,  or  deposited  to  the  order  of,  the  successful 
competitor,  within  two  months  after  the  Annual  Meeting  at  which  the 
same  shall  have  been  awarded. 
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LIST    OF    MEMBERS. 


ADDITIONS. 

MEMBERS. 

Date  of  Election. 

BuENs,  Edward  Cook .. U.    S.    Ass.   Engineer,   Sault   Ste.    Marie, 

Micb July  5,  1882. 

Claee,  David  Dexter.  .Northern    Pacific   R.  R.,    New   Tacoma, 

Washington  Ter July  5,  1882. 

Schuyler,  Howard Apartado  212,  Mexico,  Mexico June  7,  1882. 


CHANGES    AND    CORRECTIONS. 
MEMBERS. 


Anderson,  T.  S San  Antonio,  Texas. 

CoMSTOCK,  C.  B Major  Corps  Engineers,  Bvt.  Brig.  Gen.  U.  S.  A.,   33 

West  Houston  Street,  New  York. 
DoANE,  W.  A Ass.  Engineer,  Ontario  and  Quebec  Railway,  Lock  Box 

120,  Peterborough,  Ont.  Canada. 

KiMBERLT,  M.  C Gen.  Ass.  Eng.,  N.  P.  R.  R.,  Brainerd,  Minn. 

Nicholson,  Geo.  B 190  Common  Street,  New  Orleans,  La. 

Post,  L.  W 315  Collins  Street,  Atlanta,  Georgia. 

WiMMER,  S St.  Marys,  Elk  County,  Pennsylvania. 


associates. 

Hammond,  H.  B 67  Wall  Street,  New  York. 

LocKwooD,  John .52  BroadM'aj',  New  York. 


pierican  mckb^  of  |;cil  fiiiginem* 


I^ROCEEDIlSiGS. 


Vol.    VIM.— September,  1882. 


MINUTES    OF    MEETINaS 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 

OF  THE  SOCIETY. 


September  6,  1882. — The  Society  met  at  8  p.m.,  Mr.  Theodore  Cooper 
in  the  chair.  Ballots  for  membership  were  canvassed  and  the  following 
candidates  were  declared  elected  :  as  Members — William  Herbert  Baker. 
Las  Vegas,  N.  M. ;  Richard  Somers  Hayes,  St.  Louis,  Mo. ;  Horace  E- 
Horton,  Rochester,  Minn. ;  Marsden  Manson,  San  Francisco,  Cal. ;  Sam. 
Tiel  H.  Miller,  Danville,  III. ;  William  Raymond  Morley,  Hermosillo,  So- 
nora,  Mexico  ;  Arthur  Bickley  Paine,  New  York  City,  N.  Y. ;  John  Addi- 
son Partridge,  Syracuse,  N.  Y. ;  James  Ross,  Toronto,  Canada  ;  Thomas 
William  Symons,  Washington,  D.  C. ;  as  Associate— Paul  S.  Reeves, 
Phoenixville,  Pa. ;  as  Juniors— George  Edward  Thackray,  St.  Joseph, 
Mo. ;  Albert  Lowry  Webster.  Washington,  D.  C. 

The  canvass  of  the  vote  on  the  following  question  was  announced  : 
"  Do  you  consider  it  expedient  and  advisable  that  the  Board  of  Direc- 
tion of  the  American  Society  of  Civil  Engineers  should  comply  with  re- 
quests to  nominate  Engineers  from  whom  may  be  selected  members  of 
advisory  professional  Boards  ?  " 

In  the  affirmative  there  were 151  votes. 

"     "  negative 85 

Total 2:^6  votes. 

The  following  deaths  were  announced  : 

Robert  Briggs,  of  Philadelphia,  Pa. ;  elected  Member  October  19, 
1870,  died  July  24,  1882. 

William  B.  Hyde,  of  Oakland,  Cal. ;  elected  Member  July  12,  1877, 
died  June  18,  1882. 

The  Norman  Medal,  the  award  of  which  was  announced  at  the  Wasli- 
ington  Convention,  was  presented  to  the  recipient,  Mr.  L.  L.  Buck, 
M.Am.  Soc.  C.  E. 

Mr.  J.  B.  Browne,  C.  E.,  practically  exhibited  the  working  of  the 
Fleuss  Diving  and  Noxious  Gas  Apparatus  and  the  Safety  Lamp,  and 
read  a  short  paper  on  the  subject  which  was  discussed  by  the  members 
present. 
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LIST    OF    MEMBERS. 

ADDITIONS. 


MEMBEBS. 

Date  of  Election. 
Mtllee,  Samitel   H.  .  .  .Chief    Engineer    Chicago    and    Eastern 

Illinois  R.  R.,  Danville,  111 Sept.  6.  1882. 

Paine,  Arthur  B  Chief  Engineer  Pennsylvania  and  New 

England  R.  R.,  97  Nassau  St.,  New 

YorkCity,  N.  Y 

Partridge,  John  A .. .  Div.  Engineer  New   York,    West  Shore 

and  Buffalo  R.  R.,  Syracuse,  N.  Y. . 


junior. 

RosENWEiG,  Alfred.  .  .Ass't.   Engineer   Mexican  Central   R.  R. 

(care  James   Harrington),  Tampico, 
Mexico June  7,  1882. 


CHANGES    AND   CORRECTIONS. 


MEMBERS. 

Briggs,  EoswELL  E ....  Chief  Engineer  2d.    Div.  Mex.    Cent.  R.   R.,    Agues- 

calientes,  Mexico. 
Cunningham,  James  H.  .Jos.  Tillotson  &  Co.,  Black  Bull  St..  Leeds,  England. 

DoANE,  Edwin  A Meadville,  Pa. 

Engle,  Robert  L 143  Smith  St.,  Cincinnati,  Ohio. 

McKee,  Charles  H.  .  .Ass't.  Eng'r.  Del.  and  H.  C.  Co.  R.  R.,  Albany,  N.  Y. 

Pettit,  Robert  E Supt.  N.  Y.  Div.  P.  R.  R.,  Jersey  City,  N.  J. 

Schmidt,  Max  E Mexican  Central  R.  R.,  San  Luis  Potosi,  Mexico. 

Smith,  Wm.  Sooy Montauk  Block,  Room  52,  Chicago,  111. 

Wellington,  Arthur  M.  Ass't  Gen.  Man.  Mex.  Cent.  R.  R.,  Guadalajara,  Mex. 
Yonge,  Samuel  H Chief  Eng'r.  Leav.  Div.  U.  S.  Improvement  Mo.  River, 

Leavenworth,  Kansas. 

associate. 
Harris,  Charles  M.  . .  .Sec'y.  Parson  Steam  Co.,  9.5  Liberty  St.,  New  York  City. 

juniors. 

Butts,  Edward P.  O.  Box  L.,  Kansas  City,  Mo. 

Haviland,  Arthur Res.  Eng'r  N.   Y.,  W.  S.   &  B.  R.R.,  8  Tweddle   Hall, 

Albany,  N.  Y. 


rnm^rnx    mci^iu  of 


I 


ngtn^er^. 


I^HOCJEEDINGS. 

Vol.    VIII.— October,   1882. 


MINUTES    OF    MEETINOS. 

(Abstract  of  snch  as  may  be  of  general  interest  to  members.) 

OF  THE  SOCIETY. 

September  20th,  1882. — The  Society  met  at  8  p.  m.,  Vice-President 
Wm.  H.  Paine  in  the  chair. 

A  paper  by  William  Bell  Dawson,  C.  E.,  on  "Rapid  Methods  of 
Topographical  Surveying,"  was,  in  the  absence  of  the  author,  read  by 
the  Secretary,  and  discussed  by  Messrs.  Bogart,  Paine  and  Stanton. 

October  4th,  1882.  — The  Society  met  at  8  p.  m.  ,  Vice-President  Wm. 
H.  Paine  in  the  chair. 

The  Vice-President  announced,  with  ajjpropriate  remarks,  the  death 
of  the  late  President  of  the  Society,  Mr.  Ashbel  Welch,  which  occurred 
September  25th,  1882. 

The  following  preamble  and  resolutions,  presented  from  the  Board 
of  Direction,  were  adopted  : 

Resolved,  That  there  be  entered  upon  the  ofiicial  Minutes  an  expres- 
sion of  the  great  loss  this  Society  has  sustained  in  the  death  of  its  Presi- 
dent, Ashbel  Welch. 
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In  tlie  successhil  labors  of  a  long  life  he  has  constantly  added  to  the 
respect  and  dignity  of  our  profession.  Thoroughness  and  conscientious- 
ness were  characteristic  of  all  his  works,  and  these  qualities,  added  to  a 
special  ability  and  clear  judgment,  secured  for  him  in  all  his  personal 
relations  the  peculiar  confidence  and  friendship  of  those  who  have  been 
associated  with  him. 

His  earnest  devotion  to  the  high  trusts  confided  to  him  by  this 
Society  has  greatly  extended  its  usefulness  and  its  permanent  advantage. 

Resolved,  That  the  Vice-President  presiding  be  authorized  to  appoint 
a  Committee  to  prepare  a  memoir  of  the  late  President  for  publica- 
tion in  the  Proceedings  of  the  Society. 

Senor  Francisco  de  Garay,  0.  E. ,  of  Mexico,  gave  an  account  of  the 
topography  of  the  Valley  of  Mexico,  of  the  measures  taken  in  the  past 
for  its  drainage,  and  of  the  methods  now  proposed  to  be  adopted  for 
that  purpose.     The  subject  was  discussed  by  the  members  present. 

October  18th,  1882. — The  Society  met  at  8  p.  m.,  Vice-President 
"Wm.  H.  Paine  in  the  chair. 

The  death  of  Henrique  Harris,  M.  Am.  Soc.  C.  E.,  elected  member 
December  3d,  1879,  died  October  10th,  1882,  wa.s  announced,  and  the 
Vice-President  authorized  to  appoint  a  Committee  to  prepare  a  memoir 
for  publication  in  the  Proceedings. 

A  paper  by  Henry  D.  Blunden,  M.  Am.  Soc.  C.  E.,  on  the  "Care 
and  Maintenance  of  Iron  Bridges,"  was  read  and  discussed  by  Messrs. 
Macdonald,  Cooper,  Davis,  Worthen,  Paine,  Sanderson,  Emery,  Camp- 
bell and  Shreve. 


OF  THE  BOARD  OF  DIRECTION. 

August  8th,   1882. — Applications  were  considered. 

The  President  and  Secretary  presented  suggestions  received  by  them 
in  correspondence  from  a  number  of  members  on  the  subject  of  the 
method  for  preparing  a  programme  of  tests  to  be  submitted  to  the  Chief 
of  Ordnance.  The  President,  Vice-President  Wm.  H.  Paine  and  the 
Secretary  were  appointed  a  Committee  on  the  subject  of  the  preparation 
of  a  programme  of  tests  to  be  submitted  to  the  Chief  of  Ordnance. 
The  Secretary  was  instructed,  that  if  the  canvass  of  votes  on  August 
12th,  on  the  subject  of  nominations  of  engineers  from  whom  may  be  se- 
lected members  of  Advisory  Boards,  shows  a  majority  in  favor  of  such 
action  by  the  Board  of  Direction,  he  should  ascertain  from  the  Franklin 
Institute  what  mode  of  procedure  will  be  agreeable  to  that  Institute  to 
comply  with  the  ordinance  of  the  Councils  of  the  City  of  Philadelphia. 
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Sei'tembee  22d,  1882. — A  letter -was  received  from  the  Mayor  of  Phila- 
delphia, enclosing  copy  of  certain  Proceedings  of  the  Franklin  Institute 
in  reference  to  the  appointment  of  experts  upon  the  subject  of  the  water 
supply  of  that  city.  The  Secretary  reported  to  the  Board  that  he  had' 
requested  the  Franklin  Institute  to  state  what  mode  of  jDrocedure  would 
be  agreeable  to  that  Institute  to  comply  with  the  ordinance  of  the 
Councils  of  the  City  of  Philadelphia,  The  Secretary  was  instructed  to 
reply  to  the  Mayor,  enclosing  a  statement  of  the  facts,  as  far  as  this 
Society  is  concerned,  connected  with  the  ordinance  referred  to,  and  state 
that  it  is  the  desire  of  this  Board,  in  accordance  with  the  vote  of  the 
Society,  to  act  in  compliance  with  that  ordinance. 

The  vote  of  the  Society  on  this  subject  is  given  in  Proceedings  for 
September,  Vol.  VIII. ,  page  101,  ante. 

The  Secretary  presented  an  announcement  from  the  American  So- 
ciety of  Mechanical  Engiueers,  stating  that  arrangements  had  been  made 
to  hold  a  joint  meeting  of  that  Society,  together  with  the  American  Insti- 
tute of  Mining  Engineers  and  the  American  Society  of  Civil  Engineers, 
in  memory  of  the  late  Alexander  L.  Holley,  on  or  about  November  1st,  in 
the  City  of  New  York.  The  Secretary  was  instructed  to  take  such 
measures  on  the  subject  as  should  be  proper. 

October  3d,  1882. — Applications  were  considered.  Upon  the  recom- 
mendation of  the  Committee  on  Library,  the  following  resolution  was 
adopted  : 

That  it  be  recommended  to  members  of  the  Society  having  occasion 
to  designate  themselves  as  such,  to  use  the  following  abbreviations  only : 

For  Honorary  Members Hon.  M.  Am.  Soc.  C.  E. 

For  Members M.  Am.  Soc.  C.  E. 

For  Associates Assoc.  Am.  Soc.  C.  E. 

,  For  Juniors Jun.  Am.  Soc.  C.  E. 

For  Fellows F.  Am.  Soc.  C.  E. 

Under  the  code  of  rules  for  award  of  the  Norman  Medal,  the  Board 
designated  the  following  named  members  of  the  Society  as  a  Board  of 
Censors:  George  S.  Greene,  William  E.  Merrill,  John  Kennedy. 

Quarterly  approj^riations  were  made. 

A  letter  from  the  President  of  the  Franklin  Institute  of  Philadelphia 
was  presented,  and  in  accordance  with  the  suggestions  of  that  letter,  the 
names  of  fourteen  engineers  were  transmitted  for  the  consideration  of 
that  Institute,  from  which  fourteen  names  might  be  selected,  the  nine 
to  be  nominated,  conjointly  with  the  Franklin  Institute,  to  the  Mayor  of 
Philadelphia,  in  compliance  with  the  ordinance  of  the  Councils  of  that 
City. 

The  death  on  September  25th,  1882,  of  Mr.  Ashbel  Welch,  President 
of  the  Society,  was  announced,  and  the  following  resolutions  were 
adopted : 
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For  the  first  time  in  its  history  this  Society  has  sustained  the  loss  by 
death  of  its  President. 

The  Board  of  Direction  desire  to  express  their  deep  sense  of  this  loss, 
and  their  high  apisreciation  of  the  purity  of  character,  the  professional 
eminence,  and  the  administrative  ability  of  the  late  President  of  the 
American  Society  of  Civil  Engineers,  Ashbel  Welch. 

The  Board  further  desires  to  place  on  record  an  expression  of  the  high 
regard  which  their  intercourse  with  Mr.  Welch  has  inspired  in  his  rela- 
tions as  an  officer  of  the  Society,  as  an  eminent  leader  in  the  profession 
of  Civil  Engineering,  and  as  a  man. 

OcTOKEK  18th,  1882. — A  communication  from  the  President  of  the 
Franklin  Institute,  enclosing  extracts  from  the  minutes  of  a  meeting  of 
the  Board  of  Managers  of  that  Institute,  was  presented.  The  following 
preamble  and  resolutions  were  adopted: 

Whereas,  in  a  communication  from  the  President  of  the  Franklin 
Institute,  dated  October  12th,  1882,  and  in  accompanying  extract  from 
the  minutes  of  the  Board  of  Managers  of  the  Franklin  Institute,  there 
are  presented  nine  names  of  engineers  as  nominated  by  the  Board  of 
Managers  of  the  Franklin  Institute  for  presentation  to  the  Mayor  of  the 
City  of  Philadelphia  under  the  provisions  of  an  ordinance  of  the  Councils 
of  that  City,  approved  June  7th,  1882,  and  the  concurrence  of  the  Ameri- 
can Society  of  Civil  Engineers  is  I'equested  to  those  nominations.     And 

Whe.j-eas,  eight  of  the  names  of  such  nominated  engineers  are 
selected  from  the  nominations  of  fourteen  engineers  heretofore  made  by 
this  Board,  in  accordance  with  the  suggestion  of  the  President  of  the 
Franklin  Institute,  and  transmitted  to  him  in  the  letter  from  the  Secre- 
tary of  this  Society,  dated  October  4th,  1882.     And 

Whereas,  one  of  the  names  of  the  engineers  nominated  by  the  Board 
of  Managers  of  the  Franklin  Institute  is  not  contained  in  the  list  of 
foui'teen  engineers  heretofore  nominated  by  this  Board.     And 

Whereas,  in  the  letter  of  the  President  of  the  Franklin  Institute, 
dated  October  12th,  1882,  it  is  stated  that  Mr.  J.  Vaughan  Merrick  (the 
engineer  whose  name  was  not  contained  in  the  list  nominated  by  this 
Board)  "is  a  son  of  the  founder  of  the  Franklin  Institute,  and  who 
"  served  us  acceptably  as  President.  He  is  an  eminent  mechanical  en- 
"  gineer,  for  many  years  at  the  head  of  Southwark  Foundry,  and  he  is 
"identified  with  the  best  interests  of  the  City  of  Philadelphia." 
Therefore, 

Resolved,  That  the  Board  of  Direction  of  the  American  Society  of 
Civil  Engineers  accepts  the  addition  of  the  name  of  J.  Vaughan  Merrick, 
and  concurs  in  the  nomination  of  the  nine  engineers  named  in  the 
above-mentioned  communication  from  the  President  of,  and  extract  from 


107 


the  minutes  of,  the  Franklin  Institute,  namely:  Frederick  Graff,  James 
B.  Francis,  E.  ]).  Leavitt,  Jr.,  E.  S.  Chesbrough,  William  E.  Worthen, 
George  S.  Greene,  William  P.  Trowbridge,  John  C.  Hoadley  and 
J.  Vaughan  Merrick, 

Resolved,  That  the  Secretary  communicate  this  action  to  the  Franklin 
Institute,  and  to  the  Mayor  of  Philadelphia. 

OcTOUER  31sT,  1882. — Applications  were  considered.  Appropriations 
were  made.     The  report  of  the  Nominating  Committee  was  received. 

The  subject  of  the  commutation  of  annual  dues  by  a  single  payment 
was  discussed,  and  it  was  determined  to  recommend  to  the  Society  the 
adoption  of  a  proposed  amendment  to  the  Constitution.  This  amend- 
ment will  be  printed  with  the  Proceedings  of  the  Society  for  November 
1st. 


ADDITIONS   TO 


LIBRARY     AND     MUSEUM. 


From  Americau  Irou  and  Steel  Associa- 
tion,   James    M.     Swank,    Secretary, 
Philatlelphia: 
Directory  of  ttie  Iron  and   Steel  Works   of  the 
United  States,  corrected  to  July  25,  1882. 
From  Association   of  Engineering    So- 
cieties,  H.     G.    Prout,    Secretary    of 
Board,  New  York: 
Journal   of  the   Association.     Vol.  I.     Nos.  8 
and  9.     June  and  July,  1882. 

From  William  H.  Bixby,  Willets'  Point, 
N.  Y.  Harbor: 
Notes  on  the  Pointe  de  Grave,  Elver  Gironde, 
France.    Lieut.   Wm.   H.   Bixby,   Corps    of 
Engineers,  U.  S.  A. 

From   Boston   Public    Library,    Mellen 
Chamberlain,  Librarian,  Boston: 
Thirtieth  Annual  Report.     1882. 

.   From  P.  H.  Dudley,  New  York: 
A  Bel  of  Condensed  Diagrams  of  Track  Inspec- 
tion, New  York   Central  and  Hudson  River 
Railroad.     August,    1882.      P.    H.    Dudley, 
C.  E. 

From  Sandford  Flemming,  Ottawa, 
Cana4?.: 
Letter  to  the  President  of  the  American  Asso- 
ciation for  the  Advancement  of  Science,  on 
the  subject  of  Standard  Time  for  the  United 
States,  Canada  and  Mexico.  Sandford  Flem- 
ming, Chairman  Special  Committee,  Am. 
Soc.  C.  E.     August,  1882. 


From     .James    T.    Gardiner,     Albany, 
N.  Y.: 
Report  of  the  New  York  State  Survey  for  the 
year  1880.     James  T.  Gardiner,  Director. 
From  John  J.   Gorman,  President  Fire 
Commissioners.  New  York  : 
Reports  of  the  Fire  Department  of  the  City  of 
New  York  for  the  three  months  ending  De- 
cember ol,  1879,  1880  and  1881. 

Fx'oni    Institution  of    Civil   Engineers, 
.James  Forrest,  Secretary,  London  : 
Publications  edited  by  the  Secretary,  as  fol- 
lows : 
The  Design  of  Structures  to   resist  Wind 

Pressure.     Charles  B.  Bender, 
The  Resistance    of  Viaducts   to    Sudden 

Gusts  of  Wind.     Jules  Gaudard. 
On  the  Theory  of  the  Gas  Engine.  Dugald 

Clerk. 
Steel  for  Structures.     Ewing  MathesoD. 

From     McGllI     Univei  sity,     Monti'eal, 
Canada: 
Annual  Calendar.     1882-3. 

From    Mining    Institute    of   Scotland, 
James    Gilchrist,   Secretary,    Hamil- 
ton: 
Transactions.    General  Meeting,  July,  1882. 

From  John  Nader,  Madison,  Wis. : 
The  Tides.    A  paper  read  before  the  Academy 
of  Sciences,   Arts    and   Letters,  December, 
1»79.    John  Nader,  C.  E. 
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From  H.  V.  and  H.  W.  Poor,  New  York: 
Manual  of  the  Railroad  of  the  Dnited  States. 
H.  V.  Poor.     15th   Annual   Number.     New 
York,  1882. 

From  Societe    dea    IngenieurB  Civils, 
Paris; 
Meraoires.     August,  1882. 

From  U.  S.  Coast  Survey,  Washington. 
Annual  Report  of  U.  S.  Coast  and  Geodetic- 
Survey.     1879. 

From     U.    S.     Ordnance     Department. 
Gen.   S.  V.  Benet,  Chief,  Washington, 
D.  C: 
'Ordnance  Notes,  as  follows: 

Report  of  Sea-Coast  Artillery  Practice  at 

the  Artillery  School,  Fort   Monroe,  Va., 

during  the  year  1881.    Bvt.-Col.  Biohard 

Lodor. 
The  Leboulenge  Chronograph  Modified  by 

M.  Preger,  Capt.  of  Marine  Artillery. 
The  Progress  in  Naval  Artillery  from  1855 

to  1880. 
Cavelier   de    Cuverville.    Translated  by 

Lieut.  C.  W.  Whipple. 
Firing  Investigations  of  the  Steel  Works 

of  Frederick  Krupp,   made  at  the  Mep- 

pen  Firing    Grounds.     Translated  by 

Lieut.  E.  L.  Zalinski. 
The  Question  of  Heavy  Guns.    From  the 

Memorial  de  ArtiUeria.    Translated  by 

Lieut.  Rogers  Birnie,  Jr. 
Range   and    Position    Finding— Past  and 

Present.     Capt.  H.  Watkin,  R.  A. 
■On  the  Metallurgy  and  Manufacture   of 

Modern  British  Ordnance.      Col.  Mait- 

land,  Supt.,  R.  G.  F.,  Woolwich. 
Notes  on  the  Manufacture  of  Small  Arms, 

&c.,  at  the  Royal  Small   Arms  Factory, 

Enfield  Lock.     Capt.  McClintock. 
•On    the    Application  of  Solid  Steel  to  the 

Manufacture  of  Small  Arms,  Projectiles 

and  Ordnance.     Ferdinand  Gautier. 
Metrical  into  U.  S.  Measures — Conversion 


of  Metrical  into  United  States  Measures, 
and  vice  versa,  with  Tables  adopted  to  a 
Comparison  of  our  own  with  foreign 
Guns.     Lieut.  Rogers  Birnie. 

Mechanical  Motion.  Lieut.-Col.  A.  R, 
Buffington. 

Report  on  Cranston's  Safety  Lighting 
Attachment  for  Lanterns  for  the  Life 
Saving  Service.     Capt.  D.  A.  Lyle. 

The  Folger  Michelson  Densimeter. 
Lieut  -Com.  W.  M.  Folger,  U.  S.  N.,  and 
A.  A.  .Michelson,  Master,  U.  S.  N. 

From  Gen.  H.  G.  Wright,  Chief  of  Engi- 
neers, U.  S   A.,  Washington,  D.  C: 

Report  upon  a  Survey  of  Pass  Manchac  and 
Bayou  Manchac,  La.,  from  its  Mouth  to  the 
Mississippi  River.     Maj.  Amos  Stickney. 

Report  upon  an  Examination  of  Oregon  Inlet, 
North  Carolina.     Capt,  James  Mercur. 

Communication  of  the  Chief  of  Engineers 
with  report  upon  a  survey  made  with  the 
view  of  opening  a  steamboat  communication 
from  Saint  John's  River,  Fla.,  by  way  of 
Topokalija  Lake  to  Charlotte  Harbor  or  Peace 
Creek.    Gen.  Q.  A.  Gilmore. 

Communication  from  the  Chief  of  Engineers 
and  accompanying  report  upon  a  survey  of 
the  Columbia  River  at  the  Dalles,  in  Oregon. 
Capt.  Charles  F.  Powell. 

Communication  from  the  Chief  of  Engineers 
and  accompanying  report  upon  a  survey  for 
a  breakwater  in  Lake  Poiitchartrain  in  the 
vicinity  of  the  New  Canal  outlet  near  New 
Orleans.     Maj.  Amos  Stickney. 

Testimony  before  the  Select  Committee  of  the 
Senate  appointed  to  investigate  and  report 
as  to  the  condition  of  the  Potomac  River 
Front  of  Washington.     1882.     (2  copies.) 

From  other  sources; 
The  Library  Journal.    Vol.  VII.     Nos.  7-8. 
Report  of  the  Committee  on   Foreign  Afl'airs 
on  the  Nicaragua  Canal.     1882. 


LIST    OF    MEMBERS. 


AUDITIONS. 
MEMBERS. 


Date  of  Election. 
Bakee,  WiLLi.iM  H Atchison,  Topeka   and   Santa   Fe   R.R., 

Las  Vegas,  N.  M Sept.    G,  1882. 

Oalkins,  Frank  A 75  West  127th  St.,  New  York  City,  N.  Y.. April  5,  1882. 

Hayes,  Richard  S Sr.  Vice-President  Missouri  Pacific  Ry., 

St.  Louis,  Mo Sept.   (i,  1882. 

HoRTON,  Horace  E Civil  Engineer,  Rochester,  Minn Sept.    (>,  1882. 

Le  Baron,  J.  Francis.  ..  U.    S.    Ass't  Engineer,    P.   0.    Box   738, 

Jacksonville,  Fla June   7,  1882. 

Manson,   Marsden U.  S.  Ass't  Engineer.  San  Francisco,  Cal.Sept.   6,  1882. 
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Maktin,  William  H..  .  .;}•)  Wall  St.,  New  York  City,  N.  Y Mar.    1,  1««2. 

MouLEY,  William  K.  ...Chief  Engineer,    Mexican    Central   Ry., 

Paso  del  Norte,  Mexico Sept.   (i,  1882. 

'Ross.   Jame.s Gen.  Supt.  and  Chief  Engineer,  Credit 

Valley  R.E.,  Toronto,  Canada Sept.   6,  1882. 

SuRTEES,  Robert Manager  Water  Works,  Ottawa,  Canada. April  5,  1882. 

Symons,  Thom.^s  W 1st  Lieut.  Corps  of  Engineers,  U.  S.  A., 

Vancouver     Barracks,     Washington 

Territory Sept.  (i,  1882. 


associate. 
Reeves,  Paul  S 7«0  S.  Broad  St.,  Philadelphia,  Pa Sept.   fi,  1882. 


juniors. 


Thackr.vy,  George  E.  . .  Youngstown  Steel  Co.,  Y'oungstown,  0.  .Sept.   G,  1882. 
Webster,  Albert  L.  ..  .U.   S.   Geological  Survey,  Winnemucca, 

Nevada Sept.  6,  1882. 


CHANGES    AND    CORRECTIONS. 
MEMBERS. 


Aldrich,  Truman  H..  .Southern  Ave.,  Mt.  Auburn,  Cincinnati,  Ohio. 
Burnet,  George,  Jr..  .  .Sewer  Department,  St.  Louis,  Mo. 

Dun,  James *. Ch.  Eng.  St.  L,  and  S.  F.  R.R.,  St.  Louis,  Mo. 

Godwin,  Bryant Templehofer,  Ufer  24,  Berlin,  S.  W.  Germany. 

Harris,  Robert  L Care  J.  S.  Barnes,  IS  Wall  St.,  New  Y'ork  City,  N.  Y'. 

John,  Irvin Phdnix  Iron  Works,  Opelika,  Ala. 

Lehnartz,  Fred'k  W.  .  .P.  U.  Drawer  ■432,  New  Orleans,  La. 
NicoLLS,  WiLijAM  J. . .  .2(U  South  Third  St.,  Philadelphia,  Pa. 

Rockwell,  Samuel 1434  Broadway,  Kansas  City,  Mo. 

Searles,  William  H..  .  .4  South  Water  St.,  Cleveland,  Ohio. 

^Sears,  Clinton  B Capt.   Corps   of   Eng.s.    IT.   S.  A.,  2653  Olive  St.,  St. 

Louis,  Mo. 

Seely,  Thomas  J Supt.  Sonora  Ey.,  Guaymas,  Sonora,  Mex. 

SH.vtLER,  Robert  A Eng.  Bridges  C.  M.  and  St.  P.  R.R.,  Milwaukee,  Wis. 

Smith,  Frederick  H  ...  St.  Denis,  Md. 

WiMMER,  Sebastian...  .50  Irving  Place,  New  Y'^ork  City,  N.  Y. 

associate. 
Andrews,  Edward   R.  .  .24  Park  Place,  New  Y'ork  City,  N.  Y. 


no 


JUNIORS. 


Allen,  James  P 50  St.  Philip  St.,  Charleston,  S.  C. 

Ferguson,  John  W Ass't  Eng.,  N.  Y.,  L.  E.  and  W.  R.R.,  Rutherford,  N.J. 

HoRTON,  Sandford 251  Michigan  St.,  Buffalo,  N.  Y. 

NoYES,  Ellis  B 146  Jefferson  St.,  Brooklyn,  X.  Y. 

Staats,  Robert  P Ass't  Eng.  N.   Y.,  L.    E.    and   W.  R.R.,  1«7  West  St., 

New  York  City,  N.  Y. 


FELLOWS. 


Clark,  Edward  W ;35  South  Third  St.,  Philadel]jhia,  Pa. 

GiLMAN,  Charles  C 71  Broadway,  Room  68,  New  York  City,  N.  Y. 


DEATHS. 


Harris,  Henrique Elected  Member  Dec.  :5,  187S).     Died  Oct.  10,  1882. 

Welch,  Asiibel,  President  of  the   Society.      Elected   Member  Aug.   7,   1872, 

Died  Sept.  2.5,  1882. 


I^ROCEEDINGS. 

Vol.  VIM  —November,    1882. 
MINUTES     OF     MEETINaS 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 


OF   THE   SOCIETY. 

November  1st,  1882. — The  Society  met  at  8  p.  m.,  Treasurer  J,  J.  R. 
Croes  in  the  chair. 

The  following  i^roposed  amendments  to  the  Constitution  were  regu- 
larly submitted  : 

Proposed  Amendment  to  Article  XXII. 
Add  at  end  of  Article  as  follows  : 

Any  meiaber  of  the  Society,  not  in  arrears  for  dues,  may  compound  for  future  annual 
dues  by  the  payment  of  Two  Hundred  and  Fifty  Dollars  :  Provided,  however,  that  each  per- 
son duly  elected  a  member  shall  pay  the  entrance  fee  and  also  the  annual  dues  for  the  current 
year  of  his  election. 

Provided,  also,  that  any  member  desiring  to  compound  for  future  annual  dues  shall  have 
paid  the  annual  dues  for  a  current  year  before  the  compounding  sum  may  be  available. 

Provided,  also,  that  in  addition  to  the  sum  provided  for  compounding  dues,  there  shall 
be  paid  by  each  compounding  member,  resident  within  fifty  miles  of  the  Post  Office  in  the 
City  of  New  York,  the  sum  of  Ten  Dollars  per  year  for  five  years  after  compounding. 

Should  a  resident  member  become  non-resident  at  any  time  during  the  five  years  after 
compounding,  he  shall  be  relieved  from  the  payment  of  such  annual  sum  during  the  time 
of  non-residence. 

Should  a  non-resident  member  become  resident  at  any  time  within  five  years  after  com- 
pounding, he  shall  be  liable  to  the  annual  payment  of  Ten  Dollars  for  each  year  of  residence 
up  to  five  years  a,fter  compounding. 

Members  compounding  shall  sign  an  agreement  that  they  will  be  governed  by  the  Con- 
stitution and  By-laws  of  the  Society  as  they  are  now  formed  or  as  they  may  be  hereafter 
altered,  amended  or  enlarged  :  that  iu  case  of  their  desiring  to  withdraw  their  names  from 
the  roll  of  the  Society,  the  amount  theretofore  paid  by  them  for  comi)ounding,  and  for 
entrance  fees  and  annual  dues,  shall  be  the  property  of  the  Society;  that  in  case  of  expulsion, 
the  amount  paid  for  compounding  shaU  be  returned  to  the  exiielled  member,  but  not  the 
amount  theretofore  paid  for  entrau<-e  fees  or  for  annual  dues. 

The  above  amendment  is  projwsed  by  the  following-named  members 
of  the  Society  :  William  H.  Paine,  J.  J.  R.  Croes,  Joseph  P.  Davis, 
George  S.  Greene,  Jr.,  and  John  Bogart. 

It  is  recommended  by  the  Board  of  Direction  for  adoption,  in  accord- 
ance with  a  resolution  of  the  Society  passed  April  5th,  1882,  requesting 
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the  Board  to  submit  a  plau  for  life  membership,  embodying  with  it  a 
plan  for  the  commutation  of  dues  by  one  payment. 

Proposed  Amemdment  to  Article  XXXIII. 
Amend  Article  XXXIII.  so  that  it  will  read  as  follows  : 

Proposed  ameudmeuts  to  this  Constitution  must  be  submitted  in  writing,  signed  by  not 
less  than  five  members,  on  or  before  the  first  Wednesday  in  November,  and  .shall  be  sent  by 
letter  to  the  members  of  the  Society,  at  least  twenty-five  days  previous  to  the  annual 
meeting. 

Such  amendments  shall  be  in  order  for  discussion  at  such  annual  meeting,  and  may  be 
amended  in  any  manner  pertinent  to  the  original  amendments  by  a  majority  vote  of  the 
annual  meeting,  and  if  so  amended,  shall  be  voted  upon  by  letter-ballot  in  form  as  amended 
l)y  the  annual  meeting  ;  if  not  so  amended,  they  shall  be  voted  upon  by  letter-ballot  aa 
submitted  ;    the  vote  to  be  counted  at  the  first  regular  meeting  in  March. 

An  affirmative  vote  of  two-thirds  of  all  ballots  cast  shall  be  necessary  to  the  adoption  of 
any  amendment. 

The  above  amendment  is  proposed  by  the  following-named  members 
of  the  Society  :  William  P.  Shinn,  Charles  E.  Emery,  Joseph  P.  Davis, 
G.  S.  Greene,  Jr.,  and  William  H.  Paine. 

Proposed  Amendment. 
A  new  Article  : 

Whenever  twenty  or  more  members  shall  signify  their  desire  to  form  a  Section  of  this 
Society  for  the  advancement  of  a  special  branch  of  engineering,  the  Board  of  Direction  shall 
consider  such  application,  and  submit  it  with  an  expression  of  opinion  to  the  Society  for  a 
letter-ballot.   The  application  shall  be  granted  if  two-thirds  of  the  votes  be  in  the  affirmative. 

Sections  aaithorized  as  above  shall  have  the  privilege  of  separate  meetings  for  reading  of 
papers  and  discussions  at  times  and  places  determined  by  themselves,  but  may  not  assume 
to  tran.sact  business  in  the  name  of  the  Society. 

The  transactions  of  such  sections  shall  be  publi.shed  by  the  Society  under  the  usual 

regulations  ;   but  no  expense  other  than  for  such  publiiiation  shall  be  borne  by  the  Society. 

* 

The  above  amendment  is  proposed  by  the  following-named  members 
of  the  Society  :  D.  M.  Carrie,  Henry  Flad,  B.  M.  Harrod,  Smith  S. 
Leach,  Eobert  E.  McMath,  J.  A.  Ockerson,  H.  D.  Whitcomb,  Thomas 
J.  Whitman,  and  George  Y.  Wisner. 

On  account  of  the  joint  meeting  of  the  American  Society  of  Civil 
Engineers,  the  American  Institute  of  Mining  Engineers,  and  the 
American  Society  of  Mechanical  Engineers  which  had  been  arranged  to 
take  place  this  evening,  the  meeting  of  the  Society  was  adjourned  to 
Wednesday  evening,  November  15th,  at  8  p.  m.,  at  which  time  the  tellers 
to  canvass  the  ballots  for  membership  were  requested  to  report. 

November  15th,  1882.— The  Society,  adjourned  from  November  1st, 
met  at  8  p.  m.,  Vice-President  Wm.  H.  Paine  in  the  chair. 

The  tellers  to  canvass  the  ballots  for  membership  made  their  report, 
and  the  following  candidates  were  declared  elected  as  members  : 

Augustus  Jesse  Bowie,  Jr.,  San  Francisco,  Cal.  ;  Collinson  Pierre- 
pont  Edwards  Burgwyn,  Richmond,  Va.  ;  Edgar  Slieldon  Gary,  New- 
burgh,   N.  Y.  ;    Frank   Hudson    Clement,    Everett,   Pa.  ;    Frederick   Y. 
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Dabney,  Monroe,  La.  ;  Edward  Prince  (elected  Junior,  February  6th, 
1878),  Quincy,  111.  ;  George  M.  Eusliug,  Newburgb,  N.  Y.  ;  Edward 
Yorke,  Guadalajara,  Mexico. 

An  abstract  was  then  read  of  the  answers  received  to  a  letter  from  the 
President  and  Secretary  of  the  Society  relating  to  the  proposed  pro- 
gramme for  tests  of  structural  materials,  to  be  furnished  to  the  Ordnance 
Department  of  the  United  States  Army,  in  accordance  with  the  provis- 
ions of  the  law  passed  at  the  last  session  of  Congress. 

The  subject  was  discussed  by  members  present. 


CONTRIBUTIONS   TO   THE   BUILDING   FUND. 

By  a  resolution  of  the  Board  of  Direction,  all  contributions  to  the 
Building  Fund  are  to  be  acknowledged,  from  time  to  time,  by  printing 
lists  of  the  same  in  the  monthly  Proceedings  of  the  Society,  and  in 
addition  to  this  the  names  of  all  those  who  may  subscribe  $100  or  more 
are  to  be  regularly  enrolled  and  published  in  future  lists  of  the  Society 
under  the  head  of  Subscribers  to  the  Building  Fund,  and  they  will  be 
entitled  to  receive  one  copy  of  the  monthly  publications,  comprising  all 
pajDers  and  transactions  of  the  Society,  regularly,  for  life,  for  esicli  ."SlOO 
subscribed  by  them  ;  such  copies  to  be  in  addition  to  those  which  they 
may  be  already  entitled  to  if  they  are  Members  or  Fellows. 

The  following  contributions  are  acknowledged  in  addition  to  those 
hei'etofore  noted  : 

Clarke,  Reeves  &  Co U  000.00 

John  W.  Bacon 100.00 

E.  B.  Van  Winkle 100.00 


ADDITIONS  TO 

LIBRARY    AND    MUSEUM 


From   Association  of  Engineering  So-  From  Bureau  of  Education,  Washing- 

cietips,    H.    G.   Prout,    Secretary   of  ton : 

Board,  New  York  :  Report  of  the  Commissioner  for  1880. 

.lournal  of  the  Association.     Vol.  I.,  Nos.  10  From      Engineers'     Society    Western 

and  11.     August  and  September,  1882.  Pennsylvania.  Pittsburg  : 

From  B.  Baker,  London,  England  :  On   the   Commercial   Value  of  Heating  Fur- 

The  Forth  Bridge.     B.  Baker.    London,  1882.  naces  of  different  Types.     Ign.  Hahn. 

From   Robert  Ballard,   Rockhampton,  From  John  M.  Goodwin,  Sharpsville, 
Queensland,  Australia:  Pa.: 
The   Solution  of  the   Pyramid   Problem,   or  Testimony,    etc.     The    Pennsylvania    Com- 
Pyramid  Discoveries.'with  a  new  Theory  pany,  operating   the   Erie  and   Pittsburg 
as  10  their  Ancient  Use.     Robert  Ballard.  Railroad,  and  the  Erie  and  Pittsburg  Rail- 
New  York,  1882.  road  Company  vs.  the  Sharjjsville  Company. 
Photographs  of  Queensland  Railways.  prom  Gen.  Wm.  B.  Hazeu,  Chief  Signal 
From  Henry  T.  Bovey,  Montreal,  Can-  Officer,  U.  S.  A..  Washington  : 

ada  :  Report  on  the  Character  of  Six  Hundred  Tor- 
Applied  Mechanics.     Henry  T.  Bovev,  M.  A.  nadoes.     Sergt.  .J.  P.  Finley,  Signal  Corps 
Montreal,  1882.  U.  S.  A. 
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Signal  Service  Tables  of  Rainfall  aud  Tem- 
perature compared  with  Crop  Productions. 
1st  Lieut.  H.  H.  C.  Dunwoody. 

From  Clemens  Herschel,Holyoke,Mass.: 
Testing  Flume  of  the  Holyoke  Water  Power 
Company,  at  Holyoke,  Mass.,  July  24,  1882. 
From  G.  Howard-EUers,  Chicago  : 
Annual    Report    on    the    General   Sewerage 
System  of  the  City  of  Chicago  for  the  year 
1881.     G.  Howard-Ellers,  Chief  Engineer. 
From  Institution  of  Civil  Engineers, 
James  Forrest,  Secretary,  London  : 
Minutes   of  Proceedings.     Vols.   LXIX.   and 

LXX. 
Publications  edited  as  follows  : 

Abstracts  of  papers  published  in  Foreign 
Transactions  and  Periodicals.  Session 
1881-82.     Part  III. 

System  of  Unloading  and  Storing  Coals 
at  the  Beckton  Station  of  the  Gas  Light 
and  Coke  Company.     George  C.  Trewby. 

Harbors  and  E-tuaries  on  Sandy  Coasts. 
with  discussion.  Leveson  Francis  Vernon- 
Harcourt. 

Breaking  up  a  Wreck  by  Dynamite  on 
the  lower  Danube.     Charles  H.  L.  Kijhl. 

The  Measurement  of  Velocity  for  Engi- 
neering Purposes.     Henry  S.  h".  Shaw. 

Account  of  some  Testsof  Riveted  -Joints 
for  Boiler  Work.     Charles  H.  Moberly. 

Reconstruction  of  the  St.  Pinnock  and 
Moorswater  Viaducts  on  the  Cornwall  Rail- 
way.    Peter  J.  Margary. 

Plant  for  the  Manufacture  of  Iodine. 
Robert  Harvey. 

The  Regulation  of  Rivers  and  Waterways 
with  a  view  to  the  Prevention  of  Floods. 
Giistav  Ritter  Von  Wex.  Translated  from 
the  German  by  William  A.  Bell. 

Seacombe  Ferry  Improvement  Works. 
Wilfrid  S.  Boult  and  John  J.  Potts. 

Coal- Washing.     Thomas  F.  Harvey. 

The  recent  Landslips  in  the  Salt  Districts 
of  Cheshire.     Edward  L.  Williams. 

Dioptric  Apparatus  in  Lighthouses.  Alan 
Brebner. 

Buckie  Harbor.     James  Barron. 

The  Independent  Testing  of  Steam  En- 
gines and  the  Measurement  of  Heat  used. 
John  G.  Mair. 

Description  of  a  Composite  Screw  Tug- 
Boat.     John  A.  Thompson 

Bo'ness  Harbor  and  Dock  Works.  Pat- 
rick W.  Meik. 

Corn-Mill  Machinery  : 

I  Various  Systems  of  Grinding  Wheat, 
and  the  Machines  used  in  Corn-Mills.  Wil- 
liam P.  Baker. 

II.  Modern  Flour-Milling  in  England. 
Henry  Simon 

III.  Roller-Mills,  and  Milling  as  prac- 
ticed in  Budapest.     William  B.  Harding. 

From    William     P.     Judson,    Oswego. 
NY.: 
Specifications     for    Improving    Channel    at 

Ogdensburg  Harbor.  N.  Y. 
Specifications  for  Extension  of  the  Oswego 

Breakwater. 
Specifications  for  Extension  of  the  Piers  at 

Little  Sodus  Harbor,  N.  Y. 
Specifications  for  Extension  of  the  Piers  at 

Great  Sodus  Harbor,  N.  Y. 
Specifications  for  Extension  of  the  West  Pier 

at  Putneyville  Hamor,  N.  Y. 
Specifications  for  Extension  of  the  Piers  at 

Charlotte  Harbor,  N.  Y. 


Specifications  for  Extension  of  the  Piers  at 

Wilson  Harbor,  N.  Y. 
Specifications  for  Extension  of  the  Buffalo 

Breakwater. 

From  J.  Fras  Le  Baron,   Jacksonville, 
Fla. : 
Annual    Reports    of    the    Cochituate  Water 

Board  of  Boston  for  the  years  1861,  1866, 

1867,  1868.  1871,  1872,  1874,  1875. 
Report  of  the   Committee   to  examine    the 

Sources  of  Water  Supply  for  the  City  of 

Providence.     Boston.  1868. 
Eighth  Quarterly  Report  of  the  Water  Com- 
missioners   of   Providence.      Providence, 

1871. 
Report  of  the  Chief  Engineer  of  Providence 

Water  Works.     Providence,  1871. 
Specifications  of  Materials  to  be  furnished 

and  Work  to  be  executed  for  Catch-Basins, 

Drains  and  Sewers.     Lynn,  Mass. 
Rejiort  of  Joint  Special  Committee  on  Intro- 
duction of  Water  for  the  City  of  Lynn,  with 

reports    of    the    Engineer    and    Chemist. 

September,  1870. 
First  and  Third  Annual  Reports  of  Public 

Water  Board  of  the  City  of  Lynn. 
Report  of  Jas.  P.  Kirkwood,  C.  E.,  in  relation 

to  an  additional  Water  Supply  for  the  City 

of  Lynn,  Mass.     Lynn,  1876. 
Report  of  the  Joint  Special  Committee  on  a 

Supply  of  Water  for  Lowell,   Sept.,   1869. 

Lowell,  Mass. 
Thirteenth   Annual  Report  of  the   Board  of 

Public  Works  of  Chicago  year  ending  March 

31,  1871. 
First  Annual   Report  of  the  Watuppa  Water 

Board  of  Fall  River,  Mass.,  Jan.  1,  1875. 
New  Haven  City  Year  Books  for  1871-72  and 

1872-73. 

Statement  of  Receipts  and  Expenditures  of 
the  Countv  of  Middlesex,  Mass.,  for  the 
year  1872.  " 

Third  Annual  Report  of  the  Board  of  Health 
of  Boston,  1875. 

General  Laws  and  Resolves  passed  by  the 
Legislature  of  Massachusetts  during  the 
sessions  of  1873-75-76. 

Report  upon  Surveys  made  with  the  view  of 
opening  a  steamboat  communication  from 
St.  Johns  River,  Fla.,  by  way  of  Topokalija 
Lake  to  Charlotte  Harbor  or  Peace  Creek, 
by  Gen.  Q.  A.  Gillmore,  Corps  Eugs.  U.S.A. 

Metric  System  of  Weights  and  Measures. 

Florida  :  its  Climate,  Soil,  Productions  and 
Agricultural  Capabilities. 

.\nnual  Report  of  the  Trustees,  Farm  Super- 
intendent and  Treasurer  of  the  Maine 
State  College  of  Agriculture  and  the  Me- 
chanic Arts.  1872.     Augusta,  1872. 

The  Metric  Reform.  From  Scribner's  Monthly, 
July.  1870. 

Our  Ameri<-an  Italy.  Information  for  the 
Settler  and  the  Tourist. 

Landscape  Gardening  and  Thorough  Drain- 
age. Charles  Follen  and  J.  H.  Shedd. 
Boston,  1859. 

Eighth  Annual  Report  of  the  Commissioners 
of  Fisheries  of  the  State  of  New  York  for 
the  year  ending  Dec.  31,  1875. 

Office  of  the  Trustees,  Sanitary  Improvement 
Bonds,  Jacksonville,  Florida,  Sept.  16, 1878. 

First  Annual  Report  of  the  Commifsioners 
of  the  State  Parks  of  the  State  of  New 
York,  May  15,  ln73.     Albany,  1874. 

Massachusetts  Railroads,  1842,  1855. 

Third  Annual  Report  of  the  Board  of  Rail- 
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road     Commissioners    of     MassachuBetts. 
BoHton,  1872. 

A  Bill  to  incorporate  the  Boston  and  Chicago 
Railway  Trust  Co.     Boston,  1874. 

Hoosao.  The  Last  Agony  of  the  Great  Bore. 
T.  W.  Bird.     Boston,  1868. 

Roport  of  Hon.  Alvah  Crocker  on  the  Troy 
and  Greeufleld  Railroad  and  Hoo.sac  Tnn- 
nel.     Boston,  1868. 

Report  of  the  Joint  Standinj;  Committee  on 
the  Trov  and  Greenfield  Railroad  for  1869, 
1870.  1872. 

Report  of  the  Corporators  of  the  Boston  and 
Hoosac  Tunnel  Railroad  Company.  Jan- 
uary, 1875. 

Lexington  and  .Arlington  Branch  of  Fitch- 
burg  Railroad.  Abstract  of  Argument  of 
E.  H.  Derby  before  the  Railroad  Commit- 
tee.    (2  copies.) 

Board  of  Harbor  Commissioners,  11th  An- 
nual Report,  Jan.,  1877.      Boston,  Mass. 

Report  of  Experiments  and  Observations  on 
the  Concord  and  Sudbury  Rivers,  in  the 
year  1861. 

Report  of  the  Commission  of  Engineers  ap- 
pointed to  investigate  a  i^ermaneut  plau 
for  the  Reclamation  of  the  Alluvial  Basin 
of  the  Mississippi.     Washington,  1875. 

Report  of  the  Enginoer-iu-Chief  of  the  Illi- 
nois and  St.  Louis  Bridge  Company,  St. 
Louis,  Mo.      May,  1868. 

Improvement  of  Charleston  Harbor,  S.  C. 
Washington,  1878. 

Report  of  the  Superintendent  of  the  United 
States  Coast  Survey,  showing  the  Progress 
of  the  Survey  diiring  the  year  1873. 

Smithsonian  Reports,  1873  and  1874. 

School  Committee;  Report  of  the  Committee 
on  Drawing.     Boston,  1874. 

Annual  Report  of  the  Massachusetts  Agri- 
cultural College,  1866. 

The  Mineral  Wealth,  Climate  and  Rainfall 
and  Natural  Resources  of  the  Black  Hills 
of  Dakota  Walter  P.  Jenney,  E.  M.  Wash- 
ington, 1876. 

From  M.  Lavoiuue,  Paris.  France  : 

Notice  sur  la  Construction  du  Viaduc,  de 
Chastellux.     M.  Lavoinne. 

From   MM.     Lavoinne    and    Pontzen, 

Paris,  France  : 

Les  Chemiusdu  fer  en  Americiue.     Tome  II. 

Exploitation,  Chemins  de  fer  5,  voie,  Etroite 

et    Tramways.  MM.   Lavoinne    et    E. 

Pontzen.     Paris,  1882. 

From   His  Worship  the  Mayor,  Mon- 
treal, Canada : 
Annual  Report  of  the  City  of  Montreal  for 
1881. 

From  Midland  Institute,  Mining,  Civil 
and  Mechanical  Engineers.  Barnsley, 
England  : 
Transactions,  Vol.  VIII. ,  Part  LXI.    August, 
1882. 

From  Charles  Paine,  New  York  : 
The   Drive   Well   Cases.      Appellant's   Brief 
U.  S.  Supreme  Court,  October  Term,  1882. 
George    Payson     and    William    Niles,    of 
Counsel.     La  Porte,  Ind.,  1882. 
From  Richard  Potts,  Chicago  : 
Sixth  Annual  Roisort  of  the  Department  of 
Public  Works,  City  of  Chicago,  year  end- 
ing Dec.  31.  1881. 


From   Royal    I'nited   Service   Institu- 
tion, Loudo'.,  England  : 
Journal  of  the  Institution,  Vol   XXVI  ,   No. 
116. 

From  W.  H   Shock,  Engineer-in -Chief, 
TJ.  S.  N.,  Washington  : 
Steam  Boilers  :  their  Construction  and  Man- 
agement.    William  H.  Shock.     New   York, 
1880. 

From  Frederick  H.  Smith,  Baltimore, 
Md.: 
Rocks,  Mineral  and  Stocks      F.   H    trniith. 
Chicago,  1882. 

From  U.  S.  Light  House  Board,  Wash- 
ington : 
.Aberrations    of   Audibility  of  Fog  Signals. 
Arnold  B.  Johnson.     Washington,  1882. 

From  U.  S.  Naval  Institute,  Annapolis, 
Md.  : 
Proceedings,  Vol.  VIII  ,  No.  2. 

From    TJ.    S     Ordnance    Department, 
Washington  : 
Index  to  Ordnance   Notes.     Nos.  168   to   205, 
inclusive     Ordnance  notes  as  follows  : 

Field-Gun  Carriage       Henry  J.   Butler, 
M.  Inst.  C.  E 

Small-Ai'm  Firing.  Capt  O.  E.  Michaelis, 
U.  S.  A. 

The  Attack    of   Armor-Clad  Vessels    by 
Artillery. 

From    Leveson  Francis    Vernon-Har- 
court,  London,  England  : 
Harbors  and  Estuaries  on  Sandy  Coasts.    L. 
F.  Vernon-Harcourt,  M.  A.  M.  lust   C.  E. 

From  Gen.  H.  G.  Wright,  Chief  of  En- 
gineers, U.  S.  A.,  Washington  : 

Report  of  an  Examination  of  the  Ui)per  Col- 
umbia River  and  the  Territory  and  its 
Vicinity.     Lieut    Thomas  W.  Synions. 

Report  of  the  Committee  on  Foreign  Affairs 
on  the  Nicaragua  Canal. 

From    A.  F.  Wrotnowski,  Vera   Cruz, 
Mexico  : 
Plan   of  the   Works   projected   by   James  B. 
Eads  for  the  Harbor  of  Vera  Cruz. 

From  other  sources  : 
Report  of  the  President  of  Northern  Pacific 
Railroad  to  the  Stockholders,  at  their  An- 
nual Meeting,  Sept.  21st,  1882. 

Railways  in  Mexico.  An  Article  by  Senor 
Don  Matias  Romero,  in  answer  to  an  arti- 
cle of  the  Hon  John  Bigelow,  entitled 
"The  Railway  Invasion  of  Mexico,"  pub- 
lished in  Harper's  New  Monthly  Magazine, 
October,  1882. 

Annual  Report  of  the  Chicago  and  North- 
western Railway  Company  for  vear  end- 
ing May  31st,  1882. 

First  Annual  Report  of  the  Columbus,  Hock- 
ing Valley  and  Toledo  Railway  Company, 
year  ending  December  31st,  1881. 

Report  of  the  Sub-Committee  of  the  Commit- 
tee on  Cities,  relative  to  Investigating  the 
Feasibility  of  Underground  Telegraphy  in 
Cities,  together  with  the  testimony  taken 
at  the  investigation.     New  York,  1882. 

Report  of  the  New  York  State  Survey  for  the 
year  1880.     James  T.  Gardiner,  Director. 
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LIST     OF    MEMBERS. 

ADDITIONS. 

MEMBERS. 

Date  of  Election. 
Bowie,  Augustus  J.,  Jk.  .  .P.  0.  Drawer  2220,  San  Francisco,  Cal.Nov.  1,  1882. 

BuEGWYN,  C.  P.  E U.   S.   Ass't  Engineer,   905i  Main  St., 

Richmond,  Va ." Nov.  1,  1882. 

C.\EY,  Edgar  S.  . . .    Res.  Engineer,  New  York,  Ont.  and  W. 

Ry.,  Newburgh,  N.  Y Nov.  1,  1882. 

Clement,  Frank  H Div.    Engineer  South   Penna.    R.    R., 

Everett,  Pa Nov.  1,  1882. 

Dabney,  Frederick^!'.  . .  .Chief  Engineer  and  Snpt.  Vicksburg, 

Shreveport  and  Pacific  R.  R. ,  Mon- 
roe, La Nov.  1,  1882. 

Prince,  Edward .    .(Elected  Junior  Feb.  Cth,  1878),  Supt. 

Water  Works,  Quincy,  111 Nov.  1,  1882. 

RusLiNG,  George  M Engineer  for   Contractors,   New  York, 

West  Shore  and  Bufifalo  R.  R.,  New- 
burgh, N.  Y Nov.  1,  1882. 


CHANGES   AND    CORRECTIONS. 
MEMBERS. 

Allen,  C.  Frank.  . .    A.,  T.  and  S.  F.  R.  R.,  Topeka,  Kansas. 

Cunningham,  D.  W 30  South  7th  St.,  Minneapolis,  Minn. 

Durham,  C.  Wheelek.  . .  .187  Broadway,  New  Y'ork  Citj',  N.  Y. 

Earley,  John  E (Care   W.   R.   Morley,    Chief  Engineer   Mex.    Cent. 

R.  R.),  Chihuahua,  Mexico. 

Fogg,  Charles  E Poughkeepsie,  N.  Y. 

Hering,  Rudolph Room  18,  Tribune  Building,  New  Y'ork  City,  N.  Y. 

Kinney,  Edward  C Fort  Worth,  Texas. 

Neilson,  Charles Supt.   B.  and  R.   Div.   N.  Y.,   L.  E.  and  W.  R.  R., 

Buffalo,  N.  Y. 

Noble,  Alfred Shreveport,  La. 

Osgood,  Joseph  O Milton,  Mass. 

Pratt,  William  A Chief  Engineer  Western   and    Buckhannon   R.  R., 

Weston,  Va. 

Ray,  Nathaniel  C Ass't  Engineer  U.  P.  R.  R.,  Boise  City,  Idaho. 

Simpson,  George  H Stamford,  Conn. 

Staufeer,  D.  McN Tribune  Building,  Room  18,  New  York  City,  N.  Y. 

Talcott,  Cook 88  Cortlandt  St.,  New  York  City,  N.  Y. 

Wimmer,  Sebastian 50  Irving  Place,  New  Y'^ork  City,  N.  Y. 

JUNIORS. 

Parsons,  W.  Baeclat N.  Y.,  L.  E.  and  W.  R.  R.,  Bradford,  Pa. 

Raymond,  Chas.  Ward.  .  .173  Joralemon  St.,  Brooklyn,  N.  Y. 

FELLOW. 

Merz,  Frederick  W 7  West  31st  Street,  New  York  City,  N.  Y. 

resignation  . 
Pettit,   Henry Elected  Member  January  7th,  1874, 
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I^ROCEEDINOS. 


Vol.  VIII.— December,    1882. 


MINUTES     OF    MEETINGS 

(Abstract  of  such  as  may  be  of  general  interest  to  members.) 


OF  THE  SOCIETY. 

Decembek  6th,  1882.— The  Society  met  at  8  p.  m.,  Vice-President 
William  H.  Paine  in  the  chair.  Ballots  for  membership  were  canvassed, 
and  the  following  candidates  were  declared  elected  members  :  Timothy 
Gookson  Bradley,  St.  Joseph,  Mo.  ;  Henry  J.  Gielow,  Town  Creek,  Ala. ; 
Edward  S.  Safford,  Newburgh,  N.  Y. ;  James  Dix  Schuyler,  Sinaloa, 
Mexico  ;  Thomas  Wellington  Spencer,  Utica,  N.  Y. ;  Eussell  Thayer, 
Philadelphia,  Pa. ;  Edmund  Brownell  Weston,  Providence,  E.  I. 

A  paper  on  Underground  Water  Supply  was  then  read  by  Mr.  J.  J. 
R.  Croes,  M.  Am.  Soc.  C.  E.,  and  discussed  by  Messrs.  Joseph  P.  Davis, 
George  S.  Greene,  E.  H.  Keating  and  J.  J.  R.  Croes. 

Decembek  20th,  1882.— The  Society  met  at  8  p.  m.,  Vice-President 
Paine  in  the  chair. 

A  paper  by  WiUiam  P.  Shinn,  M.  Am.  Soc.  C.  E. ,  on  the  Increased 
Efficiency  of  Railways  for  the  Transportation  of  Freight,  was  read  by 
the  author,  and  discussed  by  Messrs.  Chanute,  T.  C.  Clarke,  Emery,  G. 
S.  Greene,  Jr. ,  Macdonald  and  Shinn. 


OF   THE   BOARD   OF   DIRECTION. 

December  Gth,  1882.  —Applications  were  considered.  Appropriations 
were  made.  The  Secretary  was  requested  to  prepare  the  Annual 
Report. 
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MEMOIRS  OF  DECEASED  MEMBERS. 


MAXIMILIAN  HJOIITSBERG,  M.  Am.  Soc.  €.  E, 

Died  May  16th,  1880. 

Maximilian  Hjortsberg  was  born  November  8tli,  1825,  in  Htockliolm, 
Sweden.  He  was  the  youngest  son  of  Lars  Hjortsberg,  a  very  eminent 
actor  of  Sweden.  After  bis  early  education  be  was  apprenticed  to  a 
builder  in  Stockholm,  and  subsequently  attended  the  Polytechnic  School 
in  that  city.  At  the  age  of  19  he  went  to  London,  where  he  was  engaged 
as  assistant  with  a  number  of  prominent  engineers,  among  them  Mr. 
Eobert  Stephenson,  finally  being  employed  upon  the  construction  of  the 
docks  at  Hull  and  railway  work  in  that  vicinity  for  about  two  years. 

In  1850  he  visited  the  United  States,  and,  with  the  exception  of  a 
short  time  in  Sweden,  he  resided  since  that  date  in  America.  He  was 
engaged  upon  railroad  work  in  Indiana  and  other  States  until  1857, 
when  he  received  an  appointment  in  the  engineer  service  of  the  Chicago, 
Burlington  &  Quiney  Railroad,  from  which  he  was  soon  advanced  to  the 
position  of  Chief  Engineer.  This  position  he  occupied  up  to  1879,  and 
was  distinguished  as  an  important  and  valuable  officer  in  the  perfection 
of  the  construction  and  maintenance  of  that  well-known  line.  The 
engineering  work  was  of  large  extent  and  of  excellent  character,  and  Mr. 
Hjortsberg  became  well  known  as  a  man  of  peculiar  ability,  judgment 
and  energy. 

Besides  his  duties  connected  with  the  railroad,  he  superintended  the 
construction  of  one  of  the  fine  churches  in  Chicago,  rebuilding  it  also 
after  the  great  fire.  He  was  also  one  of  the  Park  Commissioners  of  that 
city,  and  in  that  capacity  had  an  opportunity  for  the  exercise  of  his 
decided  artistic  tastes.  During  the  last  two  years  of  his  life  he  was  the 
Engineer  of  the  Piillman  Palace  Car  Company  and  was  engaged  in  the 
construction  of  their  works  near  Chicago. 

He  was  a  man  appreciated  very  highly  by  other  members  of  our 
profession,  and  the  sad  accident  by  which  he  lost  his  life  was  deeply  felt. 
He  became  a  member  of  the  American  Society  of  Civil  Engineers 
July  10,  1872. 
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WILLIAM  AVIEKMAN  WRK^T,  M.  Am.  Soc  V.  E. 

Died  March  9th,  1882. 

William  Wieiman  Wright  was  born  July  27th,  1824,  at  York  Springs, 
Adams  County,  Pennsylvania.  He  came  of  a  Quaker  family  well  known 
in  that  part  of  the  State.  He  was  educated  at  the  schools  of  the  neigh- 
borhood, and  finished  his  education  at  the  Academy  at  Gettysburg, 
under  the  charge  of  General  Herman  Haupt,  C.E.  He  began  his  en- 
gineering career  in  1847,  under  Samuel  W^.  Mifflin,  who  was  in  charge 
of  the  Moimtain  Division  of  the  Pennsylvania  Railroad,  extending  from 
Jack's  Narrows  to  the  summit  of  the  Allegheny  Mountains.  He  con- 
tinued until  1854  in  the  service  of  the  Pennsylvania  Railroad  in  different 
grades,  up  to  principal  Assistant  Engineer,  in  charge  of  the  Western 
Division  of  the  main  line.  While  in  this  service  he  supervised  the  con- 
struction of  the  Indiana  Branch  and  the  erection  of  the  freight  depot  at 
Pittsburgh.  In  1855  he  became  the  Chief  Engineer  of  the  Memphis  & 
Charleston  Railroad.  In  1857  he  was  engaged  in  the  service  of  the  Hon- 
duras Interoceanic  Railroads,  under  the  direction  of  Mr.  John  C. 
Trautwine,  C.E.,  being  in  Honduras  from  May,  1857,  till  May,  1858. 

Returning  to  New  York  at  that  time,  he  was  sent  to  England  in  the 
service  of  the  Honduras  ComjDauy,  and  traveled  extensively  in  Europe, 
returning  to  the  United  States  in  1859.  He  was  subsequently  connected 
with  the  Waynesburg  Branch  of  the  Pennsylvania  Railroad  np  to  the 
beginning  of  the  war,  when  he  entered  the  service  of  the  Government, 
and  was  connected  with  the  Military  Railroad  DeiJartment  to  the  close 
of  the  war.  In  this  cajDacity  his  services  were  of  the  most  valuable 
character. 

He  was  engaged  at  Washington  and  Alexandria,  and  was  in  charge  of 
the  Acquia  Creek  Railroad,  building  extensive  wharves  at  that  point,  and 
in  1863  was  Military  Superintendent  of  Transportation  at  Harrisburg. 
Inl864  he  was  Chief  Engineer  of  the  Military  Railroads  in  the  Division 
of  the  Mississippi,  having  the  appointment  also  of  Colonel  of  United 
States  Volunteers. 

He  organized  and  had  charge  of  a  Military  Railroad  Construction 
Corps,  which  did  very  effective  service  at  Chattanooga,  Nashville,  and 
other  points.  At  the  close  of  1864  he  was  ordered  by  General  Sherman 
to  Savannah,  where  he  arrived  with  his  construction  corps  of  1,200  men 
January  13th,  1865,  and  was  put  in  charge  of  the  military  railroad  work 
in  that  vicinity.  He  was  present  with  General  Sherman  at  the  time  of 
the  negotiations  with  General  Johnston,  which  closed  the  war. 

In  the  charge  of  the  work  of  this  Military  Railroad  Construction  Corps 
during  the  war,  General  Wright  exhibited  remarkable  ability,  and  his 
operations  were  of  the  greatest  advantage  to  the  United  States  Army. 
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The  corps  was  disbanded  May  lotli,  1865,  and  in  1866  he  left  the  military 
service  of  the  Government,  and  became  General  Superintendent  of  the 
Eastern  Division  of  the  Kansas  Pacific  Railway;  exchanging  this  position 
in  1867  for  that  of  Chief  Engineer  of  the  same  company,  in  charge  of 
the  surveys  for  the  proposed  extension  of  the  road  to  the  Pacific  Coast. 
He  pushed  these  surveys  with  energy  until  1868,  when  he  became  con- 
nected with  the  Kansas  and  Missouri  Bridge  Company  at  Leavenworth. 

He  was  subsequently  connected  with  the  Chicago  and  Atchison  Bridge 
over  the  Missouri  Eiver,  and  with  many  other  railroad  works  in  the 
West. 

In  1870  he  became  Chief  Engineer  of  the  Shenandoah  Valley  Rail- 
road in  Virginia,  and  supervised  the  surveys  for  that  railroad.  He  re- 
turned to  Philadelphia  in  1874,  when  he  engaged  in  general  engineering 
practice. 

In  1879  and  1880  he  was  a  member  of  the  Commission  of  Engineers, 
convened  in  the  City  of  Panama  by  M.  de  Lesseps,  to  examine  and  report 
upon  the  proposed  route  for  the  Interoceanic  Canal. 

It  will  be  seen  that  few  American  engineers  have  had  a  more  active 
or  energetic  career,  and  the  constant  professional  engagements  confided 
to  General  Wright  up  to  the  later  years  of  his  life  prove  that  his  engi- 
neering ability  was  well  recognized. 

General  Wright  became  a  member  of  the  American  Society  of  Civil 
Engineers  March  3d,  1875. 


CHARLES  W.  HOWELL,  M.  Am.  Soc.  C.  E. 

Died  April  5th,  1882. 

Major  Charles  W.  Howell,  of  the  Corps  of  Engineers  of  the  United 
States  Army,  died  at  New  Orleans,  Louisiana,  April  5th,  1882.  He  was 
born  in  Goshen,  Indiana  ;  entered  the  United  States  Military  Academy 
in  1859,  and  graduated  Jiine  11th,  1863,  standing  seventh  in  his  class. 
He  was  made  immediately  after  graduation  First  Lieutenant  of  the 
Corps  of  Engineers,  and  continued  attached  to  that  corps  to  the  close  of 
his  life.  He  served  with  distinction  as  Military  Engineer  of  the  Army 
of  the  Potomac,  taking  part  in  a  number  of  actions,  and  being  present 
at  the  capitulation  at  Appomattox  Court  House,  April  9th,  1865.  He 
received  in  1864  the  brevets  of  Captain  and  of  Major,  for  gallant  and 
meritorious  service.  After  the  war  he  was  for  one  year  with  the  engineer 
battalion  at  Willet's  Point,  New  York  harbor,  and  then  was  engaged  in 
the  work  of  the  improvement  of  Western  rivers  until  1868,  when  he 
took  charge  of  a  survey  for  the  Kansas  Pacific  Railroad,  under  the 
direction   of  the  Secretary  of  the  Interior,   making  the  surveys  from 
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Fort  Eiley  to  intersect  the  Union  Pacific  Eailroad  at  the  100th 
meridian.  He  was  subsequently  Chief  Engineer  of  the  Department  of 
the  Missouri,  and  in  June,  1869,  he  was  detailed  to  New  Orleans,  in 
charge  of  works  of  public  improvement  in  Louisiana,  Texas  and  the 
Gulf  Coast  of  the  State  of  Mississippi,  in  which  work  he  continued  until 
his  death.  These  works  were  of  considerable  local  importance,  and  were 
sufficient  to  keep  Major  Howell  very  actively  engaged  up  to  the  time 
when  his  health,  which  had  been  for  a  long  while  impaired,  forced  him  to 
leave  his  duties. 

He  became  a  member  of  the  American  Society  of  Civil  Engineers 
March  3d,  1875. 


ADDITIONS  TO 

LIBRARY    AND    MUSEUM 


From  S.  Tbaver  Abert,  Washington, 
I).  C: 
Annual  Report  upon  the  Improvement  of 
Rivers  and  Harbors  in  the  District  of 
Columbia,  Maryland,  Virginia  and  North 
Carolina.  S.  Thayer  Abert,  U.  S.  Civil 
Engineer. 

From    Aeronautical  Society    of    Great 
Britain,  Fred.  W.  Breary,  Hon.  Secre- 
tary, London  : 
Sixteenth  Annual  Report  of  the  Society  for 
the  year  1881. 

From  American  Academy  of  Arts  and 
Sciences,  Boston  : 
Proceedings  of  the    American    Academy   of 
Arts  and  Sciences.     New  Series.     Vol.  IX. 
From  June.  1881,  to  June,  1882. 

From    Association  of  Engineering  So- 
cieties,   H.   G.    Prout,    Secretary  of 
Board,  New  York  : 
Journals.    Vol.  I,  No.  12,  Oetober,  1882.    Vol. 

II,  No.  1,  November,  1882. 
Index,  Vol.  I.     November,   1881,  to  Oct6ber, 
1882. 

From  Babcock  and  Wilcox  Company, 
New  York  : 
Useful  Information  pertaining  to  the  Genera- 
tion and  Use  of  Steam.    2  copies.     October, 
1882. 

From  Board  of  Supervisors,  San  Fran- 
cisco, John  A.  Russell,  Clerk  : 
Municipal  Reports  of  San  Francisco  for  1881- 
82. 

From  American  lustitute  Mining  Engi- 
neers, Dr.  T.  M.   Drown,  Secretary, 
Easton,  Va..: 
The  Mines  and  Mills  of  Gilpin  County,  Colo- 
rado.    A.  N    Kogers. 
Some  Drift    Hematite  Deposits  in  East  Ten- 
nessee.   Edward  Nichols. 
The  Crystalline  Rocks  of  Virginia,  compared 
with   those   of  New   England.     Prof.  C.  H. 
Hitchcock. 


A  Native  Process  of  Smelting  Copper  Ores  in 
the  State  of  Jalisco,  Mexico.  Walter  B. 
Devereux. 

High  Percentage  of  Lime  in  Lead  Shafts- 
furnace  Slags.     Albert  F.  Schneider. 

Comparison  of  Various  Methods  of  Copper 
Analysis.     W.  E.  C.  Eustis. 

Notes  on  the  Geology  and  Mineralogy  of  San 
Juan  County,  Colorado.  Theodore  B.  Corn- 
stock. 

The  Mineral  Regions  of  Southern  New 
Mexico.     B.  Silliman,  M.D. 

Notes  on  some  Reactions  of  Titanium.  Mrs. 
Ellen  E.  Richards. 

Presence  of  Tellurium  in  Copper.  T.  Egles- 
ton. 

Some  Peculiarities  in  the  Occurrence  of  Gold 
in  North  Carolina.     Prof.  W.  C.  Kerr. 

Assaying  of  Silver  Bullion.     F.  C.  Blake. 

Hot-Blast  Stoves  at  tbe  Edgar  Thompson  Fur- 
naces "  D  "  and  "  E."     Julian  Kennedy. 

The  Comparative  Efficiency  of  Fans  and  Posi- 
tive Blowers.     H.  M.  Howe. 

The  Occurrence  of  Gold  in  the  Potsdam  For- 
mation, Black  Hills,  Dakota.  Walter  B. 
Devereux. 

Notes  on  the  Relation  of  Manganese  and  Car- 
bon in  Ir  jn  and  Steel. 

Charcoal  as  a  Fuel  for  Metallurgical  Processes. 
John  Birkinbine. 

Hcpfer's  Method  of  Determining  Faults  in 
Mineral  Veins.     R.  W.  Raymond. 

Ttie  Anthracite  Coal-beds  of  Pennsylvania. 
Chas.  A.  Ashburner. 

On  the  Peculiar  Features  of  the  Bassick  Mine. 
L.  R.  Grabill. 

Sliver  Milling  in  Arizona.  W.  Lawrence 
Austin. 

Proceedings  of  the  Coloi ado  Meeting,  August, 
1882, 

The  Estimation  of  Mineral  Oil  in  the  Presence 
of  other  Oils.     Chas.  C.  Hall. 

From  Boston  Public  Library: 

Bulletin.     October,  1882. 
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From   Bureau  of  Education,  Washing- 
ton, D.  C  : 
Circulars  of  Information,  as  follows  : 

No.  2,  1882.    Proceedings  of  the  Depart- 
,  ment  of   Suvierintendeuce   of  the   Na- 

tional  EdU'  ational    Association  at    its 
meeting    at  Washington,  March  21-23, 
1882. 
No.  3,  1882.     The  University  of  Bonn. 
No.  4,  1882.     Riiral  School  Architecture. 
National  Pedagogic  Congress  of  Spain. 
Natural   Science  in  Secondary  Schools. 
Instructiou  in  Morals  and  Civil  Govern- 
ment. 

From  Dr.  C.  F.  Chandler,  Dean  of  the 
faculty   School  of  Mines,  Columbia 
College,  New  York  : 
Circular   of    Information,   School  of  Mines, 
1883-84. 

I'rom   Clarke,  Reeves  k  Co.,  Phoenlx- 
ville.  Pa. : 
Two  framed  photographs  of  Kinzua  Viaduct. 

From  Wm.  Paul  Gerhard.  New  York: 
First  Report  of  the   Royal  Sanitary  Commis- 
sion.    London,  1869. 
House    Drainage    and     Sanitary    Plumbing. 
Wm.  Paul  Gerhard.     New  Y'ork,  1882. 

From  George  S.  Greene,  Jr.,  New  York: 
Annual  Repoi-t  of  the  Department  of  Docks. 
April  30.  1882.     (Several  copies.) 

From  Institution   of    Civil    Engineers, 
London  : 
Abstract  of  Papers  in  Foreign  Transactions 
and  Periodicals.     Vol.  LXX.    Session  1881- 
82.   Part  IV. 

From  Institute  of  Engineers  and  Ship- 
builders,    Glasgow,     W.    J.    Millar, 
Secretary : 
♦  Transactions.     Vol.  XXV.     1881-82. 
The  Dimensions  of  Cast  I'on  at  various  Tem- 
peratures, with  more  special  reference  to  the 
phenomena  of  the  solid  floating  on  the  mol- 
ten metal.     W.  J.  Millar,  C.E. 

From    Institute    of    Mechanical    Engi- 
neers, London  : 
Proceedings.     August,  1882.     Leeds  Meeting. 

From  Wm.  P.  Judson,  Oswego,  N.  Y. : 
Specifications  for  the  Extension  of  the  Oswego 

Breakwater.     November  23,  1882. 
Specifications  for  the  Extension  of  the  Buffalo 
Breakwater. 

From  John  Kennedy,  Montreal  : 
Report  on  the  St.  Lawrence  Bridge  and  Manu- 
facturing Scheme.     John  Kennedy.     Mon- 
treal. 1882. 

From  I.  Francis  Le  Baron,  Jacksonville, 
Fla.: 
Specifications  for  River  and  Harbor  Improve- 
ments—Fla.,  Texas,  Wis.,  Minn.,  Pa.,  Mich., 
Miss.,  Me.,  N.   H.,  Mass.,  R.  I.,  Conn.,  N. 
C,  N.  J.,  Va.,  Md  ,   Del.,   111.,   Iowa,    Cal. 
Dredging,     Jetties,     Dams,      Revetments, 
Dykes,  Piers,  Crib-work,  Dredges,  Tugs  and 
Scows. 
Florida  :  Its  History,  Topography,    Climate, 
Soil,  Resources  and  Natural  Advantages.  A. 
A.  Robinson.     Tallahassee,  1882. 

From  John  Lockwood,  New  York  : 
Bolt  from  Flanged  Pipe  on  Force  Main  of  New 
Brighton,  Staten  Island,  Water  Works,  cut 
off  by  sand   blast   from  a  leak.     Had  been 
in  a  year  when  discovered. 

From  Capt.    D.  A.  Lyle,   U.S  A.,  Bos- 
ton : 
Report  on  the  Manufacturing  and  Use  of  Files 
and  Rasps.     Capt.  D.   A.  Lyle  and  Samuel 
W.  Porter. 


From    the    Slassachusetts    Institute  of 
Technology,  Boston: 
Abstract  of  the  ProL'eedings  of  the  Society  of 
Arts  for  1879,  1880,  1S80-1881,  1881-1882." 
From  W.  H.  McFadden,  Philadelphia: 
Annual    Report    of    the    Philadelphia    Water 
Department,  1881. 

From  Isaac  Newton ,  New  York : 
Report  of  the   Department  of  Public  Works 
for   the   Quarter  ending  December  31,  1880, 
and  Annual  Report  for  1881. 

From    North    of   England   Institute  of 
Mining  Engineers: 
Transactions,  Vol.  XXXI.,  1881-2. 

From  H.  V.  and  H.  W.  Poor,  New  York: 
Manual  of  the  Railroads  of  the  United  States. 
H.  V.  Poor.     New  York,  1882.     15th  Annual 
Number. 

From  Charles  Paine,  New  York: 
Prospectus.   Chicago,  St.  Louis  and  Mew  Or- 
leans  Railroad   Co.     W.   H.  Osborn.     Dec. 
30,  1882. 

From  Pi  Eta  Scientific  Society,  Troy: 
Papers  read  before  the  Society.     Vol.  2,  No. 
5,  December,  1882. 

From  Seisniological  Society  of  Japan: 
Transactions.   Vol.  IV.,  January  to  June,  1882. 

From   Societe    des    Ingenieurs  Civils, 
Paris : 
Memoires.    August  and  September,  1882. 

From  Robert  Surtees,  Ottawa.  Canada: 
.\nnual   Report  of  the   Water    Works    Com- 
mittee, with  Official  Reports  for  1882. 

From  United  States  Lighthouse  Board, 
Washington: 
Annual  Report  of  United   States  Lighthouse 
Board  for  the  year  ending  .June  30,  1882. 
From  United    States    Naval    Institute, 
Annapolis,  Md.: 
Proceedings.   Vol.  VIII.,  No.  3,  1882. 
From  George  L.  Vose,  Boston : 
The  Training  for  Students  in  Civil  Engineer- 
ing.    George  L.  Vose.     New  York,  1882. 
From   W.    L.   Webber,    East    Saginaw, 
Mich.: 
Inter-State  Comnieree.  Its  Regulation  by  Con- 
gress.   W.  L.  Webber. 

From  H.  M.  Wightman,  Boston: 
Ninth   Annual   Reporc  of  the   Boston    Water 
Board.    Boston,  1882. 

From   Chas.  E.  Wright,  Commissioner 
of     Mineral      Statistics,     Marquette, 
Mich. : 
Anniial  Report  of  the  Commissioner  of  Min- 
eral Statistics  of  the  State   of  Michigan  for 
1882.  ■  LRnsing,  1882. 

From  Ordnance  Department,  U.   S.  A. 
Gen.   S.  V.  Benet,  Chief,  Washington, 
D.  C: 
Ordnance  Notes,  as  follows: 

Tire-Upsetting  Machine.  Designed  by 
A.  T.  Brewer.  Captain  John  G.  Butler. 
No.  206. 
Torpedoes.  Their  Disposition  and  Radius 
of  Dei-tructive  Effect.  Lieut.  Com.  C. 
F.  Goodrich,  U.  S.  N.  No.  207. 
A    Proposed    Armiment   for    the    Navy. 

Com.  E.  Simpson.  U.  S.  N.  No.  209. 
The  Type  of  (I.)  Armoured  Vessel,  (II.) 
Cruiser,  best  suited  to  the  present 
needs  of  the  United  States.  (Prize 
Essay,  1881.)  Lieut.  E.  W.  Very,  U.  S. 
N.     No.  210. 
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The  U.  S.  Steamer  Alarm.    Lieut.   R.  M. 

G.  Browu,  U.  S.  N.     No.  211. 
Chemical   Theory  of  the  Combustion    of 

Gunpowder.  R.  Buusen  and  L.  Sehisch- 

koff.     No,  212. 

The  Development  of  Armor  as  applied  to 
Ships.  Lieut.  Jacob  W.  Miller,  U.  S  N. 
No.  213. 

Preservation    of  Wood.     Prof.    Chas.    E. 

Monroe,  U.  S.  N.  A.     No.  214. 
The  Employment  of  Torpedoes  iu  Steam 

Launches  against  Men-of-War.      Lieut. 

Charles  Chabautl  Arnault.     No.  215. 
Wallace's  Intrenching  Tool.    Major  N.  W^ 

Wallace.    No.  217. ' 
Deviations     of    Small-Arm     Projectiles. 

Capt.  John  E.  Greer.     No.  225. 
Recent  Experiments  with  an  11-inch  Com- 
pound Armor  Plate  at  Shoeburyuess. 

Maj.  D.  D.  T.  O'Callaghan,  R.  A. 


The  Supply  of  Ammunition  to  Infantry  on 
the  Felrt  of  Battle.     A.  Mariotti. 

On  the  Interior  Economy  of  a  Prussian  Regi- 
ment.    Capt.  J.  Rutherford  Lumley. 

The  Bombardment  of  Alexandria  by  the 
English  Fleet,  July  11, 1882.  Translated  by 
Lieut.  C.  W.  Whipple. 

From  .John  Wiley  &  Sons,  New  York: 

The  Railroad  Spiral.  "Wm.  H.  Searles,  C.  E. 
New  York,  1882. 

From  other  sources: 

Report  of  the  Proceedings  of  the  Sixteenth 
Annual  Convention  of  the  Master  Car  Build- 
ers' Association  held  in  the  City  of  Phila- 
delphia, June  13,  14,  15,  1882.  New  York, 
1882. 

Papers  on  Mechanical  Subjects.  Sir  Joseph 
Whitworth,  Bart,  F.R.S.,  D.C.L.,  LL.D. 
Vol.  1.  True  Planes,  Screw  Threads  and 
Standard  Measures. 


LIST    OF    MEMBERS. 


ADDITIONS . 

MEMBERS. 

Date  of  Election. 

GiELOw,  Henry  J U.  S.  Asst.  Engineer,  Town  Creek,  Ala.,  Dec.  G,  1882. 

S.^FFOED,  Edward  8 Div.  Engineer,  New  York,    West  Shore 

and    Buffalo  R.  R.,  Newburgh,  N.  Y.,  Dec.  6,  1882. 

ScHUYLEK,  James  D Chief  Engineer  and  Gen.  Supt.  Sinaloa 

and   Diirango  R.  R,,   Cnliacan,  Mex., 

via  San  Erancisco  and  Mazatlan.  . .   .  Dec.  6,  1882. 

Spencee,  Thomas  AV Div.   Engineer   New  York,  West  Shore 

and  Buffalo  P..  R.,  Utica,  N.  Y Dec.  6,  1882. 

Th.wer,  Russell Chief  Engineer  and   Supt.    Fairmount 

Park,  232   South  Twienty-second  St., 
Philadelphia,  Pa  Dec.  6, 1882. 

Weston,  Edmund  B Engineer  Water  Dept,  Lock  Box  1071, 

Providence,  R.  I Dec.  6,  1882. 

Yokke,  Edwaed Chief  Engineer   Pacific   Line,  Mexican 

Central   R.  R.,  Guadalajara,    Xalisco, 

Mexico Dec.  6,1882. 


changes  and  coeeections. 

MEMBEES. 

BrLLiN,  Ch.\eles  E Care  Engineers'  Club,  1518  Chestnut  St.,  Philadel- 
phia, Pa. 

BLICKEN.SDEEFEE,  RoBEET . Supt.  Idaho  Div.  U.  P.  R.  R.,  Pocatella,  Idaho. 

Canfield,  EDW.iED Supt.  South.  Div.  N.  Y.,  Ont.  and  W.  Rwy,  Tappan, 

N.  Y. 
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Constable,  Casijur 2035  Seventh  Ave.,  New  York  City,  N.  Y. 

DuNCKLEE,  John  B 2136  Penn.  Ave.,  Washington,  D.  C. 

FoESYTH,  Robert 15  Walton  Place,  Chicago,  111. 

Glover,  Oliver  L .'Chief  Engineer,   Salvador   Cent.    Ewy.,  La  Union, 

Salvador,  C.  A. 

Heemany,  Charles Chief  Engineer  Water  Works,  549  Third  St.,  Louis- 
ville, Ky. 

Noble,  Alfred 43  Campbell  St.,  Detroit,  Mich. 

Olney,  Lafayette Newburgh,  N.  Y. 

Searles,   WiLLLvM  H Beach  Creek,  Clinton  Co.,  Pa. 

Sewall,  Joseph  S 481  Carroll  St.,  St.  Paul,  Minn. 

Seymour,  Charles Chief  Engineer  S.  E.  and  S.  E.  R.  R.,  Palestine,  111. 

Shinn,  WILLL4.M  P Vice-President   N.  Y,  Steam   Co.,  22  Cortlandt  St., 

New  York  City,  N.  Y. 

Symons,  Thomas  W Lieiit.    Corps   of   Engineers,  U.    S.    A.,    Hotchkiss, 

Tenn. 

WiMMER,  Sebastien St.  Mary's,  Elk  Co.,  Pa. 


JUNIOR. 

Burnham,  George,  Jr 500  North  Broad  St.,  Philadelphia,  Pa. 

Resignations. 

MEMBERS. 

Beckwith,  Arthur December  31,  1882. 

CoPELAND,  George  M December  31,  1882. 

LowTHORP,  Francis  C.  . .  .December  21,  1882. 
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